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The Networking Fundamentals 
textbook is beneficial to anyone wishing to 
pursue a career in information technology. 

It provides the skills and basic knowledge 
required before pursuing studies in 

specific networking fields, such as network 
administration, network design, and the 
support of specific network operating 
systems. This textbook and the accompanying 
Laboratory Manual and Study Guide meet 
all the required knowledge for the CompTIA 
Network+ Certification exam and provide 
the basic skills and knowledge needed to 
successfully enter the field of networking. 

While many books on the market prepare 
students to pass the Network+ Certification 
exam, they do not take the time to explain in 
detail how the various network technologies 
work. You may be prepared for the exam, but 
lack the technical foundation to understand 
the networking technologies underlying 
everyday operations. In contrast, the 
Networking Fundamentals textbook contains 
detailed explanations about concepts, rather 
than just presentations of key points and 
specifications. 

Many concepts may seem confusing 
or incomplete when first presented. As you 
progress through the textbook, you will 
learn other knowledge that will help you 
grasp previously presented concepts. This 
is why it is imperative that you constantly 
review previously learned subjects. Many of 
the concepts covered in early chapters will 
not become completely clear until later in 
the textbook. For example, throughout the 
textbook, references are made to protocols and 
the OSI model. These concepts are difficult to 
fully master until other concepts are presented 
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and learned. Later in the textbook, an entire 
chapter is devoted to the OSI model and how it 
is directly related to protocols and equipment. 
Learning and reviewing the material presented 
should be a continuous process. 

Be sure to visit all the recommended Web 
sites and perform the Suggested Laboratory 
Activities. A Laboratory Manual and a Study 
Guide have been designed to accompany 
this textbook. I strongly recommend that 
you complete all laboratory and study guide 
activities. The Laboratory Manual will 
provide you with a guided opportunity 
to perform many of the jobs required ina - 
typical network setting. The Study Guide will 
provide you with a valuable means of review 
and practice essential for mastery of basic 
network knowledge and skills. By completing 
all activities and related class work, your 
opportunity for success on the Network+ 
Certification exam and in the workplace will 
be greatly enhanced. 

I want to take this opportunity to wish 
you success in your future. 

Sincerely, 

Richard Roberts 


The Author 


For the past 35 years, Richard Roberts has 
been designing curriculum, teaching Electricity 
and Electronics as well as Computer Tech- 
nology, and supervising technical teachers. 
Mr. Roberts is an accomplished programmer 
and computer technician. He has experience 
as the system administrator for Novell 
NetWare, Microsoft NT, and IBM Token Ring 
networking systems. He possesses a Bachelor's 
degree in Technical Education and a Master’s 
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degree in Administration/Supervision. He 
also has current CompTIA A+, Network+, and 
iNet+ certifications. 

His computer experiences started as early 
as 1974, when he began programming and 
teaching the Motorola 6800, which eventually 
evolved into the Motorola 68000—the 
core processor of the Apple Macintosh. 
computer system. Since then, Mr. Roberts 
has maintained his teaching status to both 
instructors and students as the technology 
has evolved, and he has remained at a state- 
of-the-art technical level through research, 
teaching, and applications. He is currently 
an adjunct instructor at South Florida 
Community College. He has authored the 
Computer Service and Repair textbook and 
its ancillaries and coauthored the Electricity 
and Electronics textbook as well as designed 
and programmed the accompanying 
interactive CD-ROM. 

In addition to his current position, Mr. 
Roberts has taught at Erwin Technical Center 
and Tampa Bay Technical High School, and 
he has taught adults in the military service. 
His time is now divided between computer 
consulting and applications, teaching students 
and instructors, and writing textbooks and 
other ancillary instructional materials. 
Occasionally, he goes fishing, but not too often. 


Using This Text 


Each chapter begins with a number of 
learning objectives. These are the goals you 
should set to accomplish while working 
through the chapter. In addition to your 
objectives, each chapter begins with a list 
of new terms, which are important for you 
to learn as you move through the chapter. 
When these new terms are introduced in the 
text, they are printed in a bold italic typeface. 
At that point in the text, you will find these 
terms defined in the margin. 

As you read this text, you will also notice 
some other words or phrases that stand out. 
File names that you encounter will appear 
like notepad.exe, student.txt, or io.sys. Any data 
you must enter, be it by typing at the DOS 
and Run prompts or button/tabs/menus that 
you will click with your mouse are set out 


like dir C: or Start | Programs | Accessories | 
System Tools. Any Internet addresses within 
the text are in the traditional Web style and in 
blue, such as www.g-w.com. Internet address 
listed under Interesting Web Sites for More 
Information at the end of each chapter are in 
the traditional Web style, underlined, and in 
blue, such as www.g-w.com. 

Be sure to read any Network+ Notes, 
Tech Tips, or Warnings that you encounter. 
Network+ Notes contain tips that will help 
you study for the CompTIA Network+ 
Certification exam. Tech Tips are useful 
tidbits that might come in handy in the 
field. Take heed when you see a Warning. 
Warnings alert you when an act may damage 
your computer, computer components, or 
yourself. Damaging a computer component 
or device through electrostatic discharge is 
the most common danger you will encounter 
with computers and networking. You may 
also encounter some dangerous voltages, 
especially when dealing with monitors. Most 
of those repairs should be left to special 
technicians. 

Each chapter concludes with a summary 
of some of the key information you should 
take trom the chapter, a large number of 
questions, a list of useful Web sites, and 
laboratory activities for you to try. Each 
chapter has two sets of questions. The first set 
of questions tests your general comprehension 
of the material in the chapter. The second set 
of questions mimics the style of the CompTIA 
Network+ Certification exam. The questions 
asked here are on topics that the exams 
commonly probe. 

Hands-on experience is the only way to 
become proficient in networking, so be sure 
to attempt the activities at the end of each 
chapter. If you can complete the activities 
in this text and in the accompanying 
laboratory manual, you should have no 
problem passing the Network+ Certification 
exam. Each chapter concludes with a 
complete Laboratory Activity. Be sure to work 
through each of these activities. Suggested 
Laboratory Activities are also included. These 
activities are loosely structured proceedings 
that you can attempt on your own or if you 
have free time in class. 


Never forget, the world of networking 
changes rapidly. Consequently, network 
administration and the CompTIA Network+ 
Certification exam must change with it. Each 
chapter includes a list of Web sites where you 
can find the latest information on the topics 
covered. Be sure to check the CompTIA Web 
site (www.comptia.org) frequently for the 
latest information on what subjects are being 
added to the exam and what subjects are be- 
ing dropped. Also, check the author's Web site 
(www.RMRoberts.com) for text updates, inter- 
esting links, and bonus laboratory material. 
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The logo of the CompTIA Authorized 
Quality Curriculum (CAQC) program and 
the status of this or other training material 
as “Authorized” under the CompTIA 
Authorized Quality Curriculum program 
signifies that, in CompTIA's opinion, such 
training material covers the content of 
the CompTIA‘s related certification exam. 
CompTIA has not reviewed or approved 
the accuracy of the contents of this training 
material and specifically disclaims any 
warranties of merchantability or fitness for 
a particular purpose. CompTIA makes no 
guarantee concerning the success of persons 
using any such “Authorized” or other 
training material in order to prepare for any 
CompTIA certification exam. 

The contents of this training material 
were created for the CompTIA Network+ 
exam covering CompTIA certification 
objectives that were current as of 2005. 


How To Become CompTIA 
Certified 


This training material can help you 
prepare for and pass a related CompTIA 
certification exam(s). In order to achieve 
CompTIA certification, you must register 
for and pass a CompTIA certification 
exam(s). 
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In order to become CompTIA certified, 
you must: 


1. Select a certification exam provider. For 
more information please visit http:// 
www.comptia.org/certification/general_ 
information/exam _locations.aspx. 


2. Register for and schedule a time to take 
the CompTIA certification exam(s) at a 
convenient location. 


3. Read and sign the Candidate Agreement, 
which will be presented at the time of 
the exam(s). The text of the Candidate 
Agreement can be found at http://www. 
comptia.org/certification/general _ 
information/candidate_agreement.aspx. 


4. Take and pass the CompTIA certification 
exam(s). 


For more information about CompTIA‘s 
certifications, such as its industry acceptance, 
benefits, or program news, please visit 
www.comptia.org/certification. 

CompTIA is a not-for-profit trade 
information technology (IT) trade association. 
CompTIASs certifications are designed by 
subject matter experts from across the IT 
industry. Each CompTIA certification is 
vendor-neutral, covers multiple technologies, 
and requires demonstration of skills and 
knowledge widely sought after by the IT 
industry. 

To contact CompTIA with any questions 
or comments, please call (1) (630) 678 8300 or 
email questions@comptia.org. 
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Introduction to 
Networking 


After studying this chapter, you will be able to: 

Explain the advantages and disadvantages of a network system. 

Identify the three major network classifications: LAN, MAN, and WAN. 
Identify the basic network topologies. 

Compare and contrast a peer-to-peer network with a client/server network. 
Describe how data is packaged and transmitted. 

Explain the purpose of a protocol. 

List the common networking protocols. 


rele. La 


Explain the purpose of general network devices such as a hub, repeater, 
switch, and gateway. 


m 


Identify the major standards organizations. 
Identify and explain the purpose of the IEEE 802 standards. 
List and explain the purpose of each OSI layer. 


C 


D 


Network+ Exam—Key Points 
The following subject areas are frequently tested by the CompTIA 

Network+ Certification exam: 

Network topologies. 

Network protocols. 

Network models. 

Network connectivity. 

LAN, MAN, and WAN. 

Network standards. 

Network equipment. 

OSI model. 


These subject areas are introduced in this chapter. Many of them appear in 
more detail later in the textbook. Begin studying them now as simple concepts, 
and you will be better ae to comprehend the information presented in 
later chapters. 7 
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Key Words and Terms 


The following words and terms will become important pieces of your 
networking vocabulary. Be sure you can define them. 


active hub 

access port 

administrative server 

American National Standards Institute 
(ANSI) 

application layer 

ATM (Asynchronous Transfer Mode) 

attenuation 

backbone 

bridge 

brouter 

bus topology 

cell 

centralized administration 

CERN 

client/server network 

concentrator 

connectionless-oriented 
connection-oriented 

copper core cable 

data layer 

database server 

decentralized administration 

dedicated server 

driver 

Electronic Industry Association (EIA) 

FIR (Fast Infrared) 

fiber-optic cable 

file server 

gateway 

hierarchical star 

hub 

hybrid topology 

Institute of Electrical and Electronic 
Engineers (IEEE) 

IPX/SPX (Internetwork Packet 
Exchange/Sequenced Packet 
Exchange) 

International Organization for 
Standardization (ISO) 

layer 1 device 

layer 2 device 

layer 3 device 

local area network (LAN) 

logical identification 


MAC (media access code) address 

media 

mesh topology 

metropolitan area network (MAN) 

multistation access unit (MAU) 

NetBEUI (NetBIOS Enhanced User 
Interface) 

NetBIOS (Network Basic Input/Output 
System) 

network 

network administrator 

network interface card (NIC) 

network layer 

network operating system (NOS) 

network topology 

node 

Open Systems Interconnection (OSI) 
model 

passive hub 

peer-to-peer network 

physical layer 

presentation layer 

print server 

protocol 

repeater 

ring topology 

routable protocol 

router 

server 

session layer 

standard 

star topology 

switch 

TCP/IP (Transmission Control 
Protocol/Internet Protocol) 

Telecommunications Industry 
Association (TIA) 

terminating resistor 

transport layer 

tree 

Underwriters Laboratories (UL) 

wide area network (WAN) 

wireless topology 

World Wide Web Consortium (W3C) 
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This chapter presents a general overview of networking and introduces basic 
networking concepts. Each topic presented is expanded and explained in detail in 
later chapters. For full comprehension of the concepts presented throughout the 
textbook, it is essential that you complete the correlating labs in the lab manual 
and perform the suggested lab activities at the end of each chapter. The lab 
manual and suggested lab activities provide for a valuable learning experience. 


Definition of a Network 


A network is an interconnected collection of computers, computer-related 
equipment, and communications devices. This collection could include a 
PC, laptop computer, personal digital assistant, tablet PC, printer, cell phone, 
telephone, pager, fax machine, camera, satellite, satellite dish, or a bar code 
scanner, Figure 1-1. A network can be as simple as two computers in one room or 


network 

an interconnected 
collection of com- 
puters, computer- 
related devices, and 


as large as thousands of computers, computer equipment, and communications a. MO 
devices spread across the entire globe. 
The purpose of a network is to share computer-related equipment and data. 

Examples of data are text files, spreadsheets, database information, images, video, 

music, and voice. Examples of computer-related equipment are printers, Internet 

access devices, and fax machines. 
Figure 1-1. 
Various devices 
that can be part of a 
network. . 


~ o -æ 


Personal 
digital 
assistant 


Laptop computer 


Bar code 
scanner 


Satellite 
dish 
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A network is not the best answer for every situation and should be justified. 
You must compare the need versus the cost. Next, we will look at the advantages 
and disadvantages of networking. 


Advantages of Networking 


Networks provide a means to share software, data, equipment, and 
communications quickly, easily, and inexpensively. They also provide a means 
to secure data. A corporate network saves time and money by providing quick 
access to files and resources throughout the corporation. By using a network 
system to its full potential, data and communication can be exchanged in 
the same day ina series of e-mails, phone conversations, and networking 
conferences. Network meetings can take place quickly and easily between 
individuals from all over the world, costing only a fraction of what it would cost 
if the participants had to travel. A small-office or a home-office network can 
easily share a single printer or data, eliminating the need to transport files on a 
floppy disk or a CD from computer to computer. 

If it were not for networks, the sharing of data would not be quick, easy, or 
inexpensive. Think about what it would take to share data with another person 
without the use of a network. You could copy the file to be shared to a floppy 
disk or CD-RW disc and then physically transport the file to the person. The 
transportation may involve a short walk or a drive, or it may involve shipping. A 
walk may not cost much, but a drive or mailing a package can be costly and may 
not be practical to meet deadlines. 

A network can facilitate the delivery of the file to anyone anywhere on the 
network in a very short time at very little cost. Prior to the use of the Internet, 
editors and writers were required to exchange work via the US Postal Service. A 
manuscript would be mailed and delivered in two or three days. The manuscript 
would be read and edited and then returned within a few days via the public 
mail system. The writer would review the remarks, changes would be made, 
and the manuscript would be mailed once again. This process was slow and 
would typically take a week or more for each chapter. Today, material indicating 
corrections or clarifications can be exchanged via the network in the same day, 
saving time and shipping costs. 

The ability to share network devices can also save a company a significant 
amount of time and money. A very expensive poster printer used in commercial 
advertising and art can be connected to the network. If a person located at 
another PC wished to print their artwork, they could simply send it there via 
the network. In fact, everyone in the art department can do the same. There 
would be no need to buy multiple printers. If the printer was not connected 
to the network, printing a graphic would be much more difficult and would 
consume a significant amount of time. The file would have to be copied to a 
floppy disk or a CD-RW disc and physically transported to the PC to which the 
printer was attached. 

Another advantage of networking is security. Security is a vital part of an 
organizations structure. It protects information such as customer lists, patient 
records, legal material, and ideas from being stolen or destroyed. Networks can 
keep data more secure than a traditional paper system. In an old hard-copy 
system, data can be photocopied and distributed by anyone having access to the 
original documents without the company’s permission. Customer lists, patient 
files, financial records, and such can all be copied. The network can be structured 
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to allow users to access only what they need to use for their individual job. Users 
can be set up as individuals or groups to access particular files, collections of 
files, and equipment. Allowing specific access is known as assigning user rights 


or permissions. Security will be covered in detail in Chapter 16—Network 
Security. 


Disadvantages of Networking 


Although networking has many advantages, it has its disadvantages as 
well. These disadvantages include needing additional personnel, losing access 
to files when the network is down, and vulnerability to hackers, viruses, and 
disgruntled workers. 

Additional personnel are often needed to maintain and modify the network. 
This adds to the business’ operational costs. The number of staff is directly 
related to the size of the network and the complexity of its design. A small, peer- 
to-peer network is cost effective and requires few network administration skills 
for installation and maintenance. A large, client/server-type network can be very 
expensive and require users to have specialized training prior to its installation 
and operation. This type of network typically requires a network administrator 
and additional networking staff. The original cost of installing a network, as well 
as overcoming the complexity of its usage, can be a disadvantage. However, after 
long-term use and training, the costs can be justified. 

One of the largest disadvantages of a network depends on how it is designed 
and configured. Often, when a network goes down, files may not be accessible. 
Unless a backup system is in place, files that are shared from the file server 
cannot be retrieved until the administrator repairs the network. 

Security can be a double-edged sword. A network can provide an excellent 
means of security, yet fail to provide security because of the many variables 
involved. A network can be susceptible to hackers, viruses, and disgruntled 
workers. 


Network Classifications—LAN, MAN, and WAN 


Networks are classified into three major categories: local area network 
(LAN), metropolitan area network (MAN), and wide area network (WAN). These 
categories are based on the physical size of the network, management, and the 
use of a private or public communication system. 

A public communication system can be accessed by anyone who has a 
telephone. A private system can only be accessed by designated personnel. 

For example, a telephone line between company offices can be either public or 
private. A public line is part of the general public telephone system. A private 
line between company offices is a privately leased line accessible by only 
designated company employees. An example of a private line is a T1 line. You 
will learn about T1 lines in Chapter 15—Remote Access and Long Distance 
Communications. Company networks in which security is a high priority often 
use private telephone lines rather than public lines. 

A local area network (LAN) is a network that is usually confined to a single 
building and is managed by a single entity such as a company. An example of 
a LAN is a network system connecting computers in an office. A metropolitan 
area network (MAN) consists of two or more LANs connected with private or 
public communication lines within the same geographic area, such as a city or 
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local area network 
(LAN) 

a network that is 
usually confined 

to a single building 
and is managed by a 
single entity such as 
a company. 


metropolitan area 
network (MAN) 

a network, under 
one management, 
that consists of two 
or more LANs con- 
nected with private 
communication lines 
within the same 
geographic area, 
such as a city or a 
university campus. 


30 Networking Fundamentals 


wide area network 
(WAN) 

a network that con- 
sists of a large num- 
ber of networks and 
PCs connected with 
private and public 
communication lines 
throughout many 
geographic areas. 


network topology 
the physical arrange- 
ment of computers, 
computer-related 
devices, communica- 
tion devices, and 
cabling in a network. 


node 

any device attached 
to the network that is 
capable of processing 
and forwarding data. 


a university campus. A MAN is also managed by a single entity. The wide area 
network (WAN) consists of a large number of networks and PCs connected with 
private and public communication lines throughout many geographic areas, 
Figure 1-2. Both public and private telephone companies make communication 
over a WAN possible. A good example of a WAN is the Internet. The Internet 
consists of millions of networks spread across the entire globe. A WAN usually 
requires the services of a telephone company to connect LANs that are under 
different management. 


Network Topologies 


The physical arrangement of computers, computer-related devices, commu- 
nication devices, and cabling in a network is referred to as network topology. 
The four major topologies are bus, ring, star, and mesh. Combining two or more 
of the four major topologies creates a hybrid topology, Figure 1-3. 

The most distinctive identifier of network topology is the cable and node 
arrangement. A node is any device attached to the network that is capable of 
processing and forwarding data. Some of these devices could be a PC, hub, 
switch, router, server, and repeater, Figure 1-4. In a wireless network, cabling is 
not used and nodes do not have to be arranged in a set pattern; however, each 
network device in a wireless network is capable of processing and forwarding 


Figure 1-2. 

A wide area network 
(WAN) connects 
networks and PCs 
together over a large 
geographic area. 


London 


Chicago 


Caracus 
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Figure 1-3. 

A hybrid topology can 
i be formed from two 
OO e a era or more of the major 


network topologies. 


Hylrii 


data. Wireless technology has become a popular form of linking networks. For 
these reasons, we will include wireless in our discussion of topologies. 
As you read the following sections on each topology, note that each topology 
is a result of the type of media and network device used to form the network. The 
following sections briefly mention the type of media and network devices used 
in each topology. You will learn more about network media and devices later in Pus topology 


this chapter and in the following chapters. a topology that uses 

a single cable or con- 

ductor to connect all 

Bus Top ol ogy nodes on a network. 

A bus topology uses a single cable or conductor to connect all nodes on the 
network. Look at Figure 1-5. Each node is connected to a common cable. A bus 


topology uses the least amount of cable when compared to other topologies. The 


backbone 
a cable that serves as 
a common path and 


bus topology is often used as a backbone to link other topologies. A backbone often employs high- 
serves as a common path and often employs high-speed network cable such as speed network cable 
fiber-optic. such as fiber-optic. 


The term backbone may change somewhat when applied to specific types of network 
topology. In the bus topology, it is the common connecting cable. In a star topology, it 
describes the cable that connects different portions of the network, or different LANs. 


Figure 1-4. 
Node A node denotes a 


connection point 
throughout a network 
system. 


Node 
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Figure 1-5. 

In a bus topology, all 
nodes connect to a 
common cable. 


terminating resistor 
an electronic 

device, employed 

in a coaxial-type 

bus topology, that 
absorbs transmitted 
signals, preventing 
the signals from 
deflecting and the 
data from distorting. 


Common cable -hH 


Bus Topology 


A bus topology that uses coaxial cable requires a terminating resistor at each 
cable end. A terminating resistor absorbs the transmitted signals when they 
reach the end of the bus. Without the terminating resistor, the transmitted signals 
would deflect, causing the data to be distorted. Terminating resistors are covered 
in detail in Chapter 2—Network Media—Copper Core Cable. 


Star Topology 


Cables running from each node to connect to a single point distinguish the 
star topology, Figure 1-6. The center of the star is usually a device known as 


Figure 1-6. 

In a star topology, all 
nodes connect to a 
central point. 


Access port 
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a hub. A hub provides a common electrical connection to all nodes in the star 
arrangement. Each network cable plugs into a connection called an access port 
at the hub. Hubs are discussed in detail in a later section of this chapter. 


Ring Topology 


The ring topology consists of a single cable that runs continuously from 
node to node, Figure 1-7. The cable begins and ends at the first node in the 
network. The ring must remain unbroken. 

A ring topology may also resemble a star topology, but because of the 
equipment used, it is really connected as a ring. When laid out as a physical star, 
each node is wired directly to a central location called a multistation access unit 
(MAU). A MAU is similar to a hub, but does not function exactly like a hub. A 
MAU allows for the quick connection and disconnection of Token Ring cables 
while maintaining the logic of the ring topology. In other words, the MAU keeps 
the circle in tact when one of the Token Ring cables is removed. 

Switches at the access ports maintain the ring. See Figure 1-8. The unused 
ports act as closed switches, which maintain the logic of the ring topology. When 
a cable is plugged into the access port, the switch is opened. The pair of wires 
inside the cable run to and from the node and MAU. The integrity of the ring is 
maintained. 


star topology 

a physical configura- 
tion in which cables 
running from each 
node in a network 
connect to a single 
point, such as a hub. 


hub 

a network device that 
provides a common 
electrical connection 
to all nodes in a star 
topology. 

access port 

a connection into 
which network cables 
plug. 

ring topology 

a physical arrange- 
ment that consists 

of a single cable that 
runs continuously 
from node to node. 


MAU is also referred to as a MSAU (Multi Station Access Unit). 


Ring Topology 


Figure 1-7. 

In a ring topology, all 
nodes connect to a 
cable, forming a circle 
or ring. 


34 Networking Fundamentals 


Figure 1-8. 

A MAU maintains ring 
integrity while cables 
are connected to or 
disconnected from the 
network. 


multistation access 
unit (MAU) 

a network device that 
allows for the quick 
connection and dis- 
connection of Token 
Ring cables while 
maintaining the logic 
of the ring topology. 


mesh topology 

a physical arrange- 
ment in which each 
node on the network 
connects to every 
other node on the 
network. 


wireless topology 

a physical arrange- 
ment that uses 
infrared light or 
radio transmission 
as a means of com- 
munication between 
nodes. 


cell 

the area that is 
served by a radio 
access tower. 


hybrid topology 

a physical arrange- 
ment that is a mix- 
ture of star, bus, and 
ring topologies. 


MAU 


= Sosa 
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Unused switch 
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Mesh Topology 


In a mesh topology, each node on the network connects to every other 
node on the network. This is the most reliable network topology and the most 
expensive because of the additional cost of cabling and equipment. A mesh is 
only practical when the network is mission critical and cost is not a barrier. A 
network consisting of multiple servers may use a mesh topology to ensure the 
reliability of the servers. See Figure 1-9, 


Wireless Topology 


As the name implies, a wireless topology does not use cabling. It uses either 
infrared light or radio transmission to communicate between nodes. Infrared 
light requires line-of-sight for nodes. This means that nothing that would block 
the light beam during communications should be placed between the nodes. 
Radio transmission can experience difficulties caused by building structure 
and interference generated by other electrical equipment such as radios, motors, 
welders, and microwave ovens. 

Despite these disadvantages, a wireless topology does have many 
advantages. It is the only answer for communicating with vehicles. The 
transmission can originate from a building antenna or from a satellite, 

Figure 1-10A. Using cable to connect two buildings could be very expensive 

and time consuming when compared to installing a wireless network. Two 
buildings separated by a metropolitan street or a river, or which need immediate 
connection, can be connected through wireless technology, Figure 1-10B. A 
wireless topology provides a quick way to reconfigure a computer arrangement, 
whereas moving cables to rearrange computers may not be as easy. 

Wireless communications also use cell topology. A cell is an area that is 
served by a radio access tower. The towers are configured throughout an area 
and divide the area into zones known as cells. A similar technology is used for 
cellular telephone communication. 


Hybrid Topology 


As a network grows, it typically changes from a simple network topology, 
such as a bus or a star, into a hybrid topology. A hybrid topology is a mixture of 
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Mesh Topology 


topologies. Look at Figure 1-11. Notice the different sections of the network. Two 
star topologies, a bus topology, and a ring topology are connected together. 

The design of a hybrid topology changes by the addition of backbones and 
additional stars or rings. Two subclassifications of the hybrid topology are the 
hierarchical star and the tree. A hierarchical star is created when two or more 
star topologies are merged using network devices such as hubs, switches, or 


Figure 1-9. 

In a mesh topology, 
each and every node 
is connected to each 
other. The number of 
cable paths rapidly 
increases as more 
nodes are added to the 
mesh topology. 


hierarchical star 

a network topology 
that is created when 
two or more star top- 
ologies are merged 
using network 
devices such as hubs, 
switches, or routers. 


Security Across a campus, busy 
vehicles street, or river 


A B 


Figure 1-10. 

A wireless topology 
allows nodes to connect 
to one another in areas 
where cabling would be 
impossible or difficult. 
A—A security vehicle 
receives a transmis- 
sion from an antenna 
located on top of a 
building. B—Wireless 
technology connecting 
a network in one build- 
ing with a network in 
another building. 
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Figure 1-11. Bus 
This hybrid topology 
consists of a ring 
topology, bus topo- 
logy, and two star 
topologies. 
Star 
Star 
tree Hybrid Topology 
a network topology 
that is created routers, Figure 1-12. A tree is created when two or more star topologies are 
when two or more connected together by a common backbone, Figure 1-13. 


star topologies are 
connected by a — a 
common backbone, Basic Administration Network Models 
A tree topology is 
also defined as a 
hierarchical star 
by some network 
manufacturers. 


The term network administration model refers to how a network is designed 
and administered. There are two basic network administration models— 
peer-to-peer and client/server. The client/server network uses centralized 
administration, while the peer-to-peer uses decentralized administration. 


Figure 1-12. 
Example of a 
hierarchical star 


topology. 


Hierarchical Star Topology 
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Figure 1-13. 
Example of a tree 


topology. 


Client/Server Network client/server network 


; À . a type of network 
The client/server network consists of computers connected via a network model thate o 


to one or more servers, Figure 1-14. As its name implies, the server provides computers connected 
services to networked computers, or clients. Typical services are security, via a network to one 
database applications, data storage, Internet access, Web page hosting, and e-mail. or more servers. 

A client/server network has an overall administrator who controls access to server 
the network and to its shares. This person is called the network administrator. a computer that 


The methodology used to administer a client/server network is called provides services 
centralized administration. Centralized administration is the only practical to networked com- 
solution for controlling a large number of computers. The administrator puters or clients. 
does not have to go to each server to perform administrative tasks. The network 
administrator can view and access all resource and security information from administrator 

a central location. Storing this information in a common database or directory a person who controls 
makes this possible. An administrator accesses this database to perform access to the network 
administrative tasks such as adding a user or a share. Two of these databases, and to its shares. 
Microsoft's Active Directory and Novell’s Directory Services, are covered in centralized 

Chapter 7—Microsoft Network Operating Systems and Chapter 8—Novell administration 


the methodology used 
to administer a client/ 
server network. 


Network Operating Systems respectively. 

A server may provide a multitude of services, such as access to files, the 
Internet, and mail services, or it may serve a single function. A server that 
serves a single function is referred to as a dedicated server. Some types of dedicated server 
dedicated servers are file servers, print servers, database servers, Web page a server that serves a 
servers, and administrative servers. A file server is used to store data files pe Ein 
that can be accessed by a client. A print server coordinates printing activities file server 
between clients and printers. An administrative server is used to administer i es ae a 
network security and activities. A database server contains data files and ae pde q 
software programs that query the data. y 


Query is a term used to describe extracting data from a database system. Microsoft SQL 
Server is a typical database query software package. 
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Figure 1-14. 

A client/server 
model has a central 
computer called a 
server, which controls 
network security and 
user access to hard- 
ware, software, and 
programs. 


Client 


Client 


Client/Server Network 


The term server can be used in two ways, which can be very confusing to a networking 
novice. The first and most obvious way is when identifying an actual, physical server. The 
second is when a server is identified by a service such as a proxy server, Web server, 
or gateway. In other words, a single network server may be referred to by many different 
names and be used for more than one purpose. 


print server A server is similar to the standard PC in design, and, in fact, many small 
a server that coor- networks use a standard PC as a server. For large networks, the server is an 
dinates printing enhanced PC. It may contain two or more CPUs and ten times or more the 


ie between normal amount of RAM found in a typical PC. The additional RAM and CPUs 
clients and printers. allow information to be processed faster, which is useful when the server 
adic aioclser oer has many client requests to service at one time. A server is usually equipped 


a server tati with several hard drives. The server may also have one or more duplicate sets 
used to administer of hard drives used to back up the data saved on the first set of hard drives. 
network security and Backup systems are key to network success. They are covered, along with server 
activities. hardware, in greater depth in Chapter 10—Introduction to the Server. 


Approximately 45% of all business networks are composed of less than 25 computers. 


Peer-to-Peer Network 
D E Ser OET All computers are considered as peers or equals in a peer-to-peer network. 
a server that contains AS you can see in Figure 1-15, there is no designated server in this model. A 
data files and soft- computer in a peer-to-peer network can serve as both a client and a server. 


ware programs that Each computer is considered equal because each computer's user has equal 
query the data. authority to share their computer’s resources with other users on the network. 
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Printer 


Client/server 


n e A \ 
Client/server 


Client/server 


Peer-to-Peer Network 


Peer-to-peer networks are often referred to as workgroups. Many small networks 
are constructed as a peer-to-peer network. This type of network is usually 
inexpensive and easy to install. 

In a peer-to-peer network, a computer's user may determine and control 
which files, drives, and printers will be shared. The computer's user may also 
determine and control access to the share and designate a password to use 
the share. Because administration is spread across the entire network, the 
methodology used to administer a peer-to-peer network is called decentralized 
administration. Administration of this type of network can be very difficult. 
Without a common database, it is often hard to keep track of all the available 
users, resources, and access rights. This model is usually used on small networks 
of less than 25 computers. 

The advantages of a peer-to-peer network, however, is that it is inexpensive 
to install and simple to administer, as long as it remains small. No special, costly 
networking software is required for operation as it is with the client/server 
model. A simple peer-to-peer network can be assembled using only Windows 95 
or later. 


Network Operating Systems (NOS) 


The network operating system (NOS) provides a communication 
system between the computers, printers, and other intelligent hardware that 
exist on the network. The most common operating systems today are Novell 
NetWare, Microsoft Windows Server, UNIX, and Linux. All networks provide 
communications between different operating systems, different brands of 
hardware, and various ages of equipment. The network operating system is also 
composed of software programs that provide for security, user identity, remote 
access, printer sharing, and other services. In reality, the network operating 
system is the network; everything else is hardware. 


Figure 1-15. 

In a simple peer-to-peer 
network, each com- 
puter has equal powers, 
or administration. Each 
computer controls the 
sharing of its data and 
hardware resources. 


peer-to-peer network 
a network in which 
all computers are 
considered as peers 
or equals. 


decentralized 
administration 
the methodology 
used to administer 
a peer-to-peer 
network. 


network operating 
system (NOS) 
software that pro- 
vides a communica- 
tion system between 
computers, printers, 
and other intelligent 
hardware that exist 
on the network. 
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connection-oriented 
a type of network 
connection that 
maintains a constant 
and consistent 
connection between 
the source and the 
destination. 


Network Communications 


Network communication is the exchange of data and commands between 
network nodes. The data can be simple text to an elaborate multimedia 
presentation containing sound and full motion video. The network must also 
communicate commands allowing users to log on, share hardware, and check 
conditions of the network system. Network communications can be very 
complicated and are based on network protocols. Network protocols determine 
how data is exchanged at the packet level. 


How Data Is Packaged 


Data is transmitted across the network in the form of digital signals, or 
pulses. Digital signals are rapidly changing levels of voltage often represented in 
binary terms as 1s and Os. See Figure 1-16. For data to be sent across a network 
from node to node, a common scheme of packaging must be decided on. 

Data is often divided into smaller segments. The data segments are given 
a sequence number and combined in a packet with other information, such 
as routing and error-checking code. The packet sequence number allows the 
receiving computer to reassemble the message in the order it was transmitted. 
An error-checking code ensures the data was not corrupted. Other information 
that may be coded into the packet is the packet's destination, the address of the 
node that originated the packet, and the time it was originated. The type of data 
and information contained in the packet varies depending on the protocol used. 
Protocols are discussed in an upcoming section of this chapter and are revisited 
throughout the textbook. 


Network Connectivity 


Connections between two nodes can be classified as either connection- 
oriented or connectionless-oriented. Connection-oriented requires a direct 
connection between the source and the destination. For example, a telephone 
modem is used to make a direct connection between the Internet service provider 
and your computer. The telephone line usually provides a direct connection 
from one modem to another. Cable television is also an example of a connection- 
oriented communication system. 


Figure 1-16. 

Data is transferred 
across a network as 
a series of digital 
signals, or pulses. 
These signals are 
sometimes expressed 
as binary numbers 
(1, 0) or as hexa- 
decimal values (1B, 
F5, etc.). The way the 
data is presented is 
determined by the 
technology used. 
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Hexadecimal code 


10100001 11001001 1001010000101101100001 10001 1111000100100 
Binary code 
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Digital pulses 
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Connectionless-oriented means there is no direct connection between the 
destination and the source. For example, when a typical Internet connection is 
established between a PC in Florida and another in California using the Internet, 
many different paths are used between the destination and source. In fact, the 
path may change during the process of information exchange between the two 
PCs. Packets can be exchanged using several different routes. Each packet must 


be packaged with the source address when a connectionless-oriented trans- 
mission mode is used. 


Protocols 


For intelligent hardware to communicate across a network, they must use the 
same protocol. A protocol is a group of computer programs that handle packet 
formatting and control data transmission. A protocol can also be defined as a set 
of rules governing communication between devices on a network. Some of the 
things a protocol is responsible for include the following: 


M Determining how devices identify each other. 
Determining the method of data exchange. 
Determining the size of each packet. 

Determining the timing for packet transmission. 
Compressing data. 

Determining the signal to be used to end a session. 
Establishing the end of session. 


Providing and establishing error checking. 


connectionless- 
oriented 

a type of network 
connection in which 
there is neither a 
direct connection 
nor a consistent 
connection between 
the destination and 
the source. 


protocol 

a group of computer 
programs that handle 
packet formatting 
and control data 
transmission. Also, a 
set of rules govern- 
ing communication 
between devices on a 
network. 


The term protocol is often used as a label for a software program, a networking standard, 


or specification. Many times the exact definition depends on the context of the information 


it is applied to. 


A protocol determines how to identify other computers that are running 
the same protocol. For example, a protocol establishes how the two computers 
will identify each other—by name, such as Station1 and Station25, or by number, 
such as 192.168.000.010. A protocol also establishes the method for information 
exchange. Examples of data exchange methods are ASCII code or Bitmap graphic. 

Data may be transmitted between two computers by dividing the entire 
message into smaller packets, or it may be transmitted as a steady stream of data. 
The protocol determines the size of each packet and the timing of its release over 
the network. If the packet is too large, the computer hardware may not be able to 
process it. The protocol divides data into packets of varying lengths. Some packets 
are as small as 52 bytes and others are several thousand bytes in length. Since 
only one or two computers may dominate the network usage time, breaking the 
message into packets and timing its release helps to balance network traffic when 
many computers are trying to communicate over the network at the same time. 

A protocol may compress a packet's contents to allow for faster transmission 
rates. It also dictates when the communication session will end and the signal 
that will be sent to denote that the session has ended. 

A protocol usually has some error-checking capabilities. Error checking 
ensures the information received is complete and is reassembled in the correct 
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NetBIOS (Network 
Basic Input/Output 
System) 

software that allows 
a computer to com- 
municate with other 
computers and pro- 
vides basic services 
for data transfer. 


NetBEUI (NetBIOS 
Enhanced User 
Interface) 

a protocol that is an 
enhanced version of 
NetBIOS. 


routable protocol 

a protocol capable of 
delivering a packet 
to a network differ- 
ent from the source 
network. 


TCP/IP 
(Transmission 
Control Protocol! 
Internet Protocol) 

a protocol developed 
for UNIX to com- 
municate over the 
Internet. 


order. Some network systems, such as the Internet, are very complex. The packets 
may not be routed to their destination using the same route. Consequently, l 
packets may arrive at different times and would be garbled when reassembled, if 
not for error checking. 

You will study many different protocols and their characteristics throughout 
the textbook. For now, remember that the protocol is the set of communication 
rules between two or more devices. 


NetBIOS 


NetBIOS (Network Basic Input/Output System) is a software program or 
protocol that allows a computer to communicate with many other computers. 
It provides basic services for the transfer of data between nodes. The NetBIOS 
software program serves the same function as BIOS software programs do for a 
single computer. BIOS software allows any computer to communicate with any 
type of computer hardware. NetBIOS allows network equipment, such as network 
interface cards, to communicate with each other no matter what hardware brand 
is used. NetBIOS is at the very core of network communications. 


NetBEUI 


NetBEUI is an enhanced version of NetBIOS. NetBEUI is short for NetBIOS 
Enhanced User Interface. NetBEUI was developed jointly by IBM and Microsoft. 
It is a simple protocol used for small network systems of a maximum of 100 
computers. Ideally, a network that uses the NetBEUI protocol should have a 
maximum of 25 computers. After the 25th computer, the network starts to 
significantly slow because of user activity. 

NetBEUI was developed for LANs and not as an Internet protocol. When 
NetBEUI was developed, the Internet was in its infancy. Internet communications 
require routable protocols. A routable protocol is a protocol that can be routed 
from one local network to another by use of hardware devices called routers. 
NetBEUI is not designed to communicate through routers. It is designed to run 
on a LAN. NetBEUI does not contain a set of rules for delivering data packets to 
distant locations based on using the Internet addressing scheme. You will learn 
much more about routing protocols and Internet addressing later in the textbook. 
At that time, the classification of NetBEUI as not routable will become clear. 


TCP/IP 


TCP/IP (Transmission Control Protocol/Internet Protocol) was developed 
for UNIX to communicate over the Internet. Because it is robust and routable, 
it is still the standard protocol used for the Internet and has become a standard 
protocol for other network operating systems such as Novell NetWare and 
Microsoft Server 2003. 

The name TCP/IP consists of two separate protocol names: TCP and IP. TCP/IP 
is an entire suite of protocols, which means it consists of many different protocols 
that serve different functions. For example, TCP/IP network communications 
consists mainly of three protocols: IP, TCP, and UDP. IP is designed for routing 
information across a network by the use of an Internet IP address. TCP is 
designed to send a packet to a destination and wait for a confirmation that 
the pack arrived intact. UDP is designed to send commands across a network 
without the need for confirmation. 
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Another protocol in the TCP/IP suite is the Network Time Protocol (NTP). 
NTP is used to synchronize time between all network devices. All devices must 
have the same time reference to ensure security in the network. Time can be 
examined to determine if a packet has been tampered with. The File Transfer 
Protocol (FTP) is used to download or upload files to Web servers. SMTP is used 
to send e-mail messages across a network. To view a complete list of protocols in 
the TCP/IP suite, visit www.protocols.com. 


FIR 


FIR (Fast Infrared) is used for transmitting data from laptop computers 
to desktop computers without the use of cables. Data is transmitted by infrared 
light. Because FIR is based on wireless technology, a different protocol 
specification than those developed for wired technology is required. Wireless 
technology features are discussed in more depth in Chapter 4—Wireless 
Technology. Then the difference between communication based on wire and 
wireless devices will become more evident. 


IPX/SPX 


IPX/SPX (Internetwork Packet Exchange/Sequenced Packet Exchange) 
was originally developed by Novell to allow NetWare clients and servers to 
communicate. IPX/SPX is a routable protocol, and it controls how packets of data 
are delivered and routed between nodes and LANs. SPX guarantees the delivery 
of the packet; IPX does not. 


ATM 


ATM (Asynchronous Transfer Mode) is a protocol designed especially for 
transmitting data, voice, and video. Data is segmented into packets containing 
53 bytes each, which are switched between any two nodes in the system at rates 
ranging from 1.5 Mbps to 622 Mbps. Voice and video data contain thousands 
more data packets than a typical word document or even a Web page. To transfer 
massive amounts of data between two points using existing technology such 
as copper wire systems requires a protocol designed to accomplish this. The 
ATM protocol is designed specifically to transfer large amounts of data in an 
uninterrupted stream required by audio and video communications across the 
Internet. Other existing protocols at the time would not meet this requirement. 

There are many other protocols that are designed for specific communication 
requirements. Some protocols deal with security issues, others with the effective 
routing of data packets, and some with the remote access of network equipment. 
Protocol technologies are explored throughout this textbook. 


FIR (Fast Infrared) 

a protocol used for 
transmitting data 
from laptop com- 
puters to PCs without 
the use of cables. 


IPX/SPX 
(Internetwork 
Packet Exchange! 
Sequenced Packet 
Exchange) 

a routable protocol, 
developed by Novell, 
that controls how 
packets of data are 
delivered.and routed 
between nodes and 
LANs. 


ATM (Asynchronous 
Transfer Mode) 

a protocol designed 
especially for trans- 
mitting data, voice, 
and video. 


To learn more about protocols visit www.protocols.com. This Web site provides extensive 
information for hundreds of protocols. You should bookmark this Web site for future 


reference. 


Network Media and Devices 


A variety of media and devices are associated with networking. This section 
contains a brief description of each. Some of the network devices presented here 
may be difficult to distinguish because they are similar in function; however, 
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media 

a general term that 
identifies the material 
used to transport 
packets. 


copper core cable 

an electrical cable 
that consists of a 
copper wire sur- 
rounded by plastic or 
synthetic insulation. 


fiber-optic cable 

a type of cable that 
uses a glass or clear 
plastic core rather 
than copper. 


network interface 
card (NIC) 

a network device that 
contains the elec- 
tronic components 

to send and receive a 
digital signal. 


driver 

a software program 
that allows a PC to 
communicate with 
and to transfer data 
to and from com- 
puter hardware. 


their differences will become more apparent as protocols and the OSI model are 
further investigated. Also, each media type and network device is revisited in 
later chapters, and more detail regarding its use and operation is presented. 


Media 


Media is the general term that identifies the material used to transport 
packets and data streams between nodes. There are several broad classifications 
of media. Each type of media has advantages and disadvantages. The most 
common media is copper core cable. Copper core cable consists of a copper wire 
surrounded by plastic or synthetic insulation. There are many different types 
of copper core cable used in networking. These types are discussed in depth in 
Chapter 2—Network Media—Copper Core Cable. 

Another type of media, referred to as fiber-optic cable, uses a glass or clear 
plastic core rather than copper. The glass core is thin and flexible. Under normal 
circumstances, it will not break. Fiber-optic cable carries pulses of light that 
represent commands and data. 

In wireless networks, radio waves carry digital signals between various 
pieces of equipment in the network. Radio waves are the media and transmission 
is similar to cell phone technology. Wireless technology is commonly used where 
cables are impractical, such as to connect a computer installed in a police car to a 
main network system. 

Infrared light is another form of media in which an infrared beam is used to 
transport a digital signal. Infrared transmission uses a transmitter/receiver unit 
at each end of the transmission path. A transmitter converts the digital signal into 
a series of infrared light flashes and sends them to a receiver unit. The receiver 
unit decodes the signal. Infrared light transmission is similar to the remote 
control used for televisions. 


Network Interface Card 


A network interface card (NIC) contains the electronic components needed 
to send and receive a digital signal. A network card is known by many other 
names such as a network host adapter, network expansion card, and network 
adapter card. Look at Figure 1-17 to see what a typical network interface card 
looks like. 

The network interface card fits into one of the motherboard slots inside a PC. 
This provides a way for the PC to connect to the network media. The network 
interface card must be equipped with the suitable connector for the type of 
network media used. Network connectors are discussed in Chapter 2—Network 
Media—Copper Cable and Chapter 3—Fiber-Optic Cable. 

A network interface card must first match the physical communication 
requirements of the network it is installed for, such as Ethernet, Token Ring, 
wireless, or high speed FDDI. Next, a driver must be installed so that the 
computer can communicate with the network interface card. A driver isa 
software program that allows a PC to communicate with and to transfer data to 
and from computer hardware, such as the network interface card. The network 
interface card must also be configured with a protocol, such as NetBEUI, TCP/IP. 
IPX/SPX, or ATM, to support network communications. The network interface 
card may be configured for a combination of more than one protocol. The 
exact requirements will become apparent as you progress through the course. 
Remember that a protocol is a set of rules for communication between two nodes. 
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A AAA PA A A AA 
Figure 1-17. 

A typical Ethernet 
network card equipped 
with an RJ-45 
connector. 

(3Com Corporation) 


RJ-45 connector 


In general, all network interface cards in the LAN must be configured with the MAC (media access 
same protocol to communicate with each other. code) address 

After the network interface card driver and protocol are installed, the PC a six-byte hexadeci- 
must be uniquely identified. There are two types of identification used on a mal number, such 
typical network: a physical ID and a logical ID. The network card contains the as 00 CO 12 2B 14 C5, 
physical ID, called a MAC (media access code) address. The MAC address is a that uniquely identi- 
six-byte, hexadecimal number, such as 00 CO 12 2B 14 C5. The first three bytes fies a n 
identify the network interface card's manufacturer, and the second three bytes logical identification 
uniquely identify the card. Together, these two sets of numbers give the network a name that uniquely 
card its own unique, physical identification. The manufacturer stores the MAC identifies a computer 
address inside an electronic chip on the network interface card. on the network, 

A logical identification is provided by the technician at the time of O 
installation. It is usually a name that uniquely identifies the computer on the the loss of signal 
network. For example, the name Station24 would be given to a computer that is strength. 
the 24th to be added to a group of computers. 

repeater 
a network device 
R ep eater that regenerates a 

As digital signals travel across copper wire, the signals lose strength and weak signal into its 
become distorted. The loss of signal strength is called attenuation. To reshape original strength 
and regenerate the strength of the digital signal, a repeater is used. The repeater and form. 
amplifies or reshapes the weak signal into its original strength and form. See concen rtea 
Figure 1-18. A repeater allows the network media to exceed its recommended anamo darea iei 
maximum length. serves as a central 

connection point for 
Hub network cables. 


A hub is a central connection point where all network cables are concentrated, passive hub 
Figure 1-19. A hub is often called a concentrator and is classified as either active a network device that 
or passive. A passive hub simply acts as a central connection point for network acts only as a central 
cables. Packets transmitted from one node are passed to all nodes connected to connection point for 
the passive hub and through the hub to other sections of the network. network cables. 
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Figure 1-18. 

Digital signals lose 
their strength as they 
travel along a wire. 

A repeater is used to 
regenerate a signal so 
that it is returned to 
its original strength 
and form. 


active hub 

a network device 

that acts as a central 
connection point 

for network cables 
and regenerates 
digital signals like 

a repeater. The 

active hub can also 
determine whether a 
packet should remain 
in the isolated sec- 
tion of the network 
or pass the packet 
through the hub to 
another section of the 
network. 


gateway 
a network device that 
connects networks 


Jee 


Original digital signal 


Repeater 


The signal is regenerated 
to its original strength 
and form. 


Weak signal enters 
the repeater. 


Active hubs, sometimes called intelligent hubs or switches, are enhanced 
passive hubs. An active hub is designed with a power supply. The active hub not 
only acts as a central connection point for the network cabling, it also regenerates 
digital signals like a repeater. The active hub can also determine whether a 
packet should remain in the isolated section of the network or pass the packet 
through the hub to another section of the network. 

Look at Figure 1-20. Station3 attempts to communicate with Station1. The 
intelligent hub does not allow the packets to be transmitted through the hub to 
the other areas of the network. The hub directs the packets to only those computers 
that are attached to it. Active hubs are used to reduce excessive data transmission 
on a network. A network with an excessive number of collisions can be broken 
into segments by using active hubs. This can reduce the amount of packets 
transmitted over the entire network. However, this will only reduce the traffic if 
there are a significant number of transmissions to computers in the same area. 


Gateway 


A gateway connects networks that use different protocols. Gateways make 
it possible for technologies that use different protocols, such as Token Ring and 
Ethernet, to communicate. In Figure 1-21, a Token Ring network is connected to 


that use different an Ethernet network via a gateway. The gateway translates the different protocols 
protocols. so that the two networks can exchange information. 
Figure 1-19. Heb 


A hub is commonly 
used to connect com- 
puters on a network. 


Central connection point 
for network cables 
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Figure 1-20. 

In this example, 
Station3 communicates 
with Station1. Rather 


Active hub i 


than sending packets 
to other areas of the 
network, the active hub 
directs the packets to 
only those computers 
that are attached to it. 


Station 3 Station 4 


a 
Station 2 ——_——$ Direction of packet flow Station 5 


| Network+ Note: 


A server can be classified as a gateway if it provides gateway services to its 
| clients. 


Bridge 

A bridge can be used to divide the network into smaller segments, reducing bridge 
the chance of collisions. Networks such as Ethernet broadcast packets throughout a network device that 
the entire segment of the network. When two packets are sent across the network divides the network 
at the same time, a collision occurs, destroying each packet. As a network into smaller seg- 
becomes larger, and more and more packets are transmitted across the network, it Ments, reducing the 
is likely that the packets will collide and be destroyed. A bridge controls the flow “hance of collisions. 


Figure 1-21. 


E] A gateway can connect 


two dissimilar net- 
works together, such as 
Token Ring and Ether- 
net. It can also connect 
two different network 
operating systems, 
such as Microsoft using 
the TCP/IP protocol 
and Novell using the 
IPX/XPX protocol 
H for communications. 
z AT Often, the piece of net- 
A: = 1 work equipment used 
Token Ring Network Ji to connect the LAN to 
the Internet is referred 
to as a gateway. 


Gateway 


Ethernet Network 
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switch 

a network device that 
filters network traffic 
or creates subnet- 
works from a larger 
network. 


of network traffic between two segments by reading the destination of a network 
packet. The bridge either allows a packet to pass through to the other segment or 
restricts the packet to the originating segment. 

In Figure 1-22, a bridge is used to control network traffic. The network has 
been divided into two segments: one segment is for the business management 
department, and the other segment is for the engineering department. The 
engineering department is responsible for designing new products and for 
making drawings of the product’s parts. The engineers often share the drawings 
with others in the engineering department. The business management segment 
contains executives and marketing personnel. By the nature of the arrangement, 
most of the packets broadcast in the engineering segment are between the 
engineer’s computers. Most of the packets broadcast in the business management 
segment are between the executives’ and the marketing personnel’s computers. 
Only when the business management and engineering departments wish to 
communicate, packets pass through the bridge. 


Switch 


A switch filters network traffic or creates subnetworks from a larger 
network. Some LANs can easily have hundreds or even thousands of nodes. A 
switch can be used to divide the transmission paths to improve data delivery. 
When switches form logical networks from a large network, they are cailed 
virtual networks or virtual LANs. See Figure 1-23. 

In the illustration, you can see that all the PCs are connected to one central 
point, the switch. The switch acts similar to a hub by providing a central 
connection point for the PCs. A switch also acts like a bridge by limiting traffic 
on the network. However, a bridge physically isolates segments of a network, 
while a switch isolates PCs into network segments, thus creating a virtual 
network. Virtual networks are configured by programming information 
into the switch, which permits the packets to only flow between designated 
nodes. By only allowing the packets to flow between the designated nodes, a 
virtual network within a network is created. The term virtual, when applied to 
networking, means to simulate, rather than a physical network. 


Figure 1-22. 

A bridge can be used 
to divide a network 
into segments, which 
reduces the amount of 
overall packet move- 
ment on the network 
media. 


Business Management Segment cies Engineering Segment 
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A PC connected puts ds AE 

5 A switch is similar to 
as part of virtual 5 beer ett 
Bee idge in that it can 


isolate packets and is 
similar to a hub in that 
it acts as a central con- 
nection point. However, 
a switch can do more 
than either one. A 
switch can be used to 
create virtual networks. 


A PC connected 
as part of virtual 
network B 


Router 

A router is used to navigate packets across large networks, such as the router 
Internet, using the most efficient route, Figure 1-24. A router maintains a table a network device 
of information containing the location of other routers and their identification. that navigates 


Routers are typically installed between LANs, but may be installed inside a LAN packets across large 
if traffic conditions warrant their installation. Routers “route” data packets across  "etworks, such as the 
WANs using the TCP/IP protocol addressing scheme. The TCP/IP protocol has orereta (ns 
become the standard protocol used for WANs and LANs. most Scab 


Router communication is extremely technical. CISCO Systems has their own certification 
for router technology. Cisco network academies are located all over the United States. 


Brouter 

A brouter combines router and bridge functions. The brouter functions as brouter 
a bridge by restricting or passing packets to other sections of a LAN based on a network device that 
the MAC address. It functions as a router by forwarding packets based on the combines router and 
IP address. The main difference between a router and a brouter is that a router bridge functions. 
typically provides many more functions than a brouter. O 

a set of recommenda- 
Standards and Organizations tions or practices 
: presented by an 

A standard is a set of recommendations or practices presented by an organization that 

organization that defines specific aspects about a technology. For example, an help define specific 


organization may design the specifications for a type of connector that connects aspects about a 
to a specific type of cable. Every company who manufactures connectors for technology. 
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Figure 1-24. 

Routers are used 

to transfer packets 
across small and large 
networks. The Internet 
uses thousands of 
routers to route packets 
across the United States 
and the world. 


Institute of Electrical 
and Electronic 
Engineers (IEEE) 

a professional 
organization that 
continually develops 
standards for the 
networking and 
communications 
industry. 


Packet 
in route 


<=> Router 


that type of cable must know the physical and electrical specifications of the 
connector to make the connector compatible with the cable. The physical qualities 
may be length, width, height, and the amount of weight the connector can 
support. The electrical qualities may specify the amount of voltage and current 
the connector can handle. 

Many times these standards are adopted as law by local jurisdictions. For 
example, city, county, state, or country may adopt an organization’s standards 
and make them the minimum standard to be followed by contractors or 
employees. In other words, a company might contract with a contractor to 
install a network for their business. Since the company wants the network to 
be installed properly, they will write into the contract “all work shall follow 
the IEEE standards for networking.” Those standards will also serve as the 
minimum standards for installing the cabling and network devices. The contract 
will usually specify that all cable and network devices used for the installation 
must be UL approved. UL stands for Underwriters Laboratories, which is an 
organization that tests products for safety purposes. 

A number of organizations are referred to throughout this textbook. 
Organization membership is made up of personnel who have an interest in 
the technology the organization represents. Some of the organizations that are 
referenced throughout this textbook are IEEE, ISO, UL, ANSI, EIA, and TIA. The 
following is just a brief explanation of a few of the many organizations that exist. 
It is recommended that you visit these organizations’ Web sites to gain better 
insight into the scope, membership, and function of each. 


IEEE 


The Institute of Electrical and Electronic Engineers (IEEE) (pronounced 
“I triple E”), founded in 1884, is a professional organization that continually 
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develops standards for the networking and communication industry. This 
organization consists of scientists, students, commercial vendors, and other 
interested professionals from the industry. Network standards developed by the 
IEEE are identified with an 802 prefix. See the chart in Figure 1-25. 

The specifications outlined in the 802 standards are not laws. They are a 
set of recommended practices that ensure the quality of a network. They should 
only be thought of as law if a contract to install a network requires the network 
to meet the IEEE 802 standards. If a network installation is required to meet 
the IEEE 802 standards and a problem arises because the standards were not 
followed, the contractor can be held liable. The 802 standards are referred to 
throughout your studies of networking. Always check the www.IEEE.org Web 
site for the latest information on the 802 standards. 


ISO 

The letters ISO are not an acronym, but have been adopted by the 
organization called the International Organization for Standardization. The International 
term iso is of Greek origin and means equal. The ISO organization was founded pase testa A 
in 1946 and comprises 46 different countries and other organizations such as the ae SS ) ON 


ANSI (American National Standards Institute) organization. The ISO, interested an organization 
in the standardization of computer equipment, developed the OSI model for interesa the 
networking technologies. The OSI model is discussed in more detail later in this standardization of 


chapter and again throughout the textbook. computer equipment. 
W3C World Wide Web 
The World Wide Web Consortium (W3C) was established in 1994. The con T T 
j j j dations for Web page lan- aa ae 
primary concern of the W3C is to provide recommenda pag that foci o 
guage standards. The organization focuses on the development of programming development of 
language standards used for displaying information in the form of Web pages. common protocols 
Some of the language standards developed and approved by W3C are used for Internet 
Hypertext Markup Language (HTML), eXtensible Markup Language (XML), communications. 
: i Figure 1-25. . 
Standard Description IEEE 802 standards. 


Wirele networking 7 


À Aea = 
g02.11.2 | Demand Priority Access 
Resilient Packet Ring 


ee E ETRE 
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CERN 

an organization that 
is responsible for the 
original development 
of the World Wide 
Web. 


Underwriters 
Laboratories (UL) 
a nonprofit 
organization that 
tests products and 
materials against 
safety standards. 


Electronic Industry 
Association (EIA) 
a trade association 
that is concerned 
with radio 
communications. 


Telecommunications 
Industry 
Association (TIA) 
an organization 

that is concerned 
with fiber optics, 
user equipment, 
network devices, 
wireless communica- 
tions, and satellite 
communications. 


American National 
Standards Institute 
(ANSI) 

a private, nonprofit 
organization that 
does not develop 
standards, but rather 
prompts voluntary 
conformity and 
standardization. 


Open Systems 
Interconnection 
(OSI) model 

a model that 
describes how hard- 
ware and software 
should work together 
to form a network 
communications 
system. 


eXtensible Hypertext Markup Language (XHTML), and Cascading Style Sheets 
(CSS). The Internet uses these programming languages to present text, graphics, 
and sound. A protocol known as Hypertext Transport Protocol (HTTP) delivers 
Web pages to a user's computer. 

The Internet has become a standard tool for business. An entire chapter in 
this textbook is devoted to Web servers. It includes an introduction to HTML and 
Web server communications. 


CERN 


CERN is an acronym for Centre European pour la Recherche Nucléaire (European 
Center for Nuclear Research). It is located in Geneva, Switzerland. One of the first 
Hypertext Transfer Protocol servers was placed online in Geneva and is still in 
operation. This organization is responsible for the original development of the 
World Wide Web. 


UL 


Underwriters Laboratories (UL) is a nonprofit organization that tests 
products and materials for safety standards. Typically, electrical materials and 
equipment must be UL approved before they can be used in many facilities or as 
part of a contract specification. 


ElA 


The Electronic Industry Association (EIA) began in 1948 as a trade associa- 
tion concerned with radio communication. It was originally formed as the Radio 
Manufacturers Association and was responsible for standards such as RS-232. 
The EIA sponsors many trade shows and conferences throughout the United States. 


TIA 


The Telecommunications Industry Association (TIA) was founded in 
1924 by a small group of suppliers who wished to promote the independent 
telephone industry and to organize trade shows. It soon evolved into a standards 
maintenance organization. The main areas that TIA is concerned with are fiber 
optics, user equipment, network equipment, wireless communications, and 
satellite communications. 


ANSI 


In 1918, five engineering societies and three government organizations 
founded the American National Standards Institute (ANSI). ANSI is a private, 
nonprofit organization that does not develop standards, but rather prompts 
voluntary conformity and standardization. ANSI is the official representative 
of many international organizations such as the ISO. ANSI is also one of the 
founders of the ISO organization. ANSI facilitates meetings and brings together 
interested parties to resolve issues and create a general census among its 
members to be presented to other standards committees. 


OSI Model 


The Open Systems Interconnection (OSI) model describes how hardware 
and software should work together to form a network communications system. It 
serves as a guide for troubleshooting and designing networks. 
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The OSI model consists of seven layers, Figure 1-26. Each layer in the OSI 
model is assigned a specific function. This section provides a brief description 
of each layer. It is intended as an overview of how networking components 
work together to send and receive information. The OSI model is referenced 
throughout the textbook and is discussed in detail in Chapter 17—A Closer Look 
at the OSI Model. 


The OSI model is a joint effort of international members to standardize networking com- 
munications systems. Not all software companies follow the strict guidelines of the OSI 
model. Many systems were in place long before the OSI model was developed and adopted. 
Some models combine two or more layers into a single unit. It is important to remember 
that the OSI model simply serves as a guide for future development and illustrates the 


complexity of transmitting data between network devices. 


Physical Layer 


The physical layer is the lowest layer of the model. It consists of the cable 
and connectors used for constructing the network. This layer is only concerned 
with how digital signals, the binary 1s and 0s, are carried electrically from one 
networked device to another. When you think of the physical layer, think of 
cables, radio waves or light pulses, 1s and Os, and digital signals. 


Data Link Layer 


The data link layer describes how the raw data is packaged for transfer 
from one network interface card to another. The data link layer also contains 
information such as the address of the source and destination and the size of the 
packet, and it provides for error checking. When you think of the data link layer, 
think of packaging and placing the packet as a stream of digital pulses on the 
network media. 


Network Layer 


The network layer is responsible for routing packets from one network 
to another using the IP addressing format. Routing prevents or limits network 
congestion. It also can prioritize the transmission of packets. As packets are 
transmitted from one network to another, several different routes may be used. 
If there is too much traffic on one cable section, the packet may be transmitted 
along a different route to avoid congestion. When you think of the network layer, 
think of navigating between networks. 


physical layer 

the lowest layer of 

the OSI model, which 
focuses on the physical 
characteristics of a net- 
work such as cabling 
and connectors. 


data link layer 

the layer of the OSI 
model that describes 
how raw data is pack- 
aged for transfer from 
one network interface 
card to another. 


network layer 

the layer of the OSI 
model that is respon- 
sible for routing 
packets from one 
network to another 
using the IP address- 
ing format. 


Data link 


Physical 


Figure 1-26. 
The seven layers of the 
OSI model. 


54 Networking Fundamentals 


transport layer 
the layer of the OSI 
model that ensures 
reliable data by 
sequencing packets 
and reassembling 
them into their 
correct order. 


session layer 

the layer of the OSI 
model that estab- 
lishes a connection 
between two com- 
puters and provides 
security based on 
computer and user 
name recognition. 


presentation layer 
the layer of the OSI 
model that ensures 
character code 
recognition. 


application layer 
the highest layer of 
the OSI model that 
starts network data 
communications 
using a program 
such as e-mail or a 
Web browser. 


Transport Layer 

The main responsibility of the transport layer is to ensure reliable data by 
sequencing packets and reassembling them into their correct order. Packets are 
transmitted over many miles and may use different routes. The packets may not 
arrive in the same sequence they were transmitted and may require reassembly 
into their correct order. Reassembly into the correct order is especially important 
in transmitting digital images. When you think of the transport layer, think of 
packet quality. 


Session Layer 


The session layer establishes a connection between two different computers 
and provides security based on computer and user name recognition. The two 
computers may not normally be compatible for data exchange, such as a PC and 
a Macintosh. The session layer and transport layers are sometimes combined. 
When you think of the session layer, think of a handshake at the introduction 
and at the end of the meeting. 


Presentation Layer 


The presentation layer ensures character-code recognition. It is responsible 
for converting character codes into a code that is recognizable by a computer that 
uses a different character code. For example, Extended Binary Coded Decimal 
Interchange Code (EBCDIC) is widely used on mainframes, while most PCs use 
ASCII. EBCDIC uses numbers to represent characters similar to the way ASCII 
number codes represent character codes. When a PC communicates with a 
mainframe, the ASCII code must be converted to EBCDIC. When you think of the 
presentation layer, think of how the data must look for both parties to interpret or 
understand it. 


Application Layer 


The application layer should not be confused with general software 
applications. The application layer works with specific networking applications 
such as Web browser programs, file transfer programs, and e-mail. When you 
think of the application layer, think of establishing communication with the 
network. 
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OSI Model and Network Devices 


It is important to understand how the OSI model and network devices 
correlate. Look at Figure 1-27. In this figure you will see the generally accepted 
classifications of network devices, such as hubs, switches, and routers, as 
compared to the OSI model. However, some alterations in the network device’s 
technology may cause a network device to correlate to a different OSI layer. 

Network devices are classified according to whether the device makes 
decisions about how a packet is sent. If the network device makes no decision 
about where a packet is sent, it is a layer 1 device. The device simply moves the 
packet along the network path such as through cabling, hubs, and repeaters. If 
decisions are made based on a MAC address or a logical name, it is a layer 2 
device, If the network device makes a decision about where to move the data 
based on a protocol such as the Internet protocol, it is a layer 3 device. 

A network device is often reclassified when its normal function is altered. 
For example, a switch, normally classified as a layer 2 device, may be reclassified 
as a layer 3 device if more intelligent decision making is incorporated into it. The 
decision making of a layer 3 switch is based on some similar information that 
routers use. A hub, which is normally a layer 1 device, may be reclassified as a 
layer 2 device when it acts as an intelligent hub. Intelligent hubs make decisions 
based on MAC addresses and behave more like a switch. 


layer 1 device 

a network device that 
makes no decision 
about where a packet 
is sent. 


layer 2 device 

a network device 
that makes decisions 
about where a packet 
is sent based ona 
MAC address or a 
logical name. 


layer 3 device 

a network device 
that makes a decision 
about where a packet 
is sent based ona 
protocol such as the 
Internet protocol. 


Some switches may be classified as a layer 1 device or layer 3 device. The general 
classification for the switch is layer 2 device; but if it has some router capabilities, it is 


usually labeled as a layer 3 device. 


As you progress through the text and learn more about protocols and 
network communication, the exact placement of certain network devices on the 
OSI model will become clearer. 


Figure 1-27. 

A general correlation 
between network 
devices and the layers 
of the OSI model. 
This is only a general 
correlation. Some 
specific technologies 
may correlate a 
network device to a 
different OSI layer. 
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Summary 

W Networks provide a way to share equipment and data. 

E The three classifications of networks based on size, management, and use of 
private or public communication systems are LAN, MAN, and WAN. 

MW The four common network topologies are star, ring, bus, and mesh. 

M The methodology used to administer a client/server network is centralized 
administration. 

E The methodology used to administer a peer-to-peer network is decentralized 
administration. 

mM A network operating system provides a communications system between 
nodes. 

NW Data that is to be transmitted on a network is divided into segments. 

mM A typical packet contains a data segment, source and destination address, 
error checking, and sequence identification. 

— A protocol is a set of rules that control the communication between two nodes. 

MH In general, two computers need to use the same protocol to communicate 
with each other. 

mM A repeater regenerates digital signals, allowing the network media to exceed 
its recommended length. 

ŒE A hub provides a central connection point for a network. 

m A bridge is used to create two segments out of a larger network to reduce the 
chance of collisions. 

W A switch serves as a central connection point and can provide network 
segmentation. 

E A router connects various networks together and provides a number of 
alternate routes for a data packet to travel. 

mM A gateway connects networks that use different protocols. 

WE The OSI model serves as a guide for troubleshooting and designing 


networks. 


Review Questions 


Answer the following questions on a separate sheet of paper. Please do not 


write in this book. 


1. 
Ze 
3. 


4. 


List some things that might be shared on a network. 
What are the advantages of using a network? 


What are the three classifications of networks based on the size and 
complexity of the network system? 

The Internet would be best described as a 

A. LAN 

B. MAN 

C. WAN 

D. PAN 
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. Rank by size, starting with the smallest: MAN, LAN, and WAN. 


6. Six computers connected with a hub in your classroom would most likely be 


. Data is divided into __ 


classified as a network. 


. Your instructor has a computer that is connected to a powerful computer in 


another building. This would most likely be a network. 


. What are the four major classifications of network topologies? 

. Define node and give two examples. 

. What does the term client mean in the context of a network? 

. Which type of administrative model uses centralized administration? 
. Name three types of dedicated servers. 

. How does a server differ from a typical PC? 


. Describe how data is transmitted across a network. 


. What does a packet contain? 
. List the layers of the OSI model starting at the application layer. 


. Which layer of the OSI model is mainly concerned with network cables and 


connectors? 


. Convert the following acronyms into complete words. 


MAU 
LAN 
MAN 
WAN 
ATM 
IPX/SPX 
> RCR 
IEEE 
NetBEUI 
NetBIOS 
. FIR 
NIC 
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a 


Network+ 


zz Sample Network+ Questions 


Answer the following questions on a separate sheet of paper. Please do not 


write in this book. 
1; 


Which of the following is not a typical LAN topology? 
A. Ring 

B. Star 

C. Bus 

D. Square 


. A protocol is best described as a __ 


A. set of standards that serve as an installation guide for network media and 
devices 

B. set of rules and procedures that govern how two points on a network 
communicate 

C. special software utility that determines the amount of traffic on a network 

D. set of rules that assist personnel in using networks to communicate 


. Network cabling is assigned to the: _ layer of the OSI model. 


A. presentation 
B. physical 

C. network 

D. materials 


. Which standard organization is responsible for the 802 standards? 


A. ISO 
B. EIA 
C.. ANSI 
D. IEEE 


. Which of the following statements is true about a peer-to-peer network? 


(Select all that apply.) 

A. It is controlled or administered from one central computer. 

B. Each user controls their personal resources. 

C. It is the best method for controlling a large number of networked PCs. 
D. There is no central file server. 


. What protocol delivers Web page content from a Web server to a user's 


computer? 
A. XTML 
B. XML 
LE I i Wi 
D. HTML 
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7. Which piece of equipment would most likely be used to provide communications 


between the local area network and the Internet? e = 
A. Bub Network+ 


B. Bridge 
C. Gateway 
D. Repeater 
8. Which protocol is specifically designed to support audio and video 
communication? 
A. FTP 
B. ATM 
C. HTML 
D. IPX 


9. Which item can be shared on a peer-to-peer network? 
A. Hard disk drive 
B. Floppy drive 
C. Printer 
D. Any of the above devices can be shared. 


10. What is attenuation? 
A. The loss of network digital signal strength along a cable. 
B. Interference between two network cables. 
C. Network cable resistance measured in ohms. 


D. The term used to describe the procedure for calling attention to a 
particular node. 


Discussion Questions 


Answer the following questions on a separate sheet of paper. Please do not 
write in this book. 


1. How many different ways could you deliver a message to a location such as 
a business, ten miles away from your school location? What is the advantage 
and disadvantage of each method? 


Interesting Web Sites for More Information 


www.blackbox.com 
www.howstuffworks.com 


www.microsoft.com 
www.novell.com 


www.siemons.com 
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Laboratory Activity 


Ing JIKNILAULIUOVII!. 


f ` 
Identifying a Workstation’s IP 


~ 


Configuratic an $ — S 


After completing this laboratory activity, you will be able to: 
E Explain the purpose of an assigned IP address. 

mM Explain the purpose of an assigned subnet mask. 

W Explain the function of the DHCP service. 
E 


Determine when it is appropriate to use the winipefg command and when to 
use the ipconfig command. 


Xx 


Identify a workstation's IP configuration settings. 


Introduction 


This laboratory activity is important because it provides you with the basic 
information needed to reconfigure the IP configuration settings of your assigned 
workstation. You will learn how to check your workstation's IP configuration 
settings using the IP Configuration utility. You will record these settings so that 
they are available in case you need to restore your workstation to its original 
condition after you have completed a lab. This lab activity does not require an 
in-depth understanding of the settings you will record. For now, you only need 
to know how to reenter the settings. Later in the course, you will learn more 
about each of the settings in the configuration. 

You may need an account set up to access the workstation's IP configuration 
settings. If this is the case, the instructor will provide you with a user name 
and password. Some configuration settings require administrative privileges to 
access and change configuration settings. Administrative privileges refer to a 
user having an account equal to the system administrator on the local computer 
or the network. Since the lab area you will be using is set up to train you as a 
network support technician, you will need administrative privileges for many 
of the lab activities. 

On a separate sheet of paper, record your assigned user name, password, 
the number of your assigned workstation, and the server you are to log on to. 
The server name may or may not be required for network logon. You will most 
likely need to record a server name if there is more than one server used by 
students. The default server chosen for log on could be a different server than 
the one used for the network fundamentals class, or there may not be a server 
specified at all. 


User name: 
Password: 
Workstation number: 


Server name: 
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To access the workstation's IP configuration settings, you will issue a 
command either at the command prompt or in the Run dialog box. When 
using Windows 2000 or Windows XP, you will issue the ipconfig or ipconfig /all 
command at the command prompt. The following is a typical result of issuing 
the ipconfig command. 


See 


© Command Prompt 
icrosoft Windows XP [Version 5.1.26981 
<C>) Copyright 1985-2801 Microsoft Corp. 


¿Documents and Settings\Richard>ipconf ig 


Mindows IP Configuration 


Ethernet adapter Wireless Network Connection: 


When ipconfig /all is issued, more detailed information appears. The 
following is a typical result of issuing the ipconfig /all command. 


© Command Prompt 
:\Documents and Settings\Richard>ipconfig /all 
indows IP Configuration 
z VISIONWIRELESS 
rob Tope Dns Suffix z 
Node T Unknown 
IP oat ing Enabled : No 
WINS Proxy Enabled 
Ethernet adapter Wireless Network Connection: 


Connection-specific DNS Suffix : 
Description : D-Link fir DWL-122 Wir 


Physical Address. . . . . . . . . : 8B-8D-88-54-82-55 
= No 
: 18.38.228.9 


k 
Default Gateway 
Servers 


287.217.126. -42 


When using a Windows 98 or Windows Me system, you must access the 
Run dialog box through the Start menu. In the Run dialog box, type and enter 
winipcfg. The following is the result of running the winipefg command. 


57 IP Configuration 


p Ethemet Adapter Information 


[PPP Adapter. =E zÍ 
Adapter Addiess | 44-45-53-54-00-00 
IP Address 209.26.168.196 
Subnet Mask 255.255.255.0 


E ad [—209.25168.196 


p OK i Release - | Renew Í | 
N _Fielease ai | | Renew , At | Mote info >> | i 
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Take special note of the More Info button at the lower-right corner of the 
display. When selected, more information is revealed about the workstation’s IP 
configuration. 

The winipefg and ipconfig commands can be used as troubleshooting tools | 
to diagnose connection problems on a TCP/IP-based network. In a TCP/IP-based 
network, computers require an IP address to identify each other. Every computer 
must have a unique IP address. The IP address is presented as a set of four 
numbers separated by a period, such as 192.168.000.12. Each computer should 
have a unique IP address. Each computer must also have a subnet mask. A subnet 
mask is also a set of four numbers separated by a period, such as 255.255.255.000. 
Do not be surprised if the subnet mask on your workstation matches the example 
given. The majority of network subnet masks you will encounter on small 
networks will be 255.255.255.000. The subnet mask is used to identify the network 
classification. At this point, you do not need to know any more detail about the 
subnet mask. The subnet mask will be covered later in the course. 

A workstation may be configured as a DHCP client. A DHCP client 
automatically receives an IP address and other TCP/IP settings from a DHCP 
server. The DHCP server issues an IP address from a list of IP addresses. There is 
no guarantee that the same IP address will be issued to a workstation. 

To determine if a workstation is configured to receive an IP address from 
a DHCP server, check if DHCP is set to enabled or if a DHCP server address is | 
listed in the display after running the winipctg command and clicking More | 
Info or running the ipconfig /all command. In the display, you will also see 
other assigned IP addresses, such as that for the default gateway, primary and 
secondary WINS server, and DNS servers. These settings are not always required 
for the workstation because these services may not be available. It depends on 
how the network is configured and if the network has Internet access. Detailed 
information about these services is well beyond the scope of this first laboratory 
activity. Each of these services is covered in detail later in the course. The main 
purpose of this laboratory activity is to help you restore the workstation to its 
original configuration. 


Equipment and Materials 


NW Assigned workstation—preferably with Windows XP Professional installed 
as part of a network domain. 


Procedures 


Report to your assigned workstation. 


Za Boot the workstation and look for the logon screen. There may not 
be a logon screen for the workstation at this time. If the workstation 
is part of a network with a server, you will see a logon dialog box 
requesting a user name and password and possibly a server to log 
on to. If the workstation is part of a peer-to-peer network or simply | 
a standalone computer, you will not see a network logon dialog box. | 
The workstation, however, may prompt you for a password if the 
workstation is set up for multiple users. Your instructor will identify 
the type of system you will be using. 
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3. Identify which operating system is installed on the workstation. You 
will need this information to determine which IP Configuration 
utility command to use. 


4. If the system you are using is Windows 2000 or Windows XP, open 
the command prompt from the Start menu and enter the following 
command: ipconfig /all. If the system you are using is Windows 
95, Windows 98, or Windows Me, access the Run option from the 
Start menu and enter winipcfg in the Run dialog box. Click the More 
Info button to reveal more information about the IP configuration 
settings. 


5: On a separate sheet of paper, record the information that has been made 
available. For example, you may record the following information: 


IP address: 
Subnet mask: 
Default gateway: 
DHCP enabled (yes/no): 
Primary WINS server IP address: 
Secondary WINS server IP address: 
DNS server addresses: 
6. ____ After recording the information, answer the review questions. 


7. When you have answered the review questions, shut down your 
workstation and return all materials to their proper place. 


Review Questions 


Answer the following questions on a separate sheet of paper. Please do not 
write in this book. 


1. What command is issued from the command prompt on a Windows XP 
workstation to reveal the assigned IP address? 


2. What command is issued from the Run dialog box on a Windows 98 
workstation to reveal the assigned IP address? 


. What is the purpose of an IP address? 
. What is the purpose of a subnet mask? 


. What is the purpose of the DHCP service or server? 


D OF A W 


. Identify what command or program (ipconfig or winipefg) will run the 
IP Configuration utility in the following operating systems. Record your 
answer (ipconfig or winipcfg) on a separate sheet of paper. 


A. Windows XP: 
B. Windows 2000: ` 
C. Windows Me: 


D. Windows 98: 


c 


| Network Media— 
Copper Core Cable 


After studying this chapter, you will be able to: 


Match the five forms of electronic signals to the media types on which they 
travel. 


O 


Describe the major differences between an analog and a digital signal. 
Describe the two methods of data transmission: Broadband and Baseband. 
Define simplex, half-duplex, and full-duplex communication. 


Define electronic terms such as impedance, reflected loss, and crosstalk. 
List the characteristics of the 802.3 classifications. 

List the characteristics of the 802.5 classifications. 

Describe the various types of wiring faults. 


Cee ee oe 


Network+ Exam—Key Points 


To prepare for the Network+ Certification exam, you must be able to 
specify the characteristics of the IEEE 802.3 and 802.5 classifications. These 
characteristics include: = -7 


Cable type. 
Connectors. 
Topology. 
Data rates. 
- Maximum and minimum cable and segment lengths. 


The Network+ Certification requirements are constantly changing. Always check the 
www.comptia.org Web site for the latest information! 
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network media 

a general term for all 
forms of pathways 
that support network 
communications. 


Key Words and Terms 


The following words and terms will become important pieces of your 
networking vocabulary. Be sure you can define them. 


1000BaseCX 

1000BaseT 

100Basel4 

100BaseTX 

10Base2 

10Base5 

10BaseT 

amplifier 

amplitude 

analog signal 

attenuation 

AWG rating 

bandwidth 

Baseband 

Broadband 

Carrier Sense Multiple Access with 
Collision Detection (CSMA/CD) 

coaxial cable 

crossed pair 

crosstalk 

decibel (dB) 

digital signal 

Equal Level Far-End Crosstalk 
(ELFEXT) 

Far-End Crosstalk (FEXT) 


frequency 
full-duplex 

ground 

half-duplex 
impedance 
industrial field bus technology 
interference 

latency 

magnetic induction 
Near-End Crosstalk (NEXT) 
network media 
noise 

open 

plenum-rated 
reflected loss 
resistance 

reversed pair 
RG-58 

RG-8 

short 

simplex 

split pair 
terminating resistor 
Time to Live (TTL) 
twisted pair 


Whether you are troubleshooting or designing a network, you must be 
familiar with the various types of network media. This chapter presents a general 
overview of network media and its electrical characteristics and then covers 


in detail copper core cable. In the following chapters, fiber-optic and wireless 


network media will be covered respectively. To understand the characteristics 
and limitations of copper core cable, you will first be introduced to some elec- 
tronic terminology. Later, the IEEE standards covered in Chapter 1—Introduction 
to Networking will be revisited, specifically the 802.3 and 802.5 standards. You 
will see how these standards relate to network design and will understand the 
importance of knowing their specifications. 


Network Media 


Network media is a general term for all forms of pathways that support 
network communications. There are two general classifications of network 
media: cable-based and Wireless, Figure 2-1. Cable-based network media 
comprises copper core cabling, such as coaxial and twisted pair, and glass/plastic 
core cabling, such as fiber-optic. Wireless network media comprises air, or the 
atmosphere. 
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nn E IA 
Figure 2-1. 

AAA AAA) Network media 
classifications and 
media types. At 

the bottom of the 
hierarchy are the types 
of electronic signals 
that each media type 
carries. 


General classification 


Major classification opper core 
E | 


Media type 


Electronic signal 


All network communications originate from electronic signals. Electronic 
signals can take many forms, such as electrical energy, light waves, radio waves, 
infrared light waves, and microwaves. For example, electronic signals are sent 
through coaxial and twisted pair cable as pulsating electrical energy; through 
fiber-optic cable as pulsating light waves; and through the atmosphere as 
pulsating radio waves, infrared light waves, or microwaves. 

To understand the terminology related to network media and network 
communications, you must first learn some basics about electronic signals. In 
the following section we will look at the characteristics of two general types of 
electronic signals: analog and digital. 


Analog and Digital Signals 


Electronic signals are classified into two general types: analog and digital. 
An analog signal is an electronic signal that varies in values, such as a light that analog signal 
varies in intensity. A digital signal is an electronic signal that has discrete values. an electronic signal 
Discrete values can be on and off, high and low, or 5 volts and 0 volts. that varies in values. 

The major difference between analog and digital signals can be seen in the 
shape of the waveform. Look at Figure 2-2. The analog and digital signals of 
electrical energy are plotted on a simple graph that compares voltage levels to 
time. Note that the analog signal forms a series of slopes whereas the digital 
signal rises and falls sharply at right angles. In the analog signal, the degree 
of the slope is related to the varying degrees of voltage over time, whereas the 
digital signal holds to discrete voltages (0 volts or +5 volts) over a length of time. 

Each type of electronic signal has a cycle, or a pattern of fluctuations. Look 
again at Figure 2-2 and note the cycle for an analog and digital signal. In this 
example, a cycle for an analog signal begins at 0 volts, rises to +5 volts, falls to 
-5 volts, and rises to O volts. A cycle for a digital signal begins at 0 volts, rises 


sharply to +5 volts, and then falls sharply to 0 volts. frequency 
the number of cycles 


of an electronic 
Frequency signal that occur in 
An electronic signal can be measured by its frequency. Frequency is the 1 second, measured 
number of cycles of an electronic signal that occur in 1 second. It is measured in Hertz (Hz). 


digital signal 

an electronic signal 
that has discrete 
values. 
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Figure 2-2. 

Analog and digital 
signals plotted ona 
simple graph. Note that 
time affects the degree 
of the slope in an 
analog signal and the 
duration of the voltage 
level in a digital signal. 


attenuation 
the loss of signal 
strength. 


amplitude 

the maximum volt- 
age, or height, of an 
electronic signal. 
amplifier 

an electronic device 
designed to raise a 
signal's amplitude. 


interference 

an undesired elec- 
tromagnetic signal 
imposed on a desired 
signal that distorts or 
corrupts the desired 
signal. 


noise 
electromagnetic 
interference. 


crosstalk 
interference that 
comes from neigh- 
boring conductors 
inside a wire's 


Time Time 
+10 Groh +10 Sharp right 
angles 
f 45 slopes 45 & 
Voltage 0 
levels 
5 5 
10 Ay -10 
1 cycle 1 cycle 


in Hertz (Hz). Look at the analog and digital signal in Figure 2-3 as plotted on 

a graph showing voltage and time. In each graph, the time interval is set to 1 
second. The first graph shows an analog signal that achieves 5 cycles in 1 second. 
The analog signal, therefore, has a frequency of 5 Hz (5 cycles / 1 second). The 
second graph shows a digital signal that achieves 5 cycles in 1 second. The 
digital signal also has a frequency of 5 Hz (5 cycles / 1 second). If a cycle for an 
electronic signal is repeated 100 times in 1 second, the signal has a frequency of 
100 Hz (100 cycles / 1 second). 


Attenuation 


All electronic signals degenerate, or lose amplitude, over long distances. 
Losing signal strength is referred to as attenuation. As an electronic signal 
travels across the media, the amplitude of the signal is lessened, Figure 2-4. 
Amplitude is the maximum voltage, or height, of an electronic signal. The 
amplitude can be augmented to its original level with an amplifier. An amplifier 
is an electronic device designed to raise a signal’s amplitude. 


Interference 


In addition to attenuation, most electronic signals pick up interference from 
sources such as motors, fluorescent lights, transformers, radio transmitters, and 
from other conductors carrying electronic signals. Interference is an undesired 
electromagnetic signal imposed on a desired signal that distorts or corrupts the 
desired signal. Electromagnetic interference is generally referred to as noise. 
Interference that comes from neighboring conductors inside a wire's insulating 


insulating jacket. jacket is called crosstalk. Crosstalk is covered later in detail. 
Figure 2-3. 1 second 1 second 
5 Hz frequencies of an +10 +10 === 
analog and a digital 
signal. On each graph +5 +5 
an analog and digital 
cycle occurs 5 times in 0 0 
1 second. 
-5 =; 
-10 -10 
Analog Digital 


5 cycles/second = 5 Hz > 5 cycles/second = 5 Hz 
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Input signal Output signal 


A > — 
TeL TR c UNU 


Noise and crosstalk are unwanted signals that need to be removed from the 
desired signal, especially before it is amplified. When an analog or digital signal 
is amplified, the unwanted signals caused by interference are also amplified. To 
get rid of the unwanted signals, the signal must be filtered. Filtering electronic 
signals is the removal of unwanted signals. 

Amplifiers often incorporate filters. The filter removes the unwanted signals 
before amplification so when the signal is amplified, it is an exact duplicate of the 
original signal. Networks use repeaters to amplify and filter signals. A repeater 
is not actually an amplifier. However, in the networking environment, it is often 
referred to as an amplifier because a repeater counters attenuation by reshaping 
the signal to its original form. 

While both analog and digital signals can be used to express data in network 
communications, the digital signal is preferred. It is very difficult and sometimes 
impossible to filter out all of the unwanted signals from an analog signal without 
changing the analog signal. Amplifying an analog signal not only amplifies 
the original signal, but also the unwanted signals, which results in a signal that 
no longer represents the original. However, when a digital signal is amplified, 
the unwanted signals are more easily filtered to restore the original look of the 
original signal. 

Digital signals have a square or rectangular waveform and are produced at 
a fixed frequency. When digital signals are regenerated, they are regenerated by 
digital devices that also produce a square or rectangular waveform. A typical 
signal from a radio station is an analog signal composed of various amplitudes 
and a mixture of frequencies inside a set range of frequencies. Because of the 
various frequencies the radio signal comprises, the interference is sometimes 
impossible to separate or filter. This is a major drawback of using analog signals. 
Since interference can be easily removed from digital signals, the digital signal 
has become the norm for transmitting data over network cables. 

Look at Figure 2-5. At the top is the original signal in digital and analog 
form. These signals represent the transmitted data. Below each signal (middle) is 
a representation of the same signal after attenuation and added interference. The 
bottom drawings are a representation of the distorted signals after amplification 
and filtering. Notice that the analog signal is distorted after amplification and 
is not an exact match of the original signal. The digital signal, however, looks 
exactly like the original signal after amplification. This is because the repeater 
is only capable of reproducing the original signal as 5 volt and 0 volt levels. 
Interference consists of many different levels of analog voltage (amplitude) and 
cannot be reproduced by the repeater because the repeater only generates two 
levels of signal strength. 

Excessively strong interference, however, can be impossible to filter from 
a digital signal. Interference strength is directly related to the distance from 
the digital signal and the power of the source producing the interference. For 
example, a portable telephone may interfere with a digital signal at a close 


Figure 2-4. 
Attenuation is the loss 
of signal strength as 
the signal travels along 
a conductor. 
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Figure 2-5. 

The effects of filtering 
on analog and digital 
signals that have been 
affected by interfer- 
ence. Top—Analog 
and digital signals in 
their original form. 
Middle—Analog and 
digital signals affected 
by interference and 
attenuation. Bottom— 
Analog and digital 
signals amplified 

and filtered. Note the 
fidelity of the digital 
signal as compared 

to the analog signal 
after amplification and 
filtering. 


latency 

the amount of time 

it takes a signal to 
travel from its source 
to its destination. 


Time to Live (TTL) 
a maximum time 
allowed for an 
electronic signal to 
circulate a network. 


AEn TEER 


Original signals 


Interference added to attenuation 


OAE TIE 


Signals after amplification and filtering 


proximity of five to ten feet but not generate sufficient signal strength at thirty 
feet to interfere with the digital signal. 


Latency 


Latency is the amount of time it takes a signal to travel from its source to its 
destination. A general cause of latency is network equipment along the signal's 
path. Some networking equipment regenerate, or reshape, a digital signal after it 
is received. For example, a repeater is used to extend the maximum distance that 
a signal can normally travel by reshaping the signal. A digital signal may travel 
through several repeaters before reaching its destination, thus slowing the time it 
takes the signal to reach its destination. 

There is normally a maximum amount of time a packet is allowed to 
circulate through a network before it is destroyed. If the overall latency is too 


great, the packet is dropped from the network. The maximum amount of time 


allowed is referred to as the Time to Live (TTL). If a signal exceeds the allocated 
TTL, it is removed from the network to prevent it from circulating forever. If 
signals could circulate forever, they would accumulate and eventually cause the 
entire system to shut down. 


Data Transmission 


Data transmission terminology and concepts are often referenced in network 
standards and equipment specifications. A good understanding of data 
transmission terminology will help you master some of the most difficult 
concepts of networking. Much of the original network terminology has its 
roots in the field of electronics. Electronic terminology often requires an 
extensive background in electronic theory to fully grasp the concept being 
introduced. As networking has evolved over time, network technicians 
have coined their own terminology and have used electronic terms in some 
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contexts that have slightly changed the original meaning of the term. Several 
of these terms and their influence on the data rate of data transmission are 
introduced in this section. 


Bandwidth 


Bandwidth is a measurement of the network media’s ability to carry data. bandwidth 
The definition of bandwidth varies according to the context to which it is applied. a measurement of 
For example, when referring to a network cable, bandwidth refers to the amount the network media's 
of digital signal the cable can carry based on a given time. Network cable ability to carry data. 
bandwidth is measured in bits per second (bps). 
The term bandwidth, when applied to network cabling, can be confused with 
the term frequency. Technically speaking, frequency is a measurement of the 
network media's ability to carry an electronic signal. For example, a network 
cable can have a frequency rating of 250 MHz but a permissible bandwidth of 
1000 MHz. The frequency rating is the rating of the individual wires inside 
the cable assembly; the bandwidth is the entire cable assembly's (4 pairs of 
conductors) ability to carry digital signals. In general, the higher the bandwidth, 
the more data that can be carried. Please take note of the fact that bandwidth 
does not always match data rates because data rates can be influenced by data 
compression techniques. 
When referring to an analog signal, the term bandwidth means a measure- 
ment of the maximum frequency of a device or the total range of analog 
frequencies. Bandwidth in analog transmission is measured in hertz (Hz). A 
range of frequencies would be all the analog signal frequencies between two 
specific frequencies. An example would be television or radio analog signals 
transmitted and identified as channels. A typical television channel is assigned a 
6 MHz bandwidth. 
In analog transmission, bandwidth can support several different frequencies 
at once while in digital transmission bandwidth usually supports only one. In 
other words, when data is transmitted over a cable using a digital signal, the 
digital signal uses the entire bandwidth. When data is transmitted over a cable 
using analog signals, many different analog signals, or frequencies, representing 
data can be transmitted at once. See Figure 2-6. 


Figure 2-6. 

Baseband transmis- 
sion allows only one 
digital signal to be 
transmitted at a time. 


The digital signal uses 
the entire bandwidth 
of the network 


media. Broadband 
transmission allows 
multiple analog signals 
to be transmitted 
simultaneously, each of 
differing frequencies 
and amplitudes. 


Broadband 


MADE 


Baseband 
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Baseband 

a method of trans- 
mitting data in the 
form of a digital 
signal, using the 
entire bandwidth of 
a cable. 


Broadband 

a method of trans- 
mitting data in 

the form of several 
analog signals at the 
same time. 


Baseband 


Baseband is a method of transmitting data in the form of a digital signal, 
using the entire bandwidth of a cable. Remember that the bandwidth of a 
network media is its total capacity to transmit data and that a digital signal uses 
the entire bandwidth. The network media may be able to support more than 
one frequency, but in application, it is typically used to carry only one chosen 
frequency. For example, a copper core cable may be used to transmit several 
analog signals, or frequencies, at once, but when used as part of an Ethernet 
network, will transmit digital signals at only one frequency. This frequency will 
consume the entire bandwidth of the cable. 

You cannot send two digital signals on the same wire because they have 
matching frequencies and voltage levels. Look at Figure 2-7. It illustrates the 
effects of transmitting more than one digital signal on a wire. Each digital signal 
consists of a pattern of high and low voltage levels which represent data such as 
letters and numbers. When both signals are placed on one wire, the two signals 
combine to form a new digital pattern. The new digital pattern of the combined 
signals cannot be separated into two individual signals, thus all data is distorted 
and cannot be read at its destination. 


Broadband 


Broadband is a method of transmitting data in the form of several analog 
signals at the same time. Certain electronic techniques can be incorporated 
into communication systems that allow network media to carry more than one 
frequency at a time. In general, a network conductor that carries a single series of 
digital signals is Baseband. A conductor that carries two or more analog signals 
is Broadband. 

Wireless media, such as radio, is an example of Broadband transmission. 
In this case, the atmosphere is capable of carrying many different radio 
frequencies at the same time. For example, television signals range from 7 MHz 
to 1002 MHz. Inside this range of frequencies are individual channels specified 
in smaller ranges. For example, Channel 8 has a frequency range of 180 MHz to 
186 MHz. Channel 9 has a frequency range of 186 MHz to 192 MHz. Each of the 
channels has a bandwidth of 6 MHz inside the allocated television bandwidth 
of 7 MHz to 1002 MHz. Wireless networks use radio waves as the network 
medium and use the terms bandwidth and channel when describing each radio 
signal path. 


maamme 


Figure 2-7. 
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Simplex, Full-Duplex, and Half-Duplex Communication 


Communication between two electronic devices can occur in one of three 
modes: simplex, full-duplex, and half-duplex. See Figure 2-8. 

Simplex means that communication occurs in one direction only. An example 
of simplex communication is the transmission that occurs between a television 
station and a television. Full-duplex communication is the bi-directional | 
communication that occurs between two devices simultaneously. An example 
of full-duplex communication is communications via telephone. Half-duplex 
communication is also bi-directional communication; however, it can only occur 
in one direction at a time. Half-duplex communication is used with walkie- 
talkies. Also, most LANs use half-duplex communication. Ethernet is an excellent 
example. In an Ethernet network, only one computer or node can successfully 
transmit data over the network cable at a time. If two computers transmit data at 
the same time, a collision occurs and the data is destroyed. 


Electronic Terms 


Networks that incorporate copper cable have limits to the type of cable, 
length, number of segments, and the number of nodes that can be connected. 
These limits are based on certain electrical characteristics. As you read about the 
copper cable types and the IEEE 802 classifications, you will learn what these 
limitations are. However, there are several basic electronic terms you must first 
master to fully understand these limitations. These terms are resistance, impedance, 
reflected loss, and crosstalk. 


Direct Current and Alternating Current 


The flow of electrical energy is described as either direct current (DC) or 
alternating current (AC). The term current describes the flow of electrons, which 
is the actual form of electrical energy. DC means that the current flow is in one 


simplex 

a communication 
mode in which com- 
munications occur in 
one direction only. 


full-duplex 

a communication 
mode in which 
bi-directional com- 
munication occurs 
simultaneously. 


half-duplex 

a communication 
mode in which 
bi-directional com- 
munication occurs 
in one direction at a 
time. 
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Full-duplex = Two-way transmission— 
each device communicating simultaneously 


Telephones 


Figure 2-8. 
Examples of simplex, 
half-duplex, 

and full-duplex 
communication. 
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resistance 

the opposition to 
direct current (DC) 
in a conductor. 


impedance 

the opposition to 
alternating current 
(AC) in a conductor. 


reflected loss 


steady direction. One of the most common sources of direct current is a battery. 
Battery electrical energy flows in a steady direction from the negative (-) terminal 
to the positive (+) terminal. AC does not flow in one direction. It alternates from 
a negative charge to a positive charge. The most common source of alternating 
current is the wall outlet. 

Since the two forms of electrical energy flow differently, they produce 
different electrical characteristics. Because the two systems have different 
characteristics, different terminology is used to describe their characteristics. Two 
terms applied to these characteristics are resistance and impedance. These terms are 
inherited from the electronics industry and are applied to networking cable. 


Resistance and Impedance 


Resistance is the opposition to direct current (DC) in a conductor. Every 
conductor has a certain amount of resistance that affects current flow—the longer 
the conductor, the greater the resistance. 

Resistance is a DC term and should not be confused with impedance, which 
refers to the opposition to AC. Impedance increases as frequency increases. In 
other words, the higher the frequency, the faster the speed of data transmission. 
However, the quality or integrity of the data will diminish because of impedance. 
This is why there are limitations to the speed at which data can be delivered 
across a conductor. The length of a conductor also influences impedance. As the 
length of a conductor increases, so does the total impedance. 

Digital signals change current flow direction just as analog signals do. Digital 
signals consist of a series of square or rectangular waveforms which sharply 
change current flow direction after a set time period. For this reason, digital signals 
are affected by impedance the same way analog signals are affected by impedance. 
See Figure 2-9 for a summary of resistance and impedance. 


Reflected Loss 


In high-speed networks, data is transmitted in full-duplex mode. This means 
that data can flow in both directions at the same time. The original signal enters 


the amount of signal the cable and travels to the end. When it reaches the end, part of the signal is 
reflected from the far reflected. Reflected loss is the amount of signal reflected from the end of the 
end of the cable. cable. If it is of sufficient value, the reflected signal can disrupt communications. 
Figure 2-9. 


Comparison of 
resistance and 
impedance. 
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length, induction, 
and capacitance. 
Impedance is 
present in 
AC-powered circuits. 
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Crosstalk 


Crosstalk is a type of interference that occurs when one pair of conductors 
imposes a signal on another pair of parallel conductors, Figure 2-10. All 
energized conductors are surrounded by a magnetic field, Figure 2-10A. The 
magnetic field runs the length of the conductor. The strength of the magnetic 
field is determined by the amount of current traveling through the conductor. 
Frequency also affects the strength of the magnetic field. When another 
conductor is placed in close proximity to a current carrying conductor, the 
magnetic field encircles the other conductor and induces current flow, 


Figure 2-10B. This electronic phenomenon is referred to as magnetic induction, magnetic induction 
or mutual induction. When a conductor in a cable assembly carries digital an electrical pheno- 
pulses, the digital pulses create a magnetic field pattern similar to the digital menon in which 
pulses. The magnetic field induces in a neighboring conductor an electrical the magnetic field 
current resembling the digital pulse pattern of the original conductor, thus encircling a current 
creating crosstalk. carrying conductor 


induces a current 
flow in a conductor 
of close proximity. 


Analog telephone systems also suffer from crosstalk. In fact, the term 
crosstalk originated in telephone communication to describe the effect of hearing 
an additional telephone conversation from a neighboring telephone line while 
talking to someone else. 

Network conductors, such as twisted pair, are designed to limit the effects 
of crosstalk by reducing the amount of contact between a pair of conductors, 
Figure 2-10C. This is why twisted pair must be used in place of the older style 
of telephone cable that has no twist. However, one place where crosstalk can be 
generated on twisted pair cable is at the ends near the connectors. When cables 
are made by hand, the technician may leave too much untwisted conductor near 
the connector, leaving the cable vulnerable to crosstalk. 

Figure 2-11 shows a twisted pair cable properly connected to a connector 
and a twisted pair cable improperly connected to a connector. Note that the 
improperly connected twisted pair cable has too much wire exposed and that the 
pairs are not twisted. The improperly connected cable will produce crosstalk. 

Twisted pair cable segments are limited to 100 meters (328 ft.) maximum 
in length. Longer segment lengths produce crosstalk, as well as a reduction in 
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Figure 2-10. 
The occurrence of 
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a U Field energized conductor 
is surrounded by a 
magnetic field. B—Any 
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Figure 2-11. 

Example of a twisted 
pair cable properly con- 
nected to a connector 
and a twisted pair cable 
improperly connected 
to a connector. Note 

the exposed, untwisted 
pairs of wire in the 
improper connection. 


Near-End Crosstalk 
(NEXT) 

a measurement of the 
reflected loss at the 
near-end, or input 
end, of a cable. 


decibel (dB) 

a unit of measure- 
ment used to express 
the relationship of 
power between two 
electrical forces. 


signal strength. Cable shielding of wire mesh or foil also reduces crosstalk. The 
shielding absorbs and contains the magnetic field generated by a conductor and 
protects the pairs from electromagnetic interference generated by an outside 
source. 

Three types of measurement can be taken on twisted pair cable to measure 
the effects of crosstalk: Near-End Crosstalk (NEXT), Far-End Crosstalk (FEXT), 
and Equal Level Far-End Crosstalk (ELFEXT). These measurements are taken by 
a manufacturer to determine cable specs so that the cable can be correctly labeled. 
They are only taken in the field to see if an existing Category 5 cable could be 
used as a Category 5e cable. 


Near-End Crosstalk (NEXT) 

Near-End Crosstalk (NEXT) is a measurement of the reflected loss at the 
near end, or input end, of a cable. Look at Figure 2-12. 

Losses are typically expressed in decibels. A decibel (dB) is a unit of 
measurement that expresses the relationship of power between two electrical 
forces. This measurement is often used to show the output-to-input ratio of a 
signal. In the case of twisted pair cable, it is used to compare the difference 
between the amount of power in the input signal and the amount of power 
generated by crosstalk. In the case of networking fundamentals, it is the 
relationship of the input signal compared to the crosstalk signal. 


Figure 2-12. 
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input end, of a cable. 
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Input signal 


FEXT Measurement 
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Far-End Crosstalk (FEXT) 
As the name implies, Far-End Crosstalk (FEXT) is a measurement of 
reflective loss at the far end, or output end, of the cable, Figure 2-13. Far-end 
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losses are also expressed in decibels. 


Equal Level Far-End Crosstalk (ELFEXT) 

Equal Level Far-End Crosstalk (ELFEXT) is a measurement calculated by 
subtracting the effects of attenuation from the FEXT. ELFEXT negates much of the 
attenuation by raising the attenuated signal by a value equal to the attenuation. 
This brings the attenuated signal back to the desired level. This is what the term 
ELFEXT implies by “equal level.” It equalizes the loss with a gain. 


Copper Core Cables 


Copper core cables are commonly constructed of a center core of copper 
surrounded by an insulating jacket. All copper core cables have an AWG rating. 
The AWG rating describes the size of a conductor's diameter. The abbreviation 
AWG represents American Wire Gauge, which is the accepted standard for 
specifying the size of a conductor. The size of a conductor is expressed as a 
numeric value such as 22, 20, and 18—the smaller the number, the larger the 


diameter of the wire. 


Figure 2-14 shows a wire gauge. A wire gauge is used to determine the AWG 
rating or the size of a conductor. Notice that the largest wire measurement on the 
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Figure 2-13. 
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far end, or output 
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Figure 2-14. 

Note the AWG ratings 
on this wire gauge. 
The AWG rating of 0 
indicates the largest 
wire size on the gauge, 
whereas the AWG rat- 
ing of 36 indicates the 
smallest wire size on 
the gauge. 
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plenum-rated 

a rating given to 

a cable that has a 
special type of insu- 
lation that will not 
give off toxic gases 
should the cable be 
consumed by fire. 


coaxial cable 

a cable consisting of 
a copper core con- 
ductor surrounded 
by an insulator. 


gauge is marked by the AWG rating 0, and the smallest wire measurement on the 
gauge is marked by AWG rating 36. 

Cables are often identified as plenum-rated. Plenum-rated means that the 
cable has a special type of insulation that will not give off toxic gases should the 
cable be consumed by fire. The term plenum-rated is derived from the plenum in a 
building. The plenum is the area above the drop ceiling and under a raised floor, 
Figure 2-15. Cables designed to pass through a building plenum must be plenum- 
rated to ensure they will not give off toxic gases in case of a fire. 

Two types of copper core cable are used in networking: coaxial and twisted 
pair. Twisted pair was derived from the telephone industry. Twisted pair was 
not originally designed for high frequencies. Voice signals are relatively low 
frequency compared to other forms of electrical signals, such as radio, and did 
not require cable designed for high frequencies. Also, the original networks ran 
at only 1 Mbps to 4 Mbps. Early versions of telephone communications cables 
worked fine for these applications. 

Coaxial cable was designed to carry high frequency signals and was first 
used in high-frequency radio communications to conduct a radio signal to and 
from an antenna. Coaxial cable was also used in early networks. It is used to 
some degree today because of its shielding effect. We will explore more about 
these two types of cables in the next section. 


Coaxial Cable 


Coaxial cable, or coax, consists of a copper core conductor surrounded by an 
insulator, Figure 2-16. The insulator is covered with a shield. The shield is made 
of either solid foil or braided wire. The shield protects the copper core conductor 
from electromagnetic interference, which would corrupt the transmitted data. An 
insulating jacket protects the shield. Coaxial cable is difficult to work with and 
relatively expensive when compared to some of the other cable-based media. 

A copper core conductor can be either solid or stranded. A solid copper 
core conductor is stiffer and more difficult to work with than a stranded copper 


Figure 2-15. 

The plenum area of 

a building is located 
above the drop ceiling 
and under a raised 
floor. 


'AVAVAVAVAVAVAVAVAVAVAVAVAV, AA OR 
roo 


¡areas 5 — Steel joists 


y= 
<< 


Plenum area 


Ceiling tile 


Raised floor 


Plenum area 


Concrete slab 


Chapter 2 Network Media—Copper Core Cable 79 


Insulating jacket 


Insulator 


Copper core 
conductor 


core conductor. However, neither is as flexible as today’s networking cables. 
Another interesting fact is a stranded copper core conductor has the ability to 


carry more electrical energy (current) than a solid copper core conductor of equal 


dimensions. Stranded copper core coaxial cable, therefore, can contribute to a 


better quality of signal than solid copper core coaxial cable. Many times, the most 
important factor in determining which cable type to use is cost. Solid copper core 


coaxial cable is less expensive than stranded copper core coaxial cable. This is 


true for all copper cable types manufactured. The exact type used typically varies 


according to installer preferences or the specifications of the installation. 

There are several classifications of network coaxial cable. Coaxial cable used 
for television is not acceptable for use as a network cable. Its characteristics work 
well for television transmission but will cause problems if used for computer 
networks. Figure 2-17 lists some of the most common types of coaxial cable and 
their application. The two most common coaxial cable types that have been used 
for networking are RG-8 (thicknet) and RG-58 (thinnet). 

RG-8, or thicknet, is a very rigid coaxial cable. It has a solid copper 
conductor in the center, which adds to the rigidity of the cable and to its overall 
thickness. RG-8 allows for longer segments than other copper core cables, but 
because of the difficulty in handling the cable and its wide diameter, it severely 
limits the number of cables that can be placed inside a conduit. Thicknet is not 
used today as a network media. 

RG-58, or thinnet, is smaller in diameter and easier to work with than 
thicknet coaxial cable but does not carry a signal as far. RG-58 is still permitted 
but not recommended for use in new network installations. 


Figure 2-16. 
Coaxial cable layers. 
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Figure 2-17. 
Coaxial cable types and 
their applications. 
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twisted pair 

a type of cable 
consisting of four 
pairs of twisted 
conductors. 


Twisted Pair 

Twisted pair consists of four pairs of twisted conductors. Twisted pair cable 
has been available for many years and was first used by telephone companies 
to carry voice transmissions. Today, twisted pair is the most common choice of 
network cable. AWG wire sizes range from 18 to 26, with the AWG wire size of 
24 used most often. 

There are seven categories of twisted pair cable: Category 1 through 
Category 7. The categories are based on the physical design, such as the number 
of pairs or twists per foot, and the capabilities of the cable, such as the maximum 
frequency rating and the data rate. The maximum frequency rating and data rate 
are only two of the measurements of a cable’s capabilities. Other measurements to 
consider are crosstalk, NEXT, and impedance. 

Twisted pair cable can also be labeled as UTP (unshielded twisted pair) 
and STP (shielded twisted pair). Shielding can be applied over the entire cable 
assembly or over individual pairs of conductors. When shielding is applied 
to individual pairs of conductors, the shielding protects against crosstalk and 
outside sources of interference. The problem with shielding individual pairs 
of conductors is it makes the cable much harder to work with when applying 
connectors. This type of cable is also more expensive than twisted pair cable that 
does not shield the individual pairs of conductors. 

For a complete listing of twisted pair categories, see the chart in Figure 2-18. 
Note that Category 5e is not a separate category but rather an addendum to the 
Category 5 specification. 


When referring to a category of twisted pair cable, it is common to use the term Cat for 
short. For example, it is common to use the term Cat 5 instead of Category 5. 


Category 1 

Category 1 cable is limited to low frequency applications, such as voice 
signals. It consists of two conductors. The two conductors are not twisted. While 
this design is sufficient for electrical signals representing voice transmission, it is 
inadequate for computer networks. 


Category 2 

Category 2 cable consists of four pairs and has a maximum frequency rating 
of 1 MHz. This design is not acceptable for today’s network systems. It was 
once used in networks that were limited to 4 Mbps. Today’s networks run at a 
minimum of 10 Mbps. 


Category 3 

Category 3 cable has a maximum frequency rating of 16 MHz. It consists 
of four twisted pairs and three twists per foot. This cable type can be found on 
existing networks usually rated at 10 Mbps and 16 Mbps. It may also be found in 
many existing telephone installations. 


Category 4 

Category 4 cable has a maximum frequency rating of 20 MHz. It consists 
of four twisted pairs. This cable has a data rate of 16 Mbps. It is only a slight 
improvement over Category 3 cable. 
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for | 1000 Mbps 10BaseT and 100BaseTX 


STP (using 4 pairs) | network installations. 
Category 5e | UTP | 100 MHz 
or 
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or 
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Note: NS = No standard. 
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(using 4 pairs) 


Similar in construction to 
| 5 and 5e. No special 
shielding is required. 


Each of the four pairs of 
conductors is protected 
by foil, and then all pairs 
are protected by foil or 
metal braiding. 


Category 5 

Category 5 cable has a maximum frequency rating of 100 MHz. It is capable 
of data rates of 100 Mbps and 1000 Mbps (using four pairs). It is found commonly 
in 10BaseT and 100BaseTX networks. 


Category 5e 

Category 5e cable has a maximum frequency rating of 100 MHz. Category 5e 
is not a replacement for Category 5 cable but rather an addendum to the cable 
classification. With the growing need for cable that could support higher data 
rates, Category 5 standards were revised to Category 5e. Category 5e can support 
data rates up to 1000 Mbps using all four pairs of conductors. The improvements 
to Category 5 are based on Near-End Crosstalk (NEXT) and Equal Level Far-End 
Crosstalk (ELFEXT). 

At the time of the introduction of Category 5e, any existing Category 5 
cable was eligible to be reclassified as Category 5e if it met the requirements 
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Carrier Sense 
Multiple Access 
with Collision 
Detection 
(CSMA/CD) 

a set of rules that 
define how two or 
more devices will 
access network 
media and how 
they respond after a 
collision occurs. 


of the new standard. This would allow the use of Category 5 cable for newer 
network installations. Existing Category 5 cable could be tested to see if it met the 
Category 5e standard. If it met the standard, then it could be used. If not, it would 
require replacement. Some of the factors that determine the results of the tests are 
the AWG of the conductors and the insulation. 


Category 6 O 
Category 6 has a maximum frequency rating of 250 MHz. It is similar in 
construction to Category 5 and 5e, but no special shielding is required. 


Category 7 

Category 7 cable has a maximum frequency rating of 600 MHz. It uses 
a different cable construction to achieve a higher data rate. Category 7 is 
constructed of four pairs of twisted conductors with a protective foil or a 
conductive braid surrounding each pair. In addition to the individually covered 
pairs, there is an overall protective foil or conductive braid surrounding the 
complete assembly. 

Two different classifications of cable can have the same maximum frequency 
rating, but as a standard, they will support two different data rates. An example 
of a cable having the same frequency rating is Category 5 and Category 5e. 

Both have a frequency rating of 100 MHz, but because Category 5e has a better 
reflected loss rating based on NEXT and FLEX, it can be used in networks 

with a higher data rate standard. What makes this section so confusing is that 
information about cable specifications can change between applications. The 
two main cable applications are voice (low frequency analog) and data (high 
frequency digital) signals. Also, different manufacturers sometimes post higher 
ratings for their cable than the minimum rating. 


IEEE 802.3 and 802.5 Standards 


In Chapter 1—Introduction to Networking, you learned that the Institute of 
Electrical and Electronic Engineers (IEEE) develops standards for the networking 
and communications industry. These standards begin with an 802 prefix, such as 
802.1 for Internetworking and 802.2 for Logical Link Control. (See Figure 1-25.) 

The IEEE 802 standards describe how a network should be operated and 
the limitations to be met. For example, the 802 standards specify the allowable 
data rate, access method, cable type, and topology that should be used. These 
standards not only help industry develop networking media and hardware 
that is compatible, they also aid those who are designing a network to select the 
appropriate hardware, media, topology, and cable lengths. 

In this section, you will learn specifically about the 802.3 and the 802.5 
standards. These standards describe Ethernet and Token Ring network 
specifications respectively and specify the use of copper cabling. 


IEEE 802.3 


The IEEE 802.3 standard is for Ethernet networks. Ethernet networks use a 
media access method called CSMA/CD (Carrier Sense Multiple Access with 
Collision Detection) to control and ensure data delivery. This is how CSMA/CD 
works. A workstation listens for data traffic on the network before transmitting 
data. When the network is silent, the workstation transmits data. If, however, 
another workstation submits data at the same time, the data collides on the 
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network. When this happens, the two workstations wait a random period before 
retransmitting the data. The random period is less than a fraction of a second. A 
typical network can transmit thousands of data packets in one second. Collisions 
usually remain unnoticed on a properly installed network. A poorly designed 
network may operate slowly due to too many collisions. As you see, one inherent 
problem with Ethernet communications is data collision on the network. When 
two data packets collide, they become corrupted and cannot be delivered. 

The following will help you better understand CSMA/CD as a standard 
for network communication. The acronym CSMA/CD can be separated into 
three distinct pairs of letters/words that explain the operation requirements that 
must be met to match the CSMA/CD standard. Carrier Sense (CS) means that a 
network interface card can sense when data is transmitted on a network cable. 
Multiple Access (MA) means that the network cable provides multiple access 
at the same time to all network interface cards connected to the cable. Collision 
Detect (CD) means that the network interface card can tell when a collision has 
occurred and will automatically resend the damaged packet. 

The IEEE 802.3 standard comprises various Ethernet classifications. These 
classifications differ by data rate, topology, and media type and are named with 
short descriptions, such as 10BaseT and 10Base2. The chart in Figure 2-19 lists 
all of the IEEE 802.3 classifications along with the maximum and minimum 
segment lengths in meters, data rate, cable type, and the topology of each. The 
802.3 classifications are divided into three categories: 10 Mbps, Fast Ethernet, and 
Gigabit Ethernet. 

To help you decode the cryptic names of the classifications and to remember 
the specifications for each, look at Figure 2-20. In both examples, the 10 repre- 
sents the data rate, which is 10 Mbps. The Base in these examples stands for 
Baseband, which means that the digital signal is transmitted at one frequency, 
and this frequency consumes the entire bandwidth of the cable. The last symbol 
in a cable classification is usually a number or a letter. A number indicates the 
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Figure 2-19. 
Maximum Minimum IEEE 802.3 categories 
Category Class Seoment Séement Cable Type Topology and classifications. 


Length Length 


T | LT 


1000BaseT 1000 Mbps Category 5e 


Note: 1000BaseCX is obsolete and is no longer recognized. 
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Figure 2-20. 

Each IEEE 802.3 
classification has an 
identifying name 

that reveals the 
classification’s data 
rate, transmission 
method, and either the 
approximate maximum 
segment length or 
media type. Learning 
how to decode the 
cryptic names can help 
you recall the charac- 
teristics of the IEEE 
802.3 classifications. 


a 


A 


Data rate Transmission Approximate maximum 
method segment length 
A 


PS 


Transmission Media type 


method 
B 


Ln 


pe TEEE 802.3 


edia 
type 


Data rate 


Transmission 
method 


E 


Data rate 
category 


avpproximate maximum segment length in hundreds of meters, and a letter 
indicates the media type. For example, in Figure 2-20A, the 2 represents the 
approximate maximum length of a segment in meters. A 10Base2 segment can 
therefore have a maximum length of approximately 200 meters (2 x 100). The actual 
maximum length, however, is 185 meters, but the 2 serves as an approximate. The 
10Base5 classification specifies a maximum segment length of 500 meters (5 x 100). 
In this case, 500 meters is the actual maximum segment length. 

In Figure 2-20B, the last character is a letter and represents the media 
type —twisted pair. Sometimes a classification will have two characters at the 
end, such as VG in 100BaseVG or TX in 100BaseTX. In the case of 100BaseVG, the 
VG represents voice grade. However, in 100BaseTX, the T repeat twisted pair 
and the X represents Fast Ethernet, Figure 2-20C. 


‘The IEEE specification for 802.3 is over 1,000 pages long. You can download the complete 


specification from the IEEE Web site as an Adobe Acrobat file. 


10Base2 

an IEEE 802.3 
classification that 
specifies the use of 
RG-58 cable, a data 
rate of 10 Mbps, a 
maximum segment 
length of 185 m, a 
minimum segment 
length of .5 m, and a 
bus topology. 


10 Mbps 

Early networks were used primarily to transfer numeric or text data. A 
10 Mbps transfer speed was more than adequate for most applications. The three 
classifications of 10 Mbps that were used are 10Base2, 10Base5, and 10BaseT. 
10Base2 

The 10Base2 classification specifies the use of RG-58 (thinnet) cable and 
a data rate of 10 Mbps. Figure 2-21 illustrates the physical characteristics of a 
10Base2 network. Note that a 10Base2 network is configured in a bus topology 
and that the maximum segment length is 185 meters. This means that the 
segment length cannot exceed 185 meters. If it does, the signal strength will 
deteriorate due to attenuation and impedance. Also note that the minimum 
segment length between nodes is .5 meters. 
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Lé——— Maximum segment length: 185 meters ————>> Figure 2-21. 


a Physical characteristics 
ae RG-58 cable Straight of a 10Base2 network. 


length between (thinnet) connector Terminating 
resistor 


Terminating 
resistor 


T-connector 
(connects directly 
to the back of the 
network card) 


30 nodes 


| K á | : maximum 
Bus topology 


per segment 


The network interface cards in each computer on the network attach directly 
to the segment, or bus. The connectors used in a 10Base2 network are called BNC 
(British Navel Connector). There are several types of BNC connectors: T-connector, 
straight connector, and terminating resistor. Look again at Figure 2-21. You will 
see that the T-connector attaches directly to the BNC connector on the network 
interface card. The T-connector allows the network to be cabled in a bus topology. 
Straight connectors attach to the ends of the T-connectors. This forms a common 
line of communication between all computers on the network. A terminating 
resistor is installed at each end of the bus topology. 
The terminating resistor absorbs the electrical signals when they reach the terminating resistor 
end of the segment. If a terminating resistor were not installed, the signal would a BNC-type connec- 


reflect, causing the other signals transmitted across the cable to distort. In a tor that absorbs 
10Base2 network, a 50-ohm terminating resistor is used to match the impedance electrical signals 
of the RG-58 cable, which is 50 ohms. when they reach the 


Also, one end of the segment must be electrically grounded. Remember, a 


a fluctuating digital signal traveling along a cable’s core produces an 
electromagnetic wave, which can be absorbed by a neighboring conductor. In 
the case of a copper core cable, the cable’s shielding absorbs the electromagnetic 
wave. Grounding one end of the cable helps to drain this interference so that the 
original signal is not affected. 

Figure 2-22 shows a typical BNC T-connector, a straight connector (installed 
on the end of the coax cable), and a terminating resistor. Remember, if there is a 
break in the cabling or a problem with a BNC connector or a terminating resistor, 
no communication will take place. This is a major reason why coaxial cable is no 
longer used in networking. 

A 10Base2 network must follow the 5-4-3 rule. This rule states that a 10Base2 
network can have a total of 5 segments, 4 repeaters, and 3 segments that are 
connected to computers. Look at Figure 2-23. Note that there are a total of 5 
segments and 4 repeaters. Only three of the segments, Segment 1, Segment 3, 
and Segment 5, are connected to computers. Each of the 3 segments can have 
a maximum of 30 computers. Segment 2 links Repeater 1 and Repeater 2, and 
Segment 4 links Repeater 3 and Repeater 4. 

The 5-4-3 rule was developed to limit signal latency. Remember that signal 
latency is the time lapse between sending a signal and the arrival of a signal at 
the destination. All transmissions on a local network have a maximum amount of 
circulation time allowed. The maximum number of cable segments allowed in a 
network is directly related to signal latency. 
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Figure 2-22, 
BNC connectors. 


- T-connector 
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10Base5 

10Base5 The 10Base5 classification was the first IEEE 802.3 classification developed for 
an IEEE 802.3 classi- Ethernet. The 10Base5 classification specifies the use of RG-8 (thicknet) and a 10 Mbps 
fication that specifies data rate. The 10Base5 network, like 10Base2, uses a bus topology and follows the 
the use of RG-8 5-4-3 rule. However, the maximum segment length for a 10Base5 network is 500 
cable, a data rateof meters. Each of the three segments that can connect to computers can connect to a 
10 Mbps, a maximum maximum of 100. This allows a 10Base5 network to have a total of 300 computers. 
e ie dl A computer attaches to the thicknet coaxial cable through an AUI cable and 

Se AUI connectors. AUI is the acronym for Attachment Unit Interface. The AUI 


segment length of 
ae Pond ites connector is a 15-pin D-shell connector that is used to attach a cable to a network 


topology. interface card or network device. One end of the AUI connector connects to 
Figure 2-23. A Segment E > 

The 5-4-3 rule as 

applied to the 10Base2 

network. 


Segment 2 


ae x 
Áe > 


Segment 4 b- = —_ Laos = Repeater 2 


A maximum of 
30 computers are 
allowed on each 
of the segments. 


Repeater 4 


5-4-3 Rule 
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Maximum segment length: 500 meters —_—___H 


RG-8 cable 
(thicknet) 


Transceiver unit 


| Minimum cable length 
between transceivers: 2.5 meters | 


AUI or N-type ie 


connector 


AUI cable —————=> 
Maximum cable 
length is 50 meters 


PE 


the network interface card and the other end connects to a transceiver unit, 
Figure 2-24. The transceiver unit has a pair of spikes that pierce the cable’s 
insulating jacket, shield, and insulator and make a connection with the center 
core conductor. The transceiver unit is often called a vampire tap. 

The term transceiver is formed from the two electronic terms: transmitter and 
receiver. They combine to form the new term transceiver, which is any electrical 
device that can both transmit and receive electrical signals. The term transceiver, 
when applied to network systems, generally refers to the early form of transceiver 
that was a separate piece of equipment used between the network cable and the 
computer. Today, the transceiver is incorporated into the network adapter card 
or directly into the circuitry of the network device, such as switches and routers. 
However, because 10Base5 is expensive and difficult to install, it is no longer used. 


10BaseT 

The 10BaseT classification specifies the use of Category 3, Category 4, or 
Category 5 UTP cable. It is arranged in a star topology and follows the 100-meter 
rule, Figure 2-25. This rule specifies that any cable on the network should not 
exceed 100 meters. The 100-meter length ensures that the signal strength will be 
sufficient when reaching the final destination. A repeater, however, may be used to 
extend the distance to an additional 100 meters. Most hubs encountered are active 
hubs, which means they also act as a repeater, regenerating electrical signals. 

A 10BaseT network can have two types of hub configurations: daisy chain 
and cascade. Study the hub configurations in Figure 2-26. Note that in the 


Figure 2-24. 

10Base5 connections 
using a vampire tap, a 
transceiver unit, and 
an Attachment Unit 
Interface (AUI). Cable 
lengths and type are 
also indicated. 


10BaseT 

an IEEE 802.3 classi- 
fication that specifies 
the use of Category 3, 
4, or 5 cable, a data 
rate of 10 Mbps, a 
maximum segment 
length of 100 m, a 
minimum segment 
length of .6 m, and a 
star topology. 
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Figure 2-25. 

The 10BaseT network 
follows the 100-meter 
rule. This means that 
any cable used in 

a 10BaseT network 
should not exceed 100 
meters in length. 
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Figure 2-26. 
Daisy-chain and 
cascade hub configura- 
tions. A—When hubs 
are arranged in a daisy- 
chain configuration, an 
electronic signal must 
pass through all hubs 
to arrive at a computer 
on the last hub in 

the chain. B—When 
hubs are arranged in 

a cascade configura- 
tion, an electronic 
signal never has to pass 
through more than 
three hubs to arrive at 
its destination. 


Computer 1 


Electronic 
signal 


Computer 8 


Electronic A 


signal 


Computer 1 


Computer 8 
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daisy-chain configuration, Figure 2-26A, an electronic signal from Computer 1 
must pass through four hubs before it reaches its destination, Computer 8. In the 
cascade configuration, Figure 2-26B, an electronic signal from Computer 1 only has 
to pass through three hubs before it reaches its destination, Computer 8. This is a 
significant detail. Although both configurations have the same amount of hubs, 
an electronic signal does not have to pass through as many hubs in a cascade 
configuration as it does in a daisy-chain configuration. 

If another hub were added to the daisy-chain configuration, an electronic 
signal from Computer 1 would have to travel through five hubs before it 
reached a destination computer on the fifth hub, thus increasing the latency 
of the electronic signal. However, if another hub were added to the cascade 
configuration, an electronic signal from Computer 1 would still only have to travel 
through three hubs before it reached a destination computer on the fifth hub. 
Adding another hub to the configuration would not increase the amount of hubs 
through which a signal has to travel. 

As a general rule, no more than four hubs should be linked in a daisy-chain 
fashion. However, more than four hubs are allowed as long as an electronic signal 
does not need to travel through more than four hubs to arrive at its destination. If 
the signal passes through more than four hubs, the latency of the signal becomes 
excessive and causes the electronic signal to exceed its TTL setting. The electronic 
signal is then destroyed. 

The 10BaseT classification uses RJ-45 connectors. The RJ-45 connector 
contains eight connection points, or pins, inside its plastic housing, Figure 2-27. 
To install an RJ-45 connector on a UTP cable, the insulating jacket of the UTP 
cable is first stripped from the cable, exposing the conductor pairs, Figure 2-28. 
The pairs are untwisted so that each conductor can be inserted into one of the 
designated pin areas. When the RJ-45 connector is crimped, each conductor 
makes contact with one of the eight pins, Figure 2-29. 

When installing an RJ-45 connector, it is important that the conductors, 
which are color-coded, be inserted into the appropriate pin area. Two standard 
connections are recognized by industry: 568A and 568B. Long before standards 
existed, there were two common ways to make an RJ-45 connection. Since 
the industry was divided, both became standards but are denoted by the 
letters A and B. The only real difference in the connections is the color of the 
conductors inserted into the pin areas. Other than the color of the conductors, 
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Figure 2-27. 


Plastic housing Close-up of an RJ-45 


connector. 
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Figure 2-28. 

The insulating jacket $ 
on this UTP cable has e, pair 
been stripped to reveal 

the conductor pairs. 


Conductor 


Insulating 
; jacket 


UTP Cable 


the electrical qualities are the same. Look at Figure 2-30. Compare the two 
standard connections, 568A and 568B, in Figure 2-30A. Notice that for the 10BaseT 
classification, Figure 2-30B, each connector uses only two pairs of conductors 
from the cable: the orange pair and the green pair. The other two pairs are not 
used for communications in a 10BaseT network. 

UTP cables have two common classifications of assembly: straight through 
and crossover. A straight-through cable is used to connect a computer with a 


Figure 2-29. 

An RJ-45 crimp tool 
is used to make the 
connection between 
the RJ-45 pins and 
the twisted pair 
conductors. 
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Cable pairs Figure 2-30. 
The 568A and 568B 
connection standards. 
The difference between a A—The only difference 
568A and 568B connection between the two con- 
is the position of cable nection standards is 
pairs 2 and 3. the locations of pairs 2 


and 3. B—The 1l0BaseT 
classification uses pairs 
2 and 3. Either con- 
nection standard can 

A be used. 


10BaseT (802.3) specifies that 
cable pair 2 and 3 be used for 
communications. 568A or 
568B may be used. 


568A 568B 
B 


hub, and a crossover cable is used to connect a computer with a computer. The 
straight-through cable is constructed with each numbered pin connecting to the 
matching numbered pin on the opposite end of the cable. 

Look at the wire map in Figure 2-31. Notice that pin 1 connects to pin 1; 
pin 2 connects to pin 2, and so on. When a two-workstation 10BaseT network is 
configured, a crossover cable must be used for the network cards to communicate. 
A crossover cable has two pairs (four individual conductors) that are cross- 
connected. Cross connecting the pairs allows a transmit signal from one computer 
to be sent to the receive pins of a network card on the other computer. This allows 
the computers to communicate without a hub. A crossover cable is not needed 
when a hub is used because the circuitry at each access port crosses the connection 
internally. Therefore, in this situation a straight-through cable is used. 


Figure 2-31. 


Transmit E » F) Transmit Wire map of a straight- 
through cable and a 
Se a — crossover cable. 
Receive 4 Receive 
5 5 
6 ===> (ls 
7 ri 
8 Straight Through 8 
Transmit p l : E] Transmit 
2 PA a mae 
a 3) 
Receive ğ j Receive 
5 5 
6 6 
7 7 
8 Crossover 8 


92 Networking Fundamentals 


Figure 2-32. 

A hub typically has 
many access ports and 
one uplink port. The 
circuitry inside the 
hub provides a crossed 
connection at each 
access port and allows 
for a straight-through 
connection at the 
uplink port. 


Look at the hub in Figure 2-32. Notice that each access port number on the 
hub has an X beside it. This indicates the access port's internal connection is 
crossed. Also, notice the uplink port. The uplink port serves a straight-through 
connection. It can be used to connect via a straight-through cable to an access 
port on another hub. 


A wire map is an illustration of the correct circuit path of conductors from one end of a 
cable run to the opposite end. Wire maps are used to illustrate proper cable connections 
for a technician who makes cable assemblies. 


Fast Ethernet 

Networks have rapidly grown in numbers and in applications. As networks 
and technology evolved, a demand for full motion video and audio was desired. 
Full motion video and audio requires a great deal of bandwidth because there is 
a much larger amount of data that needs to be transferred compared to text-based 
data. In 1998, to accommodate the needs for greater bandwidth, the IEEE standards 
approved 100BaseT, also known as Fast Ethernet. 

The Fast Ethernet classifications differ in the mode of communication and 
the number of pairs that they use. Look at the chart in Figure 2-33 for a summary 
of the two Fast Ethernet types that use copper cable: 100BaseT4 and 100BaseTX. 
Fast Ethernet works over most existing Category 5, 5e, and 6 cable. 


Figure 2-33. 
Communication baat Elhvernet Clastificgiun ómmunicatións Mode 
modes used by the Fast 
Ethernet classifications. 


Pry 
and 4 


Chapter 2 Network Media—Copper Core Cable 93 


100BaseT4 


The 100BaseT4 classification specifies either half-duplex or full-duplex mode. 
In half-duplex mode, communication occurs on pairs 1 and 2, but in full-duplex 
mode, communication occur on all four pairs. The 100BaseT4 classification 
specifies the use of all four pairs of Category 3, 4, or 5 cable. 

100BaseT4 was first introduced as a way to upgrade existing 10BaseT networks 
to 100 Mbps without the need to replace existing cables. Although the existing 
cable can be applied to the 100BaseT4 standard, existing network interface cards 
and other networking devices that are designed with a maximum throughput 
of only 10 Mbps need to be replaced to meet the 100 Mbps required by the 
100BaseI4 standard. Remember, a network is only as fast as the slowest device or 
cable in the network. 


100BaseTX 

The 100BaseTX classification specifies the use of Category 5e cable and 
uses only pairs 1 and 2. Like 10BaseT, it is configured in a star topology, has the 
same cable limitations, and uses RJ-45 connectors; however, it has a data rate of 
100 Mbps. 100BaseTX uses only the half-duplex mode. Remember that in half- 
duplex mode, transmission occurs in only one direction at a time. All half-duplex 
communication occurs on pairs 1 and 2. 


Gigabit Ethernet 

In 1999, 1000BaseT, also known as Gigabit (Gb) Ethernet, was adopted. 
Higher speeds were accomplished by using cable that supported higher data rates 
and using all four of the cable pairs to allow for full-duplex transmission. It is 
important to note, however, that with Fast Ethernet and Gigabit Ethernet, not only 
must the cable be able to support the higher data rates, the network hardware, 
such as network cards, hubs, and switches, must also be able to support the 
higher data rates as well. 

Many network cards are manufactured as 10/100 and 10/100/1000, which 
means that they support 10 Mbps, 100 Mbps, and 1000 Mbps. The network cards 
and other network hardware automatically detect the data rate of the network 
and adjust accordingly. 


1000BaseCX 

The 1000BaseCX classification specifies a data rate of 1 Gbps and uses 
Category 5 cable. It has a maximum segment length of 25 m and a minimum 
segment length of .6 m. It was intended for short runs, but has become obsolete 
due to the introduction of 1000BaseT. 


1000BaseT 
The 1000BaseT classification, also known as Gigabit Ethernet, specifies a 
1 Gbps data rate using all four pairs of Category 5e cable. It has a maximum 
segment length of 100 meters and a minimum segment length of .6 meters. 
1000BaseT was originally introduced for network backbone installations, 
but now it is commonly used to connect workstations. 1000BaseT provides a less 
expensive alternative to fiber-optic cable when high-speed data rates are desired. 
As you can see, the need to create faster network systems and the ability 
to use existing materials whenever possible has driven the creation of many 
. different networking standards. At times, it can be confusing because many 
of the standards use the same category of cable, but in a different way. As new 
standards are created, older standards become obsolete, but can still be found in 


the field. 


100BaseT4 

an IEEE 802.3 classi- 
fication that specifies 
the use of Category 3, 
4, and 5 cable, a data 
rate of 100 Mbps, a 
maximum segment 
length of 100 m, a 
minimum segment 
length of .6 m, and a 
star topology. 


100BaseTX 

an IEEE 802.3 classi- 
fication that specifies 
the use of Category 5e 
cable, a data rate 

of 100 Mbps, a 
maximum segment 
length of 100 m, a 
minimum segment 
length of .6 m, and a 
star topology. 


1000BaseCX 

an IEEE 802.3 classi- 
fication that specifies 
the use of Category 5 
cable, a data rate 

of 1000 Mbps, a 
maximum segment 
length of 25 m, a 
minimum segment 
length of .6 m, and a 
star topology. 


1000BaseT 

an IEEE 802.3 
classification that 
specifies the use of 
Category 5e cable, 
a data rate of 1000 
Mbps, a maximum 
segment length of 
100 m, a minimum 
segment length 

of .6 m, and a star 


topology. 
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IEEE 802.5 


The IEEE 802.5 standard describes the Token Ring network. The Token 
Ring network uses the token passing access method and is configured in a ring 
topology. Token Ring networks operate at 4 Mbps, 16 Mbps, and 100 Mbps. Token 
Ring can be used with proprietary cable such as IBM design or UTP and STP. The 
maximum number of nodes allowed for a Token Ring network varies according 
to the network distance, speed, cable media, and equipment used. Always check 
with the manufacturer for the latest specifications. 


Some Token Ring networks do not use UTP as the network media. They use a proprietary 
cable, but the electrical characteristics are similar. 


While a Token Ring network can be wired as a physical ring, Figure 2-34, most 
Token Ring networks use a multiple access unit (MAU) for a center connection 
point, Figure 2-35. When a MAU is used, the network arrangement resembles 
a star topology. However, because of the circuitry in the MAU, the network is 
physically connected as a ring. Each port on the MAU is designed to maintain an 
electrical ring. Look closely at the illustration of the MAU in Figure 2-36. 


Figure 2-34. 
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Figure 2-35. 

Token Ring network 
using twisted pair 
cable. When a Token 
Ring network uses 
twisted pair cabling, 
it resembles a physical 


Multiple conductor star. 


cable or twisted pair rs 
=== e 


MAU 
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Each port located at the MAU is normally closed to ensure the integrity of 
the ring. When a computer is added by plugging in the network cable, the port 
opens the normally closed circuit allowing the added computer to join the ring. 


MAU Figure 2-36. 
Basic representation of 


the electronic circuitry 
inside a MAU. The 


Switch opens when 


cable plugs into MAU is designed to 

the MAU allow a continuous 
loop of data flow in the 
Token Ring topology. 
Look closely at the way 


the switches inside 
the unit are normally 
\ Data flows in closed and then open 

a a ring when a cable plug is 
inserted. 
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A Token Ring network commonly uses several MAUs. When two or more MAUs 
exist in the ring, integrity is maintained in the same way as with added computers. 
MAUs, however, connect through special ports called ring in and ring out. 

When a Token Ring network incorporates a MAU, twisted pair cable is used. 
The twisted pair cable attaches to an RJ-45 connector. Token Ring only uses two 
pairs for communication and has one standard, 568A. Look at Figure 2-37. 


ARCnet Standard 


ARCnet was designed and introduced by the Datapoint Corporation in the 
late 1970s. It uses the token passing access method. The acronym/conjunction 
ARCnet is formed from the term Attached Resource Computer Network. It was 
originally designed as a LAN system for business offices, but quickly became 
industrial fieldbus an industrial field bus technology that is still used today. An industrial field 


technology bus technology is a combination of computer network devices and industrial 
a combination controller devices sharing the same bus in the industrial environment. 

of computer- Modern ARCnet systems use twisted pair conductors rather than coaxial 
eo cable. This means the system can be more conveniently wired using RJ-45 and 


and industrial 
controller devices 
sharing the same 
bus in the industrial 


RJ-11 connector-based hubs. ARCnet allows a maximum number of 255 nodes 

per network. The data rate is typically 2.5 Mbps, which might seem slow. If you 
consider that large packets of data are not transmitted, but rather small packets 
with commands and monitoring operations such as the opening and closing of 


environment. 
switches and timers, the speed is more than adequate. Another interesting aspect 
of ARCnet is that the transmission speed can be controlled from 19 kbps (.019 Mbps) 
to a maximum of 10 Mbps. The speed is directly related to the length of the bus. 
The longer the bus, the lower the rate. There is also a special ARCnet system 
known as Fast ARCnet that is capable of data transfer rates as high as 20 Mbps. 
Wiring Faults 

When installing twisted pair cabling, the pairs of conductors inside the cable 

jacket must be connected correctly at both ends, or the network will not be able to 

Figure 2-37. 
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568A connection stan- uses cable pairs 
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communicate. The proper connection of individual conductors to pins is outlined 


in TIA standards: T568A and T568B. The proper connection sequence must be 
maintained throughout the installation, from the network card to the server 


room. Incorrect wiring can result in shorts, opens, reversed pairs, crossed pairs, 
and split pairs. 


Short 


A short occurs in cabling when two conductors are improperly connected, 
resulting in a shorter circuit path. Look at the lamp circuit in Figure 2-38. The 
lamp circuit is connected with the splice point left open for viewing. Most 
short circuits and open circuits occur at splice points and connection points. In 
Figure 2-38A, the circuit is correctly wired. When the switch is closed, electrical 
energy flows through the lamp, and the lamp lights. In Figure 2-38B, the wires 
are touching at the splice point. When the switch is closed, the electrical energy 
cannot reach the lamp because the electrical energy routes through the shortest 
path, the splice point. When a short occurs in a network cable, data takes a 
shorter route and does not reach its destination. 


Open 

An open is just as the name implies. The circuit has an open spot along the 
length of the conductor. Look at Figure 2-39. In the illustration, you can see the 
open is at the splice point. When the switch is closed, no electrical energy can 
reach the lamp. The lamp will not light because the circuit is incomplete. When 


an open occurs in a network system, no data can travel past the point of the open. 


short 

a wiring fault which 
results in electrical 
current flow taking a 
shorter path. 


open 
a wiring fault in 
which there is a 
break in a circuit 
path. 


Switch 


Power «=p 
source — 


Figure 2-38. 

A correctly wired 
circuit and a shorted 
circuit. A—This circuit 
is correctly wired. 
When the switch is 
closed, the current 
flows through the 
complete circuit, light- 
ing the lamp. B—In 
this circuit, the wires 
are shorted (touching). 
When the switch is 
closed, the current 
takes the shortest path, 
and the lamp does not 
light. 


98 Networking Fundamentals 


Figure 2-39. 

In this circuit, there is 

a break in the wiring at 
the splice point. When 
the switch is closed, the 
lamp does light. This 
condition is called an 
open. 


ground 

an occurrence of a 
conductor connecting 
to the earth through 
a continuous path. 


Ground 

A ground occurs when a conductor connects to the earth through a 
continuous path. Grounds typically occur where the conductor's insulating jacket 
is torn and the copper conductor makes contact with conduit or any other metal 
surface that is grounded. When a ground occurs in a network cable, all data is 
prevented from reaching its destination. 


Remember, a short occurs between two conductors, a ground occurs between a conduc- 
tor and the earth. The connection to the earth is usually provided by a metallic enclosure, 
such as the metal pipe used to carry network cables, or exposed metal building parts, 
such as | beams or drop ceiling channels. 


reversed pair 

a wiring fault in 
which conductors 
within a twisted pair 
cable pair reverse 
their connection at 
the opposite end of 
the cable. 


crossed pair 

a wiring fault in 
which two pairs 
within a twisted pair 
cable have switched 
positions at the oppo- 
site end of the cable. 


split pair 

a wiring fault in 
which one conduc- 
tor from each of 
two pairs within a 
twisted pair cable 
have switched posi- 
tions at the opposite 
end of the cable. 


Reversed, Crossed and Split Pairs 


Reversed, crossed, and split pairs commonly occur when technicians install 
connectors on twisted pair cables in the field. It is very easy to misconnect 
individual wires when installing an RJ-45 connector or when terminating a 
twisted pair cable in a punch down block. The misconnection may go unnoticed 
until after the network system is installed and a computer has a problem 


‘accessing the network. 


Study the examples in Figure 2-40 of reverse, crossed, and split pairs. A 
reversed pair occurs when two pairs of a cable assembly have reversed two 
connections, Figure 2-40B. For example, a blue pair has reversed pin connections 
with a green pair. A crossed pair occurs when one of each of the two cable pairs 
has become part of the other pair’s connection. In Figure 2-40C, one of the blue 
pair conductors is connected as one of the green pair. One of the green conductor 
pairs is connected as one of the blue conductor pairs. A split pair occurs when 
two pairs of conductors are reversed in connection with another pair. In Figure 
2-40D, a complete pair of blue conductors has been reversed with connections 
intended for the green pair, and the green pair has taken the position intended 
for the blue pair. 

Electronic cable testers are designed for testing a cable for the possibility of 
opens, crossed pairs, split pairs, and reversed pairs. You will use a cable tester 
often in the field when troubleshooting network communication problems. 
Figure 2-41 shows a cable tester. 
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Each pair of conductors are 
straight through. The 
connection numbers are 
the same at each end. 


Normal 


The blue pair is an example 
ofa reverse pair. Notice how 
the connections on the right 
are reversed as compared to 
the connections on the left. 


Reverse Pair 


This is an example of crossed 
pairs. Take special notice of 
the green and blue pairs. 

The blue and green have 
switched positions. 


Crossed Pairs 


This is an example of a split 
pair. Each of the two pairs of 
conductors have had their 
pair split and connected to 
the other pair position. 


Split Pair 


Figure 2-40. 

Common wiring errors: 
reverse pair, crossed 
pairs, and split pair. 
The red numbers 
indicate the errors. 
A—Normal connection 
is made. Each conduc- 
tor is wired to a cor- 
responding connection 
number. B—Reverse 
pair. Conductors 
within the pair reverse 
their connection at 

the opposite end of 

the cable. C—Crossed 
pairs. Two pairs have 
switched positions at 
the opposite end of the 
cable. D—Split pair. 
One conductor from 
each of two pairs have 
switched positions at 
the opposite end of the 
cable. 


mn nn I I  <-— ———____—_ — 


Figure 2-41. 

An electronic cable 
tester is used to check 
for wiring faults such 
as crossed pairs, split 
pairs, and reversed 
pairs. 
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Summary 

m= The four major classifications of network media are coaxial cable, twisted 
pair cable, fiber-optic cable, and the atmosphere. 

mM Electronic signals are classified as analog and digital. Analog and digital 
signals differ by the shape of their waveforms. 

Æ Inthe analog signal, time affects the degree of the slope. In the digital signal, 
time affects the duration of the voltage level. 

E Both analog and digital waves have a frequency measurement. Frequency is 
the number of cycles that occur in 1 second and is measured in Hertz (Hz). 

m Attenuation is the loss of signal strength. 

E Interference is an unwanted signal that combines with and changes the 
waveform of the original signal. 

Latency is the amount of time it takes a signal to travel from its source to its 
destination. 

E Bandwidth is a measurement of the ability of network media to carry data, 
whereas frequency is a measurement of the ability of network media to carry 
an electronic signal. 

E Baseband is a method of transmitting a single frequency, using the entire 
bandwidth of a cable. 

© Broadband is a method of transmitting multiple frequencies or data across a 
cable at once. 

NW Communications can occur in one of three modes: simplex, half-duplex, 
and full-duplex. Simplex communication occurs in one direction only. Half- 
duplex communications occurs in both directions, but not at the same time. 
Full-duplex communication occurs in both directions at the same time. 

@ Electrical energy that travels in only one direction is referred to as direct 
current (DC). 

EN Electrical energy that constantly reverses its direction of flow is referred to as 
alternating current (AC). i 

Æ Electrical resistance is the opposition to the flow of electrical energy. 

. Resistance is generally used to describe the effect in DC circuits. 

E Impedance is also the opposition to the flow of electrical energy, but it 
expresses the amount of resistance encountered in an AC circuit. 

lM Reflected loss is the amount of signal reflected from the far end, or receiving 
end, of a cable. 

E The electrical phenomenon of a current-carrying conductor inducing current 
flow in a cable of close proximity is called crosstalk. 

E Near-End Crosstalk is a measurement of crosstalk at the near end, or sending 
end, of a cable. 

mM The decibel (dB) is an electrical measurement that is used to express the 
amount of power or energy gained or lost. 

E Far-End Crosstalk is a measurement of crosstalk at the far end, or receiving 
end, of a cable. 

= 


Equal Level Far-End Crosstalk is a measurement of the negated effects of 
cable attenuation caused by crosstalk. 
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Copper conductor wire size is based on its diameter and is expressed as 
a size according to the American Wire Gauge AWG—the larger AWG the 
number, the smaller the wire size. 


Two common coaxial cable types that have been used for networking are 
RG-8 (thicknet) and RG-58 (thinnet). 


Twisted pair cable is divided into seven categories. The categories are based 
on the physical design and capabilities of the cable such as the maximum 
frequency rating, the data rate that the cable is capable of, and number of 
twists per foot. 


The IEEE 802.3 standard describes the characteristics of various Ethernet 
technologies such as 10 Mbps, Fast Ethernet, and Gigabit Ethernet. 


The IEEE 802.5 standard describes the characteristics of a Token Ring 
network. 


Wiring faults include shorts, opens, reversed pairs, crossed pairs, and split 
pairs. 


Review Questions 


Answer the following questions on a separate sheet of paper. Please do not 


write in this book. 


1. ____ signals are sent through copper core cable as pulsating electrical 
energy. 
2. Pulsating light waves are commonly sent through _____ cable. 
3. Wireless technology commonly transmits _____ waves, waves, and 
through the atmosphere. 
4. What are the two types of electrical signals? 
5. Time affects the degree of the slope in a(n) signal. 
6. Time affects the duration of the voltage level in a(n) signal. 
7. How often an analog or digital cycle repeats in one second is called 
8. Frequency is measured in _____ and is represented by the abbreviation ___ 
9. How many times does an analog cycle repeat in a 2.3 kHz electronic signal? 
10. How many times does a digital cycle repeat in a 10 MHz electronic signal? 
11. What is attenuation? 
12. Noise and crosstalk are types of ____ 
13. What is latency? 
14. A method of transmitting data in the form of a digital signal, using the entire 
bandwidth of a cable is called _____. 
15. A method of transmitting data in the form of several analog signals at the 
same time is called 
16. List the three modes in which communication can occur. 
17. What is the difference between half-duplex and full-duplex communication? 
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18. 


10. 


20. 
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23. 
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26. 
a 
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is opposition to current flow in a DC circuit, and is the opposi- 
tion to current flow in an AC circuit. 


The size of a conductor’s diameter is described by what rating? 


Which conductor is larger, one that has a 22 AWG rating or one that has a 
24 AWG rating? 


RG-58 is also referred toas_ 


List the following characteristics of a 10Base2 network: topology, cable type, 
connector type, maximum segment length, minimum cable length, and 
data rate. 


Explain the 5-4-3 rule and list the 802.3 classifications to which it applies. 


List the following characteristics of a 10BaseT network: topology, cable type, 
connector type, maximum segment length, minimum cable length, and 
data rate. 


What will happen to an electronic signal in a 10BaseT network if it passes 
through more than four hubs? 


What is the term used for a circuit path that is shorter than its intended path? 
What is the term used for an incomplete circuit path? 


What is the term used to describe a wire that comes in contact with a metal 
enclosure that is touching the earth? 


Name three possible cable problems that might result from improperly 
wiring twisted cable pairs. 


an == Sample Network+ Exam Questions 


Answer the following questions on a separate sheet of paper. Please do not 


= write in this book. 
s 


What type of cable is typically associated with a 10BaseT network? 
A. RG-58 

B UTE 

C. Fiber-optic 

D. RG-8 


- Which of the following connectors is commonly associated with a 10BaseT 


network? 
A. BNC 
B. RJ-45 
C. AUI 
DESH 


. What is the maximum segment length allowed for a Category 5 UTP cable? 


A. 100 meters 
B.. 185 meters 
C: 200 meters 
D. 500 meters 


10. 


. The loss of signal strength from one end of a cable to the opposite end is 
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expressed as __ 
A. attenuation 


B. crosstalk 
C. NEXT 
D. resistance 


+ What is the maximum length of a 10Base2 cable segment? 


A. 100 meters 
B. 185 meters 
C. 200 meters 
D. 500 meters 


. Which of the following is not an 802.3 category? 


A. 10 Mbps 

B. 100 Mbps 

C. Fast Ethernet 

D. Gigabit Ethernet 

Which one of the following network technologies does the 802.5 standard 
describe? 

A. Ethernet 

B. 10Base5 

C. Wireless 

D. Token Ring 


. What is the maximum number of segments in a 10Base2 network that can be 


connected to computers? 
Awe 
B. 3 
C. 4 
1.5 


. What is the maximum data rate of a Category 5e cable if four cable pairs are 


used to transmit data? 

A. 10 Mbps 

B. 100 Mbps 

C. 1000 Mbps 

D. Only two cable pairs on a Category 5e cable can be used to transmit data. 


_ A cable with a special type of insulation that will not give off toxic gases 


should the cable be consumed by fire is___ 
A. AWG-rated 

B. fireproof-rated 

C. plenum-rated 

D. safety-rated 
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Suggested Laboratory Activities 


. Make a straight-through patch cable using Category 5e. 
Make a crossover cable. 

. Use a cable fault detector to verify a cable wire map. 

. Use a wire gauge to size different conductors. 


. Search the Web for various network interface cards to see what cable types 
they support. 


Interesting Web Sites for More Information 


www.belden.com 
www.belden.com/college/college.htm 
www.blackbox.com 
www.lanshack.com 
www.techfest.com/index.htm 
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Cable 


After completing this laboratory activity, you will be able to: 

NW Construct a patch cable following the 568A and 568B standards. 
M Explain the difference between the 568A and 568B standards. 
M Test a patch cable. 


Introduction 


In this laboratory activity, you will make a straight-through patch cable for a 
10BaseT, 100BaseTX, and 1000BaseT network. This type of cable is commonly used 
to connect network interface cards to the network wall outlet, network interface 
cards to hubs, and to connect network segments together using a patch panel 
located in the network equipment or server room. 

There are two recognized standards of straight-through cable pin assign- 
ments: 568A and 568B. Both work equally well and provide the same electrical 
conduction qualities. The differences in the two standards are the arrangement of 
conductor colors inside the RJ-45 connectors. Look at the following illustration of 
the 568A and 568B pin assignments. 


Pin #| Color | Pin 4] Color 
1 Green / white 1 Orange f white 
2 | Green | iii Orange 


a | Orange/white La | Green/white jj 
— Tí a > A O 
4 | Blue | 4 Blue 


Lo e A AN A 
5 | Blue/white {5 Blue / white | 
6 | Orange | Green | 


R]-45 connector 


(top view) 


Notice that the difference between the two standards is the location of the | 
orange/white and orange pair and the green/white and green pair of conductors | 
and their assignments to pins 1, 2, 3, and 6. For a 568A connection, green/white 
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and green are assigned to pins 1 and 2 and orange/white and orange are 
assigned to pins 3 and 6 respectively. In the 568B standard, the pin assignment is 
reversed. Orange/white and orange are assigned to pins 1 and 2 and green/white 
and green are assigned to pins 3 and 6 respectively. 

The confusion of the color assignments is a result of independent color codes 
developed in the communications industry before network standards were 
introduced. The two most dominant color code assignments used at the time 
were accepted as a standard. The two standards were simply differentiated by 
the letters A and B. Accepting the two pin designations was a compromise to 
keep different communications companies in agreement. It was the only way a 
standard could be adopted at the time. 

The only conductors used for transmitting and receiving data in a 10BaseT 
or 100BaseTX cable are located on pins 1, 2, 3, and 6. The other conductors, 
located on pins 4, 5, 7, and 8, are not used in a 10BaseT or 100BaseTX network. The 
1000BaseT standard uses the same wire map as 568A and 568B; however, all four 
pairs of conductors are used to transmit data. 

The type of conductor used for patch cables is Unshielded Twisted Pair (UTP). 
The cable is constructed of four pairs of twisted conductors, resulting in a total 
of eight conductors. Category 5, Category 5e, and Category 6 can be used with 
a standard RJ-45 connector for 10BaseT and 100BaseTX networks. A 1000BaseT 
network requires Category 5e or Category 6. 


Note: 
Category 3 is allowed for 10BaseT network patch cables. However, it is rarely used 
and is not recommended for new installations. 


Stranded wire is preferred for patch cables because the cable needs to be 
flexible. While solid wire cable is also flexible, it tends to break at the connector 
when flexed excessively. Solid wire is used for horizontal runs. Horizontal runs 
are the cable runs installed inside building walls. Because the horizontal run 
is installed inside building walls, the cable is not required to be as flexible as 
stranded wire. 


Equipment and Materials 


MH 2 (or more) RJ-45 connectors. 
E RJ-45 crimping tool. 


m@ UTP cable stripper. (Some crimping tools incorporate a striping tool as part 
of the assembly.) 


E 3-foot length of stranded Category 5e UTP cable. 
NW Cable tester. 


Procedures 


iE Gather the required material and report to your assigned workstation. 
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Using the cable stripper, remove approximately 1 1/2” to 2” of the 
cable’s insulating jacket. Check closely for nicks in the individual 
conductors caused by the cable stripper. If the insulation of the 
individual conductors is damaged, cut off the bad portion and repeat 
the cable-stripping process. 


Check for nicks 
in conductors 


y 

o x 
Remove approximately 
112” to 2” of insulating 
jacket 


Study the color arrangement of the assigned standard, 568A or 568B. 
Separate the conductor pairs and arrange them into the standard's 
color sequence. After you have arranged the conductors into the 
proper color sequence, trim the excess cable, leaving approximately 
1/2” of conductors protruding from the insulating jacket. Excessive 
lengths of untwisted conductors at the connector increase the 
possibility of crosstalk. Note that the individual conductors do not 
have their insulation removed. 


II RR 


Neatly trim conductors 
to approximately 12” 


Fundamentals 


4. 


Carefully insert the trimmed conductors into the RJ-45 connector. 
Check the pin 1 position of the RJ-45 connector by comparing it to 
that in the illustration. It is easy to confuse the top and bottom of 
the RJ-45 connector and pin 1 location. Be sure the cable’s insulating 
jacket is inserted into the connector. Inspect the wiring arrangement 
closely after the cable has been inserted into the connector. Be sure 
each of the conductors is butted against the end of the connector. 


eS ne 


Notice how the conductors 
and the insulating jacket Ht 
into the RJ-45 connector 


The copper contacts will 

be pushed into the individual 
conductors when crimped 
with the crimping tool - 


Place the RJ-45 connector into the crimping tool. Be sure the RJ-45 
connector is properly inserted into the crimping tool and that the 
conductors are firmly in place inside the RJ-45 connector. Notice the 
series of eight teeth that the crimping tool uses to drive the copper 
contacts into the conductors. 


Apply firm pressure to the RJ-45 crimping tool until you are sure the 
copper contacts are fully inserted into the individual conductors. 


Inspect the completed connector for proper color assignments. Also, 
check that the insulating jacket is secured inside the connector. 
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Repeat the same sequence of steps for the opposite end of the cable. 


Test the cable by using a standard UTP cable tester. If the cable tester 
indicates a fault, have your instructor check your cable. 


Have your instructor check your completed cable. 


Repeat steps 2 through 10 using the other cable standard. Once you 
have constructed a patch cable for both standards, proceed to step 12. 


Clean up your assigned work area and dispose of all trash. Return 
the tools and supplies to their storage area. 


Answer the review questions. 


Review Questions 


Answer the following questions on a separate sheet of paper. Please do not 


write in this book. 


a 
2. Describe the difference between the 568A and 568B standards. 
3. 
4 


. What cable fault may occur if an excessive length of untwisted conductors is 


al 


What are the two standards for making a patch cable? 


For what are straight-through patch cables commonly used? 


left at the connector? 


. How many conductors are used to communicate on a 10BaseT and 100BaseTX 


network? 


. How many conductors are used to communicate on a 1000BaseT network? 
. Which type of wire (stranded or solid) is used for patch cables? 

. Why is stranded wire preferred for patch cables? 

. What does the acronym UTP represent? 


. What is a horizontal run? 


| Fiber-Optic Cable 


After studying this chapter, you will be able to: 

List the advantages of fiber-optic cable as compared to copper core cable. 
Explain the properties of light associated with fiber-optic cable. 

Describe the characteristics of fiber-optic cable transmission. 

Describe the difference between multimode and single-mode fiber-optic cable. 
List the characteristics and specifications of the IEEE 802.3 fiber-optic standards. 
List the characteristics and specifications of the FDDI standard. 

Identify and describe the problems associated with fiber-optic cable splices. 
Identify common fiber-optic cable test instruments and explain how they are used. 


A BE 0. E 


Network+ Exam—Key Points 
To prepare for the Network+ Certification exam, you must be able to do 
| the following: 
` List the advantages of fiber-optic cable. 
Identify the characteristics of fiber-optic cable. 


Know the differences between single-mode and multimode fiber-optic 
cable. 


Identify transmission-related issues. 

Identify the main features of the FDDI and 802.3 fiber-optic standards, 
such as the type of cable and connectors used, speed, topology, and cable 
lengths. 

Recognize SC, ST, FC, LC, and MTRJ connectors. 
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Key Words and Terms 


The following words and terms will become important pieces of your 
networking vocabulary. Be sure you can define them. 


dispersion multimode fiber-optic cable 
electromagnetic wave Optical Time Domain Reflectometer 
extrinsic losses (OTDR) 
Fiber Distributed Data Interface (FDDI) scattering 
Fresenel reflection loss single-mode fiber-optic cable 
fusion splice step-index multimode fiber-optic cable 
graded-index multimode fiber-optic wavelength 

cable 


Fiber-optic cable supports transmission rates over 1 Gbps. It is primarily 
used for network backbones and long-distance runs. Soon it may be economical 
and common to install fiber-optic cable directly to the PC. Fiber-optic cable has 
many advantages over copper core cable and follows a different set of network 
standards such as FDDI and 802.3. This chapter explores the advantages of fiber- 
optic cable and its construction. It also covers the nature of light, transmission 
characteristics, the FDDI and 802.3 standards, and cable faults and testing. 


Characteristics of Fiber-Optic Cable 


Fiber-optic cable consists of a glass or plastic core that carries pulses of light. 
The pulses of light represent binary data. Look at Figure 3-1. A transmitter is 
located at the source and a receiver is located at the destination. The transmitter 
and receiver are connected by fiber-optic cable. The transmitter at the source 
converts the binary data represented by electrical, digital pulses into light pulses. 
A pulse of light represents a binary one and an absence of light represents a 
binary zero. The light pulses travel the fiber-optic cable to the receiver at the 
destination. The receiver converts the light pulses back into an electrical signal 
consisting of a series of digital pulses. 

It may seem like a lot of extra work to convert digital signals into light 

signals and then back to digital signals. One might question why it would not 
be more efficient to use copper core cable. There are several reasons fiber-optic 


Figure 3-1. 

Electrical energy 
representing digital 
signals are transferred 
from the source to Electrical energy is i Pul of light ati 

the destination. The converted ta pulses converted to electrical 
transmitter converts of light e , energy 

electrical digital 
signals to light pulses 
representing digital 
data. The light pulses Source Destination 
are converted to digital 

signals at the receiver. 


Transmitter Receiver 
Fiber-optic cable 


Light pulse 
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cable might be chosen over copper core cable. These reasons are related to the 
following beneficial attributes of fiber-optic cable: 


Provides for data security. 

Immune to electromagnetic interference. 
Lightweight and small in diameter. 

Safe from fire and explosion. 

Wide bandwidth. 

Corrosion- and water-resistant. 


Supports data transmission over longer distances than copper core cable. 


Security 


Information has become a profitable and, in some cases, a priceless 
commodity. In business, industry, and military applications, it is important to 
protect this information from unethical people who would seek to gain from 
using it. Fiber-optic cable is virtually impossible to tap into without being 
detected. Any cut made to the fiber-optic core disturbs the light signal and thus 
data transmission. Removing the protective material around the fiber-optic core 
causes signal loss. Fiber-optic cable is far more secure than copper core cable. 


Immunity to Electromagnetic Interference 


Fiber-optic cable conducts light waves instead of electrical energy, which 
makes it immune to electromagnetic interference generated by motors, radio 
signals, lighting, and other sources of electromagnetic energy. Conventional 
copper core cable must be shielded to prevent electromagnetic interference. 
Shielding cable causes cable to be large in diameter and heavy. 

The military began research in fiber optics many years ago. Nuclear weapons 
create a powerful electromagnetic field, which destroys communication systems 
that consist of copper core cable. The destruction caused by an electromagnetic 
field could occur many miles from an actual nuclear explosion. Since fiber-optic 
cable is not affected by electromagnetic fields, military communications that use 
fiber-optic cable could remain intact. 


Weight and Size 


Fiber-optic cables are exceptionally lightweight compared to copper core 
cable. This is unimportant in general wiring applications, but for applications 
where weight is a critical factor, it is very important. Some of the applications in 
which weight is a critical factor are aircrafts and ships. The lighter the aircraft or 
ship, the more cargo it can carry. Fiber-optic cables are approximately 1/10th the 
weight of a comparable copper core cable. 

Fiber-optic cable has a smaller overall diameter than copper core cable. 

This is extremely important when installing communication lines. Many more 
communication lines can be provided in the same conduit using fiber-optic cable 
rather than copper core cable. In a telephone communication system, over 1000 
fiber-optic cables can easily fit in the same space as 100 copper core cables. 


Safety 
Fiber-optic cables are typically installed near explosive vapors and dust, such as 
in a petroleum factory or food processing plant. Using fiber-optic cable eliminates 
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electromagnetic 
wave 

a form of energy 
that behaves like a 
wave and can travel 
through a vacuum. 


the possibility of an electrical spark causing an explosion due to a shorted or 
grounded circuit. In addition, light for illumination can be directly transmitted 
through fiber-optic cables in place of conventional lamps. When using electrical 
lamps for illumination in hazardous industries, the lamp fixtures must be the 
explosion-resistant type. Fiber-optic lamps are safer and less expensive. 


Bandwidth 


Fiber-optic cable has a greater bandwidth than copper core cable. Light can 
be transmitted at a much higher frequency through glass core than electronic 
digital signals through copper core cable. Copper wire suffers from data rate 
limitations caused by impedance. Fiber optic is not affected by impedance 
characteristics. Since a higher signal frequency can be used, more data can be 
transmitted through fiber-optic cable per second than copper core cable. Copper 
core cable has limitations and losses due to inductive reactance. Copper core 
cables lose their conduction capabilities at extremely high frequencies. Fiber-optic 
cable can handle high frequencies with little to no problem. 


Corrosion and Water Resistance 


The very nature of glass or plastic makes it resistant to most corrosives. 
Water does not affect the light conduction capabilities of a properly installed 
fiber-optic system. The fiber-optic cables that have been installed under the 
world’s oceans are expected to last for many, many years. 


Greater Distances 


Fiber-optic cable can support data transmission over greater distances than 
copper core cable. Copper core cable used for network systems is typically limited 
to 100 meters, but fiber-optic cable can be used for long distance applications 
spanning 20 kilometers or more. Fiber-optic cable is typically used for network 
backbones of 2000 meters and 3000 meters in a single segment length. For certain 
applications such as FDDI, distances of 200 kilometers or approximately 124 miles 
can be supported. 


_ The Nature of Light 


Light is a form of energy closely related to electrical energy. While much 
is known about light, there are still many unanswered questions. One such 
question is what exactly is light energy? It has been debated whether is it a wave 
or a particle. For this reason, two main theories exist. The dominant theory, 
however, is that light is a wave. For the purpose of this textbook, the wave theory 
will be used to explain the nature of light. 

Light is classified as electromagnetic energy and is identified in the electro- 
magnetic wave spectrum chart along with radio waves, X-rays, and Gamma rays, 
Figure 3-2. An electromagnetic wave is a form of energy that behaves like a 
wave and can travel through a vacuum. It needs no other media for support. For 
example, sound is an energy that travels as a wave, but it must be carried by a 
gas (air), liquid (water), or solid (steel). Sound cannot travel through a vacuum 
as can radio waves, X-rays, and light waves. Hence, sound is not a form of 
electromagnetic energy. 

In Chapter 2, Network Media—Copper Core Cable, electrical energy wave 
patterns were described using the term frequency. Remember, frequency is based 
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on the number of complete cycles of an electrical wave that occur in one second. 
Light energy can also be described using the term frequency, but the preferred 


term is wavelength. Wavelength, in relation to light waves, is the distance of one wavelength 
complete cycle and is measured in meters. For example, visible light is composed the total distance an 
of wavelengths between 390 nanometers and 770 nanometers. A nanometer is electromagnetic or 
one billionth of a meter. The nanometer is used to measure the distance of the light wave travels 
repeating light wave pattern or the distance of one complete light wave cycle. during one full cycle. 


The term wavelength originated from the field of physics. Many of the terms first introduced 
in physics have been directly adopted and used to describe the phenomena of fiber-optic 
cable. It is interesting to note that early on the term wavelength was used to describe the 
fluctuating patterns of radio waves and is still used in the design of antenna systems. 


The three common wavelengths for fiber-optic communications are 850 
nanometers, 1300 nanometers, and 1550 nanometers. Fiber-optic devices and 
cable, such as transmitters, receivers, and fiber-optic core diameters, are selected 
according to wavelength of the signal used. For example, a device such as a 
transmitter generates light at specific wavelength. This requires that the receiver 
and fiber-optic core match the same wavelength to achieve the best performance. 

Look again at Figure 3-2. Notice that the wavelength of visible light is 
between 390 nanometers and 770 nanometers. Below visible light are larger 
wavelengths, such as UHF and VHF television waves and radar waves. Above 
visible light are much shorter wavelengths, such as X-rays, Gamma rays, and 
cosmic rays. The actual spectrum of visible light is quite small compared to all 
other forms of electromagnetic wavelengths. 

Most fiber-optic systems use infrared wavelengths between 850 nanometers 
to 1550 nanometers. At these wavelengths, there is less signal loss. A typical LED 
has a wavelength that is between 800 nanometers and 900 nanometers or 1250 
nanometers and 1350 nanometers. 
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Figure 3-3. 
A typical fiber-optic 
cable is constructed 

of a glass or plastic 
core surrounded by 
cladding, a buffer, and 
a sheath. The buffer 
provides strength for 
pulling the cable and 


serves as a soft padding: 


to protect the core and 
cladding. The sheath 
protects the cable from 
physical elements. 


Fiber-Optic Cable Construction 


Fiber-optic cable is composed of a glass or plastic core surrounded by a 
cladding. See Figure 3-3. The glass or plastic core is the medium for transferring 
light waves. The cladding surrounds the core and causes the transmitted light 
to remain in the core. Without the cladding on the core, the light would be lost 
though the sides of the core material. A buffer area surrounds the cladding and 
core. The buffer is wrapped around the core and cladding to provide physical 
protection. In addition to the buffer area, waterproofing materials are sometimes 
inserted under the cable sheath. The sheath is similar to the insulating jacket on 
copper core conductors. Its composition depends on the environment in which 
the fiber-optic cable will be installed. Some sheaths are designed to be oil- or 
water-resistant. Others may be installed in saltwater or buried directly in the 
earth. Some may be installed in a building plenum area. The size of fiber-optic 
cable is expressed in micromils (um). 

Fiber-optic cable is generally classified as either loose tube or tight buffer. 
Loose tube is fiber-optic cable in which the core or cores are loosely fitted inside 
the sheath. The sheath is typically filled with gel to protect the core(s). The 
core or cores are free to move inside the jacket. Loose tube is typically used for 
long cable runs where pulling the cable into conduit could result in breaking 
the core(s). Tight buffer fiber-optic cable has a sheath that is tightly bound to 
the core(s). This produces a smaller overall diameter of the cable assembly. The 
selection of cable type is left to the designer or installer. 

When fiber-optic cable is installed in a plenum area, the installation usually 
falls under the jurisdiction of the National Electrical Code (NEC). The NEC 
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is referred to for building specifications or standards. The standards describe 
minimal requirements for installing cables and conduits. Many electrical 
contractors are responsible for installing all of a building’s cables, including data 
cables. Electrical contractors and building codes refer to the NEC as a guide. 

The NEC has strict regulations about the composition of the sheath of fiber- 
optic cables installed in a plenum area. Fumes produced by this covering in a 
fire may be dangerous to people in the building. In many buildings, the plenum 
area also contains the air-conditioning system. Fumes and vapors present in the 
plenum area could be harmful to personnel throughout the building. 

Two broad classifications of fiber-optic cable commonly used are single- 
mode and multimode. To understand the characteristics of these fiber-optic cable 
classifications, you must first be familiar with the characteristics of fiber-optic 
transmission. 


Fiber-Optic Cable Transmission Characteristics 


Since fiber-optic cable carries light and not electrical energy, a new set of 
terms is needed to describe the characteristics of light carried over fiber-optic 
cable. While some of the terms might be familiar from the last chapter, some 
new terminology that is unique to light is introduced. The first characteristic 
presented is attenuation. Attenuation was discussed and related to copper core 
media in the previous chapter. The causes for the loss of an electrical signal 
over copper core cable, however, are different than for the loss of a light signal 
over fiber-optic cable. The major causes of attenuation in fiber-optic cable can 
be characterized as scattering, dispersion, extrinsic losses (bends, splices, and 
connectors) and Fresenel reflection loss. 


Attenuation 


In Chapter 2, Network Media—Copper Cable, you learned that the loss in 
transmission of signal power from one end of the cable to the other is called 
attenuation. Attenuation is expressed in decibels (dB), or decibels per kilometer 
(dB/km). The decibel is a relative measurement for signal strength. It is patterned 
after our sense of hearing. 

Decibel measurement is nonlinear. It does not move in gradual increments, 
as does an analog speed gauge in an automobile. Look at the table in Figure 3-4A 
and compare the dB rating of 1, 3, 10, 20, and 50 to the power remaining and 
power loss values. Notice that a 50% power loss is represented by 3 dB. When the 
dB is doubled to 6, the power loss is only 75%, not the expected 100%. On close 
examination of the table, you will see that the relationship between power loss 
and dB is nonlinear. When decibel ratings are plotted as a chart, the result is a 
curve, not a straight line, Figure 3-4B. 

The most common use of the decibel chart in fiber-optic cable specifications 
is to express the attenuation over a given distance. Each cable manufacturer has 
a slightly different decibel rating of loss for their fiber-optic core. The variation 
is caused by the amount of impurities left in the core after the refining and 
manufacturing process is complete. Engineers use these decibel ratings to 
calculate the expected attenuation of an installation. For example, the engineering 
staff of many communications carriers calculate the loss of light over a given 
distance when running fiber-optic cable in long-haul installations. A long-haul 
installation is the installation of fiber-optic cable between two end points that are 
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Figure 3-4. 

The common unit of 
measure for power loss 
or gain is the decibel 
(dB). Light, sound, 
and electrical energy 
are often expressed in 
decibels. The decibel is 
based on a complicated 
mathematical formula. 
A—Notice that a 3 dB 
loss equals 50% power 
loss, but an additional 
3 dB loss results in 

a total loss of 75%. 
B—The chart plots 

the power in decibels 
against power loss. 

As you can plainly 

see, the relationship is 
not linear, but rather 
curved. 
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many miles apart. It is not unusual for a long-haul installation to span more than 
40 miles. Long distance telephone carriers are a prime example. 


Scattering 

Scattering is the loss of signal strength due to impurities in the core 
material. No core material can be made 100% pure. A microscopic amount of 
impurities will always remain. These impurities cause the light to scatter, 
Figure 3-5. The total amount of impurities along the length of the cable is 
cumulative—the longer the cable, the greater the signal loss. 

Glass core is a better transmitter of light than plastic, but it is more 
expensive. To reduce attenuation, glass cores are used on very long runs of fiber- 
optic cable. 


Dispersion 

Dispersion is the distortion of the light wave pattern as it reflects off the core 
cladding. Dispersion is the main factor that limits the maximum length of a fiber- 
optic cable used as a communications media. 

Light beams transmitted through fiber-optic cable do not travel in a straight 
line. This causes the light to reflect off the cladding. Look at Figure 3-6. Due to 
dispersion, digital light pulses transmitted into one end of a fiber-optic cable 
reach the opposite end of the cable at different times. This factor causes the light 
pulse to be distorted in shape. The light pulse appears flattened and elongated. 

A receiver can quickly reshape the signal into a square shape. On a short run of 
fiber-optic cable there is no real problem with dispersion, but on a long run, not 


Figure 3-5. 

Impurities in the fiber- 
optic core cause the 
light signal to scatter 
and to decrease in 
strength. 


scattering 

the loss of signal 
strength due to 
impurities in the core 
material. 
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Figure 3-6. 

The original light pulse 
is a clean concentrated 
pulse of light. As the 
light pulse travels 
through the fiber-optic 
core, optical dispersion 
distorts the light pulse. 
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all of the light arrives at the end of the cable at the same time. The slight variation 
in time can be critical at high frequency rates of transmission. 


Extrinsic losses 

Extrinsic losses are caused by physical factors outside the normal core. 
Physical factors can be splices, connectors, and bends in the fiber core. Splices 
in fiber-optic cable need special attention. Splices, couplings, and connectors are 
the main reasons for signal loss in normal runs of fiber-optic cable. Splices and 
connectors are covered in detail later in this chapter. Fiber-optic cables also have 
a minimum bend radius. Exceeding this radius causes attenuation. 


Fresenel reflection loss 

Fresenel reflection loss commonly occurs at connection points in fiber- 
optic cabling. It is typically due to the refraction property differences in the core 
material, the connector materials used for sealing the connector, and air. Light 
waves traveling from one type of core material to another cause signal loss. 
All glass and plastic core materials, sealing materials, and air have different 
refraction indices, or properties. Using a sealing material minimizes this type of 
loss. The sealing material uses a refraction index closely matching the index of 
the glass or plastic core material. A mismatch of sealing agent to core material 
can cause an excessive amount of signal loss. 


Fiber-Optic Cable Specifications 


The two broad classifications of fiber-optic cable based on the diameter 
of the core are multimode and single-mode. See Figure 3-7. In general, 


Figure 3-7. 
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single-mode or 
multimode. Multimode 
fiber-optic cable has a 
larger core diameter 
than single-mode. 

A large diameter 
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dispersion. Single- 
mode fiber-optic cable 
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path, which results 

in less dispersion. 
Single-mode fiber-optic 
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distance applications. 
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Multimode fiber-optic cable has a large diameter, causing 
multiple paths of light to be transmitted. 
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multimode fiber-optic cable has a larger core diameter than single-mode 
fiber-optic cable. A larger core diameter causes more light loss due to 
dispersion. Single-mode fiber-optic cable is much smaller in diameter than 
multimode cable. The diameter of single-mode fiber-optic cable is almost 
equal to the length of the light wave traveling through the cable. Because the 
core is designed to closely match the wavelength of the light wave, the light 
wave cannot readily disperse as it does in a large diameter core. The result 
is single-mode fiber-optic cable can carry light farther than multimode fiber- 
optic cable. 

Look again at Figure 3-7. Note that the core dimensions are measured in 
micrometers (um) or millionths of a meter. The size of a fiber-optic cable is 
expressed in two numerical values separated by aslash. For example, a fiber- 
optic cable identified as 65.5/125 indicates that the core diameter is equal to 
65.5 micrometers, and the overall core and cladding diameter is 125 micrometers. 
Typical multimode core dimensions are 50/125, 62.5/125, and 100/140. However, 
100/140 is an older technology and is not encountered very often. A typical 
single-mode core is 8.3/125. 

Multimode cable is divided into two classifications: step-index and graded- 
index. These classifications are based on the design of the multimode cable core. 
Graded-index multimode fiber-optic cable is designed with a varying grade of 
core material. Look at Figure 3-8. Note that the core of the graded-index fiber- 
optic cable is designed with maximum light conduction at the center of the core. 
The ability of the core to conduct light is gradually reduced toward the cladding. 
This lessens the light’s tendency to disperse. Less dispersion causes less signal 
distortion and attenuation. The step-index multimode fiber-optic cable does not 
counter dispersion. 


IEEE 802.3 Standards 
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multimode fiber- 
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Multimode Graded-Index 


There are two types of 
multimode fiber-optic 
cable: graded-index and 
step-index. Graded- 
index multimode 
cable is designed 

with maximum light 
conduction in the 
center of the core. 
Conduction gradually 
diminishes toward 
the cladding, which 
reduces dispersion. 
Less light dispersion 
produces less digital 
signal distortion. 

No special design is 
applied to step-index. 
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step-index original IEEE 802.3 Ethernet standard has evolved as the demand for higher data 

multimode fiber- rates, greater distances, and new technologies are introduced. 

optic cable When an IEEE standard is modified, it is identified with a lowercase letter. 

a general multimode For example, IEEE uses 802.3z to contain the information concerning Gigabit 

M peccableítal Fiian ira adopted in the late 1990s. Gigabit Ethernet identifies special cable 

o OE: applications known as 1000BaseSX, 1000BaseLX, and 1000BaseCX. Take note that 

p l 1000BaseCX is a copper core cable and not a fiber-optic cable. 1000BaseCX was 
limited to 25 meters and used to connect server room equipment. 1000BaseSX 
uses multimode fiber while 1000BaseLX uses either single-mode or multimode 
fiber. In Figure 3-9, you can readily see that single-mode fiber-optic cable 
supports much greater distances than multimode fiber-optic cable. 
In 2002, the IEEE 802.3 Ethernet standard amended the 10 Gigabit 

Ethernet standard known as IEEE 802.3ae. The IEEE 802.ae standard only 
recognizes fiber-optic cables. It does not recognize copper core cables. The 
802.3ae standard describes the 10GBaseSR (Short Range), 10GBaseLR (Long 
Range), and 10GBaseER (Extended Range) classifications. 10GBaseSR supports 
short distances using multimode fiber-optic cable, mainly 26 meters to 82 
meters depending on the type of fiber-optic cable used. 10GBaseLR and 
10GBaseER support 10 kilometers and 40 kilometers respectively. Long distance 
communications use single-mode fiber-optic cable. 

Figure 3-9. 

Fiber-optic cable Single- Core Wavelength Cable 

classifications. mode (S)or Diameter in Distance 


Standard Remarks 


Multimode in Microns Nanometers in Meters 
(M) (nm) 


id ii Re] a 


10GBaseSR | M PS 850 66-300 | Knownas10 
is Gigabit Ethernet. 
Distance 
| dependent on 
bandwidth. 


10GBaseLR S 1310 10k | Known as 10 
Gigabit Ethernet. 

10GBaseER SN 1310 40k Known as 10 
Gigabit Ethernet. 


Note: Companies may calculate greater distances based on manufacturer cable 
specifications and equipment requirements. Such engineering is common in long 
haul communication systems such as long distance telecommunications industries. 
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: e ts: i Figure 3-10. 
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Note: Single-mode fiber-optic cable can be installed to distances of 60 kilometers or 
greater based on engineering calculations and product manufacturers specifications. 


At times, standards and manufacturers’ tables conflict. Look at the ANSI/ 
TIA/EIA 568-B 1 Standard table in Figure 3-10. You will see the recommended 
standard distances for network backbone distribution. This table is solely 
concerned with the maximum distance of backbone cabling without identifying 
specific IEEE cable standards. The chart simply categorizes backbone cable into 
one of three categories: UTP, multimode fiber-optic cable, and single-mode fiber- 
optic cable. It makes no distinction for cable data rates. The IEEE standards are 
concerned with data rates and distances based on their developed standards. 


Network+ Note: 


Be sure to read any test items carefully for reference to ANSI/TIA/EIA or IEEE. 


Fiber Distributed Data Interface (FDDI) 


Fiber Distributed Data Interface (FDDI) is a standard developed by ANSI 
that employs fiber-optic cable over great distances. The distances can reach as far 
as 40 kilometers in length and support data speeds of 100 Mbps or higher. FDDI is 
used mainly as a backbone for large network systems such as a MAN or a WAN. 

FDDI is structured as a pair of rings, Figure 3-11. Two rings of fiber-optic 
cable connect to each node on the network system. One ring supports data 


: ; : Figure 3-11. 
d Node 2 Primary rin 8 
Secondary ring 2 A typical FDDI system 


uses two fiber-optic 
paths to provide 

Node 3 continuous data 
communications. If 
one ring fails, the other 
provides a path for 
communications. 


One ring communicates clockwise and 
the other communicates counterclockwise. 
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flow in a clockwise rotation and the other ring supports data flow in a counter- 
clockwise rotation. 

Using FDDI guarantees continuous communication. If one ring fails, the 
other ring automatically takes over and provides the path for communications. 
One ring is considered the primary communication ring and the other is the 
secondary. If a section fails in the primary ring, the secondary ring supports 
communication. If both the primary and secondary ring is cut or fails, the two 
rings join at the next node, forming a new ring and continuing communications, 
Figure 3-12. 

FDDI uses a token passing method similar to IEEE 802.5. An enhanced 
version of FDDI called FFDI Full Duplex Technology (FFDT) supports speeds 
of 200 Mbps by allowing simultaneous communication in both directions. See 
Figure 3-13 for a summary of FDDI data rates and cable lengths. FDDI can also 
use UTP cable. 


Fiber-Optic Cable Connectors 


There are many different styles of fiber-optic cable connectors. Some are 
proprietary. It is best if you use connectors from the same manufacturer 
when installing a new fiber-optic network or extending an old one. The 
most common styles of fiber-optic cable connectors are SC, ST, FC, LC, 
and MTRJ. 


Figure 3-12. 
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Figure 3-13. 
FDDI specifications. 


Media Single-Mode (S) Core Wavelength in Cable 
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Although there are many different types of fiber-optic cable connectors, 3 h 4 Network+ 
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Look at the close-up of an ST and SC connector in Figure 3-14A. Note that the 
ST connector is round and uses a push and twist connection similar to the BNC. 
The SC connector is square and uses retaining clips to hold its position. When two 
SC or ST connectors are fabricated into a single unit, they are generally referred to 
as duplex connectors. A single connector is referred to as a simplex connector. 

FC connectors are designed to provide a maximum physical connection, 
Figure 3-14B. The FC connector is designed with screw threads as part of the 
physical design. They are very similar in design to coaxial style screw on connectors. 

The LC connector is a relatively new style developed by Lucent Technologies. 
The LC is classified as a small form factor connector. The term form factor refers 
to the physical attributes of a connector. The LC connector is approximately half 
the diameter of an SC or ST connector. The LC connector can be converted into 
a duplex connector by the addition of a clip designed to hold the two separate 
connectors together. See Figure 3-14C. 

The MTRJ connector is unique in design because it incorporates two fiber- 
optic cores into one assembly without the use of a clip, Figure 3-14D. It is always 
considered a duplex connector. The MTRJ is also a small form factor connector. 


FC Figure 3-14. 
Fiber-optic cable 
connectors. A—ST and 
SC connectors. B—FC 
connector. C—LC 
connectors. D—MTRJ 
connector. 
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Fiber-Optic Cable Installation and Troubleshooting 


Fiber-optic cables are typically not made in the field but are prepared prior 
to installation in a controlled setting. Installing a fiber-optic connector on a fiber- 
optic cable requires a great deal of expertise. Typically, a technician who installs 
fiber-optic cable connectors must be certified. BICSI is an organization that 
provides certification. Another such organization is the Fiber Optic Association 
(FOA). Some companies, such as Ortronics, Corning Cable Systems, Nortel 
Networks, and Belden, oversee their own certification programs. Whether or not 
a technician requires certification is determined by the vendor or by installation 
specifications written for a new installation. Usually the purchasing company 
will prepare these. 


Installing Connectors 


A supplier may provide the necessary cable for a small, fiber-optic network, 
such as a LAN. This includes taking measurements and preparing cable splices 
and connections prior to installation. When fiber-optic cabling is obtained in 
this way, the highest quality control standards are applied to cable preparation. 
However, this is not always possible. Cables may have to be installed in the field 
where factors such as dirt, dust, and chemicals can hamper the cable splicing, 
termination, and connector installation. Splices, couplings, and connections 
require special equipment and techniques. Fiber-optic cores must be in near- 
perfect alignment when splices are made. Misalignment or other improper 
splicing will cause attenuation. See Figure 3-15. 


Figure 3-15. 
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The fiber-optic cable is cleaved, not cut like copper core cable. To cleave the 
fiber-optic cable core, it must be scribed with a sharp, cleaving tool. The edge 
of the cleaving tool is made of diamond or ceramic material. Once the core has 
been scribed, pressure is applied to the scribed area until the core breaks. This 
produces a clean, clear surface at the end of the core. Traditional cutting tools 
used for copper core cable would badly scar the ends of the core. Marks or’ 
scratches on the ends of the core material cause attenuation due to reflection and 
refraction. The light scatters in many directions rather than transferring directly 
to the next cable or connector. Plastic core cables do not have to be cleaved. An 
extremely sharp cutter must be used to obtain a clean, clear cut. 

Figure 3-16 shows a high-quality, fiber-optic cleaver and splicer. Note the 
eyepiece located at the top of the tool. Since the diameter of a fiber-optic core is 
small, a microscope with at least 30x magnification is needed to inspect the cut 
and splice. This tool is capable of cutting fiber-optic cable, polishing the ends, and 
fusing them together for a near-flawless splice. 


Making a Fusion Splice 


A fusion splice is the joining of two fiber-optic cores using heat to fuse, or 
melt, the materials together. Another, more expensive fusion splicer is shown in 
Figure 3-17. This fusion splicer performs all the functions of the splicer shown 
in Figure 3-16 and more. It is equipped with video cameras and a liquid crystal 
display for close, simultaneous inspection of the splice at two different angles. 

Before making a fusion splice, the outer, protective sheath and buffer must be 
removed from the fiber-optic cable end. The splice area of the core must be very 
clean. Dust and debris can contaminate the splice, resulting in a poor data rate 
through the finished splice. The cladding must be carefully handled. Damage to 
the cladding will cause signal loss. Once the fiber-optic cable is prepared, the end 
of the fiber-optic core is cleaved. A cleaver simply nicks the core rather than cuts 
through it. The core can then be easily broken. 

Next, the two ends of the fiber core must be perfectly aligned. Because of the 
small diameters of the core, a magnifier is used to aid in the alignment. Some of 
the more expensive fusion splicing units combine the cleaver magnifier and fuser 
into one package. 
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Figure 3-16. 
Fiber-optic cable 
splicer with cleaver. 
(Siecor Corporation, 
Hickory, NC) 
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Figure 3-17. 

A multiprocessor- 
controlled fusion splicer. 
(Siecor Corporation, 
Hickory, NC) 
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When the two ends are aligned, they are melted together by an electrical arc. 
The two ends become permanently welded together, or fused. After fusing the 
cores, the splice must be protected so it will not be damaged through handling 
or installation. The splice is covered using material such as heat shrink tubing, 
silicone gel, or mechanical crimps. 

Mechanical splices are made in a similar way except for fusing the two cores. 
Mechanical splices do not use heat but rather a mechanical means of splicing 
the two cores. The two cores are aligned, and then the mechanical crimper 
clamps the two cores together. Between the two cores is a gel-like substance 
that maintains a consistent light path between the two ends by eliminating any 
air gap between the two cores. An air gap would cause the Fresenel effect, thus 
reducing the ability of the splice to carry light from one core to the other. 

The main difference between the mechanical and the fusion splice is the cost 
of the equipment and the cost of each splice. The equipment for making a fusion 
splice is very expensive compared to the equipment for making a mechanical splice. 
However, the cost of each splice is less expensive when using fusing equipment. 


Using Fiber-Optic Cable Meters 


Testing fiber-optic cable requires specialized instruments that employ the 
principles of light to obtain data. The most commonly used meter for testing 
short runs of fiber-optic cable consists of two items: a power meter and a light 
source. The light source is attached to one end of the fiber-optic cable, and the 
power meter is connected to the other end. The light source injects light into the 
fiber-optic cable, and the light meter measures the amount of light reaching the 
opposite end. Power loss is calculated and is typically expressed in decibels (dB) 
or microwatts (uW). The information gathered from the meter can be sent to and 
stored on a computer: For some new network installations, this test is more than 
adequate to assure a contractor that the fiber-optic cable installation is acceptable. 

Another type of meter is the Optical Time Domain Reflectometer (OTDR). 
The OTDR is a sophisticated and expensive meter for testing and troubleshooting 
long runs of fiber-optic cable. The OTDR accurately measures and records the effects 
of attenuation. It compares the amount of light injected into the fiber-optic cable core 
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Se ee 
Figure 3-18. 

Fluke OFTM-5612 
OTDR. (Reproduced 
with permission— 
Fluke Corp.) 


to the amount of light reflected to the meter. Figure 3-18 shows the Fluke OFTM-5612 
OTDR, which is used to inspect and analyze fiber-optic cable installations. 

The OTDR can also accurately measure the total length of a cable run or 
locate breaks and faults in a cable and at its connections. The typical OTDR 
presents information in a graphical manner on a liquid crystal display (LCD). 

A slope is presented that represents the attenuation of the core. Major flaws in 
splices and such are presented as spikes, Figure 3-19. The distance to the fault 
and other pertinent information, such as signal loss in decibels (dB) or milliwatts 
(mW), is indicated along the bottom edge of the screen. Figure 3-20 illustrates 
how faults and distance are represented on a graph. 


Figure 3-19. 
Attenuation and cable 
faults as indicated on 
an OTDR display. Note 
that faults are indicated 


a ape by spikes. 
e Connector 
Attenuation slope a 
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Figure 3-20. ODTR 
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Figure 3-21 shows an OTDR signal trace analysis indicating the attenuation 
of the cable and the location of a fault of 7.619 dB at approximately 53.481 
kilometers from the meter. Using test equipment that can quickly identify the 
location of a fault can save many hours of testing by other means. 

An OTDR is typically equipped with a parallel port for connecting directly 
to a printer. Screen captures and a full report on the specifications of the fiber- 
optic cable can be printed. The OTDR is routinely used for the final inspection 
of a new fiber-optic cable installation. It not only provides information to prove 
the cable is flawless, but also provides a baseline of information for comparison 
at a later date when troubleshooting. The typical OTDR is an expensive piece 
of test equipment; however, it does not need to be purchased. To save money, 
contractors often rent an OTDR to test and certify a fiber-optic cable system they 
have installed. OTDR tests are not normally performed on short, fiber-optic cable 
runs associated with LANs. This type of installation is typically checked with a 
simple, handheld meter, not an OTDR. The OTDR is best suited for measuring 
cable runs spanning great distances like those found in network backbones. 


Summary 


ŒE Fiber-optic cable has the following advantages: provides for data security, 
immune to electromagnetic interference, lightweight and small in diameter, 
safe from fire and explosion, wide bandwidth, corrosion- and water-resistant, 
supports data transmission over longer distances than copper core cable. 


E Light is described in wavelengths. 
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E A wavelength is the total distance the electromagnetic wave or light wave 
travels during one full cycle. 

E Wavelengths are mea sured in nanometers (nanometer), or one billionth of a meter. 
NW Fiber-optic cable cores are composed of either glass or plastic. 

MN The glass or plastic core is surrounded by cladding, which restricts the light 
to the core area. 

E Scattering is the loss of light due to impurities in the core material. 

HM Dispersion is the distortion of light waves caused by the light reflecting from 
the cladding material and arriving at different times at the far end of the cable. 
MN Extrinsic losses are caused by physical factors not normally found in the core 
material, such as at splices and connector locations. 

E Two broad classifications of fiber-optic cable based on its ability to carry light 
are multimode and single-mode. 

E Single-mode fiber-optic cable has a smaller core diameter than multimode 
fiber-optic cable and carries light farther and with less attenuation. 

NW Two classifications of multimode fiber-optic cable are graded-index and 
step-index. 


Figure 3-21. 

A trace analysis is 
displayed on the LCD 
screen of an ODTR. 
Cable faults are 
indicated by the sharp 
spikes along the slope. 
Exact losses are also 
displayed in decibel 
units at the bottom of 
the display. 
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Graded-index multimode fiber-optic cable is designed with a varying grade 
of core material that allows for maximum light conduction at the center of 
the core. Step-index multimode fiber-optic cable does not have a special core 
design and is therefore greatly affected by dispersion. 

The 802.3z standard describes the 1000BaseSX, 1000BaseLX, and 1000BaseCX 
Gigabit Ethernet classifications. 

The 802.3ae standard describes the 10GBaseSR (Short Range), 10GBaseLR 
(Long Range), and 10GBaseER (Extended Range) 10 Gigabit Ethernet 
classifications. 

FDDI is used mainly as a backbone for large network systems such as a 
MAN or a WAN. 

FDDI is structured as a pair of rings. 

A splice that is joined by heat is called a fusion splice. 

A light source and fiber-optic light meter is used to test short runs of fiber- 
optic cable by comparing the amount of light injected in one end of the cable 
to the light power at the other end of the cable. 

The OTDR is used to measure the effects of scattering and cabling faults in 
long fiber-optic cable runs. It can also measure the distance to a cable fault 
or break. 


Review Questions 


Answer the following questions on a separate sheet of paper. Please do not 


write in this book. 


. What are seven advantages of fiber-optic cable? 

. Light is measuredin_____ 

. What does the abbreviation nm represent? 

. What is the wavelength range of visible light? 

. What are the three common wavelengths associated with fiber-optic cable? 
. What is dispersion? 

. Name three physical factors that contribute to extrinsic losses. 


. What are the two classifications of fiber-optic cable based on the diameter of 


the core? 


. How does the diameter of the fiber-optic cable core affect the distance light 


can travel? 


. Fiber-optic cable core diameter is expressed in 
- What are the two most common sizes of multimode fiber-optic cable? 


. How can the light distance carrying capacity of a multimode cable be 


improved? 


. What are the three classifications that the IEEE 802.ae standard describes? 
. How is FDDI structured? 
. Why does FDDI use two rings of cable? 
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16. What are the five most common types of fiber-optic cable connector? 


17, What are some common causes of attenuation associated with fiber-optic 
cable splices? 


18. Using heat to join two fiber-optic cores is called a splice. 
19. What is required to test a short run of fiber-optic cable? 
20. What device is commonly used to test long runs of fiber-optic cable? 


21. What principle of fiber-optic cable loss does the OTDR use for measurements? 


Sample Network+ Exam Questions 


Answer the following questions on a separate sheet of paper. Please do not Network+ 
write in this book. ~ 


1. Which of the following network media is typically the most secure from ease 
dropping devices or security taps? 


A. Fiber-optic cable 
B. Copper core cable 
C. Wireless 

D. Infrared 


2. Identify the connector in the following exhibit. 
A. SC 
B. ST 
C. RJ-45 
D. BNC 


3. Identify the connector in the following exhibit. 
A SC 
BAST 
C. RJ-45 
D. BNC 


4. Where is fiber-optic cable typically found? (Select all that apply.) 
K Network+ oh A. In network backbones. y 
HA orcas = B. In network segments that are exposed to electromagnetic interference. 
C. Where security from wiretaps is of great concern. 
D. In network segments requiring slow data transmission rates. 


. Fiber-optic cable losses are expressed in which unit? 

A. Decibels > 7 

B. Ohms 

C. Resistance 

D. Impedance 
. The loss of signal strength i in the core of a fiber-optic cable caused by 

impurities in the core is referred as eae 

A. scattering 

B. dispersion 

C. diffusion 

D. reflection 


. Which cable standard supports the longest distances? 
A. 10GbaseER 
B. 10GBaseLX 
C. 1000BaseLX 
D. 100BaseCX 
. According to the ANSI/TIA/EIA standards for backbone distribution inside 
a premise, what is the maximum recommended distance for multimode 
fiber-optic cable? 
A. 100 meters 
B. 200 meters 
C. 500 meters 
D. 2000 meters 


. What type of networking media is used in FDDI? 
A. Fiber-optic multimode 
B. Fiber-optic single-mode 
E-BT? 
D. All the above materials can be used for FDDI. 


. Which is a correct description of FDDI topology? 
A. otar 
B. Bus 
C. Single ring 


D. Dual ring 
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Suggested Laboratory Activities 


1. Determine the core size of a fiber-optic cable using a micrometer. 


2. Visit the Web sites of several network interface card venders and see 


how much a fiber-optic network interface card would cost for your home 
computer. 


3. Price a 100 meters of multimode fiber-optic cable and compare to 100 meters 
of UTP. 


4. Conduct an Internet search to locate the steps required to make a fiber-optic 
patch cable. 


5. Visit the BICSI and Fiber Optic Association (FOA) Web site and see what it 
takes to become a certified fiber-optic technician. 


Interesting Web Sites for More Information 


http://archive.comlab.ox.ac.uk/other/museums/computing.html 
http://owcecom.belden.com/college/college.htm 
www.bell-labs.com/technology/lightwave/ 
www.bell-labs.com/technology/wireless/ 
www.cableu.net 

www.fiber-optics.info 
www.fiber-optics.info/glossary-f.htm 
www.levitonvoicedata.com/learning/default.asp 
www.lucent.com 

www.occfiber.com 

www.ortronic.com 
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Check out Belden's Cable College located at www.belden.com/college/college htm. The Cable College includes technical 
papers, cable installation procedures, a glossary of cabling terms, and other reference materials. 
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After completing this laboratory activity, you will be able to: 
M Identify common fiber-optic connector types. 
NW Distinguish between common fiber-optic connectors by physical traits. 


Introduction 


This laboratory activity has been designed to familiarize you with various 
fiber-optic cable, connectors, and vendors. In this laboratory activity, you will 
search the Internet for images of common, fiber-optic connectors. Once located, 
you will copy the images and paste them into a word processing document and 
then label the image with the appropriate acronym. 

To copy a Web page image, right-click the image and then select Copy from 
the shortcut menu. To insert the image into a word processing document, right- 
click a blank area of the document page and click Paste. When you have finished 
copying the images specified in the laboratory activity, you will print two 
copies of the assignment, one for your reference and the other to turn in to your 
instructor. 

Some fiber-optic cable manufacturers and distributors include the following: 
Ortronics, Siemon, Belden, Black Box, Agilent, Fluke, and 3Com. You may wish 
to visit their Web sites for information about various fiber-optic cables and 
connectors. 


Equipment and Materials 


E Workstation with Internet access and word processing software, such as 


Microsoft WordPad. (WordPad is included in all Microsoft operating systems). 


M Printer access. 


Procedures 


ik Report to your assigned workstation. 
Boot the workstation and verify it is in working order. 


Open Internet Explorer. 
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Conduct a search for fiber-optic connectors. Use the following 
phrases in your search: 

E Fiber-optic connectors. 

M Fiber optic connectors. 

MH Fiber-optic cable connectors. 

MN Fiber optic cable connectors. 

After locating images of fiber-optic connectors, copy each image 
from the Web page and paste it into a word processing document. 
Be sure to label each example. Use the following labels, one for each 
connector type: Biconic, ESCON, FC, FDDI, MTRJ, SC, SC Duplex, 
SMA, and ST. 


When you are finished, print out two copies of your document. 


Answer the review questions. You may use the Internet to research 
the answers. 


Return your workstation to its original condition. 


Review Questions 


Answer the following questions on a separate sheet of paper. Please do not 


write in this book. 
1: 


What is the most obvious physical difference between an ST and an SC 
connector? 


. What is the main physical difference between an LC connector and an ST 


connector? 


. How many fiber-optic cores are typically associated with an FDDI 


connector? 


. How many fiber-optic cores are typically associated with an MTRJ 


connector? 


. How many fiber-optic cores are typically associated with an ST connector? 
. What does the acronym ESCON represent? 
. What does the acronym FDDI represent? 


. In general, what does the term duplex mean when referring to fiber-optic 


connectors? 
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After studying this chapter, you will be able to: 
Describe the principles of radio wave transmission. 
Identify and describe the major antenna styles and the purpose of each. 


Describe the three transmission techniques used in radio wave-based 
transmission. 


Identify the characteristics of the U-NII classifications. 


Identify the key characteristics of the IEEE 802.11 wireless networking 
standards. 


Describe the CSMA/CA access method. 

Identify the key characteristics of the Bluetooth standard. 
Explain how cellular technology works. 

Describe the two types of microwave networks. 

Describe the two types of infrared transmission. 

List the advantages and disadvantages of wireless networking. 
Explain the purpose of the SSID. 

Explain how security is provided in wireless networks. 


| Network+ Exam—Key Points 


To prepare for the CompTIA Network+ exam, you must be able to LD | Network+ 
specify the characteristics of the IEEE 802.11 classification. These character- 1 


istics include speed, cable lengths, and access method. You should also be 


able to define and identify an ad hoc network and an infrastructure wireless 


i network. 


To better prepare yourself to answer questions on wireless technology, 
be sure to install and configure a wireless network card and view all of the 


| configuration properties that are featured. 
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unbounded media 
an unrestricted 
path for network 
transmissions. 


Key Words and Terms 


The following words and terms will become important pieces of your 
networking vocabulary. Be sure you can define them. 


ad hoc mode piconet 
carrier wave propagation delay 
cellular technology radio interference 
channel radio waves 
demodulation receiver 
direct sequencing spread spectrum 
directional transmitter 
Extensible Authentication Protocol (EAP) unbounded media 
frequency hopping Wi-Fi 
geosynchronous orbit Wi-Fi Protected Access (WPA) 
infrastructure mode Wireless Access Point (WAP) 
ISM band Wireless Application Protocol (WAP) 
modulation Wired Equivalent Privacy (WEP) 
omni-directional working group 
orthogonal frequency-division 
multiplexing (OFDM) 


Wireless media is often referred to as unbounded media. Unbounded media 
means the path for network transmissions is unrestricted. When copper core 
or fiber-optic cable is used, the transmitted network signals are bound to the 
medium. When the atmosphere is used, the transmission is spread throughout 
the atmosphere and is not limited to a single path. 

Network signals transmitted through the atmosphere are electromagnetic 
waves. In Chapter 3—Fiber-Optic Cable, you learned that light waves are a part 
of the electromagnetic wave spectrum and are categorized as visible light. You 
learned specifically how light waves travel through fiber-optic cable to transmit 
data. In this chapter, you will learn about the three categories of electromagnetic 
waves that are used to transmit data across the atmosphere: radio waves, 
infrared, and microwaves. You will also learn about wireless transmission 
techniques and associated standards. To help you better understand wireless 
networking technologies, electromagnetic waves will be discussed in detail. 


Electromagnetic Waves 


The atmosphere is full of electromagnetic waves. Electromagnetic waves are 
categorized according to frequency ranges. For example, common radio waves 
used for communications start at .5 MHz for AM radio and span to 22 GHz for 
satellite communications. The frequency of an electromagnetic wave is based 
on the repeating pattern of its waveform just as it is with electrical energy. One 
complete waveform is called a cycle, Figure 4-1, and frequency is the number of 
times a cycle occurs in one second. 

Electromagnetic waves are produced both intentionally and unintentionally 
as a by-product of electrical energy. Radio and television stations produce 
electromagnetic waves intentionally while many household appliances produce 
electromagnetic waves unintentionally. You should recall from Chapter 2, 
Network Media—Copper Core Cable that unintentional electromagnetic waves 
are referred to as interference, or more specifically, noise. 
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Radio and Microwave Transmission 


Radio and microwave transmission works on the principle of producing a 
carrier wave as the means of communication between two wireless devices. A 
carrier wave is an electromagnetic wave of a set frequency that is used to carry 
data. It is identified by a frequency number. For example, radio and television 
stations are assigned specific frequencies on which they must transmit. A radio 
identification such as 104.5 FM represents a carrier wave of 104.5 MHz. The 
carrier wave is how individual stations are identified on a radio or television, 
Figure 4-2. 

The carrier wave is mixed with the data signal. The mixing of the carrier 
wave and data signal is known as modulation. The technique of modulation 
is how AM radio, FM radio, and television operate. A simple radio broadcast 
consists of a transmitter, which generates the carrier wave and modulates 
information into the carrier wave, and a receiver, which receives the modulated 
wave and demodulates it. The transceiver and receiver must both be at or very 
near the same carrier wave frequency for communication to occur. 

Look at the example of a voice wave broadcast in Figure 4-3. In the example, 
a carrier wave of 104.5 MHz, is shown. The human voice produces sound at 
a much lower frequency, typically in a range from a 400 cycles per second to 
approximately 4,000 cycles per second. The human voice is converted into 
electrical energy using a microphone. The microphone produces a pattern of 
electrical energy in direct proportion to the human voice. The electrical energy is 
mixed with the carrier wave. The carrier wave has a much higher frequency than 
the electromagnetic wave produced by the human voice. The two are combined 
so that the human voice can be transmitted. 

The combined wave is transmitted across the atmosphere. When the 
combined wave reaches the receiver and is accepted, the electromagnetic energy 


Electromagnetic 
wave 


Figure 4-1. 
Electromagnetic 
frequency is based on 
the repeating pattern 
of a waveform. One 
complete waveform 

is called a cycle. The 
frequency is how many 
cycles occur in one 
second. 


carrier wave 

an electromagnetic 
wave of a set fre- 
quency that is used 
to carry data. 


modulation 

the process of mixing 
a data signal with a 
carrier wave. 


transmitter 

an electronic device 
that generates a car- 
rier wave and modu- 
lates data signals into 
the carrier wave. 


receiver 

an electronic device 
that receives a modu- 
lated signal and 
demodulates it. 
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Figure 4-2. 104.5 MHz 
A carrier wave is the Gál carrier wave 


means of communica- N 
tion between two 
wireless devices. In this 

example, a radio station 

assigned the 104.5 MHz 
frequency transmits 
data on a 104.5 MHz = 
carrier wave. A radio aa 
with its dial set to 104.5 

picks up the informa- 


tion broadcast from the 
radio station. 


Radio station 


ye 


is converted into electrical energy. The receiver separates the voice wave from the 


demodulation carrier wave. This process is known as demodulation. After the combined wave 
the process of sepa- is demodulated, the transceiver discards the carrier wave and then amplifies 
rating a data signal the voice wave and sends it to a speaker. The speaker converts the electrical 


from a carrier wave. energy into a voice wave. While this is a simple, nontechnical explanation, it is 
important to remember that the carrier wave and the voice wave are combined, or 
modulated, before they are transmitted and are separated, or demodulated, after 
they are received. 

The same principle is used to transmit digital data signals. A carrier wave 
establishes the transmitter/receiver relationship. The carrier wave is modulated 
with a wave pattern resembling the digital data signal. The two waves are 
combined before transmission and then separated at the receiver. 

To modulate data, the carrier wave must be at a much higher frequency than 
the digital data. In the example of the voice wave and carrier wave frequency, 


Figure 4-3. 
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the carrier wave is 104.5 MHz while the voice wave fluctuates between 400 Hz 
and 4,000 Hz. Based on an average voice frequency of 2,000 Hz, an approximate 
500:1 ratio exists between the two frequencies. The carrier wave is only slightly 
distorted when combined with the voice wave. The same principle applies when 
a carrier wave is combined with a digital data signal. If the two signals do not 
have a high ratio, the digital data signal distorts the carrier wave to a point where 
the transmitter cannot recognize it. 

A 104.5 MHz carrier wave is 200 kHz in width. Technically, a 104.5 MHz 
carrier wave has a bandwidth of 200 kHz. The bandwidth of a carrier wave 


is referred to as a channel. Technically, a channel is a small portion of the channel 
electromagnetic spectrum and is used to designate a set of frequencies for a the bandwidth of a 
particular electronic application. The FCC assigns channels and bandwidths for carrier wave. 


electromagnetic waves. 

A channel is identified by the assigned frequency that represents the starting 
point of the band. For example, 104.5 is the identification of the channel even 
though the channel spans the next 200 kHz. Look at Figure 4-4. The 145 MHz is 
the designated channel for the carrier wave. This channel is a single position in 
the entire radio frequency spectrum represented by the 145 MHz designation. 
The carrier wave channel is 200 kHz wide starting at exactly 145 MHz and 
ending at 145.2 MHz. The carrier wave must stay within the 200 kHz band as 
specified by FCC regulation. 


Figure 4-4: 
Carrier wave Th : d 
designated as Assigned carrier e carrier wave an 
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145 MHz wave band width t i 
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GE Entire electromagnetic spectrum 
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Zoomed close-up of the modulated radio 
signal, which is a combination of carrier 
wave and data wave patterns 
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radio interference 
interference that 
matches the 
frequency of the 
carrier wave. 


The exact center of the bandwidth area is 145.1 MHz. It is nearly impossible 
for the carrier wave to remain exactly at 145.1 MHz. The electronic components 
that are used to create the circuit that produce the exact frequency change 
directly with temperature. The components heat up because of the electrical 
energy passing through them and are also influenced by environmental 
temperatures. Electronic transmitters are enclosed and air-conditioned to keep 
the components at a predetermined temperature. The enclosure compensates 
for environmental changes in temperature and the heat effects of the electronic 
components. A change in component temperature causes a direct change in the 
carrier wave frequency produced by electronic components. 


Infrared Transmission 


Infrared uses a series of digital light pulses. The light is either on or 
off. A typical television remote control uses infrared technology to transmit 
to the television receiver rather than radio wave technology. There are two 
distinct disadvantages to infrared technology. First, the two devices that are 
communicating must be in direct line of sight of each other. This means that the 
infrared receiver/transmitter of each device must be aimed, or at least positioned, 
in the general direction of the other. 

The infrared beam is weak and must be transmitted through an optical lens 
to prevent dispersion. The other disadvantage is an infrared beam can travel 
a relatively limited distance compared to wireless radio wave technologies. 

Some infrared communication links for networks use a laser to achieve greater 
distances. 

Even with its disadvantages, infrared can be found in many of the same 
applications as Bluetooth. It is commonly used in some models of personal digital 
assistants, palm tops, and laptops. Typical data rates for infrared devices are 1 Mbps 
and 2 Mbps. Data rates can be much higher when lasers are used for the direct 
connection of two LANs. 


Radio Interference 


Radio interference is interference that matches the frequency of the carrier 
wave. The Federal Communications Commission (FCC) is responsible for 


` dividing the entire electromagnetic spectrum to prevent electronic equipment 


from interfering with one another. However, this is not always possible. Think 
for a minute how many different devices use and produce electromagnetic 
waves—remote controls for remote control cars, remote control airplanes, garage 
door openers, television, AM radio, FM radio, satellites, pagers, cellular phones, 
electrical power lines, radar, motors, fluorescent lights, and such. The list is ever 
increasing. There are thousands of products that produce electromagnetic waves. 
The FCC regulates the electromagnetic spectrum and dictates the frequency 
that is to be used for each group of devices. Even with all these regulations, 
equipment fails and produces undesirable frequencies that can interfere with a 
regulated frequency. If you move the tuner of an AM radio across the various 
stations, you will hear an excellent example of interference. 


AM radio is an old technology that was susceptible to radio interference. FM radio is an 
improvement over AM radio because it is less susceptible to radio interference. 
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Virtually any type of electrical equipment can produce radio interference 
even if it is not assigned to the radio frequency spectrum assigned to wireless 
LAN communications. For example, some other sources of radio interference 
that could corrupt data packets are fluorescent lighting, electric motors, 
electrical control systems, welding equipment, portable radios, and such. While 
not intended to produce radio interference in the assigned wireless spectrum, 

a defective piece of equipment can produce electrical radio harmonics. The 
harmonic signal is a multiple of an original signal. For example, a radio frequency 
of 12,000 can also produce signals of 24,000, 36,000, 48,000, and so on. This 

means that harmonic frequencies produced by other areas of the electromagnetic 
spectrum can cause interference with the wireless network. 

Another major factor is proximity to the source of the signal. If radio 
interference is in close proximity to the wireless network system, it need not 
be at the same frequency. Close proximity and a powerful signal can disrupt 
the wireless communications. Radio signals can also reflect or bounce off 
surrounding materials, usually metallic surfaces, Figure 4-5. The reflected signal 
is an exact copy of the original signal. The reflected signal does not always 
disrupt the original signal. At times, it actually increases the strength of the 
original signal by combining with it. The problem occurs if there is too much 
delay between the original signal and the reflected signal. When there is too 
much delay, the two signals overlap causing the combined signal to be distorted. 
The difference in time it takes the two signals to travel from the source to the 
destination determines the level of distortion. The amount of time it takes to 
reach the destination depends on the angle and distance of the reflection. 

There are many sources of radio interference that can affect communications 
on an IEEE 802.11 wireless LAN. Industrial, scientific and medical devices occupy 
the frequency band allocated to the wireless network devices specified under the 
IEEE 802.11 standard. Cordless phones and microwave ovens are also included 


ISM band 
the band of radio 
frequencies associ- 


in the same frequency ranges. The band of radio frequencies associated with ated with industrial, 
industrial, scientific, and medical devices is referred to as the ISM band, scientific, and medi- 
Figure 4-6. The acronym ISM represents Industrial, Scientific, and Medical. cal devices. 
Reflective surface Figure 4-5. 
ne A reflected radio signal 


can combine with the 
_intended radio signal 
and either disrupt the 


7) intended signal or 
Ln enhance it. 


Original signal 
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Figure 4-6. 

The Industrial, Scien- 
tific, and Medical (ISM) 
band is often a source 
of wireless network 
interference. 


omni-directional 
the ability of an 
antenna to transmit 
electromagnetic 
signals in all 
directions. 


directional 

the ability of an 
antenna to focus 

or aim an electro- 
magnetic signal in a 
particular direction. 


m ISM band — 


902-928 MHz 2.4-2.48 GHz 5.725-5.85 GHz 


ATTE A E 


5.155.825 GHz 
802.11a 


2.4-2.48 GHz 
802.11b 


Antenna Styles 


Two major classifications of antennae are associated with radio wave- and 
microwave-based wireless networks: omni-directional and directional. These 
classifications are based on an antenna’s ability to transmit electromagnetic 
signals. Omni-directional is the transmission of electromagnetic signals in 
all directions. Directional is the transmission of electromagnetic signals in 
a focused or aimed direction. Antennae can be further broken down by their 
individual style of construction such as omni, dipole, flat panel, Yagi, and 
parabolic dish. Figure 4-7 shows each antenna style and the electromagnetic 
wave pattern it produces. Note that the electromagnetic wave patterns are viewed 
from overhead. 


Omni 


The omni is a straight piece of wire. The wire is engineered to match the 
exact length or a fraction of the frequency’s wavelength. For example, a frequency 
of 2.4 GHz produces a wavelength of approximately 2.19”. An antenna 2.19” in 
length would match the wavelength exactly. Matching the antenna length to 
the wavelength of the radio frequency ensures the best possible reception and 
reduces the possibility of picking up interference. 

The omni antenna is typically used for a wireless transmitter to broadcast 
in a 360° pattern. This type of antenna is used for the source of a wireless 


transmission. For example, a wireless Internet service provider would use an 


omni antenna to facilitate broadcasting in all directions to better serve customers 
throughout the area. 


Dipole 


The dipole is one of the most common radio antennae used. What makes it 
popular is it is relatively inexpensive to manufacture compared to many other 
antenna styles. The dipole is commonly used as a client or receiver antenna 
rather than as a broadcast antenna. The dipole antenna is bidirectional, as seen 
in Figure 4-7, Rotating the antenna until the dipole aligns with the source of the 
radio wave transmission can enhance the received signal. 


Yagi 

The Yagi antenna is used for point-to-point links. It is a directional-type 
antenna. A Yagi antenna is typically designed from many radio antenna elements 
(tubes). Each element is progressively larger or smaller than the main element 
by approximately 5%. The way the Yagi antenna enhances the radiation of the 
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Electromagnetic Figure 4-7. 
Wave Pattern Basic antenna styles 
Antenna (as viewed from overhead) and the electromag: 
netic wave patterns 
they produce. 


Dipole 


Parabolic 


electromagnetic wave is beyond the scope of this textbook. For now, just note and 
recognize the shape of the Yagi antenna and its electromagnetic wave pattern. 
Some Yagi antennae are constructed inside a metal tube to further enhance the 
reception and transmission of electromagnetic waves. See Figure 4-8. 


Flat Panel 


The flat panel is a directional-type antenna used for point-to-point links. 
The main advantage of a flat panel is the aesthetics. The antenna blends in well 
with building architecture, and many times it is unnoticeable. However, the 
disadvantage of a flat panel antenna is the consideration of wind load. High wind 
areas can catch the flat panel design like a sail on a ship. Flat panels must be 
rigidly supported to reduce the effects of wind. 


Parabolic 

The parabolic antenna is used for point-to-point links. It a directional-type 
antenna typically constructed from a grid of rods or mesh wiring. The parabolic 
antenna enhances reception by reflecting incoming electromagnetic waves with 
its curved surface to a horn at its center. When the parabolic antenna transmits 
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ne LSS 
Figure 4-8. 

Yagi antenna con- 
structed inside a metal 
tube. The metal tube 
enhances reception and 
transmission. (Photo 


reprinted with the 

permission of PCTEL, 

Maxrad Product 

Group.) 
electromagnetic waves, the horn transmits the signal toward the curved surface 
of the antenna. The curved surface reflects the electromagnetic waves to produce 
a beamlike pattern in the same way light is reflected from the curved surface of 
a flashlight to produce a beam of light. The parabolic antenna is constructed as 
a simple, curved surface or in the shape of a dish. When it.is constructed in the 
shape of a dish, it is usually called a parabolic disk or simply dish antenna. The 
parabolic antenna greatly amplifies a weak radio wave signal compared to other 
antenna types. 
Radio Wave Transmission Techniques and 
Networking 

radio waves Radio waves are electromagnetic waves with a frequency range of 10 kHz to 

electromagnetic 3,000,000 MHz. They have the longest wavelength compared to microwave and 

waves with a fre- infrared. Radio waves are used in LANs. Radio wave-based networks adhere to 

red range of the IEEE 802.11 and Bluetooth standards and operate at 2.4 GHz. 

z to 
3,000,000 MHz. 


Radio Wave-Based Transmission Techniques 


To communicate between radio-based wireless network devices, several 
transmission techniques are used: single-frequency, spread-spectrum, and 
orthogonal frequency-division multiplexing. You must become familiar with 
these techniques because most wireless network technologies are described using 
these terms. The techniques are based on the technology, the frequency band of 
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operation, and the manufacturer's idea of the best way to achieve a high data rate. 
A high data rate not only relies on how fast the data can move between two points, 
but also on how much data has to be retransmitted because of interference. 
Transmission techniques divide an allocated frequency band into many 
separate frequency ranges, or channels. After the frequency band is divided, a 
carrier wave is generated for each of the channels. | 


Spread spectrum 

Spread spectrum is a transmission technique that uses multiple channels to 
transmit data either simultaneously or sequentially. The term spread spectrum refers 
to transmission channels spread across the spectrum of the available bandwidth. 

Spread spectrum transmission works in a similar manner that highways 
work. A highway system consists of several separate lanes to carry vehicles. You 
can think of spread spectrum as several radio wave paths designed to carry 
radio waves. In the highway system, trucks carry supplies to a store. Each truck 
uses a separate lane. If one of the lanes is blocked (interference), the other lanes 
can still carry the supplies to the store. This is the same method employed by 
spread spectrum. If one of the channels is blocked by radio interference, the other 
channels can still carry the radio wave data. 

In the spread spectrum technique, data can be transmitted on multiple 
channels simultaneously or sequentially (one at a time). The spread spectrum 
technique that transmits data on multiple channels simultaneously is called 
frequency hopping. The spread spectrum technique that transmits data on 
multiple channels sequentially is called direct sequencing. 

Spread spectrum is the chosen transmission method of most wireless 
technologies. Transmitting data on multiple channels decreases the likelihood of 
interference. Interference is typically limited to only one or two of the channels. 
The other channels in the frequency band are free to carry data undisturbed. 
Data that is lost can be easily retransmitted on a channel that is not affected by 
the interference. 

Frequency hopping 

Frequency hopping is also referred to as frequency hopping spread spectrum 
(FHSS). Frequency hopping is used with wireless devices that use the 2.4 GHz 
radio band. The 2.4 GHz frequency has a bandwidth of 83.5 MHz. Rather than 
use the entire range as a single channel to carry radio data, the frequency band is 
divided into seventy-nine, 1 MHz channels. See Figure 4-9. 

Instead of transmitting the data packets over a single channel, the data 
packets hop from one channel to another in a set pattern determined by a soft- 
ware algorithm. None of the 79 channels are occupied for more than 4 seconds. 
Since the data packets switch from channel to channel, or rather frequency to 
frequency, this transmission technique is called frequency hopping. 

Many people assume that because data packets hop to various channels, this 
transmission technique was designed as a security measure. This assumption 
is false. The reason that the frequency hopping technique is used is to avoid 
interference. If any interference matches the same frequency as the wireless 
networking devices, the data would be corrupted. If only one frequency was used 
and it encountered interference, then the network would be useless. By using the 
frequency hopping technique, interference can be tolerated. The interference would 
likely only affect one or two of the available frequencies in the entire seventy-nine 
1 MHz channels. This allows more than an ample number of channels to ensure 
continuous transmission between wireless networking devices. 
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spread spectrum 

a transmission 
technique that uses 
multiple channels to 
transmit data either 
simultaneously or 
sequentially. 


frequency hopping 
a spread spectrum 
technique that 
transmits data on 
multiple channels 
simultaneously. 


direct sequencing 
a spread spectrum 
technique that 
transmits data on 
multiple channels 
sequentially. 
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Figure 4-9, 

In frequency hopping, 
data is transmitted over 
79-1 MHz channels. 
The data transmissions 
continuously use dif- 
ferent channels in short 
increments of less than 


0.4 seconds each. 79 - 1 MHz channels 


MI Data packet 
Frequency Hopping Spread Spectrum (FHSS) 


The frequency hopping technique is limited to a maximum of a 2 Mbps data 
rate. A much higher data rate can be accomplished using direct sequencing. 


Direct sequencing 

Direct sequencing divides the 2.4 GHz frequency band into eleven over- 
lapping channels of 83 MHz each. Within the eleven channels are three channels 
with a 22 MHz bandwidth. The three channels do not overlap and can be used 
simultaneously. Using three channels at the same time results in higher data rates 
than frequency hopping. The data rates for direct sequencing are 11 Mbps and 
33 Mbps. The 33 Mbps is a result of using all three 22 Mbps channels at the same 
time, Figure 4-10. 

One disadvantage of direct sequencing is that a much larger portion of the 
transmitted data is affected by electromagnetic interference than with frequency 
hopping. The data rate of direct sequencing is, therefore, drastically affected by 
interference. l 

Direct sequencing is also referred to as direct sequencing spread spectrum (DSSS). 
Most vendors use DSSS technology at 11 Mbps for wireless network systems. 


Figure 4-10. 
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Direct Sequencing Spread Spectrum (DSSS) 
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Orthogonal frequency-division multiplexing 

The orthogonal frequency-division multiplexing (OFDM) transmission 
technique is used with wireless devices that use the 5 GHz radio band and can 
achieve a data rate as high as 54 Mbps. The OFDM transmission technique divides 
the allotted frequency into channels similar to frequency hopping and direct 
sequencing. Orthogonal means separate side by side over a range of values. In 
wireless application, the term orthogonal means there are multiple separate radio 
channels side by side within an assigned radio band. Frequency division means 
to divide the assigned frequency range into multiple, narrow sub-frequencies. 
Multiplexing is an electronics term, which means to combine content from different 
sources and transmit them collectively over a single, common carrier. By combining 
the three terms, OFDM means to communicate wireless data over several different 
channels within an assigned frequency range. However, in OFDM, each channel is 
broadcast separately and is referred to as multiplexed. 

OFDM is used in conjunction with the Unlicensed National Information 
Infrastructure (U-NII) frequency ranges. The FCC divided the 5 GHz radio 
frequency into three, 20 MHz channels and classified them as the Unlicensed 
National Information Infrastructure (U-NII). The three classifications are U-NII-1, 
U-NII-2, and U-NII-3. See Figure 4-11. Each of the three U-NII classifications has 
a frequency range of 100 MHz. Using the OFDM transmission technique, each 
100 MHz frequency range is broken into four separate 20 MHz channels. Each of 
the 20 MHz channels are further divided into fifty-two, 300 kHz sub-channels. 
Forty-eight of the fifty-two sub-channels are used to transmit data, and the 
remaining four are used for error correction. It is the large number of channels 
that provide the high data rates. Additionally, communication is not affected as 
adversely by interference as it is with the other techniques mentioned. If one or 
two sub-channels are affected, the overall data rate is not affected. 

The FCC U-NII classifications are based on the frequency range of the 
broadcast, the allowable maximum amount of power allotted to the broadcast, 
and the location where the device may be used. There is no maximum distance 
measurement in feet or meters for the different classifications. The maximum 
distances are controlled by the maximum amount of output wattage that can be 
generated by the devices. The actual range varies considerably due to influences 
such as building structures and materials, the electromagnetic environment, 
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Orthogonal Frequency-Division Multiplexing (OFDM) 


Figure 4-11. 
Orthogonal frequency- 
division multiplexing 
(OFDM) is used in 
conjunction with the 
U-NII frequency ranges 
to achieve a data rate as 
high as 54 Mbps. Each 
of the U-NII frequency 
ranges is 100 MHz 
wide. This bandwidth 
is divided into three 
20 MHz channels, 
which are further 
divided into fifty-two 
300 kHz channels. 
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Figure 4-12. 


U-NII classifications and 


their characteristics. 


Wireless Access 
Point (WAP) 

a wireless network 
device that pro- 
vides a connection 
between a wireless 
network and a cable- 
based network and 
controls the flow of 
all packets on the 
wireless network. 


Classification Frequency Range Power Comment 


| 5.725 GHz-5.825 GHz | 1W | Outdoors 


and atmospheric conditions. Use the chart in Figure 4-12 to get a relative idea of 
expected maximum distances. 

Distances vary by manufacturer and by location conditions such as placement 
of metal cabinets and building materials. The maximum power output of the 
device has a direct relationship to data throughput. Packet loss is generally caused 
by radio interference or excessive distance between two devices. When packet loss 
increases, the data rate decreases. The data rate is automatically adjusted to a lower 
rate when an excessive number of packets are lost. The data rate continues to be 
lowered until an acceptable packet loss is reached. The more powerful the signal, 
the less interference can disrupt the signal. This means that there will be fewer 
packets lost. Consequently, data rate is better when the signal is more powerful. 
The maximum transmission power rating for a wireless device is set by the FCC. 
Do not attempt to memorize distances because they are not standard. 


Radio Wave-Based Networking 


Radio wave-based networks are rapidly becoming the choice of many 
networking systems because of the fast and easy installation and the convenience 
of no wires. A simple wireless network, such as one designed for home or 
business use, consists of two or more computers with wireless network adapters. 
Figure 4-13 shows a USB wireless network adapter. 

While not required, most simple wireless networks contain a Wireless Access 
Point (WAP). A Wireless Access Point (WAP) provides a connection between 
a wireless network and a cable-based network. Wireless Access Points typically 
provide access from wireless network devices to needed hardwired network 
devices, such as printers, modems, and routers. 


Figure 4-13. 
USB wireless network 
adapter. 
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A typical WAP comes equipped with two omni antennae, Figure 4-14. One 
antenna is used for transmitting, and the other is used for receiving. This allows 
for full-duplex communication, which makes the WAP more efficient than if a 
single antenna were used. 

When a WAP is present in a wireless network, all communications must go 
through it. You can think of a WAP as a traffic director for packets. The WAP 
controls the flow of all packets on the wireless network. When multiple Wireless 
Access Points are used, the roaming device (laptop, palm top, personal digital 
assistant) automatically detects and connects to the WAP with the strongest 
signal, which is typically the closest WAP. 

All Wireless Access Points use the same Service Set Identifier (SSID). The 
SSID is similar in nature to a workgroup name or domain name. The SSID is a 
name that identifies Wireless Access Points within the same network. Multiple 
Wireless Access Points within the same network should be configured with the 
same SSID to support network roaming. When separate network systems are 
within range of each other, the Wireless Access Points for each separate network 
should use a different SSID to distinguish themselves from each other. Most 
Wireless Access Points and wireless network adapters come with a default SSID. 
If they are installed with minimal or no configuration at all, all Wireless Access 
Points will have the same SSID. The SSID can be readily reconfigured. 


Service Set Identifier (SSID) names are case sensitive. 


Wireless network adapters and Wireless Access Points come with default 
settings to make configuration easy and, in some cases, automatic. The problem is 
easy or preconfigured settings make for weak security. Each device by the same 
manufacturer uses the same default SSID. The SSID should be changed to make 
the system more secure. By default most manufacturers do not enable encryption. 
The encryption process slows the overall data rate of the system. It takes time 
to encrypt and decrypt the packets. Encryption, however, should be enabled to 
make the network more secure. 


Omni antennae Figure 4-14, 
Wireless Access Point 


(WAP). Note that 

the WAP has two 

omni antennae. One 
antenna is used for 
receiving, and the other 
antenna is used for 
transmitting. 


Wireless Access Point 
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Figure 4-15. 
A wireless network in 
infrastructure mode. 


infrastructure mode 
a wireless network 
that contains one or 
more Wireless Access 
Points (WAPs). 


ad hoc mode 

a wireless network 
that does not contain 
a Wireless Access 
Point (WAP). 


Infrastructure Mode 


A wireless network that contains one or more Wireless Access Points is 
arranged in an infrastructure mode, Figure 4-15. When a WAP is not present in 
a wireless network, it is arranged in an ad hoc mode, Figure 4-16. The reference 
to the term ad hoc means that the system is put together rapidly and is usually 
intended to be a temporary rather than a permanent installation. An ad hoc 
network can contain a maximum of 20 computers. Typically, an ad hoc network 
consists of a laptop and a desktop computer. An ad hoc network can be compared 
to a peer-to-peer network where all devices are equal. 


The IEEE 802.11 Standard 


Radio wave-based networks adhere to the 802.11 standard. The 802.11 
standard consists of three classifications of wireless networks: 802.11a, 802.11b, 
802.11g. See Figure 4-17 for a chart of the 802.11 specifications and their 
characteristics. 


Figure 4-16. 
A wireless network in 
ad hoc mode. 


Ad Hoc Mode 
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Figure 4-17. 

[EEE 802.11 
specifications and their 
characteristics. 


802.11g 2.4 GHz-2.4835 
' GHz 


802.11a 

The 802.11a operates at the 5 GHz frequency and has a maximum data rate of 
54 Mbps. Other lower data rates an 802.11a device may use are 48 Mbps, 36 Mbps, 
24 Mbps, 18 Mbps, 12 Mbps, 8 Mbps, and 6 Mbps. At the 5 GHz frequency, 802.11a 
networking devices are not susceptible to interference from devices that cause 
interference at the 2.4 GHz frequency range. 802.11a devices are incompatible with 
802.11b and 802.11g devices. Also, 802.11a devices use a higher frequency than 
802.11b or 802.11g devices. The higher frequency cannot penetrate materials such as 
building walls like the lower frequency devices can. This results in 802.11a devices 
having a shorter range compared to 802.11b and 802.11g devices. 


802.11b 
Although the 802.11a and 802.11b classifications were developed at the same 
time, 802.11b was the first to be adopted by industry. The maximum data rate for 
802.11b is 11 Mbps. When the highest rate cannot be achieved because of distance 
or radio interference, a lower rate is automatically selected. The lower rates are 
5.5 Mbps, 2 Mbps, and 1 Mbps. 802.11b can operate over any of the 11 channels 
within the assigned bandwidth. When communicating between wireless 
devices, all devices should use the same channel. When using devices from the 
same manufacturer, the same channel is automatically selected by default. Two 
wireless networks, one constructed of 802.11b devices and the other constructed 
of 802.11a devices, can coexist without interfering with each other because 
they use different assigned frequencies. This allows for two different wireless 
networks to operate within the same area without interfering with the other. 
802.11b networks are often referred to as Wi-Fi, which stands for wireless fidelity. Wi-Fi 
The use of the term Wi-Fi was due to manufacturers forming the Wireless Ethernet a term coined by the 
Compatibility Alliance (WECA) in an effort to standardize wireless network devices. Wi-Fi Alliance that 
Devices approved as compatible with the 802.11b standards are given a “Wi-Fi refers to wireless 
compliant” seal, which means any device bearing the Wi-Fi seal is compatible a, 
with any other device bearing the seal, Figure 4-18. This process is an attempt to wine ay ae 
standardize the industry so that users are able to mix and match components from i 
various manufacturers. There are many proprietary devices and software products 
on the market that are not compatible with other devices and software. 
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Figure 4-18. 

Wireless PCMCIA 
adapter card with the 
Wi-Fi compliant seal. 


802.11 

The TEEE 802.11g standard followed the 802.11a and 802.11b standards. 802.11g 
operates in the 802.11b frequency range of 2.4 GHz. This makes it downward 
compatible with 802.11b devices. When communicating with 802.11b devices, the 
maximum data rate is reduced to 11 Mbps. The maximum throughput for the 
802.11g standard is 54 Mbps but the maximum distance is typically much shorter 
than an 802.11b device. Lower data rates an 802.11g device can use are 48 Mbps, 
36 Mbps, 28 Mbps, 24 Mbps, 12 Mbps, 11 Mbps, 9 Mbps, 6 Mbps, 5.5 Mbps, 2 Mbps, 
and 1 Mbps. Since 802.11g is assigned to the same frequency range as 802.11b, it is 
susceptible to the same sources of radio interference. 

802.11g and 802.11b devices are not compatible with 802.11a devices because 
they use different frequencies. It must be noted that while the standards are 
different, there are devices on the market that can communicate with any of the 
mentioned wireless standards. In other words, there are wireless devices that can 
communicate with 802.11a, 802.11b, and 802.11g devices. 


IEEE 802.11 Access Method 


IEEE 802.11 networks rely on Carrier Sense Multiple Access with Collision 
_ Avoidance (CSMA/CA) as a media access protocol. Do not confuse this with 
CSMA/CD, which is used by IEEE 802.3 networks. The Carrier Sense Multiple 
Access (CSMA) portion of the technology is the same for both the 802.11 and 
802.3 networks. The difference is in the Collision Detection (CD) versus Collision 
Avoidance (CA). Collision Detection (CD) detects a collision on the network after 
it occurs, while Collision Avoidance (CA) attempts to avoid a collision. 

To understand the CSMA/CA process, look at Figure 4-19. The laptop 
equipped with a wireless card first listens for network traffic. If the airwaves are 
clear, it signals the WAP with a request to send (RTS) message. The WAP returns 
either a clear to send (CTS) or busy signal to the laptop. The process is repeated 
until the laptop is cleared to send data. After the data has been sent to the 
WAP, the WAP sends an acknowledge (ACK) to the laptop. Collision avoidance 
technology solves the problem of broadcast storms, which are associated with 
collision detection technology. The collision detection technology is designed to 
accept network collisions, wait, and then resend the complete transmission. 

The CSMA/CA access method was selected over CSMA/CD because of the 
nature of wireless media. In a typical Ethernet environment that uses cable, a 
collision can be detected anywhere on a segment by all nodes in that segment. 
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Wireless Access Point (WAP) 


The same is not true of a wireless network. Look at Figure 4-20 and compare 

the two networking technologies. In the cable-based network, all nodes are 
connected to the same segment via a hub. All nodes can detect any broadcast that 
takes place. There is no need to broadcast an intention to communicate. 


Figure 4-19. 

A laptop equipped 

with a wireless network 
adapter listens for 
network traffic. If all is 
clear, it sends a request 
to send (RTS) signal to 
the Wireless Access Point 
(WAP). The WAP returns 
a clear to send (CTS) or a 
busy signal to the laptop. 
This process is repeated 
until the laptop is cleared 
to send the data. After 
the data is sent to the 
WAP the WAP sends 

an acknowledge (AWK) 
signal to the laptop. 
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Figure 4-20. 

In an 802.3 network, 
which uses the CSMA/ 
CD access method, all 
computers are wired 
to each other and each 
computer can hear 
traffic on the network. 
There is no need for 

a computer to send a 
signal notifying the 
other computers it is 
about to transmit data. 
In an 802.11 network, 
which uses the CSMA/ 
CA access method, 
computers with wire- 
less network interface 
cards communicate 
within an overlap area. 
A Wireless Access 
Point (WAP) controls 
all communication 
giving permission to 
the individual devices 
to communicate in an 
organized fashion. 
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For nodes to communicate with each other on a wireless network, all nodes 
must be inside the same broadcast area, called an overlap area. See Figure 4-21. 
This is not always possible, especially with mobile devices such as laptops, PDAs, 
cell phones, automobiles, and such. It is not unusual to have a mobile computer 
outside of the normal overlap area. There is also the possibility of mobile users 
moving in and out of the overlap area, further complicating communications. The 
best logical choice of media access for a wireless network is CSMA/CA. 

CSMA/CA is used because of the way wireless networks communicate 
as compared to wired networks. When communicating on a wired network, 


Figure 4-21. 

Overlap area of an ad 
hoc and infrastructure 
wireless network. 
A—For computers in 
an ad hoc wireless net- 
work to communicate 
with each other, all 
computers must be in 
the same overlap area. 
B—In an infrastructure 
wireless network, the 
Wireless Access Point 
(WAP) must be in 

the common overlap 
area of the wireless 
network computers. 
The WAP controls all 
communications. 


Overlap area 


Overlap area 


Wireless Access Point 
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all devices in the same collision domain can hear each other when they are 
communicating. The idea is that each device waits for when the cable is clear 

of communications before it communicates on the cable. When a collection of 
wireless devices are connected as a network, not all devices will always be within 
the range of all other devices. This causes a problem because a wireless device 
may not be aware when other devices are communicating. This is why a wireless 
network system requires CSMA/CA to access the network media, the wireless 
network area. 

CSMA/CA is designed to make the WAP in charge of all communications. 
The WAP permits wireless devices to communicate or denies wireless devices to 
communicate. The WAP is centrally located and can communicate with all the 
devices in the wireless network. The WAP hears all communications. A device 
sitting at the edge of the wireless network cannot hear the devices farthest from 
it, but the WAP can. If CSMA/CD was used as the access method, the devices 
would not take turns as permitted by the WAP and the result would be too 
many communication collisions on the network caused by two or more devices 
attempting to communicate at the same time. 

Adding more Wireless Access Points can expand the geographic area covered 
by a wireless network, Figure 4-22. Connecting several Wireless Access Points with 
cable can also enlarge a wireless LAN. Figure 4-23 shows several Wireless Access 
Points joined by copper core cable. This connection allows multiple Wireless Access 
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Figure 4-22. 


The range of a wire- 
less network can be 
extended by adding 
additional Wireless 
Access Points (WAPs). 
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Figure 4-23. A 

A wireless network can 

be greatly expanded 

by connecting multiple 

Wireless Access Points 

(WAPs) to a cable- 

based Ethernet network 

such as l0BaseT. 
Points to be spread over a large area without the need for overlapping radio signals. 
This type of arrangement is ideal for mobile users. As the user travels through the 
network system with a mobile device such as a laptop, they can access the network 
system from anywhere. For example, a college campus spanning hundreds of acres 
could incorporate a mesh arrangement of Wireless Access Points throughout the 
campus area. A professor or student could use their laptop equipped with a wireless 
PCMCIA card to access the network system from anywhere on the campus such as 
classrooms, the library, cafeteria, a dorm room, or even from outside on the lawn areas. 
New IEEE Wireless Standards 

There are two other major IEEE standards that are directly related to 
vaa wireless technology: 802.15 Wireless Personal Networks (WPAN) and 802.16 


a standard not fully Broadband Wireless Access (BWA). While not adopted at this time, they are still 
developed and worth mentioning since their adoption is anticipated soon. Standards not fully 
adopted as an official developed and adopted as an official standard recognized by IEEE are referred to 
standard recognized as a working group. Titles for the standards being developed always use the term 
by IEEE. working group so people will know that they are under development. 
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802.15 Working Group for Wireless Personal Area Networks is better known 
as Personal Area Networks (PAN) or Wireless Personal Area Networks (WPAN). 
Many of the standards developed here coexist with standards already developed 
and adopted by 802.11 wireless LANs. One of the concerns of 802.15 is the 
compatibility of Bluetooth standards with other mobile communications devices 
such as telephones, portable computers, and personal digital assistants. 

The 802.16 Working Group for Wireless Access Standard is better known 
as Broadband Wireless Access (BWA) or Wireless Metropolitan Area Networks 
(WMAN). The project is concerned with connecting LANs to each other using 
wireless technologies. The work group is hoping to design data rates as high 
as 70 Mbps over distances of over 30 miles. The work group is also attempting 
to expand the radio frequencies assigned by the FCC and radio frequencies 
dedicated to only wireless mesh-type networks, such as wireless MANs. At the 
present time, private companies can achieve high data rates over many miles, 
but there is no single standard that allows devices manufactured by different 
companies to communicate with the other. 


Bluetooth 


Bluetooth is a short-range, wireless system that is designed for 30 feet 
(10 meters) or less. Bluetooth uses 79 channels that use the frequency hopping 
spread spectrum transmission technique, starting at 2.4 GHz. The Bluetooth 
standard was developed separately from the IEEE network standards. It was 
never intended as a networking standard designed to carry massive amounts 
of information. Bluetooth was designed for appliances such as telephones, 
laptops, palm tops, digital cameras, personal digital assistants, headsets, printers, 
keyboards, and mice. 

A Bluetooth network is referred to as a piconet or a Personal Area Network piconet 
(PAN). A piconet is a very small network. Bluetooth became recognized by the a Bluetooth network. 
IEEE organization and was incorporated into the IEEE 802.15 Working Group 
Wireless Personal Area Networks in July, 2004. Bluetooth suffers from the same 
radio interference sources as other 802.11 devices, which are part of the ISM band. 
Bluetooth will not interfere with 802.11b devices when operated in the same 
area because they use different formats for configuring data. In other words, a 
wireless keyboard and mouse based on the Bluetooth standard will not interfere 
with the operation of an 802.11b wireless network. 


Cellular Technology 
Cellular technology is based on radio waves connecting to designated areas a technology based 

referred to as cells. Rather than communicate directly by radio wave from one eee ee 
cell to another, a remote device connects to a radio transmitter/receiver within its necting to designated 
cell. The radio transmitter/receiver communicates to remote cells via microwave areas referred to as 
transmission or telephone lines. In the remote cell, the message is sent toa radio cells. 


cellular technology 
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transceiver/receiver. The radio transceiver/receiver sends, via radio waves, the 
message to the remote device within its cell. See Figure 4-24. 

Cellular technology is responsible for wireless telephone and pager 
technology. The same technology connects mobile and stationary computer 
equipment. A text message can be transmitted to a pager by typing in a message 
using a desktop computer. The message is sent over an Internet connection to a 
mobile telephone switching office. From there, radio microwaves transmit the 
encoded message to the distant pager system. See Figure 4-25. 

Cellular technology supports duplex communications using a device such as 
a personal digital assistant or a palmtop configured for wireless radio services. 


Microwave Transmission and Networking 


The term microwave is used to describe radio waves in the electromagnetic 
spectrum that have a wavelength from 1 millimeter (mm) to 30 centimeters (cm) 
and radio wave frequencies between 1 GHz and 300 GHz. The amount of data 
carried by a radio wave is directly proportional to its frequency. In short, the 
higher the frequency, the more data that can be transmitted in a given period of 
time. The portion of the electromagnetic spectrum identified as microwave is the 
preferred technology used for wireless networking. Its application is described in 
the IEEE 802.11 standards. Microwave radio wave transmission can be broadcast 
directly between wireless devices or routed through satellites orbiting the earth. 

Satellites are often used as part of a WAN distribution. Satellites can offer 
the advantage of providing a wireless network connection to remote or mobile 
locations that cannot be achieved using conventional methods. 

Look at Figure 4-26. The satellite in this illustration is positioned 22,300 
miles (35,880 km) above the earth’s surface and moves at a speed of approximately 
68,000 mph. At this distance, it takes the satellite exactly 24 hours to make one 
revolution around the earth. This time is equal to the time of the earth’s rotation. 
This equality causes the satellite to appear in a stationary position above the 
earth and is said to be in geosynchronous orbit. In other words, the satellite’s. 


Figure 4-24. 
Cellular technology 
communication system. 
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Figure 4-25. 
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geosynchronous orbit speed is synchronized with the earth’s rotational speed. If the satellite were in 


an orbit in which a 
satellite’s rotational 
speed is synchro- 
nized with the 
earth's rotational 
speed, making the 
satellite appear to 
be in a stationary 
position. 


propagation delay 
the time it takes data 
to be transmitted 
from the earth and 
satellite. 


a lower orbit, it would need to move at a much higher orbital speed. This would 
result in the need to track the satellite as it moves across the sky. Tracking a 
satellite in stationary position is easy compared to tracking a constantly moving 
satellite. 

One significant disadvantage to satellite communications is propagation 
delay. Propagation delay is the time it takes for data to be transmitted 
from the earth and satellite. It is caused by the great distance between the 
satellite and earth and can be compared to latency. In the past, the Motorola 
Company attempted to send a large group of 66 satellites into orbit at 
approximately 460 miles (740 km) above the earth to eliminate much of the 
propagation delay. At this height, the propagation delay is significantly 
reduced and is relatively unnoticed by the users. Unfortunately, the project, 
called Iridium, proved too costly and was abandoned before it could be 
fully implemented. 


The term propagation delay is used in satellite transmission in much the same way that the 
term /atency is used for data delay in network systems. 


While the propagation delay that normally occurs is generally short—only 
a fraction of a second—the effect of the delay depends on the type of data 
transmitted. For example, a delay of 250 milliseconds (ms) for a message 
consisting of several pages of text would go completely unnoticed by the end 
user. The same delay for data containing a telephone conversation would show 
slight pauses in the conversation. A series of frames containing millions of bits of 
picture or video data could show serious evidence of the delay. Picture or video 
data needs to be of relatively low resolution to limit the total amount of data 
transmitted. Transmitting high-resolution picture or video data would only be 
practical in half-duplex communication. Full-duplex communication for high- 
resolution picture or video data transmission is not yet practical. There are still 
very noticeable delays in high-resolution, two-way conference calls using satellite 
links in a network. 

For one-way data transmission, buffering techniques similar to the buffering 
techniques used for downloading sound on a slow communications link, such as 
a 56k modem, could be used to prevent jitter in the transmission of the video. But 
this can only be used in one direction. Two-way transmissions in real time could 
not take advantage of buffering to eliminate jitter. Delays of 250 milliseconds (ms) 
or less are tolerable for live telephone conversations and low-resolution graphics. 
Delays above 250 milliseconds (ms) are generally unacceptable. 


Infrared Transmission and Networking 


Infrared transmission is used in point-to-point communications, which are also 
known as direct line of sight. Direct line of sight means that both devices are in direct 
alignment with each other and that there are no objects between the two devices. The 
infrared light beam is positioned to aim directly at the receiving device. Each device 
must be oriented in a position that aims toward the other device. This is one of the 
main limitations to using infrared in networking applications. 
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Infrared is typically used for point-to-point communications between 
two devices such as a personal digital assistant and a desktop computer. 
Infrared point-to-point communications can also be used in place of radio wave 


communication where there might be excessive interference, such as in factory or 
manufacturing settings. 


Advantages and Disadvantages of Wireless Technology 


Wireless technology can be cost effective compared to cable-based network 
media when spanning long distances such as continents or oceans. Spanning 
across a city, a business district, or across a college campus can be difficult and 
expensive with copper-core cable or fiber-optic cable. The installation of landlines 
are not only expensive, they can cause major disruption while digging up 
streets and parking lots for installation. When installing a temporary network, 
wireless technology can be much more cost-effective than remodeling a building 
to accommodate wiring. Wireless technology is most appropriate for mobile 
devices such as pagers, palmtops, communicators, personal digital assistants, and 
laptops. Hand held scanners used to scan bar codes on product packages also use 
wireless technology to transmit data to a computer or cash register system. 

Certain wireless technologies are also affected to various degrees by 
atmospheric conditions such as rain, lightning, fog, and sunspots. The greatest 
disadvantage or concern for wireless technology is security. Network signals 
are transmitted in the open air and are capable of being picked up by an 
unauthorized receiver. Of course, data transmission may be encrypted for 
security, but even the best security can sometimes be compromised. 


Wireless Security 


One major concern of wireless networks is security. Network infrastructures 
designed to use cable are inherently more secure than wireless networks. 

Cable can be installed so that it is physically secured. Cables can be installed 
inside walls, pipes, and locked server rooms. Because cables can be physically 
secured, cabled networks are considered more secure than wireless networks. 
Unauthorized persons cannot readily connect physically to a private, cabled 
network system. Wireless networks, on the other hand, transmit data through 
the air, making it possible for anyone with a standard wireless network card to 
intercept the radio waves. 

Radio waves fill the building areas and areas outside the building. One of the 
most common building materials used today is glass, especially in commercial 
establishments. Windows do not limit radio wave transmissions. Anyone near 
a building that uses wireless devices can easily intercept the wireless network 
signals with a laptop equipped with a wireless network adapter. However, 
security features can be implemented that will secure the transmission. 

This section covers common wireless security features and provides a brief 
overview of wireless security. A more in-depth exploration of security features, 
such as encryption methods, authentication, and security standards are covered 

in Chapter 16—Network Security. 


802.1X Authentication 


IEEE 802.1x is a draft standard for authentication methods for wireless 
networking. It is referred to as a draft standard because it is not complete. The 
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Protocol (EAP) 

an authentication 
protocol used on 
both wired and wire- 
less network systems. 
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802.1x draft standard provides a means for a client and server to authenticate 
with each other. Authentication is typically achieved through the exchange of a 
user name and password based on the Extensible Authentication Protocol (EAP). 

The Extensible Authentication Protocol (EAP) is a protocol used on both 
wired and wireless network systems. EAP ensures authorized access to the 
network system and network resources. The improved version of EAP is called 
PEAP, which represents Protected EAP. 

Figure 4-27 shows the WLAN properties, Authentication page of Windows XP. 
The Enable IEEE 802.1x authentication for this network option has been selected. 
Note the EAP type options, such as Protected EAP (PEAP) and Smart Card or 
other Certificate. Also notice that the computer is authenticated, not the person 
using the computer. A person who has their password compromised could have 
their password used to access a wireless network. However, when configured to 
authenticate the computer, an intruder would have to use the computer to access 
the wireless network. 


802.1X Encryption 


The second feature of the 802.1x standard is a way to hide the contents 
of network packets. Since the packets are broadcast through the open air, 
anyone could capture the packets and inspect the contents using a protocol 
analyzer or packet sniffer. A wireless network encryption key is used as 
part of the mathematical equation (algorithm) to encrypt data that is to be 
transmitted over a wireless network. There will be more about encryption keys 
in Chapter 16—Network Security. 

The packets that are exchanged are encrypted using any one of a number 
of encryption software protocols. To make the encryption process unique to a 
particular network system, a key is used. You can think of a key as a string of 
alpha and numeric characters that feed the random character generator used to 
encrypt the contents of each packet. The only way to crack the encryption would 
be to guess or steal the encryption key. The encryption key can be provided by a 
security service, manufactured into a hardware device, or created by the network 
administrator. 


Figure 4-27. 
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WEAN properties 


Wireless network 
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Figure 4-28 shows the Association page of the WLAN properties dialog box 
in Windows XP. Notice that the wireless network has been identified as WLAN. 
The data encryption protocol selected is WEP. The acronym WEP represents 
Wired Equivalent Privacy. You can see by its name that the Wired Equivalent 
Privacy (WEP) protocol is intended to make a wireless network as secure as a 
wired network. 

Below the Data encryption option is an option labeled Network key. The 
administrator enters the network key into the textbox and then enters the key 
once more in the option labeled Confirm network key. This procedure is repeated 
at other network clients and servers on the wireless network. Each computer 
must use the same key to be able to exchange encrypted data with each other. 

The WEP protocol was followed by an enhanced protocol to improve on 
the security of WEP. The enhanced protocol was introduced in Windows XP 
Service Pack 1 and was called Wireless Application Protocol (WAP). Wireless 
Application Protocol (WAP) combines the authentication method with 
encryption. Both features are incorporated into one protocol. An additional 
improvement is the encryption was made more difficult to crack. WAP 
automatically changes the encryption key with each packet exchanged on the 
network. This significantly improves security by making it harder to crack. 

A variation of WAP is WPA-PSK. WPA-PSK represents Wi-Fi Protected Access- 
Pre Shared Key. WPA-PSK was designed for small-office/home-office (SOHO) 


networks. It is designed to make it easy to configure encryption and authentication. 


WPA-PSK was incorporated into the new Wireless Network Setup Wizard that 
came with Windows XP Service Pack 2. One of the improvements provided by 
WPA-PSK is the ability to automatically generate a new key after a specified length 
of time or after a number of packets are exchanged. Changing keys often improves 
security because the key can be guessed or cracked after an amount of time. The 
following is a sample of what an encryption key might look like: 


mM A1D4FFBB 
E Opensezzime 
E BigDogRunsHere 


Figure 4-28. 
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Wi-Fi Protected 
Access (WPA) 

a standard developed 
to ensure the safe 
exchange of data 
between a wireless 
network and a por- 
table Wi-Fi device, 
such as a cell phone. 


Keys are often referred to as a passphrase by some manufacturers. Also, some 
keys require all characters to be constructed from HEX characters, as in the first 
example. A key constructed from HEX characters typically is difficult to guess. 


Wi-Fi Protected Access 


Wi-Fi Protected Access (WPA) is a standard developed to ensure the 

safe exchange of data between a wireless network and a portable Wi-Fi device, 
such as a cell phone. As the cell phone grew in popularity and technology was 
incorporated to allow the cell phone to exchange data over the Internet, security 
became a concern. To better protect wireless network systems from exposure to 
hackers, viruses, worms, and other problems, WPA was developed. WPA uses a 
set of keys to identify a device and to encrypt the data exchanged. Again, there will 
be more about encryption and authentication in Chapter 16—Network Security. 


Summary 


M Radio wave and microwave transmissions work on the principle of producing 
a carrier wave as the means of communication between two network devices. 

M Modulation is the mixing of two radio signals, typically a carrier wave with a 
data signal. 

MW Infrared is used in line of sight transmissions and is not susceptible to radio 
interference. 


: Æ The FCC regulates the use of the electromagnetic spectrum by assigning 


radio frequencies and maximum power ratings to devices. 


MH A common source of interference for wireless networks is industrial, 
scientific, and medical devices that use frequencies in the same range as 
wireless networks. 

E Two main classifications of antennae based on the shape of the 
electromagnetic wave pattern it produces are directional and omni. 

E Radio waves are electromagnetic waves that cover the 10 kHz to 3,000,000 MHz 
frequency range. 


. E Several transmission techniques are used to communicate between radio 


wave-based network devices: single-frequency, spread-spectrum, and 
orthogonal frequency-division multiplexing. 


M Spread spectrum is the radio transmission technique that subdivides the 
allocated frequency range into smaller units called channels. The two types 
of spread spectrum transmission techniques are frequency hopping and 
direct sequencing. 


M Frequency hopping avoids interference by changing channels while 
transmitting data. 


E Another name for frequency hopping is frequency hopping spread spectrum 
(FHSS). 


@ Direct sequencing consists of 11 overlapping channels of 83 MHz each 
in a 2.4 GHz spectrum. Within the 11 channels are three channels with a 
22 MHz bandwidth. The three channels do not overlap and can be used 
simultaneously. 


E Another name for direct sequencing is direct sequencing spread spectrum (DSSS). 
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a Orthogonal frequency division multiplexing is similar to frequency hopping 
and direct sequencing and employs multiplexing. 

W A Wireless Access Point (WAP) provides a connection between a wireless 
network and a cable-based network. It also serves as the center of 
communications in a wireless network. 


@ A wireless network that contains one or more Wireless Access Points is 
arranged in infrastructure mode. 


MH A wireless network that does not contain a Wireless Access Point (WAP) is 
arranged in ad hoc mode. 

W The IEEE 802.11a standard describes wireless networks operating at 5 GHz 
with a maximum data rate of 54 Mbps. 

M The IEEE 802.11b standard describes wireless networks operating at 2.4 GHz 
with a maximum data rate of 11 Mbps. 

W The EEE 802.11g standard describes wireless networks operating at either 
2.4 or 5 GHz with a maximum data rate of 54 Mbps. 

E IEEE 802.15 standard describes the use of Wireless Personal Area Networks 
(WPAN). 


M Wireless networks specified under the IEEE 802.11 standard use Carrier 
Sense Multiple Access with Collision Avoidance (CSMA/CA) as the media 
access method. 


M Bluetooth is a standard developed by a group of manufacturers to allow their 
devices to interoperate. Bluetooth is recognized by the 802.11 standard and is 
used for short-range data transfer applications using the 2.4 GHz radio band. 


E Infrared is commonly used for point-to-point transmission between two 
devices such as a personal digital assistant and a PC. 


M Satellite communications experience propagation delay because of the great 
distance a signal must travel. 


M Wireless technology can be cost effective compared to cable-based network 
media. 


E A disadvantage of employing wireless technology is security. 


mM A Service Set Identifier (SSID) is similar in function to a workgroup name or 
domain name and must be assigned to a Wireless Access Point (WAP). 


MM Wireless networks are not secure when default settings are used for the 
configuration. 

E Wireless encryption keys should be changed on a regular basis to maintain a 
high degree of security. 


Review Questions 


Answer the following questions on a separate sheet of paper. Please do not 
write in this book. 


1. A(n) is an electromagnetic wave of a set frequency that is used to carry 
data in radio wave- and microwave-based networks. 


2. What is modulation? 


, which generates a carrier wave 


3. A simple radio broadcast consists of a 
anda , which receives a carrier wave. 
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. What is a channel? 
. What are the two major classifications of antennae? 


. Which of the following antenna types is not used in point-to-point links? 


A. Flat panel 
B. Omni 

C. Parabolic 
D. Yagi 


. Which antenna style was developed with aesthetics in mind? 
. What is spread spectrum? 


. The spread spectrum technique that transmits data on multiple channels 


simultaneously is called 


. The spread spectrum technique that transmits data on multiple channels 


sequentially is called _ 


. Why is frequency hopping used? 


. The transmission technique uses the 5 GHz frequency and can achieve 


data rates as high as 54 Mbps. 


. List the frequency range and related power rating of each of the three U-NII 


classifications. 


. What is an SSID? 
. What frequency does the IEEE 802.11a classification specify, and what is the 


maximum achievable distance? 


. What frequency does IEEE 802.11b classification specify, and what is the 


maximum achievable distance? 


What frequencies does IEEE 802.11g classification da and what are the 
related maximum achievable distances? 


. Which media access method does the 802.11 wireless standard specify? 
. What is the difference between CSMA/CA and CSMA/CD? 


. What is the maximum achievable distance of a Bluetooth device? 


technology is based on radio waves connecting to designated areas 
referred to as cells. 


. What is a disadvantage of satellite communications? 
. What is a geosynchronous orbit? 


. What is generally the maximum amount of satellite transmission delay 


acceptable for telephone conversations? 


. What is an advantage of wireless networking? 
. What is the one major disadvantage of wireless technology? 
. What does the acronym WEP represent? 


. Write an example of an encryption key. 
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Sample Network+ Exam Questions 


Answer the following questions on a separate sheet of paper. Please do not 
write in this book. 


XK Network+ 


1. Which IEEE 802.11 standard specifies the requirements for a wireless 
network using the 5 GHz frequency? 


A. IEEE 802.3 
B. IEEE 802.4 
C. IEEE 502 Ula 
i. TEEE'S02.11b 


2. Which media access method is associated with wireless networks? 
A. ARCnet 
B. CSMA/CA 
C. CSMA/CD 
D. Token Ring 
3. Which of the following items is used to connect a wireless network to an 
Ethernet network? 
A. Wireless Access Point 
B. Ad hoc converter 
C. Ethernet converter 
D. Ethernet sequencing device 
4. What would most likely generate radio interference for an 802.11b network 
device? 
A. A cordless phone assigned to work at 2.4 GHz. 
B. Another computer using an 802.11g network adapter card. 
C. A wireless keyboard. 
D. An HP LaserJet printer. 
5. Who is responsible for regulating the electromagnetic spectrum and 
dictating the frequency that is to be used for each group of devices? 
A. The IEEE organization. 
B. The telephone company in the local area. 
C. The FCC. 
D. WECA. 
6. Which item would most likely interfere with the operation of an 802.11b 
wireless network? 
A. Hub 
B. Cordless phone 
C. Incandescent lights 
D. Copier 
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10. 


7, What is the function of an SSID? 


A. To replace the network MAC address. 

B. To encrypt all wireless communications. 

C. To identify the wireless network by name. 

D. To increase the data throughput of a wireless network. 


. Which protocol is used to encrypt data inside packets on a wireless network? 


A. HTTP 
B. SNMP 


CIRIE 


D. WEP 


. Which IEEE standard is used to describe how to achieve secure 


authentication to a wireless network? 
A. 802.3 

B. 802.1x 

C. 802.5b 

D. 802.4a 

Which wireless transmission technique is used to transmit data according to 
the IEEE 802.11b standard? 

A. DSSS 

B. OFDM 

C. Both DSSS and OFDM 

D. Neither DSSS nor OFDM 


Suggested Laboratory Activities 


. Set up an ad hoc network using a PC and a laptop. 


. Set up a two- or three-station wireless network using a Wireless Access 


Point (WAP). 


. Research a particular brand of wireless network device and list the expected 


transmission ranges and related speeds. 


. Transfer data between a laptop and a PC by using an infrared port. 


5. Observe the effect of a variety of materials on a wireless network. For 


example, separate two computers on the wireless network with a wooden 
wall, sheet rock, metal door, or file cabinet. Note the effects on distance and 
data rate. 


. Observe the effect of a common electric drill being operated near the 


wireless network, and then observe the effects of a cell phone or walkie- 
talkie on the wireless network. 
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Interesting Web Sites for More Information 


http://grouper.ieee.org/groups/802/802_tutorials/index.htm 
www.cwtvt.edu 

www.palowireless.com/ofdm/tutorials.asp 
www.proxim.com 
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Wireless technology is ideal for college campuses. It can allow students to access the school network, Internet, and 
mail server from any location on campus, giving students more options on where and how they study. 


Chapter 4 
Laboratory Activity 
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After completing this laboratory activity, you will be able to: 

EW Explain the purpose of a Wireless Access Point (WAP). 

M Identify typical wireless network configuration requirements. 
E Explain the purpose of an SSID. 


E Explain why Wireless Access Point (WAP) default settings do not provide 
security. 


MW Install an 802.11b USB wireless network adapter. 
Install an 802.11b Wireless Access Point (WAP). 


zx 


Introduction 


In this laboratory activity, you will install an 802.b USB wireless network 
adapter into a computer and then install and configure a Wireless Access Point 
(WAP). Wireless devices fall into three categories as defined by IEEE: 802.11a, 
802.11b, and 802.11g. The following table lists the assigned frequency and 
maximum data rate of each. 


IEEE 


Var. Ep ae) A 
| l á M 
WYITEN a g 4 i aft | 


Classificatio 


802.11a: | '5GHa 54 Mbps Not compatible with 

| | 802.11b or 802.11g. ` | 
Pop a de <a | 11 Mbps Compatible with | 
Men aie oi | de | 802.11g. | 
| 802.11¢ | 2.4GHz | 11 Mbps in 802.b mode | Compatible with | 


| 54 Mbps in 802.g mode | 802.11b. | 


These are the maximum data rates designated by the IEEE. Some devices 
have higher, advertised speeds than those recognized by the IEEE classifications. 
Maximum data rates can only be produced under ideal conditions. Ideal 
conditions are when two wireless devices are relatively close to one another, with 
no partitions or other materials between them or radio interference. 

An 802.11g wireless device is compatible with an 802.11b wireless device, 
and vice versa. Some Wireless Access Points are compatible with all three 
classifications. An 802.11g wireless device can achieve a maximum data rate of 
11 Mbps when communicating with an 802.11b wireless device and a maximum 
data rate of 54 Mbps when communicating with an 802.11g wireless device. 
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Windows XP was the first operating system released by Microsoft that came 
with generic drivers and an application program for wireless devices. When 
using the generic drivers and the application program, wireless devices do not 
always work properly or all options are not available. 

Microsoft Windows automatically detects new hardware devices 
when they are installed and automatically configures the device driver if 
it can match a driver to the new device. This means that Microsoft generic 
device drivers for wireless devices are automatically installed when a new 
wireless device is installed. To correct this problem, you should first install 
the manufacturer’s drivers and application program that is supplied on the 
wireless device installation CD. If you are using an operating system that 
does not contain generic drivers, you must use the installation CD from the 
manufacturer. 

Wireless devices can be configured in two different modes: ad hoc and 
infrastructure. When configured in ad hoc mode, the wireless devices are 
free to communicate at will. When configured in infrastructure mode, a WAP, 
wireless switch, wireless router, or a wireless gateway controls all wireless 
device communications. Wireless switches, routers, and gateways typically 
incorporate the access feature. Wireless Access Points are also referred to as 
bridges because they bridge two different network technologies: wireless to 
cable-based. 

All wireless devices of the same manufacturer have the same Service Set 
Identifier (SSID) to make installation easy. The SSID is the name for the wireless 


_ network. It is comparable to a workgroup name. There is no one standard set of 


default settings used by all wireless devices; however, default settings are usually 
the same within a given manufacturer. For example, D-Link uses Wlan or default. 
NETGEAR uses Wireless, and 3COM uses Wlan or 3Com as the default SSID. In 
this laboratory activity, you are directed to use wireless devices from the same 
manufacturer. Be aware, however, that some manufacturers use more than one 
default name. 

Leaving a wireless device set to the default SSID is a high-security risk. 
Anyone with a wireless network adapter can successfully attach to a wireless 
network that is configured with a default SSID. To increase the security, the 


| _ default SSID should be changed. Changing the SSID is covered in later laboratory 


activities. 

The default wireless channel, or dedicated frequency, also varies according 
to manufacturer. In the United States, the FCC has designated 11 wireless 
channels for use in wireless networking. Each wireless network configured 
in infrastructure mode should use the same channel for communication. If 
channels differ between wireless devices, the wireless devices will not be able to 
communicate. 

The configuration settings of a WAP can be accessed and changed from 
a wireless workstation. At the wireless workstation, simply type the assigned 
WAP IP address into the Web browser address bar. For example, if the default 
IP address is 192.168.0.1, enter the IP address into the area you would normally 
type a URL address. A connection should be made automatically. You will then 
be prompted for a user name and password. Again, the user name and password 
is set by default and varies according to manufacturer. In the following screen 
capture, the default administrator user name is Admin. The default user name 


and password can be found in the hardware manual or at the manufacturer’s 
Web site. 
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All manufacturers incorporate a reset button into their Wireless Access 
Points. The reset button is used to reset the configuration to its default settings. 
The reset button resets the SSID, channel, user name, user password, and other 
configuration values to the manufacturer’s original settings. This is an important 
feature to be aware of when performing laboratory activities. The last student 
may have changed the configuration, making it impossible for your wireless 
workstation to access the WAP or connect to the wireless network. 

Before changing any configuration settings, remember to write down all 
changes you plan to make, especially the IP address and subnet mask. After you 
change the configuration, a wireless network adapter will not be able to connect 
to the WAP. You must make similar changes to the wireless network adapter 
configuration. If the wireless network adapter configuration does not match the 
WAP configuration, you will not be able to attach to the wireless network. 


Equipment and Materials 


W 802.11b USB wireless adapter with USB cable, installation CD, and 
installation manual. 

W 802.11b Wireless Access Point, installation CD, and installation manual. 

ME Patch cable. 

m Paper clip. (Used to reset the Wireless Access Point if needed.) 

™ Stand-alone computer running Windows XP SP2. (This lab can also be 
performed using Windows 2000 or Windows 98.) 

E A computer connected to a hub, such as in a peer-to-peer network. The 


computer should be running Windows XP SP2. 


Note: 
Both the USB adapter and the WAP should be from the same manufacturer. If not, 
the default settings may not match and will need to be modified to work correctly. 
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Note: 

All wireless devices should match the same classification, such as 802.114, 802.11b, 
or 802.11g. Remember, 802.11b and 802.11g are compatible. Some Wireless 
Access Points will support all three classifications. Be sure to check the device's 
specifications before setting up the lab. 


You will need the following configuration information before attempting this 
laboratory activity. Record this information on a separate sheet of paper. 
Wireless Network Interface Card 
IP address: 
Subnet mask: 
Default gateway: 


Wireless channel: 


Wireless Access Point 
IP address: 

Subnet mask: 

Default gateway: 

User name: 

User password: 
Wireless channel: 
SSID: 


Note: 

You should review the manufacturer's installation procedures before attempting to 
install any devices or running the installation CD. The manufacturer information 
can be found either on a disc that accompanies the wireless device or on the 
manufacturer's Web site. 


Procedures 
Jl Gather all required materials and report to your assigned 
workstation. 
2. Boot the workstation and make sure it is working properly. 
2 Review the manufacturer's installation manual for the USB wireless 


network adapter. Most manufacturers include a copy of the 
installation manual on the installation CD. Typically, you first install 
the drivers located on the disc that accompanies the USB wireless 
device. After inserting the wireless driver disc into a CD or DVD 
drive, a menu will appear asking if you would like to install the 
drivers, read the manual, or access the manufacturer’s Web site. 


4. Install the USB wireless network adapter into the stand-alone PC. 
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5 After installing the USB network interface card, check if the device 
appears in the Safely Remove Hardware dialog box. To do this, 
double-click the Safely Remove Hardware icon. 


Tea ic — 
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Gus | | 


122 from the pes 


Safely Remove 
Hardware icon 


The Safely Remove Hardware dialog box displays all hardware that 
can be installed and removed while the computer is powered on, 
such as USB devices and PCMCI cards. 
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© ‘Safely Remove Hardware 


Select the device you want to or eject, and then click Stop. When 
$ Se ios you want to unplug or eject top. 
comput 


notifies you that it is safe to do so unplug the device from your 
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6. You can now proceed to assign the IP address, subnet mask, and default 
gateway address to the wireless network adapter. You can configure the 
USB wireless network adapter manually or with a wizard. Typically, the 
wireless adapter installation CD and the Microsoft XP operating system 
contain a wizard. The wizard automatically starts after the USB wireless 
network adapter is detected. 


You can manually configure the wireless network adapter by 
accessing the Wireless Network Connections dialog box. This can 
be accessed through Start | Control Panel | Network and Internet | 
Connections | Network Connections, right-clicking the wireless | 
device, and selecting Properties from the shortcut menu. After the 
Wireless Network Connections dialog box opens, highlight Internet 
Protocol (TCP/IP) and then select the Properties button. In the 
Internet Protocol (TCP/IP) Properties dialog box, enter the IP address 
and subnet mask settings. 

7. Read the installation procedures for Wireless Access Point. 


8. Connect the WAP to the hub with a Category 5e patch cable. 


o Install the Wireless Access Point's power cable. 
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10. View the available Wireless Access Points by opening Network 
Connections in Control Panel (Start | Control Panel | Network and 
Internet Connections | Network connections). Right-click the wireless 
network icon and select the View Available Wireless Networks from 
the shortcut menu. (This feature may not be available if the Microsoft . 
operating system did not configure the wireless network adapter.) 
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The Wireless Network Connection dialog box will display. Notice that the 
SSID of the wireless network is listed under Available wireless networks. 
This dialog box allows you to choose the SSID to which to connect. 
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Wireless Network Connection 
The following wireless network(s) are available. as 
wireless network, select R from the list, and then click Connect. 


wireless network is not secure. Because a network 
authentication or 
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access, 


[Allow me to connect to the selected wireless network, 
even though È is not secure 


If you are having difficulty connecting to a network, click Advanced. 


N Ta 


ye an SSID is not listed under Available wireless networks, make sure the 
WAP and workstation have the same subnet mask. If the default configuration 
of the WAP has changed, you may need to reset it. Use a paper clip to reset the 
WAP. You should typically hold the reset with the paper clip for 3-10 seconds. 
Remember, the power must remain applied to the WAP during this time to enable 
a reset. Removing the power cord and pressing the reset button will not cause 
the WAP to return to the original default configuration. If you cannot establish a 
connection to the WAP, call your instructor for assistance. 


i 
12. 


13. 


{ 
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Note the option labeled Allow me to connect to the selected wireless 
network, even though it is not secure. This feature secures wireless 
networks by not allowing unauthorized access by wireless devices in 
close proximity. For example, two homes, apartments, or offices, very 
close together could easily connect to the other's wireless network. If 
you are having trouble connecting to the WAP, select this option. The 
Microsoft operating system by default does not automatically allow 
you to connect directly to a WAP. 


When you are finished viewing these settings, close the Wireless 
Network Connection dialog box. In the following procedures, you 
will examine the WAP configuration screens and features. 


Note: 
Some Wireless Access Points can be configured through a workstation connected 


to the wired network. Typically, a software program supplied on the installation 
CD is required. 


At the wireless workstation, open Internet Explorer. 


Type the default IP address of the WAP into the Web browser 
address bar. 


Explore the configuration screens and features. Look for where you 

can change the assigned IP address, assign an SSID, and enable 
encryption. The following screen captures show the configuration l 
screens for a D-Link WAP. Your WAP configuration screens will not 
match exactly but will be similar. Most Wireless Access Points have 
similar features. 
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If required by your instructor, change the WAP IP address and 
possibly the subnet mask. Be sure to record the changes. If you do 
not remember the new IP address and subnet mask, you will not 
be able to connect to the WAP later to change configurations. Also, 
change the SSID. Close Internet Explorer when you are finished. 


Open the Wireless Connection dialog box again and click the 
Advanced button. Change the wireless workstation network adapter 
to ad hoc mode and see if you can connect to the WAP. Change the 
wireless channel and see the effect on the connection to the WAP. 
Experiment with other settings. On a separate sheet of paper, list the 
changes that prevent the wireless network adapter from connecting 
to the WAP. Settings that can adversely affect the connection include 
the following: 


@ Subnet mask. 


MW SSID. 
Ns Channel. 
WM Mode. 


INOTE? 

Equipment that uses the same frequencies as the wireless network can affect the 
connection. Such items are cell phones, microwave ovens, walkie-talkies, and 
equipment found in electronics laboratories. Keep this in mind if your lab is 
situated in a school electronics laboratory. 


After completing the laboratory activity, answer the review 
questions. Windows XP has a lot of good information about wireless 
networks in Help and Support (Start | Help and Support). You may 
want to review this information at this time. Use the word wireless in 
your search. 


Return all materials in the condition specified by your instructor. 
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Review Questions 


Answer the following questions on a separate sheet of paper. Please do not 


write in this book. 


1. 


Why is a manufacturer’s installation CD required for the Windows 98 
operating system? 


. Why do some manufacturers request that you use their installation CD 


before installing the wireless device? 


3. What does the acronym SSID represent? 


4, Why do manufacturers use a default SSID? 


5. Why is the default SSID and other default configuration settings considered 


a security risk? 


. What is a channel? 


Why must the channels match between the wireless network adapter and 
the WAP? 


. What configuration settings are changed to the default when the reset button 


on the WAP is pressed? 


. What other device name can be used when referring to a WAP? 

. What other wireless devices incorporate WAP features into the device? 
. Why might a wireless client fail to establish a connection with a WAP? 
. What is the assigned frequency of an IEEE 802.11a device? 

. What is the maximum data rate of an IEEE 802.11a device? 

. What is the assigned frequency of an IEEE 802.11b device? 

. What is the maximum data rate of an IEEE 802.11b device? 

. What is the assigned frequency of an IEEE 802.11g device? 


What is the maximum data rate of an IEEE 802.11g device? 


. Can an IEEE 802.11b device communicate with an IEEE 802.11a device? 


. Conduct an Internet search and locate the default settings for the following 


wireless manufacturers. 


— 
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The palowireless Web site (www.palowireless.com) is a great resource for tutorials on wireless technology. 


Digital Encoding 
and Data 
Transmission 


After studying this chapter, you will be able to: 

Describe how data is represented as binary and digital signals. 

Describe the two modes of transmitting data between two points. 

Explain data integrity inspection using a parity check. 

Explain data integrity inspection using a Cyclic Redundancy Check (CRC). 
Describe the complete data packaging process. 


Explain the difference between connection-oriented and connectionless data 
transmission. 


Explain the difference between packet switching and circuit switching. 


Describe the various data codes such as ASCII, BCD, UNICODE, and 
EBCDIC. 


Describe the structure and contents of a UDP frame. 
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Describe the structure and contents of an Ethernet frame. 
@ Relate digital encoding and data packaging to the layers of the OSI model. 


_ Network+ Exam—Key Points 


Approximately 20% of the Network+ Certification exam is based on basic Network+ 
networking concepts such as those presented in this chapter. For example, pm 

when a protocol is described, it is often referred to as either connection- 
oriented or connectionless, whether it uses circuit switching or packet 
switching sy and which dl A ds the OSI model it is 


` associated with. 


The Network+ Certification exam tests the applicant's ability to under- 
| stand these basic concepts. Review this chapter often as you progress 
through the course in preparation for the Network+ Certification exam. 
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digital encoding 
the conversion of 
data into a digital 
pattern acceptable 
to the networking 
media. 


Key Words and Terms 


The following words and terms will become important pieces of your 
networking vocabulary. Be sure you can define them. 


American Standard Code for 
Information Interchange (ASCII) 

asynchronous transmission 

Binary Coded Decimal (BCD) 


frame 

Hypertext Markup Language (HTML) 
Manchester encoding 

multicast frame 


non-return to zero (NRZ) 

one’s compliment 

circuit switching packet switching 

connectionless communication parity check 

connection-oriented communication port 

Cyclic Redundancy Check (CRC segment 

data encryption synchronous transmission 

digital encoding time period 

encapsulation Unicode 

Extended Binary Coded Decimal unipolar digital signal 
Interchange Code (EBCDIC) virtual network 


bipolar digital signal 
broadcast frame 


Basic terminology about data packaging and transmission is presented. 
Learning this terminology will be beneficial when more specific aspects of 
networking are covered in later chapters. Also, a good understanding of the OSI 
model will help you when you further your networking education by studying 
security concepts, network infrastructure, and IEEE standards. 

The chapter ends with a review of the OSI model and its relationship to 
digital encoding and data packaging. The OSI model is presented using some 
of the terminology you have learned thus far. The OSI model will be referenced 
throughout the textbook as you learn more network terminology and concepts. 
Presenting this material throughout the textbook will enable you to gain a solid 
understanding of the OSI model. 


Digital Encoding and Transmission 


Digital signals are used to transmit data and commands across network 
systems. In the Chapter 2, Network Media—Copper Core Cable, you learned that 
all network communications originate from electronic signals. Electronic signals 
take many forms, such as electrical energy, light waves, radio waves, infrared 
light waves, and microwaves. All of these forms of electronic signals originate 
from digital signals. 

Digital encoding takes place when a network interface card converts data 
into a digital pattern acceptable to the networking media. After the data is 
encoded into a digital pattern, it is placed on the networking media. So that you 
can better understand digital encoding and digital patterns, the digital signal 
will be reviewed. ` 

As you have already learned, a digital signal is an electronic signal that has 
discrete values. Discrete values can be on and off, high and low, or 5 volts and 
0 volts. The waveform of the digital signal is drawn at right angles, resembling a 
series of incomplete rectangles and squares, Figure 5-1. The height, or amplitude, 
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+5 volts 


+5 volts 0 volts 


0 volts 5 volts 


Unipolar Digital Signal Bipolar Digital Signal 


B 


of the digital signal represents the electrical voltage level. In Figure 5-1A, a 
positive voltage of 5 volts is illustrated. The digital signal fluctuates between 
a positive five-volt and zero-volt level. This pattern is similar to a light switch 
repeatedly turned on and off and is called a unipolar digital signal. 

Some digital electronic circuit designs fluctuate between a positive voltage 
level and a negative voltage level. In Figure 5-1B, the digital signal fluctuates 
between a positive five-volt level and a negative five-volt level. This pattern is 
called a bipolar digital signal. 

The examples in Figure 5-1 are not meant to imply that all digital systems 
work at a standard five-volt level. Some systems work at lower voltage levels such 
as 3.3 volts. 

Another important characteristic of the digital signal is the time period. The 
time period represents the rate of recurrence of an expected signal level change. 
The time period used to encode digital data should not be confused with the 
term time period used when talking about frequency or cycles. In the context 
of encoding a digital signal, the time period represents the time period of an 
expected digital wave shape. A digital signal may or may not change within a 
given time period, but a change is expected. In some digital encoding schemes, 
the time at which the digital signal changes voltage levels is important. The 
transition of the digital signal's voltage level may occur at the beginning of the 
time period or at the midpoint of the time period. See Figure 5-2. 

By changing the transitioning pattern and fluctuation pattern of a digital 
signal, many digital encoding schemes can be created. Non-Return to Zero 
(NRZ) is a special classification of digital encoding. Look at Figure 5-3 and 
compare the two digital signal patterns. In the first digital signal pattern, the 
voltage level is restored to zero after the digital pulse. In the second digital signal 


Figure 5-1. 

A digital signal has 
discrete voltage levels. 
Its waveform resembles 
a series of incomplete 
squares and rectangles. 
A—A unipolar digital 
signal fluctuates between 
0 volts and +5 volts. B— 
A bipolar digital signal 
fluctuates between 
+5 volts and -5 volts. 


unipolar digital 
signal 

a digital signal that 
fluctuates between a 
positive five-volt and 
zero-volt level. 


bipolar digital 
signal 

a digital signal that 
fluctuates between 
a positive five-volt 
level and a negative 
five-volt level. 


time period 

the rate of recurrence 
of an expected signal 
level change. 
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Figure 5-2. 

Some digital encoding 
schemes are marked 
by the voltage level 
changing during a time 
period. The voltage- 
level change can occur 
at the beginning of 
the time period or in 
the middle of the time 
period. 
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Figure 5-3. 

The voltage level in 

a digital signal can 
either return to 0 volts 
or not return to 0 volts 
between transitions. 
When the signal does 
not return to zero, it is 
classified as non-return 
to zero (NRZ). 


non-return to zero 
(NRZ) 

a digital signal that 
fluctuates between 
a high voltage level 
and a low voltage 
level and never 
returns to zero volts 
for any measurable 
period of time. 


Manchester 
encoding 

an encoding scheme 
that is characterized 
by a digital pulse 
transitioning during 
the midpoint of the 
timing period. 


+5 volts 
0 volts Voltage level changes to 0 volts 
-5 volts 
+5 volts 
Voltage level swings between 
0 volts +5 volts and -5 volts without 
returning to 0 volts 
-5 volts 


pattern, known as non-return to zero (NRZ), the signal fluctuates between the 
high voltage level and the lower voltage level and never returns to zero for any 
measurable period of time. 

One of the most popular encoding schemes is called Manchester encoding. 
This encoding scheme is characterized by the digital pulse transitioning during 
the midpoint of the time period. Look at Figure 5-4. Note that a binary one is 
represented by a transition from five volts to zero volts in the midpoint of the 
time period. A binary zero is represented by a transition from zero to five volts in 
the midpoint of the time period. 

Digital signal characteristics vary from one encoding scheme to another. The 
selection of the encoding scheme varies according to the electronic characteristics 
designed into the network hardware. Further study into the encoding schemes 
would require more detailed electronics study than this textbook provides. The 
main point to remember is digital encoding happens at the data link layer of OSI 
model. 

Two modes of transmitting data between two points are synchronous and 
asynchronous. In synchronous transmission, the digital signal is synchronized 


Figure 5-4. 
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voltage level during 

the midpoint of the 
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one or zero. 


o lie peo 


Voltage-level ———>- 
transition 


Hy HAY 


Manchester Encoding 


O 1 The direction of the voltage-level 
transition in the middle of the time 
period represents a binary 1 or a 0 


Chapter 5 Digital Encoding and Data Transmission 


with a reference signal to ensure proper timing. The timing of the digital signal 


is extremely important for decoding some variations of digital encoding patterns. 


In asynchronous transmission, no reference signal is present. 

You may be wondering how a digital signal can be decoded without a 
reference signal. A reference signal is not needed if there is a way to determine 
when a byte or stream of data begins or ends. Some data transmission schemes 
use a series of ones and zeros to identify the beginning and end of a byte or 
stream of data. A long period of no digital signal can also be used to signify the 
beginning. Again, there are many different ways the beginning and end can be 
acknowledged. There is no one universal method. The methods with which data 
are encoded vary greatly between the computer bus system, network media, 
telephone signals, radio signals, and such. 


Data Packaging and Transmission 


To send data from one point to another across a network or the Internet, data 
is packaged with extra information to ensure its delivery and integrity. Often 
data is broken into smaller, deliverable pieces. Each piece is called a segment and 
contains information to aid in reassembly. 
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synchronous 
transmission 

a type of transmis- 
sion in which a 
digital signal is 
synchronized with 

a reference signal to 
ensure proper timing. 


asynchronous 
transmission 

a type of transmis- 
sion in which a 
digital signal is not 
synchronized with a 
reference signal. 


segment 

raw data that is 
divided into a 
smaller unit. 


Be aware that many references refer to data segments as packets. 


Sometimes, communication is established between a source and destination 
computer before data is sent. Other times, data is sent without establishing 
communication and without requiring a confirmation of delivery. Data routing 
can also differ among data transmissions. This section describes the components 
involved in data packaging, such as parity checks, segmentation, and 
encapsulation. It also covers communications and routing. 


Parity Checks 


Digital signals can become corrupted for different reasons. Some of the 
causes can be crosstalk, electromagnetic interference, loose connections, and 
faulty and improperly grounded equipment. A parity check is a method of 
verifying the integrity of transmitted data. Look at Figure 5-5A. 


parity check 

a method of verify- 
ing the integrity of 
transmitted data. 
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Figure 5-5. 

To perform parity 
checks, the last bit 
position in an 8-bit 
data transmission can 
be used for the parity 
code. A value of 1 or 0 
in the parity bit may 
indicate odd or even 
parity. 
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Cyclic Redundancy 
Check (CRC) 

a sophisticated data 
integrity check that 
uses complicated 
mathematical algo- 
rithms to determine 
if one or more bits 
are corrupt. 


encapsulation 

the process of adding 
information to a 
segment that identi- 
fies such things as 
the source address, 
the destination 
address, the end of 
the segment, and the 
size of the segment. 
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In the example, one bit in the entire byte has changed from a binary one 
to a zero. The meaning of the byte has therefore been altered. Originally, the 
byte might have represented the letter A, but now it represents the letter R or a 
command such as “end of transmission.” One way to ensure that data sent from 
the source to the destination is intact is to include a parity code with the data. 
For example, rather than eight bits of a byte representing alphanumeric symbols, 
seven bits could represent alphanumeric symbols and the eighth bit could 
represent the parity code. 

Look at Figure 5-5B. In the example, the total number of zeros in the 
data portion of the byte is used to validate data. An even number of zeros 
is represented by a parity code of a binary one. An odd number of zeros is 
represented by a parity code of a binary zero. When the destination receives the 
byte, it compares the parity code to the number of binary zeros to tell if the data 
has been corrupted. If the data is corrupted, the destination rejects the data and 
requests the data be resent. 


Cyclic Redundancy Check (CRC) 


A Cyclic Redundancy Check (CRC) is based on the same principle 
for error detection as the parity check. However, the CRC is a more 
sophisticated check. The main problem with the parity check is if an even 
number of bits is corrupt, the corruption goes undetected. The CRC uses 
complicated mathematical algorithms to determine if one or more bits 
are corrupt. A CRC can detect the corrupted bit and correct it without 
requiring the data be retransmitted. The only drawback is a CRC requires 
more data to be sent. The extra data is the parity code. This slows the data 
transmission rate. Still, the CRC is a popular method of verifying data. Itis 
incorporated into many different network protocols when data integrity is 
critical. 


Segmentation and Encapsulation 


Unless the amount of data transferred between two points is small, the 
data needs to be divided into smaller units, called segments. After the data 
is divided into segments, it is encapsulated. Encapsulation is the process of 
adding information to the segment that identifies such things as the source 
address, the destination address, the end of the segment, and the size of the 
segment. 

Figure 5-6 shows the complete data packaging process, from raw data 
(text file, sound, or graphic) to digital signals. Raw data is first broken into 
segments. Segment size is determined by the networking technology, such 
as Ethernet or Token Ring, and the networking protocol, such as IPX/SPX or 
TCP/IP. The segmented data is then encapsulated into packets. Packets of data 
contain additional information needed to deliver the segments. This additional 
information is called the network header. The network header contains a source 
and destination address. Other additional information that can be added to 
the packet is error-checking codes. Error-checking codes ensure the packet is 
delivered without a distorted data signal. 

Packets are limited to traversing only LANs. Since the data will be sent 
across the Internet, it is further encapsulated, or framed. A packet that is 
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Figure 5-6. 


Data packaging process. Raw data is broken into segments (step 1). The segments are encapsulated into packets (step 2). The 
packets contain extra information such as source and destination addresses and error-checking codes. Since the data in this 
example will travel the Internet, the packets are encapsulated into a frame (step 3). The frame contains extra information 
needed to navigate the Internet. The frame is converted into binary code (step 4). The binary code is converted to digital 
signals and placed on the network media (step 5). 
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encapsulated with information needed to travel the Internet is called a frame. frame 

The frame contains additional information such as an Internet address. An a packet that is 

Internet address is different from a machine (MAC) address. The machine encapsulated with 

address is sufficient when delivering data on a LAN. information needed 
After the packet has been encapsulated, the frame is converted into to travel the Internet. 


binary code. The binary code is then converted to digital signals. The entire 
series of frames is placed on the network in the form of digital signals and is 
transmitted to the destination computer. The destination computer removes 
the information that is no longer needed, such as the destination address, 
and reconstructs the entire message by placing the packets into their proper 
sequence. Error checks are also performed to ensure the data has not been 
corrupted. 

This explanation and Figure 5-6 is a generic example of how data is 
transmitted between two computers. Encapsulation varies depending on which 
technology and protocols are used. More information will be provided as each of 
the protocols are explored and explained. 

The terms segment, frame, data gram, protocol data unit (PDU), and packet are 
often used interchangeably when discussing blocks of data. You can think of all 
of the terms as units of data transferred between two points. The ISO tends to 
use the term PDU when discussing data packaging. When discussing TCI/IP, 
the terms packet and frame are often used with packets described as fitting inside 
a frame. The term PDU is the most technically correct term, but it is awkward 
to use in conversation. Consequently, technicians tend to use the term packet to 
collectively represent all types of data units. 

Many times it is acceptable to use any of the terms when discussing network 
data, but at other times, it is more important to be precise. Correct terminology is 
especially important when explaining protocols, OSI layers, and certain types of 
network equipment. 
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connection-oriented 
communication 

a type of connection 
in which com- 
munication is first 
established between 
the source and 
destination comput- 
ers before data is 
transmitted. 


connectionless 
communication 

a type of connection 
in which data is 
transmitted to the 
destination without 
first establishing a 
connection. 
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Network+ Note: 
Data packaging terminology can vary a great deal from one manufacturer to 
another. For example, one manufacturer may refer to the entire encapsulation | 


process as framing, while another may break it down into different and distinct 
stages. When studying for the Network+ Certification exam, remember that 


CompTIA certifications are vendor-neutral and use generally accepted terms 
like those used in this textbook to describe various technologies. 


If you are planning to take a certification exam for a specific networking 
technology, such as Nortel, Microsoft, or Novell, it is best to become familiar 
with the specific vendor’s terminology. Many of the mentioned companies 
provide a vocabulary listing on their Web site. 


Connection-Oriented and Connectionless Communication 


Communication between two computers can be classified as connection- 
oriented or connectionless. In connection-oriented communication, a connection 
is first established between the source and destination computers before data 
is transmitted. After the data is transferred, the connection is terminated. In 
connectionless communication, the data or commands are sent without an 
established connection. After the data is transferred, there is no need to terminate 
or release the connection. See Figure 5-7. 

A protocol can be described as either connection-oriented or connectionless. 
IP is a connectionless protocol. It simply moves data from point A to point B. IP 
does not verify the delivery of the data. In contrast, TCP is a connection-oriented 
protocol. It verifies a connection before transmitting data and then terminates the 
connection when the data has been transferred. The best of both protocols is used 
when using TCP/IP in WAN communications. A connection is first established 
with the TCP protocol. Next, data is transferred with the IP protocol. After all 
data has been transferred, the connection is terminated with the TCP protocol. 

Connectionless protocols are used to transfer audio or video data. Time is 
very important when conducting a conversation, and the fastest protocols for 
transferring data are connectionless. A connection-oriented protocol would 


- slow the transfer of voice data since every frame of voice data would have to be 


Figure 5-7. 
Connection-oriented 
communication 
establishes contact with 
the destination before 
sending data. Connec- 
tionless communication 
simply sends the data 
and does not bother to 
verify if the destination 
is there or if the mes- 
sage was received. 


Are you there Maddie? 
———— 


Yes. I’m here and ready 
for your message. 
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Connection-Oriented Communication 


Here is a letter to read 
when you have time 
Maddie. Bye. 
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Connectionless Communication 
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verified. A connection-oriented protocol is used first to verify the destination of 
the call. A connectionless protocol is used to transfer the voice data. There is no 
need to verify that each packet of voice data has been received since it is assumed 
the connection will last through the entire conversation. If a packet is lost and 
does not reach the destination, a simple “What did you say?” will cause the 
sender to regenerate the lost data. 

Commands can be sent between two computers with the UDP protocol. UDP 
is a connectionless protocol that requires minimal system resources. Think of a 
connectionless protocol as one that makes its best effort to send a command or 
data to a destination but has no way of guaranteeing its arrival. A connectionless 
protocol typically depends on reliable equipment such as a dedicated line to 
ensure delivery. 


Network+ Note: 


It is common to see a question on the Network+ Certification exam that 
identifies connection and connectionless protocols. Try to remember that IP 
and IPX are connectionless protocols. TCP and SPX are connection-oriented 
protocols. a a Ee A a cat 


Circuit Switching/Packet Switching 


Two main categories describing the way data are routed between two 
points are packet switching and circuit switching. Circuit switching establishes 
a permanent connection between two points for the duration of the data 
transfer period. For example, when you use a telephone modem to connect to 
an Internet service provider, the connection is circuit switching. The telephone 
line connection is a permanent connection between the telephone modem 
and Internet service provider. Other types of telephone lines that use circuit 
switching are ISDN, ATM, and T1. When you think of circuit switching, think of 
a permanent or dedicated line. 

Packet switching does not use a permanent connection. Packet switching 
breaks the data transmission into smaller parts called packets. Each packet has a 
source and destination address and a sequence number attached to it. You could 
say each small unit of data is encapsulated into a packet that contains source 
and destination addresses and a sequence number. The Internet uses packet 
switching to send data between two points on the Internet such as a home user 
and a Web server at a remote location. When a Web page is downloaded from the 
remote site to the home computer, the Web page is broken into smaller packets. 
The packets are sent out onto the Internet and may each take a different route to 
their destination, Figure 5-8. 

When packets travel across the maze of communication lines, many different 
factors can delay the packets, such as heavy traffic conditions in the different 
communication lines. The amount of traffic in each of the many communication 
lines constantly changes. Also, a communication line could be rendered unusable 
during transmission due to a lightning strike, maintenance, or equipment failure. 
The arrival time of the transmitted packets could be out of sequence due to the 
unforeseen circumstances. Sequence numbers included with the packets help to 
reconstruct the data. The sequence number also identifies missing packets that 
may have been destroyed en route to the destination. Some examples of packet 
switching technologies besides the Internet are FDDI, frame relay, and Ethernet. 
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circuit switching 

a type of tfansmis- 
sion which estab- 
lishes a permanent 
connection between 
two points for the 
duration of the data 
transfer period. 


packet switching 

a type of transmis- 
sion which does not 
use a permanent 
connection between 
two points for the 
duration of the data 
transfer period. 
Packets may travel 
different routes to 
the same destination. 
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Figure 5-8. 

The Internet is an 
excellent example 

of how data transfer 
is based on packet 
switching. The 

total amount of 

data is divided into 
packets that may take 
different routes to their 
destination. 
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Data Codes 


There are many different coding standards, or data codes, for representing 
the written word. There are also many standards used for representing images, 
audio sound, and multimedia. Some you may be familiar with include JPEG, 
BMP, GIF, TIFF, and MPEG. Data codes must be converted for data exchange 
to take place. In the OSI model, this is addressed at the presentation layer. For 
example, a typical computer using ASCII and an IBM mainframe computer 
using EBCDIC cannot understand or decipher an exchange of information. The 
two encoding schemes must be converted so that the systems can understand 
the data when it is received. The most commonly encountered data codes 
are ASCII, BCD, EBCDIC, and UNICODE. Each of these data codes will be 
briefly introduced. Remember that in the OSI model, the presentation layer is 
responsible for putting the data into a format that is agreed on by the source 
and the destination. 


- ASCII 


The American Standard Code for Information Interchange (ASCII) was an 
early attempt to standardize data codes. Look at the table of the ASCII character 
set in Figure 5-9. Note that 32 codes are command codes and 96 represent 
characters found on a standard keyboard. There is an additional 128 symbols 
not shown in the figure that are operating system dependent. Operating system 
dependent means that the additional symbols are not standard but rather can 
only be interpreted by a specific software program. If the data file is opened by 
the wrong software application, the symbols are incorrectly interpreted and the 
result is unintelligible. The additional symbols represent such items as fractions, 
foreign letters, special symbols, lines, and more. The upper 128 characters are 
not standard. Also note that an ASCII symbol does not indicate font attributes 
such as size, shape, color, or spacing. ASCII characters interpreted by a software 
application such as Microsoft Word or Word Perfect can represent these 
additional attributes. 

ASCII files are sometimes referred to as plain text files. They contain no 
special alphanumeric enhancements such as bold, italic, or underline. The ASCII 
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file format is the most easily exchanged file format used by word processing 
programs. ASCII uses eight bits to represent individual characters. The bit pattern 
represents the digital pulses used to encode data as alphanumeric characters. 

In the early days of computing, there were many problems because of a lack 
of standard encoding patterns. Many times an encoding pattern was proprietary. 
The hardware and software had to be purchased from the same vendor and 
may have been incompatible with other software programs or hardware 
devices. Today, some problems are encountered when exchanging text files. Two 
different versions of the same word processing software may not be compatible. 
Incompatibility may cause the file not to open when prompted. A good way to 
ensure a text file can be exchanged between two different systems is by saving 
the file as an ASCII file or as a plain text file. Figure 5-10 shows some of the 
options for saving the text file Chap 5 Encoding and Transmitting Data.doc. Note that 
the Text Only (*.txt) option is selected. 
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Figure 5-10. 
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BCD 


Binary Coded Decimal (BCD) is a binary number format in which each 
number is represented as a four-digit binary code. For example, the three groups 
of four binary digits 0010 0011 1001 represent the decimal numbers 2, 3, and 9. 
The BCD is used only for numerical applications. 


EBCDIC 


Extended Binary Coded Decimal Interchange Code (EBCDIC) is an IBM 
character code similar to ASCII. EBCDIC is pronounced as “ebb si dik.” It is 
widely used on IBM mainframe computers. See Figure 5-11. 


Unicode 


Unicode is similar in principal to ASCII but uses 16 bits to represent 
individual characters. By using 16 bits for each character, over 65,000 possible 
characters can be represented. This may seem like an extreme number of 
possibilities when thinking in terms of the English alphabet, but languages, such 


- as Chinese, that rely on symbols require many more possibilities than the typical 


8-bit ASCII code pattern will produce. There are also many characters that are 
unique to the various languages around the world, such as Russian, Hebrew, 
Tibetan, Mongolian, and Cherokee, which require extra bits. Unicode is also used 
in bar codes for scanning merchandise and in Braille for the blind. 

Look at the various groups of Unicode listed in Figure 5-12. The Unicode groups 
Thai and Lao represent the Thai language symbols and the Laotian language symbols 
respectively. The references to CJK represent a joint collection of symbols used by 
China, Japan, and Korea. The Unicode collection represents over 96,000 symbols. 
To learn more about Unicode visit the Unicode Web site at www.unicode.org. 


HTML 


Hypertext Markup Language (HTML) is an authoring language used to 
create documents that can be downloaded from the Internet and viewed by a 
Web browser. Part of the HTML language is a standard set of color codes. The 
color codes are inserted into the coding of a Web page. When a Web browser 
interprets the page, the color code is translated into the color the code represents. 
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EBCDIC character set. 


Figure 5-11. 
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Figure 5-11. 
(Continued.) 
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protocol determines how data and commands are structured into packages 
such as packets and frames. Many pieces of information have to be built into 
each packet, such as the source and destination address and the data field 

size. Many different protocol data structures are used to communicate across 
networks. The exact protocol data structure is determined by the purpose of the 
communication (such as commands, text file transfer, and multimedia transfer) 
the type of network architecture (such as Ethernet, and Token Ring), and the 
use of specialized equipment and media during the transfer (such as telephone 
lines, modems, and routers). For example, Ethernet, Token Ring, Wireless, and 
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Figure 5-12. 
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Figure 5-14. 
UDP frame. 


FDDI use different frame formats to match the technology. The PPP protocol is 
designed to establish telephone modem connections. Network protocols such as 
Ethernet and Token Ring can transport other protocols. For example, a TCP or 
UDP protocol packet is typically carried inside an Ethernet protocol frame. 

To help you better understand the concept of protocol data structures and 
how data is encoded into packets, we will first look at how a simple UDP packet 
is constructed. Afterwards, a more complicated protocol will be presented as a 
comparison. 


UDP Frame Structure 


The User Datagram Protocol (UDP) is relatively compact and simple 
in design. It contains the data to be transferred, the destination and source 
information, the length of the packet, and a method to check for errors. Look at 
the illustration in Figure 5-14. 

The first 16 bits (two bytes) of the packet identify the source port. The 
source port is the port from which the UDP originated. A port is a number 
that represents a logical connection and matches a service with a computer. A 
computer uses many different port numbers when communicating. For example, 
the common port number for the HTTP service is port 80. There will be a much 
more detailed explanation about ports later in the textbook when discussing the 
TCP/IP protocol. 

The second 16 bits contains the destination port, which identifies the port 
to which the UDP is being delivered. The third 16 bits indicate the length of 


` the entire UDP packet so that the destination can be sure the entire message 


or data package was delivered. Next, a 16-bit checksum block of information is 
included. The checksum is similar to the CRC discussed earlier. It uses a digital- 
based mathematical calculation called one’s compliment to check for errors or 
corruption. The last block of information contains the actual data. 


Ethernet Frame Structure 


Four types of Ethernet frames exist in networking technology: Ethernet 
II (DIX), IEEE 802.2, IEEE 802.3, and Ethernet SNAP. The Xerox Corporation 


_ developed the original Ethernet standard in the early 1970s. In 1982, companies 


such as Digital Equipment, Intel, and Xerox joined to develop another release of 
Ethernet known as DIX (Digital, Intel, Xerox). The DIX Ethernet frame format 
became better known as Ethernet II. 


16 bits 32 bits 


Data 
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The Institute of Electrical and Electronic Engineers (IEEE) developed and 
released their first standard for Ethernet in 1985. The standard is called IEEE 
502.3: Carrier Sense Multiple Access with Collision Detection (CSMA/CD) Access 
Method and Physica] Laver Specifications. It is interesting to note that IEEE 802.3 
CSMA/CD is the technically correct terminology for the type of media access 
described, and the term Ethernet and 802.3 has become the generally accepted 
term meaning the same as CSMA/CD. 

The Ethernet II frame type was developed before the release of the IEEE 
502.3 CSMA/CD standard. Consequently, there are two different frame types. 
While the two frame types Ethernet II and 802.3 are generally compatible, there 
is no guarantee of full compatibility. Network interface cards are usually set to 
automatically detect the frame type broadcast, but the network interface card can 
be configured to accept a specific frame type to improve network performance. 

The default frame type associated with the IPX/SPX protocol is 802.3. 
Ethernet SNAP is a modification of the original 802.3 and Ethernet II frame types. 
We will now look at two common frame types you will most likely encounter. 

A study of frame differences will help you better understand the compatibility 
issues that exist between different systems. Look at Figure 5-15. 

You will notice that the two frame types, Ethernet Il and 802.3, are similar 
in construction. In fact, both frame types can coexist within the same network. 
However, there is no guarantee that the two frames can be used to exchange 
information compatibly. This is due to the slight variation in frame construction. 
This variation exists in the length of the preamble fields. 

The preamble is used to identify and synchronize the start of the frame. It 
consists of a series of alternating ones and zeros and ends with a series of steady 


Figure 5-15. 
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Preamble: Identify and synchronize the start of frame. 

Start Frame Delimiter (SFD): Indicates the start of frame with 
a one-byte binary pattern in an 802.3 frame. 

Destination address: Where the data is being sent. 

Source address: Where the data is coming from. 

Type: Which upper layer provides guaranteed delivery. 

Length: The length of the data field. 

Data: The data being transmitted. 

Frame Check Sequence: Ensures data integrity. 
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broadcast frame 

a frame intended for 
every computer on 
the network to read. 


multicast frame 

a frame intended for 
a preselected number 
of computers, such as 
a specific workgroup. 


ones. The start frame delimiter (SFD) in the 802.3 frame follows directly behind 
the preamble. Prior to Ethernet frame version IEEE 802.3, the SFD and preamble 
were combined. In the IEEE 802.3 frame, the SFD indicates the actual start of the 
frame information by using a one-byte field consisting of the following binary 
pattern: 10101011. 

The preamble is followed by the destination address. In the Ethernet II and 
802.3 frame types, there is a slight variation of the initial bits in the destination 
field. The variations in the binary pattern are used to indicate if the intended 
destination is multicast (a group of computers) or unicast (only one computer). The 
remaining destination field identifies the MAC address of the computer or device. 

It is important to note that a frame containing only the MAC address can 
only be used for a LAN. To transmit the Ethernet frame to a distant network 
or across a WAN, additional destination information needs to encapsulate the 
frame. The Ethernet frame must contain both the source and destination IP 
addresses. The Internet is a WAN connected via routers. Routers are configured 
to recognize IP addresses, not MAC addresses. The router selects the proper route 
for the packet based on the IP address contained in the Ethernet frame. This is in 
contrast to NetBEUI, which does not use IP addresses to locate the destination. 
NetBEUI uses the name assigned to the destination and the MAC address. Since 
NetBEUI does not use IP addresses to identify the destination and source, a 
router cannot route NetBEUI transmissions. 

Another point of interest is that when the destination address is filled 
with all ones, it becomes a broadcast frame. A broadcast frame is intended for 
every computer on the network; whereas, a multicast frame is intended for a 
preselected number of computers, such as a specific workgroup. Ethernet is also 
described as broadcasting to every network interface card on the network with 
each frame it sends. This type of broadcasting is different than that described 
in the broadcast frame. When described as broadcasting, Ethernet frames are 
broadcast to every network interface card, but only a network card that matches 
the MAC address indicated in the destination field receives the frames. If the 
destination field does not match the MAC address of the network interface 
card, the frame will not pass through to the computer. The exception is when a 
broadcast frame is used. 

Another difference between the two frame types is the type and length 
fields. The original Ethernet II frame was designed not to perform error checking 
at the data link layer. Since the original Ethernet II was not intended to perform 
data error correction at this level, the type field was used to indicate where error 
correction would occur. In other words, it identifies the upper layer of the OSI 
model that is responsible for checking damaged frames. 

In the 802.3 frame, the length field exists in place of the type field. The 
length field indicates the total length of the frame (not including the preamble). 
This information is used to perform error checking at the data link layer rather 
than pass the responsibility to upper level layers of the OSI model. This is a 
fine example of how variations of network technology can occur because of 
developments in technology. 

The data field contains the data, such as text, graphics, or sound, which 
is to be delivered to the destination. The two frames have identical data field 
maximum and minimum lengths. 

The Frame Check Sequence (FCS) field is used to determine a successful 
delivery of the frame. The data link layer does not perform the check. Rather, an 
upper-level layer in the OSI model uses the FCS to verify the frame’s integrity. 
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As you can see, the two Ethernet frames are very similar, but there are 
sufficient differences in the way the frames are constructed. These differences can 
cause compatibility problems due to variations in software programs written to 
use information contained in the frames. Most network interface cards have an 
auto-detect function to identify which type of Ethernet frame is being used. Auto 
detect is usually the default selection. However, you can improve the performance 
of a network if you know the exact frame format used. The exact frame format can 
be set in the network card configuration dialog box. See Figure 5-16. 

The NWLink IPX/SPX/NetBIOS Compatible Transport Protocol dialog box only 
appears in the properties for the network interface card when the network interface 
card is configured for IPX/SPX compatibility. In Figure 5-16, you can see the four 
Ethernet frame types associated with Novell Netware IPX/SPX operating system. 
Also, notice that the Auto Detect option is the default setting. When the Auto 
Detect option is selected, the network interface card will automatically detect and 
configure the correct Ethernet frame type for the network. 


Data Encoding, Transmission, and the OSI Model 


The OSI model is used as a reference to determine how data can most 
effectively be transferred between networks. It is specifically designed for 
communications across WANs and MANS. LANs did not need a complex model 
when they were first developed. They were, in fact, proprietary in nature since 
communications were limited to nodes only on the local network. The network 
operating system could handle all that was required for identification, packet 
size, media access, security, and such. However, as the Internet grew, it became 
apparent that many different operating systems, networking devices, and media 
were going to be used to support communications. Some sort of standard or 
model was needed to help programmers and manufacturers design systems and 
computer programs to support the vast array of network technologies. 

The OSI model is sometimes referred to as the protocol stack because it is, 
in essence, a stack of protocols. Various protocols are associated and designed 
to work at different levels of the OSI model. Some protocols are designed to 
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Figure 5-16. 
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work with specific types of media, some are designed for security, and others 
are designed to encapsulate various types of data such as text, audio, or video. 
The exact protocol needed is determined by the type of media and networking 
devices used, the nature of communication, and the type of data sent. 

For example, you may use the Internet to access information on a distant 
server. As the signal travels between your computer and the remote server, it may 
pass through a maze of telephone exchanges, fiber-optic cables, wireless satellite 
connections, microwave stations, and such. It may also pass through multiplexers, 
switches, routers, and such. As the data passes through various network media 
and devices, the data is packaged to match the technology it encounters. This is 
all done at remarkably high speeds. 

When negotiating a connection, the protocol used for making the initial 
connection may be different from the protocol used to transfer the data. For 
example, the Point-to-Point Protocol (PPP) may be used to initially attach to an 
Internet service provider through a telephone modem. After the connection is 
established, IP and UDP are used to make a connection at the distant site. After 
the connection is established, IP and TCP may be used to transfer the data. As 
you see, no one protocol is used. 

As data moves through the layers of the OSI model, each layer is responsible 
for a specific aspect of communication. In other words, each layer has a different 
set of responsibilities. The following sections present an overview of how 
communication takes place at each layer of the OSI model. Figure 5-17 provides a 
summary of each layer’s function. 


Application Layer 

The application layer is where the user interfaces with network operating 
system. The application layer is at the top of the OSI model and is the start 
and the final destination of all data communications. When a user generates a 
request, such as to connect to a Web page, the request is packaged, sent down 
the protocol stack to the physical layer, and sent across network media to the 
destination computer. At the destination computer, the request enters the 
physical layer and is sent up the protocol stack to the application layer. The 
data is finalized in the appropriate form, such as displaying the Web page. The 
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Figure 5-17. 
OSI layer and 
functions. 
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i Encapsulates packets for routing. ii 


Datalink. © | Converts frames or packets into electronic signals and 
places them on the network media. 
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application layer is associated with applications such as Web browsers and e-mail. 
The application layer also starts the file transfer mechanism associated with 
specific operating systems. 


Presentation Layer 


Data at the source computer leaves the application layer and enters the 
presentation layer where the raw data is packaged into a universally agreed on 
form. The data byte order must be agreed on and presented in the same manner. 
For example, most computer system CPUs are one of two types: Intel or Motorola. 
The familiar Pentium processors are manufactured by Intel and the Apple Mac 
CPU is manufactured by Motorola. Mainframe computers are constructed from 
both. The two different CPUs write data in opposite order. The order of data 
written into the packets must be agreed on and presented in the same fashion; 
otherwise, the data will not be interpreted correctly. If all the hardware and 
software in the network were exactly the same, there would be no need for a 
presentation layer. Data encryption also takes place at the presentation layer. 
Data encryption is the encoding of data based on a mathematical formula, which data encryption 


converts the original data symbol into another symbol. the encoding of data 
based on a math- 
Session Layer ematical formula, 
i E s T which converts the 
The session layer establishes a dialog between the source and destination original data symbol 
computers. It is easier to visualize the session layer as a negotiation rather into another symbol. 


than as a layer. The session layer negotiates decisions about how data flow 

is controlled and how a session ends. It decides on whether the destination 
computer needs to confirm that the data has been received or if the data will 

be sent without requiring a confirmation of its arrival. For example, video may 
need to be sent in one continuous flow to preserve the quality of the audio, such 
as in a telephone conversation. Confirming the arrival of each packet would 

not be possible. Sending an illustration or digital image, may require that each 
packet not only be confirmed but also that it be assembled in correct order so 
that the image is not distorted. 


Transport Layer 


The transport layer is responsible for the flow of data to and from the 
destination computer. The source and destination computers decide on an 
appropriate amount of data that can be sent at one time. They also identify 
if the data needs to be transmitted in sequential order or if a simple one- 
packet transmission is enough. For example, a large block of data may need 
to be segmented. Each segment would need a unique number assigned to it 
to ensure that it is assembled in the correct order. A simple authentication, 
which consists of a user name and password to access the destination 
computer, may only require one frame. Thus, one frame would not need to be 
assigned a sequence number. 

The transport layer is also responsible for overseeing that the complete data 
package reaches the destination computer. When a large block of data is divided 
into many segments, it is most likely that a form of response will be needed. 

A response, such as a UDP packet, is sent from the destination to the source 
computer confirming that the packets were received and that the next group of 
packets may be sent or that all of the data has been received. 
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Network Layer 


The network layer provides a means of routing data packets across a WAN 
or MAN. For example, sending a data packet across a LAN only requires the 
destination computer’s address. This means the name of the computer or the MAC 
address can be used to identify the destination. When sending a data packet across 
a WAN or MAN, the packet must be encapsulated with an additional address. The 
MAC address and computer name is not a practical solution. A more precise address 
is required to negotiate a route across the Internet, specifically an IP address. Each 
packet of data must be repackaged according to a protocol standard such as TCP/IP. 
The protocol used depends on the need for verification of the delivered package. You 
should recall that the IP protocol does not require verification and is a connectionless 
protocol. TCP requires verification and is called a connection-oriented protocol. 

It is at the network layer that data packets are turned into frames. The frame 
terminology comes from the fact that the network layer surrounds the data 
packet with a frame that can navigate across routers. Routers use IP addresses to 
transfer frames to their destination. 


virtual network The network layer is also responsible for virtual networks. A virtual network 
a logical network is a logical network within a LAN. Virtual networks are created to help eliminate 
within a LAN. collisions, thus increasing the bandwidth capabilities of the LAN. A virtual 


network is typically created in a LAN to reduce the number of collisions. 


TCP/IP was originally designed to communicate over the Internet connecting millions of 

cow computers to each other. Originally LANs used proprietary protocols to communicate. 

“i Today TCP/IP is the default protocol used to communicate over LANs and the Internet. 
TCP/IP is covered in detail in Chapter 11—TCP/IP Fundamentals. 


Look at Figure 5-18. Two virtual networks have been created with a router. 
The physical network consists of six computers; however, the router creates two 
separate virtual networks. The router constructs a database of all connected devices 
by IP address. After all devices have been identified, the router can be programmed 
to limit packet broadcasts to only the devices identified or grouped together by IP 
addresses. In the example, two computers are grouped as virtual network A and 
four computers are grouped as virtual network B. Since broadcasts are limited 

` to the designated virtual networks A and B, communications is limited to these 

networks. The two networks are not aware of each other. The router can also be 
programmed to allow communications beyond the virtual network. 

This same type of virtual network can be created using a switch. A layer 2 
switch creates networks based on MAC addresses. Remember, a layer 2 device 
operates at the data link layer. 


am Network switches have become more complex as networking science has evolved. 
Switches are classified as layer 2, layer 3, and layer 4. 
radi" Tip a : 


While the intent of the OSI model is to make data packaging appear as a 
precise sequence of operations, data packaging flows more freely. For example, 
if data is sent to a destination on a LAN and does not require an IP address, 
the network layer is not really needed. The data is passed through to the data 
link layer. The data link layer will have enough information to deliver the data 
package to the final destination on the LAN. 
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Figure 5-18. 
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Data Link Layer 


The data layer converts the data package into electrical pulses and places 
them on the network media. The data link layer is subdivided into the logical 
link control (LLC) sublayer and the MAC sublayer. At the MAC sublayer, the data 
code is converted into electrical pulses. 

The MAC sublayer is not only concerned with how the data is encoded, but 
also with the type of topology and cable used. For example, it decides if the data 
frame needs to be converted for an 802.11 (wireless) network or an 802.3 10BaseT 
network. 

The LLC sublayer is only interested in getting the data to the destination on 
the LAN. The LLC sublayer uses the MAC address to address the packet. 


In an ARCnet network, a number from 1-255 is assigned to each network interface card. 
The LLC uses this number to address the packet. 


If data is to be sent across a WAN, the data link layer sends the data to the 
appropriate router. The router forwards the package based on the IP address 
inside the package. The router does not need the MAC address to deliver the 
data package. 

The data link layer, like the transport layer, is responsible for error checking. 
However, at this level, the error checks are based on the binary coded digital 
patterns. Checks such as parity are made to detect missing binary information. 
CRC checks are also performed at the data link layer. 
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= Network+ Note: 


For the Network+ Certification exam, remember that parity and CRC checks | 
are performed at the data link layer. Checks at the transport layer ensure the 
` entire data block was received intact. The transport layer also checks packet 
sequencing to ensure all data packets are reassembled in the proper order. 


Physical Layer 


The physical layer is concerned with the media, hardware, and topology 
of a network. The media may be infrared signals, copper wire, glass or plastic 
fiber, or electromagnetic radio waves. The choice of topology is typically a star, 
ring, mesh, or hybrid. The hardware is the connectors used for the media and 
unintelligible devices, such as hubs and repeaters. 

An unintelligent device makes no decision about where the data will go. It 
simply passes electrical pulses though the device. An example of an unintelligent 
device is a repeater or a hub. In Chapter 1—Introduction to Networking, 
you learned that hubs could be either active or passive. A passive hub is an 
unintelligent device. 


Network+ Note: 


For this textbook and for the Network+ Certification exam, a hub is considered 


unintelligent. It simply provides a connection for the physical media and passes | 
signals without making any choices. 


Summary 


NW Digital encoding is the conversion of data into a digital pattern acceptable to 
the networking media. 7 

E A digital signal that fluctuates between a positive voltage level and zero-volt 
level is called a unipolar digital signal. 

- MA digital signal that fluctuates between a positive voltage level and a 
negative voltage level is called a bipolar digital signal. 

NW Manchester encoding is a common digital-encoding scheme used on LANs. 
It is characterized by the digital pulse transitioning during the midpoint of 
the timing period. 

mM A digital signal that fluctuates between a positive voltage level and a 
negative voltage level and never returns to zero for any measurable period of 
time is known as non-return to zero (NRZ). 

ŒE Asynchronous signal is synchronized with a reference signal to ensure 
proper timing. 

mM An asynchronous signal is not synchronized with a reference signal and 
typically uses a binary pattern to determine the stop and start of the signal. 

E A parity check is used to check the integrity of the data. 
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A Cyclic Redundancy Check (CRC) is an enhanced parity check that not only 
identifies when an error occurs but also corrects the error. 


Data encapsulation is the process of surrounding the raw data with other 
information needed for delivery. 


The terms segment, frame, datagram, and protocol data unit (PDU) are used to 
describe blocks of data. 


The term protocol data unit (PDU) is the most technically correct term used to 
describe data packaging. 

A connection-oriented protocol establishes a connection with the destination, 
transfers the data, and then releases the connection after all communication 
has ended. 


A connectionless protocol simply sends data to the destination. 

A circuit-switching network establishes a physical connection between two 
points. 

A packet-switching network establishes a logical connection and may 

use many different, physical paths to send data from the source to the 
destination. 


ASCII, EBCDIC, and UNICODE are coding standards, or data codes, that 
represent the written word. 

Binary Coded Decimal! (BCD) is a coding standard that uses a four-digit 

binary code to represent a number. 

Various protocols are designed to package data in particular ways. 

The OSI model is composed of seven layers, which explain the process of 


encapsulating data for communications between two points on a network 
system. 


Review Questions 


Answer the following questions on a separate sheet of paper. Please do not 


write in this book. 


Ik 
2 


Where does digital encoding take place? 


Describe the Manchester digital encoding scheme and how it is related to 
binary signals. 


. The type of transmission in which the digital signal is synchronized with a 


reference signal to ensure proper timing is called transmission. 


. The type of transmission in which no reference signal is present is called 


______ transmission. 


5. What is a parity check? 
6. What is a Cyclic Redundancy Check (CRC)? 


7. Describe the complete data packaging process, from raw data (text file, 


sound, or graphic) to digital signals. 
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STA protocol first establishes a connection with the destination computer 
before transmitting data. 


SL JA protocol sends data to a destination computer without first 
establishing a connection. 


10. What is the difference between packet switching and circuit switching? 


11. Name three encoding standards used to represent written language as 
binary numbers. 


12. What does the acronym ASCII represent? 

13. Which standard was designed to represent plain text files? 

14. What code is used to represent strictly numerical data? 

15. What code format does IBM mainframe computers use? 

16. What code can be used to represent over 65,000 different characters? 
17. Draw and label a UDP frame. 

18. Compare and contrast an Ethernet II frame with an IEEE 802.3 frame. 


19. What layer of the OSI model is responsible for the conversion of different 
coding formats? 


20. What layer of the OSI model routes data packages based on the IP address? 


21. What layer of the OSI model is concerned with the media, hardware, and 
topology of the network? 


22. What OSI layer is responsible for converting data into digital signals? 


23. What OSI layer converts data into a form acceptable to both the source and 
destination? 


24. What OSI layer is concerned with encrypting data? 


25. What OSI layer is concerned with establishing and ending the connection to 
the destination? 


26. What OSI layer negotiates the connection between the destination and 
source? 


27. What OSI layer decides if TCP or UDP is to be used as the protocol for 
transmitting the data? 
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Sample Network+ Exam Questions 


Answer the following questions on a separate sheet of paper. Please do not 
write in this book. 


Network+ 


1. Data integrity of certain protocols is verified by using a technique known as 


A. Cyclic Redundancy Check (CRC) 
B. Data Parity Reference (DPR) 

C. Kerberos Security Check (KSC) 
D. Parity Data Unit (PDU) 


2. Which is true concerning a connectionless-oriented protocol? (Select all 
that apply.) 


A. When establishing a connection between the destination and source, the 
destination must send a “clear to send” signal to the source before data 
can be transmitted. 


B. When ending a session, the source must send a termination signal to the 
destination. 


C. There is no verification from the destination that the data arrived intact. 
D. A connectionless protocol typically relies on the integrity of the network 
equipment and assumes the packet arrived at the destination. 
3. A connection established via modem over a telephone line with an ISP is an 
example of which of the following technologies? 
A. Packet switching 
B. Circuit switching 
C. Modular switching 
D. Enterprise switching 
4. Which layer in the OSI model is responsible for converting data into 
electrical pulses? 
A. Physical 
B. Data link 
C. Application 
D. Presentation 


5. The IEEE 802.3 standard is associated with which media access method? 
A. Carrier Sense Multiple Access with Collision Detection (CSMA/CD) 
B. Carrier Sense Multiple Access with Collision Avoidance (CSMA/CA) 
C. Asynchronous Transmission Mode (ATM) 
D. Wireless Ethernet Protocol (WEP) 


6. What is the purpose of a port number? 
A. Identifies the network interface manufacturer. 
B. Identifies a computer operating system service. 
C. Identifies the data rate used by the protocol. 
D. Identifies what type of protocol is used for the transmission. 


212 Networking Fundamentals 


AUDE 
B. 802.11 
C. 802.3 
D-TCR/AP 
8. Which protocol is used to establish a connection with an ISP when using a 
telephone modem? 
A. TCP 
B. IP 
EXUDP 
DEPP 
9. Which items are responsible for identifying a destination computer? (Select 
all that apply.) 
A. IP number 
B. MAC address 
C. Port number 


D. Sequence number 


10. What is the purpose of a multicast Ethernet frame? 
A. To broadcast a message to a specifically identified set of workstations. 
B. To broadcast a message to all workstations in the LAN. 
C. To broadcast a single frame to all servers in the WAN. 
D. There is no such thing as a multicast Ethernet frame. 


Suggested Laboratory Activities 


1. Using the Internet, research various Ethernet frame formats. List the contents 
of each section of the frame that surrounds the data. See if you can determine 
where the contents of the frame that is responsible for asynchronous data trans- 
mission are located. (Not all frame types will contain an asynchronous marker.) 


2. Download a free or limited-time protocol analyzer from the Internet. Use the 
protocol analyzer to capture frames transmitted from your PC and analyze the 
contents. Determine where the MAC address, IP address, and data contents are 
located. See if you can decode the contents of the data frame and addresses. 


3. On a Windows 98, Windows 2000, and Windows XP networked computer, 
locate the properties for the network interface card and identify the various 
protocols associated with it. 


Interesting Web Sites for More Information 


www.protocols.com 


www.unicode.org 
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Laboratory Activity 
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Ethereal Protoc« 
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After completing this laboratory activity, you will be able to: 


E Explain the purpose of a network protocol analyzer. 

NW Describe the common features of a protocol analyzer. 

W Explain the purpose of the WinPcap program. 

EW Define the term promiscuous as related to a network protocol analyzer. 
E Download and install the Ethereal program. 

Introduction 


In this laboratory activity, you will download, install, and configure the 
Ethereal protocol analyzer. The word Ethereal is pronounced like two words: 
Ether and real. There are many commercial protocol analyzers available that cost 
a thousand dollars or more. Ethereal is a free, open source product developed 
under the GNU General Public License. While originally developed for Linux 
computer systems, it will run on Windows and MAC systems. Many Linux 
operating systems incorporate a version of Ethereal in the administrative tools. 


Note: 

While Ethereal will install on most hardware and operating systems, there can 
still be occasional problems. Check the www.ethereal.com Web site for more 
detailed information. 


The understanding of network protocols can be enhanced through the use 
of a protocol analyzer such as Ethereal. Capturing protocols as they appear in a 
network system will provide you with an analytical approach to learning how 
network protocols function—not only the data link layer but also at the higher 
layers of the OSI model. 

This laboratory activity provides a brief introduction to Ethereal. A complete 
manual designed for Ethereal support and a Frequently Asked Questions (FAQs) 
list can be found at the Ethereal Web site. You may want to download a copy of 
the manual at home to learn more about this protocol analyzer. 

The latest version of Ethereal can capture and identify over 600 protocols. 
This number is steadily increasing because of the contributions of so many 
programmers involved in the project. Ethereal can capture packets and frame 
information for Ethernet, Token Ring, FDDI, and wireless networks. 

Since you will be using a Windows XP operating system on your 
workstation, it will be necessary to download and install the WinPcap program. 
WinPcap is an open source library designed for packet capture and analysis 
of Win32 platform software by Microsoft. WinPcap makes it possible to use 
Windows 95 and later operating systems with Ethereal. Since you will be using 
Windows XP, it is a required program. More information is available about 
WinPcap at the Ethereal Web site. 
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Ethereal can operate in two different modes: promiscuous and non- 
promiscuous. In non-promiscuous mode, Ethereal captures only packets intended 
for the workstation network interface card. In promiscuous mode, all packets 
on the immediate network segment are captured. The two modes of operation 
will prove to be very valuable when studying network activity and activity on 
the network interface card. In promiscuous mode you will be able to capture all 
activity on the local network segment and see the overall operation of a LAN. 


Equipment and Materials 


NW Workstation configured with Windows XP and Internet access. (Internet 
access is required to download a copy of Ethereal and WinPcap.) The work- 
station must also be equipped with a network interface card. 


Procedures 
E Report to your assigned workstation. 
2. Boot the workstation and make sure it is in working order. 


Connect to the Internet and then locate the Ethereal Web site 
(www.ethereal.com). 


4. Read the instructions found on the download site. Failure to read 
and follow the instructions can cause unpredictable results. Pay 
particular attention to the requirement for the WinPcap program. 


5. Download and install a copy of Ethereal that is compatible with your 
workstation operating system. 

6. After Ethereal is installed, look for a desktop icon similar to the 
following. If you do not see this icon, call your instructor for 
assistance. 


DO NN <= > ee See 


7 Activate Ethereal by double-clicking the Ethereal icon. The Ethereal 


graphical user interface should appear. The packet capture areas will 
be blank. 


8. Start the Ethereal protocol analyzer by selecting the Start option 
from the Capture menu. The Ethereal: Capture Options dialog box 
will display. 


@ The Ethereal Network Analyze} 
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Wireless USB Adapter: DevicelWPE F4058E2BE-4904-4084-5677- 
| Unktayer header tye: Ethemet |$ [outer sce: fi Ej uegabrte(s) 
EAT 


|| Display Options 
| TT Update ist of padets in seal time : 


Ar Automatic scrolling m ive capture H 


The default options should work fine for your first test run. The only real 
problem can be if you have more than one network interface card, such as a 
wired network connection and a wireless network connection. Also, be aware 
that some modems are detected as a network adapter when connected to an 
ISP. Pay close attention to the Interface textbox located at the top of the dialog 
box. The Interface textbox lists all available network adapters. You can 
choose which one to use with the Ethereal protocol analyzer. Check it now 
to verify the correct network adapter is being used and then click OK. 

A new window will appear on the screen similar to the following: 


fa Flherenk; Capture Amedace Wev.. DER 


cnoconoBggol 


This is the Ethereal: Packet Capture window. It displays the total 
number of packets captured according to packet type. Notice that in 
this example, a total of 214 packets are captured among three categories: 
TCP, UDP, and ARP. When the Ethereal: Packet Capture window first 
appears, it will be empty. The Ethereal program will capture packets 
until you click the Stop button. Once you've clicked Stop, the protocol 
analyzer will display the number of packets captured. 
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10. 


UL. 


12. 


ils. 


Note: 


If no packets have been captured, you have not established a connection to the 
Internet or to the local network. Check your connection. 


Open Internet Explorer and use the Google search engine to find 
www.RMRoberts.com or enter www.RMRoberts.com into your Web 
browser address bar. You need to establish a connection with a Web 
page to generate packets for capture by Ethereal. 


Once you have established with a Web page, return to the Ethereal: 
Packet Capture window and click Stop. You should see a display 
similar to the following: 
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Your display of packets will not be an exact match to that in the 
screen capture. The protocols and capture sequences listed in your 
display will vary according to your network setup and Internet 
access method. The main point of the exercise is to have some 
packets captured and displayed as they are in the screen capture. 


Once you have successfully completed your first packet capture, 
you can go on to explore some common aspects of Ethereal. If you 
have not made a successful capture of a series of packets, call your 
instructor for assistance. 


Look at the top pane of the Ethereal window. This pane displays a 
summary of each packet captured. Look at the column labeled No. 
and notice that the summaries are listed in the order in which they 
were captured. Clicking on the column label will change the listing 
from descending to ascending numerical order. Click the column 
label now and observe the effect. 


Now, click on the Protocol column label to see how the information 
is sorted by protocol rather than by the captured packet sequence. 


14. 


15; 


16. 


I 


18. 


Note: 
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Click on the Source column label to see how the source addresses 
rearrange. 


Click once more on the No. column label to rearrange the packets 
into sequential order. 


From the Protocol column, select one of the HTTP packets by 
clicking on the desired summary listing. The contents of the frame 
and packet are displayed in the middle and bottom panes. Examine 
the contents displayed. Scroll to see any hidden information. 


Look at the textbox labeled Filter at the top of the Ethereal window. 
The summary listings in the top pane can be filtered by various 
categories, such as the type of protocol. Type one of the displayed 
protocols, such as HTTP, into the Filter textbox. Always use lowercase 
letters for protocols—for example, http. Once the filter has been 
entered, only the HTTP protocol packets will be displayed. There 
will be more about filtering in later laboratory activities. 


Now, look at the middle pane that contains Ethernet frame infor- 
mation. Take note of the series of small boxes with a plus sign (+) 
inside. The structure is similar to the way Windows Explorer 
displays directory information. The plus sign in the box means there 
is more information contained within the line. Simply click on the 
box to expand the information. Try it now. 


Some versions of Ethereal use an arrow in place of the plus sign. 


19. 


There is a tremendous amount of information captured in each 
frame. Do not be overwhelmed by all the information presented at 
this time. You will use the Ethereal protocol analyzer throughout the | 
laboratory activities. You will acquire more information about how to 
use the protocol analyzer as you progress through your studies. 


Exit the Ethereal program by either selecting Exit from the File menu 
or clicking the Close button in the upper-right corner of the Ethereal 
window. A message box similar to the following will appear. 


20. 
ZA, 


z= = =m as = o AE 


Save capture file before program quit? 
If you quit the program without saving, your capture data will be discarded. 


The message box gives you an option to save the series of captured 
packets or simply exit the program. Do not save the packets at this 
time unless required by the instructor. | 


Answer the review questions. 


Return your workstation to the condition specified by your 
instructor. 
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Review Questions 


Answer the following questions on a separate sheet of paper. Please do not 


write in this book. 


1 
2. How many protocols can Ethereal capture and identify? 
2. 
4 


. What is the difference between promiscuous mode and non-promiscuous 


How much does Ethereal cost? 


What is WinPCap? 


mode? 


. How can the sequence of captured packets be changed to and from 


ascending and descending order? 


6. How can you sort protocols by type? 


. What does the box with a plus sign mean at the beginning of an informa- 


tion line? 


Network Operating 
Systems and Network 
Communications 


After studying this chapter, you will be able to: 

Describe the common traits of all major network operating systems. 
Describe the purpose of the data link layer of the OSI model. 
Explain the principle of Ethernet communication. 


Explain the principle of AppleTalk communication. 
Explain the principle of Token Ring communication. 
Explain the principle of Token Bus communication. 
Explain the principle of ARCnet communication. 
Describe the function of NetBIOS. 

Describe the function of NetBEUI. 


meet) Eee Se oe 


- Network+ Exam—Key Points 


A large portion of the Network+ Certification exam is dedicated to 
/ network communication basics such as those presented in this chapter. The 


Network+ Certification exam will undoubtedly ask questions about the way 
Ethernet and Token Ring networks behave. Be sure you thoroughly understand 
how each network technology accesses the network media. Other typical test 
items focus on NetBEUI and the Universal Naming Convention (UNC). 
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Key Words and Terms 


The following words and terms will become important pieces of your 
networking vocabulary. Be sure you can define them. 


access method LocalTalk 

active monitor loopback test 
AppleTalk monitor contention 
beaconing ring polling 
broadcast storm ring purge 
collision domain segmenting 
command prompt session 

command syntax standby monitor 
datagram station address 

de facto standard token 

dumb terminal Universal Naming Convention (UNC) 
graphical user interface (GUI) virtual circuit 


As you have previously learned, digital data can be encoded in many 
different ways. It is the job of protocols to create a common language between 
different network hardware and network operating systems. In this chapter, the 
relationship between networking technologies, protocols, and network operating 
systems is explained. You will learn about the features that are common to all 
major network operating systems and will further explore network protocols 
and network access methods that make network communications possible. This 
chapter lays the foundation for the next three chapters, which cover the major 
network operating systems: Microsoft, Novell, and UNIX/Linux. 


Common Network Operating System Traits 


Network operating systems share some common features. See Figure 6-1. For 
example, they provide a means of sharing computer resources. Resource sharing, 
such as sharing files and hardware, is the main purpose of a network system. 


` All network operating systems provide a way to store and manage files in an 


organized manner. They also provide a means of backing up and encrypting data. 

Network operating systems provide security through user authentication. 
Authentication is accomplished by entering a user name and password into a 
logon dialog box on a networked computer. Files, folders, and other resources 
are secured by setting permissions. Permissions are levels of security assigned 
to a resource. Permissions work by allowing only designated users to use the 
resource. Each user can also be assigned different access rights to the resource. 
You will learn more about permissions and access rights in Chapter 7—Microsoft 
Network Operating Systems. 

All network operating systems provide a means of communication over the 
Internet by making use of the TCP/IP protocol. The TCP/IP protocol can also be 
used to communicate within the LAN. 

Network operating systems provide troubleshooting utilities and services 
such as e-mail. Each network operating system is also very portable. The term 
portability is a programming term that means the operating system can be ported 
(installed and run) on all major hardware systems. 
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Internet communications TCP/IP protocol 


Resource sharing Printer, scanner, storage devices, files 


Security Logon/authentication and resource, 
— file and directory permissions 
| Services 


Web, e-mail, FTP 


File management utilities, backup 


Storage and file management 
utilities, encryption 


| Troubleshooting utilities Network and server diagnostics 


User interface 


| GUI and command line 


Networks provide a user interface, both graphical and text-based. The 
network operating system is the software that interfaces the user with the 
network hardware. It determines the type of interface, such as a command-line 
or graphical user interface (GUI), to be used between the user and hardware. A 
graphical user interface (GUI) is a pictorial representation of commands and 
computer hardware that allow a user to access resources and programs with a 
click of a mouse button. In Figure 6-2 a user has right-clicked the My Network 
Places icon to expose a hidden menu (shortcut menu). The menu contains 
commands, which the user can click to invoke. This is easier than typing 
commands at a command line. 

In a command-line environment, commands are typed and entered at a 
command prompt. A command prompt differs among operating systems and 
user settings. Compare the command prompts in Figure 6-3 and Figure 6-4. 


Open 
Browse with Paint Shop Pro 
Explore 

CS Search for Computers... 


Map Network Drive... 
Disconnect Network Drive... 


Common features of 
network operating 
systems. 


graphical user 
interface (GUI) 

a pictorial represen- 
tation of commands 
and computer 
hardware that allow 
a user to access 
resources and pro- 
grams with a click of 
a mouse button. 


command prompt 
a text-based interface 
where commands are 
typed and entered. 


Windows 2003 Server 
GUL Right-clicking the 
mouse reveals a short- 
cut menu. The shortcut 
menu contains a list of 
commands. 


Pios 2008 Server 
Evaluation copy. Build 2126 
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een cr SS 
Figure 6-3. Command prompt 

Command prompt in 
Windows Server 2003. 
A command prompt ¡> * Command Prompt 
used in network oper- 
ating systems is similar 
to the familiar DOS 
prompt. A command 
prompt appears on the 
screen and text com- 
mands are entered to 
the right of the prompt. 


The command prompt in Figure 6-3 is from Windows Server 2003. It consists 

of a directory path (E:\Documents and Settings\Administrator) and a greater than 
symbol (>). The command prompt in Figure 6-4 is from the SuSE Server 9 Linux 
operating system and consists of the user name, server name, colon, current 
working directory, and the greater than sign. Note that the current working 
directory is represented by the tilde (~) symbol. In UNIX/Linux operating 
systems, the tilde (~) symbol represents the user's home directory. 

The user can change the command prompt format. Each operating system 
has a set of command prompt codes from which to choose. For example, a code to 
display the date and time can be added to the command prompt. 

Commands are typed to the right of the command prompt. Many commands 
consist of several components. You will learn about these components in 
Chapter 9—UNIX/Linux Operating Systems. The command and its components 
have to be typed in correctly and in the correct arrangement or an error will 
occur. The correct manner and arrangement in which a command i is to be typed 

command syntax is referred to as the command syntax. 

the correct manner Although network operating systems provide similar services to users, 
and arrangementin — such as file sharing and file management, a user interface, and authentication, 
which a command is there are many variations in these services. Network operating systems differ 


to be typed. mainly in terminology and procedures, or methods, to accomplish networking 
tasks. The most confusion among users is due to network service vendors using 
a different term to name the same device, service, or function in their own 
networking system. Network operating systems can be compared to automobiles. 
All automobiles are designed to travel from point to point. They all have starters, 

Figure 6-4. 

Cand prompt in Commiznd anata 

the SuSE Server 9 Linux — Command 


operating system. 


r ichard@1 inux: “> Is 


labpictures Screenshot .png testdirectory 
Sereen_shots Thumbs .db 
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engines, tires, and other components, some of which may be identical, but each 
automobile brand chooses to maintain a specific identity. 

As you will see in the next three chapters, there are similarities between the 
major network operating systems, and there are also many differences. As you 
become familiar with one of the operating systems, you will be simultaneously 
learning some knowledge that can be transferred to another operating system. 

All the various network operating systems are excellent systems. Some have 
better characteristics than others when it comes to certain tasks. There are many 
opinions among network administrators and technicians about which system is 
best. There are also strong biases among administrators and technicians, usually 
based on their own personal training or experiences. Students of networking 
should not waste valuable time in any negative discussions regarding the best 
system. Often some network systems are better suited to some purposes than 
others, but in any given situation, given many different variables, there may be 
another better-suited system. The best approach may be to know that the best 
system is the one you are working on at the time, because it may be your job to 
move from system to system. 


Network Operating Systems and Hardware 
Protocols 


As you have learned in previous chapters, networking technologies such as 
Ethernet, Token Ring, and wireless are tied to certain standards that define the 
hardware, topology, access method, and other specifications of that technology. 
Each technology uses a different frame type or way of packaging data and other 
information for access over the network. This type of access takes place at the 
data link layer of the OSI model. 
The data link layer is responsible for accessing the network media and either 
placing the data on the network media or receiving the data and passing it up 
the OSI layers, Figure 6-5. Token Ring and Ethernet are actually protocols that 
operate at the lower level of the OSI model. The method of gaining access to 
the network media is called an access method. Examples of access methods are access method 
CSMA/CD, CSMA/CA, and token passing. The access method is designed into a method gaining 
the network interface card electronics. This is the reason network interface cards access to the network 
are designed to match the network technology used, such as Ethernet, Token media. 
Ring, wireless, and ARCnet. 


Figure 6-5. 

The data link layer is 
responsible for framing 
the data unit, acknowl- 
edging the reception of 
data, error detection, 
recovery, and data 


Low-level protocols, frame flow control. 


such as Ethernet and Received data is 


Token Ring, operate passed to the upper 
at the data link layer layers of the OSI model 
The method of framing and 
11011010101011 placing data on the network 


media is determined by the 
low-level protocol 
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REA A M 
ee i ES The name of the network technology is often used interchangeably with the name of 
the access method. For example, the term Ethernet may be used in place of the term 


a mime CSMA/CD. 
ma [II AA arn A A 


The operating system software interfaces with the access method. The 
network operating system, such as Windows 2000, Novell, and Linux, operates 
above the data link layer and can run on any of the networking technologies. 
The access method and the network operating system combine to create the 
characteristics of the various network operating systems. 

Originally, layer 2 of the OSI model was called the data link layer, but later it 
was subdivided into two distinct sublayers called the logical link control (LLC) 
sublayer and the media access control (MAC) sublayer, Figure 6-6. The LLC 
sublayer serves an interface between the data link layer and network operating 
system. It is responsible for communicating with the upper layers of the OSI 
regardless of the network operating system. The LLC sublayer is described in the 
TEEE 802.2 standard. 

The MAC sublayer is responsible for formatting the data into frames and 
placing the frames on the physical media. Examples of frame formats are 
Ethernet, Token Ring, and ATM. You can think of the MAC sublayer as the layer 
where raw data is converted into binary ones and zeros and packaged into frame 
formats according to the network architecture or network technology. 

Before going on to discuss the high-level protocols associated with the 
various network operating systems, we will first take a closer look at some of the 
lower-level protocols and the access methods they use. 


Ethernet 


Ethernet networks use the CSMA/CD access method to control and ensure 
the delivery of data. CSMA/CD is a broadcast method of communication. When 
a computer sends data to another computer, it does so by broadcasting the 
information to all the computers on the network. This is similar to one person 
yelling in a room full of people “Bob do you hear me?” Everyone in the room 
hears Bob's name being called, but only Bob will reply if he is in the room. 

An Ethernet system communicates in a similar manner. Each computer on 
the network has a unique name; no two computers may have the same name. 


Figure 6-6. Network un t 
The data link layer is ii cri a a 
divided into two dis- 

tinct sublayers: Logical 

Link Control (LLC) and : 

Media Access Control Data linh layer 


(MAC). The LLC 
sublayer is responsible 
for interfacing with 

the network operating 
system. The MAC 
sublayer is responsible 
for formatting the data 

into frames and placing 

the data on the network 
media. 


Network media 
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message Note that all computers 
receive Bob’s message, 
but only Sue’s computer 
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Typical computer names are Station1, Accounting3, Smith_J, and Engineering_Bob. 
However, a computer name can be almost anything you desire. Computer names 
are covered in more detail later in this chapter. 

Each computer in the network also has a unique hex address, called a MAC 
address, programmed into the computer’s network interface card. The MAC 
address is six bytes long. An example of a MAC address is CO 0B 08 1A 2D 2F. No 
other computer on the network has the same number. Using the hex numbering 
system to communicate is difficult for humans. Therefore, a database is used to 
match the MAC address of the network interface card to the unique name given 
to the computer. 

A typical session on an Ethernet network would go something like this. Bob 
wants to send some data to Sue. Bob sends the data to Sue at a computer named 
Station4. When Bob sends a message to Sue, he is actually sending the message to 
all computers on the network. All computers on an Ethernet system hear the call 
from Bob to Sue, but only Sue’s computer accepts the message, Figure 6-7. Let's 
take a closer look to see how this happens. First, review the Ethernet 802.3 frame 
in Figure 6-8. Note the frame sections and the size in bytes of each. 

After the preamble and the start frame delimiter (SFD), the six bytes 
that represent the address of the destination computer are transmitted on the 
network. When the six bytes match Sue’s computer, the data packet is accepted. 
When the data packet is accepted, the next six bytes, which identify the source 


oy 


Figure 6-8. 


Length Ethernet 802.3 frame. 


Frame 
Source check 


Destination 


address address sequence 


56 bits A 48 bits 48 bits 16 bits 368-12000 bits 32 bits 
SFD (1500 bytes) 
8 bits 


IEEE 802.3 Frame 
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broadcast storm 

a condition in which 
a network is flooded 
with a continuous 
number of collisions 
and rebroadcasts. 


collision domain 

a section of a 
network where colli- 
sions occur. 


segmenting 


the act of dividing a ' 


network into smaller 
sections to avoid 
collisions. 
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computer (Bob’s computer), are decoded and stored for a return message. Next, 
the data portion of the packet is decoded and checked for errors. If no errors are 
detected, a return message is transmitted to Bob's PC. If a return message is not 
transmitted to Bob’s PC, the data packet will be retransmitted. The data will be 
retransmitted several more times until a message is received from Sue’s PC. 


Collisions 

Ethernet is an excellent networking system until collisions become excessive. 
As collisions increase, so does the likelihood of more collisions. Each time a 
collision occurs, each computer involved in generating the collision ceases 
broadcasting for a random period of time. After that time, each computer 
rebroadcasts the packet. This increases the likelihood of another collision. 
Each collision increases the possibility of additional collisions. If the number 
of collisions reaches a point that the network is flooded with a continuous 
number of collisions and rebroadcasts, a broadcast storm has occurred. When 
a broadcast storm occurs, there are so many collisions and rebroadcasts that no 
significant amount of packets can be exchanged. The only solution to a broadcast 
storm is to eliminate a significant number of network computers that are causing 
the problem or to shut down the entire network, and then reboot it. Shutting 
down the network automatically disconnects the computers that have caused the 
broadcast storm. 


Collision domains 

The section of a network where collisions occur is referred to as a collision 
domain. A collision domain consists of computers that can directly communicate 
with each other using broadcasts. The collision domain can be isolated by 
equipment that controls or limits the broadcasts. Equipment such as switches 
and routers control broadcasts by limiting the extent or physical boundary of a 
collision domain. Equipment such as hubs and repeaters do not limit broadcasts, 
and thus do not limit the physical size of the collision domain. Repeaters and 
hubs simply pass the packets and frames. Switches and routers sort packets and 
frames depending on the destination address. This helps to isolate the network 
into sections called segments. The act of dividing a network into smaller sections 
to avoid collisions is called segmenting. Collision domains can be resized by 
strategically installing network devices such as switches and routers in a network 
topology. Look at Figure 6-9. 

In the illustration, a LAN is segmented by replacing the hubs with switches. 
The switches isolate communications to a particular segment of the network, 
reducing the amount of collisions. The network is further segmented into 
three distinct departments: Engineering, Sales, and Management. By limiting 
broadcasts to a particular department, the total number of broadcasts across the 
entire network is reduced. Each of these departments can still communicate with 
the entire network, but when communications is desired with a member of the 
department, the packets are limited to that particular segment of the network. 

As more computers are added to a network segment, the likelihood of 
collision becomes greater. When the number of computers grows to the point of 
unacceptable collisions, the network segment again needs to be segmented to 
reduce the number of collisions. It is important to note, however, that as more 
equipment is added to reduce the number of collisions, latency increases. Each 


piece of equipment that must analyze or repackage a packet increases the latency 
of the digital signal. 
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AppleTalk 
a suite of protocols 
Ap p leTalk : developed to support 
AppleTalk is a suite of protocols developed to support the Macintosh the Macintosh com- 
computers when configured as a network. AppleTalk uses CSMA/CA as its puter when configured 
access method. You should recall that wireless LANs also use CSMA/CA. as a network. Apple- 


CSMA/CA is similar to the access method used in Ethernet networks. However, Talk uses CSMA/CA 
CSMA/CA attempts to avoid collisions, rather than detect collisions. In the as its access method. 
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Figure 6-10. 

The token format 
consists only of three 
bytes. A workstation 
must first capture the 
token to send a Token 
Ring frame containing 
data. 


token 

a short binary code 
that is passed to 
computers on a ring 
topology and in some 
cases a bus topology. 


Token Format 


SD = Starting delimeter 1 byte 
AC = Access control 1 byte 
ED = Ending delimeter 1 byte 


CSMA/CA access method, a computer not only listens to the media (carrier sense) 
to detect communications, it also sends a short packet to the destination computer 
to see if it is ready to receive the data. The destination computer could be offline 
or busy with some other task. If the destination computer is free to receive the 
data, it will reply. This short packet also serves as an announcement to other 
computers on the cable that data transmission is about to take place. 


Token Ring 


A Token Ring network uses the token passing access method. Before a 
computer can transmit information on the network, it must seize a token to take 
control of the network. A token is a short binary code that is passed around to the 
computers on a ring topology and, in some cases, a bus topology. See Figure 6-10. 

In contrast to CSMA/CD, token passing is designed to prevent collisions. 
Transmission on the Token Ring network is organized around the computer that 
has possession of the token. A computer must possess the token before it can 
transmit data across the network. 

A token is generated by the network software and is circulated throughout 
the network. Computers on the network must capture, or accept, the token before 
they are allowed to communicate. If a network interface card does not accept the 
token, it regenerates the token and passes it along to the next computer. By using 
this method, only one computer at a time can control the flow of data. 

When a network interface card captures the token, it generates a new type 
of frame. The new frame contains source and destination addresses and data. 
See Figure 6-11. Although at first it may appear that the token passing method 
is time-consuming, you must remember that this process only takes a few 
milliseconds, in contrast to an Ethernet system that may generate many delays 
due to collisions. 


Figure 6-11. 

The Token Ring frame 
format is long in com- 
parison to the token. 
The Token Ring frame 
contains data and 
information such as the 
destination and source 
MAC addresses. 


Token Ring Frame Format 
[= [x [x pels] om [re De P= 
SD = Starting delimeter 1 byte 
AC = Access control 1 byte 
FC = Frame control 1 byte 
D-MAC = Destination MAC 6 bytes 
S-MAC = Source MAC 6 bytes 
Data Varies 
FC = Frame check sequence 4 bytes 
ED = Ending delimeter 1 byte 
FS = Frame status 1 byte 
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Active monitor 


When a Token Ring network is first activated, a specific computer is selected 
as the active monitor. An active monitor is a computer that is responsible for 
monitoring the necessary administrative functions associated with Token Ring 
technology. The functions of the active monitor include the following: 


mM Monitor the presence of the token on the ring. 
Identify added or deleted computers. 
Remove continuously circulating tokens. 
Insert a 24-bit delay between transmissions. 


Synchronize timing of all computers. 


The active monitor is selected through a process called monitor contention 
or monitor election. Active monitor selection is based on the MAC address of 
each network interface card'on the ring. The network interface card with the 
highest MAC address number wins the election. Any computer can become an 
active monitor and all other computers are considered standby monitors. If the 
active monitor fails or logs off the network, one of the standby monitors becomes 
the new active monitor. 

Let's take a closer look at Token Ring communications. As the name implies, the 
active monitor keeps track of the activities on the Token Ring network. It conducts 
periodic checks to ensure a token is circulating the ring. If a token is not detected in 
10 milliseconds (default), a new token is generated and placed on the ring. 

The active monitor conducts a ring poll to identify any new computer 
logged on to the ring and detects any computers that have logged off the 
ring. This process is generally referred to as ring polling or polling the ring. 
The ring polling occurs every seven seconds. Remember that in Token Ring 
communications, each computer communicates with the computer immediately 
upstream and downstream of its location. A computer receives the token and 
data from its upstream neighbor and then regenerates the token and passes it to 
the computer immediately downstream of its location. 

The active monitor is responsible for removing circulating tokens. If a token 
becomes corrupt, the token may circulate the ring forever, thus stopping all 
communications on the ring. The active monitor performs a ring purge, which 
means it removes the defective token and replaces it with a new one. 

The active monitor enforces a 24-bit delay between tokens. The 24-bit delay 
is necessary to ensure that the complete frame (token) is deliverable. The 24-bit 
space is necessary because it is the exact length of an empty token. The delay is 
created by holding a frame until sufficient time (equaling 24-bits) lapses. 

Lastly, the active monitor is responsible for synchronizing the timing of all 
computers on the ring. Timing is a critical part of Token Ring operation. Ethernet 
is random and chaotic, while Token Ring relies on a set timing pattern and 
orderly procedure for delivering data and monitoring functions. Therefore, all 
computers must be synchronized with each other so they measure time lapse 
equally and expect the appearance of a token at a specific time. Remember that 
any computer on the ring may need to assume the responsibilities of the active 
monitor and keep the timing sequence going. 


active monitor 

a computer that is 
responsible for moni- 
toring the necessary 
administrative 
functions associated 
with Token Ring 
technology. 


monitor contention 
the process in which 
an active monitor is 
selected. 


standby monitor 

a computer on a 
Token Ring network 
that can become an 
active monitor if the 
current active moni- 
tor fails or logs off 
the network. 


ring polling 

a ring poll conducted 
by the active monitor 
that identifies if a 
computer has logged 
on or off the ring. 


ring purge 

removing a defective 
token and replacing 
it with a new one. 


While synchronized timing is not required for Ethernet communication, it is used in Ethernet 
systems for security purposes. Security is covered in detail in Chapter 16—Network Security. 
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Beaconing 

Beaconing is a recovery process used when a hardware failure occurs on the 
ring. The beaconing process is used to remove a defective computer from the ring. 
When a computer does not receive a token from its upstream neighbor within a set 
period of time, it begins the beaconing process. First, it generates a beacon frame 
and sends it to its downstream neighbor. The downstream computer regenerates 
the beacon frame and sends it to its downstream neighbor. This process continues 
around the ring. When any computer receives eight beacon frames, it temporarily 
takes itself off the ring and performs a self-test, which is known as a loopback 
test. The loopback test is simply a signal that tests the network interface card to 
ensure it is functioning properly. If the loopback test fails, the computer remains 
offline. If the loopback test indicates no problem with the network interface card, 
the computer reattaches itself to the ring. This process continues until the defective 
computer is identified or the network administrator intervenes. 

It may seem like a lot of activity happens on the Token Ring network and that 
the various methods to ensure frame delivery slow down the transmission rate. 
Rest assured that data transfer occurs at a blazing speed (unless downloading 
graphics or sound). The activities previously described typically go unnoticed. 

When transferring data, it is not done as one continuous steady stream but 
as parts of a total sequence of transmissions. When the token is captured, it can 
be held up to approximately 10 milliseconds (1/100 second). After that, it must 
be released. If the total transmission is not complete, the computer needs to 
recapture the token and continue doing so until complete. By incorporating a 
maximum time the token can be captured and released, the Token Ring system 
provides an opportunity for other computers to capture the token. Token passing 
is a well-organized access method that allows each computer to take its turn. If 
no other computer needs to send data or a command, the token returns to the 
computer that last sent the token. In less than a second, thousands of bits of data 
can be transmitted and received. It usually appears to the user that they have 
had complete control of the ring, when in reality, two, three, or hundreds of users 
have been communicating over the same network using the same token. 


Token Bus 


A Token Bus network is defined in the IEEE 802.4 standard and operates 
similar to a Token Ring network. The difference is in how the token is passed from 
computer to computer. In a typical Token Ring network, the token is passed to the 
next computer on the ring. Since the Token Bus topology uses a bus rather than a 
ring, a variation of token passing must be used. A list of computers is created in a 
database. Each computer is identified by a MAC address and computer name. A 
sequential list of addresses is generated which becomes the sequence for the token 
to follow. The token can also have a priority code set to allow a specific workstation 
to have the token before any of the other workstations. 


ARCnet 


ARCnet was originally designed for LANs, but has evolved into an industrial 
control field bus technology. ARCnet is a popular industrial control technology 
because of several features: 


The protocol design is simple and compact. 


E The protocol uses very short packet lengths, which is critical in industrial 
manufacturing timing systems. 
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The ARCnet technology is based on token passing for accessing the media. 
Token passing ensures equal access to all nodes on the network. This is critical 
to the design of an industrial manufacturing type application where sharing and 
timing of machine control is critical. Any one computer on the network cannot 
be forced to wait too long to transmit data to another on the network. CSMA/CD 
does provide access to all nodes, but it is does not provide equal access. 

The access method of ARCnet is similar to the access method of Token Ring. 
ARCnet, however, uses a deterministic method of cable access by passing the 
token to the next, highest assigned node number not necessarily the closest node, 
like Token Ring. 

ARCnet allows a maximum number of 255 nodes per network. Each node on 
the network must be uniquely identified by numbers ranging from 1 to 255. Zero 
is reserved for broadcast messages. Each node uses a network interface module 
(NIM) not a network interface card (NIC), and it is assigned a MAC ID for 
identification rather than having one burned in at the factory. Assigning a MAC 
ID is unique to ARCnet networks. 


Many times specific networking technologies use variations on acceptable terminology 
when identifying a particular type of equipment or technology. One such term associated 
with ARCnet is network interface module (NIM). The term NIM is the equivalent to network 
interface card (NIC) when talking about the circuit board used to connect the network 
device to the network medium. ARCnet technology was among the first network systems 
ever used. Since the ARCnet standards use the acronym NIM not NIC, you should also 
use the preferred term N/M. 


Network Operating Systems and Networking 
Protocols 


When networking was in its infancy, there were many different network 
operating systems. Each of the operating systems was developed with its own 
way of communicating to network hardware on the LAN. There were no set of 
standards, no OSI model, and no one set of protocols. Network companies were 
in direct competition with other companies and many kept secret the way they 
programmed their software and protocols. As time went by, it became apparent 
that people purchasing network operating systems and hardware wanted to be 
able to communicate with other network systems and use the Internet. 

Network operating systems had to provide software programs and protocols 
that would enable the exchange of data between different network operating 
systems. The exchange of data between different network operating systems was 
not easy to establish. One of the reasons for the difficulty was many network 
operating systems used different ways to identify the nodes on a LAN. 

The common denominator for communicating between different networks 
finally became apparent. Each of the various network operating systems 
would use the same method to identify individual nodes while maintaining a 
- compatibility with its own set of protocols. The result was numerous protocols 

belonging to the various suites of vendor-specific protocols. However, while 
Novell, Apple Computer, and Microsoft all have different protocols, they all are 
capable of being encapsulated at the lower levels of the OSI model in protocols 
defined by the IEEE, such as Ethernet and Token Ring, Figure 6-12. 
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Figure 6-12. 
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When you install a network interface card, you also automatically install 
some default protocols. For example, when a network interface card is installed in 
a Windows 98 computer, specific protocols are also installed as part of the device 
configuration. If you check the network interface card properties, you will see the 
NetBEUI and the TCP/IP protocols are installed. 


With the introduction of Windows XP, NetBEUI is no longer installed by default, only 
TCP/IP. If NetBEUI is required to communicate with older operating systems such as 
Windows 95, it can still be added. 


The NetBEUI protocol was developed to communicate across Microsoft 
LANs. It is not a routable protocol. This means that it has no area in its data 
package for storing a destination IP address. Therefore, NetBEUI cannot 
communicate over the Internet and negotiate routes. In contrast, the TCP/IP 
protocol does contain an area in its data package for a destination IP address. 
This means that data encapsulated with the TCP/IP protocol can be delivered to a 
destination over the Internet. 

When communicating with a different operating system such as Novell 
Netware 4.0 or earlier, the data needs to be packaged differently. It is necessary 
to install additional protocols to support communications over different 
network media or network operating systems. Look at Figure 6-13. It shows 


Figure 6-13. 
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the Select Network Protocol dialog box of a Windows 98 computer. You can 
see some of the many protocols available. As you can see, protocols play an 
important part in network communications. 


NetBIOS 


IBM originally developed the Network Basic Input/Output System 
(NetBIOS) to network IBM PCs. In a typical computer, the BIOS software 
supports communication between the computer software and hardware. The 
computer BIOS allows hardware and software programs created by different 
manufacturers to communicate. NetBIOS functions in a similar fashion to 
support communications between different computer systems through the use of 
a network interface card. 

Before NetBIOS was developed, the traditional method of networking was 
connecting a dumb terminal to a mainframe via cabling. A dumb terminal 
consists of only a display and keyboard. The keyboard contains the electronic 
components needed to support communication between the mainframe and 
the terminal. No separate microprocessor acts as the brain in the terminal. 
Consequently, the term dumb was used to infer that it contained no CPU. See 
Figure 6-14. In these systems, the mainframe contained the CPUs used to process 
data and the terminals did not. The mainframe also contained the storage media 
for retaining data on large magnetic spools of tape. The spools of tape stored data 
in much the same way as a hard disk drive stores data. 

NetBIOS became the de facto standard for communications in a LAN. 

De facto standard means that the software became a standard because of its 
widely accepted use by industry, not because of the actions or ratification of 
any standards committee. NetBIOS was also the first protocol designed for 
communications between PCs rather than through a mainframe. For the first 
time, a network could be created without needing a mainframe. This made the 
network inexpensive compared to the mainframe model. 


Datagrams and sessions 

The NetBIOS protocol uses two common network communication methods: 
datagram and session. A datagram is a short message block that can be sent to a 
particular computer, sent to a group of computers, or broadcasts to all computers 
connected to the media, Figure 6-15. When the datagram is broadcast to a group 
of specific computers, it is referred to as multicast. The multicast communication 
method sends the datagram to a specified group of computers on the network rather 
than to all the computers on the network. Broadcasts and multicasts are referred to as 
a connectionless communications. They do not guarantee data delivery. 
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Figure 6-14. 
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Figure 6-15. 
NetBIOS datagram. 
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NetBIOS Datagram 


D-MAC = Destination MAC 46 bytes 
S-MAC = Source MAC 46 bytes 
Data 32 bytes 


When communicating on small network systems, broadcast messages do 
not interfere with network operation. When a large network is established, 
the broadcast method of communication is undesirable. Too many broadcast 
messages fill the network with communication traffic and create a broadcast 
storm. In this condition, so many broadcast messages occur they collide with 
one another and never reach their destination. On very large networks, the 
session-type of communications is much more effective. Network systems 
use both methods of communications while limiting the amount of direct 
broadcasts by users. 

When communication is limited between two particular computers, it 
is referred to as a session. When computers establish a session, they create a 
connection-oriented communication known as a virtual circuit. A virtual circuit 
behaves like a direct connection between two or more devices. During a session, 
communication remains established until one of the participants terminates 
the session. Communication between two computers in an established session 
guarantees data delivery. It uses some form of error checking to ensure the 
delivery of each data packet. 


NetBIOS names, group names, and addresses 

NetBIOS can identify a computer by its MAC address, its logical name, or 
by the group to which it belongs. The MAC address is electronically encoded 
into the network interface card and cannot be changed. Each MAC address 
is specifically unique for proper computer identification on a network. Each 
computer also receives a unique name. When a network interface card is installed 
in a computer, a default name is automatically assigned. The default name is 
typically a randomly generated series of alphanumeric characters with no special 
meaning. The default name can be changed to one with more meaning, such as 
Station1, PC3, Accounting, or Billy. The user name must be unique like the MAC 
address. If two computers use the same name for identification, communications 
will not operate properly. The computer can also be assigned a group name to 
identify it as part of a special group of computers. Similar to the computer name, 
the group name is assigned a default group name. In the Windows networking 
environment, the default group name is Workgroup. 

In older systems, the identification of each computer was originally stored 
in a text file located on each computer on the network. The text file contained the 
computer name and the associated MAC address. Any computer on a NetBIOS 
network could read the text file of any of the other computers on the network. 
This system worked for earlier and smaller networks, but as networking evolved 
in size and capability, protocols were developed that allowed for an automated 
method of communicating identification information across the LAN. We will 
discuss these protocols in later chapters. 
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NetBIOS names and UNC 


NetBIOS computer names are used to identify computers and servers. NetBIOS 
names can contain a maximum of 15 characters. NetBIOS uses a standard naming 


convention called the Universal Naming Convention (UNC) to identify shared Universal Naming 
resources on the network. A typical UNC is \\server_name\share_name. The Convention (UNC) 
server_name is the name of the computer or server that contains a shared resource, 4 standard naming 
and the share_name is the name assigned to the shared resource. The UNC can convention used by 
also include a path to a subdirectory beneath the shared resource such as NetBIOS. 


\\server_name\My Documents\Projects\. In this example, My Documents is the 
shared resource and Projects is a subdirectory beneath the shared resource. Think 
of descending a hierarchical structure. The file server contains all shares, so it is the 
highest level of the hierarchical structure. Next is the share, and last, is the path. 


NetBEUI 


The NetBIOS Extended User Interface (NetBEUI) protocol was designed as 
an enhanced version of NetBIOS. It was also designed by IBM to support their 
LAN Manager network system. Later, Microsoft adopted NetBEUI into their 
networking products. It is constantly referenced by technical documentation and 
can still be used to support LAN systems. 

NetBEUI and NetBIOS are often referred to as the same protocol, but they 
are technically not the same. However, they do share similarities. NetBIOS and 
NetBEUI are broadcast-type network protocols, and a typical router will not pass 
broadcast-type protocols. To communicate with a PC in a large network such as 
the Internet, another protocol must be used such as IP. 


Te 
A protocol that can transmit packets across a router is referred to as a routable protocol. | 3 
_ 


The most common routable protocol is TCP/IP. er 3 


Tinge Ne g pi 


Network+ Note: 


For the Network+ Certification exam, remember that NetBEUI is not a A Network+ 
- routable protocol. $ 


Figure 6-16 shows the relationship of NetBEUI to the OSI model. The Server 
Message Block (SMB) protocol is an upper layer protocol that initiates client 
requests to a server. The request is passed down to the NetBEUI protocol. The 
NetBEUI protocol passes the request to the data link layer. At the data link layer, 
the request is sent to the network media. As you can see, SMB and NetBEUI 
combine to cover five layers of the OSI model. 


IPX/SPX 


Novell NetWare was first introduced in the early 1980s. Early versions of 
Novell NetWare used the IPX/SPX protocol suite exclusively. Starting with 
Novell NetWare 5, TCP/IP was offered as alternative to IPX/SPX. A key point to 
remember is proprietary networks developed their local network communication 
system independent of Internet communication. Later, the proprietary networks 
modified their local network system to be compatible with the TCP/IP protocol 
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Figure 6-16. 
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suite to enable communication over the Internet. Today, the TCP/IP protocol suite 
is selected by default on network operating systems for communications on the 
LAN and WAN. 

Proprietary networks also incorporate methods to exchange data between 
each other. For example, Windows XP supports communication with IPX/SPX 
networks by implementing an IPX/SPX, NetBIOS compatible protocol known 
as NWLink. Interoperability with NetWare network is covered in detail in 
Chapter 8—Novell Network Operating Systems. 

An IPX/SPX address consists of a network number, node address, and socket 
number. See Figure 6-17. The IPX/SPX address is written in hexadecimal form. 
The network number is the number that identifies the network segment. It is 32 bits, 
or 4 bytes, long. The node address is the physical address, or MAC address, of 
the workstation. This address is 48 bits, or 6 bytes, long. The socket number is a 
number that identifies a process. This number is 16 bits, or 2 bytes long. 

When performing diagnostics, you may see the IPX/SPX address written as 

station address a station address. A station address consists of only a network number and node 
an IPX/SPX-based address. Leading zeros in the network number are often truncated. Figure 6-18 


address that consists _ shows the two ways a station address can be written. 
of only a network 


number and node A ppleTalk 


address. 

AppleTalk was originally developed in the 1980s to support Macintosh 
computers connected as a network. AppleTalk consists of its own set of protocols 
such as EtherTalk, LocalTalk, TokenTalk, FDDITalk, AppleTalk Address 
Resolution Protocol (AARP), and more. The original version of AppleTalk simply 

LocalTalk operated as a local network and was limited to 254 nodes. LocalTalk was the 

the network media commonly used term to describe the implementation of a LAN that supported 

in an AppleTalk Macintosh computers. Technically, LocalTalk refers to the network media and 
network. AppleTalk refers to a suite of protocols. 
es 
Fe ades A3EF78C5:88CEF538BA07:0451 

consists of a network 

number, node address, Network number Node address Socket number 


and a socket number. 
4 bytes 6 bytes 2 bytes 
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AAA A aa Pa A Sh 


A3EF78C5:88CEF538BA07 


Network number Node address 


A3EF:78C5:88CE:F538:BA07 


Network number Node address 


Soon it was realized that larger network capabilities were needed. In 1989, 
AppleTalk Phase 2 was introduced. The original Apple Computer network 
was now referred to as AppleTalk Phase 1. AppleTalk Phase 2 could support 
up to 16 million nodes. 

The ability to increase the number of nodes was due to changing the node 
address to a more complex system. The new system consists of three parts: a 
network number, a node number, and a socket number. The network number is 
a 16-bit (2 bytes) value that identifies the specific network. The node number is a 
unique, 8-bit (1 byte) value. The socket number is an 8-bit (1 byte) value. 

AppleTalk Phase 2 introduced a feature called AppleTalk Zones. AppleTalk 
Zones is similar to the concept of workgroups and domains found in Microsoft 
networking systems. An AppleTalk Zone allows for the logical grouping of 
computers. AppleTalk Zones also allow AppleTalk to support LANs consisting of 
more than 255 clients on 65,534 networks. Through the use of AppleTalk Zones, 
the new node addressing technique, and new Apple protocols that support 
packet routing between networks, the network size increased from 254 nodes to 
over 16 million nodes. This was a significant advancement for Apple Computer. 

AppleTalk is a proprietary protocol that can only be interpreted directly by 
other AppleTalk computers. To support communication with Microsoft Windows 
computers and other computers that support TCP/IP communications, AppleTalk 
over IP was developed. This protocol was modified to support the naming 
requirements found in the TCP/IP suite. 

Microsoft XP does not support direct communication with Apple computers. 
To communicate with an Apple computer, a Microsoft server must have the 
Services for Macintosh gateway installed. When a server is configured as a 
gateway for communication, Microsoft XP clients can access shared files on the 
Macintosh network. For a Microsoft XP client to access a Macintosh printer, the 
AppleTalk protocol must be installed on the Microsoft XP client. 


TCP/IP 


TCP/IP is not a single protocol but rather an entire suite of protocols 
designed specifically to support communication between computers and 
network devices connected via the Internet. TCP/IP is native to UNIX. UNIX 
was the original operating system designed to communicate via the Internet. 
Other network operating systems were not originally designed to communicate 
via the Internet, but rather were designed to communicate over a LAN. In 
these operating systems, two or more LANs could be connected to form a 
MAN or WAN. These operating systems used their own naming convention 
to identify nodes on their network. The naming convention did not match the 


Figure 6-18. 
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naming convention used by the TCP/IP suite of protocols. Thus, these network 
operating systems developed software utilities often referred to as protocols 

to communicate with other operating systems that were based on the TCP/IP 
naming convention and protocols. 

Today, all major network operating systems can communicate across the 
Internet and adhere to the naming rules of TCP/IP. It does this by encapsulating 
proprietary protocols inside an Ethernet frame and transmitting the frame across 
the Internet. This is how computer systems based on different technologies, 
AppleTalk, DEC, NetWare, and more can communicate with each other and 
exchange data. 

TCP/IP is used by Microsoft Windows XP to communicate on the LAN and 
has stopped supporting NetBEUI as the default protocol. Windows 98 was the 
first version of a Microsoft operating system to allow a LAN to be configured for 
TCP/IP only. While this was only a brief introduction to TCP/IP, Chapter 11— 
TCP/IP Fundamentals covers TCP/IP in detail. 


Summary 


E Some common features that a network operating system provides are shared 
resources, file storage and management, security, troubleshooting utilities, 
services, and a user interface. 


Æ The data link layer is responsible for placing data on the network media or 
receiving data and passing it up the OSI layers. 


M The data link layer is defined by the IEEE 802.2 standard. 
m Ethernet uses CSMA/CD to access the network media. 


m CSMA/CD broadcasts a message to all computers in a collision domain. 
Only the intended computer accepts the message. 


EW A collision domain is an area where collisions occur in an Ethernet network. 
NW Segmenting an Ethernet network can reduce collisions. 


E A broadcast storm occurs when there is continuous activity on an Ethernet 
network. 


Macintosh computers use the AppleTalk protocol for communication and the 
CSMA/CA access method. 


E The CSMA/CA access method attempts to avoid collisions through detecting 
communications on the network media. 


m A Token Ring uses the token passing access method. Only one computer may 
control the token at any one moment. 


W Token Bus uses a token passing access method similar to Token Ring. 
However, the token is passed according to a list of sequential addresses 
rather than to the proximate computer. 


Token Bus is defined by the IEEE 802.4 standard. 

ARCnet uses token passing for media access. 

ARCnet assigns the MAC address for each network interface module (NIM). 
NetBIOS was originally developed by IBM to network IBM PCs. 


NetBIOS uses two common network communication methods: datagram and 
session. 
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A datagram is a short message block that can be sent to a particular 


computer, sent to a group of computers, or broadcasts to all computers 
connected to the media. 


A datagram that is broadcast to a group of specific computers is referred to 
as multicast. 


A session is communication that is limited between two particular 
computers. 


NetBEUI is an enhanced version of NetBIOS. 
NetBEUI is not a routable protocol. 


Novell Netware allows for the use of either IPX/SPX or TCP/IP as the 
network protocol. 


AppleTalk Phase 1 could only support LANs. 
AppleTalk Phase 2 could support communications between LANs. 
The Windows XP default network protocol is TCP/IP. 


Review Questions 


Answer the following questions on a separate sheet of paper. Please do not 


write in this book. 


1. 
. What is the purpose of the data link layer? 
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List some common features of network operating systems. 


. The data link layer is subdivided into what two layers? 


. The Ethernet protocol uses the access method. 
. Describe a typical session on an Ethernet network. 


. When too many packets on a network collide, a storm has occurred. 


. On which type of network do broadcast storms typically occur? 

. Which access method does AppleTalk use? 

. Which access method does Token Ring use? 

. What is monitor contention? 

. What does the term ring purge mean? 

. Which computer on a Token Ring network starts the beaconing process? 
. Which IEEE standard describes Token Bus? 


. How does token passing in a Token Bus system differ from token passing in 


a Token Ring system? 
Describe ARCnet's access method. 


What acronym used in ARCnet technology means the same as network 
interface card? 


What does the term de facto standard mean? 
Define the term broadcast. 


Define the term multicast. 
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20. Define the term session. 


21. Which form of communication guarantees delivery of a packet—a session or 
a datagram? 


22. Which form of communication relies on a broadcast-type of transmission—a 
session or a datagram? 


23. Which form of communication is best for large networks—a session or a 
broadcast? 


24. Define the term virtual circuit. 


25. and are not routable protocols. 
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- Sample Network+ Exam Questions 


Answer the following questions on a separate sheet of paper. Please do not 
write in this book. 


1. Which of the following is the UNC format for a shared directory called 
MyFiles on a server called Server1? 
A. //Serverl/MyFiles 
B...//MyFiles /Serverl 
C. “\\Serverl\MyFiles 
D. \Serverl\MyFiles 
2. NetBEUI is native to which operating system? 
A. Apple 
B. UNIX 
C. Windows NT 
D. Novell NetWare 


3. Which standard describes the access method for a Token Bus network? 
A. 802.2 
B. 802.3 
C. 802.4 
D. 802.5 


X% Network+ 


4. Removing a workstation from a Token Ring network is referred toas 
A. beaconing 
B. monitoring 
C. purging 
D. ejecting 
5. Broadcasting data to a few select workstations is referred to as 
A. beaconing 
B. multicasting -` 
C. conferencing 
D. multiplexing 
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6. The IEEE standard 802.3 is associated with which access method? 
A. Carrier Sense Multiple Access with Collision Detection (CSMA/CD) 
B. Carrier Sense Multiple Access with Collision Avoidance (CSMA/CA) 
C. Asynchronous Transmission Mode (ATM) 
D. Wireless Ethernet Protocol (WEP) 


Network+ 


7. Which of the following is the default protocol used for Apple clients in an 
Apple network? 


A. NetBEUI 
B. IPX/SPX 
C. AppleTalk 
D. AppleNet 


. What access method is used by a Token Ring network? 
A. ring polling 


90 


B. token passing 
C. CSMA/CA 
D. CSMA/CD 


9. Which network operating system can communicate over Ethernet? 
A. Microsoft NT 
B. Novell NetWare 
C. UNIX 
D. All of the above. 


10. Which answer is a correct example of a MAC address? 
A. AB C3 D4 23 54 F2 
B. 192.168.000.123 
C. A12.34E.676.FF2 
D. 1926867721 


Suggested Laboratory Activities 


1. Install an Ethernet, peer-to-peer network. 
2. Install a Token Ring, peer-to-peer network. 


3. Install a Token Bus, peer-to-peer network. 


Interesting Web Sites for More Information 


www.javvin.com/protocolsuite.htm| 
www.protocols.com 
www.wildpackets.com 


242 Networking Fundamentals 


Networks are often used in education to share data and peripherals and to connect to the Internet. 


Chapter 6 
Laboratory Activity 
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After completing this laboratory activity, you will be able to: 
MW Install the Client Service for NetWare on a Windows XP client. 
MW Remove the Client Service for NetWare from a Windows XP client. 


Mm Identify the different Ethernet frame types available to support communica- 
tions with a NetWare server. 


Introduction 


In this laboratory activity, you will install the Client Service for NetWare 
on a Windows XP client. This will automatically install the NWLink IPX/SPX/ 
NetBIOS Compatible Transport Protocol. Novell Network servers originally 
used IPX/SPX as the default protocol suite. Starting with NetWare 5, Novell 
offered TCP/IP as the native protocol rather than IPX/SPX. However, Novell still 
provides an option to install the IPX/SPX protocol instead of TCP/TP. 

Microsoft and Novell each provide a client service for connecting a Windows 
XP client to a NetWare server. The client from Microsoft is called Client Service 
for NetWare (CSNW), and the client from Novell is called Novell Client for 
Windows NT/2000/X?P. In this laboratory activity, you will only be using Client 
Service for NetWare. One big advantage of using the Novell Client for Windows 
NT/2000/XP, however, is it supports administrative tools or utilities native to 
the NetWare system. The Microsoft Client Service for NetWare does not support 
NetWare administrative tools or utilities native to the NetWare system. 


Note: 

A technical term for each of the NetWare client services is “redirector.” A redirector 
is a software program typically referred to as a protocol or service that acts as a 
translator between two different network operating systems. 


Note: 

Microsoft recommends the following selections for Windows XP clients connecting 
to a Novell NetWare Server 5.x and later. Use Client Service for NetWare and 
NWLink to connect to NetWare 5.x and later servers running IPX/SPX. Use 
Novell Client for Windows NT/2000/XP to connect to NetWare 5.x and later 
servers running TCP/IP. 


Windows XP and Novell NetWare use two different protocols for file and 
print communications. Windows XP uses the Common Internet File System 
(CIFS) protocol for file and print services. CIFS is an enhanced version of 
Service Message Block (SMB), which was Microsoft's original file and print 
service protocol. NetWare uses the NetWare Core Protocol (NCP) for file and 
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print services. This means that the two operating systems cannot communicate 
directly because each is based on a different file and print service protocol. This 
is why a client service is required. A client service installs the needed file and 
print service protocols. 

One of the unique aspects of NetWare is that it can support four different 
Ethernet frame types. The default frame type selection is Auto Detect. When set 
to Auto Detect, the correct Ethernet frame type will be selected automatically. An 
administrator may also set the frame type specifically. 


Equipment and Materials 
Æ Workstation with Windows XP. 


] lote: 
A NetWare server is not required for this laboratory activity. 


Procedure 
I. Report to your assigned workstation. 
2: Boot the workstation and verify it is in working order. 
3: Access the Local Area Connection Properties dialog box for 


the network adapter through Start | Control Panel | Network 
Connections. Right-click the Local Area Connection icon and select 
Properties from the shortcut menu. Your Local Area Connections 
Properties dialog box should look similar to the following screen 
capture. Pay particular attention to the fact that the only network 
protocol installed is TCP/IP. 


-4. Local Area Connection Properties 


xi 


nai] Ars 


Connect using: 
[= Intel(R) PRO/100 VE Network Conne 


This connection uses the following items: 


Cieri tor Microsoft. Nebot 
a File and Printer Sharing for Microsoft Networks 
MI E$ QoS Packet Scheduler 

Y Intemet Protocol (TCP AP) 


Description s == a 
Allows your computer to access resources on a Microsoft 


¿el 


T™ Show icon in notification area when connected 
IV Notify me when this connection has limited or no connectivity 
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Click the Install button. The Select Network Component Type dialog 


box will display. 


Select Network Component Type PR) | 


acn 
| 4" Protocol 


Description 


A chent provides access to computers and fles on 
the network you ase connecting to. 


Select Client and then click the Add button. The Select Network Client 
dialog box will display. 


Select Network Client 


Click the Network Client that you want to install, then click OK. If you have 
=== an inttallation desk for this component, cack Have Disk. 


| Network Cent. 
| 5% Cent Service for Netware 


| 


EY This driver is dota signed. 
Tell driver signing i 


| 
Select Client Service for NetWare and then select OK. This will install | 


the Client Service for NetWare. 


Now, look in the Local Area Connection Properties dialog box for 
the network adapter to see if the Client Service for Netware and 
NWLink IPX/SPX/NetBIOS Compatible Transport Protocol has been 
added to the list. If both entries are listed, you have successfully 
added the required Microsoft IPX/SPX compatible protocols. If you 
do not see these entries, call your instructor for assistance. 


After successfully installing the Client Service for Netware, the 
computer will display a message informing you that the system must 
be restarted before the change will take effect. Allow the system to 


reboot. 


When the computer reboots, the Windows logon dialog box will 
appear requesting your user name and password. Your user name 
should appear by default and your password will be blank unless 
you use a password to normally access this workstation. 
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10. 


The Select NetWare Logon dialog box will display. You may select 
the Help button to learn more about the dialog box. When you are 
through, close Help and then click the Cancel button in the Select 
NetWare Logon dialog box. You will not change any settings in this 
dialog box in this laboratory activity. 


Note: 

The Select NetWare Logon dialog box may not appear if another class has 
previously used the workstation for this laboratory activity and a NetWare server 
was not detected. 


User Name 


© Preferred Server 
| Preferred Server a 


O Default Tree and Context 
Tree: [2] 
Context: 


Run Login Script 


Open the Local Area Connection Properties dialog box for the 
network adapter. Select NWLink IPX/SPX/NetBIOS Compatible 
Transport Protocol and then click the Properties button. A dialog box 
similar to the following should appear. 


NWLink IPX/SPX/NetBIOS Compatible Transp... 2 ](K] 


General | 


Specily an internal network number if you plan to run File and 

Print Services for NetWare, IPX routing, of any other NetWare 

service that relies on the SAP Agent, This number applies to all 
ions on this computer that use such services, 


Internal network number: PE | 
Adapter 
in most cases, you should choose Auto Detect. You should | 
manually configure the Frame type and Network number 

only if Auto Detect doss not work in your enviroment. 


| Frame type: [Auto Detect ME 
pis 1 
RS rn | 


Network number: 


| 
| 


TA 


13. 


14. 


15. 


16. 


17. 


18. 
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Click the arrow of the Frame type drop-down list box to see the 


various frame types available. List the four types on a separate sheet 
of paper. 


Click Cancel to return to the Local Area Connection Properties 
dialog box. 


Remove the Client Service for NetWare by highlighting Client 
Service for NetWare and then clicking Uninstall. 


After removing Client Service for NetWare, inspect the Local Area 
Connection Properties dialog box for the network adapter to see 

if Client Service for NetWare and the NWLink IPX/SPX/NetBIOS 
Compatible Transport Protocol has been removed. If the Client 
Service for NetWare and the NWLink IPX/SPX/NetBIOS Compatible 
Transport Protocol has been removed, click OK to exit the Local Area 
Connection Properties dialog box. If they have not been removed, 
call your instructor for assistance. 


Now you will remove the Logon dialog box(es) from the startup 
screen. If you don't, you will be required to pass through the 
Windows logon screen each time the computer is started and 
possibly the Novell NetWare logon screen. To remove the Logon 
dialog box, open User Accounts (Start | Control Panel | User 
Accounts). Click Change the way users log on or off and then select 
the Use the Welcome Screen option. This will remove the classic 
Windows Logon dialog box. If you have a problem restoring the 
original screen, call your instructor. Remember, you must leave the 
workstation the way you found it unless otherwise directed by your 
instructor. 


You may repeat the laboratory activity several times until you feel 
comfortable with adding and removing Client Service for NetWare. 
Be sure to inspect the Local Area Connection Properties dialog box 
for the network adapter each time you install and uninstall Client 
Service for NetWare. 


Answer the review questions. 
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Review Questions 


Answer the following questions on a separate sheet of paper. Please do not 


write in this book. 


ile 


SD OF A 


What is the name of the Microsoft client used to connect a Windows XP 
workstation to a Novell NetWare 5.x server? 


. What network protocol is installed by default on a workstation running 


Windows XP? 


. What is the name of the client provided by Novell to connect a Windows XP 


workstation to a Novell NetWare 5.x server? 


. What is the file and print protocol used by Microsoft Windows XP? 
. What is the file and print protocol used by NetWare? 
. How many Ethernet frame types are available for Novell NetWare? 


. What is the Ethernet frame type default setting for a Novell NetWare client? 
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After studying this chapter, you will be able to: 


Identify the major differences between a Microsoft peer-to-peer network and 
a Microsoft client/server network. 


Discuss the differences between FAT16, NTFS4.0, and NTFS5.0. 
Describe the Windows NT domain model. 
Explain the Windows NT authentication process. 


Describe the Windows 2000 Server and Windows Server 2003 Active Directory 
structure. 


E 


m o me 


Explain the Active Directory authentication process. 
Explain the purpose of the Microsoft Management Console (MMC). 
Explain how a domain user and group account is set up in Active Directory. 


Explain the ways to obtain interoperability between clients and servers in 
networks with different network operating systems. 


ere. Ee 


Network+ Exam—Key Points 


The Network+ Certification exam requires knowledge about the inter- 
operability between different networking systems. This is the most important 
aspect of the entire chapter. The Network+ Certification exam also expects 
a basic user-level understanding on how to log on to various network 
operating systems. An example question might be: A user cannot log on to a 
network. What is the problem, and what is the correct procedure to correct it? 

- The answer would be: Verify the user is logging on correctly, and check if a 
connection can be established. 


A question about Lightweight Directory Access Protocol (LDAP) is most 
likely to be on the Network+ Certification exam. Remember that LDAP is 
independent of the operating system. : 


The CompTIA Network+ Certification is not a certification for Windows 
Server 2003 or any other network operating system. It is a general certifica- 
tion that measures general knowledge, not specific systems. You will need to 
know the general concepts associated with Windows networks such as logon 
procedures, how to add users, common user logon errors, and such. You will 
not need to know the Windows 2000 Server or the Windows Server 2003 
operating systems in depth. 
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Key Words and Terms 


The following words and terms will become important pieces of your 
networking vocabulary. Be sure you can define them. 


access control list (ACL) 

auditing 

authentication 

backup domain controllers (BDC) 
basic disk 

clustering 

complex trust relationship 
contiguous namespace 

disjointed namespace 

disk quota 

distinguished name 

domain 

dynamic disk 

EFI partition 

forest 

gateway service 

global security policy 

group account 

interactive logon 

Local Security Authority (LSA) 
local security policy 

Logical Disk Manager (LDM) partition 
logon right 

Microsoft Reserved (MSR) partition 
member server 

multimaster replication 


namespace 

network authentication 

network share 

New Technology File System (NTFS) 
NTFS permissions 

one-way trust relationship 
organizational unit 

pass-through authentication 
permission 

primary domain controller (PDC) 
security access token 

Security Account Manager (SAM) 
security policy 

share permissions 

share-level security 

simple volume 

snap-in 

spanned volume 

stand-alone server 

striped volume 

tree 

trust relationship 

two-way trust relationship 
user-level security 

workgroup 


This chapter and the next two chapters introduce the dominant network 
operating systems from Microsoft, Novell, and the UNIX/Linux corporations. As 
you cover the content of these chapters, you will see the similarities and 
differences among network operating systems. The material presented in these 
chapters is limited to an introductory level. Knowledge of these network 
operating systems fill volumes of textbooks. In fact, a typical resource book for 
any of these operating systems typically contains over 1000 pages. 


l Network+ Note: 


The Network+ Certification exam only requires introductory-level 
knowledge of the major network operating systems. After finishing this 
course on networking fundamentals, you may wish to specialize in one of 
the dominant network operating systems. 
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A Brief History of Microsoft Network Operating 
Systems 


Microsoft began developing network operating systems in 1993 when it 
introduced Windows for Workgroups and Windows NT 3.1. Windows for 
Workgroups was designed as a peer-to-peer technology, while Windows NT 3.1 
was designed as a client/server technology. Both network operating systems 
became popular because of the GUL 

Windows for Workgroups was one of the first peer-to-peer network models 
developed. At the time, most networks were the client/server type requiring 
expensive server software and hardware or a system to access mainframes 
through dumb terminals. The peer-to-peer model allows a collection of 
computers to communicate in similar fashion of a client/server model, and also 
allows them to function as stand-alone computers. 

Computers in a Windows for Workgroups peer-to-peer network are grouped 
as workgroups. A workgroup is a group of computers that share resources such 
as files and hardware, Figure 7-1. This type of network structure is limited in 
scope and is not used for large networks. In the peer-to-peer workgroup model, 
each computer contains its own database of users. Each user must have a separate 
account on each computer to use the computer's shared resources. As a peer-to- 
peer network grows in size, it becomes impractical to manage. 

Windows NT 3.1 based its network administration on the client/server 
model. A client/server model stores user and resource information in one 
location. In a client/server network, the security database is stored on a server. 
The user logs on to the server and is then cleared to access the network resources. 

Computers in a Windows client/server network are grouped together in a 
domain. A domain is a logical grouping of users and equipment as defined by 
the network administrator, Figure 7-2. Domain members share a common 
security database. It is much easier to manage a large number of users when the 
network is configured as a client/server. 
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workgroup 

a group of computers 
that share resources 
such as files and 
hardware. 


domain 

a logical grouping of 

users and equipment 
as defined by the net- 
work administrator. 


Printer 


= 


Computer 


Workgroup 


Figure 7-1. 

A workgroup is a 
group of computers 
that share resources. 
Some examples of 
resources are files, 
directories, databases, 
and printers. 
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Figure 7-2. 
A domain consists of a > 
collection of users and 


equipment under one 
administration. 


Equipment 


Domain 


Workgroups can also be implemented on a client/server network. However, the ability of a 
Microsoft client/server model to organize users into groups makes workgroups obsolete. 


It is interesting to note that the first release of Windows NT was called 
Windows NT 3.1. Typically the first release number of software is labeled as 1.0. 
Major releases follow in whole numbers such as 2.0, 3.0, and 4.0. Revisions 
increment in tenths, such as 2.1 and 2.2, and minor revisions generally increment in 
one hundredths, such as 2.11 and 2.22. The first version of Windows NT, however, 
was labeled 3.1 to match the version of DOS that was available at the time. 

In 1996, Microsoft introduced Windows NT Workstation 4.0 and Windows 
NT Server 4.0. The workstation version could function as.a stand-alone computer 
or support up to ten computers in a peer-to-peer environment. 

Two of the major differences between Windows NT 3.1 and Windows NT 4.0 
are the interface and Plug-and-Play capabilities. Windows NT 4.0 was designed to 
look like Windows 95. The operating system was capable of recognizing and 
installing Plug-and-Play devices, a feature that NT 3.1 lacked. 

In February of 2000, Microsoft introduced Windows 2000 Professional to 
replace Windows NT Workstation 4.0 and Windows 2000 Server to replace 
Windows NT Server 4.0. In addition, Microsoft introduced Windows 2000 
Advanced Server, which was designed to replace Windows NT 5.0 Server 
Enterprise Edition and Windows 2000 Datacenter Server. 

In 2003, Microsoft released Windows Server 2003. Windows Server 2003 
comes in four versions: Standard Edition, Enterprise Edition, Datacenter Edition, 
and Web Edition. The names reflect the design and administrative tool collection 
of each. For example, the Standard Edition functions as a network server for 
controlling a simple network. The Enterprise Edition is designed especially for a 
large-scale network. The Datacenter Edition is designed to serve as a storage 
server for a central database. The Web Edition is designed to serve as a Web 
server with limited capabilities. 

Each edition supports IPv6, Remote Desktop, Active Directory, IIS6, .NET 
Application Services, and the Encrypting File System (EFS). Each has a similar 
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interface. The major differences are the technical features such as how much 
RAM and how many processors each can support and whether it supports hot- 
add memory and Cluster services. Look at Figure 7-3 for a comparison of 
Windows Server 2003 versions. You can see a complete comparison of features at 
the Microsoft Windows Server 2003 Web site. 

Microsoft also has two versions of Server 2003 for the small business: Small 
Business Server 2003 Standard Edition and Small Business Server 2003 Premium 
Edition. These versions are designed to provide a cost-effective, small network server 
with many of the same features as the Enterprise Edition. The Small Business Server 
2003 versions, however, can only support a maximum of 75 workstations. 

The Microsoft network operating systems you will encounter most often are 
Windows 2000 Server and Windows Server 2003. Microsoft has designed many 
different levels of network operating systems to accommodate peer-to-peer 
networks to large-scale networks, referred to as “Enterprise” networks. 


Common Windows Server Administrative Components 


This section provides an overview of the common administrative com- 
ponents and basic terminology of all Microsoft network operating systems. A 
basic understanding of Microsoft network operating systems will serve as a 
foundation when studying the specific Microsoft network operating systems that 
are covered later in this chapter. 
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Figure 7-3. 

Windows Server 2003 
version comparison 
chart. 


254 Networking Fundamentals 


x User Account 


Each person who needs to access a Microsoft server and its resources must 
have a user account. The basic requirement for a user account is a user name and 
password. A user account can be assigned properties such as rights and 


logon right restrictions. Rights include logon rights and permissions. A logon right is the 

the ability tologon ability to log on to the network. This ability may be restricted by disabling a 

to the network. user’s account or by limiting the time the user is allowed to access the network. A 
permission permission is the ability to access a network share. Permissions may be limited. 
the ability to access a For example, a user can be given permission to read a file on the server, but not 
network share. given permission to write to the file. A user can also be given permission to store 


personal files on the server's hard drive, yet restricted to using a limited amount 
of hard drive space. 

When a computer running a Windows server operating system boots, a 
dialog box appears prompting the user to press [Ctrl] [Alt] [Del] to begin. After the 
user presses [Ctrl] [Alt] [Del], a logon dialog box displays, prompting the user fora 
user name and password. After the user name and password are authenticated, 
the user's default desktop appears. 

One of the most common errors made by users is to incorrectly type their 
user name or password or to forget their passwords. The following is a typical 
Windows Server 2003 message that is displayed when a user incorrectly enters 
their name or password: 


The system could not log you on. Make sure your user name 
and domain are correct, and then type your password again. Letters 
in passwords must be typed using correct case. Make sure that 
CAPS LOCK is not accidentally on. 


pu > 


Network+ Note: 


Logon failures are a common question topic on the Network+ Certification 


_ exam. Practice logon procedures and create logon failures to observe error 
messages firsthand. 00000007 ` 


A Group Account 


To simplify user and resource administration, a network administrator can 
group account create a group account and then add users to that account. A group accountis a 
a collection of users collection of users that typically share a common job-oriented goal or similar 
that typically sharea function. Think of a group as a container or a collection of users who share the 
common job-oriented same responsibilities, duties, or interests. 
goal or similar The group account may also consist of equipment. A group account can be 
function. : : spe A eee : 5 oe 
assigned rights and restrictions like a user. Assigning rights and restrictions to 
the group level rather than to the user level makes administration simpler. For 
example, if users of a group need to access a new folder, the administrator can 
simply change the rights of the group account rather than change each user 
account. : 
Some groups are created by default when a network operating system is installed. 
The following is a list of some typical default groups found in Windows 2000: 


M Administrators. 
E Backup Operators. 


Chapter 7 Microsoft Network Operating Systems 


Guests. 
Power Users. 
Replicator. 


Users. 


The system administrator may create other groups. For example, typical 
groups that may be created for a school setting would be Teachers, Students, 
Science, English, Math, Counseling, and Administration. Once the groups are set up 
with permissions and restrictions, users can be assigned to the groups. Users 
may be assigned to more than one group. For example, a teacher may be assigned 
to the Teacher group, the Math group, and the default Backup Operators group. 


Y Security Policy 


A security policy is a blanket policy that secures resources on the network. This 
policy is set before users are added to the network. Users added to the network are 
automatically affected by these policies unless specific properties are assigned to the 
users that override the policy's settings. Two types of security policies exist: local 
security policies and global security policies. A local security policy affects local 
users. A global security policy affects users throughout the domain. 

Security policies can define password requirements such as whether a user 
should be allowed to reuse an old password when a password change is required, 
Figure 7-4. Security policies can also be set that affect auditing, Figure 7-5. 
Auditing is a service that tracks the events, use, and access of network resources 
and writes these actions to a-log. 


Network Share 


A network share, or shared resource, is a resource on the network that is 
shared among assigned users. Examples of resources include files, directories, 
hard drives, CD drives, or printers. 
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security policy 

a blanket policy that 
secures resources on 
the network. 


local security policy 
a security policy that 
affects local users. 


global security policy 
a security policy that 
affects domain users. 


auditing 

a service that tracks 
the events, use, and 
access`of network 
resources and writes 
these actions to a log. 


network share 

a resource on the 
network that is 
shared among 
assigned users. 


-EP Account Policies 
E E essuord Polic Password 


policies 


$ ra Cnc 
i» IBP Account Lockout Policy 
Kerberos Policy 
Local Policies 
Event Log 
Restricted Groups 


Figure 7-4. 

Domain password poli- 
cies in Windows Server 
2003. 
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Figure 7-5. ‘vt Default Domain Security Settings 
Audit policies in ¡oo 
Windows Server 2003. e»i AmB 

Audit policies track pm i 


certain events, such as 
logon and directory 
service access, and re- 
cord the events in a log. 


+ Audit 
1 policies 


A network share is identified by an open hand icon. Look at Figure 7-6. An 
open hand beneath the folder called Public ON Adv Server indicates that this 
folder is shared. The name of the share indicates that the shared folder is public 
and is located on the server named Advanced Server. An administrator often 
appends the name Public to a share name when the share is to be used by 
everyone on the network. Indicating the location of the share is also a good idea. 
In this example, the location of the share has been indicated by the phrase “ON 
Adv Server.” 

Permissions granted to shares delegate who can use the share and in what 
way. Permissions to a share can be granted at the user or group level. Examples of 
permissions are Full Control, Modify, Read, and Write. 


Figure 7-6. 

A shared resource, such 
as this shared folder, is 
indicated by an open 
hand icon. 


Network 
share 
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The permissions available tor selection will vary according to partition file type (NTFS, 
FAT, etc.), the type of user account (Local or Domain), and which operating system has 
been selected, (Windows XP Home Edition, Windows XP Professional, etc.) 


Figure 7-7 shows the permissions assigned to the group Everyone for the 
shared folder, Public ON Adv Server. The group Everyone is assigned the Full 
Control permission over the contents of the folder. When a user is assigned to the 


group Everyone, the user will be able to have full control over the shared folder, 
Public ON Adv Server. 


Disk Management 


The disk management tool that comes with Windows NT, Windows 2000, 
and Windows Server 2003 is graphical. See Figure 7-8. The screen capture shows 
a hard disk drive that has eight partitions formatted with FAT, FAT32, and NTES. 
The size of each partition and its location in the directory structure is displayed. 
Note the color code used to indicate the primary partition, extended partition, 
and logical drives. Disk management tools and disk terminology is discussed in 
more detail later in this chapter. 

The New Technology File System (NTFS) is the native file format for 
Windows NT and Windows 2000/2003. NTFS was introduced with Windows NT 
3.1. When Windows 2000 was released, the NTES file system was further 
improved and was introduced by Microsoft as dynamic disk. Since the release of 
dynamic disk, it has been renamed NTFS5.0. The original NT file system was 
renamed NTFS4.0 so the two could be easily distinguished. NTFS4.0 and 
NTFS5.0 are covered in detail later in this chapter. 

An excellent feature of the NTFS file system is disk quota. Disk quota is the 
amount of disk space assigned to specific users. A common problem with 
networks that have shared hard disk drive space is users filling disk space with 
graphics and audio files. Graphics and audio files take a tremendous amount of 
storage space compared to database files and document files. 

NTFS allows the administrator to allot a specific amount of disk space to a user 
and a warning level, Figure 7-9. As the user approaches the limit (warning level) of 


New Technology File 
System (NTFS) 

the native file format 

for Windows NT and 
Windows 2000/2003. 


disk quota 

the amount of disk 
space assigned to 
specific users. 


Figure 7-7. 
Permissions granted to 
the group Everyone for 
the Public On Adv Server 
folder. 
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Figure 7-8. oF ii s Tr 

The Disk Management 

utility as shown in the 

right-hand pane of the 


Computer Management 
utility. 


their assigned disk space, a warning message appears on their screen. The message 
is displayed before the user runs out of space. This is so the user may purge some 
of their files or request additional space from the system administrator. 


` Administrative Tools 


Administrative tools are designed to make network administration easy and 
convenient. Some of the tasks administrative tools allow the administrator to do 
is view logs, manage the domain, manage users and groups, configure the server, 
set security policies, and add and manage services. 

Some examples of administrative tools are User Manager for Domains found 
in Windows NT and the Microsoft Management Console (MMC) found in 


Figure 7-9. 

The NTFS disk quota 
feature allows an 
administrator to set a 
limit on the amount of 
hard disk drive space 
a user can use. The ad- 
ministrator can also set 
a warning level. When 
the user approaches the 
warning level, a warn- 
ing message displays. 
The warning message 
tells the user that they 
have almost used 
their quota of hard 
disk drive space. The 
user can then delete 
unneeded files or ask 
the administrator to 
increase their quota. 


User is allowed 
to use 200 MB 
of disk space 


When user has used 
all but 10 MB of disk 
space, a warning 
message will display 
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Windows 2000/2003. User Manager for Domains allows administrators to add 
users to a domain and manage users. The MMC is a console that can be 
configured to display the administrative tools that are most used by the 
administrator. The MMC and other administrative tools are covered in detail 
later in this chapter. You will find that the features of theses administrative tools 
are typical and similar to most network operating systems. 

You have just received a very brief overview of some of the capabilities of the 
Microsoft network operating systems. The following sections explore Windows 
NT and Windows 2000/2003 in more detail. 


Windows NT 


Windows NT introduced several unique features for networking. One of the 
most significant improvements was the New Technology File System (NTFS). The 
original file system, known as File Allocation Table (FAT), or FAT16, has several 
limitations. It is limited to a 2 GB partition. This is a severe limitation for a server 
that needs to provide a large amount of storage space. FAT16 is also limited to 
eight-character file names and a three-character extension. NTFS, on the other 
hand, can create partition sizes as large as 16 EB. NTFS file names can be as long 
as 256 characters and have multiple extensions. 


Be aware that many resources refer to any Microsoft server product and network system 
as simply Microsoft NT even though the Microsoft server product is a later technology 
belonging to Windows Server 2000 or Windows 2003 Server. 


Not only does NTFS offer larger disk capacity, it also offers many security 
features that were not available directly for FAT16. The NTFS file system can be 
set up to share directories and control access to files. FAT16 allows only for share- 
level security. Share-level security provides password protection for a share and 
minimal share permissions. See Figure 7-10. Share-level security applies only to 
shares that are accessed over the network. It does not secure shares that are 
accessed locally. For example, a user who accesses a shared directory over the 
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share-level security 
a type of security that 
provides password 
protection and mini- 
mal share permissions 
to network shares. 
Share-level security 
applies only to shares 
that are accessed over 
the network. 


E 


Share Permissions | 


Group or user names: 


` Eermissione for Everyone 


E 


Full Control o 
Change O 
Read o 


Figure 7-10. 

Share permissions 
assigned to the group 
Everyone for the Public 
folder. Share permis- 
sions only apply when 
the share is accessed 
over the network. 
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share permissions network may be asked to provide a password or may be limited to only Read 
permissions assigned access. If the same user accesses the shared directory locally (at the computer that 
to a network share. hosts the share), no security would be enforced. The user would be able to make 
Common share permis- changes to the file. 

sions are full control, Share-level permissions are commonly called share permissions. The 

fe areas following is a list of share permissions for the Windows operating systems: 


user-level security M Full Control 


a type of security 
that requires a user to 


Change. 


a 
authenticate through gy Read. 
a security database to = 
access a share. 


No Access. 


s Share permissions for Windows 2000 and Windows Server 2003 differ in that the No 
å Access permission option is omitted. 


NTFS allows for user-level security. User-level security yequires a user to 
authenticate through a security database to access a share. During authentication, 


user permissions are checked and access to the share is given accordingly. User- 


NTFS permissions h E 3 

permissions assigned level security provides security to shares accessed over the network and locally. 
to directories and User-level security permissions are commonly called NTFS permissions. 
files. NTFS permis- NTFS permissions can be applied to both the directory level and file level. See 
sions are effective Figure 7-11 for a comparison of file and directory permissions for Windows NT, 
locally and over the. Windows 2000, and Windows Server 2003. As you can see, user-level security 
network. allows for more options and better security than share-level security. 


Although both share permissions and NTFS permissions can be applied to a share, it 
is best to set only the NTFS permissions and to leave the share permissions set to their 
default. Working with both types of permissions is unnecessary and only complicates 
administration. 


Figure 7-11. 
Share permissions for Windows NT 
files and directories in — 
Windows NT, Windows 
2000, and Windows 
Server 2003. 
x Mt cn sia rs = 
Change permissions Change permissions 
Take ownership Take ownership 
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Windows NT Network Administrative Models 


Microsoft NT can be set up as a peer-to-peer network or as a client/server 
network. In the peer-to-peer network, all computers have equal administrative 
powers. Computers that need to share resources with each other are assigned to 
the same workgroup. Each computer in the workgroup has its own security 
database and can act as both a client and a server. 

The client/server network uses a centralized server and is more secure than 
a peer-to-peer network. Itis easier to administer because of the central location of 
the security database. It can be more economical than a peer-to-peer network 
because less time is required for the installation of software and data. By using a 
client/server model, all application software can be loaded on a central server 
and made accessible to all computers in the network if desired. 

The administrative structure for a client/server-based Windows NT network 
is divided into domains, groups, and objects. The structure is hierarchical in 
nature starting with the domain and working its way down to the smallest unit, 
the object, which can be a shared resource such as file or printer. 


The Domain Model 


Users and equipment, such as computers, are assigned to a domain for 
administrative purposes and security. A small company may use a single domain 
name for the entire business. A large company may divide the company into 
several distinct domains. For example, a company spanning the United States 
may divide the company into regions, such as San Francisco, New York, and 
Orlando. See Figure 7-12. The example consists of three distant locations 
connected via the Internet or a private line. Although each region is represented 
as a separate domain, it is set up to allow the free flow of data and 
communications between them. The flow of data and communications can also 
be restricted. 

Another scenario is the company illustrated in Figure 7-13. The company 
spans several distant locations yet is configured into a single domain. Typically 
multiple domains are used to better organize a large company into logical 


Figure 7-12. 

The XYZcorp company 
has assigned each of its 
locations to a separate 
domain. The domains 
have been configured 
to allow the free flow of 
data between them. 


Domain A 


a New York 
H XYZcorp 


San 
Francisco 


Domain B Domain C 
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Figure 7-13. 

A company may span 
several distant loca- 
tions yet be configured 
as a single domain. 


= i Orlando 
i) XYZcorp 


Domain 


working units such as research, sales, accounting, executive administration, and 


. human resources. There is no one set method to arrange a domain structure. The 


size and arrangement of a domain structure design is left to the network engineer 
or administrator. 


The term domain as it is used here should not be confused with the term domain used 
in Internet terminology. The term domain when used in Internet terminology describes a 
collection of computers sharing an Internet name or address. A better understanding of 
the differences will become evident after reading Chapter 11—TCP/IP Fundamentals. 


trust relationship 
a relationship 
between domains, 
which allows users 
from one domain to 
access resources on 
another domain in 
which they do not 
have a user account. 
The user can then 
access resources on 
another domain with- 
out having to log on 
to that domain. The 
user, however, must 
have permissions to 
access the resources. 


. Domain trusts relationships 


To allow the free flow of data and communications between domains, a trust 
relationship between the domains must be established. A trust relationship is a 
relationship between domains, which allows users from one domain to access 
resources on another domain in which they do not have a user account. The user 
can then access resources on another domain without having to log on to that 
domain. The user, however, must have permissions to access the resources. 

A trust relationship can be set up to allow domains to have a two-way trust 
relationship or a one-way trust relationship. In a two-way trust relationshi 
both domains are designated as a trusted domain and a trusting domain. A two-way 
trust relationship allows both domains in the trust relationship to share its 
resources with the other. A two-way trust relationship is sometimes referred to 
as a full-trust relationship. Figure 7-14 shows an example of a two-way trust 
relationship. Domain A trusts Domain B and allows Domain B to access its 
resources. Domain B trusts Domain A and allows Domain A to access its resources. 


In a one-way trust relationship, one domain is the trusted domain and the 
other is the trusting domain. The trusting domain allows the trusted domain to 


Chapter 7 Microsoft Network Operating Systems 


263 


Trusted domain Trusting domain 


Domain A trusts 
Domain B 


Domain B trusts 
Domain A 


Domain A Domain B 


Trusting domain Trusted domain 


Two-Way Trust Relationship 


access its resources. Look at Figure 7-15. A one-way trust relationship has been 
established. Domain B has been designated the trusting domain and Domain A 
has been designated the trusted domain. In other words, Domain B trusts Domain A 
to access its resources. However, since a one-way trust has been established, 
Domain A does not trust Domain B to access its resources. 

Two-way trust relationships can be implemented to develop a complex trust 
relationship. A complex trust relationship is a trust relationship in which more 
than two domains have a full-trust relationship. Look at Figure 7-16. Notice that 
a two-way trust relationship is established between all three domains. 


Server roles 

Servers in a Windows NT network can perform one of the following three 
roles: primary domain controller, backup domain controller, and server. The 
primary domain controller (PDC) manages user access to the network. The chief 
function of the primary domain controller is to authenticate domain users as they 
log on to the network. The PDC hosts the user and security database. Changes to 
the security database, such as adding users and groups, must be performed 
through the PDC. There can only be one PDC for the entire Windows NT 
domain. 

As other servers are added to the network, they may be designated as backup 
domain controllers. Backup domain controllers (BDC) are used to store backup 
copies of the user account and security database. A BDC can perform 
authentication and can be promoted to a PDC in case the PDC fails. Changes to 
the security database cannot be made through a BDC. 


Figure 7-14. 

This is an example 

of a two-way trust 
relationship established 
between two domains. 
Each domain can access 
resources on the other 
domain. 


two-way trust 
relationship 

a trust relationship in 
which both domains 
are designated as a 
trusted domain and 
a trusting domain. A 
two-way trust rela- 
tionship allows both 
domains in the trust 
relationship to share 
its resources with the 
other. 


one-way trust 
relationship 

a trust relationship in 
which one domain is 
the trusted domain 
and the other is the 
trusting domain. The 
trusting domain allows 
the trusted domain to 
access its resources, 
but the trusted domain 
does not allow the 
trusting domain to 


access it resources. 


Trusting domain 


Trusted domain 


Domain A Domain B trusts 
does not trust Domain A 
Domain B 


One-Way Trust Relationship 


Figure 7-15. 

In a one-way trust rela- 
tionship, a domain may 
access resources on 
another domain even 
though there is no user 
account established on 
the other domain. The 
trust honors the logon 
authentication of the 
domain the user is in. 
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Figure 7-16. 

An example of a com- 
plex trust relationship. 
You can think of a 
complex trust relation- 
ship as two-way trusts 
established between 
all domains in the 
configuration. 


complex trust 
relationship 

a trust relationship in 
which more than two 
domains have a full- 
trust relationship. 
primary domain 
controller (PDC) 

a domain controller 
that hosts the user 
and security database 
and manages user 
access to the network. 
The chief function of 
the primary domain 
controller is to 
authenticate domain 
users as they log on 
to the network. 


backup domain 
controllers (BDC) 

a domain controller 
that stores backup cop- 
ies of the user account 
and security database. 
A BDC can perform 
authentication and can 
be promoted to a PDC 
in case the PDC fails. 


member server 

a server that belongs 
to a domain but 

does not serve as a 
domain controller. It 
authenticates users 
through another 
server that acts as the 
PDC or a BDC. 


x a 


Domain A SS 


Domain B 


Domain C 


Complex Trust Relationship 


A server that assumes the server role can be designated as a member server 
or as a stand-alone server. A member server is a server that belongs to a domain 
but does not serve as a domain controller. It authenticates users through another 
server that acts as the PDC or a BDC. A stand-alone server is not part of a 
domain. Security is handled locally and all security information is stored in its 


‘local database. 


Authentication 

Authentication is the process of verifying a user’s identity and allowing the 
user access to the network. Three components handle authentication in a 
Windows NT network. These components include the following: 
MW Security Account Manager (SAM). 
MW Local Security Authority (LSA). 


Œ Security Resource Monitor (SRM). 
The Security Account Man AM) maintains the security account 


"database. The security account database contains a list of user and group names, 


user and group security identifier (SID) numbers, and account information. The 
Local Security Authority (LSA) is responsible for validating local and remote 
logons and for generating a security access token. The security access token 


contains the user’s security identifier (SID) number and the security identifier 
number of any groups the user belongs to. The Security Resource Monitor (SRM 


ompares the token information to an access control list (A that is associa 
with a shared resource. Each shared resource, or object, in the domain has an 


access control list (ACL) associated with it. The ACL contains a list of users and 
groups that are allowed access to the resource and a list of permissions that are 
granted to each user and group. 

This is how the authentication process works within a domain. When a user 
logs on to the domain, the user’s name and password are sent to the nearest PDC or 
BDC on the network. The password is sent in an encrypted form so that it cannot 
be intercepted and read as it travels the network. The SAM compares the user 
name and password with that in the security account database. If the user name 
and password matches that in the security account database, the LSA generates a 
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security access token. When the user requests access to a shared resource (object), 
the Security Resource Monitor (SRM) compares the token information to the 
permissions associated with the resource. The user is then allowed to access the 
resource according to their permissions as listed in the ACL. See Figure 7-17. 

If a user needs to use resources that are located in a different domain and a trust 
relationship has not been established between the domains, the user has to log on to 
that domain to use its resources. If a trust relationship has been established between 
the domains, the user does not have to log on to the other domain to access its 
resources. A single logon is sufficient. The ability to access all resources throughout the 
entire network system with only a single logon is call pass-through authentication. 


Windows NT Administration 


Windows NT administration includes managing users, groups, and 
resources. NT comes with many utilities to help an administrator accomplish 
this. Three of the most common Windows NT utilities an administrator uses are 
User Manager, User Manager for Domains, and Disk Administrator. 


Managing local users and groups 

Local user and group accounts are used in a workgroup environment and for 
users and groups that need to have local access to the server. Local users and 
groups are managed through the User Manager utility. 
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stand-alone server 
a server that is not 
part of a domain. 
Security ona 
stand-alone server is 
handled locally and 
all security informa- 
tion is stored in the 
local database. 


authentication 

the process of verify- 
ing a user's identity 
and allowing the user 
access to the network. 


Security Account 
Manager (SAM) 

a service that main- 
tains the security 
account database 

in a Windows NT 
domain. 
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Figure 7-17. 

The Windows NT 
authentication process. 
A—When a user enters 
their user name and 
password, the Security 
Account Manager (SAM) 
compares the user name 
and password to that in 
the security database. 

If a match is found, the 
SAM sends an OK to the 
Local Security Authority 
(LSA). The LSA generates 
a security access token. 
The security access 
token contains the user's 
security identifier (SID) 
number and the SIDs 

of the groups the user 
belongs to. B—When the 
user request to access a 
resource, the Security 
Resource Manager 
(SRM) compares the 
token information to the 
resource's access control 
list (ACL). If the informa- 
tion matches, the user is 
granted permission to 
access the resource. 
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ei Tip 


Local user accounts are for accessing the local computer. Domain user accounts are for 
accessing the entire domain. 


Local Security 
Authority (LSA) 

a service that 
validates local and 
remote logons and 
generates a security 
access token. 


security access 
token 

contains the user’s 
security identifier 
(SID) number and 
the security identi- 
fier number of any 
groups the user 
belongs to. 


access control list 
(ACL) 

a list of users, groups, 
and permissions that 
are associated with a 
resource. 


pass-through 
authentication 

the ability to ac- 

cess all resources 
throughout the entire 
network system with 
only a single logon. 


To add a local user, open the User Manager utility and select User | New User 
from the menu. The New User dialog box displays. Fill in the requested 
information, such as user name, full name, and password. Select one of the 
options beneath the Confirm Password text box: User Must Change Password at 
Next Logon, User Cannot Change Password, Password Never Expires, and 
Account Disabled. 

Selecting one of the three buttons at the bottom of the User Properties dialog 
box opens other dialog boxes that allow you to assign the user to a group, 
configure the user’s profile, and set up rights for the user to dial into this 
computer from a remote location. 

To add a local group, open the User Manager utility and select User | New 
Local Group from the menu. The New Local Group dialog box displays. Enter the 
name of the group in the Group Name text box. To add members to the group, 
click the Add button. The Add Users and Groups dialog box displays. You can add 
a single user by selecting the user’s name and clicking Add. You can add multiple 
users by holding down the [Ctrl] key while selecting users and then clicking Add. 
Click OK to exit this dialog box and return to the New Local Group dialog box. 
You will see the users you added to the group listed in the Members window. 
Click OK to exit and save your changes. 


Managing domain users and groups 

To add a user domain, open the User Manager for Domains utility and 
select User | New User from the menu. The User Properties dialog box displays, 
Figure 7-18. Fill in the requested information, such as user name, full name, and 
password. Select one of the options beneath the Confirm Password text box: User 
Must Change Password at Next Logon, User Cannot Change Password, Password 
Never Expires, and Account Disabled. 

Note the buttons at the bottom of the dialog box. Selecting these buttons 
opens other dialog boxes that allow you to assign the user to a group, configure 


Figure 7-18. 
New User dialog box. 


Options 
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Figure 7-19. 
uo New Global Group 
sowens: Peng  — — — dialog box 


Contains a list 
of users that 
have been added 
to the group 


Contains a list 
of users on the 
system who are 
not members 
of the group 


the user’s profile, assign the hours the user is allowed to log on to the computer, 
assign which computers the user can log on to this computer from, and change 
the account expiration date and the account type. 

To add a domain group, open the User Manager for Domains utility and 
select User | New Global Group from the menu. The New Global Group dialog box 
displays, Figure 7-19. Enter the name of the group in the Group Name text box. 

To add members to the group, select members from the Not Members list. 
You can add a single user by selecting the user’s name or multiple users by 
holding down the [Ctrl] key while selecting users. Click the Add button. The 
member or members you selected will display in the Members list. Click OK to 
exit and save your changes. 


«mañagemenb 
e Disk inistrator utility is used to create partition and volumes, 


í es, an fault tolerance. Windows NT can be installed on a 
FAT16 or an NTES partition. Remember, for added security, you should choose 
NTES as the file system. 


Some terminology you should be familiar with when working with the Disk 
Administrator utility is physical drive, free space, partition, primary partition, logical 
drive, volume, and volume set. The physical drive is the hard disk drive that is inside 
the computer. The computer BIOS assigns a number to each physical drive in the 
computer. This number is displayed in the Disk Administrator as Disk 0, Disk 1, 
and so on. See Figure 7-20. Displaying the disk number aids the administrator in 
properly identifying the hard disk drive before making changes to it. 

Free space is the space on a hard disk drive that has not been partitioned. A 
partition is an area of the hard disk drive that is to be allocated to an operating 
system. When a hard disk drive is partitioned, it is assigned a drive letter and 
becomes a logical drive. This term makes sense when you think that a hard disk 
drive can be divided into multiple partitions and assigned a separate drive letter. 

A hard disk drive may contain up to four primary partitions, Figure 7-21. A 
primary partition is a partition that stores a bootable copy of an operating system. 
Although four primary partitions, or bootable partitions, may exist on a single 
hard disk drive, only one primary partition can be active at a time, Figure 7-21A. 

An administrator may want to store an operating system's boot files and 
system files on the primary partition and create an extended partition with 
logical drives on which to store data. An extended partition is a partition that can 
contain one or more logical drives. Only one extended partition can exist on a 

hard disk drive, Figure 7-21B. 
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Figure 7-20. Partitions Free space 
The Disk Administrator 
utility. Physical 

drive and Disk Administrator 


number 


Once the hard disk drive is partitioned, it can be formatted. When a hard 
disk drive is formatted, it is physically prepared to receive an operating system. 
This preparation includes dividing the surface of the hard disk drive's platters 

_into tracks and sectors and writing pertinent information to the drive such as a 
file allocation table (FAT). 

A volume is an accessible unit of hard disk drive space as seen through the 
Windows interface, such as in Windows Explorer. A volume may be assigned a 
single drive letter yet contain multiple partitions. A volume that consists of 
partitions from two or more hard disk drives is called a volume set. See Figure 7-22. 

The Disk Administrator utility provides tools for applying fault tolerance. 
The two levels of fault tolerance that can be applied to hard disk drives in a 
Windows NT system are RAID 1 and RAID 5. Fault tolerance is discussed in 
detail in Chapter 10—Introduction to the Server. 


Figure 7-21. 

Hard disk drive partition 
configurations. A—A 
hard disk drive may con- 
tain up to four primary 
partitions. A primary 
partition contains an 
operating system's boot 
files. Only one primary 
partition on a hard disk 
drive may be marked 
active. B—A hard disk 
drive may contain only 


one extended partition. — — 
An extended partition is Hard disk drive Hard disk drive 


Primary partitions Extended partition 


Primary partition en 


| 


The extended 
partition is 
divided into 
logical drives 


not assigned a drive let- 
ter. It is instead divided 
into logical drives, which 
are assigned drive letters. 
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Volume set = drive G: 


Figure 7-22. 

A volume set is 
assigned a single drive 
letter and consists of 
partitions from mul- 
tiple hard disk drives. 


While network systems such as Windows NT are excellent systems and 
could be used for years to come, they become obsolete because of the lack of 
technical support provided by Microsoft. Microsoft supports their product line 
by constantly releasing patches and service packs, which keep the system up-to- 
date with new hardware and security features. Once the company stops releasing 
new hardware and security features for a particular operating system, the 
operating system becomes obsolete. For example, as new hardware products are 
developed such as the USB port, there is a need for a software patch for existing 
operating systems that were released before the first USB port was introduced. If 
a patch that enables the operating system to recognize and use the USB port is 
not released, the operating system soon becomes obsolete. Normally users do not 
settle on using older hardware such as a parallel or serial port when newer, faster 
hardware is available. 


Windows 2000 Server and Windows Server 2003 


Windows 2000 Server and Windows Server 2003 share many of the same 
features. The major difference between the two has to do with Internet support. 
These differences are covered in detail later in this chapter. 


Active Directory 


As network technology evolves, there are always better ways to design 
things. When Microsoft developed Windows 2000, they wanted to make it easier 
to span multiple domains and make accessing and viewing resources across the 
entire network transparent to the user. The solution was Microsoft Active 
Directory. Active Directory uses the Lightweight Directory Access Protocol 
(LDAP) to share its information with network services and other types of 
networks. LDAP has become a standard protocol among network operating 
systems for accessing and modifying directory information. 

Active Directory uses a hierarchal directory structure that is designed as a 
database containing information about objects belonging to the entire network. In 
the Windows 2000/2003 environment, an object is any physical or logical unit 
that is defined as part of the network. Some examples of objects are users, groups, 
printers, volumes, directories, and services. Active Directory stores information 
about each object in its database. For example, for a user object, Active Directory 
stores information such as user name, password, permissions, and restrictions. 

Active Directory can span multiple domains and is replicated on each 
domain controller. To the user who has the proper permissions, the directory for 
the entire network is accessible through a single logon procedure, even when 
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spanning thousands of miles. Before Active Directory, the typical user needed to 
log on to a different server or domain to access its resources. 

Active Directory allows the use of more than one domain controller within a 
domain. The Active Directory database is replicated on all domain controllers 
within the domain so that each has the current status of all objects in the 
network. For example, if an administrator disables a user account, the 
information is instantly transmitted to all domain controllers in the domain. 

Active Directory also allows the network administrator to access and modify 
the entire network from a single logon. There is no need to log on to separate 
domains. The entire structure of multiple domains is handled as a single unit. 


"\ Active Directory uses Lightwei irectory Access Protocol (LDAP) as well 
as Hypertext Transfer Protocol (HTTP}to transmit directory information between 


domain controllers. Both LDAP and HTTP are Internet standard protocols. LDAP 
allows the exchange of directory information between different computer 
platforms. For example, a server running Windows 2000 can freely exchange 
directory information with a Novell or UNIX/Linux server as long as both use 
LDAP. HTTP is the protocol used on the Internet that determines how Web pages 
are displayed. HTTP is used to display directory information across the network 
in a form of a Web page. Later in the textbook, you will see the striking similarity 
of the Active Directory structure and the Novell NetWare directory structure. 
This is because both are based on LDAP technology. 
To demonstrate the naming conventions associated with Active Directory, 

look at Figure 7-23. It shows that the Active Directory domain is named 

_NetWorkFundClass. You can see that the domain is listed under Directory in the 
Internet Explorer directory structure. Only Active Directories are displayed 
beneath the Directory label. Look at the top of the screen capture. You will notice 
that the domain is identified as ntds://NetWorkFundClass.edu. Active Directory 
follows the Internet domain naming convention plus allows the domain to be 

identified as NetworkFundClass. 
An Active Directory 


URL format 
domain as seen WA 


through Internet EX ntds://NetworkFundClass.edu 
Explorer. Note the vari- ` 
ous ways the domain 
name can be addressed. 


Figure 7-23. 
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Now, look at domain name as it is displayed under Microsoft Windows 
Network. Note that the word class is spelled with one s. This is different when 
compared to the word class in the URL address and as listed under Directory. It is 
typical for an Active Directory domain to share two names: one for the Active 
Directory technology and the other for legacy network technologies such as 
Windows NT. The use of only 15 letters in the domain name is to allow the 
domain to be recognized by legacy network operating systems that use the 
standard NetBIOS naming convention. The NetBIOS naming convention is 
limited to 15 letters maximum. 

The screen capture also reveals how the HTTP protocol relies on the name of 
the domain as it appears in standard URL format. Note the .edu in the URL format. 
This name represents the education root domain on the Internet. The Internet 
domain naming system is covered in detail in Chapter 11—TCP/IP Fundamentals. 


Do not confuse HTTP with HTML. HTML is a hypertext markup language, which is an 
authoring language used to create documents that appear as Web pages. It is not a 
protocol. 


Active Directory structure 

The Active Directory is a hierarchal structure that consists of t, trees 

domains and organizational units (O's) Figure 7-24. The definition and an 

introduction to each is presented briefly in this section. An in-depth knowledge 
of the Active Directory structure requires in-depth study and more information 
than can be presented here. 

The hierarchical structure is designed like the Internet structure. Look at the 
Figure 7-25. Objects inside a hierarchical structure can be traced to a root, or root 
domain. Each object in the hierarchical structure is a part of the object above it. 

The members of the domain need not be physically located together. They 
are joined by using the same root domain name and having an account 
established in the domain. Typically, each domain in the Active Directory 
structure must conform to the naming convention used by the Domain Name 
System (DNS). The term root domain can be confusing because it is also used 


Figure 7-24. 

An Active Directory 
hierarchical structure 
consists of a forest, 
trees, domains, and 
organizational units. 


Active Directory 
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Figure 7-25. 

Internet domain struc- 
ture. A—In an Internet 
domain structure, 
objects can be traced 
back to a root domain. 
The root domain in this 
example is com. B—The 
domain structure in 
this example has been 
broken into sections 

to illustrate how each 
object in the hierarchy 
belongs to the object 
above it. 


tree 
a collection of 
domains that share 
a common root 
domain name and 
Active Directory 
database. 


forest 

a collection of domain 
trees that share a 
common Active 
Directory database. 


namespace 
the label that identi- 
fies a unique location 
in a structure such as 
the Internet. 


contiguous 
namespace 

a namespace in 
which the location 
must use the root 
domain name as part 
of its URL or as its 
complete name. 


Root domain 


Sales.Pittsburg.XYZcorp.com Sales. NewYork.XY Zcorp.corr 


B 


Sales.Cleveland.XY Zcorp.com 


when describing the Internet structure. In the Internet, the root domain is the 
highest level of the organizational structure and is composed of a single dot and 
a name such as .edu and .com. In Active Directory, the root domain is the highest 
level of the organizational structure but consists of a name followed by a dot and 


a name such as XYZ.com. 


Forest and trees 
In the simplest of terms, a tree is a collection of domains that share a common 


root domain name and Active Directory database. A forest is a collection of 


- domain trees that share a common Active Directory database. The definitions are 


very similar, but the most important trait that distinguishes whether a domain is 
part of a tree or forest is the domain name. For a domain to belong to a tree it must 
share a contiguous namespace. A forest is a collection of domain trees that have a 
disjointed namespace. To better understand these definitions, let's look at the terms 
namespace, contiguous namespace, and disjointed namespace. 

A namespace is the label that identifies a unique location in a structure such 
as the Internet. The uniform resource locator (URL) standard uses a namespace to 
identify locations on the Internet. For an object or location to conform to a 
contiguous namespace standard, the location must use the root domain name as 
part of its URL or as its complete name. For example, the root domain name in an 
Active Directory structure is G-W.com. For a domain in the Active Directory to 
have a contiguous namespace with G-W.com, the G-W.com must be part of its 
domain name, for example, Chicago.G-W.com. Any domain name that is a part of 
the Active Directory, but does not follow the contiguous namespace requirement 
is considered a disjointed namespace. A disjointed namespace occurs commonly 
when two networks are merged or an existing network is upgraded using 
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Windows 2000 Active Directory. When two organizations or companies merge, it disjointed 
is unlikely that they will have a contiguous namespace. Look at Figure 7-26. namespace 

In the illustration, you can see three domains with a contiguous namespace: ê domain name that 
Chicago.XYZcorp.com, Dallas.XYZcorp.com, and NewYork.XYZcorp.com. These ÍS a part of the Active 
three are in contrast to the other domain name, Chicago.DEFcorp.com, which has Directory, but does 
a different root domain name. The root domain name is the determining factor Ss 
that distinguishes whether a domain is part of a tree or forest. Chicago.DEF.com nouos pemr 
is a disjointed namespace and is therefore part of a forest. a 


You can install Windows 2000 and not install the Active Directory feature. The Active 
Directory feature allows for easy administration and communication across the entire 
forest. Without it, domains may be required to be administrated as separate entities. 


Forest and tree definitions came after the original NT domain structure. 
Because of the radical changes, an existing NT domain may not meet the criteria 
to belong to a tree. 


Organizational unit 


An organizational unit is a container that holds objects or other organizational unit 
organizational units. Organizational units serve to organize a network into a container that 
manageable units and often model a company’s business structure. Look at holds objects or other 
Figure 7-27. A tree with a root domain name of XYZcorp.com has a domain organizational units 
named Chicago. This domain has an organizational unit for each department in and is used to orga- 
the Chicago office. The Chicago.XYZcorp.com domain has an Accounting, nize lo SANO 


Administration, and Warehouse organizational unit. Each organizational unit id ca 


contains objects that belong to each department. An object in Active Directory 
can be any component that is part of the network, such as users, groups, 
computers, and printers. 


Figure 7-26. 

Example of a contiguous namespace and a disjointed namespace. Domains that share a contiguous namespace have a com- 
mon root domain name. A disjointed namespace does not share a common root domain with the other domains in the Active 
Directory. A disjointed namespace in an Active Directory indicates that the domains within it are part of a forest. 


Active Directory 


Sales.Cleveland.XYcorp.com Sales.Pittsburg.XYZcorp.com Sales.NewYork.XY Zcorp.com Sales.Chicago.DEFcorp.com 
Contiguous namespace L_pisjointed namespace 
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Figure 7-27. 
Organizational units Root domain name 
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ers, and printers. 
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Common name 
When an administrator creates a new object in the directory, the 
- administrator assigns the object a name to identify it. This name is called a 
common name (CN). The object also receives a number called a globally 
unique identifier (GUID). The GUID links to the distinguished name. A 
distinguishedname distinguished name uniquely identifies the location of the object in the 
a naming system that Active Directory structure. An example of a distinguished name for an 
uniquely identifies object named jsmith located in the Accounting organizational unit in the 
the location of the Chicago.XYZcorp.com domain would be CN=jsmith, OU=Accounting, 
Object in the Active DC=Chicago.XYZcorp.com. 
ES IEEE uc The letters in front of the names are referred to as attributes. The following 
lists defines each attribute: 


mM DC=Domain component. 
E OU=Organizational unit. 
E CN=Common name. 

The distinguished name is an LDAP requirement. The attributes are used to 
decode distinguished names when transferring directory information between 
two dissimilar network operating system directories. You will see a similar 
naming structure in Novell NetWare. 
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T ae 


Be careful when answering a question that contains the term domain. Look at the 
context in which the term domain is used. The term domain ina Windows NT network 
content refers to the network, not to the Internet domain. In a Windows 2000/2003 
network, the term domain means the network name and Internet domain name. 


Microsoft Windows 2000/2003 server roles 


Servers in a Microsoft Windows 2000/2003 network can perform one of three i aie 
roles: domain controller (DC), member server, and stand-alone server. Note that a eda 


Windows 2000/2003 network does not have a PDC or BDC like Windows NT. The base replication in 
Windows 2000/2003 environment uses a process called multimaster replication. In | which all domain con- 
this model all DCs are equal. Each DC stores a copy of the Active Directory database, | trollers store a copy of 
Figure 7-28. Changes to the database can be made at any DC in the domain. When the Active Directory 


changes to the database are made, the changes are replicated to the other DCs. database. Changes to 
A member server is a server that is part of the domain but does not store the database can be 
directory information. A stand-alone server is not part of a domain. It contains its made at any DC in the 
own security database. domain. When changes 
to the database are 
Authentication made, the changes are 


In a Windows 2000/2003 network, authentication occurs during two types of | replicated to the other 
processes: when a user logs on to the network and when the user requests access | domain controllers. 
to a resource. The first process is called interactive logon, and the second process |_interactive logon 
is called network authentication. an authentication 
During the interactive logon, the user is verified and given access to the process in which the 
Active Directory. When the user accesses a resource, the network authentication | “S*'' verified and 


process occurs. In this process, the security descriptor of the resource the o ee ie 
Active Directory. 


main Figure 7-28. 
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network user wishes to access is checked. The security descriptor contains information 
authentication regarding users and groups, permissions, auditing, and ownership. The security 
an authentication descriptor is much like the ACL in Windows NT. However, in Windows NT, the 
process that occurs ACL applies only to resources, which are called objects in the NT domain. In 


when a user accesses the Windows 2000/2003, the security descriptor applies to resources, users, and 
— groups, which are called objects in the Active Directory. 
The interactive logon and the network authentication processes use the 
Kerberos version 5 authentication protocol. Kerberos is covered in detail in 
Chapter 16—Security. A Windows 2000/2003 network can also use the NT LAN 
Manager (NTLM) protocol to allow for backward compatibility with Windows 
NT domain controllers. 
Windows 2000/2003 network authentication uses a single sign-on method. 
This means that once the user is authenticated and given access to the Active 
Directory, they can access any computer in the Active Directory to which they 
have permission. The user does not have to log on again. Authentication occurs 
behind the scenes and is handled through the network authentication process. 


Windows 2000/2003 Administration 


Windows 2000/2003 administration includes utilities for managing objects in 
the Active Directory and setting security policies. The following is a table of the 
utilities covered in this section and a description of each: 


_ Computer Management | Allows an administrator to add local users to 
| a Windows 2000/2003 computer. 
f Active Directory Users | Allows administrator to manage users, groups, 
| and Computers = ` computers, and OUs in the Active Directory. 
Local Security Policy and | Allows an administrator to set global security 
Domain Security Policy | policies for a single computer or for the 
aes E entiredomain...°. ~ 


| Disk Management _ | Allows an administrator to manage a server's 
hard disk drives. 


~ These utilities can be accessed individually or through the Microsoft 
Management Console (MMC). The MMC was first introduced with Windows 2000. 


MMC 

Windows 2000 and later uses the Microsoft Management Console (MMC) as 
an interface to commonly used utilities. The MMC can be used on any Microsoft 
system including Windows 95, 98, and NT. The MMC is not a utility itself, but 
rather a container that holds commonly used utilities. It is set up as a customized 
Windows interface. It is empty by default and allows the user to select utilities 
from one convenient location. 

A utility that is added to the MMC is referred to as a snap-in. Figure 7-29 
shows some of the many snap-ins that can be added to the MMC. When the snap- 
ins are selected, they are automatically sent to the MMC. Figure 7-30 shows a 
customized MMC. 


snap-in 
a tool or utility 
that is added to the 
Microsoft Manage- 
ment Console 
(MMC). Managing local users and groups 
Local users and groups are managed onthe server by using the Computer 
Management utility or the MMC Computer Management snap-in. To add a new 
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aS 


zixl Penn 
noera List of snap-ins that 
= can be added to the 
ELNET Framework 1.1 Configuration Microsoft Management 
> Directory Domains and Trusts Microsoft Corporation Console (MMC) in 
Active Directory Sites and Services Microsoft Corporation . 
y e al Windows Server 2003. 
¿CJActiveX Control Microsoft Corporation 
[Ed Authorization Manager Microsoft Corporation 
El Certificate Templates Microsoft Corporation 
Certificates Microsoft Corporation 
E) Certification Authority Microsoft Corporation 
@ Component Services Microsoft Corporation wf 
Description 
Allows you to configure the NET Framework 1.1 
user, right-click the Users folder in the left-hand pane of the Computer 
Management window or the MMC. Select New User from the shortcut menu. The 
New User dialog box displays, Figure 7-31. Complete the requested information. 
You cannot create local user account on a domain controller or view local user accounts h 
on a server that has been promoted to domain controller status. ' Teoh Tip 
You may select a password option from the options beneath the Confirm 
Password text box or leave it set to the default. The default is set to the User Must 
Change Password at Next Logon option. This option means that the user needs to 
change their password when they log on to the system the first time. When the 
user completes the logon, they will be prompted to change their password. The 
administrator will not know the user’s password after they change it. As you can 
see, security starts with the user password and can be very strict. 
Adding more restrictions to passwords can further enhance security. This 
can be accomplished in the Local Security Policy utility. Various policies can be 
tei - [Consule Rook) Figure 7-30. 
a Y Example of a custom- 
ized MMC. 


Console Root 
Active Directory Domains and Trusts 


a 

] 65 $ Active Directory Sites and Services 
| 8 Computer Management (Local) 
| y Services (Local) 

E G3) Shared Folders (Local) 
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Figure 7-31. 

The Windows 2000 
New User dialog box 
for adding local users. 
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Desio [0 


[Y User must change password at next logon 
I~ User carmot change password 

T Password never expires 

-J7 Account is disabled 


set to increase password security, such as keeping a history of the user's 
password to prevent reuse, specifying a minimum and maximum password 
length, and forcing the user to select a password that meets complexity 
requirements. 

Account lockout policies can be set that cause the user account to be locked if 
the user incorrectly enters their password a number of times, Figure 7-32. This 
prevents unauthorized persons from attempting to guess a user's password. 


` Lockout times can be set to last a few minutes to an indefinite period of time. A 


lockout time that is set for an indefinite period requires that the system 
administrator unlock the account. This explanation is a brief overview of how.a 
user account can be set up and some of the security policies that can be established. 


Figure 7-32. 
Account lockout policy 
settings. 
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You can add groups by right-clicking the Groups folder and selecting New 
Group from the shortcut menu. When the New Group dialog box displays, enter a 
group name and a description. To add members to the group, click Add. The Select 
Users dialog box displays. Click Advanced and then Find Now. You can select 
multiple users by holding down the [Ctrl] key as you click each user’s name. After 
you have selected the desired users, click OK. Click OK again to close the Select 
Users dialog box. In the New Group dialog box, click Create and then click Close. 


Network security has become such an issue in networking and e-commerce that it has 


created the demand for highly trained specialists. If you wish to become a certified network 


administrator you must learn everything there is about a particular network operating 
system's security. 


Managing domain users and groups 

Domain users and groups are accounts that are members of a domain. 
Domain user and group accounts can only be created at a server that is a domain 
controller. The Active Directory Users and Computers utility is used to add user 
accounts and group accounts to the domain. 

To add a user or a group to the domain, open the Active Directory Users and 
Computers utility. Right-click the container you wish to add the user to and select 
New | User from the shortcut menu. The New Object—User dialog box displays, 
Figure 7-33. Enter the user's first, middle, and last name in the appropriate text 
boxes. The Full name text box automatically fills in as you enter this information. 
Enter a logon name and then click Next. Enter a password in the Password and 
Confirm Password text boxes. Change the password options to reflect the security 
policies set for the network. Click Next and review the account settings. Click 
Finish if the settings are correct. Otherwise, click Back to review and change the 
settings in the previous screens. 

Password restrictions and account policies for a domain can be further 
enhanced through the Domain Security Policy utility. The Domain Security 
Policy utility provides the same policies as the Local Security Policy utility. 

To modify the password and account lockout policy settings for the domain, 
open the Domain Security Policy utility. In the left-hand pane of the Domain 
Security Policy window, expand the Account Policies folder. Select Password 
Policy. In the right-hand pane, right-click the policy you wish to modify. Select 


New Object - User 


Figure 7-33. 

The New Object—User 
dialog box in the Active 
Directory Users and 
Computers utility. 
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basic disk Properties from the shortcut menu. The Properties dialog box for the selected 


the term applied to policy displays, Figure 7-34. Make the desired changes, and then click OK. 
the old system of hard 
disk drive configura- | Disk management 
tion, which includes Windows 2000 introduced two new disk management terms: basic disk and 

) creating primary and / dynamic disk. Basic disk is the term applied to the old system of hard disk drive 
extended partitions, configuration. This includes creating primary and extended partitions. 
dynamic disk In Windows 2000/2003, a basic disk cannot contain volumes, volume sets, or 
a new system of disk | any of the fault tolerance levels. These features are reserved for drives configured 
configuration and as dynamic disk. Dynamic disk is a new system of disk configuration and 
management intro- management introduced with NTFS5.0. Dynamic Disks are managed by the 
duced with NTES5.0. | system as a group. Dynamic Disk is a requirement for Active Directory. The 
Dynamic Disks are previous versions of disk formats (FAT16, FAT32, and NTES 4) do not meet the 
managed by the sys- | requirements of Active Directory. Dynamic disk allows the creation of five 


tem as a group and 


ETNA A different volume types. These types include the following: 


of five different vol- MH Simple. M tot = 
ume types: simple, NW Spanned. 
spanned, mirrored, : 
e and stiped. a 
ae \@ RAID-5. 
simple volume E Striped 


a dynamic disk 
volume that exists on 
a single drive. 


A simple volume exists on a single drive, A simple volume is similar to a 
volume in Windows NT. It is an accessible unit of hard disk drive space as seen 


spanned volume ; through the Windows interface, such as in Windows ep As spanned volume 
a single dynamic is similar to a Windows NT volume set in that it is a single volume combines 
disk volume that two or more physical drives. Mirrored and RAID-5 volumes incorporate fault 


tolerance. Fault tolerance is discussed in detail in Chapter 10—Introduction to the 


Server. A striped volume increases the read/write access speed by spreadin 
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data across multiple hard disk drives. The disadvantage to this is if one of the 


hard disk drives in the striped set fails, the data will no longer be accessible from 
any of the hard disk drives in the striped volume. A striped volume, therefore, 
does not provide fault tolerance. 
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Windows 2000 and Windows Server 2003 can be installed on a FAT16, FAT32, and NTFS 
partition. An NTFS partition offers the highest level of security. 


Starting with the introduction of 64-bit processors, such as the Intel® 
Itanium®, and 64-bit operating systems, such as Windows XP Professional and 
Windows Enterprise Server 2003, a new partitioning style was developed. The 
new partitioning style is called globally unique identifier (GUID). It uses a 
partition table called GUID partition table (GPT). 

The GPT partition table is required for a 64-bit operating system to boot. The 
GPT can support up to 18 exabytes and 128 partitions per disk. You can have both 
MBR and GPT disks on the same computer. The GPT disk contains three new 
partitions in addition to any volumes created on the disk: EFI, Logical Disk 
manager (LDM), and Microsoft Reserved (MSR). The EFI partition was developed 
as a replacement for BIOS functions. The EFI partition contains all programs 
required to boot the computer in the same way the BIOS boots the computer. The 
EFI is not a required partition. It can be created on a basic disk or on a GPT disk. 
At the time of this writing, EFI is an unproven technology and is only available 
for 64-bit operating systems. 

The Logical Disk Manager (LDM) partition contains information about 
dynamic volumes and is created during the conversion from NTFS4.0 to NTFS5.0. 
There can be more than one LDM partition in a system. The Microsoft Reserved 
(MSR) partition is a required partition on every GPT disk. The MSR reserves 
disk space for use by system components. On a dynamic GPT disk, the first 
partition is the EFI if it is present, the second is the LDM, and the third is the 
MSR partition. Other partitions would be any additional LDM partitions. 


Major Differences in Windows Server 2003 


Windows Server 2003 was a continuation of the technologies developed in 
Windows 2000 Server. However, Windows Server 2003 places a greater emphasis 
on Internet support for enterprise-type networks. It also includes support for 
Microsoft .NET. (pronounced dot net). The .NET technology is better able to 
support communication between different Web Programming languages such as 
HTML, XML, Visual Java, Visual Basic, C++, and the Microsoft software 
applications. At the time .NET was developed, XML was the latest Web page 
programming language standard to be released. Microsoft perceived the Web as 
a media that would rapidly expand the role of user interaction with servers. With 
NET, Microsoft introduced new programming technology that better supported 
Web page development and user interaction based on XML. 


striped volume 

a dynamic disk 
volume that increases 
the read/write access 
speed by spreading 
data across multiple 
hard disk drives. 


EFI partition 

a partition on a GPT 
disk that contains all 
programs required 
to boot the computer 
in the same way 

the BIOS boots the 
computer. 


Logical Disk 
Manager (LDM) 
partition 

a partition on a GPT 
disk that contains 
information about 
dynamic volumes 
and is created during 
the conversion from 
NTFS4.0 to NTFS5.0. 
There can be more 
than one LDM parti- 
tion in a system. 


Microsoft Reserved 
(MSR) partition 

a partition on a disk 
that reserves disk 
space for use by 
system components. 


The term Microsoft Server.Net was the first name used by Microsoft for the Server 2003 
- series in an effort to advertise their new .NET technology. The name created a problem 
with users because they had believed an entire new technology or server system was 
released, and felt that they were not ready for it. This caused Microsoft to later rename 
their new server product from Microsoft Server.Net to Microsoft Server 2003. Microsoft 


Server 2003 was better received. 
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clustering 

a technology that 
allows up to eight 
servers to be con- 
nected and act as a 
single server. 


The influence of the Internet support design can be seen during a typical 
Windows Server 2003 installation. During installation, the administrator is 
prompted for the assigned server URL (domain name) rather than the NetBIOS 
server name. Active Directory is still the choice of directory structure. Microsoft 
Server 2003 supports earlier legacy server versions such as Windows NT 4.0. A 
Windows NT 4.0 server can belong to and be managed by a Windows 2003 server. 

Windows Server 2003 includes support for Internet Information Services (IIS 
6.0), which is the Web server support for hosting Web services. Clustering is 
included in the Windows Server 2003 and the Enterprise Server editions. 
Clustering is a technology that allows up to eight servers to be connected and act 
as a single server. The servers remain in constant communication offering 
services to clients. If one or more of the servers fail, the others take over the 
responsibility of delivering the failed server's services to its clients. This is an 
extremely important feature for achieving a high level of availability. 

There are many other features that are incorporated into the Windows Server 
2003 family, but they are beyond the scope of a simple introductory chapter. To 
learn more, visit the Microsoft Windows 2003 Server home page. 


POSIX 


Windows NT and Windows 2000 Server support the POSIX standard as 


defined by the IEEE. The acronym POSIX represents Portable Operating System 
Interface. The term portable is a programming term, which means that the 


` program can be installed and run on various computer hardware systems. The C 


programming language by nature is very portable. A program written in C 
language can be run on most hardware systems despite the hardware system’s 
manufacturer. 

The POSIX standard covers areas such as file name structure, file access, and 
file sharing. The POSIX standard was originally designed to ensure compatibility 
between applications and the UNIX operating system. POSIX had originally 
stood for Portable Operating System Interface for UNIX. The term has come to 
mean portability with all operating systems, not just UNIX. 

Microsoft Windows Services for UNIX introduced with Windows Server 


. 2003 far exceed the original POSIX standards. Windows XP and Windows Server 


2003 can run some Linux programs, such as scripts designed for the C Shell and 
Korn Shell. Linux shells are covered in Chapter 9—UNIX/Linux Network 
Operating Systems. 


Interoperability 


Microsoft supports communication with Novell, Linux, UNIX, Macintosh, 
and other network operating systems. There are several ways to configure a client 
or a server to communicate with a server that relies on a different protocol for 
communication and file sharing. The exact procedure varies according to the 
following: 


E The type of operating system with which the client needs to communicate. 
E The type of operating system on the client. 


@ The services and protocols available to support communication between the 
different network systems. 


Chapter 7 Microsoft Network Operating Systems 


Gateways and Services 


Generally, to support communications between clients and servers in two 
different networks with different network operating systems, you would install a 
gateway or a gateway service. A gateway generally refers to a networking device 
such as a server, router, or a computer that hosts a gateway service. A gateway 


service is a software program that translates communications between networks 
that use different network operating systems, such as Novell and Microsoft. For 


example, a Microsoft server that is running Gateway Services for NetWare would 
be acting as a translator, or gateway, between the two, different network systems. 

Figure 7-35 shows a gateway placed between an IBM mainframe and a 
Microsoft client. The gateway provides the protocol translation between the two 
systems. This strategy allows clients to communicate with a network operating 
system that uses a different protocol for communications and file sharing. 

The Windows NT server uses a service called Gateway Services for NetWare 

ervices for NetWare is typically installed on a Windows NT server. 
Communications between the Windows NT clients and the NetWare server are 
made through the NT server. When GSNW is used to allow clients access to a 
NetWare server, the administrator does not have to install a NetWare compatible 
protocol or client software on each workstation in the Microsoft network. This 
saves the administrator time. The drawback is, all clients in the Microsoft 
network use a common account to access the NetWare server. A common account 
does not allow for individual account policies and permissions. Also, GSNW only 
supports the SPX/IPX protocol. If the NetWare server is using TCP/IP, you will 
not be able to use GSNW. 

Another way to set up communications is through installing a network 
service on a server. A network service is a software program that performs a task 
requested by a client. For example, making a remote connection to a server over a 
telephone line requires a service known as Remote Access Service (RAS). 

Figure 7-36 shows a list of three services provided by a typical Windows 
2000 server: File and Printer Sharing for Microsoft Networks, File and Printer 
Sharing for NetWare Networks, and Service for NetWare Directory Services. File 
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gateway service 

a service that 
translates commu- 
nications between 
networks that use 
different network 
operating systems. 


Gateway 


The gateway interprets and 
translates the two different 
protocols allowing for 
communications between 
the two systems 


Microsoft client 


IBM mainframe 


Figure 7-35. 

A Microsoft client can 
communicate with an 
IBM mainframe by 
using a gateway service 
on the server to act as 

a gateway between the 
two dissimilar operat- 
ing systems. 
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Figure 7-36. [Noto — 
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and Printer Sharing for Microsoft Networks allows the server to share its file and 
print resources with clients. File and Printer Sharing for NetWare Networks and 
Service for NetWare Directory Services provide for interoperability between 
Microsoft and Novell networks. Because Microsoft and NetWare use two 
different file systems, the File and Printer Sharing for NetWare Networks service 
is needed to act as a translator. This is especially important on networks 
composed of both NetWare and Microsoft servers. 

Take special notice of the Have Disk button. You can add additional services 
with a floppy disk or CD provided by a manufacturer. The same feature is true 
for adding any protocols that are not listed in the Add Protocol dialog box. 


Microsoft Operating System Client Configuration 


A Microsoft-based computer can serve as a client to a server that has a 

_ different network operating system than itself. For example, a Microsoft-based 
computer can serve as a client to a NetWare server or an IBM mainframe. This is 
accomplished through binding the proper protocol to the network interface card 
and by using the appropriate client software. Figure 7-37 shows a lists of 
protocols provided by Windows 2000. Remember, you can add additional 
protocols with a floppy disk or CD provided by a manufacturer by clicking the 
Have Disk button. 

To access resources on a , NetWare server, you must first bind the proper 
protocol to the network interface card. This is done through the Network 
Properties dialog box on the client. The protocol you will bind to the network 
interface card depends on the protocol that the NetWare server is using to 
communicate. NetWare 3.x and 4.x servers use the IPX/SPX protocol, which is its 
native protocol. NetWare 5.x and later servers typically use the TCP/IP protocol. 
Be aware that a NetWare 5.0 server can be configured to use IPX/SPX. TCP/IP 
did not become native to the NetWare operating system until the release of 
NetWare 6.0. 

The second thing you need to do to access resources on a NetWare server is to 
install NetWare client software. Microsoft includes Client Services for NetWare 
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Figure 7-37. 
Network protocols 
provided by Windows 
2000 Server. 

(CSNW). Client Services for NetWare is added through the Network Properties 

dialog box on the client. However, CSNW does not support the TCP/IP protocol. If 

the NetWare server is using the TCP/IP protocol, you must install the Novell Client. 

The Novell Client is covered in Chapter 8—Novell Network Operating Systems. 

When connecting a Microsoft-based computer to an IBM host, you must 

install the data link control (DLC) protocol on the Microsoft client. The DLC 

protocol allows the Microsoft client to communicate with and access the 

resources available on an IBM mainframe. 

Microsoft computers can communicate with Macintosh computers by 

installing the AppleTalk protocol. Look at the Local Area Connection Properties 

dialog box in Figure 7-38. The AppleTalk protocol is listed. When the AppleTalk 

protocol is selected and installed on the Microsoft client or server, 

communications and file sharing is enabled between the Microsoft client and 

computers on the Apple network. Macintosh computers generally connect as a 

workgroup or as clients with access to the file server. 
Figure 7-38. 
The AppleTalk protocol 
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As you can see, there are a number of ways to achieve communications 


between networks that normally could not exchange information or 
communicate. The exact method to use is determined by the system engineer or 
administrator, as well as the company’s financial status. The cost of additional 
equipment, such as a dedicated gateway, and the cost of labor to install protocols 
across the entire network system on each client must be taken into account. We 
will discuss more about interoperability in Chapter 8—Novell Network 
Operating Systems and Chapter 9—UNIX/Linux Network Operating Systems. 


Summary 

E Computers in a Microsoft peer-to-peer network are grouped as workgroups. 

NW A workgroup is a group of computers that share resources. 

NW Computers in a Microsoft client/server network are grouped together in a 
domain. 

NH A domain is a logical grouping of users and equipment as defined by the 
network administrator. 

NH The New Technology File System (NTFS) is the native file format for 
Windows NT and Windows 2000/2003. 

W The NTFS file system is an improvement over FAT16. 

M NTFS can create partition sizes as large as 16 EB. NTFS file names can be as 

long as 256 characters and have multiple extensions. 

E FAT16 is limited to a 2 GB partition and to an eight-character file name with 
a three-character extension. 

MW Dynamic disk is an improved version of NTFS and is referred to as NTFS5.0. 

M Network shares have assigned permissions, such as no access, full control, 
and read only. 

E A trust relationship in a Window NT domain allows the free flow of data 
and communications between domains. 

E Windows NT domains can have a two-way trust relationship or a one-way 

; trust relationship. 

© A Windows NT server that belongs to a domain can perform one of three 
roles: primary domain controller (PDC), backup domain controller (BDC), 
and member server. 

E There can only be one PDC in a Windows NT domain. 

M The three components that handle authentication in a Windows NT network 
are the Security Account Manager (SAM), Local Security Authority (LSA), 
and the Security Resource Monitor (SRM). 

E Active Directory uses LDAP and HTTP to transfer information between 
network controllers. 

M The Active Directory structure consists of trees, forests, organizational units, 
and objects. 

M A tree is a collection of domains that have a contiguous namespace and share 
a common Active Directory database. 

zi 


A forest is a collection of domains that have a disjointed namespace and 
share a common Active Directory database. 
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An organizational unit is a container that holds objects or other 
organizational units and serves to organize a network into manageable units. 
The two processes that handle authentication in a Windows 2000/2003 
network are interactive logon and network authentication. 


Windows 2000/2003 networks use the Kerberos version 5 protocol for. 
authentication. 


The Microsoft Management Console MMC is a utility used to organize 
commonly used utilities. 


The Active Directory Users and Computers utility is used to add user and 
group accounts to a Windows 2000/2003 domain. 

A POSIX compliant operating system can run on numerous hardware 
platforms. 

A gateway service provides communication between dissimilar network 
systems such as Microsoft NT and IBM mainframes. 

The DLC protocol installed on a Microsoft computer supports 
communications between an IBM mainframe and a Microsoft workstation or 
server. 


Windows NT Server uses the Gateway Services for NetWare (GSNW) service to 
support communication between a Novell Network and a Microsoft network. 


Review Questions 


Answer the following questions on a separate sheet of paper. Please do not 


write in this pee E a oie ( 


ale 


A(n) __*_ is a group of pomialets that share resources such as files and 
hardware. ko o 


a o : 
2. Ina(n) ( t network, each computer contains its own database of users. 


a YY ne 
3. Am CL esk stores user and resource information in one location. 


Ha 


py PND 


1k 
12. 


5. 


. An) _D> YS “Mogical grouping of users and equipment as defined by the 


network administrator. 


. Another name for NTES5.0 is D A 


The (ox file system is limited to a 2 GB partition. 
The ¥ 1 Ale system can create partition sizes as large as 16 EB. 
The _(Y “Ale system can be set up to share directories and control access to files. 


“The? lak He system allows only for share-level security. 
10. 


The administrative structure for a client/server-based Windows NT network 
is divided into Doywn Cf, and dh; e} 

Explain the Windows NT authentication process. 

What two Internet protocols are used by Active Directory to exchange 
directory information with other servers? H a y) Lob r4 


The Active Directory is a hierarchal structure that consists of hps MELES [ J 


gu and end 
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14. What namespace feature determines if a domain is part of a tree or forest? 
15. What is the difference between a disjointed and a contiguous namespace? 
16. Explain the Windows 2000/2003 authentication process. 

17. What is the Microsoft Management Console (MMC)? 


18. What utility would an administrator use to add users and groups to an 
Active Directory? 


19. Define basic disk and dynamic disk. 
20. What is a gateway service? 
21. Explain how Gateway Services for NetWare (GSNW) works. 


22. How can installing Gateway Services for NetWare (GSNW) save an 
administrator time? 


23. What limitations does using Gateway Services for NetWare (GSNW) impose? 
24. Explain how File and Printer Sharing for NetWare Networks works. 


25. Which protocol is required to be installed to communicate with a Macintosh 
computer? 


26. Which protocol is used to connect to an IBM host? 


prue creerme mn Daath aan 


¡Sample Network+ Exam Questions 
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_ Answer the following questions on a separate sheet of paper. Please do not 
write in this book. 
1. What will happen on a Windows 2000 Server if a user presses the [Ctrl] [Alt] 
[Del] keys simultaneously after the server boots? 
A. The system will reboot. 
B. The Windows Security dialog box will display. 
(C) The Logon dialog box will appear. 
D. Nothing will happen. Only the system administrator can invoke [Ctrl] [Alt] 
[Del]. 
2. Which protocol is most commonly associated with communicating with an 
IBM mainframe? 
A. IPX/SPX 
B: AppleTalk 
€) DLC 
D. HyperLink 
3. On which file system can Windows 2000 Server be loaded? (Select all that 
apply.) 
A FAT16 
FAT32 
NTFS 
D. OS/2 
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4. Which network device translates protocols between two different 
networking systems? 


A. Switch 
B. Router 
© Gateway 
D. Repeater 


Network+ 


5. Which of the following is not a classification associated with a Windows 2000 
Active Directory structure? 


A. Forest 
De Tree 
(8 Branch 
D. Domain 
6. Which of the following authentication protocols can Windows 2000 Server 
and Windows Server 2003 use to authenticate users? (Select all that apply.) 
Â. NTLM 
B. LDAP 
© Kerberos version 5 
1, TCP/IP 
7, Which of the following server roles are available to an NT server that is part 
of domain? (Select all that apply.) 
A. Domain controller 
Primary domain controller 
C. Backup domain controller 
D/Member server 
8. Which of the following server roles are available to a Windows 2000 server 
that is part of an Active Directory? (Select all that apply.) 
Á? Domain controller 
B. Primary domain controller 
© Stand-alone server 
D. Member server 


9, How many domain controllers are allowed in an Active Directory? 
A. One 
B. Three 
©. There is no limit. 
D. None. Active Directory uses primary domain controllers. 


290 Networking Fundamentals 


22 10. You are adding a Windows 2000 server to an existing NetWare 4.0 network 

m running IPX/SPX. The workstations on the network need to access files 
and resource on both systems. What are your options for allowing the 
workstations to access both systems? (Select a thar apply.) 


A. Install GSNW on the NetWare server. 

$ Install GSNW on the Windows 2000 server. 

C. Install a NetWare compatible protocol on each workstation and GSNW. 
D. Install a NetWare compatible protocol on each workstation and CSNW. 


Suggested Laboratory Activities 


1. Log on to a Windows 2000 or 2003 server and set up a new user account. 


2. Log on to a Windows 2000 or 2003 server and experiment with a user’s 
password restrictions such as history, length, and lockout policy. 


3. Set up a new group on a network and assign users to the group. 


4. Make a list of suggested groups you might find in a typical high school 
network and list the types of objects they might typically share. Do not 
underestimate this assignment. It can be very involved if done correctly. 


5. Using the knowledgebase on the Microsoft Support Web site, research logon 
errors in Windows 2000 Server and Windows Server 2003 and note the 
reasons for their generation and their associated error messages. 


6. Obtain information from the Microsoft Web site on how to install Windows 
2000 Server or Windows Server 2003. Use this information to install the 
server's operating system. 


Interesting Web Sites for More Information 


www.microsoft.com 


- (Check out knowledgebase articles Q310996 and Q310997 on Active Directory.) 
www.microsoft.com/windowsserver2003 
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Chapter 7 
Laboratory Activity 


Adding U Jser: ‘Ss to Windows 


» 


Server 2003 | 


After completing this laboratory activity, you will be able to: | 
M Explain the purpose of a user account. 


Œ Describe the basic requirements of a user account. | 

. . . . f 
MW Explain the various password options available. | 
M Create a new user account. | 
Introduction 


In this laboratory activity, you will add a new user to a Windows 2003 
Server domain. One of the most common jobs a network technician performs is 
adding new users and giving users new passwords when the user forgets their | 
password. Adding new users to a network system is also known as creating a 
user account. A user cannot access system resources on a network without a user 
account. At minimum, the user account requires a user name and a password. 

There are two types of user and group accounts that can be created: domain 
and local. A local account is created for accessing the local computer or server. 
A local account is typically used on a peer-to-peer network. The domain user 
account is created on a server that is a domain controller. With the proper 
permission, this domain account is good for the entire domain. Once the domain 
user account is created, a user can log on to the network from any workstation. 
(The user must have permissions to log on from any workstation.) A local account 
only allows a user to log on to the computer the user is at, not the entire network. 

A domain user account serves two main purposes: authentication and 
authorization. Authorization is the process of verifying a user's rights to access 
specific network services, such as printers and shares. Authentication is the 
process of verifying a user's identify. The user name and password is used for 
this purpose. This is why it is so important to keep the password secret. Anyone 
who knows the user password can authenticate as the real user. Active Directory 
requires user passwords to be more than simple passwords. If you attempt to 
use a simple password, you will generate an error message similar to that in the 
following screen capture. 


ON ae ae oe a EE 
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As you can see, the password failed to meet one or more of the following 
requirements: length, history, and complexity. The requirements are a minimum 
password length of six characters, a history of 24 passwords, and a complex 
password, which includes uppercase and lowercase letters, numbers, and at least 
one special character. You can learn more about user accounts by accessing Help 
and Support located off the Start menu. The following list includes a few basic 
rules for setting up user accounts: 


™ Passwords can contain a maximum of 127 characters. 


™@ Passwords with over 14 characters cannot be used by Windows 98 or earlier 
operating systems to access the domain. 


E User names must be unique. 


E User names should not contain the characters / \[];: | =,+*? <> because 
they have special meaning to the computer system and can cause an unex- 
pected problem. You are free to use any remaining special characters, such as 
[5% % and &. 


Companies generally have a naming convention in place for user names. 
Typically, they use a last name followed by the initial of the first name. They put 
the last names in first so that the user will be listed alphabetically in the Active 
Directory Users and Computers window. It makes it easy to locate a user when 
all names are listed alphabetically by last name. 

For this laboratory activity, the naming scheme you will use for entering user 
names and group names will be a combination of your name and the name of the 
object you are creating followed by a decimal number: 1, 2, or 3. For example, a 
student named Karen will create the following users: KarenUserl, KarenUser2, 
and so on. This naming scheme will make it easy for your instructor to check 
your project. 

Read the entire laboratory activity before you begin. The laboratory activity 
contains many examples. Familiarizing yourself with the examples and reading 
the laboratory activity will give you a clear understanding of what is to be 
accomplished. After reading the entire laboratory activity, you may begin. 


Equipment and Materials 


T 


E A computer with Windows Server 2003 or Windows 2000 Server. (The two 
operating systems are very similar. There will not be a significant difference 
that will prevent you from completing the laboratory activity.) 


On a separate sheet of paper, record any additional instructor notes that will 
be needed to complete the laboratory activity. 


Procedures 


ile Report to your assigned workstation. 


Zi Boot the workstation and verify it is in working order. 
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3. a Check if the server is up and running. You will add the new user 
accounts at the server. 


4. __ _ At the server, access the Active Directory Users and Computers 
utility (Start lAll Programs | Administrative Tools | Active Directory 
Users and Computers). 


Adminisiraior 


Fe Microsoft NET Framework 1.1 Configuration 
¿$e Microsoft NET Framework 1.1 Wizards 


E wa or [0] su vom. ca Terminal Services Configuration 
ista 1349 | BEE Terminal Services Manager 


Note: 

If Active Directory is not installed, there will be no option for Active Directory 
Users and Computers. Select Computer Management instead. Creating a new 
user in the Computer Management utility is similar to creating a new user in 
Active Directory Users and Computers. 
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Look at the following screen capture of the Active Directory Users 
and Computers utility. Notice how the right pane of the window lists 
users and groups currently in the domain. The left pane is displayed 
in a typical, Windows directory format. At the top of the directory 

is the name of the Active Directory that contains all the listed users, 
groups, domain controllers, and more. 


Active Directory Users and Computer: 
1 GQ Saved Queries i 3 20 E Description. = 
l ag “pt 4@ Administrator Built-in account for admini... 
E > es ER Cert Publishers Security Group .., Members of this group are... 
622) Domain Controllers once Administrators Security Group... Members who have admini... 
ForelgnSecurityPrincipals Security Group... Members who have view-,.. 
. 1 Security Group .., DNS Administrators Group 
Security Group... DNS clients who are permi... 
Security Group ... Designated administrators... 
Security Group... All workstations and serve... 
Security Group ... All domain controllers in th... 
Security Group ... All domain guests 
Security Group... All domain users 
Security Group ... Designated administrators... 
ves Security Group... Members in this group can... 
User Built-in account for guest ... 
Security Group... Group for the Help and Su... 
Security Group... Servers in this group can ... 
User 
Security Group... Designated administrators... 
User This is a vendor's account ... 
Security Group .,. Members of this group ha... 
User 


——— a 


5 From the Action menu, select New | User. Take note that you can also 
select Computer, Contact, Group, or Printer. 


Æ Active Directory Users and Computers 


builtinDomain 
Container Default 
-4 Organizational Unit Default 
Container Default 
Security Group - Global 

User 

Container ~ Default 
Shared Folder 
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The New Object—User dialog box will display. You will be required 
to fill in a series of dialog boxes. The first dialog box should look 
similar to that in the following screen capture. Fill in the required 
information and then click Next. Remember to create a new user 
based on your name, such as BillUserl. 


A E + ww Sa a -—--- =: —_ —_—_—_— — 
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In the next dialog box, enter a user password. For this laboratory 
activity, you will use the word PwD123# for the password, unless 
otherwise instructed by your teacher. This password meets the 
complexity required by Active Directory. 


1%, Create i, Win2k3local/Users 


i Contium password: | 
ros carseat need och 
TT User cannot change password 
W Password neves expres 
T” Account is disabled 


Take special note of the password options available. The first option, 
User must change password at next logon, means the administrator 
will assign a password. Then, the first time the user logs on to the 
system, the user will be prompted to change their password. This 
option allows the user to choose their own password so that only 


they know what it is, not the administrator. Companies typically use 


the same password for all first time users. 


295 


296 Networking Fundamentals 


The second option, User cannot change password, means the 
network administrator will assign a password to the user, and 
the user must use the assigned password each time they log on 
to the system. The user cannot change the password, only the 
Administrator can. 


The next option, Password never expires, means as stated that 

the assigned password will never expire. Typically, a network 
administrator sets an expiration date for passwords, forcing the user 
to change their password periodically to enhance security. This is a 
common practice. You will learn to set the expiration date and other 
features in a later laboratory activity. 


The last option, Account is disabled, is used to disable a user 
account. This option is used when personnel go on vacation or take 
an extended leave. You would not delete the user account because 
the user would lose all permissions and privileges. The associated 
permissions and privileges would not be regained by creating a 
new user account using the previous user name and password. 
Permissions and privileges would have to be reassigned. It is much 
easier, therefore, to disable and re-enable an account. 


8. After entering the password information, click Next. A summary of 
the user information you entered will display. You can either accept 
the information by clicking Finish, or modify the information by 
clicking Back until you reach the appropriate dialog box to which 
you want to make changes. 


e Create ix. Win2k3.local/Users 


When you click Finish, the following object will be created: 
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a After clicking Finish, the new user you just created will be 
automatically added to the list of users. Check the Users folder in 
the Active Directory Users and Computers utility for the user you 
have just added. If you have successfully created a new account, 
repeat the steps five through seven until you have created two more 
users. Remember to create user names based on your name, such as 
BillUser2 and BillUser3. If you do not see the user account you have 
just created, call your instructor. 


Note: 


Active Directory refers to users, computers, groups, and other items listed in the 
directory as objects. 


10. Answer the review questions. 
Tl If required by your instructor, return the server to its original 
condition. 


Review Questions 


Answer the following questions on a separate sheet of paper. Please do not 
write in this book. 


1. What are the minimum requirements for a user account? List two items. 
. What are the two main types of user accounts? 
. What are the two main reasons for a user account? 


2 

3 

4. What options are available for the user password? | 
5. What must a password contain to meet the complexity requirement? 

6 


. What utility is used to create domain users in Windows 2000 Server and 
Windows Server 2003? 


297 


298 Networking Fundamentals 


| Qo O- AA pO seach e ravortes €4 | - 2 
| | Address [El] http. microsoft. comfwindowsserver2003 technologies deectory/activedeectoryjdetau mpx 7 Eao [ink > 


de 
Upgrading »| Windows Server 2003 Active Directory 
Technical Resources y A A E 
la A central component of the Windows platform, Active Directory directory service | 
NN provides the means to manage the identities and relationships that make up 
network environments. Windows Server 2003 makes Active Directory simpler to 
manage, easing migration and deployment. 
Window Server T For information about other Windows Server technologies and services, see the complete list of 
Community Windows Server 2003 Technology Centers. 
Windows Family b On This Page Windows Server Blogs by 
ed A y Introductory Overviews Microsoft Employees [ES 
Wi ines z gee 
ee o. ia y Technical Overviews e when setup isn't just 
z i : ¿setu 
LP : t xcopy : setup 
Windows Server Catalog y Planning and Deploymen Rob Mensching, Septernber 
Windows Server 2003 Y Administration and Configuration 1, 2005 
Worldwide y Case Studies ° icha wan n’ 
; Michael Swanson, 
© Partners September 4, 2005 
y Webcasts 
o » cek.log 
. Charlie Kindel, July 30, 
2005 
Introductory Overviews + Sorting It All Out 
Michael Kaplan, 
+ Active Directory Benefits for Smaller Enterprises = nani ii 
Read this white paper to understand quick and easy business = 
advantages for small- and medium-sized organizations that * The Official s rt 
can be realized through the use of Windows Server 2003 and Blog zÍ 
= ñ . Mark Stanfill. Santemher 7. 


—— RRR tesa ae 


The Microsoft Web site includes information on Windows Server 2003 Active Directory as well as other Windows 
Server 2003 technologies and services. 


| Novell Network 
Operating Systems 


After studying this chapter, you will be able to: 
Define NLM. 

Explain the NetWare boot process. 

Identify the purpose and features of ConsoleOne. 


Define and use the major console commands associated with 
Novell NetWare. 


Describe NetWare’s NWFS and NSS file system structures. 

Describe the eDirectory structure. 

Identify and describe the common NetWare 6 administration utilities. 
Identify the three ways a client can access a NetWare server. 

Explain how the Native File Access Pack works. 


Dmna 


Bree O 


Network+ Exam—Key Points 


You do not need in-depth experience with Novell NetWare to be pre- 
pared for the Network+ Certification exam. The exam focuses on some intro- 
ductory-level NetWare terminology as discussed in this chapter. Specifically, 

`. the Network+ Certification exam requires knowledge that Novell networks 


use IPX/SPX as their native network protocol and that the Novell NetWare 5 
and later versions can be installed with the IPX/SPX and TCP/IP protocols. 
Some knowledge of how to log on to a Novell network is essential. You 
should be aware of the key components that need to be entered in a NetWare 
| logon box. You should also be aware of the various ways to access files on a 
| NetWare server. 
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Key Words and Terms 


The following words and terms will become important pieces of your 
networking vocabulary. Be sure you can define them. 


browser-based management utility Novell Storage Services (NSS) 
console object rights 

context overbooking 

eDirectory redirector 

explicit rights screen 

file access protocol server-centric database 
inherited rights servertop 

IPX internal network number storage pools 

JAVA-based management utility. trustee 

journaling file system typeful name 

NetWare File System (NWES) typeless name 
network-centric database ` Web-based management utility 


This chapter is an introduction to the Novell NetWare operating system. lt 
presents the basic concepts unique to NetWare and is intended to familiarize you 
with the features and terminology associated with NetWare. 


A Brief History of NetWare 


Novell has been one of the leaders in networking technology since 1983. It 
was the dominant leader throughout the 1980s and into the early 1990s. Novell 
began losing its dominance when Microsoft developed a user-friendly network 
operating system that incorporated a GUI. 

Early versions of NetWare were controlled by text-based commands entered 
at the console prompt similar to the way DOS commands are entered at the 
command prompt. Text-based command line administration and DOS-based 
utilities are more difficult to use compared to a GUI. NetWare administration 
utilities that could be run at a workstation were DOS-based. One such utility was 
called Syscon. Through Syscon, an administrator could manage network users 
and groups. Before NetWare 4.0, NetWare used a simple security database, which 
did not allow for a single logon across multiple servers. A user had to log on to 
each server to access its resources. 

With the introduction of NetWare 4, Novell rebounded by providing a more 
robust security database called NDS along with the NetWare Administrator 
(NWAdmin) utility. NWAdmin is a Windows-based utility for managing the 
network. It was designed to replace Syscon and to work with the new security 
database. Through NWAdmin’s GUI, administrators could monitor and modify 
the NDS structure and manage users and groups. 

A JAVA-based GUI for the server was introduced with NetWare 5. The 
GUI was referred to as the servertop and had some basic utilities to change 
the display properties and to access files on the server. Another JAVA-based 
program, ConsoleOne, could be loaded from the command line or the servertop. 
ConsoleOne was an administrative program that could run on a server or a 
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workstation. However, at that time, it did not offer as much functionality as 
NWAdmin. The servertop and ConsoleOne required a large amount of server 
resources and ran very slowly. Because of this, administrators often chose not to 
run these programs. 

A more robust servertop and ConsoleOne were introduced with NetWare 6. Both 
programs ran faster than their initial versions and offered more functionality. 
ConsoleOne has come to replace NWAdmin. 

Novell made some major changes in their server software with the release 
of NetWare 6. NetWare 6 incorporated some features from the UNIX/Linux 
open standard software programs. Open standard means that the code is not 
proprietary but completely accessible. Open standards can be freely distributed 
without royalties. There will be more about open standards in the Chapter 9— 
UNIX/Linux Network Operating Systems. 

Some of the new open standard features incorporated were Apache Web 
Server, MySQL, Perl, and Tomcat. The overall improvements made in NetWare 6.0 
were based on the full integration of the Lightweight Directory Access Protocol 
(LDAP). This led to improvement in NDS, which is now referred as eDirectory. 
The eDirectory is Novell's equivalent to Microsoft's Active Directory. They both 
share many similarities. 

Some of the latest application features of eDirectory are Novell iPrint, Novell 
eGuide, Novell iFolder, and Novell Virtual Office. Each is a development based 
on using Internet protocols, such as TCP/IP and LDAP, for communications. The 
combined effect of TCP/IP and LDAP allow the new features to communicate 
over any size network. For example, iPrint allows a client to access a printer 
located anywhere on the worldwide network and send print jobs to it. The eGuide 
feature uses LDAP to access user information from an LDAP-based directory in 
any location. User information such as an address, telephone number, e-mail 
address, and fax number can be obtained as long as the user accessing the 
information has the proper permissions. The Novell Virtual Office is a colla- 
boration utility that allows users to conference with each other in real time across 
the entire network. The term real time means that users can conference with one 
another as if they were together in the same room. 

Starting with NetWare 6, NetWare no longer requires the Novell Client to be 
installed on a workstation to support communications with a NetWare server. 
Since NetWare 6 uses TCP/IP and LDAP as a communications protocol instead 
of IPX/SPX, a client can choose other means of accessing a NetWare server, such 
as using its own file access protocol or using one of Novell's applications that use 
Internet protocols for communication, such as iPrint and iFolder. Communicating 
with a NetWare server is covered in detail later in this chapter. 

Following the Microsoft lead of incorporating the latest Web page program 
language and protocol, XML, Novell incorporated DirXML into their server 
package. DirXML supports the exchange of information with Microsoft Active 
Directory and Microsoft's Internet Information Server (IIS). As you can see, 
although the various server operating systems started out as proprietary, they are 
becoming more similar as they evolve. 


€ uOOO Ro € DAD E E EIRIRÓR A 
After achieving your Network+ Certification, it is normal to pursue a more advanced “mn i 

certification in a network operating system, such as Novell, Microsoft, UNIX, or Linux. This q eoh Tip 
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would prove to be a valuable asset when seeking employment in the IT industry. 
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Ironically, many senior IT professionals do not have advanced certifications, and some do 
not even hold minimal certification. This generation of IT professionals typically worked 
with the technologies before IT certifications existed. These individuals are held in high 
regard in the industry because of their lengthy and in-depth experience with such tech- 
nologies. Do not be surprised to meet knowledgeable experts in the field who do not hold 
any high-level certifications. It is a matter of professional etiquette to respect years of 
on-the-job training. 


Novell Kernel and NetWare Loadable Modules (NLM) 


Server.exe is the core component of the NetWare operating system. 
Additional software programs called NetWare Loadable Modules (NLMs) 
enhance server.exe. Novell has always designed their network operating 
systems to be conservative with computer resources such as memory. This is 
why the network operating system is designed as a series of modules that add 
functionality to the core. An administrator can load and unload NLMs as needed 
without having to reboot the server. 

There are several types of NLMs. Different NLM types have different file 
extensions. Figure 8-1 lists the NLM extensions and their purpose. 

The Host Adapter Module (HAM) provides support for storage adapters, and 
the Custom Device Module (CMD) provides support for storage devices. HAM 
and CMD storage drivers are referred to by Novell as NWPA drivers. 

NLMs with the LAN extension are referred to as LAN drivers. These drivers 
support network interface cards. 

Name space support allows a NetWare volume to store files from other 
operating systems. These NLMs have the NAM extension. Examples of name 
space support NLMs are long.nam, which supports Windows long file names, and 
nfs.nam, which supports UNIX/Linux file names. 

There are many types of NLMs. Some NLMs enhance the kernel by 
providing hardware and software support. Other NLMs are programs and 
utilities. NLMs that provide additional features to enhance the kernel include 
those listed in Figure 8-2. 

NLMs that are programs and utilities are often loaded by an administrator. 
Figure 8-3 lists of some of those NLMs. 

This is just a small representation of common NetWare NLMs. A complete 
list of modules that are loaded on a NetWare server can be viewed by typing 
modules at the console prompt. NLMs can be loaded and unloaded as needed. In 
other words, if the network administrator needs a certain service, they can load 
it from the console prompt by using the load command followed by the name of 
the NLM. The administrator can also enter just the name of the NLM as long as it 
is located in the SYS:system directory or in a search path. To unload an NLM, the 
administrator uses the unload command followed by the name of the NLM. 


Figure 8-1. - 
NLM extensions and NLM Extensioi NLM Purposi 
their purpose. 


| Utilities, programs, hardware support, | 
and software support 
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Figure 8-2. 

Some NLMs that pro- 
vide additional features 
to enhance the kernel. 


NLM Name 


Third party software companies are free to develop their own set of 
NLMs and programs to support NetWare. NetWare 5 and NetWare 6 NLMs 
can be developed using JAVA programming. JAVA was selected because of 
its programming power, worldwide acceptance, platform independence, and 
ability to provide a GUI. By using JAVA programmed NLMs, it is now possible 
for a network administrator to control the entire network from any Windows- 
based machine using a graphical user interface. One such interface is called 
ConsoleOne. ConsoleOne will be discussed later in the chapter. 


NetWare Boot Process 


The NetWare operating system boots from a DOS partition on the server’s 
primary hard drive. During installation, the nwserver directory is created in the 
root of drive C. The C:\nwserver directory contains files needed to boot the server 
to the NetWare operating system. It also contains the server.exe file. 

Server.exe boots the NetWare operating system, loads itself into memory, and 
loads several bound-in modules. These modules are NLMs that are a part of the 
server.exe file. They provide the functionality for NetWare to take control of the 
server. 


Server.exe can be added to the autoexec.bat file so that it can be invoked automatically 
at startup. 


Figure 8-3. 
NLM Name Some NLMs that are 
programs and utilities. 


~ NetWare Configuration Utility 
NetWare Ping Command 
Traceroute: TCPIP Diagnosis Command 


| de = =e eee 
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Server.exe executes the startup.ncf file that is also located in C:\nwserver. 
Startup.ncf loads the drivers needed by NetWare to access the hard disk drive or 
drives and sets some memory management parameters. With the disk drivers 
loaded, server.exe mounts the SYS: volume. The SYS: volume is NetWare’s system 
volume. It contains the directories listed in Figure 8-4. 

Server.exe executes the autoexec.ncf file located in the SYS:system directory. 
The autoexec.ncf file contains commands to set the time synchronization, load 
communication protocols, load LAN drivers, bind protocols to LAN drivers, 
decimal number that €Xecute server parameters, and load programs and utilities. The autoexcec.ncf file 
serves to identify a also contains the name of the server and an IPX internal network number. The 
NetWare server on IPX internal network number is a unique hexadecimal number that serves to 
the network. identify a NetWare server on the network. 


IPX internal 
network number 
a unique hexa- 


To rename a server when eDirectory is installed, use the ConsoleOne utility. Changing the 
server name in the autoexec.ncf file does not affect server name settings in eDirectory. 


The following is a summary of the NetWare boot process performed by 
server.exe: 


1. Boots the NetWare operating system. 
Loads itself into memory. 

Loads all in-bound modules. 
Executes C:\nwserver\startup.ncf. 
Mounts the SYS: volume. 

Executes SYS:system\autoexec.nctf. 


ag eN 


The NetWare Console 


console The console is the keyboard and monitor located at the NetWare server. 

the keyboard and When the NetWare operating system is fully booted, the console may display a 
monitor located at console prompt or the servertop depending on how the server is configured. 

the NetWare server. The startx command loads the servertop. It is placed by default in the autoexec.ncf 


file. To boot to the console prompt, the administrator can either delete this 
command from the autoexec.ncf file or comment it out by placing the pound sign 
(#) in front of the command line. This is similar to placing the rem command in 
front of a command line in the config.sys and autoexec.bat files in DOS. 


Figure 8-4, 
Directories in the 
SYS: volume and their 
description. 


SYS: Volume Directory Description 


OYS 


JAVA 


programs and uti ities for the administrator 


Contains programs and utilities for users. 


Contains JAVA support files. 
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Many programs, utilities, and commands can run on a NetWare server 
at the same time. Each instance of a running program, utility, or command is 


referred to as a screen. To display a list of screens, press [Ctrl] [Esc]. Screens can screen 

be accessed by entering the screen menu number or by pressing [Alt] [Esc] to page an instance of a run- 

through the screens. ning program, utility, 
Some screens you may see loaded are System Console, Logger Screen, or command on a 

and X Server—Graphical Console. The System Console is the screen in which NetWare server. 


comrhands are entered. This screen displays the console prompt. System Console 
is always listed as number one because it is the first screen loaded. 

The Logger Screen displays system messages and alerts. This includes 
messages and alerts that occur as the server boots and while it is running. 
The information listed in the Logger Screen can aid an administrator in 
troubleshooting the server and the network system. 

The X Server—Graphical Console is the NetWare servertop. It is called 
X Server in the menu because it is based on the X Windows system. The X 
Windows system is a graphical user environment that originated with the UNIX 
operating system. 


Console Commands 


Although NetWare provides for GUI administration at the console, the 
network administrator must be completely versed in the various text-based 
commands to properly administer the NetWare server and the NetWare network. 

The commands listed in Figure 8-5 are commonly entered at the console. 
The commands are not case-sensitive. They can be typed using lowercase or 
uppercase letters. To display a complete list of console commands, type . To 
display help on a specific console command, type the command help followed by 
the command. For example, help console_command. 


Servertop 


The servertop is NetWare's GUI. From the servertop you can run JAVA-based  servertop 
utilities such as ConsoleOne, Install, File Browser, Editor, and RConsoleJ. You can the GUI on a 
also run console commands and add programs to the menu or edit the menu. NetWare server. 
Through the RConsoleJ utility, you can access and control the consoles of other 
NetWare servers on the network. 

The servertop should load by default when the server is booted unless the 
startx command has been deleted or commented out of the autoxec.ncf file. If 
the servertop does not load automatically when the server boots or if it has been 
unloaded, you can start it by entering startx at the console prompt. To close the 
servertop, you can do one of the following; 


E From the servertop, select Novell | Close GUI, and then click Yes. 
E From the servertop, press [Ctrl] [Alt] [Backspace]. 
W From the console, enter stopx. 


ConsoleOne 

ConsoleOne is an administrative program that can be run on a server or a 
workstation. It is used to manage objects in NetWare’s eDirectory. It is similar in 
design and presentation to the NWAdmin utility. See Figure 8-6 and Figure 8-7 
to compare the ConsoleOne and NWAdmin utilities. 
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Figure 8-5. 
Commands commonly 
used at the console. 


` Followed by a message enclosed in quotes, broadcast displays a 
| message to all or to specified users on the network. Broadcast is 
~ often used to warn users.of upcoming maintenance as in the. 
- following example: broadcast “Save all of your data and shut - 
| down your computer before leaving work today. We will be = 
~| performing routine maintenance on the server tonight at 6:30 pm. 
| Normal operations will be back in service at 7:00 am Tuesday.” ` 


f 
a eE A E EEEE E RS EE R CARTA DIRA 
1 


Config ; | Displays information about the server configuration such as the — | 
. | node address, IRQ, I/O port, slot information, network broadcast | 
| frame type, and much more, The config command is useful when 

| troubleshooting server or network problems. — 


 Dismount volume_name | Dismounts the specified volume. Dismounting a volume makes 
| it unavailable. 


| Down l | Properly shuts down the NetWare server by closing all open files | 
and applications and dismounting all volumes. Returns the server . 
to the DOS prompt. i i 
To properly shut down the NetWare server from the GUI, simply 
press the key combination [Ctrl] [Alt] [Backspace] and then enter 

| down at the console prompt. 


| Displays a listing of all commands available. Typing help followed | 
by a command provides details about the command. For example, | 
typing help set time displays information about the set time 
command similar to the following: . 

set time [month/day/year] [hour:minute:second] 

Sets the file server data and time: 

Example: set time 9 October 2002 5:25:00 pm 


Lists all the storage devices present in the server. 
| Memory sd _ Displays the total amount of RAM installed on the server. | 


Mount volume_name | Mounts the specified volume. Mounting a volume makes it 
| available on the network. 
Brings down the server and restarts the server. Similar to selecting 
Restart in the Windows Shut Down menu. o 


Displays details about the volumes mounted on the file server. 


Restart server 


ConsoleOne is written entirely in JAVA. ConsoleOne allows for network 
administration from anywhere in the world via the Internet. The ConsoleOne 
utility uses snap-in modules, like NWAdmin, that expand its capabilities. The 
main difference between ConsoleOne and NWAdmin is that ConsoleOne uses 
snap-in modules written in JAVA, while NWAdmin uses Windows DLL files. 
JAVA snap-in modules can be written by any third-party software vender to 
enhance the administration of the NDS. Windows DLL files are limited to the 
Microsoft family of products, while JAVA-based applications are universal and 
can be run on any operating system platform. 


Monitor 


The Monitor utility provides a great deal of comprehensive information 
about the server such as CPU and memory utilization, the services that are 
running, and volume information. It allows an administrator to see who is 
logged on to the server and from where, disconnect users, and view the files that 
are in use. Monitor also allows an administrator to set server parameters. 
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Figure 8-6. 


The ConsoleOne utility. 
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Figure 8-7, 


The NWAdmin utility. 
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The Monitor utility is the chief administrative tool to monitor, diagnose, 
and configure NetWare servers. Monitor is accessed by entering monitor at the 
console prompt. Monitor is not a JAVA-based utility with a GUI, but rather a 
text-based program similar to DOS-based programs. See Figure 8-8. Many of 
the features of Monitor are available through iManager. The iManager utility is 
covered later in this chapter. 


EEE Network+ Note: 
( Network+ For the Network+ Certification exam, only the knowledge of the console’s 


existence is important. You will not be tested on console commands, 
programs, or navigation. 


NetWare File Systems 


NetWare has two file systems: NetWare File System (NWEFS) and Novell 
NetWare File System Storage Services (NSS). The NetWare File System (NWFS) is NetWare's 
(NWES) traditional file system. The partitioning methods of NWES are similar to DOS or 
NetWare’s traditional Windows. Any attempt to change a partition that contains data or system files 
file system. renders the files useless. 


Before NetWare 5, NetWare only had one file system—NWFS. 


An NWES partition can be divided into a maximum of eight volumes. 
Dividing a NWFS partition into volumes is like dividing an extended partition 
into logical drives. 

A single volume can also span multiple partitions. This is useful if a volume 
is reaching its maximum storage capacity and the administrator wants to quickly 
alleviate the problem. An additional drive can be added to the server and an 
NWES partition created on the drive. An existing volume can then be expanded 
to use the space on the new partition. 

To gain a better understanding of how NWFS partitions and volumes 
are created, look at Figure 8-9. A DOS partition that will hold the CAnwserver 


Figure 8-8. 
The Monitor utility. 
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Custom 


Figure 8-9, 

A NetWare partition 

is created before a 
NetWare volume. The 
first NetWare volume is 
always named SYS:, 


A NetWare partition can 

be configured into a single 
volume called SYS: or can be 
divided into several volumes 


The Express 
installation creates 
a single volume 
called SYS: on the 
NetWare partition 


The Custom 
installation allows 
an administrator 
to create multiple 
volumes on the 
NetWare partition 


The first volume, is 
named SYS: by default 


directory and serve as a platform from which the NetWare operating system 
boots is created on a hard disk drive during the NetWare installation. The rest 

of the hard drive space is left unpartitioned. If the administrator chooses the 
express installation method, NetWare automatically makes the rest of the drive a 
NetWare partition with a single volume called SYS:. If the administrator chooses 
the custom installation method, the administrator can create a NetWare partition 
and divide the partition into multiple volumes. The first volume is automatically 
named SYS:. The administrator cannot rename this volume. The administrator 
can name additional volumes anything they like. Some common names are DATA 
for data storage and APPS for applications. 


a 
= 


System files (those installed by the NetWare installation) should be kept on the 
Tool Tip 


SYS: volume, and data and applications should be stored on other volumes. 


Partitions and volumes can be modified and created at any time using 
ConsoleOne or iManager. iManager is discussed later in this chapter. 
NWES has many limitations. A single partition can have only a maximum 


of 8 volumes, and a maximum of 64 volumes can be mounted at one time. Also, Novell Storage 
a NetWare server can have only a maximum of 10,000 open files. This is minimal Services (NSS) 
and impractical for a database server or for a file server in a large corporation. NetWare’s enhanced 


Novell Storage Services (NSS), NetWare's enhanced file system, overcomes these files system. 
limitations. Look at the chart in Figure 8-10 for a comparison of NWFS and NSS. 


NSS volumes mount faster than NWFS volumes and provide for better J ae jile 
recovery after a crash. This is due to the journaling file system. The journaling elo 


file system originated with UNIX systems. It has been recently introduced to relies on a journaling 
Linux systems and adopted by Novell. NSS loads faster than traditional NetWare {file to attain a faster 


volumes because it does not need to scan the complete file system before boot time, use less 
mounting the volume. It requires only 1MB of RAM to mount. system memory, 
When an NWES volume is mounted, the whole file system is scanned and and prevent file 


a table is created and stored in RAM. The greater the file system, the greater the corruption. 
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Figure 8-10. 

NetWare File System 
(NWES) and Novell 
Storage Services (NSS) 
comparison chart. 


storage pools 
collections of storage 
devices with logical 
volumes. 


overbooking 

when the combined 
amount of declared 

NSS volume sizes is 
greater than the size 
of the storage pool. 


Files p allior i 


Open files 10,000 1,000,00 


ruio 


amount of RAM that is needed to store file system data. NSS stores only a small 
amount of information about the file system in RAM and stores it there until the 
volume is mounted. Once the volume is mounted, the file system data is removed 
from RAM. When a file is accessed on the volume, only information about that 
file is stored in memory. The system obtains this information from a file called 
the journaling file rather than from a file allocation table (FAT). The system also 
writes all transactions to the journaling file. If the NetWare server crashes, the 
system scans the journaling file for errors and incomplete transactions. When an 
error is found, it is fixed. Incomplete transactions are restored to a previous state. 
The NSS file system manages volumes in storage pools. Storage pools are 
collections of storage devices with logical volumes. The logical volumes are called 


_ NSS volumes. One advantage of using storage pools is that they allow for growth. 


An NSS volume can be configured to grow dynamically, or a storage pool can 
be increased by adding more NetWare partitions. However, no more than four 
partitions can exist in a storage pool. 

To better understand the structure of NSS, look at Figure 8-11. The storage 
pool in the example consists of three 2GB NetWare partitions. NetWare partitions 
are always created before storage pools. 

Next, volumes are created. In the example, two NSS volumes are created: 
DATA: and APPS:. A storage pool can have an unlimited number of volumes. 
However, in reality, this is limited to the amount of physical disk space available. 

When creating an NSS volume, the administrator can allocate a set amount 
of storage space to a volume or allow the volume to grow dynamically. In the 
example, both NSS volumes have been set to use 5GB of storage space. Notice that 
the total sum of storage space equals 10GB, which is greater than the set size of 
the storage pool, 6GB. Setting the total amount storage space to be greater than 
the size of the storage pool does not mean that storage space will be allowed to be 
greater than the storage pool size. It simply means that each volume can be allowed 
to grow to 5GB; however, not at the same time. The combined amount of data on 
all NSS volumes in a storage pool cannot exceed the size of the storage pool. In 
the example, both or one of the drives could have been set to grow dynamically. 
However, when set to grow dynamically, the same rule applies. Therefore, if the 
DATA volume grows to 5GB, the APPS volume cannot exceed 1GB. 

When the combined amount of declared NSS volume sizes is greater than 
the size of the storage pool, it is called overbooking. You can think of a storage 
pool as a resource from which NSS volumes can draw hard disk drive space. This 
allows for flexibility. 

NetWare supports communications and data exchange with major operating 
systems such as Windows, Macintosh, and UNIX. However, namespace support 
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Figure 8-11. 

NSS is based on draw- 
ing storage space from 
storage pools. 


NetWare 


Hard disk drive Hard disk drive Hard disk drive 


Storage pool 


Total size of 


storage pool An administrator can create 

is 6 GB one or more volumes from 
Notice that the combined the storage pool 
set volume size for the 
DATA: and the APPS: 
volume exceeds 6GB. This 
is called overbooking and 
is allowable. However as 


| Volumes can be configured 
to a set size or can be 
configured to grow 
dynamically 


data fills the volumes, the Volumes 

combined amount of data In either case the combined 
on both drives will not amount of data on each 
exceed the storage pool volume cannot exceed the 
size, 6GB. storage pool size 


for the major operating system must be added to the NWFS volume. For example, 
to allow a Macintosh client to access and store files on an NWFS volume, the 
Macintosh name space must be loaded and then added to the volume: 

load mac.nam 

add name space mac to volume volume_name 

The chart in Figure 8-12 shows the name spaces available and a description 

of each. NWFS recognizes DOS file names by default. NSS provides support for 
DOS, Windows, Macintosh, UNIX systems by default. 


eDirector eDirectory 
y a database of 
eDirectory or Novell Directory Services (NDS) is a database of network network resources 
resources similar to Microsoft’s Active Directory. The ConsoleOne utility is used similar to Microsoft’s 


to display the contents of the NDS. Look at Figure 8-13. Notice that the eDirectory Active Directory. 


Figure 8-12. 
Description Name spaces available 
for NWES volumes. 


AAA ee a! 


Used by UNIX and Linux systems. 
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Figure 8-13. 

The eDirectory structure 
as displayed through 
the ConsoleOne utility. 
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structure looks similar to Microsoft’s Active Directory. This is because they are 
both based on the same Lightweight Directory Access Protocol (LDAP) technology. 


Originally, NDS was the acronym for NetWare Directory Services. lt was changed to 
Novell Directory services in 1996 because NDS could be installed on platforms other than 
NetWare. When NetWare 6 was introduced, it was renamed eDirectory. 


server-centric 
database 

a database that is used 
for a single server. 


network-centric 
database 

a single database 
that serves an entire 
network, 


NetWare operating systems before NetWare 4 used the term bindery for the 
files that contained security information for a single server. Each NetWare 4 server 
had its own bindery. Novell described the bindery as a server-centric database. 
A server-centric database means that the database is used for a single server. 

A single log on to multiple NetWare servers is not possible with a server-centric 
database. Later, NDS, now known as eDirectory, was developed to replace the 
bindery. NDS is network-centric. A network-centric database serves the entire 
network, making a single log on possible. See Figure 8-14. 


eDirectory Organization 


Like Microsoft's Active Directory, eDirectory is arranged in a hierarchical 
structure. However, eDirectory has a different naming scheme and system of 
organizing the structure. The tree container is always at the top or start of the 
directory. See Figure 8-15. (Earlier versions of NDS called the top of the directory 
the root.) You can think of the tree as the first object in the overall directory 
structure. All other objects are relative to the tree container. A tree container 
usually contains organization (O) container objects, country (C) container objects, 
and alias container objects. Organization container objects and country container 
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Figure 8-14. 
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objects help an administrator arrange the tree to reflect the company structure or 
geographic layout. An alias object is a pointer to an object in a tree and serves as 
a shortcut. 

Organization and country container objects usually contain organizational 
unit (OU) objects. Organizational units are also container objects. They help to 


Figure 8-15. 
The eDirectory structure is composed of containers and leaf objects arranged under the tree, which serves as the root of the 
structure. 
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further organize the directory by matching it to the company’s organizational 
structure. Organizational units usually contain organizational units or leaf objects. 

Leaf objects are the lowest level of the eDirectory structure. They are 
associated with the CN abbreviation. CN stand for common name. The leaf 
objects represent users, groups, printers, servers, volumes, and such. Each leaf 
object is considered a network resource. They can be stored under any of the 
container objects. Figure 8-16 shows the many types of leaf objects. 


cota eDirectory Tree Structure 

the location of an f 

object in the NDS The eDirectory tree structure allows the entire network to be managed as a 
tree. single unit. It does not matter if the network consists of many different servers 


typeless name 

the name of an object 
followed by the path 
to the top of the 


running different operating systems such as Windows Server or UNIX. All 
network resources can be managed through eDirectory. 

When managing objects, NetWare often needs the official name of an object 
as it appears in its context. The location of an object in the NDS tree is called its 


directory. Each object context. The context can be displayed as a typeless name and a typeful name. A 
in the path is sepa- typeless name is the name of the object followed by the path to the top of the 
rated by a dot (.). directory. Each object in the path is separated by a dot (.). See Figure 8-17. 


A typeful name also contains the name of the object and the path to the top of 


< ae object the directory. However, each object is preceded by the object’s abbreviation, such 
preceded by the as CN, O, and OU, and an equal sign (=). Each object is followed by a dot (.) as they 
object’s abbreviation, are in a typeless name. Look at the example of a typeful name in Figure 8-17. 

such as CN, O, and To log on to eDirectory, a user needs to input four pieces of information 

OU, and an equal into a user logon box. The four pieces of information are username, password, 
sign (=). directory context, and the name of the eDirectory tree. 

Figure 8-16. Leaf objects 
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Bob’s context 


Accounting (OU) 


Bob (CN) 


XYZCorp (O) 


Administration (OU) 


Typeless name: bob.accounting.XYZCorp 


Typeful name: CN=bob.OU=accounting.O=XYZCorp 


Network+ Note: 


You will most likely be asked on the Network+ Certification exam what 
information is needed to log on to the eDirectory. 


NetWare Security 


NetWare security consists of user authentication, object rights, and directory 
and file rights. You should recall that for versions of NetWare that relied on 
a bindery for security, a user had to log on to each server they wished to use. 
Versions of NetWare that use NDS or eDirectory allow for a single log on. In these 
versions, a user logs on to the directory tree, not on to a single server. A user is then 
able to access resources within the tree to which they are granted rights. 

Two types of rights can be granted: object rights and directory and file rights. 
Object rights relate to objects within the NDS directory or eDirectory. A user or 
group can be granted certain types of access to objects within the directory, such 
as browse, create, and rename. These rights are called object rights. Figure 8-18 
shows a complete list of object rights and their meaning. A user or group that is 
granted rights to an object is called a trustee. Each object in the directory has an 
Access Control List (ACL) just like objects do in the Microsoft Active Directory. 
The ACL contains a list of trustees and their related rights. 


Figure 8-17. 

Example of a typeless 
name and typeful 
name. 


= 
ln A 
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Network 


object rights 

rights that allow a 
trustee certain types 
of access to an object. 


trustee 

a user or group that 
is granted rights 

to an object. Also, 

a user, group, or 
container object that 
is granted rights to 
directories and files. 


to t trustee 
ee Mi mi dy 


- | Allows a trustee to delete an object. 
Allows a trustee to rename an object. 
Grants a trustee all rights to the object. 


Rename 


Supervisor 


Figure 8-18. 
NDS and eDirectory 
object rights. 
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inherited rights 
rights that are 
granted to a trustee 
through inheritance. 


explicit rights 
rights that are 
specifically granted 
to a trustee, and are 
not granted through 
inheritance. 


Web-based 
management utility 
a management utility 
based on existing 
open source stan- 
dards such as HTTP 
and XML. 


JAVA-based 
management utility 
a management 
utility based on the 
Sun Microsystems 
JAVA programming 
language. 
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Directory and file rights secure access to directories and files. User, groups, 
and container objects can be granted rights to directories and files. A user, group, or 
container object that is granted rights to directories and files is also called a trustee. 
Figure 8-19 shows a complete list of directory and file rights and their meaning. 

Object rights and directory and file rights are inheritable. This means that 
rights applied at one level of the directory tree or file system directory flow down 
to lower levels unless they are filtered, or blocked. Rights that are granted to a 
trustee through inheritance are called inherited rights. Inherited rights can be 
overruled by assigning explicit rights to trustees. Explicit rights are rights that 
are specifically granted to a trustee, and are not granted through inheritance. 


NetWare 6 Administration 


NetWare 6 provides an administrator with JAVA-based, browser-based, and 
Web-based management utilities. A Web-based management utility is based on 
existing open source standards such as HTTP and XML. It allows a client to access a 
server or network device and perform functions within the limit of the programming 
language. A JAVA-based management utility is based on the Sun Microsystems 
JAVA programming language and does not necessarily follow the open standards as 
defined by the W3C. A browser-based management utility is typically associated 
with, but not limited to, a thin client. The thin client connects to the network device 
and then runs scripts hosted on the network device, not on the thin client. Browser- 
based management utilities combine the ability to view local directory structures 
and to interact or modify the configuration using additional utilities. 


All three management types use a basic Web browser and then modify the browser 
features by adding additional programming. The browser connects to the Internet to 
access remote devices or through an intranet to connect to a local network device. Often 
the term browser-based is used in conjunction with Web-based or JAVA-based manage- 
ment utilities. Other times the term browser-based is used to represent all three types of 
utilities. The exact definition depends on the manufacturer when describing their software 
products. At the time of this writing, there is not a widely accepted definition for the three 
types of Internet management utilities. 


Figure 8-19. 
NetWare directory and 
file rights. 


Directory and File Rights 


Description 


Access Control 


Supervisor 


trustee’s rights to an object. 


Grants a trustee all rights to a directory 
or file. 
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You are already familiar with ConsoleOne. ConsoleOne is a JAVA-based 
utility that can run on Windows, NetWare, Linux, Solaris, and UNIX Tru64 
platforms. It has come to replace NWAdmin, which was the main management 
utility starting with NetWare 4. Although NWAdmin can be used to manage 
objects in a NetWare 6 network, it is not recommended. ConsoleOne provides 
more functionality than NWAdmin. It supports new Novell products and 
enhancements such as Single Sign-On and Certificate Server, allows faster 
browsing of large eDirectory trees, and more. 

Another JAVA-based utility is Remote Server Management also known as 
RConsoleJ. The Remote Server Management utility provides a remote connection 
to a NetWare server so that you can enter console commands just as if you were 
physically at the server's console. You can also load and use NLM programs such 
as Monitor. Figure 8-20 shows RConsole] used to access the server's console. The 
Server Screens list at the top of the RConsoleJ screen allows an administrator to 
change the view to a different screen. The administrator can also scroll through the 
screens by clicking the right or left arrows that are next to the Server Screens list. 

The Remote Server Management utility can be configured to provide a secure 
connection and is backward compatible NetWare 5. It consists of three components: 
RConsoleJ Client, RConsoleJ Agent, and the RConsoleJ Proxy Agent. The RConsole] 
Client is the JAVA-based utility that runs on a workstation or a NetWare server. 
The RConsoleJ Agent (rconag6.nlm) is an NLM that is loaded on the target server. 

It handles all RConsoleJ requests to that server. The RConsoleJ Proxy Agent 
(rconprxy.nim) provides translation between the IPX and IP protocols. It is only 
needed if a server or client it wishes to communicate with is using the IPX 
protocol. It can be loaded on any NetWare server that is running both IPX and IP. 

Remote Manager is a browser-based utility that provides the same 
functionality and more as Monitor. Unlike Monitor, it displays information 
about the server's health through a graphical user interface. It requires two NLM 
programs to be loaded on the server: portal.nim and httpstk.nim. 

iManager is a Web-based utility that allows an administrator to manage 
eDirectory objects, DNS, DHCP, and Novell Licensing Services (NLS). It does not 
require any special software to be installed on the client. All the client needs is a 
supported Web browser. 


a7 


browser-based 
management utility 
a management utility 
typically associated 
with, but not limited 
to, a thin client. The 
thin client connects 
to the network device 
and then runs scripts 
hosted on the net- 
work device, not on 
the thin client. 


Figure 8-20. 

The RConsoleJ utility is 
used here to access the 
server's console. 
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NetWare Connectivity and Interoperability 


Prior to NetWare 5, the IPX/SPX protocol was Novell's native protocol. IPX 
protocol addressing was the standard way to identify and communicate on a 
Novell network. Microsoft clients running NetBEUI could communicate with a 
NetWare server by installing the IPX/SPX compatible protocol (NWLink) and 
Client Services for NetWare. Microsoft clients could also opt to install the Novell 
Client, which included Novell’s IPX/SPX protocol. Installing Gateway Services 
for Netware (GSNW) on a Microsoft server was also an option. GSNW enabled. 
Microsoft clients to use their native protocols, NetBEUI and the Server Message 
Block (SMB), to communicate with a NetWare server. They did not need to install 
the Novell Client. 

Beginning with NetWare 5, Novell provided direct support for IP addressing 
and the TCP/IP protocol suite. You should recall from earlier chapters the 
primary protocol for communication on the Internet is TCP/IP. Microsoft 
networking systems, with the introduction of Active Directory and its emphasis 
on Internet connectivity, also moved to using TCC/IP as its standard protocol. 
The evolution of protocols for most every network operating system has come to 
accept TCP/IP as its primary protocol. 


Sees Network+ Note: 
Network+ When a question is presented about network protocols for NetWare, 
~ look closely to see if the question references NetWare 5 or a later version. 
Remember, NetWare 5 and later can be installed with ACH} IP. Prior to 
NetWare 5, the default protocol was IPX/SPX. 


With the TCP/IP protocol as the standard protocol for most every network 
operating system, the only concern for connecting to a NetWare server is 


redirector redirector support. A redirector is not unique to Novell NetWare. A redirector is 
a software package a software package that determines where a client request for a resource should 
that determines ~ be routed. For example, if a client requests to access a local resource, such as a file 
where a client on local drive C, then the redirector directs the request to the local computer's 


request for a resource 


operating system. If a client requests to access a resource on a network 
should be routed. P & SY q orked 


computer, such as a shared printer, the redirector sends the request to the 
networked computer with the shared printer. 


Network+ Note: 


Remember that the redirector operates at the presentation layer of the OSI model. 
You may be asked such a question on the Network+ Certification exam. 


NetWare 4 and NetWare 5 only provide the Novell Client as a means of 
accessing a NetWare server. NetWare 6 provides many ways to access a NetWare 
server—through the Novell Client, the Native File Access Pack, and the Internet. 
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Novell Client 


The Novell Client is NetWare's redirector. It provides full support for all 
of eDirectory’s features and must be installed on a workstation that will run 
ConsoleOne. Microsoft's CSNW cannot be used because it does not provide 
support for the IP protocol. NetWare provides two versions of the Novell 
Client—one for Windows 95/98 and the other for Windows NT/2000/XP. The 
Novell Client can be downloaded for free from Novell’s Support Web site. 


Native File Access Pack (NFAP) 


The Native File Access Pack allows Microsoft, UNIX/Linux, and Macintosh 
clients to access a NetWare server using their own native file access protocols. A 
file access protocol provides the means for a client to access networked files and 
print services. Figure 8-21 lists the native file access protocol of each operating 
system. 

Microsoft uses the Common Internet File System (CIFS) for file and print 
services. It is part of the Microsoft client. Macintosh uses the AppleTalk File 


Protocol (AFP). It installs with the AppleShare client. UNIX and Linux computers 


use the Network File System (NFS). 

When NetWare 6 is installed, the CIFS and AFP file access protocols are 
loaded and configured by default. Loading the CIFS protocol on a NetWare server 
enables Windows clients to see and access NetWare servers through Network 
Neighborhood. To do this, however, the Microsoft client software must be installed 
so that the CIFS protocol is available. Loading the AFP on a NetWare server allows 
Macintosh clients to use the Chooser and Go menu to access files on a NetWare 
server. Macintosh computers are by default network ready. That is, the AppleShare 
client is installed by default. No further client installation is needed. 

To make NFS services available on a NetWare server, the NFS Server 
software (xnfs.nlm) is loaded by default. Loading the NFS Server NLM provides 
support for NFS and allows UNIX/Linux clients to access files on a NetWare 
server. First, however, the NFS requires a file system that is to be shared, be 
exported. Exporting a file system makes it available to NFS clients on the 
network. NFS clients can then mount the shared file system. Mounting a file 
system makes the file system appear as if it was a part of the client's file system. 
Exporting and mounting files systems is covered in Chapter 9 —UNIX/Linux 
Network Operating Systems. 


Web-Based Access 

Web-based access is made possible by using open standard protocols such 
as HTTP, FTP, and IPP. Web-based access provides a way for users to access files 
and printers without the need for the Novell Client. This allows for mobility and 
flexibility. The four features that make this type of access possible are iFolder, 
iPrint, NetStorage, and NetDrive. 


file access protocol 
provides the means 
for a client to access 
networked files and 
print services. 


Client File Access Protocol 


AppleTalk File Protocol (AFP) 


Figure 8-21. 

Native file access 
protocols for the major 
operating systems. 
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iFolder 

The iFolder feature allows users to access their local files from anywhere in 
the world. This is made possible through synchronization with an iFolder server. 
When a computer with the iFolder client connects to the network or the Internet, 
files in the local computer's iFolder directory and those in the server's iFolder 
directory are synchronized. This means that an updated copy of the local file 
is always stored and available on an iFolder server. If the user moves to another 
computer and connects to the network or to the Internet, iFolders on both the 
server and the local computer are again synchronized so that the updated files 
are copied to the local computer. A user can access an iFolder server without an 
iFolder client; however, the user must manually copy updated files to and from 
the iFolder on the server. 

The components that make up iFolder are the iFolder server software, iFolder 
JAVA applet, and the iFolder client. The iFolder server software creates a Web site 
and makes the user’s iFolders available on the Internet. The JAVA applet allows 
access to iFolder files. The iFolder client handles the file synchronization. 
iPrint 

The iPrint feature allows a user to send a print job to a remote location 
through the Internet. iPrint relies on the Internet Printing Protocol (IPP). Print 
jobs are sent in an encrypted form. Printing can be secured by requiring users to 
log on to eDirectory. Unsecured connections can be established for users who do 
not have an eDirectory account. 

To print to an iPrint printer, a user needs an iPrint client and a JAVA- 
enabled Web browser installed on their computer. The iPrint client is installed 
automatically when a user selects a printer from an available iPrint Web page. At 
that time, the appropriate print driver is installed on the user’s computer and the 
printer is made available through the Windows Printers folder. 


NetStorage 

NetStorage serves as an interface between the Internet and the files on a 
NetWare server. Internet protocols, such as HTTP, HTTPS, WebDAV, and XML, 
are used to access a NetStorage server. The NetStorage server accesses the 
requested files by using the NetWare Core Protocol (NCP), NetWare’s native 
file access protocol. Unlike iFolder, NetStorage is used to access files on a server 
volume, not on the server’s Web site. Therefore, NCP must be used. 


NetDrive 

NetDrive allows users to map network drives without the need for the 
Novell Client. Mapped drives appear as they normally do in Microsoft Explorer. 
To access files on the mapped drive, NetDrive can be coupled with NetStorage. 
NetDrive can also work with iFolder. 


Summary 


E NWAdmin is a windows-based administration tool introduced with 
NetWare 4 to replace the Syscon utility. 

M NetWare 5 introduced a GUI for the NetWare console called the servertop 
and a JAVA-based administration program called ConsoleOne. 
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MW A more robust version of the servertop and ConsoleOne was introduced with 
NetWare 6. 


E ConsoleOne is similar in function to NWAdmin. In NetWare 6, ConsoleOne 
has come to replace NWAdmin. 


E NetWare 6 uses the LDAP protocol to communicate directory information to 
other operating systems. 


mM NetWare 6 no longer requires the Novell Client to be installed on a 
workstation to support communications with a NetWare server. 
W Server.exe is the core component of the NetWare operating system. 


MW  Server.exe is enhanced by loading individual programs referred to as 
NetWare Loadable Modules (NLMs). 


E The list of Novell NLMs can be viewed by entering modules at the console 
prompt. 


MW Server.exe boots the NetWare operating system, loads itself into memory, 
loads all in-bound modules, executes C:\nwserver\startup.ncf, mounts the SYS: 
volume, and executes SYS:system\autoexec.ncf. 


E The term console refers to the keyboard and monitor at the NetWare server. 


M NetWare’s two file systems are called NetWare File System (NWFS) and 
Novell Storage Services (NSS). 


E Before NDS, Novell used the bindery as a container for all security 
information for a single server. 


M@ eDirectory is a database of network resources and allows for a single log on. 


E The main administration programs of NetWare 6 are ConsoleOne, RConsole], 
Remote Server Manager, and iMonitor. 


E NetWare 5 first presented the option to select either IPX/SPX or TCP/IP as 
the default network protocol. 


MW A redirector is a program that redirects a client’s request to the appropriate 
server and volume on that server. 


NW NetWare 6 provides three ways for a client to access a NetWare 
server—through the Novell Client, the Native File Access Pack (NFAP), and 
the Internet. 


M The Native File Access Pack (NFAP) allows a client to use its native file access 
protocol to access files on a NetWare server. 


MH Web-based access uses open standard protocols such as HTTP, FTP, and IPP 
to communicate with a NetWare server. 


Review Questions 


Answer the following questions on a separate sheet of paper. Please do not 
write in this book. 


1. Which version of NetWare incorporated some features from the UNIX/Linux 
open standard software programs? 


2. What is the core component of the NetWare operating system? 


3. What is an NLM? 
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. What command is entered at the console prompt to view loaded NLMs? 

. Describe the NetWare operating system boot process. 

. How do you properly shut down a NetWare server from the console prompt? 
. How can you display information about a command? 


. What command is used to display information about a NetWare server's 


configuration? 


. What is the main purpose of ConsoleOne? 

. With which programming language is ConsoleOne written? 

. What is the name of NetWare’s traditional file system? 

. Which NetWare file system manages volumes in storage pools? 


. Which NetWare file system has a quicker mount time and provides for better 


recovery after a crash? 


. Which volume does NetWare create by default during an installation? 
. What is the eDirectory? 

. Why does NDS resemble Microsoft's active directory? 

. What does OU represent in a typeful name? 

. What does CN represent in a typeful name? 

. What does the O represent in a typeful name? 

. What does the term context mean in relation to NetWare? 

. What are two ways the context can be displayed? 

. What is another name for a typeless name? 

- What four pieces of information are needed to log onto eDirectory? 
. What types of objects can exist in an eDirectory? | 

. What are some examples of leaf objects? 


. Name four common NetWare administration utilities and give a brief 


description of each. 


. Which version of NetWare first allowed the choice of using the IPX/SPX 


protocol or TCP/IP? 


. What three ways can a client use to access and communicate with a NetWare 6 


server? 


. Briefly describe how NFAP works. 
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Sample Network+ Exam Questions : $ 
Answer the following questions on a separate sheet of paper. Please do not X Network+ 


write in this book. 


1. What utility is especially designed to provide access to a Novell NetWare 5 
server from a Windows 98 computer? 


A. - Winsock 
B. .- Novell Client 
C. FTP 


D. = . Novell Access 


2. What is the typical protocol used by the Novell NetWare 6.5 networking 
system to communicate across a LAN or WAN? 


Ac TCP/IP 
B. = NetBEUI 
oS IPX/SPX 
D. POP3 


3. What text-based program is used at the console to provide system 
information and modify a NetWare server? 


A. ConsoleOne 
B.. NWAdmin 
G Monitor 

D.. Console 


4. What type of partition is required to support the boot operation and 
installation process of a NetWare 5 server? 


A. DOS 
B.  . NetWare 
Cer NTFS40 
D. NTFS5.0 
5.. Which of the following commands starts a NetWare file server that was 
downed? 
A. __ install 
B. > setup 
E. server 
D. startup 


6. Which network operating system uses an autoexec.bat file? 
A... Windows Server 2003 
B. Microsoft NT 4.0 
C. | Windows 2000 Server 
D. — NetWare5 
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A 7 What are the two main file systems used by NetWare servers? 
a A. — FAT16 and FAT32 
B. NTFS4.0 and FAT32 

Cee. NFS and NSS 

D. =- NFFS5.0 and FAT32 
8.. What does the acronym GSNW represent? 

A. — Global Services Net Watch 

B. Gateway Services for NetWare 

C. Global Search for NetWare 

IBA Gateway Search for NetWare 


9. Whatis the name of a software program used to enhance the function of 


server.exe? 
A.: API 
B NLM 
C Daemon 
19: FTP 


10: What is the name of the Novell NetWare redirector? 
A Novell Client 
B. JAVA1 
(C iManager 
1D} Syscon 


Suggested Laboratory Activities 
1. Visit the Novell Web site www.novell.com to see all of Novell’s services and 
its technical support. 


2. Acquire a beta version of NetWare by accessing the Novell Web site and 
downloading the beta version to a PC. Follow Novell's instructions that are 
presented on the download site for burning a copy of the software to a CD. 
Practice a NetWare installation. 


3. Use the help command to access the command list on a NetWare server. 
Practice using the commands listed. 


4. Add a user to a NetWare network. 


5. Install the Novell Client on a Windows PC and then access a NetWare server. 


Interesting Web Sites for More Information 


www.novell.com 


Chapter 8 
Laboratory Activity 


Installing the Novell 


After completing this laboratory activity, you will be able to: 
E Describe the proper sequence for installing the Novell Client. 
M Identify the four protocol options available in the Novel Client. 


M Identify the common reasons a user might have a problem logging on to a 
NetWare network. 


E Explain the cause of common logon error messages. 
ME” Explain the purpose of the ipxroute config command. 


Introduction 


In this laboratory activity, you will install the Novell Client for Windows 
NT/2000/XP. The Novell Client enables successful communications with a Novell 
server and makes available a full selection of Novell services. Once the Novell 
Client is properly installed and configured and the appropriate user rights have 
been designated, the Windows workstation will be able to access the full range of 
NetWare services, such as file and print sharing. 


Note: 

Novell has two main clients for Microsoft operating systems: Novell Client for 
Windows 95/98 and Novell Client for Windows NT/2000/XP. You must use the 
appropriate client for a given workstation. 


When performing a custom installation, the Novell Client presents four 
protocol options. These include the following: 


W IP only. 
E IP with IPX compatibility mode. 
Mm IP and IPX. 
NW IPX only. 
Note: 


The selected option depends on the protocol or protocols installed on the NetWare 
network. Starting with NetWare 5.x, the IP protocol became the default choice 
of network protocol. Prior to NetWare 5, the default choice was IPX/SPX. To 
communicate with an IPX/SPX NetWare server, you must use the IPX/SPX 
protocol. 


The first protocol option is IP only. You would select this option for a network 
that contains only NetWare 5.x or later and is configured for the TCP/IP protocol. 
The second option is IP with IPX compatibility mode for NetWare 5.x or later. 

This selection allows IPX applications to run by converting the IPX packet into 
compatible IP packets. The third option is IP and IPX. This option allows the 
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workstation to operate with both an IP network and an IPX network. This would 
be used, for example, for a network that contained a mixture of Microsoft servers 
running TCP/IP and NetWare servers running IPX. The fourth option is IPX only 
and is used for IPX only networks. If you choose to do a typical installation, 
instead of a custom installation, the Novell Client will automatically select the 
best protocol option based on the protocols already installed on the system. 
When first using the Novell Login dialog box, you will need to identify the 
tree, context, and server associated with the NetWare network. The term tree is 
the name given to the location at the top of the hierarchal structure of eDirectory 
or Novell Directory Services (NDS) that contains organizational objects. The term 
context means the exact location of an object in eDirectory or NDS. When logging 
on to a NetWare network, a user must indicate where their associated user object 
is located in the directory tree. The server is the name of the NetWare server 
the user wishes to log on to. Entering a server name is not required. Look at the 
following screen capture of the Advanced screen in the Novell Login dialog box. 
Note the three buttons labeled Trees, Contexts, and Servers. If you do not know 
the name of the tree, context, or server, you can click the Trees, Contexts, Servers 
buttons to see what is available in the network. 


a == - z m == a 


= x 


- Novelle Client” for Windows* 


NDS | Script | Diatup | NMAS | 

Tree: _ A Trees | 
es >] _ Cotta 
Sener S[NETWAREGSIAB SS Servers | 


RSA 


As a network administrator, you may be called on to solve logon problems. 
Some of the most common problems a user might experience when connecting to 
a NetWare network include the following: 


E The user may not have a user account established. Remember, a user must 


have a user name and an assigned password to log on to the NetWare 
network. 


A physical connection may not exist. Check the network cable to be sure it is 
attached. Try to ping the NetWare server. 
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The user has accidentally pressed the [Caps Lock] key, causing the password 
to be entered in the wrong case. Have the user check the [Caps Lock] key. 


The NetWare server may be down. Check with the network administrator or 
check the server room to verify. 


There are some things you should be aware of when working with the Novell 


Client. These include the following: 


= 


a 


When upgrading an operating system to Windows XP, you should also 
upgrade the Novell Client. 


Even with the Novell Client installed, to access NetWare files, printers, and 
directory services, the user must have a user account on the NetWare server 
and appropriate user rights to access resources. 


To view the frame type and network number of a Windows XP workstation 
running IPX/SPX, use the ipxroute config command from the command 
prompt. (Note: The IPX protocol must be bound to the network adapter for 


this command to work. This does not happen automatically when using the 
Novell Client.) 


To reveal the frame type and network address configured on a NetWare 


server running IPX/SPX, use the RConsoleJ utility from a workstation or go 
to the NetWare console and run the config command. 


Note: 

Before you begin installing the Novell Client, you must create a Restore Point. 
Creating a Restore Point will enable you to return the Windows XP computer to 
the condition it was in before you installed the Novell Client. 


Equipment and Materials 


a 


ey 


a 


E 


Workstation with Windows XP. 


A network connection to a NetWare 6.5 server. (The lab activity can be modi- 
fied for a Novell 5.x server.) 

User account set up on the NetWare server. (The lab activity can still be 
performed without a user account, but you will not be able to log on to the 
server.) 


An Internet connection. (Required to download the client program.) 


Record the following information on a separate sheet of paper: 


NetWare user name: 


NetWare password: 


Tree: 
Context: 


Server: 
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Procedures 


JE 
2 


10. 


k 


Report to your assigned workstation. 
Boot the workstation and verify it is in working order. 


Create a Restore Point with the System Restore utility (Start | All 
Programs | Accessories | System Tools | System Restore) before 
going further into the lab activity. 


If your instructor has not provided you with the Novell Client 
program on a CD, create a directory to contain the download 
version of the client software. Label the directory Novell Client 
Download. Connect to the Internet and download the latest 
Novell Client for Windows NT/2000/XP. Look in the following 
URL: www.novell.com/products/clients/ or conduct a Google 
search using the following terms: Novell NetWare 6.5 Windows XP 
Client products. Download the product after reading the download 
and installation procedures located at the Web site. The Novell 
Client will download as a self-extracting file. Extract the file in the 
directory you created. 


Start the Novell Client for Windows NT/2000/XP installation. 
Accept the license agreement by clicking Yes. 


The next screen presents you with two installation options: Typical 
and Custom. Select the Typical option and proceed to the next 

step. You will see a progress window detailing the transfer of files 
required for the installation. Also, the status of the installation 
process will be displayed on the screen. 


When the installation is complete, reboot the workstation so that the 
changes can take effect. If you have installed.the Novell Client by 
CD, remove the CD before rebooting. È 


When the workstation reboots and the Novell Client Begin Login 
dialog box appears, press the [Ctrl] [Alt] [Del] key combination. This 
will invoke the Novell Login dialog box. 


Take note of the Workstation only checkbox located in the lower-left 
corner of the Novell Login dialog box. When selected, the user will 
log on to the workstation, not the NetWare server. When unselected 
the user will log on to the NetWare server. Leave the checkbox 
unselected at this time. 


Y 


Enter your user name, password, tree, context, and the name of the 
server to which you want to log on. Click OK. 
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12. _- _ To verify a successful log on to the NetWare network, check if a 
Novell folder with Novell programs is listed in the Start menu. Your 
Novell prosa po should look similar to the (lowing: 


Richard - 
@ Set Program Access and Defaults 
x A O Windows Catalog 
Int t f 
e eels ON 3 A Windows Update i 
í | 
G E-mail l (2) Accessories ! 
Outlook Express 2 D-Link Air USB l 
ERS Command Prompt | N Ethereal | 
| 2) Games 
$ Paint Shop Pro5 | fa Novell (Common) N Novell Login 
k m Paint Shop Pro 5 A Novell Send Message 
| e) Notepad Y (E) Startup | B ReadMe 
Y j E | [2} Acrobat Reader 5.0 
3 i & internet Explorer 
@ erea ox, MSN Explorer 
! LA Outlook Express 
Set Program Access | > Remote Assistance 
Defaults E 
©) windows Media Player 
All Programs ® | 3 Windows Messenger f 
Dhi ag Orr ao Sveri i 
t 
Paint Shop Pro l 
Another way to verify the client installation was successful is to look 
for a red N in the notification area (lower-right corner of the desktop) 
as shown in the following screen capture. 
13. Open the Local Area Connection Properties dialog box for your network 


aamen We NewaiNe Client for Mi ade entry shell be listed. 


4 Local Area Connection Prorerties 


[General [ Authentication i Advanced] 


Connect tusing: ; 
| » Realtek ATLSI: 39 Famiy PCI Fast Ethernet NIC 


This connection uses the following items: 
(1 Shovel Client for Windows 
| A (83 Client for Microsoft Networks 


| R (8) File and Printer Sharing for Microsoft Networks 


Sos Packet Schedule 
¡€ 


i 
Allows your computer to access resources on the network. 


Show icon in notification area when connected 
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14. 


Ie 


Now, open the My Network Places to view the connection to the 
NetWare network. To access My Network Places, right-click My 
Computer (located off of the Start menu or on the desktop) and select 
Explore. In the Folders pane, click My Network Places. After opening 
My Network Places, you should see images similar to those in the 
right-hand pane of the following screen capture. 


fie Edt Yew Favorites Toos Heb 


Address [$b Novell Connections A 

E ns 

E YH My Computer 
E JJ 3% Floppy (A:) 


By double-clicking the Nwserver icon, you can reveal the server’s 
directory structure and available files, if you have the proper rights. 
If you have failed to establish a connection to the NetWare network, 
call your instructor. 


After you have established a connection to the NetWare network, 
you may explore the NetWare server's directory structure. Do not 
make any changes to the structure. Simply look, and then proceed to 
the next step. 


Reboot the workstation. 


When the workstation reboots, attempt to log on under a user 

name that does not have an account on the server and observe the 
message that is generated. You can try any combination of letters 
that you know is not a user name, such as ABCD. Do the same for the 
password. On a separate sheet of paper, record your answers to the 
following questions: 


What error message was displayed? 


18. 


19. 
20. 
21. 
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What is the name or title of the dialog box in which the message is 
displayed? 


Have the instructor disconnect the network cable from the server or 
shut down the NetWare server and then attempt to log on again to 
see the message generated. On a separate sheet of paper, record your 
answers to the following questions: 


What error message was displayed? 


How long did it take for the message to appear as compared to when 
an incorrect user name and password was entered? 


Have the instructor reconnect or start the NetWare server. 
Log on once more to verify the connection has been established. 


Now, uninstall the Novell Client by using the Add/Remove Program 
utility located in Control Panel. After uninstalling the Novell Client, 
open My Network Places to see if you can access the NetWare 
network. 


Answer the review questions. 


Review Questions 


Answer the following questions on a separate sheet of paper. Please do not 
write in this book. 


1. What should you do before installing the Novell Client? 


2. What command is issued from the Windows XP command prompt to view 
the NetWare frame type and network number of a workstation running the 
IPX/SPX protocol? 


3. What are the four protocol options for the Novell Client? 


A. What is the name of the Novell Client to be used on a Windows 98 
workstation? 


5. What is the name of the Novell Client to be used on a Windows XP 
workstation? 


6. Name two ways you can verify that the Novell Client has been installed. 


7. Explain how to verify that a connection has been established with a NetWare 


server. 
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8. What are some of the reasons a user might have trouble connecting to a 
NetWare network? 


9. What error message was generated when you entered the wrong user name 
and password? 


10. What error message was generated when the server was disconnected from 
the network? 


eo ee eve 
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After studying this chapter, you will be able to: 

Describe the major features in the UNIX/Linux operating system. 
Define daemon and explain its purpose. 

Explain the purpose of the Grub and LILO bootloaders. 

Identify the common shell programs associated with Linux. 
Describe the file systems associated with Linux. 


Compare and contrast the file system structure of UNIX with other common 
file system structures. 


Define the file and directory permissions used with the Linux file system. 


Explain how UNIX/Linux can establish communications with a Microsoft 
operating system. 


Network+ Exam—Key Points 


Typical Network+ Certification exam questions address issues such as 
TCP/IP settings for UNIX/Linux systems. TCP/IP is covered in later chapters 
and includes information about UNIX/Linux systems at that time. Other 
questions concern basic Linux system issues such as logging on, logging off, 
and Linux file systems. You should also be aware of the role SAMBA plays in 
system interoperability. 


You should use a Linux operating system for approximately eight hours 


| of guided instruction, or forty or more hours of unguided instruction. 


Unguided instruction means using the available help files and tutorials to 
become familiar with Linux. A guided instruction means that the program is 
instructor-led. Guided instruction can save you a lot of time when becoming 
familiar with Linux. 


While it is possible to pass the Network+ Certification exam without ever 
using a Linux operating system, it is highly advisable you spend some time 
using any of the numerous Linux systems available. It is suggested that Red 
Hat or SuSE versions of Linux be used because of their extensive documenta- 
tion and support. 


Operating Systems 


| X Network+ 


2 
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Key Words and Terms 


The following words and terms will become important pieces of your 
networking vocabulary. Be sure you can define them. 


bootloader mount point 
Common UNIX Printing System (CUPS) Samba 

daemon session 

desktop environment shell 

device file tar ball 

inode windows manager 
journal file X client 

kernel X server 

module X Windows 


UNIX is the fountainhead of modern network operating systems. After its 
inception, it served as a model of how network operating systems should operate. 
There have been many variations of UNIX. None of the variations produced a 
large-scale change in the networking industry until Linux was released. Linux 
has become a robust network and desktop operating system. Many software 
companies, such as IBM, Novell, and Apple Computer, have absorbed the open- 


. source technology of Linux into their networking operating systems. 


While Microsoft Windows has dominated the desktop computer world in 
the United States, Linux is a preferred desktop for most C and C++ programmers 
and computer science majors. Linux allows programmers complete control over 
the operating system and the kernel. In fact, a programmer can write a new 
kernel if they have sufficient skills. This is why Linux is popular with serious 
programmers. 

This chapter presents a basic foundation of UNIX and Linux operating 
systems. The UNIX and Linux information in this chapter is combined because 
talking about one operating system is like talking about the other. 


UNIX 


UNIX was developed at the AT&T Bell Laboratories in the 1960s. It was the 
first major operating system for networking. Scientific, academic communities, 
and governmental agencies readily accepted UNIX. The original version of UNIX 
has spawned countless variations, such as Berkeley Software Distribution (BSD), 
Sun Solaris, HP, and IBM. 

Many networking concepts originated from the early versions of UNIX. 
While UNIX was still in its early development, the TCP/IP protocol was 
developed to support communications between universities, government 
sites, and scientific research companies. UNIX adopted TCP/IP as its native 
communications protocol. 

What makes UNIX and Linux unique when compared to NetWare and 
Windows network operating systems is the source code used for the components 
is readily available to anyone. Novell and Microsoft have guarded their source 
code by keeping it proprietary. The availability of the source code has made 
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the UNIX/Linux system a favorite among programmers and programming 
enthusiasts. If a program needs to be modified or to have a new procedure 
developed, the administrator can simply write the code for the change. The most 
common programming language used for writing UNIX/Linux code is the C 
programming language. If you cannot program, you can usually find the code 
you need through an Internet search. There are many organizations devoted to 
developing and sharing program code. 


Beginning with NetWare 6, Novell incorporated Linux open-source programs into the 
NetWare operating system. 


UNIX/Linux consists of the system kernel surrounded by modules, Figure 9-1. 
A kernel is the core of an operating system. A module is a small program, such kernel 
as hardware driver or a kernel enhancement. Modules are similar to Novell the core of an operat- 
Netware NLMs. They are used to expand the kernel and to allow for flexibility. ing system. 
An administrator can load and unload modules as needed or configure the 
kernel to load them automatically during the system boot. ee 

The UNIX/Linux system also consists of daemons. A daemon is a program ê S™alll program, 
that runs in the background and waits for a client to request its services. It is ee ee al 
much like a service in the Windows and NetWare operating systems. An example 


of a daemon is the Simple Mail Transfer Protocol (SMTP). SMTP waits for e-mail ena 

to arrive. When e-mail does arrive, SMTP either transfers the e-mail to another daa 

server or delivers the e-mail to the recipient's mailbox. All of this is handled in a prograin that runs 
the background without the user's knowledge—until a message pops up on the in the background 


screen notifying the user that they have mail. Figure 9-2 shows a list of currently and waits for a 
running programs and daemons on a Linux computer. Note that the file names of client to request its 
all daemons end in the letter d. services. 


Figure 9-1. 

A The UNIX/Linux 
kernel is surrounded 
by modules. A module 
is typically a hardware 
driver, file system 
driver, or other kernel 
enhancement. 


Kernel 
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Figure 9-2. top - 00:41:43 up 23:47, 2 users, load average: 0.00, 0.00, 0.00 

1 1 ili Tasks: 40 total, i ruming, 39 sleeping, 6 stopped, 5 zombie 
In fhis Sally on utility Cpu(s): 0.3% us, 0.3% sy, 8.0% ni, 99.3% id, 0.0% wa, 0.0% hi, 0.0% si 
called top has been Mem: 256716k total,  249688k used, 7028k free,  109332k buffers 
run to reveal currently Swap: 514072k total, 12k used, 514060k free, 20968k cached 


running programs and VIRT RES SHR S ¿CP TIMES COUNT 


: 6493 jkeltner 16 © 1752 892 1536 R 0.3 0.3 0:00.16 top 
daemons. Files on a 1 root 16 0 588 244 4443 0,0 0.1 0:06.34 init 
UNIX/Linux system 2 root 34 19 0 0 03 0.0 0,0 0:00.00 ksoftirqd/0 

3 root § -10 0 0 03 0.0 0.0 0:00.48 events/0 
that are daemons, 4 root 5 -10 6 0 03 0.0 0.0 6:00.00 kblockd/0 
typically end with the 5 root 6-10 0 0 03 0.0 0.0 omoi aaier 

6 root 20 0 0 0 03 0.0 0.0 6:00.00 pdflush 
letter d. Some of the 7 root is 0 0 0 03 0.0 0.0 0:00.83 pdfiush 
daemons listed in this 9 root 15 -10 6 0 03 0.0 0.0 0:00.00 aio/0 

le h b 8 root 15 Y 0 0 03 0.0 0.0 0:00.31 kswapdO 
example have been 162 root 23 0 80 0 O$ 0.0 2.69 0:90.00 kseriod 
pointed out. Can you 331 root 5-10 0 0 0S 0.0 0.0 0:00.00 reiserfs/0 
eee erotica 774 root 6 -10 0 0 03 0.0 0.0 0:00.00 kcopyd 
ldentiry other daemons 1516 root 15 0 0 6 03 0.0 0.0 0:00.00 khubd 
in this example? 2182 root 15 0 1404 420 1196 $ 0.0 0.2 0:00.00 hwscand 
2249 root 16 GO 1428 624 1256 $ 0.0 0.2 0:00.04 syslogd 
2298 root 15 Q 1496 588 1208 $ 0.0 0.2 0:00.00 klogd 
2367 root 25 0 1392 476 12323 0.0 0.2 0:00.00 resmgrd 
2373 bin 18 0 1400 472 12443 0.0 0.2 0:00.00 portmap 
2696 root 16 0 5260 1936 4832 $ 0.0 0.8 0:00.89 sshd Daemons 
2851 1dap 18 0 72968 5100 26m $ 0.0 2.0 0:00.00 slapd 
2927 named 18 0 32448 4348 5528 3 0.0 1.7 0:00.00 named 
3187 daemon 16 0 4352 1388 4092 3 0.0 0.5 0:00.02 slipa 
3359 ip 15 © 7656 3372 4604 $ 0.0 1.3 0:01.25 cupsd 
3393 root 16 0 46364 2576 3892 $ 0.0 1.0 0:00.04 nscd 
3457 dhcp 16 0 6352 3276 4340 $ 0.0 1.3 0:09.00 dhcpd 


The kernel combined with modules and daemons defines the total operating 

system and its capabilities, Figure 9-3. An administrator can customize the 

¿ Operating system and load only the modules and services they desire. By 
building a custom operating system, overall performance is improved. The 
operating system is more efficient than when loading an operating system with 
all of its possible components. The administrator can also unload modules and 
services no longer needed. The ability to load or unload separate modules to 
support the kernel results in an efficient use of system resources, such as RAM. 
As each module is loaded, valuable RAM is used. There are also more demands 
on the CPU. Processor time is required for each running module. 


Linux 


In 1991, the University of Helsinki student, Linus Torvalds, developed the 
Linux (pronounced Lih-nucks) kernel and freely distributed the source code rather 
than retaining proprietary rights. What makes this operating system unique is that 
the code is a collaboration through the years of countless numbers of developers, 
programmers, students, and engineers. Linux is distributed for free or for a 
relatively small cost. Itis licensed under the GNU (pronounced guh-noo) General 
Public License (GPL), which allows users to freely modify, copy, and distribute the 
Linux software system. We will discuss more about this subject later. 

While Linux has been presented as an open source operating system, this 
can be misleading. The kernel and many other Linux components are free 
to download, but many versions are a mix of open source and proprietary 
programs and components. For example, Corel Linux includes a proprietary file 
management system, proprietary applications, and proprietary utilities. It also 
contains several third-party applications such as Netscape Communicator and 
Adobe Acrobat Reader. 

Since Linux was designed to emulate UNIX, most of its features are the 
same as UNIX. You can think of Linux as another version in the evolution of 
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Figure 9-3. 

The kernel, modules, 
and daemons make 
up the UNIX/Linux 
operating system. 


Daemon 


UNIX/Linux Operating System 


UNIX. There are many variations of Linux available such as Red Hat, Caldera, 
Mandrake, SuSE, Turbo, and Corel. You will see many similarities between 
the different versions of Linux. These similarities are due to all of the Linux 
operating systems using the most common, available programs to enhance the 
kernel, such as Gimp, KDE, GNOME, Mozilla, Xfree86, Apache Web Server, 
Evolution, and Samba. 

Linux has evolved rapidly and has been incorporated into other operating 
systems. Linux was once difficult to install, mainly because of the lack of 
hardware driver support by manufacturers. Since Novell and IBM have endorsed 
Linux, hardware manufacturers have increased their driver support. 

There are also various Linux certifications available. They range from 
vendor-specific, such as Red Hat certification, to vender-neutral, such as Linux 
certification offered by CompTIA and IBM. IBM uses a vender-neutral approach 
because they endorse Red Hat, SuSE Linux, and TurboLinux versions. 

Linux will continue to grow because it has incorporated all of the common 
protocols associated with other operating systems. Protocols such as SMB, LDAP, 
and SNMP make the operating system more compatible with Microsoft and 
Novell operating systems. The expansion of operating system interoperability has 
helped to develop the popularity of Linux. 
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After completing this course, you may wish to pursue a Linux certification, such as 
CompTIAa Linux+, especially since the Linux servers are becoming more common In the 
network industry. 


Linux Advantages 


The features that have made the versions of Linux popular are its flexibility 
and price. Linux is flexible because it can be easily modified or customized. Since 
the program code is open source, an experienced programmer can customize 
the operating system and security to meet their needs. Generally, Linux is priced 
reasonably when compared to other network operating systems. In fact, an entire 
system can be downloaded for free. Prices for network operating systems that 
allow only a limited number of users to access the server typically start at several 
thousands of dollars. As the number of users increases, so does the cost of the 
network operating system. 


Linux Disadvantages 


Commercial versions of Linux are tested on various systems and have somewhat 
of a guarantee they will not harm your computer. Downloaded versions of Linux and 
associated files are not guaranteed. If the software destroys, causes loss of data, or 
crashes the system, the user has no recourse, no one to blame, or cost recovery source. 

Many Linux companies do not have a highly structured support system. 

: Commercial versions of Linux, however, do provide support, either for free 
or for a small cost. Commercial versions Linux also have the broadest range 
of hardware compatibility when compared to the free download versions. 
Remember the old saying, “You get what you pay for.” If the operating system is 
free, the support is typically less than desirable. 

Also, since Linux is an open-source operating system, the code is not secret. 
It can be hacked or cracked more easily than some other operating systems. 

Another concern is independent-vendor support. There are not as many 
venders that provide driver support for UNIX/Linux in the same way as they do 
for Microsoft and Novell products. Also, not all versions of UNIX/Linux services 
or programs are interchangeable and compatible. You must be very careful when 
adding a free service or utility. It may not be compatible with the version of Linux 
you are running. Other operating systems may have problems too, but not to the 
extent as the Linux operating system. It is best to stick with a well-established 
Linux operating system such as Red Hat or SuSE. 


Copyright and Copyleft 


One of the most interesting and often misunderstood aspects of Linux is 
the copyright. Linux is copyrighted under the GNU General Public License 
(GPL), often referred to as copyleft. See Figure 9-4. Many people are under the 
impression that you cannot sell Linux software. This is not true. The intent of the 
GNU GPL is to make the Linux kernel source code freely available. This allows 
anyone to modify the code to suit his or her needs. In short, the GNU GPL allows 
anyone the right to copy, modify, and distribute software without the permission 
of the original copyright holder, as long as they pass the same rights on to the 
next user. In other words, all users who receive a copy of the source code may 
freely modify the programs and freely distribute the programs. 
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“A GNU General Public License - > pe all Figure 9-4. 
| Fie Edt View Favortes Tools Help i = = | The GNU General 


[Osos - O- x] Poe | y) Search — Sí Public License (GPL) 
 _ »-A AAA o aaa 


| Address E] https /fww.gnu org}copyleft/gpt.htmt 


can be viewed in 
various forms and 
languages on the 
www.gnu.org/ 
copyleft/gpl.htm 
Web page. 


[ Czech | English | Japanese ] 


e What fo do if you see a possible GPL violation 

e Translations of fhe GPL 

e GPL Frequently Asked Questions 

e The GNU General Public License (GPL) in plain text format 

e The GNU General Public License (GPL) in Texinfo format 

e The GNU General Public License (GPL) in LaTeX format 

e The GNU General Public License (GPL) as an appendix in DocBook format 
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Therefore, this may lead to the question of how do companies have the right to 
sell Linux? Commercial companies extend all the rights associated with the GNU 
GPL. The commercial companies distribute the source code and allow copies to be 
made and distributed under the same guidelines as stated above. What the companies 
are charging for is a neat package with manuals and support via the Internet and 
telephone for the consumer. The consumer actually pays for the enhancements 
while not being charged for the software. In fact, you can go to the commercial sites 
and download an image of the software to use on a computer. The fact that you can 
download and install the software from the commercial site and access the source code 
is what keeps the commercial sites in compliance with the GNU general public license. 
For more information on the GNU GPL visit www.gnu.org/copyleft/gpl.html. 

The Free Software Foundation (FSF), a nonprofit organization founded in 1983, 
develops many different software packages that complement Linux systems. The FSF 
promotes the free distribution of software and source code similar to the GNU GPL. 
See Figure 9-5. The FSF develops utilities and programs that interface with GNU/Linux 
operating systems. For more information on the FSF visit www.gnu.org/fsf/fsf.html. 

You should note that not all versions of Linux are under the free distribution 
plan. Many commercial versions are independent of the GNU GPL license and 
are very expensive. 


UNIX/Linux Basics 


This section introduces the basics of the UNIX/Linux operating system. It is 
not comprehensive in its coverage. It would take a full textbook to cover the basics 
in detail. The intention of this section is to introduce you to some UNIX/Linux 
terminology and to the basic differences and likenesses between UNIX/Linux 
and other operating systems. 
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Figure 9-5. 

The www.gnu.org/ 
fsf/fsf.html Web page 
provides information 
about the Free Software 
Foundation (FSF) and 
its purpose. 


bootloader 

a program that starts 
the operating system 
load process. 


shell 

a user interface that 
interprets and carries 
out commands of 

the user similar to 
the way the DOS 
command interpreter 
(command.com) 
interprets and carries 
out commands. 


Z Free Software Foundation - GNU Project - Free Software Foundation (FSF) - Microsoft Internet Explorer 
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The Free Software Foundation (FSF), founded in 1985, is dedicated to promoting computer users' right to use, 
study, copy, modify, and redistribute computer programs. The FSF promotes the development and use of free | 
(as in freedom) software ---particularly the GNU operating system(used widely today in its GNU/Linux variant) 
and free (as in freedom) documentation. The FSF also helps to spread awareness of the ethical and political 
issues of freedom in the use of software. 


Many organizations distribute whatever free software happens to be available. in contrast, the Free Software 
Foundation concentrates on development of new free software---and on making that software into a coherent 
system which can eliminate the need to use proprietary software. 


Besides working on software development, the FSF protects, preserves, and promotes free software. The 

FSF distributes copies of GNU software and manuals for a distribution fee, and accepts tax-deductible gifts to 
support GNU development. Most of the FSF's funds come from its distribution service. This is why we urge you 
to order CD-ROMs and manuals (but especially CD-ROMs) from the FSF when you can. 


{a eS nae eee ef eT (hem ae 


-LILO and GRUB 


The acronym LILO represents Linux Loader. GRUB represents Grand Unified 
Bootloader. LILO has been around for many years, but GRUB is relatively new. 

LILO and GRUB are bootloaders. A bootloader is a program that starts the 
operating system load process. Linux bootloaders are used in much the same 
way as ntldr is used in Windows NT-based operating systems. LILO and GRUB 
install in the master boot record (MBR) of a Linux partition. After the Power On 
Self-Test (POST), the system looks for and transfers control to the bootloader. 
The bootloader loads the kernel. When the kernel loads, the kernel loads the 


- Operating system. 


LILO and GRUB can be used to load other operating systems. You will most 
commonly use LILO in a multiboot situation. When LILO or GRUB is configured 
on a computer with multiple operating systems, the LILO or GRUB bootloader 
takes control after the system POST and before the operating system is selected. It 
allows the user to choose between two or more operating systems and then boots 
directly into the selected operating system. 


Shells 


A shell is a user interface that interprets and carries out commands of the 
user similar to the way the DOS command interpreter (command.com) interprets 
and carries out commands. The shell directly interfaces with the operating system 
kernel. There are numerous shells available: some are freeware and others are 
proprietary. Some of the more common shells are the Bourne Again Shell, Korn 
Shell, and Turbo C Shell. See Figure 9-6 for a list of common UNIX/Linux shells. 

The Bourne Again Shell is the default shell for Red Hat Linux. Figure 9-7 
shows the set command issued at the Bourne Again Shell. The UNIX/Linux 
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pramis Common UNIX/Linux 
bash _ Bourne Again Shell shells. 


bs- Bourne Shell 
sii _ C Shell _ 
ksh Korn Shell 


| tesh l s : | Turbo E Shell 


set command is similar to the DOS set command. Entered without options, the 
set command displays a list of a user's shell variables, including the name of the 
current shell. In the example, you can see that the user's shell is set to bash, which 
is the Bourne Again Shell. 

A user can change to a different shell by typing the desired shell name at the 
prompt. For example, to activate and use the Turbo C Shell, you would simply 
type tesh at the prompt. In Figure 9-8, the user has issued the tesh command and 
then entered set at the shell prompt. Since each shell has its own set of variables, 
the SHELL variable now reads /bin/tcsh. A user can also run another session of 
the current shell by entering the shell name. For example, to run another session 
of the bash shell, the user would enter bash at the command prompt. 

Note that each time a user enters the name of a new shell or the name of 
the shell they are currently using, a new session is invoked. One of the greatest 
advantages of the UNIX/Linux operating system is the ability to run multiple 
sessions on a single computer. A session is a logical connection with the Linux session 
computer. Each session provides its own set of variables as shown in Figure 9-7 a logical connection 
and Figure 9-8. A session allows for remote users to log on to a Linux computer with the Linux 
and use the computer at the same time as the user sitting at the computer. It also computer. 
allows a user to run a lengthy batch process in one session and perform other 
tasks in another session concurrently. 


The set command 
lists the current shell's 
. variables. Note that 

j> rot pic Aa A to the value of the SHELL 
variable, /bin/bash. This 
means that the shell is 
currently set to use the 
bash shell, 

| PATHS /usty locals fopty mone: Sus 
GNOMEDIR= /apt/gnome 
NOME PATH=: fopt/qnome: /usr 


GROUPS=(1 
E Patt weryic Jiii 


G BROKEN FILENAMES=J 
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Figure 9-8. -e The ser changes to a different 
keltnerflinux; > tos F 
The user has entered $ E nae Ine ser shell by entering the shell name 
tsch at the shell prompt 
to change to the Turbo DONE (i ps 5 e on alpan shere/nan, (sr /X11R6/man, /opt/umone/share/man} iman, cat; 


C Shell. The SHELL 
variable, as indicated 
by the set command, 
now reads /bin/tsch. 


The SHELL variable has changed 
to the Turbo C Shell {tesh} 


2.00 (Astren) 2002-07-23 (1586-suse-Limx) options Sb,r 


The user can end a session by entering the exit command. This will return 
a user to a previous session. If there is not a previous session, the exit command 
will log the user off the system. 


Commands 


Linux commands are similar among the various versions of Linux, but they 
do not match perfectly. This lack of standardization can be frustrating. You can 
usually type the command followed by --help (two dashes before the word help) 
at the shell prompt to obtain help about a particular command. You can also 
access the manual pages for a particular command by typing man followed by 
the command. However, even these commands are not universal. 

The command syntax is similar to that of DOS commands. The command 
may stand alone or be followed by options, an argument, or both. The following 
shows the complete syntax of a Linux command: 


command <options> <argument> 


An option alters the output of a command. Some options must be preceded 
with a dash (-) or with two dashes (--). Some options do not need a dash at all. In 
any case, a space must exist between the command and the option. Options, like 
commands and file names, are case-sensitive. 

An argument is what the command is to act on. It can be a file name, a 
directory name, wild card characters, such as the asterisk (*) or question mark (?), or 
other piece of information designated as an argument for a particular command. 

Figure 9-9 shows an example of using a command without options and an 
argument. The Is command is used to list the contents of the current directory. 
Now look at Figure 9-10. In this example, entering Is with the | option displays 
the directory listing in a long form. The long form lists details about each file and 
directory, such as permissions and file size.The ls command can also be used with 
an argument. The argument can be a path name to list the contents of a directory 
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other than the working directory. The argument can also be a file name or part 
of a file name with wild card characters. Look at Figure 9-11. In this example, the 
Is command is used with an argument that contains a wildcard character. This 
argument tells the Is command to list only files and directories that begin with 
the letter S. The -I option tells the Is command to list the results in long form. See 
Figure 9-12 for a list of other common Linux commands and their function. 


File Systems 


Several choices of Linux file systems are available: Ext2, Ext3, ReiserFS, 
and JFS. Ext2 is the original Linux file system. It supports long file names (255 
characters) and stores information in blocks much like the DOS and Windows 
file systems. Information about each file is stored in an inode. An inode is a table 
entry that contains information such as permissions, file size, name of the owner, 
the time stamps of the file’s creation, modification, and last access, and a pointer 
to where the file is stored. 

The Ext3 file system is basically the Ext2 file system with the journaling 
feature added. In fact, each of the Linux file systems, except for Ext2, is a 
journaling file system. You should recall that Novell’s NSS is also a journaling file 
system. A journaling file system ensures file integrity whenever an unexpected 
system shutdown occurs, such as a power outage. The journaling file system 
maintains a log of all file activity. This log is called the journal file. Three time 
stamps that contain information about the creation of the file, the last date the file 
was modified, and the last date the file was accessed are added to the journal file. 
The journaling file system uses the journal file to restore a file to its most usable 
state. This can be accomplished even if the file is corrupted or incomplete. A 
journaling file system also allows for faster boot time and consumes less memory 
than other file systems. For more information on journaling file systems, visit 
www.linux-mag.com/2002-10/5fs_01.html. 
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Figure 9-9. 
Example of issuing the 
Is command. 


inode 

a table entry that 
contains information 
such as permissions, 
file size, name of 

the owner, the time 
stamps of the file's 
creation, modification, 
and last access, and a 
pointer to where the 
file is stored. 


journal file 

a log of all file 
activity on a journal- 
ing file system. 


Date and time 
last modified 


File or 
directory owner 


Owner’s group 
File directory size 


Permissions 


File type 


Figure 9-10. 

Issuing the Is -I 
command displays a 
long directory listing. 
Items listed include 
permissions, file or 
directory owner, file 
size, and date and time 
last modified. 
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Figure 9-11. 

The Is command has 
been listed here with 
an argument. The argu- 
ment in this example 
includes a wildcard 
character, the asterisk 
(*). Together with the 
letter S, it tells the Is 
command to list only 
those files and directo- 
ries that begin with the 
letter S. The -I option 
tells the Is command 

to output the result of 
the argument in a long 
listing format. 


The ReiserFS file system is SuSE’s default file system. It allows for better 
storage capacity by efficiently writing files, especially small files, to the hard disk 
drive. It does this by storing files back-to-back rather than by storing them in 
blocks. With DOS and Windows file systems, a hard drive is divided into blocks, 
and only one file can be stored in a block. If the block size is 4k and the file is 1k, 
then 3k of hard drive space is wasted. The ReiserFS file system treats the hard 
disk drive as a database. Information about the file, such as permissions, are 

_ stored next to the file rather than in an index. This helps to speed file access. 

The Journaled File System (JFS) was originally developed by IBM for the 
OS/2 Warp operating system. JFS is similar to Ext3 in that information is stored 
in blocks and metadata is stored in inodes. However, JFS is a 64-bit file system, 
which allows for a larger file system and larger file sizes. 


Figure 9-12. 
Common UNIX/Linux Linux command Description 
commands. 


mv <filename> 


mv <filename>" | Renamesa file. 
<new filename> 


Displays the path of the current working directory. 
Removes (deletes) a file. 
- Removes (deletes) a directory. 


Chapter 9 UNIX/Linux Operating Systems 345 
Figure 9-13. 
wae poo! directory: The root directory is 
l j File structures belonging the top of the direc- 
The directories listed to other devices and tory structure. File 
here may exist on remote systems are structures belonging to 
separate partitions appended to the root other devices, such as 
and hard disk drives file structure hard disk drives, 


Note: Not all of the Linux 
directories have been 
listed here 


/boot /bin /home /mnt 


AN 


/floppy /cdrom /fs1 


/usr /var /swap 


File Structure 


The UNIX/Linux file structure looks similar to the DOS file structure. The 
most noticeable difference, however, between the UNIX/Linux file structure and 
the DOS file structure is the lack of drive letters. This means that your system 
does not have a storage limit based on the number of drive letters. 

The root (/) directory is the top of the directory structure, Figure 9-13. 

All files and directories are under the root directory. The root directory can 

be subdivided into additional directories and files like it can with the DOS file 
structure. Unlike DOS, UNIX/Linux has the ability to append file structures 
from devices such as floppy disk drives, hard disk drives, CD-ROMs, and ZIP 
drives and to append the file structures from remote computers. This ability 
makes the file structures appear to be part of the root file structure. To append a 
file structure to the root, the file structure or device that holds the file structure 
must be mounted. 


CD-ROMs, and remote 
systems, are appended 
to the root direc- 

tory when they are 
mounted. 


Do not confuse the root of the directory ( / ) with the /root directory. The /root directory 


belongs to the root user, also known as the superuser. It is their home directory. 


Mounting a device makes it appear as part of the directory structure. 
Figure 9-14 shows the contents of the /etc/fstab file. This file indicates the drives 
and partitions that are to be mounted during the system boot. The first entry 
represents the device file associated with the device. In UNIX/Linux, each 
device on the local system has an associated device file in the /dev directory. 

The device file serves as a means of communication between the driver and the 
device. Devices are referred to by the device file name. For example, a primary 
drive designated as the master drive is called hda. The device file for this drive is 


device file 

a file that serves as 
a means of commu- 
nication between a 
driver and a device. 


File system Options 


Mount point 


Device file 


Figure 9-14. 
Contents of the /etc/fstab 
file. 


346 Networking Fundamentals 


Figure 9-15. 
Storage device naming 
scheme. 


mount point 

the location in the 
directory structure 
where a device is 


mounted or inserted. 


Hard Drives Type Description 


ne SCSI First SCSI drive ie 
Es SCSI Second SCSI drive in chain, and so on 


/dev/hda. Figure 9-15 shows the storage device naming scheme and related device 
files. Partitions are indicated by numbers, starting with the number one for the first 
partition. For example, the first partition on /dev/hda would be indicated as hdal. 

Look again at Figure 9-14. The second entry in the /etc/fstab file is the mount 
point. The mount point is the location in the directory structure where a device 
is mounted or inserted. For example, a mount point of /mnt/cdrom mounts the file 
structure of the /dev/hdc device in the /mnt/cdrom directory. 

The third entry indicates the type of file system on the device. Note that various 
file systems can exist on the devices and still be a part of the complete file structure. 

The fourth entry lists the options that should be used by the mount 
command to configure the device. For example, the ro option indicates that the 
device is to be mounted as read only. The users option indicates that all users 
should be allowed to mount and unmount the device. Finally, the fifth and sixth 


: entries set administrative parameters. These will not be discussed because the 


details about these parameters are beyond the scope of this chapter. 

Typical PC devices, such as the keyboard, mouse, and most common file 
systems are mounted during the system boot process. Before you can save a 
file to a device such as hard disk drive, CD, or floppy disk, the device must 
be mounted. Before removing a CD disc or floppy disk, the device should be 
unmounted. This will ensure that the file can be read by other systems. If the 
device is not unmounted, the file may be unreadable. 


_ Some Linux operating systems perform the unmount function automatically. 


Common Files and Directories 


There are many directories commonly associated with UNIX/Linux systems. 
This is not to say that all UNIX/Linux file system structures are identical. They 
do vary among operating systems and versions. Figure 9-16 lists the most 
universal directories associated with UNIX/Linux systems. 

While it is not necessary for the common user to navigate the directory 
structure, it is required for the system administrator who commonly modifies 
software packages designed for Linux. Typically, a common user has access to only 
part of the directory structure and can only modify their directories and files. 

UNIX/Linux file and directory names are case-sensitive. This means that 
two files can be spelled the same but be recognized by the operating system 
as two separate files. For example, Myfile and myfile are two separate files. 

Also, be aware that UNIX/Linux files typically do not use file extensions. For 
example, when looking for an executable file, you will not see the familiar exe 
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Figure 9-16. 
Common UNIX/Linux 
directories. 


De: cl iptiol 


| logging, and tem orary files. 


/home Contains user directories and files. The startup files are located 
here by user. 


extension appended to the file name. An executable file is identifiable by the 
file's permissions accessed through one of the utilities that display the file name, 
directory, and permissions or by using the Is -I command. 


File and Directory Security 


Like other network operating systems, the UNIX/Linux operating system 
has the ability to assign permissions to files and directories. Look at the long 
directory listing in Figure 9-17. Note the first entry for each file and directory. 
This entry lists the file or directory type followed by permissions. There are ten 
spaces available for this information. The file or directory type occupies the first 
space. Some of the characters that may fill this space are d, l, or a dash ( - ) The 
following list shows the meaning of each: 


d = directory 

l = link 

- = normal file 

The file and directory permissions occupy the other nine spaces. The 

permissions represent the file and directory permissions assigned to user, group, 
and other. The user is typically the owner of the file or directory. The group is 
typically the user's default group. Other is anyone else who is not the file's owner 
or a member of the group. 


Figure 9-17. 
Note the permissions 
` for the files and 
directories in this long 
directory listing. 


File type Permissions 


5 Linux-Lihes 


use linux 
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Figure 9-18. 

File and directory 
permissions and their 
meaning. 


File Permissions Description 


execute 


Directory Permissions 


execute Change to that directory. 


Note the letters r, w, and x as well as the dash ( - ) symbol. A dash within any 
of the file and directory permissions spaces indicates that no permission for that 
entry has been set. The permissions associated with the letters are as follows: 


T= read 
w= write 
x = execute 


These permissions vary in meaning depending on whether they are set for a 
file or for a directory. See Figure 9-18. 

Each of the nine permission spaces is a placeholder for the read, write, 
and execute permissions for user, group, and other. If any of these values are 

not set, then a dash displays in its place. To better understand how to interpret 
permissions, look at Figure 9-19. Note that user, group, and other is assigned 
three placeholders. Each of these placeholders can be filled with the read, write, 
or execute permission. In the example, the user and group have permission to 
read and write to the file. All other users are only able to read the file. 

The administrator or user with equal administrative powers can set file 
and directory permissions. They can even change the owner of the file or of the 
default group. The owner of a file or a directory can also change permissions or 
the owner and group. 


Network Authentication 


Procedures for logging on and off UNIX/Linux systems are similar to other 
network operating systems. Logging on to the system can take place through 
a command-line prompt or a GUI-based prompt, depending on how Linux 
is configured. In either case, the user must supply a user name followed by a 
password. The user name and password is compared to that in the /etc/passwd 
file. The /etc/passwd file stores user account information. After the user is 
authenticated, they may use the services for which they are authorized. 


Figure 9-19. 

In this example, the 
user and default group 
are granted the read 
and write permissions User Group Other 
to a file. All other users 

can only read the file 

name. 


WS TW.= == 


Chapter 9 UNIX/Linux Operating Systems 349 


The highest level of administration is the superuser and has the default user 
account name of root. The initial password for root is set during the installation 
of the operating system. The system administrator uses the root account to make 
changes in the system configuration. Changes in the system configuration or file 
structure can render the entire system inaccessible. When the administrator is 
using the system for normal tasks, the administrator logs on under a common 
user name and password similar to any typical user. Mistakes made by a 
common user can be fixed, and typically, the common user cannot access critical 
areas of the system. 


File and Print Sharing 


File sharing is made possible through the Network File System (NFS) 
protocol. NFS was originally developed by Sun Microsystems and later released 
to the public as an open standard. NFS allows a UNIX/Linux system to share its 


files with users from remote locations. The system that shares its files is called the 
NFS server. It runs the NFS service. The NFS service consists of several daemons. 
These daemons handle services such as authentication and client mount requests. 


NFS also relies on support from the kernel. 

The system that accesses files on the NFS server is called the client. It relies 
on support from the kernel and from several NFS client daemons. 

An administrator makes an NFS server's files available to remote users by 
listing in the /etc/exports file the directories to be shared, associated permissions, 
and the systems that are allowed to access each directory. The administrator 
then runs the exportfs command to export the directories. To view the exported 
directories, a user at the client computer must mount the directory. Mounting the 
directory makes the directory appear as if it were part of the client's file structure. 

The line printer daemon (Ipd) handles remote and local printing services. 
It listens for incoming print jobs and sends the jobs to the printer. Security is 
set through the /etc/host.equiv or /etc/host.Ipd file. Remote access can be denied 
through the /ect/printcap file. Denying remote access allows only local users 
to send print jobs. The Ipr command is used to send print jobs to the line 
printer daemon (lpd). For example, to print a file named chapter9 located in the 
/home/rroberts directory, the user would enter lpr /home/rroberts/chapter9 at the 
command prompt. 

A relatively new printer daemon called Common UNIX Printing System 
(CUPS) has been designed to support network printing using the Internet 
Printing Protocol (IPP). CUPS is used in many Linux operating systems as well 
as MAC OS X. Since CUPS is based on IPP, it is designed to locate and configure 
printers located on the LAN and WAN through the use of a browser. Linux 
systems typically provide the user with a choice of using the traditional Ipd 
printing system or CUPS. 


Remote Access Features 


UNIX/Linux is designed to share resources but not in the same way that 
other networking systems share resources. For example, when you create and 
set up a share on a Windows network, the share is run on the client’s computer. 
In UNIX, when a share is set up on the UNIX computer and is then accessed by 
the client, the program runs on the UNIX computer. This means that the client 
only needs minimal resources, but the resources of the UNIX computer must be 
increased as the number of clients increases. 


Common UNIX 
Printing System 
(CUPS) 

a printing system 
that supports net- 
work printing using 
the Internet Printing 
Protocol (IPP). 
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X Windows 

a system that 
provides a GUI for 
UNIX and Linux 
systems. 


Any operating system can access a UNIX/Linux system by using remote 
access protocols and services. There are several remote access protocols and 
services that you have probably heard of. They are FTP, TFTP, Telnet, and Apache. 
These various protocols and services provide remote access to clients anywhere 
in the world. Linux also provides the SFTP service as a way to secure the remote 
connection. The SFTP protocol differs from FTP and TFTP in that it encrypts the 
user password and data. 


ETE 

The File Transfer Protocol (FTP) is designed to transfer files between a server 
and a client. Using FTP, you cannot run a program or manipulate a file on the server. 
FTP transfers files rather than runs or manipulates them. In other words, using FIP, 
you can only download or upload files. If you need to edit a file on the server while 
using FTP, you can download the file, modify it, and then upload it to the server. 

FTP can require a user name and password, or it can permit anonymous 
access. Most often, however, anonymous access requires some form of 
authentication, such as the client’s e-mail address. 


TFTP 

Like FTP, the Trivial File Transfer Protocol (TFTP) is designed to transfer or 
copy files to and from a remote system. The main difference between FTP and 
TFTP is the protocol it uses to transfer the information. FTP uses the Transmission 
Control Protocol (TCP) to transfer data, while TFTP uses the User Datagram 
Protocol (UDP) to transfer data. TFTP does not require a user name or password 


` and does not guarantee data delivery. It is a connectionless type of protocol. 


Telnet 

Telnet is designed to remotely access any computer running as a Telnet 
server. The Telnet service allows a user to log on using a user name and 
password. After the connection is made, the client communicates with the 
Telnet server using text-based commands. The Telnet session allows a user to 
manipulate a file on the remote computer. However, the amount of manipulation 
is limited to the set of Telnet commands. Telnet is often referred to as a terminal 
emulation program because it emulates a terminal connected to a mainframe. 


. Telnet is commonly used to remotely control WAN servers and routers. See 


Figure 9-20 for a comparison of FTP, TFTP, and Telnet. 
Apache 


Apache is Web server software developed in the public domain to run on 
UNIX. Many Web servers use the Apache Web server software. It is popular 
because not only is it a robust and stable system, it is free. The Apache Web 
server software was designed as a free distribution by a group of approximately 
20 developers. Apache derives its name from the fact that it consists of a series of 
software patches for the original NCSA Web server software. Hence, the name 
Apache, which is a play on the words “a patchy.” Apache is the default Web server 
package in most commercial Linux operating systems. 


X Windows System 


The X Windows system provides a GUI for UNIX and Linux systems. Other 
operating systems integrate the GUI into the operating system. The operating 
system cannot be separated from the GUI to function as single unit. The X Windows 
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system is separate from the operating system. A user can operate a UNIX/Linux 
computer without ever installing the GUI. 

The X Windows system consists of the X server and the X client. X server is a 
program that communicates with the computer hardware, such as the keyboard, 
mouse, and monitor. The X client is an application, such as a word processing 
program. The X client can also be a windows manager. A windows manager 
controls the display. In other words, it provides the GUI such as the icons, boxes, 
and buttons. Figure 9-21 shows the relationship between the hardware, X server, 
and X client applications and windows manager. 


Figure 9-20. 

FTP, TFTP, and Telnet 
comparison. A—FTP 
and TFTP allow a client 
to transfer files to and 
from an FTP or TFTP 
server. FTP uses the 
TCP protocol and TFTP 
uses the UDP protocol. 
B—Telnet allows a cli- 
ent to manipulate files 
while they reside on 
the server. 


X server 

a program that com- 
municates with the 
computer hardware, 
such as the keyboard, 
mouse, and monitor. 


X client 
an application or a 
windows manager. 


X Windows is also referred to as X, X11, or XFree86. 


Figure 9-21. 
Relationship between 
hardware, X server, and 
X client applications 
and windows manager. 


992 


Networking Fundamentals 


Figure 9-22. 

The X server and X client 
are typically installed 
on the same computer. 


windows manager 
an X client that 
controls the display. 
In other words, it 
provides the GUI 
such as the icons, 
boxes, and buttons. 


The X Windows system has as a client/server architecture. The X server and 
the X client can run on the same computer, Figure 9-22, or on separate computers, 
Figure 9-23. However, in contrast to a typical client/server architecture in which 
the client receives resources from the server, the X Windows system works in the 
opposite manner. The X client provides the processing power and display and 
the X server communicates with the hardware. The X server component serves as 
an interface between the system hardware and X clients. It allows the windows 
manager and X clients to operate independently of the hardware. 


When the X client and the X server are installed on separate computers, the computer that 
runs the X clients is typically the more powerful of the two computers. 


When X server is installed, itis configured for the system hardware. Typical 
configuration settings include mouse, keyboard, and video card type and 


. monitor settings, such as the refresh rate and resolution. 


An incorrect configuration of the monitor identification or frequency can permanently 
damage your monitor. 


desktop environment 
a software package 
that includes many 
applications (X clients) 
and a windows man- 
ager. The desktop 
environment pro- 
vides a common look 
among X clients. 


The X Windows system is an open source program for which many X clients 
or applications have been written. The various applications differ in appearance. 
To provide a common look among the various X clients, a desktop environment 
is often installed. A desktop environment is a software package that includes 
many applications (X clients) and a windows manager. The desktop environment 
provides a common look among X clients. 


Figure 9-23. 

The client/server archi- 
tecture of the X Windows 
system allows the 

X server and X client to 
be installed on differ- 
ent computers on the 
network. Unlike the 
typical client/server 
design, the X client acts 
as the server in that it 
provides the processing 
power. The X client also 
sends display informa- 
tion to the X server. 


An X client processes 


X server information and sends X client 
The X server the display to the X server 
sends display pH 
information to 
the hardware 
X server sends user input 
received from the hardware 
to the X client 
The hardware displays 
the information on the 
monitor 


The hardware also sends 
user input to the X server 
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The term X client can refer to an application, windows manager, or the computer running i 
the X client software. The term X servercan refer to the X server program or to the computer p 
running the X server program. > . 


Two of the most commonly used desktop environments are K Desktop 
Environment (KDE) and GNU Network Object Model Environment (GNOME). 
Figure 9-24 shows the KDE GUI. Notice that it is similar to the Windows GUI in 
that it contains a desktop area, icons, and a menu. 

Desktop environments offer a large assortment of software packages 
included as part of the installation or available for download. Many popular 
software packages are designed for both KDE and GNOME desktop 
environments. Software packages that are not included in the installation can be 
downloaded from the Internet, typically in a file format called a tar ball. 


A tar ball is a compressed file containing one or more software programs. tar ball 
Once downloaded, it must be decompressed. Additional configuration may a compressed file 
be required before the programs are installed. You should always read the containing one 
documentation that is included in the tar ball. You will typically find a readme or more software 


file, which contains an overview of the package, and an install file, which includes  PY98rams. 
instructions for installing the software. 
The X Windows system is started by entering startx at the command prompt. 
Most Linux systems can be configured to load and run the X Windows system 
automatically. When loaded automatically, a logon dialog box prompts for a 
user name and password. Many of the tasks an administrator performs at the 
command line, such as adding users or configuring services, can be performed in 
the GUI. Figure 9-25 shows the YaST Control Center, which is included in SuSe 
Linux Enterprise Server 9. 


Interoperability 


The Common Internet File System (CIFS) protocol and the Network File 
System (NFS) protocol can be used to support file access between Microsoft 
Windows and UNIX/Linux network systems. This section looks at the 
connectivity software that incorporate these protocols. 


Figure 9-24. 
USE-LINU The K Desktop 
Entering Sent 9 Envir onment (KDE). 
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Figure 9-25. 


The YaST Control Center provides a GUI alternative to typical administrative tasks. A—Security and Users display. 


B—Network Services display. 


Samba 

a free software pack- 
age that allows UNIX 
and Linux systems to 
share files and print- 
ers with Windows- 
based clients. 


Samba 


Samba is a free, software package included in most UNIX/Linux versions. It 
allows UNIX and Linux systems to share files and printers with Windows clients. 


: Windows clients are able to view shared UNIX/Linux resources through 


Network Neighborhood or My Network Places, Figure 9-26. 

The protocol that Samba uses to support communications between UNIX/ 
Linux systems and Microsoft systems is the Common Internet File System (CIFS). 
Microsoft has implemented CIFS as a replacement for SMB, Microsoft's original, 
file-sharing protocol. CIFS is an improvement of SMB in that it is able to run over 
KERE 

Samba is installed on a UNIX or Linux server. The Client for Microsoft 
Networks, however, is required for the Windows workstation. 


- Windows and NFS 


Microsoft Windows can communicate seamlessly with Linux and UNIX 
systems through the Network File System (NFS) protocol. NFS allows files to be 
exchanged between Windows NT, 2000, XP, and any UNIX or Linux operating , 
system. NFS works in conjunction with the TCP/IP protocol when transferring 
data between networks. When an NFS server shares (exports) its file system and 
a client mounts the shared file system, it is transparent to the user. The user is 
typically not aware that the files exist on a hard disk drive controlled by another 
operating system. Look at Figure 9-27. 

As you can see, through the NFS protocol, Windows clients can access a 
UNIX server and UNIX clients can access a Windows server. When a Windows 
client needs to access a UNIX server, the Client for NFS must be installed on the 
Windows client. When a UNIX client needs to access files on a Windows server, 
the Server for NFS software must be installed on the Windows server. 

In the gateway arrangement, the Gateway for NFS software on the Windows 
server performs the needed translation for the Windows clients. Windows clients 
can access a UNIX server without the need to install Client for NFS. 
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It is important to note that NFS was designed in the early days of UNIX. At 
that time UNIX was strictly a command-line system. As the operating system 
evolved, GUIs became popular. Many of the file sharing programs are based 
on the original NFS structure and then expanded by graphic capabilities to 
minimize the need to use text-based commands. Also, remember that companies 
often develop their own software to perform the same function as NFS. For 
example, Microsoft Services for UNIX is developed using the NFS structure. 

You can also set up communications through other means between a Linux 
system and a Windows system, but it requires significant expertise and may have 
some communication limitations. For example, you may not be able to browse the 
Linux system from Windows using Network Neighborhood or My Network Places. 
You can, however, access files in the Windows system from Linux. A common set 
of protocols must be installed such as Simple Management Protocol (SMP), TCP/IP, 
and NFS. The amount of compatibility between the two operating systems 
depends on the version of Linux and of the associated programs. 


ee N ote: 


When taking the Network+ Certification exam and you see a question 
referring to NFS, you can generally bet the right answer involves UNIX. 


UNIX/Linux resources 
can be viewed through 
Network Neighborhood 
or My Network Places 
on a Windows 
workstation. 


s Network+ 


MAC OS X Server 


MAC OS X Server is the latest in the series of Apple server network operating 


systems. The MAC OS X Server is included in this chapter because it is basically 
a Linux system designed from open source software. The MAC OS X Server 
operating system contains all the features found in a typical Linux system, such 
as SAMBA, Apache, X Windows, CUPS, and LDAP. 

The MAC OS X Server can be configured as a primary domain controller to 
control user authentication. When configured as a primary domain controller, 
Windows workstations can log directly on to the network using the MAC OS X Server 
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Figure 9-27. 

The NFS protocol 
allows for file exchange 
between Windows 

and UNIX/Linux 
computers. A—Using 
the Client for NFS 
software, a Windows 
client can access files 
on a UNIX/Linux 
server. B—The Server 
for NFS software, 
when installed on 

a Windows server, 
allows a UNIX/Linux 
client to access files 

on a Windows server. 
C—When the Gateway 
for NFS software is 
installed on a Windows 
server, Windows clients 
can access files on a 
UNIX/Linux server 
without the need to 
install the Client for 
NFS software. 
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Client for NFS 


Windows client 
Server for NFS 


Windows server UNIX/Linux client 


Gateway for NFS 


FER ER 


Windows client Windows server UNIX/Linux server 


C 


fòr authentication. You can connect workstations running MAC OS X, Microsoft 
Windows, or Linux. A MAC OS X Server can also be integrated into a network 
that is managed by Microsoft or Novell servers. 


Summary 

E Linux uses a General Public License (GPL), known as a copyleft, to allow 
Linux users to copy, modify, and distribute Linux software. 

MW UNIX/Linux consists of a system kernel surrounded by modules. 

© A daemon is a program that runs in the background and waits for a client to 
request its services. 

MW The Linux kernel is further enhanced by many software packages, such 
as GNOME, KDE, Apache, and Samba, which have become the de facto 
standard for distribution with Linux. 

W Linux is a variation of the UNIX operating system. 

NW The term Linux refers to the operating system kernel. 

E LILO and GRUB are bootloader programs that start the Linux operating 
system load process and can be used to load other operating systems. 

W A shell is a user interface that interprets and carries out commands. 

MW The most common Linux file systems are Ext2, Ext3, ReiserFS, and JFS. 

E Ext3, ReiserFS, and JFS are journaling file systems. 

m 


A journaling file system ensures file integrity by maintaining a log of all file 
activity whenever an unexpected system shutdown occurs. 
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The UNIX/Linux file structure looks similar to the DOS file structure; 
however, UNIX/Linux does not use drive letters. 


The top of the UNIX/Linux directory structure is called the root directory 
and is indicated by the forward slash ( / ) symbol. 


All file structures from storage devices, such as floppy drives and CD-ROM 
drives and shared resources from remote systems, are appended to the root 
through the mounting process. 


Hardware such as the floppy drive and CD-ROM must be mounted before 
they can be used. 


The read, write, and execute permission can be set for a file or directory’s 
owner, default group, and other users. 


The highest level of administration is the superuser and has the default user 
account name of root. 


The Network File System (NFS) was developed by Sun Microsystems for 
exchanging files on a network. 


NFS works in conjunction with TCP/IP to transfer files across a network 
system. 


Local and remote printing services are handled by the line printer daemon (Ipd). 


UNIX/Linux file and directory names are case-sensitive. 

Various protocols and services, such as FTP, TFTP, Telnet, and Apache 
provide remote access to clients anywhere in the world. 

Apache is the default Web server software package used with UNIX/Linux. 
The two main desktop environments used with Linux are Gnome and KDE. 
Samba is a free software package that allows UNIX/Linux systems to share 
files and printers with Windows-based clients. 

A gateway can be used to provide communications between multiple 
Windows workstations and a UNIX/Linux network without the need to set 
up each workstation with a compatible UNIX protocol. 

The three products used for allowing NFS communications between a 
UNIX/Linux system and a Windows system are Client for NFS, Server for 
NFS, and Gateway for NFS. 

MAC OS X Server is designed from open source software and contains all 


the features found in a typical Linux system, such as SAMBA, Apache, 
X Windows, CUPS, and LDAP. 


Review Questions 


Answer the following questions on a separate sheet of paper. Please do not 


write in this book. 


il 


What is the native network protocol used for UNIX? 


. Why are UNIX and Linux referred to as a programmer's operating system? 


2 
3. 
4 
5 


What are daemons? 


. What is the purpose of LILO and GRUB? 
. What is the function of a shell? 
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6 
a 
8 
9 


10. 
1l. 
I: 


13 


14. 


15, 
16. 


LZ 


18. 
19. 
20. 
21 


22A 
23: 
24. 


25: 


List four common shells used with UNIX/Linux. 


What is Ext2? 


. What is Ext3? 
. What is ReiserFS? 


What is JES? 
What is a journaling file system? 


Using the DOS file system as a comparison, describe the UNIX/Linux file 
system. 


All files and all directories on a UNIX/Linux system are located under the 
= directory. 


What does mounting a device do? 
What is a mount point? 
What is the /bin directory used for? 


What are the three Linux file and directory permissions and how are they 
indicated? : 


What is the difference between FTP and TFTP? 
What is Telnet used for? 
What is X Windows? 


What are the two most common desktop environments associated with 
X Windows? 


What is the purpose of the Samba program? 
What does the acronym NFS represent? 
What is the purpose of NFS? 


An office running Windows XP must connect to the home office that uses 
a Linux system. What are some possible methods of connecting the 
Windows XP clients to the Linux server at the home office? 
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- Ina Linux system, how i is the second a on pS ve hard disk drive = 
identified? a 


A. /dev/hdal 
B. /dev/hda2 
C. /hda/dev2 
D. /dev0/part2 


i A AS 
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. What program is used to allow Windows workstations to access files on a 
Linux server? 


A. Samba 

B. Network File System 
GaTCr/IP 

D. Microsoft Client 


. Which file system is not typically associated with a Linux system? 

A. Ext2 

B. Ext3 

C. ReiserFS 

D. NTFS 

+ What protocol is used for communication between a UNIX and a Microsoft 
domain? 

A. SMB 

B. NetBEUI 

C. RIP 

PADECP 

» Which of the following server operating systems is based on UNIX design 
and open source software? 

A. MAC OS X 

B. Microsoft Enterprise Server 2003 

C. Microsoft NT 4.0 

D. Novell Netware 5.0 


. What is the default name of the server administrator in UNIX? 
A. Admin 

B. Administrator 

C. Root 

D. Man 

. Which of the following protocols is used by Windows XP to support 
communication with a UNIX system? 

A. IPX/SPX 

B. CIES 

C. NetBEUI 

D. AppleShare 
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Where is the C: partition located in a Linux directory structure? 

A. Directly under the root. 

B. Between the B: and D: partition. 

C. Each user has their own C: partition created when their user account is 
created. | o a 

D. There is never a C: partition in the Linux directory structure. 

What is required to run a graphical user interface on a Linux server? 

Ac Ganibac <<" tra ee © oe 

B. Apache 

C. X Windows 

D. Inode 


Suggested Laboratory Activities 


WA oT fF Ww 


. Download and install a version of Linux. After the Linux system is installed, 


explore the basic file structure. 


. Visit the CompTIA Web site and look up the requirements for the Linux+ 


Certification. 


. Add a user to the Linux system. 

. Create a file and set up permissions such as read, write, and execute. 
. Create a group and set group permissions. 

. Create a user with limited permissions. 


. Set up a Linux system to communicate with a Windows XP or Windows 2000 


system. 


. Set up a printer share on a Windows XP or Windows 2000 system to support 


a UNIX client. 


‘Interesting Web Sites for More Information 


www.debian.org 


www.fsf.org 

www.gnu.org 

www.gnu.org/copyleft/gp!.html 

www.gnu.org/fst/fsf.html 
www.isu.edu/departments/comcom/unix/workshop/unixindex.html 
www.kde.org A 

www.Linux.org/index.htm! 


www.redhat.com 


www.samba.org 
www.SuSE.com 


Chapter 9 
Laboratory Activity 


Adding a New User in SuSE Linux 


After completing this laboratory activity, you will be able to: 
mM Add a new user account using the YaST utility. 

Log on to the system using the newly created account. 
Describe how to edit a user account. 


EEE 


Describe how to remove a user account. 


Introduction 


In this laboratory activity, you will create and edit a new user account on a 


SuSE Linux computer or SuSE Linux Open Enterprise Server. The utility you will 


use to create and edit the user account is called YaST Control Panel, or YaST for 
short. The Acronym YaST represents Yet Another Setup Tool. YaST is similar to 
Microsoft’s Control Panel in that it is used to modify the system configuration. 
The following screen capture shows the YaST display. 


f 

| EF | Software j mr 

| " = | q a CA Management Edit and create groups 

Teal Hardware y 

3 | A 

4 } „„ Edit and create users E } Firewall 
cl System | 3 
= | 

I 


f. Network Devices $ A import Common Server A Security settings 
i ) j 


sai Certificate 
bm Network Services , 
^} Security and Users i po 


Pa 
d Misc 


Install a UML system 
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In the left frame, notice the major configuration categories, such as Software, 
Hardware, System, Network Devices, Network Services, Security and Users, and 
Misc. For this laboratory activity, you will select the Security and Users category 
and then select Edit and create users located in the right frame. 

Only the root user has permission to create a new user account. If you are 
logged on to the system and are not the root user, you will be prompted for the 
root user password. This is only true for X Windows utilities such as YaST. When 
working at the command line, the command to create a new user will only be 
recognized if you are logged on as the root user. 


~~ Equipment and Materials 


™ Workstation running SuSE Linux 8.0 or later or SuSE Linux Open Enterprise 
Server 8.0 or later. 


E The following information recorded on a separate sheet of paper: 
Root user and LDAP password 

Assigned user name: 

Root password: 

LDAP server password (if required): 

New user account information 

First name (Example: student): 

Last name (Example: one): 


Login name (Example: studentl): 


Password: 
Procedures 
i Report to your assigned workstation. 
2: Boot the workstation and verify it is in working order. 
3! Log on to the KDE desktop using your assigned user name or as root. 
4. __ At the KDE desktop, open the YaST utility through N (main menu icon) | 


System | YaST or by clicking the YaST icon located in the panel or on the 
desktop. If you logged on to the system using an account other than 
root, the Run as root dialog box will display prompting you for the root 
password. Enter the root password. The YaST utility will display. 


= —=== PP... n AO se 


The action you requested needs root privileges. 
Please enter root's password below or click Ignore 
to continue with your current privileges. f 


Password: [emeena q 


{| Keep password 


| 

| | 
Command: [sbinfyast2 | 

| 


— E 
| Ignore fw oK x Cancel E 


t 
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5. ___ Click Security and Users in the left frame and then click Edit and | 
create users in the right frame. You may be prompted to enter the i 

root password for the LDAP server if an LDAP server is configured. | 

Next, the User and Group Administration dialog will display. ; 


Linux ls a multiusar £, User and Group Administration ¡ 
system, Several different i 


users can be logged In the 

system at the same time, ®© Users © Groups Filter: Custom 
usermustrave aunque (a | [Led Neme [UD [Groups| 
Identity If they want to use roberts Richard Roberts 1000 

Linux. Furthermore, every teststudent Test Student 1001 

User at least belongs to richard Rich Roberts 1003 l 
one group. | 


in this dialog, get 
information about existing 
Users, 


To shift to the group | 
dialog, select Groups, 


To create a new user, push 
the button Add, 


To edit or delete an 
existing user, select one 
user from the list and click 
Edit or Delete. 


Í 


/ f 
| $ 


| 

| | 

Users and groups are | l [add] ( Delete | 

arranged in various sets, | | = eae 

| Change the set currently | | Expert Options... œ | { LDAP Options... e | 

shown In the table with | |_Bapert Op ADAR Op ; 
Abort | 


|] Set Pitter, Customize your! 


You will see a list of users already configured for the server. Notice 
that each user has a User ID (UID). The UID is a unique number that 
identifies each user on the system. Also, any groups the user belongs | 
to are listed. In the example, the users do not belong to any groups. | 
Look at the Add, Edit, and Delete buttons at the bottom of the dialog. | 
As indicated on the button, this is where you make the selection | 
to add, edit, or delete a user account. Also, notice the helpful 
information provided in the left frame. The information displayed 
always matches the task at hand. 
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$l 


6. 


& YeST2Giinuxserver# 5 


¡| The User Login couldbe ‘9! | 


Click Add to add a new user. A dialog similar to the following will 
appear. 


DA sien y am : 7 
Fyou fil out the fields — [tl] 
First Name, Last Name, 
and User Login, a new 
user account is created 
with the Password given 
in the corresponding field. 


When entering a 
Password, distinguish 
between uppercase and 
lowercase. tt should not 
contain any special 
characters (e.g. accented 
characters). 


With the current password 
encryption (CRYPT), the 
Password length should 
be between 5 and 8 


characters. i | 
{ 
Valid password characters 
are letters, digits, blanks, | |) | Password Settings... 
andar. -sentie f) i 
$ A 
To ensure that the 


password was entered Y] 
correctly, repeat it exactly | | 
ina second field. Do not | ` 
forget your password. 


This dialog is similar to other operating systems new user dialogs. 
You are asked for the user’s first and last name, login name, and 
password. Notice the Suggestion button to the right of the User 
Login text box. SuSE Linux will automatically create a user login 
name if you desire. SuSE Linux and many other versions of Linux 
and UNIX typically request that the user’s login name be in 
lowercase letters. Uppercase letters may create problems for some 
e-mail systems. 


(A Enter the user login name using an uppercase letter for the first letter 


in the name. This action should generate a warning message. Write 
the warning message on a separate sheet of paper, and then respond 
to the warning message by clicking No. 


8. Change the login name to all lowercase letters and then enter the 
password. Click Create. The new user account should now appear in 
the list of users. If not, call your instructor. 

2 Click Finish to save the new user's account settings and to return to 
the YaST utility window. 

10. Click Close to exit the YaST utility. 


Le 


12 


13. 


14. 


15; 


nd YYYY-MM-DD. Leave 
¡| empty if this account 
=| never expires. 
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Logout of the Linux session by selecting Logout from the main 
menu. 


Test the account by logging on to the system using the user login 
name and password of the user account you created. If the logon is 
successful, you have completed the laboratory activity correctly. If 
not, call your instructor. 


Access the User and Group Administration dialog (YaST | Security 
and Users | Edit and create users). 


Select the new account you just created and then click Edit. The Edit 
an Existing LDAP User dialog will display. You can change the user 
login name or password by entering a new login name or password. 


Click the Password Settings button. A dialog similar to the following 
will display. 


oe = > m — to A 


bo YaST2Qlinuxservera A A A A A PP ona, 10 


m P 
A — ‘ona 


oe e 


ds 
days before expiration the 
warning is issued. Set -1 to | 
disable warning. 


a Password Settings for User newuser2 


Logging in after 
expiration 

Users can log in after 
expiration of passwords. 
Set how many days after | 
expiration login is allowed. 1 
Use -1 for unlimited ' 


Date of the last password change: 01/31/2005 


Days before Password Expiration to issue Waming 


access. L 

> O i Days after Password Expires with Usable Login 

Set how many days a user | 

can use the same fa 6 

password before it 

expires. Maximum number of days for the same password 
de 

Minimum age of 29999 = 

password 


Minimum number of days forthe same password 


0 , > 


Set the minimum age of a l 
password before a user is 
allowed to change it. A 


Expiration date 


Expiration Date 

Set the date when this 
account expires. The date f 
must be in the format 


This dialog displays the default values for the user account 
password. Any of the default values can be changed. For now, leave 
the default values as they are and click the Back button to return to 
the Edit an Existing LDAP User dialog. 
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16. Click the Details button. A dialog similar to the following should appear. 


ee = meee en r e 


unique number, the "User ($ | $2, Add/Edit User Properties - Detalls 
1D", For normal users, you | x 

should use a UID bigger | | 

than 499 because the | 

smaller UIDs are used by | Detalled Profile for User "newuser2" 

the system for special 
purposes and pseudo 
logins, 


User |D (uid) Additional Group Membership 


A If you change the UID of 

W an existing user, the rights 

A of the files this user owns Home Directory 

al must be changed. This ls ffhomemewuser? SSS PP 
Y done automatically for the pios HR [_ Browse... | 
files in the user's home 

directory, but not for files | 

located elsewhere. Login shell 


Additional LDAP Groups 


Home Directory: The 

H home directory of the 
3 user, Normally this 

i is /homejusername. 

i To select an existing 
directory, click Browse. 


j The home directory of an | 
LDAP user can be changed 
only on the file server. 


Login shell: The login 
shell ("command + 
if Interpreter") forthe user. =) 


y and additional group memberships are displayed. These items will 
A be covered in more detail in later laboratory activities. 


I7 Click Abort to return to the YaST utility window. 


f 18. If the instructor wishes you to remove the user account, do so now. 
Open the YaST utility, click Edit and create users. Select the new 
account and then click Delete. 


g 19. Answer the review questions. 


_ Review Questions 


Answer the following questions on a separate sheet of paper. Please do not 
write in this book. 


1. What does the YaST acronym represent? 
i 2. Who can create a new user account? 


3. Why did the message appear warning that the user login name contained an 
uppercase letter? 


What is the UID? 


What button is used to delete a user account? 


A ee ae 


What is the name of the button used to modify an existing user account? 


What is the default value of the number of days a user may keep the same password? 


SOS Oe 


What is the default number of days before a password expires that a warning 
will be issued? 


by Server 
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Introduction to the 


After studying this chapter, you will be able to: 

Describe various roles of servers in a network environment. 
Explain the function of a thin server. 

Explain the function of a thin client server. 


Identify and explain major components that distinguish servers from PCs. 


Identify and explain Small Computer Systems Interface (SCSI). 
List the four types of system resources and explain their function. 
Identify and describe common RAID systems. 

Explain network attached storage (NAS) technology. 

Explain storage area network (SAN) technology. 

Describe common Fibre Channel technology applications. 
Identify and describe the Fibre Channel topologies. 


|. Network+ Exam—Key Points 


The Network+ Certification exam specifically references fault tolerance 


and network storage. Pay particular attention to the characteristics of RAID 0, 
RAID 1, RAID 5, and network storage, such as storage area network (SAN) 
and network attached storage (NAS). 


se 


li An ile, Ali 


< Network+ 
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Figure 10-1. 

Servers provide a 
variety of services, such 
as authentication and 
security, Web, mail, and 
print. 


Key Words and Terms 


The following words and terms will become important pieces of your 
networking vocabulary. Be sure you can define them. 


backplane interrupt request (IRQ) 

blade server logical unit number (LUN) 

Direct Memory Access (DMA) channel memory address assignment 
disk mirroring network attached storage (NAS) 
disk striping parallel processing 

duplexing power on self-test (POST) 

error correction Redundant Array of Independent 
fabric switch Disks (RAID) 

fault tolerance Small Computer Systems Interface 
Fibre Channel (SCSI) 

firmware a storage area network (SAN) 

hot swapping thin client 

hot-swap technology - thin client server 

Input/Output (I/O) port thin server 


A complete understanding of server hardware can take a great deal of study. 
This chapter provides an overview of the server and identifies different server 
types and their roles. You will be introduced to some of the hardware that makes 
the server unique from the ordinary PC, and you will learn about RAID and 


. other storage systems. 


Server Types and Services 


Servers provide a variety of services. Some of the services a server can 
provide are authentication and security, Web, mail, and print. A server can 
be called by many names. For example, it can be called an authentication and 
security database server, Web server, mail server, and print server, Figure 10-1. 


Authentication 
and Security 
database server Web server Mail server Print server 


Internet 
connection 
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A network may have a single server that provides a variety of services, or it may 
have a group of servers, each providing a specific service. 

A small network usually has one server set up to handle many different 
services. A large network usually has several servers, each providing a different 
service or set of services. For example, a large corporation may use one server 
to handle e-mail requests and Web hosting, another server to serve as a domain 
controller to provide security for the entire network, and another server to 
provide application software, a database for its clients, and support for print 
Operations. 

The more services provided and the numbers of clients create a demand on 
the server. A single server with a limited amount of services may be fine for a 
relatively small number of users, typically less than 25. A commercial enterprise 
spanning across the country or world may require hundreds of servers. The 
network administrator or network designer decides the number and capacity of 
individual servers needed by taking into account the number of users and the 
systems predicted network traffic. 

Each network system is uniquely designed, even though each network 
has many similarities. Some network equipment providers have software 
programs that help you design a network. You simply enter information, such 
as the number of clients, offices, cities, and countries and the type of software 
and services to be provided. After all the information is collected, the software 
program provides an estimate of the size and number of servers required. We 
will discuss this topic later in Chapter 20—Designing and Installing a Network. 


Thin Servers 


A thin server is a server that has only the hardware and software needed to 
support and run a specific function, such as Web services, print services, and file 
services. It is more economical to use a thin server as a print server than to tie up 
a more expensive server simply to handle printing on a network. IBM markets 
a thin server than consists of a sealed box rather than the traditional server. 

The sealed box contains only the essential hardware and software required for 
supporting the server’s dedicated function. 


Thin Client Servers 


A thin client server is a server that provides applications and processing 
power to a thin client. Thin client servers run terminal server software and may 
have more RAM and hard disk drive storage than needed. A thin client is a 
computer that typically has a minimal amount of processing power and memory. 
It relies on the server's processor and memory for processing data and running 
software applications. Thin clients are becoming common in industry for such 
applications as hotel bookings, airline ticketing, and medical record access. 
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thin server 

a server that has only 
the hardware and 
software needed to 
support and runa 
specific function, 
such as Web services, 
print services, and 
file services. 


thin client server 

a server that provides 
applications and 
processing power to 
a thin client. 


thin client 

a computer that 
relies on a thin client 
server's processing 
power and memory. 


When budgets are tight, you can install what is normally considered an obsolete PC on a 
thin client network. The obsolete PC is obsolete because of its processing speed, lack of 
storage, and inability to run new software. The thin client server can provide all the services 


that are required by the obsolete PC, thus making the obsolete PC a useful workstation. 


Do not confuse a thin client with a dumb terminal. A dumb terminal sends 
user input to a mainframe. Dumb terminals have absolutely no computing 
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power, operating system, hard disk drive, BIOS, and RAM. A thin client may 
not need a hard disk drive or an operating system; however, they are still a full- 
fledged computer because they have a CPU and processing power. 

Windows 2000 Server and Windows Server 2003 come with Terminal 
Services software. Once Terminal Services is set up on the server, you have the 
option to generate a disk that will assist you in automatically setting up thin 
client workstations. 


Server Classification by Number of CPUs 


Servers vary a great deal by size and power. The number of processors 
they contain usually classifies them. For example, Sun Microsystems has three 
classifications of servers: entry-level, midrange, and high-end. Sun Microsystems 
defines these classifications by the number of processors they contain. A Sun 
Microsystems entry-level server has up to 8 processors. A midrange server has up 
to 30 processors, and a high-end server has up to 106 processors. Other vendor's 
definitions vary somewhat, but this gives you a general idea. In this chapter, we 
focus on the HP ProLiant DL740 server. The HP ProLiant DL740 is one of the most 
powerful entry-level servers manufactured. 


Major Server Components 


It is assumed you have some PC hardware background from completing 
a course on PC service and repair or have a CompTIA A+ Certification. If not, 
it is strongly advised that you take a course in PC repair or, at the very least, 
complete a home study program. A good background in PC hardware proves 
to be beneficial to anyone working with network servers. As a matter of fact, 
IBM and other companies require the CompTIA A+ Certification as part of their 
progression toward certification as server technicians. 


When handling electronic components, it is standard practice to use electrostatic 
discharge (ESD) safety practices. Electroniccomponentsbasedon complimentary 
metal oxide semiconductor (CMOS) technology can be easily damaged by 
static electricity. The human body and clothing can build up a tremendous static 
electricity charge. When touching a static-sensitive electronic component, the 
static electricity can discharge and cause the component to be destroyed. To 
avoid damaging electronic components, use an antistatic wrist strap, which is 
designed to drain static charges safely. 


The major components of a server are similar to a typical PC. In fact, you 
can use a typical PC as a server for a small network. A network server can 
be as simple as a typical PC or as complex as a piece of equipment designed 
exclusively for networks. Some server models with multiple CPUs, large amounts 
of RAM, and vast amounts of storage space can be thought of as a “small” 
mainframe rather than as a PC. There are many server designs available. As part 
of your study of network servers, it is highly advisable to check the IBM, Sun 
Microsystems, HP, and Dell Web sites to see the available designs. This section 
looks at the following components: case, hot-swap components, power supply, 
motherboard, BIOS, CPU, and SCSI. 
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Case 


Server case styles vary greatly. Some are similar to desktop models. Some are 
designed to be mounted into a rack like the server in Figure 10-2. 

Large enterprise servers are actually a group of individual servers mounted 
in a rack system or cabinet, Figure 10-3. The group of servers acts as one unit that 
has multiple CPUs and a large amount of system resources, such as hard disk 
drive storage and RAM. 

A blade server derives its name from its size and shape. It is extremely thin 
compared to other servers and fits into a rack, Figure 10-4. Blade servers are 


Figure 10-2. 

The ProLiant DL740 can 
be mounted into a rack. 
(Hewlett-Packard 
Company) 


blade server 

a powerful server 
that is extremely 
thin. It is designed 
to be mounted in 

a small space with 
other blade servers. 
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Figure 10-3. 

This cabinet can store 
many servers, allowing 
them to act as a single 
unit. (Hewlett-Packard 
Company) 
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Figure 10-4. 

A blade server is 

thin, yet powerful. It 

is designed to allow 
many blade servers to 
be installed in a small 
area. A—A single blade 
server. B—Many blade 
servers installed in a 
single rack. (Hewlett- 
Packard Company) Ta 


UREE aay 1 


especially designed to allow a large number of servers to be mounted in a small 
space. Blade servers are not to be confused with thin servers. A blade server can 
contain more than one processor and be quite powerful. They are often selected 
for applications where there is a requirement for many servers to perform the 
same or similar function. For example, they may be used in a large Web service 
facility or a file server farm. 


Hot-Swap Components 


Servers are generally designed to provide continuous service with minimal 
interruptions and data loss. The main feature that most servers use to provide 
this continuous service is hot-swap technology. Hot-swap technology allows a 
component to be removed or installed while the system is running. There is no 
need to power down the system while replacing or adding major components. 
Some common hot-swap components are hard disk drives, memory modules 
(RAM), CPUs, and power supplies. 


hot-swap technology 
allows a component 
to be removed or 
installed while the 
system is running. 


Never assume a component is hot-swappable. Always check the system manual 
before removing any component while the system is powered on. 


Do notuse an antistatic wrist strap when servicing any component with live voltage 
present. Do not open a CRT (monitor) while wearing an antistatic wrist strap, 
even if the CRT is unplugged. CRT screens can hold a high voltage charge for 
long periods of time after they have been disconnected from electrical power. 


Warning 


Power Supply 


The power supply converts standard 120-volt or 240-volt AC power into lower 
DC voltage levels that can be used by the motherboard and other devices inside 
the computer case. A typical power supply provides an assortment of output 
plugs. The plug style matches the intended piece of equipment. For example, a 
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standard ATA drive uses a Molex plug, which supplies 5 volts DC and 12 volts 
DC to the ATA drive. An ATX-style motherboard plug supplies 3.3 volts, 5 volts, 
and 12 volts as well as a ground connection to the motherboard. It is also 
designed to plug into the motherboard correctly. Older style connections could be 
incorrectly plugged into the motherboard if you did not pay attention to the 
color-coding. 

Entry-level servers are typically equipped with two power supplies, Figure 10-5. 
The two power supplies balance the load. If one power supply fails, the other 
power supply carries the full load. Some servers are designed with “hot-swappable” 


power supplies, which permits the defective power supply to be changed while 
the server is running. 


To prevent the loss of data, most server manufacturer's recommend disconnecting the 
server from the network while replacing hot-swappable power supplies. Teoh Tip 


Motherboard 

S lly use a backplane. A backplane is a simpl Mi ears 

ervers generally use a backplane. A backplane is a simple motherboard a simple mother- 

designed with minimal components. It typically serves as the interface of all board designed with 
the major components. It is designed to allow major components to be added or minimal compo- 
removed without powering down the system. Removing components without nents. It typically 
shutting down the system is call hot swapping. serves as an interface 

Figure 10-6 shows the general backplane layout of the HP ProLiant DL740 of all major compo- 
server with and without the added modules. An I/O board attaches to the nents in the system. 


backplane. It contains six PCI hot-swappable slots. The processor boards each hot swapping 
contain 4 CPUs, for a total of 8 CPUs. Each memory module in the system is the process of remov- 
hot-swappable and contains 8 DIMMS. The HP ProLiant DL740 can contain up ing system components 
to 40GB of RAM. The multiple CPUs and vast amount of RAM are required to without shutting 
provide the many different services to numerous network clients with minimal down the system. 


Figure 10-5. 

Back view of the 
ProLiant ML350. This 
system comes with 
two power supplies 
that evenly distribute 
power throughout 

the system. When one 
power supply fails, the 
other carries the full 
load. (Hewlett-Packard 
Company) 


Power supplies 
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Figure 10-6. 
The backplane layout of the ProLiant DL740. 
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the combination of 
the BIOS chip and 
the software pro- 
gram within the chip. 


power on self-test 
(POST) 

a quick initial check 
of the major compo- 
nents in a computer, 
such as memory, disk 
drives, keyboard, 
mouse, and monitor, 
to be sure that a 
minimum working 
system is available. 


parallel processing 
processing a 
program through 
more than one CPU 
simultaneously. 
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delay. The CPUs need not be the latest, high-speed processors available because 
there are numerous processors in the server. 


: BIOS 


The BIOS contains a small software program that starts the server boot 
operation when power is applied to the server. The combination BIOS chip and 
the software program are usually referred to as firmware. The BIOS is responsible 
for the power on self-test (POST), which is performed at startup. The POST 
does a quick, initial check of the major components, such as memory, disk drives, 
keyboard, mouse, and monitor, to be sure that a minimum working system is 
available. After a general check is made of the major hardware components, the 
BIOS turns control over to the operating system software. The operating system 
completes the boot process by loading more advanced hardware drivers than the 


BIOS did. It also performs a more sophisticated check of hardware and software 


systems. If all the software and hardware components appear to be in working 
order, the final screen, which serves as a user interface, appears. 


Central Processing Unit (CPU) 


One major difference between a server and a typical PC is that many 
servers have multiple CPUs installed rather than just one. When multiple CPUs 
are installed, the server can perform parallel processing. This means that a 
program can be processed through more than one CPU simultaneously. Another 
advantage of multiple CPUs is several clients may be serviced at the same time 
rather than waiting their turn to access a single CPU. Super computers and 
enterprise servers may contain over 1,000 CPUs. 

A small office server can get by with one processor, especially if demand on 
the server is low. A large enterprise system requires multiple processors to meet 
the demands of the server's clients. Some processor modules are hot-swappable. 
When a single CPU fails, it can easily be removed and replaced while the server 
is running and providing services to clients. 
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Common Name Bus Width 


in bits 


Class Devices Speed 


MBps 


T 


SCSI-3 
Ultra3 SCSI SCSI-3 


Small Computer Systems Interface (SCSI) 


Small Computer Systems Interface (SCSI), pronounced skuzzy, is a 
computer bus technology that allows you to connect multiple devices to a single 
controller. The benefits of SCSI technology can be readily observed in the chart 
in Figure 10-7. SCSI technology not only allows multiple devices to connect 
to a single controller, it also supports high-data transfer rates. This is quite 
a ‘performance improvement when compared to the traditional IDE or ATA 
attachment. SCSI is ideal for servers that must hold large amounts of data that is 
accessed by numerous clients. 

Most SCSI drives are hot-swap devices. Often, SCSI drives are arranged in 
the server with hot-swap bays open to the outside of the case to provide easy 
access. This allows you to connect or disconnect a drive without opening the 
server case. See Figure 10-8. 

SCSI technology has evolved over the years. With this evolution, new names 
have emerged to describe the improved technology. The term Wide is used to 


indicate 16-bit data transfers in place of 8-bit data transfers. To reflect the increase 


in frequency, the term Fast was used and then the term Ultra. Combination of 
the words, such as Ultra/Wide, are also used to express the newer technologies. 


Ultra/Wide means the SCSI device is faster and supports 16-bit transfers. A close 


study of the table in Figure 10-7 will help you understand the evolution of the 
SCSI technology. To learn more about SCSI technology visit the Adaptec Web 


Figure 10-7. 
SCSI technology 
specifications. 


Small Computer 
Systems Interface 
(SCSI) 

a computer bus 
technology that al- 
lows you to connect 
multiple devices to a 
single controller. 


Hot-swap 
SCSI drive 


Figure 10-8. 
Hot-swap drives are 
typically accessible 
from the front of the 
server for easy access. 
(Hewlett-Packard 
Company) 
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Figure 10-9. 
Typical SCSI drive 
arrangement. 


page at www.adaptec.com. There you will find in-depth knowledge about SCSI 
systems and other technologies. 

A SCSI hardware system consists of a host adapter or controller card, a flat 
ribbon cable to connect SCSI devices, and SCSI devices such as disk drives, 
CD-ROMs, and tape drives. SCSI cables come in a variety to match the many 
different classifications of SCSI. The cables come as DB-25, 50-pin, 68-pin, and 
80-pin styles. 

Look at Figure 10-9 to see the way a typical SCSI host adapter, cable, and 
devices might appear. The host adapter and devices can connect to any part of 
the chain. The chain of SCSI devices must be terminated. Termination is typically 
completed at the last device with a termination block. 


SCSI ID numbers 

Each device, including the host adapter card, must have a unique ID number. 
The numbers start at zero and end at seven for an eight-device SCSI chain and 
end at fifteen for a sixteen-device SCSI chain. The host adapter typically is 
assigned the highest number. 

SCSI ID numbers are assigned through pins and jumpers on the SCSI drive. The 
pins are arranged in pairs. When a jumper is applied across the pins, an electrical 
connection is made. The pairs of pins represent the binary number system. The 
jumpers are applied in a binary pattern that represents the SCSI ID number. 
Figure 10-10 illustrates each of the binary patterns and the related SCSI ID number. 


The last SCSI 
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SCSI drive 
ID2 


SCSI drive 
ID6 


SCSI drive 
ID1 


SCSI drive 
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Host adapter 
IDA 


PCI slot 
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ee 


Logical unit number (LUN) 


SCSI devices are not limited to internal devices. The SCSI chain can extend 
outside the case by adding an extender card to the SCSI chain. The extender card 
allows more devices to be attached to existing SCSI systems. The extender card 
is an integrated circuit card connected to the SCSI chain as a SCSI device. See 


Figure 10-11. 


Figure 10-10. 
SCSI binary patterns. 
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Figure 10-11. 

The SCSI limit of 
seven devices can 

be expanded by us- 
ing expander cards. 
Each expander card 
allows an additional 
seven devices to be 
connected to the SCSI 
system. LUN numbers 
are assigned to the 
additional SCSI devices 
so they can be identi- 
fied by the system 
software and BIOS. 
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logical unit number 
(LUN) 

a numbering scheme 
to identify SCSI 
devices attached to 
an extender card. 


interrupt request 
(IRQ) 

a circuit that commu- 
nicates with the CPU. 


When additional devices are attached, they are identified separately from the 
original chain of devices. Each additional device connected to the SCSI extender 
is identified with a logical unit number (LUN). SCSI bus extenders are also 
referred to as SCSI expanders, repeaters, and regenerators. 

External SCSI device chains are commonly used in RAID systems. RAID 
systems are covered later in this chapter. 


System Resources 


System resources refer to resources such as interrupt requests, Direct 
Memory Access channels, input/output ports, and memory. System resources 
are assigned to components installed in the computer system such as hard disk 
drives, keyboards, and mice. In a Microsoft-based server, you can view system 
resource assignments in Device Manager. 

Not all devices have all four types of resources assigned to them. For 
example, some devices do not require a DMA channel assignment. System 
resources typically cannot be shared between two devices. Sharing the same 
system resource causes a system resource conflict, referred to simply as a conflict. 
Conflicts must be resolved before the system can operate properly. An exception 
to this rule is motherboard chips used to bridge different bus systems. A 
motherboard chip can share an IRQ with a hardware device. 


Interrupt Request (IRQ) 


An interrupt request (IRQ) is a circuit that communicates with the CPU. 
Hardware devices send an electrical signal to the CPU using an assigned IRQ 
circuit. There are 16 IRQ assignments numbered from 0 to 15, Figure 10-12. 
Many of the assignments cannot be changed, but some can. When Plug and 
Play devices are used, the IRQ is automatically assigned. Typically, each 
hardware device must use a separate IRQ to communicate with the CPU. If two 
hardware devices are assigned the same IRQ, an IRQ conflict occurs. Once the 
first device contacts the CPU using the IRQ assignment, the other device cannot 
communicate with the CPU. An IRQ conflict can lead to problems such as an 


inoperable device, a system crash, and a system lockup. An IRQ can typically be 


Figure 10-12. 
IRQ assignments. 
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assigned manually by first entering the BIOS setup program and disabling Plug 


and Play detection. Changes to the IRQ can then be made through Device 
Manager. After the problem device has been assigned the proper IRQ, the Plug 
and Play detection can be activated without a problem. 


Boe 


Yellow question marks next to devices in Device Manager indicate that there is a problem 


with the device or assignment. 


Direct Memory Access (DMA) Channel 


A Direct Memory Access (DMA) channel is a circuit that allows devices 
to communicate and transfer data to and from RAM without the need of CPU 
intervention. Computer systems were first designed with the CPU handling 
all communications. Every bit of data had to travel through the CPU. DMA 
technology was introduced to save valuable processor time. 

DMA works in conjunction with the chipsets on the motherboard, BIOS 
software, and the CPU. Large blocks of data that need to be transferred between 
hardware devices and memory are transferred through a DMA channel that is 
assigned to the device. Figure 10-13 shows DMA assignments for the standard 


floppy disk controller, ECP printer port, and the Direct Memory Access controller. 


Input/Output (1/0) Port 


The Input/Output (I/O) port is a small amount of memory assigned to a 
device that temporarily holds small amounts of data. It is used to transfer data 
between two locations. The data remains in the I/O port assignment until it can 
be moved. 

The system has many hardware devices and software programs that depend 
on transferring data between hardware and memory locations. When a device 
or software program wants to transfer data, it may need to wait until the CPU 
is finished with its current process. In fact, it may need to wait until several 


Direct Memory Access 
(DMA) channel 

a circuit that allows 
devices to communi- 
cate and transfer data 
to and from RAM 
without the need of 
CPU intervention. 


Input/Output (1/0) 
port 

a small amount of 
memory assigned 

to a device that tem- 
porarily holds small 
amounts of data and 
is used to transfer 
data between two 
locations. 


MW Direct memory access (DMA) 

+ E 2 Standard floppy disk controler 
¿Y 3 ECP Printer Port (LPT!) 

à 4 Direct memory access controller 


WN) Interrupt request (IRQ) 
E MN) Memory 


Figure 10-13. 
DMA assignments. 


380 Networking Fundamentals 


Figure 10-14. 
I/O port assignments. 


R 


ÉS [00000060 A spears a a 
[00000061 - 00000061] System speaker 
[00000064 - 00000064] Standard 101/102-Key or Microsoft Natural PS/2 Keyboard 
Æ [00000070 - 00000075] System CMOS/real time dock 


> BB [00000080 - 00000050] Motherboard resources 
A froo 00000086F] Direct memory access controller 
[00000040 - 00000041] Programmable interrupt controller 
[000000C0 - 000000DF] Direct memory access controller 
i [0000000 - O00000FE] Numeric data processor 
i. &3 [00000170 - 00000177] Secondary IDE Channel 
j P prige. Primary IDE Channel 
l [00000274 - 00000277] ISAPNP Read Data Port 
[00000279 - 00000279] ISAPNP Read Data Port 


processes are completed before the CPU can handle the data. The I/O port stores 
this data until the CPU is free. Figure 10-14 shows the I/O port assignments 
associated with a system’s hardware devices. 


memory address Memory Address Assignment 

assignment K dd : ey Bicker > A 

a large block of A memory address assignment is a large block of memory assigned to a 
memory assigned device and is used to transfer data between two locations. A device is assigned a 
to a device and range of memory addresses. Some devices such as video and sound cards require 
used to transfer a great deal of memory. The blocks of RAM assigned to a device cannot be used 
data between two by any other device. Figure 10-15 shows the memory assignments associated 
locations. with a system’s hardware devices. 


Figure 10-15. 
Memory assignments. 
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RAID Systems 


Redundant Array of Independent Disks (RAID) is a system of disks 
arranged for speed or fault tolerance, or both. Fault tolerance as applied to RAID 
systems means the ability to recover from a hard disk or hard disk controller 
failure without the loss of stored data. Fault tolerance as applied to a network 
infrastructure means the ability to continue operation during a system hardware 
or software error. To achieve a high-data transfer rate, a technique known as disk 
striping is used. Disk striping involves dividing the data into separate sections 
and writing the data across several hard disk drives at the same time. This 
reduces the total amount of time it takes to store large amounts of data. 
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Redundant Array of 
Independent Disks 
(RAID) 

a system that can pro- 
vide fault tolerance, 
increase disk speed 
when large blocks 

of data need to be 
constantly accessed, 
or both. 


Another accepted representation of the RAID acronym is Redundant Array of Inexpensive Disks. 


Another RAID technique is error correction, which can use traditional 
error checking code (ECC) or parity. ECC is obsolete as a method for RAID 
because most hard disk drive systems use ECC as a standard way to protect data. 
Incorporating ECC into a RAID system would be redundant. 

Parity is a technique that allows data to be recovered if one of the hard disk 
drives fails in a multiple disk drive system. A minimum of three hard disk drives 
must be used for this technique. If three hard disk drives are used, one hard 
disk drive is used to store parity and the other two are used to store data. Data 
is spread evenly between the two data storage drives, and the parity code for the 
sum of the two data storage drives is stored on the parity drive. 

Parity is a binary code that represents the total data pattern shared between 
the data storage drives. If any data storage drive fails, the system can use the 
parity bit to rebuild the missing data. 

RAID systems are referred to as RAID levels. There are many RAID levels, 
each incorporating a different technique to increase speed or to provide data 
redundancy, or both. 

Things to consider when selecting a RAID level are cost, reliability, and 
speed. There is no single, best RAID level. The appropriate level depends on the 
value of the data being protected and the amount of budget available. If a bank 
were protecting financial data, cost would most likely be of little concern. A 
RAID 0/5 with a tape backup would be quite appropriate. If you were protecting 
a personal computer, you would not likely need a RAID system. 

Repairing a failed RAID system means the drive must be physically replaced 
and then the data reconstructed. In a Microsoft Windows XP, 2000, or 2003 
system, the Disk Management utility is used to reconstruct data. It is important 
to note that when implementing a RAID system in a Microsoft Windows XP, 2000, 
or 2003 computer, all drives must be dynamic disk. If using proprietary SCSI 
drives, data is reconstructed by the data array manufacturer software package. 

See Figure 10-16 for a list of RAID levels and a short description of each. The 
following section looks at each RAID level in detail. 


RAID 0 

RAID 0 uses disk striping across a group of independent hard disk drives, 
Figure 10-17. This technique increases data flow but provides no fault tolerance. 
If one hard disk drive fails, all data is lost and cannot be reconstructed. This 
RAID level is most useful when speed is important, not fault tolerance. 


fault tolerance 


the ability to recover 
from a hard disk or 
hard disk controller 
failure without the 
loss of stored data. 
When applied to a 
network infrastruc- 
ture, fault tolerance 
means the ability to 
continue operation 
during a system 
hardware or software 
error. 


disk striping 

a storage technique 
that divides data into 
sections and writes 
the data sections 
across several hard 
disk drives at the 
same time. 


error correction 

a RAID technique 
that uses traditional 
error checking code 
(ECC) or parity. 
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Figure 10-16. 
RAID levels. 


disk mirroring 

the act of writing the 
same information to 
two hard disk drives 
at the same time. 


duplexing 

a technique of plac- 
ing each mirrored 
hard drive on a 
separate hard disk 
drive controller. 


RAID Level 


Description 


i 
y 


RAID 5 


RAID 1 

RAID 1 uses the technique of disk mirroring. Disk mirroring is the act of 
writing the same information to two hard disk drives at the same time, 
Figure 10-18. Each of the two hard disk drives contains the same data. If one 
hard disk drive fails, a copy exists on the other hard disk drive. 

Another form of RAID 1 is duplexing. Duplexing is the technique of placing 
each mirrored hard drive on a separate hard disk drive controller. Duplexing 
adds another level of fault tolerance. If one hard disk drive controller fails, the 
other is still operable. Mirroring contains the risk of the hard disk drive controller 
failing and causing both hard disk drives to fail. RAID 1 provides data protection 
at the cost of speed when compared to RAID 0. When there is a small demand for 


' disk read/writes, RAID 1 is an appropriate technique. 


RAID 2 


RAID 2 uses common ECC error correction code to provide fault tolerance. 
All drives provide some sort of ECC, so this form of RAID is basically obsolete. 


RAID 3 
RAID 3 stripes data across multiple drives and stores parity on a separate 
drive. Data striping is performed at the byte level. See Figure 10-19. 


RAID 4 

RAID 4 stripes data across several drives and stores parity on a separate 
drive. The main difference between RAID 3 and RAID 4 is RAID 4 stores data in 
blocks. The size of the block can vary. 


RAID 5 

RAID 5 is also called block striping with distributed parity. RAID 5 distributes 
parity across all drives rather than writing parity to one drive. It provides fault 
tolerance and some increase in read-write data transfer. See Figure 10-20. 


Figure 10-17. 

RAID 0 divides data 
and writes it to mul- 
tiple drives. It provides 
excellent data transfer 
rates but no data loss 
protection. 
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Figure 10-19. 

RAID 3 writes across 
multiple drives with 
parity stored on 
separate drives. 
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RAID 0/1 

RAID 0/1, or RAID 10, uses multiple RAID 1 (mirroring) disks systems. 
It also incorporates disk striping across each of the mirrored disk sets. When 
compared to RAID 1, this system provides better fault tolerance because data is 
duplicated on multiple mirrored disk sets. It also provides relatively fast data- 
transfer speeds by striping data across the mirrored disk sets. 


RAID 0/5 

RAID 0/5, or RAID 50, uses several RAID 5 (block striping with parity) 
sets and combines them with RAID 0 (disk striping). It provides increased fault 
tolerance when compared to a RAID 5 system. 


Network+ Note: 
Pay particular attention to RAID 0, 1, and 5. These systems are the most 


commonly used and are the ones most ra to ve alada on the N eoori 
Lil i exam. anii 3 e 


Figure 10-20. 
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parity. Parity and data 
is distributed across all 
drives. 
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network attached 
storage (NAS) 

a device or collection 
of devices used to 
provide storage for 
network data. 


storage area 
network (SAN) 

a separate, high- 
speed network used 
to provide a storage 
facility for one or 
more networks. 
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External Storage Systems 


Data is often stored separately from a server. There are network devices 
that serve specifically as storage containers for network data. These devices 
are typically called network attached storage (NAS). There are also facilities 
external to the local area network that provide data storage. These devices are 
typically called storage area network (SAN). This section discusses both types 
of storage systems. 


Network-Attached Storage (NAS) 


Network attached storage (NAS) is a device or collection of devices that 
provide storage for network data. Network attached storage units are typically 
composed of disk arrays or tape arrays. The file systems used on the disk array 
and file array do not typically match the file system used by network clients or 
servers. The file systems are proprietary and are made to facilitate access speed 
and data integrity. 

This is how data on a NAS device is accessed. A client requesting data makes 
a request to the file server. The file server in turn makes a request to the NAS 
device. The NAS device retrieves the data and sends it to the file server. The file 
server, in turn, sends the data to the client. See Figure 10-21. 


Storage Area Network (SAN) 
A storage area network (SAN) is a separate, high-speed network that 


` provides a storage facility for one or more networks. Typically, a SAN uses a 


high-speed access media such as Fibre Channel. Fibre Channel is discussed in 
the next section of the chapter. See Figure 10-22. 


Exact definitions of storage area network vary according to different manufacturers. Often 
the differences are blurred. 


Figure 10-21. 
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Fibre Channel switch 


ABC corporation LAN 


Storage facility 


Fibre Channel 


Fibre Channel is a high-speed access method that typically uses fiber-optic 
cable as network media. It may also use copper core cable and wireless. The 
term Fibre Channel also refers to a set of standards and a protocol. The Fibre 
Channel standard provides a relatively high-data transmission rate between 
supercomputers, mainframes, servers, and desktops. Fibre Channel is often used 
for storage area network (SAN) access. There are three common Fibre Channel 
topologies: point-to-point, arbitrated loop, and fabric, Figure 10-23. 


Fibre Channel Point-to-Point Topology 

A Fibre Channel point-to-point topology is simply a straight connection or 
channel between two points, such as a mainframe and a server. The channel is 
isolated from other channels or media, and total bandwidth is dedicated to the 
channel between the two devices. 


Fibre Channel Arbitrated Loop Topology 


The Fibre Channel arbitrated loop is a common Fibre Channel topology. 

It looks similar to the Token Ring topology. The arbitrated loop differs from 
Token Ring in that two devices in the loop set up a direct communication link, 
or channel, for the duration of the data transfer. In Token Ring network, a token 
is passed around the ring while one device on the ring controls communication. 


Figure 10-22. 

The storage area 
network (SAN) is a 
separate, high-speed 
network that provides a 
storage facility for other 
networks. 


Fibre Channel 

a high-speed access 
method that typically 
uses fiber-optic cable 
as media. 
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Figure 10-23, 

The three major top- 
ologies associated with 
Fibre Channel systems 
are point-to-point, 
arbitrated loop, and 
fabric switched. 


fabric switch 

a switch designed 
especially for Fibre 
Channel networking. 


Channel 


Station1 Station2 
Point-to-point 


Station3 Station4 
Arbitrated loop 


ionl Station2 
‘aan Fabric switched 


Token Ring has a maximum control time of approximately 8 milliseconds 
in contrast to the arbitrated loop standard, which allows two devices to 
communicate until all the data requested has been transferred. 

The arbitrated loop is limited to 127 connections. It is used to move large 
volumes of data between two devices such as a disk storage array and a server. 
It is not used for sporadic communications between multiple nodes as it is on a 
Token Ring network. 


Fibre Channel Fabric Switched Topology 


The fabric switched topology uses a device known as a fabric switch. A 
fabric switch is a switch designed especially for Fibre Channel networking. The 
fabric switch provides a direct or switched connection between two points. When 
two points wish to communicate, a private link, or channel, is set up between the 
two devices. This method is best used when numerous nodes wish to access the 
same disk storage array. For example, a university consisting of many buildings 
can connect each building’s server to a common disk storage array using the 
fabric switched topology. This way, departments in each building can have access 
to research documents stored in the disk storage array. They can also access 
servers in other buildings through a high-speed connection. 


You may be interested in further study and possible certification as a server technician. 
The CompTIA organization has a certification called Server+ available to test your knowl- 
edge of server hardware. The Server+ Certification is designed to verify your competence 
for installing, repairing, and maintaining servers. You can download a complete description 
of the exam objectives from the CompTIA Web site. 


Chapter 10 Introduction to the Server 387 


Many of the areas in the Server+ Certification exam overlap those on the A+ Certifica- 
tion exam. However, even if you have scored high on the A+ Certification exams, there 
are sufficient differences between the certifications that will prevent you from passing the 
Server+ Certification exam without specialized study. 


For additional study materials and more detailed information about server hardware, 


access the IBM and the Sun Microsystems Web sites. For detailed information on SCSI : HT 
technology, access the Adaptec Web site. y p 
Summary 


W Servers play many roles in a network, such as print server, file server, 
database server, application server, backup server, Web server, and mail 
server. 

W A thin server has only the hardware and software needed to support and 
run a specific function, or role. 

E A thin client server provides applications and processing power to a thin 
client. 

Œ The thin client relies on a thin client server’s processor and memory for 
processing data and running software applications. 

MH Typically, entry-level servers contain 1 to 8 processors; mid-range servers 
contain 9 to 30 processors; and high-end servers contain 31 to 106 processors. 

M Servers typically incorporate hot-swap technology to allow components to be 
removed or installed while the system is running. 


E System resources associated with hardware are Direct Memory Access 
(DMA), interrupt request (IRQ), I/O port address, and memory address 
assignment. 

Mm When two hardware devices share the same resource assignment, a system 
conflict occurs. 

E The most common RAID levels are RAID 0, RAID 1, and RAID 5. 

Æ RAID 0 is known as striping. Striping increases data read/write speed but 
does not provide fault tolerance. 

NW RAID 1 is mirroring or duplexing two hard disk drives. 

M RAID 5 is known as striping with parity, which combines data read/write 
speed with fault tolerance. 

M Network Attached Storage (NAS) is a device or collection of devices used to 
provide storage for a local area network. The NAS shares the bandwidth of 
the local network. 

MW Storage Area Network (SAN) is a separate network dedicated to data storage. 
It does not affect the bandwidth of the other connected networks. 
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Review Questions 


Answer the following questions on a separate sheet of paper. Please do not 


write in this book. 
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. What are some typical services that servers provide? 

. What is a thin server? 

. What is a thin client server? 

. What does the term hot-swap mean? 

. What type of motherboard is commonly used for servers? 

. Which server component is responsible for the POST? 

. How many devices can be connected to a Fast/Wide SCSI-2 chain? 
. What is the bus width of Fast SCSI-2? 

. What is the bus width of Fast/Wide SCSI-2? 

. What must be done to the last device on a SCSI chain? 

. What does the acronym LUN represent? 

. Name the four system resources that may be assigned to a hardware device? 
. How many IRQ settings are there in a typical computer? 

. What does the acronym RAID represent? 

. How is parity used to replace data lost on a damaged disk? 

. Which RAID level(s) provide no fault tolerance? 

. Which RAID levels provide disk mirroring? 

. What is the difference between disk mirroring and duplexing? 

. Which RAID level provides both striping and parity? 


. Your system storage is accessed many times throughout the day by many 


users. The data is not critical. Rather, it is a collection of application software. 
A tape backup system is used to restore data from a system failure. Which 
RAID level would most likely be appropriate and why? 


Which RAID level is denoted by the use of two hard disk drives each 
containing identical data? 


What does the acronym NAS represent? 
What does the acronym SAN represent? 
What is the difference between NAS and SAN? 
What type of media is used for Fibre Channel? 


What are the three common Fibre Channel topologies? 


Sample Network+ Exam Questions 


write in this book. 
I 
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Answer the following questions on a separate sheet of paper. Please do not 


Which RAID level provides the fastest reading and writing data transfer 
time? 


A. RAIDO 
B. RAID1 
C. RAID5 
D. RAID 0 and RAID 1 


- Which network RAID level provides a duplicate copy of one hard disk drive 


on another hard disk drive? 
A. RAID 0 
B. RAID 1 
C. RAID 5 
D. RAID 4 


. How does SAN differ from NAS? 


A. SANS provides access to a SCSI disk exclusively while NAS provides 
access to SCSI, ATA, and EIDE drives. 


B. SANS offers encryption and NAS does not. 
C. SANS does not increase local network traffic and NAS does. 


D. SANS is connected to the local network system while NAS is accessed 
remotely via a WAN link. 


. What is the minimum number of drives required for implementing a RAID 5 


installation? 
Ae 
En 2 
€ 3 
D. 4 


. What does the term fault tolerance mean? 


A. The ability to find faults in data before it is backed up. 

B. The ability of the network administrator to tolerate system policy breeches 
by users. 

C. The ability to recover from a system failure. 

D. The ability to continue normal operation despite a system failure. 


. Which of the following describes the ability to change a module such as hard 


disk drive or power supply on a server without the need to shut down the 
server? 


A. System substitution 
B. On the fly changes 
C. Hot-swap 

D. Infinite run ability 
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7. What is the function of disk striping? 
A. Reduces the total amount of time it takes to store large amounts of data. 
B. Stores duplicate data across two or more drives, > = 
C. Ensure data integrity. 
D. Aids in disaster recovery. 


8. How does a client access files on a NAS oe, 
A. Through NAS client software. "5. ti ¢ Ace 2 ES 
B. Through a server that is attached to the NAS device. 
`C. Directly through Category 5e cable. 
D. Directly through high-speed fiber-optic cable. 
9. An investment broker is installing a network system for his employees and 


to provide customer access. Money transactions will occur on a continuous 
basis. Which RAID level would you recommend for this business? 


A. RAID 0 
B. RAID 1 
C. RAID 1 (with duplexed drives) 
D. RAID 5 
10. Multiple CPUs in a server can perform which of the following? 
A. Unilateral processing 
B. Multiplexed processing 
C. Synchronous processing 
D. Parallel processing 


Suggested Laboratory Activities 
Do not attempt any suggested laboratory activities without your instructor’s 
permission. Certain activities can render the PC operating system inoperable. 


1. Create several partitions on a hard disk drive and then format the partitions 
using FAT32. 


2. Convert a basic FAT32 partition to an NTFS partition and then convert the 
NTES partition to dynamic disk. 


3. Use the diskpart command to view the contents of a hard disk drive. 
Familiarize yourself with the diskpart command line options. 


4. Install a RAID 0, RAID 1, and RAID 5 system. Remove a hard disk drive to 
simulate a disk failure and then replace the hard disk drive with a new hard 
disk drive and rebuild the missing data. 


Interesting Web Sites for More Information 


http://computer.howstuffworks.com/scsi.htm 


http://serverwatch.internet.com 
www.acnc.com/raid.html 


www.molex.com 
www.pcguide.com/topic.html 
www.raid-advisory.com 
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Interpreter 

After completing this laboratory activity, you will be able to: 


mM Access the DiskPart command interpreter. 
@ Use common DiskPart commands. 


mM Access DiskPart help command to reveal a list of DiskPart commands. 
NW Identify the number of disks installed in a system. 

M Retrieve information about a system of disks. 

MW Identify and retrieve information about disk partitions or volumes. 
Introduction 


Disk management is usually performed in the Microsoft Management 
Console (MMC). The MMC is a GUI utility that manages many administrative 
functions. The DiskPart command interpreter is an alternative way to manage 
disks and partitions. At times the DiskPart command interpreter may be the only 
alternative for inspecting and manipulating the master boot record (MBR) and 
partition table should the GUI fail. Also, certain tasks can be performed using 
the DiskPart command interpreter that cannot be performed using the MMC. For 
example, you must use the DiskPart command interpreter to convert a dynamic 
disk to a basic disk and to delete or replace the MBR in the active partition. The 
MMC does not allow the performance of these tasks because it is designed to 
protect the integrity of the disk structure from accidental deletion. 

You can think of the DiskPart command interpreter as an updated version 
of the fdisk command. Windows XP no longer supports the fdisk command. 

The DiskPart utility can be used in place of fdisk to inspect, create, and delete 
partitions or volumes on a disk drive. 

The DiskPart command interpreter will not make changes to removal media 
such as a USB drive and an IEEE-1394 drive. These types of media are identified 
as a “super floppy” by the DiskPart utility rather than as a hard disk drive. 

In this laboratory activity, you will perform some basic DiskPart operations 
to become familiar with this utility. While you most likely will never need to 
use the full capability of this utility, more information can be obtained at the 
Microsoft Tech Support Web site. 

Look at the following screen capture. Notice that the detail disk command 
has been entered at the DiskPart command line. The detail disk command 
. reveals details about the selected disk, such as the hard disk drive manufacturer 
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1 and type. It also shows that the hard disk drive has two partitions or volumes. 
| Volume 1 is assigned letter C and volume 2 is assigned letter D. Notice that both 
volumes are indicated as healthy. 


Command Prompt- diskpart 
DISKPART> detail disk : 


OSHIBA MK3018GAS 
Disk ID: ai 


i 
q 6 


NIFS Partition 16 GB Healthy Systen 
Volume NTFS Partition 12 GB Healthy 


DISKPART > 


The list command can be used with the disk, volume, and partition object. 
| When using the DiskPart command interpreter, disks, partitions, and volumes 
| are referred to as objects. Look at the following screen capture. It shows the list 
disk, list partition, and list volume commands. The list disk command lists the 
disk(s) installed starting with disk 0. The list volume command lists the volumes 
contained in the system. The list partition command lists the partitions located on 
a selected disk. Notice how the DVD-ROM drive is identified after issuing the list 
volume command. Also, notice how the removable drive is identified even though 
it is no longer present. 


Se == > = a = = — = 


| e Commánd Prompl + diskpart BEE 


| ISKPART> list disk 
Disk HHH Status Size Free 


| Disk 8 Online 28 GB 
q ISKPART> list partition 


Partition ### Type 


¢ Partition 1 Primary 
: Partition 2 Extended 
i] Partition 3 Logical 


DISKPART> list volume 


Volume Size Status 


E B 
c Partition Health: System 
D 3 NT Partition Healthy k 
F Removeable B 


ñ Volume 
ISKPART> 


¥ 


Before issuing the list partition command, you must select the disk you 
wish to view. For example, to view the partition information for a single hard 
disk drive, you would issue the select disk command. Then you would issue the 
| list partition command. Otherwise, you will generate an error message stating, 
| “There is no disk selected to list partitions.” 
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Selecting the disk is also known as setting focus. When you set focus, you 
focus the list partition command on a selected disk. You must also set the focus on 
the partition you wish to list. If you do not, the default partition you are presently 
running the DiskPart command interpreter from is automatically selected. 

For more information on the DiskPart command interpreter, read the | 


following Microsoft Technical Article: Q300415—A Description of the DiskPart 
Command Line Utility. 


Equipment and Materials 


Œ A typical PC running Windows XP Professional. (A server is not required for 
this laboratory activity.) 


Procedures 
i Report to your assigned workstation. 
2: Boot the workstation and verify it is in working order. 
3i Open the command prompt (Start | All Programs | Accessories | 
Command Prompt, or Start | Run and enter cmd in the Run dialog 
box). 
4. At the command line type and enter the DiskPart command. If 


successful, the prompt will display > DiskPart to let you know that 
you are now using the DiskPart command interpreter. 


Enter the Help or /? command to reveal a list of commands. 


6. Enter the list command to display the objects that can be specified 
with the list command. Disk, partition, and volume are listed. 


7. Try each of the following commands to reveal information about the 
disk drive(s): list disk, list partition, list volume. Remember, the list 
partition command requires focus. You must use the select command 
to select the disk drive you wish to list partition information about. 
For example, you would enter select disk 0 to set the focus on the 
first disk in the system. The select command is only required for the 
list partition command. After running each command, record on a 
separate sheet of paper the information revealed. 


8. The detail command reveals similar content but with more detailed 
information about an object. Enter each of the following commands | 
and then record on a separate sheet of paper the information | 
revealed: detail disk, detail volume, detail partition. 


2 Practice using the commands covered thus far until you are very 
familiar with them. They are difficult to learn at first because some 
involve setting focus and using two words for a valid command. 
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10. 


Use the help command to reveal what the following commands are 
used for. Make a list of the commands and the purpose of each on a 
separate sheet of paper. Do not attempt to use any of the following 
commands without explicit permission from the instructor. 


Command Purpose 


ada 


active 


ASIA 


ureak 


. 


create 


(its 


detail 


wail 
ormnn 
help 
import 


inactive 


online 
ren 
remove 
repair 
rescan 
retain 


select 


aT. 


12. 


Enter the exit command to return to the command prompt and then 
again to return to the Windows desktop. Leave your workstation in 
the condition as specified by your instructor. 


Answer the review questions. 


Chapter 10 Introduction 


Review Questions 


Answer the following questions on a separate sheet of paper. Please do not 


write in this book. 
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al 


What are objects when using the Diskpart command interpreter? 


2. What command is used to reveal information about a particular partition? 
2 
4 


Which command is used to set focus on a particular drive? 


. What does the command prompt look like when you are running the 


DiskPart command interpreter? 


. How can you see a list of the various DiskPart commands? 


6. A particular computer has only one hard disk drive. What command is used 


to set focus on that one hard disk drive? 


What command will stop the DiskPart command interpreter and return you 
to the default prompt? 
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An enterprise business typically depends on hundreds of servers to meet user demands. 


| TCP/IP 
Fundamentals 


After studying this chapter, you will be able to: 


(1 Explain the differences between IPv4 and IPv6. 

Q Explain the purpose and operation of the Network Address Translation 
(NAT) protocol. 

(1 Determine the IP address and subnet mask on a workstation. 

1 Explain the purpose and operation of the Domain Name System (DNS). 

{1 Describe how UDP, TCP, and IP relate to the OSI model. 

m 


Explain the purpose and operation of the Windows Internet Naming Service 
(WINS). 


(4 Explain the purpose and operation of the Dynamic Host Configuration 
Protocol (DHCP). 


(4 Identify an Automatic Private IP Addressing (APIPA) address. 
(1 Interpret the displays of TCP/IP troubleshooting utilities. 


_ Network+ Exam—Key Points 


The Network+ Certification exam requires extensive knowledge of how 
IP addresses function in a network system. You need to have a solid grasp of 
the relationship of IP addresses and subnet mask as well as the common 
command line utilities, ping, tracert, nbstat, ipconfig and winipcfg. Be able to 
explain how WINS, DNS, DHCP, and APIPA services function in a network. 
You cannot study this chapter too much! Be sure to perform laboratory activi- 
ties relating to the topics in this chapter. 
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Key Words and Terms 


The following words and terms will become important pieces of your 
networking vocabulary. Be sure you can define them. 


Address Resolution Protocol (ARP) IPv6 

Automatic Private IP Addressing (APIPA) loopback address 

Bootstrap Protocol (BOOTP) Network Address Translation (NAT) 

Class A network octet 

Class B network port number 

Class C network registrar 

default gateway address resolver 

diskless station Reverse Address Resolution Protocol 

Domain Name System (DNS) (RARP) 

dynamic addressing o socket 

Dynamic Host Configuration Protocol static addressing 
(DEICE) static IP assignment 

dynamic IP assignment subdomain 

Fully Qualified Domain Name (FODN) subnet mask 

host ` subnetwork 

Integrated Network Information Windows Internet Naming Service 
Center (InterNIC) (WINS) 


Internet Corporation for Assigned 
Names and Numbers (ICANN) 


The TCP/IP protocol is used for network communications by all major 
network operating systems. It was especially designed for the Internet. Entire 
textbooks have been written on the subject of TCP/IP, and it accounts for a large 
portion of the Network+ Certification exam and the i-Net+ Certification exam. 
Other certifications from Novell, Nortel, Microsoft, Linux, and IBM also rely 
heavily on TCP/IP principles for their certification exams. `. 

As a network administrator, you need to be able to configure a host to use 
the TCP/IP protocol and to troubleshoot network connection problems in a TCP/IP 


` environment. To be able to do this, you need to understand the Domain Name 


Service (DNS) structure, TCP/IP addressing, and how services such as Dynamic 
Internet Connection Protocol (DHCP) work. You also need to be able to use TCP/IP 
troubleshooting utilities and interpret their output to solve communication 
problems. 

This chapter introduces TCP/IP addressing and the Domain Name Service 
(DNS), which provide functionality and structure to the Internet. It takes a 
detailed look at how TCP/IP hosts are identified and relates the OSI model to 
TCP/IP communications. Lastly, a brief overview of some of the many TCP/IP 
troubleshooting utilities is presented. 


IP Addressing 


The TCP/IP protocol was developed by the Department of Defense. It was 
specifically designed for communication over the Internet. As the Internet 
evolved, it became evident that a means of identification of network nodes was 
needed. The IP address was the solution and was approved in 1980. 
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Four octets 


0011110.00111100.00010111.10011010 


Octet 
IP Address in Binary Form 


TCP/IP can also be used on a LAN in place of NetBEUI. In fact, Windows XP no longer 
installs NetBEUI as one of the default protocols. Instead, it uses TCP/IP for LAN 


communications. 


Figure 11-1. 

An IPv4 address 
consists of four octets 
(8-bit units). 


sent Tp 


There are two types of IP addressing schemes: IPv4 and IPv6. IPv6 addressing 
is covered later in this chapter. An IPv4 address consists of four octets, Figure 11-1. 
An octet is an 8-bit (or one byte) value. Each octet in an IPv4 address is composed 
of eight digits of 0s and 1s. Periods separate each octet from neighboring octets. 

Although IP numbers are computed in the binary form, they are interpreted 
and used in the decimal form. When an octet is interpreted as a decimal number, 
the values range from 0 through 255. This range is based on the maximum 
possibilities of an eight-position binary number. Figure 11-2 shows an IP address 
specified in binary and decimal. As you can see, the decimal expression of an 
IP address is much shorter than the binary expression of the same address. It is 
also much easier to read and interpret. 

IP addressing is a method of identifying every node or host on a network. 
The terms host and node are used interchangeably to identify individual PCs, 
printers, and network equipment that may require an address. TCP/IP addressing 
and IP addressing are also interchangeable terms. 

A near perfect analogy of IP addressing is the telephone system. The 
telephone system is a hierarchical system that uses area codes to identify areas 
outside your local area. The first three digits identify the area code and the last 
seven digits identify the telephone inside the area code. See Figure 11-3. 

IP addresses work in much the same way. An IP address has two parts: the 
network number and the host number. The network number identifies the 
network you are trying to connect to and the host number identifies the host or 


octet 
an 8-bit (or one byte) 
binary value. 


host 

a name for a com- 
puter, printer, or 
network device 
associated with an IP 
address on a TCP/IP 
network. 


Four octets Binary range = decimal range 


00000000 = 0 
00000001 = 1 
124.60.23.154 00000010 = 2 
00000011 =3 
00000100 = 4 


Octet 


MATO = 254 
el Vi tee ZOO 
IP Address in Decimal Form 


Figure 11-2. 

An IPv4 address is typ- 
ically written in deci- 
mal form. Each octet in 
decimal form can range 
from 0 through 255. 
This figure is based on 
the maximum number 
of binary positions in a 
binary octet. 


400 Networking Funddmentals: 


Figure 11-3. 

The IP addressing 
scheme can be com- 
pared to the telephone 
system. In a telephone 
system, a three-digit 
number indicates the 
area the telephone is in 
and the telephone 
number indicates the 
telephone. In an IP 
address, part of the IP 
address indicates the 
network the host is in 
and the other part indi- 
cates the host. 


network node. The relationship of IP addresses to the network system is the same 
as telephone numbers to the telephone system. Each telephone is identified with a 
unique telephone number, and each node on a network is identified by a unique 
IP number. 


The term /P address could mean either IPv4 or IP v6. 


Class A network 
a TCP/IP network 
classification that 


supports up to 16 
million hosts on each 
of 127 networks. 


Class B network 

a TCP/IP network 
classification that 
supports up to 65,000 
hosts on each of 
16,000 networks. 


Class C network 

a TCP/IP network 
classification that 
supports 254 hosts on 
each of 2 million 
networks. 


Network Class 


For the purpose of assigning IP addresses, networks are divided into three 
major classifications: Class A, Class B, and Class C. Large networks are assigned 
a Class A classification. A Class A network can support up to 16 million hosts on 
each of 127 networks. Medium-sized networks are assigned a Class B 
classification. A Class B network supports up to 65,000 hosts on each of 16,000 
networks. Small networks are assigned a Class C classification. A Class C network 


supports 254 hosts on each of 2 million networks. 


Networks are assigned an IP address based on their network classification. 
Look at Figure 11-4. In the table, you can see that the class of the network 
determines the numeric value of the first octet in its IP address. The range for a 
Class A network is from 1 to 127, for a Class B network it is from 128 to 191, and 
for a Class C network it is from 192 to 223. 

IP addresses for Class A networks use only the first octet as the network 
address. The remaining three octets define nodes on the network. The first two 
octets of a Class B network identify the network. The remaining two octets 
identify nodes on the network. A Class C network uses the first three octets to 
identify the network and the last octet to identify the nodes. For example, a 
typical Class C network might have a TCP/IP address of 201.100.100.12. The 
network is identified by the 201.100.100, and the node is identified as 12. 


¡Network Note: | 


For the Network+ Certification exam, Ee sure you can identify IP addresses 
bys) thoir class. 0 A 
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Range Number of Networks Number of Hosts 


2,000,000 


ad) y 0 AL 


Subnet Mask 


A company may divide their network into several, smaller networks. A 
network within a network is known as a subnetwork. A subnet mask is a 
number similar to an IP address. It is used to determine in which subnetwork a 
particular IP address belongs. The subnet mask can be used to identify the class 
of network, but it is really intended to allow the network address to be broken 
down into subnetworks. 

When the subnet mask is encountered, it is usually viewed in the decimal 
form—a series of four three-digit numbers. At first glance, a subnet mask may 
appear identical to an IP address. However, a subnet mask is distinguishable 
from an IP address because it begins with one or more octets of 255. An IP address 
cannot begin with 255. 

The octets of a subnet mask correspond to octets in the IP address. The 
numbers found in a subnet mask depend on the class of the network and the 
number of subnetworks into which the network is divided. The subnet mask is 
combined with the IP address using the bitwise AND operation. The details of 
this operation are beyond the scope of this textbook. The resulting address is the 
subnet address. For now, just remember that the subnet mask is used to identify 
any subnetwork at a network address. Chapter 12—Subnetting covers the subnet 
mask in more depth. 


Reserved IP Addresses 


A number of IP addresses are reserved for private networks. They are often 
used for offices sharing an Internet address or for experimentation. They are not 
valid for use as a direct connection to the Internet. Look at the following chart of 
private IP addresses. 


10.0.0.0 — 10.255.255.255 255.0.0.0 


B | 172.016.0.0 — 172.31.255.255 255.255.0.0 
192.168.0.0 — 192.168.255.255 255.255.255.0 


a N etwork+ Note: 


For the Network+ Certification exam, be sure you can identify a private IP 
address. 


Microsoft Windows uses the Class C IP range for implementing a SOHO 


network. Typically, one computer is connected to the Internet through an ISP and 


other computers share the connection by creating a small TCP/IP network. The 
host is assigned the 192.168.0.1 IP address while the clients are assigned IP addresses 


Figure 11-4. 
IPv4 address 
classifications. 


subnetwork 
a network within a 
network. 


subnet mask 

a number similar to 
an IP address that is 
used to determine in 
which subnet a 
particular IP address 
belongs. 
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Network Address 
Translation (NAT) 

a protocol that trans- 
lates private network 
addresses into an 
assigned Internet 
address, and vice 
versa. In other words, 
it allows an unregis- 
tered private network 
address to communi- 
cate with a legally 
registered IP 

address. 
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192.168.0.2 through 192.168.0.255. While the term host is used typically to describe 
any device on a network that has an IP address, the host in this scenario is the 
computer that hosts the Internet connection. Computers that connect to the 
Internet through the host are called clients. 

Microsoft refers to this type of connection sharing as Internet Connection 
Sharing (ICS). ICS uses the Network Address Translation (NAT) protocol to 
translate private network addresses into an assigned Internet address, and vice 
versa. NAT was especially designed for implementing private network 
configurations. It allows an unregistered private network address to 
communicate with a legally registered IP address. For example, a client that 
wishes to access the Internet sends a request to the host. The host, in turn, uses 
the IP address assigned by the ISP to connect to the Internet. See Figure 11-5. 
Three main advantages of using NAT are as follows: 


MW Provides a firewall type of service by hiding internal IP addresses. 


E Allows computers on a network to share one recognized IP address to access 
the Internet without the need of multiple IP addresses to be assigned to the 
subnetwork. 


E Allows multiple ISDN connections to be combined into one Internet 
connection. 


Network+ Note: 


For the Network+ Certification exam, be sure to know the purpose of the 


Network Address Translation (NAT) protocol. 


It is important to note that a private network such as an Intranet may use any 
possible IP address as long as it does not connect to the Internet. Using a number 
that is assigned to a URL would not only confuse the network system, it is illegal. 
The reserved private addresses can be used even when the.network connects to 
the Internet. The Internet does not recognize the private network addresses, so 
they do not affect the system. This is why private network addresses are ideal for 
creating a subnetwork. 


Figure 11-5. 

Internet Connection 
Sharing (ICS) uses the 
Network Address Trans- 
lation (NAT) protocol to 
translate unregistered IP 
addresses to a registered 
IP address. In this 
example, an ICS client 
sends an Internet 
request to the IP address 
of the ICS host, 
192.168.0.1. The ICS host 
uses the ISP assigned 
address to access the 
Internet. 


ICS client 
192.168.0.2 


ICS host IP address 
192.168.0.1 


ICS client 
192.168.0.3 


<< TP address assigned 
by ISP 


XXX.XXX.XXX.XXX 


The ICS Model 
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The NAT protocol is commonly installed automatically in Microsoft 
Windows 2000 and later versions when the Network Setup Wizard is used. For 
example, when installing Windows 2000 or Windows XP through the Network 
Setup Wizard, the user is asked a series of questions. Based on the responses that 


are entered by the user, the operating system automatically sets up a connection 
share for a single Internet connection. | 


Viewing IP Configuration Settings 


The IP configuration is a group of settings made on a host that allows it to 
communicate in a TCP/IP environment. The IP configuration consists of the host's 
IP address, the subnet mask, and the default gateway. The default gateway address 
is the address of the computer that provides a connection to the Internet. The 
Internet service provider's software or the network DHCP server usually 
determines these settings automatically. Occasionally, you may have to adjust the 
settings manually or verify the information while working with an ISP to 
troubleshoot a connection. On a Windows-based computer, you can use the 
IP Configuration utility to verify the settings. 

Windows IP Configuration is accessed in Windows 95, 98, and Me with the 
winipefg command. This command can be entered in the Run dialog box located 
in the Start menu. Windows NT, 2000, and XP use the ipconfig command issued 
from the command prompt to reveal similar information. See Figure 11-6. The 
assigned IP address, the subnet mask, and the default gateway address are 
displayed. To reveal more information about the connection, use the ipconfig /all 
command. See Figure 11-7. Notice that the MAC address (physical address), 
DHCP server address, and DNS server are revealed as well as other information. 
The additional information provided, such as the IP address of the DHCP server 
and the DNS server, will become more relevant to you later in the chapter. 

To reveal more information about a connection using the winipcfg command, 
click the More Info button in the IP Configuration dialog box. This reveals a 
second dialog box. 
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default gateway 
address 

the address of the 
computer that pro- 
vides a connection to 
the Internet. 


Domain Name 
System (DNS) 

a system that associ- 
ates a host or domain 
name with an IP 
address, making it 
easy to identify and 
find hosts and 
networks. 


The terms physical and logical are often used to describe network systems and devices. It 
is important to be able to determine the difference between a physical and a logical 
component. For example, the IP address is a logical address assigned to a network host. 
It is logical because it is assigned and can be changed at any time. In contrast, the MAC 
address is a physical address electrically etched into the network interface card associated 
with each host. 


Domain Name System (DNS) 


Since IP addresses are difficult to remember, the Internet uses a Domain 
Name System (DNS) or Domain Name Service to make it easier for people to 


Figure 11-6. 


IP Configuration display 
when the ipconfig com- 
mand is issued. 
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Figure 11-7. 

The IP Configuration 
display when the 
ipconfig /all command 
is issued. : 


Integrated Network 
Information Center 
(InterNIC) 

a branch of the 
United States govern- 
ment that was respon- 
sible for regulating 
the Internet, over- 
seeing the issue of 
domain names, and 
assigning IP 
addresses to them. 


Internet Corporation . 


for Assigned Names 
and Numbers 
(ICANN) 

a company that 
manages domain 
name registrations 
by allocating domain 
name registration to 
select, private 
companies. 


registrar 

a select, private com- 
pany that is assigned 
a pool of IP addresses 
from ICANN and 
handles domain 
registration. 
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identify and find networks on the Internet. It does this by allowing a name, called 
a domain name, to be associated with a network address. You can communicate 
on the Internet by using a domain name or an IP address. For example, when you 
use a Web browser you can enter the domain name for the URL or an IP address. 
The IP address connects faster to a distant location than a domain name. When a 
domain name is entered, it must be converted into an IP address before 
communication can begin. The amount of time it takes varies according to 
conditions. Many of these conditions are discussed throughout this chapter. 


Internet Corporation for Assigned Names and Numbers 
(ICANN) 


IP addresses were regulated and assigned through the government 
organization known as the Integrated Network Information Center (InterNIC). 
InterNIC was a branch of the United States government under the direction of the 
Department of Commerce. It was responsible for regulating the Internet, 
overseeing the issue of domain names, and assigning IP addresses to them. 
InterNIC managed the domain root for .com, .net, .org, .edu, and .gov top-level 
domains. Management of the root is contracted to ICANN. 

In 1999, the Internet Corporation for Assigned Names and Numbers (ICANN) 
took responsibility to manage domain name registrations. It does so by allocating 
domain name registration to select, private companies. Each of the select, private 
companies is called a registrar. 

To obtain a domain name and an IP address, a business or organization places 
an application through a registrar. Once the registrar processes the application, the 
business or organization receives an official second-level domain name and an IP 
address that is registered to the domain name they have been issued. 

The Internet Assigned Numbers Authority (IANA) was the original authority 
that the US contracted with in the early 1990s. IANA established the Internet 
Network Information Center (InterNIC) funded by the National Science 
Foundation. Late in the 1990s the government felt that the assigned numbers and 
names should be somewhat privatized, so they subcontracted the responsibilities 
to ICANN, a not-for-profit organization. ICANN assumed many of the 
responsibilities of IANA, but the ultimate authority for assigned numbers and 
names rests with the US government. 
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To find out more about ICANN, visit their Web site at www.icann.org. 


Fully Qualified Domain Name (FQDN) 


To locate a host on a large network, you need to use the complete name of the 
host, which includes a combination of the host name and domain name. The com- 
plete name of the host is referred to as the Fully Qualified Domain Name (FQDN). 
For example, a host called Station12 in the domain xyzcorp.com would have a 
Fully Qualified Domain Name of station12.xyzcorp.com. Station12 is the host 
name, and xyzcorp.com is the domain name. 

As you have seen in previous chapters, network operating systems follow the 
domain name structure for naming servers, workstations, and other network 
devices. This was not always the case. Earlier systems, such as NetBIOS and 
NetBEUI, used their own naming schemes. These naming schemes are not 
consistent with naming rules used for Fully Qualified Domain Names. Network 
operating systems such as Linux, Windows 2000, and NetWare 4.0 and later 
follow the rules of Fully Qualified Domain Names when creating their network 
structure. However, these operating systems can still communicate with older 
networking technologies. 

Realizing the difference between a host name and a NetBIOS name can help 
you understand how communication can occur between systems that use Fully 
Qualified Domain Names and those that use NetBIOS names. A NetBIOS name is 
a computer name limited to a maximum of 15 characters. A host name can be a 
Fully Qualified Domain Name or the first part of the Fully Qualified Domain 
Name. A host name is limited to 63 characters. Many of the symbols allowed in 
NetBIOS names cannot be used in Fully Qualified Domain Names. These 
symbols include the following: 


p es NO Ky 


To allow for communications between a system that uses NetBIOS names 
and one that uses host names, computer names are converted automatically for 
compatibility. For example, consider a network that consists of Windows 2000 and 
Windows NT 4.0 computers. Windows 2000 uses host names or Fully Qualified 
Domain Names to identify hosts on a Microsoft network. Windows NT 4.0 uses 
NetBIOS names to identify computers on a Microsoft network. The Windows 
2000 computers can use the Fully Qualified Domain Name to communicate with 
each other. However, to communicate with the NT 4.0 computers, the Fully 
Qualified Domain Names are shortened automatically to match the NetBIOS 
maximum length of 15 characters. Windows NT 4.0 computers can use NetBIOS 
names to communicate with other Windows NT 4.0 computers on the network. 
However, when communicating with Windows 2000 computers, any symbols in 
the NetBIOS name need to be replaced with hyphens. 


DNS Structure and Operation 

] DNS is hierarchical, similar to a typical file system structure comprised of 
directories and files, Figure 11-8. At the top of DNS is the root. Directly under the 

root are the top-level domains. The top-level domains start the process of 

dividing the organizational structure into specialized areas. The most common 

top-level domains are .com, edu, .gov, int, .mil, .net, and .org. 


Fully Qualified 
Domain Name 
(FODN) 

a combination of a 
host name and a 
domain name. 
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Figure 11-8. Baar 
The Domain Name 
Syst tructure. a 
E | | | | Top-level domains 
.com .edu .gov net .Org 


| | Second-level domains 


usf.edu mit.edu 


| | Subdomains 


research.mit.edu campus.mit.edu 


The next level of the structure is composed of second-level domains. Second- 
level domains represent the domain names as assigned by ICANN. They identify 
various companies and organizations. For example, the Massachusetts Institute of 
Technology domain name is known as mit.edu. The structure is further divided 


A into subdomains controlled by the second-level domains. A subdomain is any level 
located beneath the domain located beneath the secondary domain. For example, the mit.edu, 
secondary domain. second-level domain can be divided into subdomains such as faculty.mit.edu, 
Also called a lower- research.mit.edu, and students.mit.edu. A subdomain can also be called a lower- 
level domain. level domain. 


The Internet Corporation for Assigned Names and Numbers (ICANN) is a private, not-for-profit 
organization that coordinates the assignment of domain names and IP addresses. InterNIC 
is a Web site that provides services and information about Internet assigned names and 
numbers and is a registered service mark of the US Department of Commerce. The 
Department of Commerce licensed InterNIC to ICANN, which operates the InterNIC Web 
site. The US Department of Commerce is responsible for the overall assignment of the 
assigned numbers and names in the United States. 


DNS root servers are located at the top of the domain name hierarchy 
structure. The root domain server stores the ultimate database for resolving an 
Internet domain name to a specific IP address. Currently there are thirteen DNS 
root servers. A top-level domain server stores DNS information of all top-level 
domains. A second-level domain server stores DNS information of all second- 
level domains. 

DNS operation begins when a resolver requests that a domain name be 
resolver resolved to an IP address. The resolver is a software program located on a host 
a software program that queries a DNS server to resolve a host name to an IP address. The first DNS 
located on a host that server the resolver contacts is a subdomain server, Figure 11-9. For example, 
queries a DNS server when the resolver attempts to connect to research.mit.edu, it queries the first 
to resolve a host subdomain server it encounters. This could be the domain server the host is 
Hae ioan ES connected to as part of a workgroup or domain, or it could be the Internet service 
address. : , 

provider (ISP) for a home PC. 

A subdomain server may be queried for the same information many times. 
Because the request is likely to occur again from a different host, domain names 
are placed in a cache on the domain server for future requests. This method 
speeds up the process of supplying IP address information when the request is 
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Figure 11-9. 

The resolver queries the 
closest DNS server for 
IP information. If the 
DNS server does not 
have this information, 
the DNS server passes 
the request to a higher- 
level DNS server. 


Root server Top-level Secondary-level Subdomain Resolver 
domain server domain server server 


repeated. If the IP address for the domain name is not in the cache, the domain 
server queries higher-level domain servers until reaching the root. When the 
information is found, it is returned to the resolver. The resolver then connects to 
the intended host. 

The domain name service is dynamically changing all the time. It is like a 
live entity that continues to grow and update with new information and changes. 
During the update period, errors can be encountered while trying to resolve a 
domain name to an IP address. Most servers will cache domain name 
information for approximately three days. The network administrator controls 
the time period. If a domain changes its IP address during the three-day period, 
an error can be generated attempting to connect to the domain site. This is 
because the old information about the IP address is still in the server cache and 
has not been updated. 

Let's take a closer look at how DNS is used to acquire information about a 
domain name and its associated IP address. The following are the possible steps 
that occur when a resolver requests the IP address of a domain name. Refer to 
Figure 11-10. 


1. First, the user types in www.g-w.com in the browser. 


2. The browser checks if the domain name g-w.com exists in its own browser 
cache. 

3. If not, the browser sends a DNS query to the network’s domain name server. 
The domain server checks its own cache for the requested domain IP address. 
If this information is in the cache, it connects the host to the destination 
IP address. 

4. If the information is not stored in the domain server cache, it is then 
requested from a higher-level domain server. The highest level is the top- 
level domain server located beneath the root. 

5. If the domain name is an authorized domain name, the top-level domain 
server returns the IP address information. This information is added to the 
domain server and workstation cache. 

6. The computer that originally attempted to connect to www.g-w.com now 
uses the IP address to connect to the Web server located at www.g-w.com. 


Hosts and Lmhosts Text Files 


Originally, all computer names were resolved using a text database. The text 
database is simply a text file that contains IP addresses and related information. 
The two text files used to resolve host and NetBIOS names to IP addresses are 
hosts and Imhosts. These files can still be used as a backup in case other means of 
resolving computer names to IP addresses fail. 


e 
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The text file hosts was the original method used by UNIX systems to match 
computer names to corresponding IP addresses. The following is an example of 


the contents of a hosts file. 
127.0.0.1 
192.168.0.25 
10.100.50.25 
172.63.10.24 


Localhost 
PcsAreUs.com 
Station23.XYZcorp.com 
USF.edu 


Note that Fully Qualified Domain Names are considered host names and can 
appear in a hosts file. A list of IP addresses and corresponding host names are 
created using a simple, plain-text editor and saved as a hosts file. The hosts file is 
referenced automatically to assist in locating computers, printers, and servers on 
a network. The hosts file is used when the automatic functions provided by a 


DNS server fails. 


The Imhosts file is similar to the hosts file but is designed for use with 
NetBIOS name resolution to IP addresses. Look at the following example of the 


contents of an Imhosts file. 
192.168.23.104 
10.23.105.21.1 
17370 2223 


Station12 
Sales4 
Computer25 
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Note that the file contains NetBIOS names of computers matched to IP 
addresses. The Imhosts file is read when the Windows Internet Naming Service 


(WINS) server fails. A Windows Internet Naming Service (WINS) server Windows Internet 

resolves NetBIOS names to IP addresses. Naming Service 
The hosts and Imhosts file must be edited with a plain-text editor such as (WINS) 

Notepad. A more sophisticated editor uses many different fonts that make the a service that 

file unreadable by the network client software. The hosts and Imhosts file must be resolves NetBIOS 

in plain, ASCII text to be read. The key point to remember is that the hosts file names to IP 


resolves host names to IP addresses related to DNS, and the Imhosts file resolves 244resses. 
NetBIOS names to IP addresses related to WINS. 


The IP, TCP, and UDP Protocols 


TCP/IP is actually a suite of protocols. The three most commonly used 
protocols in the TCP/IP suite are Internet Protocol (IP), Transmission Control 
Protocol (TCP), and User Datagram Protocol (UDP). IP is designed to control data 
transmission between two nodes and to ensure that a link has been established 
between source and destination. IP does not care if the packet is delivered 
correctly. IP simply transmits the data. IP is a connectionless protocol. UDP 
functions similar to IP. It establishes a link, but does not ensure that data is 
delivered correctly. It is also a connectionless protocol. 

TCP ensures packets arrive intact and in correct order. TCP is a connection- 
oriented protocol. The main difference between TCP and UDP is that TCP can 
break large amounts of data into smaller packets and UDP cannot. UDP sends a 
single packet to transmit control information and data. This section looks at how 
the IP, TCP, and UDP move data from source to destination. 


Relationship to the OSI Model 


Figure 11-11 shows the relationship of some TCP/IP protocols to the OSI 
model and typical data formats. In the illustration, you can see that the three 
upper layers—application, presentation, and session—take raw data and send it 
down to the transport layer. At the transport layer, large blocks of raw data are 
broken into smaller units referred to as segments. The segments are placed into 


Figure 11-11. 

The relationship of 
TCP/IP protocols and 
data formats to the OSI 


DNS, DHCP. | model. 
Telnet 


OSI Layer Data Format Protocol 
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the data portion of the TCP or UDP frame. The selection of TCP or UDP frame 
depends on three factors: 


E The software used in the upper layers of the OSI model. 
E The amount of data to be sent. 
E Ifa connectionless or connection-oriented transport of data is desired. 


Both the TCP and UDP frame formats provide the port number of the source 
and destination. For UDP, the port number is optional, but for TCP, the port 
number is required. There will be more about port numbers later in the chapter. 

The content of the TCP or UDP protocol is then moved to the network layer. 
At the network layer, the TCP or UDP frame is enclosed in an IP protocol frame. 
The entire unit is referred to as a packet. The IP packet contains a source and 
destination IP address and is sent to the data link layer. 

The data link layer performs the final encapsulation of the combined frame 
formats (TCP or UDP and IP). The data link layer supplies the physical address of 
the destination and source. The physical address is the MAC address associated 
with the network card of the source and destination computer. The collective unit 
of frame formats is referred to as a frame. 

The frame is placed on the physical media as a series of digital pulses. If the 
network is Ethernet, the frame is broadcast to all nodes in the segment of the 
network. When the frame arrives at the destination, the process is reversed. As the 
data moves up the OSI model, each of the protocol frame formats is removed until 
the raw data is received at the highest level of the OSI model, the application layer. 


Frame Formats 


Now lets take a closer look at the frame formats of IP, TCP, UDP, and Ethernet 
to get a better understanding of the mechanics of the process. Look at Figure 11-12. 
In the illustration, a UDP frame is inserted into the data portion of an IP frame. 

The UDP frame format is simple in construction. The header information 
contains only four significant items: source port, destination port, message 
length, and checksum. The frame’s structure reveals that only port addresses are 
used to identify the source and destination. There is no way to identify the source 
or destination by IP address or MAC address. UDP and TCP rely on the IP frame 


Figure 11-12. 
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TCP Frame Figure 11-13. 


TCP is framed in an IP 
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format for the IP address of the destination and source. The IP frame relies on the 
Ethernet frame for the source and destination MAC address. 

Now look at Figure 11-13. Notice that the TCP header contains more 
information than the UDP header. The TCP header contains additional 
information such as a sequence number, which is used to reassemble data in a 
correct order. UDP does not need a sequence number. It is used to transfer small 
blocks of data or commands. 

As the protocol frames reach the data link layer of the OSI model, the final step 
is to encapsulate the entire set of protocol frames into a frame matching the network 
standard used, such as Ethernet, Token Ring, and FDDI. Look at Figure 11-14. In the 


Figure 11-14. 

IP is framed in an 
Ethernet frame. The 
Ethernet frame is then 
placed on the network 
media. 


IP Frame 


Version Header length Total length 
AE Header checksum 


Source IP address 


Destination IP address 


Padding 


IP Options 


Datagram data 


Ethernet Frame 


IP header and data CRC 


Destination Source Ethernet Error 
MAC MAC frame check 
address address type 


412 


static IP assignment 
an IP address that is 
entered manually for 
each host ona 
network. 


dynamic IP 
assignment 

an IP address that is 
issued automatically, 
typically when the 
computer boots and 
joins the network. 
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example, Ethernet has been chosen. The Ethernet frame relies on the MAC 
addresses for transmitting between workstations. Remember that a unique MAC 
address is embedded into each network interface card. The Ethernet frame is 
broadcast to all the network interface cards on the LAN. When the destination 
network interface card receives the entire frame of protocol formats and data, it 
removes the Ethernet frame and passes the remaining protocol frame formats to 
the OSI model at the destination. If the destination is on the same LAN as the 
source, then the remaining formats are removed until the data reaches the 
application layer. 

If the destination is at a distant location that requires navigation across the 
Internet or a WAN link, a network device such as a router removes the Ethernet 
frame. The IP address is used to deliver the entire contents to the distant location. 
At the distant location, the remaining protocol formats are removed until the raw 
data is revealed. 

This is a simplified explanation of the role of the various protocol frame 
formats. You will rely on these basic concepts to understand how bridges, 
switches, routers, and gateways operate. Other protocols classified as 
application protocols, such as FTP, TFTP, Telnet, and SNMP, fit inside a TCP or 
UDP frame. 

To learn more about various protocol formats associated with TCP/IP visit 
www.protocols.com. This Web site has an extensive listing and a complete 
explanation of each field within the frame format. There are also hot links, 
acronyms, and technical papers available, which will assist you in furthering 
your network expertise. 


Assigning IP Addresses 


There are several methods for assigning IP addresses. The assignment of IP 
addresses falls into two broad categories: static and dynamic. A static IP assignment 
means that an IP address is entered manually for each host on the network. 

This is typically done when the network interface card is configured. A 
dynamic IP assignment means that the IP address is issued automatically, 
typically when the computer boots and joins the network. 


Windows Internet Naming Service (WINS) 


Windows Internet Naming Service (WINS) is used to resolve computer 
NetBIOS names to IP addresses. WINS is unique to Microsoft networks. WINS 
maintains a dynamic database of computer names and IP addresses. The 
computer names and IP addresses are automatically updated as computers log on 
and off the network, Figure 11-15. 

Starting with Windows 2000, the WINS service is no longer required. In the 
Windows 2000 and later, a new service called Dynamic DNS incorporates the 
features of WINS with DNS. 


Network+ Note: 
WINS and DNS are often confused. For the Network+ Certification exam, 
be sure you can distinguish between DNS and WINS. 
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Dynamic Host Configuration Protocol (DHCP) 


Originally, computers on a network had to have their IP addresses assigned 
manually. This method was called static addressing. Static addressing was a 
time-consuming operation if a large number of PCs were on a network. A log of 
computer names, locations, MAC addresses, and the assigned IP addresses had to 
be recorded manually. An administrator or network technician had to be careful 
not to use the same IP address on another computer. This is because each IP address 
has to be unique. Using the same IP address for two different computers causes 
communication conflicts, resulting in erratic behavior. 

Dynamic Host Configuration Protocol (DHCP) is designed to replace the 
manual setup of IP addresses on a network. When a server runs DHCP, the IP 
addresses are assigned automatically. The act of automatically assigning IP 
addresses is known as dynamic addressing. 

The DHCP server has a pool, or list, of IP addresses to draw from, Figure 11-16. 
Each computer that logs on to the network is assigned an address from the pool. 
The IP address assignment is temporary. The address is released after a period of 
time and may be reissued to another computer. 

This is how a client is assigned an IP address from a DHCP server. First, 
when Station3 is booted, it automatically requests an IP address assignment from 
the DHCP server. Station3 does not know where the DHCP server is, so it sends 
out the request for an IP address as a broadcast to all nodes on the network 
segment. The protocol used for the request is UDP, which is especially designed 
for broadcast communication. 

Second, the DHCP server receives the request and returns an unassigned 
IP address from its pool of IP addresses. This is also done in the form of a broadcast. 

_ The server returns the information as a UDP broadcast so that any other device 
connected to the same network as Station3 will have the IP address information. 

Third, Station3 accepts the assigned IP address and acknowledges this with a 
UDP broadcast to all nodes on the network. This allows any other device, like a 
backup DHCP server, to update their database of IP address assignments. 


Figure 11-15. 

The Windows Internet 
Naming Service 
(WINS) resolves 
NetBIOS computer 
names to IP addresses. 


static addressing 
assigning an IP 
address manually. 


Dynamic Host 
Configuration 
Protocol (DHCP) 

a service that assigns 
IP addresses auto- 
matically to the hosts 
on a network. 


dynamic addressing 
automatically assign- 
ing IP addresses. 
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Figure 11-16. 

The Dynamic Host Con- 
figuration Protocol 
(DHCP) on a DHCP 
server automatically 
assigns a temporary IP 
address to a host. The IP 
address is randomly 
selected from a pool of 
addresses. The tempo- 
rary IP address is 
returned to the pool 
when the lease expires. 
Certain types of equip- 
ment, such as servers, 
must maintain the same 
address all of the time. 
They are assigned an IP 
address manually. When 
an IP address is manu- 
ally assigned, it is said to 
be a static IP address. 
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195.102.100.002 
195.102.100.003 
195.102.100.004 
195.102.100.005 
195.102.100.006 
195.102.100.007 
195.102.100.008 
195.102.100.009 
195.102.100.010 
195.102.100.011 


Station2 


195.102.100.003 Pool of IP addresses 


issued dynamically 
by the DHCP server 
DHCP Server 


Station3 
195.102.100.004 


Station5 
195.102.100.006 


Station4 
195.102.100.005 


Each workstation receives a temporary IP address from the DHCP server 


Fourth, the DHCP server acknowledges that Station3 has accepted the 
assigned IP address. This completes the four-step process. 

The temporary assignment of the IP address to Station3 requires four 
broadcast packets. This is not a lot of network traffic compared to several 
hundred or even thousands of computers logging on to the network at the 
beginning of the workday. Each computer generates four broadcasts to acquire an 
IP address from a DHCP server. In addition, each computer generates traffic 
when downloading e-mail. The traffic on a network in this scenario is heavy, and 
the number of collisions can greatly increase. 

During the IP address negotiation between the DHCP server and Station3, other 
information is transmitted, such as the lease period for the assigned IP address, the 
subnet mask, and the location of the default gateway. The IP address assignment 
can be easily confirmed by using winipctg or ipconfig. 

It is important to note that when you are setting up a network using a DHCP 
server, you must assign static IP addresses to all servers and printers and any 
other equipment required to have a static IP address. When the DHCP server 
assigns an IP address to a host, it does not necessarily assign the same IP address 
to the same piece of equipment each time. The IP address is randomly assigned. 
For computers to be able to consistently find devices such as servers and printers, 
the devices must have static IP addresses assigned to them. 


DHCP Lease 


The DHCP server sets a lease period for IP address assignments. The default 
lease period is 72 hours, but the network administrator can modify the lease period. 
The length of the lease period depends on factors such as the type of network, 
number of users, typical user profiles, and available number of IP addresses 
assigned to the network. A large corporate network would need a longer lease 
period. It is up to the professional judgment of the network administrator to 
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determine the lease period. If the network belongs to an ISP, the ISP 
administrator would issue a shorter lease period. 

If the lease period spans 30 days, for example, the client would not need to 
request an IP address from the DHCP server the next time they log on as long 
they log on during the 30-day time period. If the lease period expires, the 
computer must request a new temporary IP address from the DHCP server. 

However, when a lease has expired, it is important that a user properly log 
off or shut down their computer when ending a session. The IP address is only 
released when a user logs off or properly shuts down the computer. If a person 
simply shuts down the computer using the power switch, the computer cannot 
properly release the IP address. The IP address will still be in use and will not be 
available to other clients. 


Automatic Private IP Addressing (APIPA) 


A special set of IP addresses have been set aside by IANA to use when a DHCP 
server cannot be reached. The range is 169.254.0.0 through 169.254.255.255. If a network 
interface card fails to connect to a DHCP server and if the card has not been set up with 
a static IP address, the workstation automatically generates an IP address in the range 
from 169.254.0.1 to 169.254.255.255. It uses this IP address to communicate with other 
workstations on the same segment. Once the DHCP server comes back on line and 
can resume issuing IP addresses from its pool of IP addresses, the workstation 
releases the 169.254.xxx.xxx IP address and takes one from the DHCP server. 

This type of addressing is called Automatic Private IP Addressing (APIPA) 
and is compatible with all Microsoft products starting with Windows 98. This 
process was not necessary in prior versions of Windows because the NetBEUI 
protocol was automatically configured when a network interface card was 
installed. If the TCP/IP protocol failed because the DHCP server did not issue an 
IP address to the workstation, the workstation used the NetBEUI protocol. The 
NetBEUI protocol uses the MAC address to communicate with workstations on 
the local segment. On Windows 98 and later workstations, NetBEUI is not 
installed by default. When the DHCP server fails, there is no way for the 
computers to communicate on the local segment. 

APIPA is configured in the Internet Protocol (TCP/IP) Properties dialog box, 
Figure 11-17. At the top of the dialog box is the Automatic private IP address option. 
Notice that the other option, User configured, allows the workstation to be installed 
on more than one network by assigning an alternate set of IP settings and preferred 
DNS and WINS server settings. The User configured option is an excellent feature 
for laptop computers that may be moved to more than one location. 


Bootstrap Protocol (BOOTP) 


The Bootstrap Protocol (BOOTP) was developed in the mid-1980s. It uses a 
centralized database of the MAC addresses and IP assignments of all devices on 
the network. The network administrator is required to enter every MAC address 
and IP address into the database. When a computer or other network device is 
booted, it automatically queries the BOOTP server and requests an IP assignment. 
The BOOTP process is similar to the DHCP IP assignment process. 

BOOTP is ideal for workstations that do not have a hard disk drive. A 
workstation that does not have hard disk drives installed is referred to as a 
diskless station. The term diskless station is also used to refer to workstations that 
do not contain floppy disk drives. 
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automatic private 
IP addressing 
(APIPA) . 

a feature that assigns 
an IP address from a 
special set of IP 
addresses that have 
been set aside by 
IANA when a DHCP 
server cannot be 
reached. 


Bootstrap Protocol 
(BOOTP) 

a service that uses a 
centralized database 
of the MAC addresses 
and IP assignments 
of all devices on the 
network and assigns 
the appropriate IP 
address to a host 
when it boots. 


diskless station 

a workstation that 
does not have hard 
disk drives. It can 
also mean a work- 
station that does not 
have a floppy disk 


drive. 


416 


Figure 11-17. 
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IP address 
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Default gateway 


TCP/IP Ports and Sockets 


A port number is associated with the TCP/IP protocol and is used to create a 
virtual connection between two computers running TCP/IP. A computer, 
especially a server, runs many services at the same time. For example, a server 
could coordinate many e-mail requests, directory lookups, file transfers, Internet 
search requests, and Web page requests. If it were not for port numbers, 
communications would be confused and errors would occur. 

Port numbers are assigned to network services. When the port number is 
combined with an IP address, it is referred to as a socket. The following is an 
example of a socket: 192.168.20.45:80. Notice that the IP ca 192.168.20.45 is 
connected with a colon ( : ) to port 80. 

To understand how port numbers work, think of an old-time telephone 
switchboard that you see in the old movies. A human operator plugs a connection 
cord into specific, physical sockets to complete a connection between two 
telephones. The connection is maintained for the duration of the call. The 
switchboard has many simultaneous conversations going on at the same time. 
Like the old-time telephone switchboard, socket technology allows multiple, 
simultaneous services to run between a server and a workstation. 

Look at Figure 11-18. You can see how the server uses port numbers 
combined with an IP address to sort the various communications taking place. 
Note that two sockets are created between the workstation and the server for file 
transfer and another socket is created for Web page browsing. Port number 
assignments are not limited to client/server communications. They are used to 
communicate between any two devices on a network. 

Figure 11-19 lists some typical port number assignments. Looking at the 
chart you can see some familiar port assignments such as port 80, which is 
associated with a Web server; port 20, which is assigned to data transfers using 
FTP; and port 21, which is used for FTP control commands. For a complete list of 
assigned ports, visit www.iana.org/assignments/port-numbers. 

The port number is derived from a sixteen-bit binary field, which means 
there are over 65,000 different possible port numbers available for use. Ports 0 
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FTP port 20 Figure 11-18. 
Communications can 


FTP port 21 |e 
P — be sorted by the cre- 
AR ation of a virtual circuit 
Server between a server and a 
workstation or between 
: FTP port 20 a workstation and a 


FTP port 21 192.168.0.102:20 workstation. The vir- 
192.168.0.102:21 tual circuit is a combi- 
nation of an IP address 
HTTP port 80 A socket is formed by combining and a port number. 
an IP address and an assigned This combination is 
IP address 192.168.0.102 port number called a socket. The 


socket creates and 
maintains a logical 


HTTP port 80 | communication 
channel between two 


. ; points on a network. 


through 1023 are assigned by IANA and are called well-known port numbers 
because they have typical assignments. The port numbers higher than 1023 are 
referred to as upper-level port numbers. They do not have typical assignments. 
Private companies commonly use the numbers from 1023 through 49151 to 
support their software utilities. The remaining numbers, 49152 through 65535, 
can be used by anyone. 


Network+ Note: 


Tobe prepared for the Network+ Certification exam, memorize the common 


port numbers associated with TCP/IP and their function. The- most 
common port numbers encountered on exam are 20, 21, 23, 80, and 110. 


TCP/IP Troubleshooting Utilities 


There can be many types of problems associated with TCP/IP technology. 
Fortunately, there are a number of useful utilities that can identify the problem. 
These utilities are netstat, nbtstat, ping, tracert, arp, and nslookup. This section 
only introduces these tools. Further experience can be gained by using these tools 
in the lab and in the field. 


Netstat 


The netstat command displays current TCP/IP and port statistics. It can be 
used to determine network problems such as excessive broadcasts on the 
network. It also allows the user to monitor network connections. 

Figure 11-20 shows the results of the netstat -a command issued at the 
command prompt. Notice that the netstat -a command has returned a list of 
services, port addresses, and type of packet sent (TCP or UDP). The -a switch is 
just one of the many switches available to use with the netstat command. 
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A AN aa 
Figure 11-19, 
Typical port 

assignments. 


Port# Service Description 


143 Internet Message Access Protocol version 4 __ 


Nbtstat 


The nbtstat command is used to display NetBIOS over TCP statistics. In 
Figure 11-21, you can see a list of NetBIOS names of equipment connected to the 
local area network and workgroup names. 

Remember, NetBIOS does not use IP addresses to identify computers on a 
network. Windows-based networks use a protocol called Server Message Block 
(SMB) and NetBIOS names to identify computers on a network. For TCP/IP to 
resolve NetBIOS names, the WINS utility must be running or the Imhosts file 
must be manually configured. 


SMB has been upgraded, or replaced, by the Common Internet File System (CIFS) 
protocol. SMB and CIFS are the Microsoft network protocols that allow print and file sharing 
on a Microsoft network. 


The nbtstat command can be issued from the command prompt with various 
switches that affect the outcome of the command. Remember, switches for com- 
mands issued from the command prompt can be revealed by using the /? or /help 
switch after typing the command at the command prompt. Be sure to leave a 
space between the switch and the end of the command. 
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The netstat -a com- 
mand displays a list of 
services, port addresses, 
and type of packet sent 
(TCP or UDP). 


Ping 

The ping command is used to send a packet from one host to another on a 
network and then echo a return reply. It is commonly used to quickly check the 
connection state of network media between two hosts on a network. The ping 
command can be used on LANs and WANs. To run the ping utility, you simply 
access the command prompt and then issue the ping command followed by the 
IP address or the host name with which you wish to test communications. 

In Figure 11-22, you see two ways to issue the ping command. In the top 
portion of the screen, the command is issued using the destination host name 
multiboot. When a host name is used, the reply displays the destination IP address. 
In this example, it is 192.168.0.3. In the middle portion of the screen, the ping 
command has been issued using the destination IP address. The same results as 
in the previous command are displayed. Note that each reply from the 
destination indicates the number or bytes, lapse time in microseconds, and the 
time to live (TTL) of the packet sent. 

The ping command uses the Internet Control Message Protocol (ICMP) to 
carry troubleshooting data across the network. The Internet Control Message 


Sa 


The nbstat -n command 
displays NetBIOS over 
TCP statistics including 
computer and work- 
group names. 
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Figure 11-22. 

The ping command 
sends a packet from 
one host to another on 
a network and then 
echoes a return reply. 


> Command Prompt 


Protocol (ICMP) is a part of the TCP/IP suite of protocols and provides the ability 
to remotely troubleshoot and monitor devices on network systems. 


Tracert or Traceroute 


You can think of the trace route utility, tracert or traceroute, as an advanced 
ping utility. Unix/Linux systems use the traceroute command, while Microsoft 
systems use the tracert command. In this section, examples of the trace route 
utility use the tracert command. 

The trace route utility sends a packet to a destination host, gathers statistics 
and information along the way, and displays the information on the monitor of 
the originator. The final destination point echoes information such as who owns 
the site’s domain name, the IP address, and geographic location. Also displayed is 
each connection point along the route of the trace with information about its 
location. Most of the connection points displayed are routers. 

The trace route utility also displays the approximate hop lapse times between 
points along the route. The amount of time delay can help analyze network 
failure or problems caused by excessive time delays. 


There are much more advanced utilities that can be used to trace a route to a destination 
host. One such program is NeoTrace developed by NeoWorx Inc. Their Web site is located 
at www.neoworx.com. 


Address Resolution 
Protocol (ARP) 

a service that maps a 
MAC address to an 
IP address. 


Figure 11-23 shows the information revealed when a tracert command has 
been issued from the local host to the www.novell.com Web site. A series of hops, 
or router connections, are revealed along with the amount of time between each 
hop. Trace route is a good utility for troubleshooting a path to a distant destination. 


ARP 


Address Resolution Protocol (ARP) is used to map the host MAC address 
to the logical host IP address. For a computer to be able to run ARP, ARP must 
know the computer's IP address. ARP is a protocol in the TCP/IP suite of 
protocols. Since it is dependent on TCP/IP, it needs to have an IP address 
assigned before it can reveal any information. ARP also caches information about 
contacts on the network. 
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Reverse Address Resolution Protocol (RARP) is used to find the MAC 
address of the host when the IP address is known. It serves the opposite function 
of ARP. RARP was originally developed to support the BOOTP protocol. 
Remember that BOOTP is used to obtain an IP address automatically from the 
BOOTP server. 

In Figure 11-24, the arp -a command lists IP addresses resolved to MAC 
addresses. The information displayed comes from the ARP cache on the 
192.168.0.3 host. The ARP cache contains the IP and MAC addresses the 
192.168.0.3 host has communicated with in the last two minutes. The information 
presented is displayed in a database format. The arp command can be used to 
verify IP address and MAC address assignments. 


Nslookup 


The nslookup command is a UNIX/Linux utility used to query domain 
servers when seeking information about domain names and IP addresses. The 
nslookup command maps, or resolves, domain names to IP addresses. This is a 
convenient tool when looking for information about a particular domain or IP 
addresses. Nslookup is very similar to the whois command found at many Web 
server providers. 


The IPv6 Standard 


The newest Internet addressing scheme is called IPv6. It is also referred to as 
a classless IP addressing scheme because there is no need for a subnet mask 
based on network class. This scheme was developed because the number of 
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Figure 11-23. 
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Command Prompt 


Figure 11-24. 

The arp -a command 
reveals information 
found in the ARP 
cache. The ARP cache 
stores the IP and MAC 
addresses the host has 
communicated with in 
the last two minutes. 
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IP addresses were being rapidly used by computers, telephones, pagers, fax 
machines, printers, televisions, and more. The pool of available numbers is 
rapidly dwindling and a need for a new address system that will not run out of 
numbers in the near future is evolving. To solve the problem, the IPv6 standard 
was created, which increased the pool of IP addresses available. 

Modern computer equipment and software readily accepts IPv6 addresses and 
uses them to communicate across a network. The IPv6 standard presents an address 
of 128 bits. The 128 bits are divided into 8 units of 16 bits. These units can be 
represented as a 4-digit hexadecimal number separated by colons. See Figure 11-25. 
The IPv6 address is assigned to network interface cards and equipment in a 
similar fashion as the IPv4 standard. 

It is interesting to note that with the development of the NAT protocol, the 
numbers of IP addresses are lasting longer than expected. By using the NAT 
protocol to translate private IP addresses on a home or office network, thousands, 
if not millions, of IP addresses are saved. 


Loopback Address 


loopback address The loopback address is the reserved IP address of the network interface 

the reserved IP address card. It is used to test if an IP address is configured for the network interface card 

of the network inter- and if the network interface card is functioning normally. The loopback address 

face card. for IPv4 is 127.0.0.1. The loopback address for IPv6 is 0:0:0:0:0:0:0:1 or ::1. Note 
that the double colon eliminates fields containing only zeros. 


IPv6 MAC Address 


The original IEEE 802 MAC address consists of a 24-bit manufacturer's ID 
and a 24-bit unique ID associated with each network interface card. The IPv6 
standard uses a 24-bit manufacturer's ID and a 40-bit unique ID to identify each 
network interface card. See Figure 11-26. 

IPv6 has been slowly introduced into networking systems and will probably 
not be fully implemented until the current set of IPv4 addresses are depleted. 
Traditional IPv4 utilities will not operate on IPv6 hosts. The IPv4 utilities were 
designed for 32-bit IP addresses and cannot resolve 128-bit IP addresses 
associated with IPv6. The ping command associated with IPv4 is not valid with 
IPv6. You must use the ping6 command. For example, type ping6 ::1 at the 
command prompt to verify the localhost connection. 


Figure 11-25. E 
128 b 

The IPv6 addressing is 

scheme. 001100110101001100001111010100111111110001010001110011001010111001000111 


00101010101011110001010001000100100001100011010100101010 


8 units of 16 bits 
0011001101010011 `0000111101010011 1111110001010001 1100110010101110 
0100011100101010 1010111100010100 0100010010000110 0011010100101010 


8 units of hexadecimal numbers 


3353 : F53 : FC51 : CCAE : 472A : AF14 : 4486 : 352A 
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IPv4 MAC address Figure 11-26. 
IPv4 and IPv6 MAC 
address comparison. 


24 bits -"—— 24 bits 
Manufacturer’s ID Unique address 


IPv6 MAC address 


<—a bits — 0 bits — 


Manufacturer’s ID Unique address 


Summary 


An IP address is used to identify a host on a TCP/IP network. 

There are two types of IP addressing schemes: IPv4 and IPv6. 

IPv4 uses four octets separated by periods to uniquely identify each host. 
The decimal number located in the first octet of an IP number can identify its 
class. For example, a Class A network is identified by the 0-127 range, a Class B 
network by the 128-191 range, and a Class C network by the 192-223 range. 
The IPv4 assignment uses a subnet mask that identifies which portion of the 
IP address is the network address and which portion is the host address. 
The three reserved, or private, IP addresses are: 10.0.0.0, 172.16.0.0, and 
192.168.0.0. 

The Network Address Translation (NAT) protocol provides the technology to 
allow multiple workstations to share one common Internet connection. 

A Fully Qualified Domain Name (FODN) consists of a host name and a 
domain name. 

The Domain Name System (DNS) matches host and domain names to IP addresses. 
Once a domain name is matched to an IP address, a subdomain DNS server 
places the domain name and correlating IP address information in its cache 
for future reference. 

DNS is a hierarchical system composed of top-level domains, second-level 
domains, and subdomains. 

Servers are typically assigned a static IP address. 

A hosts file is a text file that contains a listing of computer names and 
corresponding IP addresses. 

A hosts file is used to resolve computer names to IP addresses when a DNS 
server is unavailable. 

WINS matches IP addresses to NetBIOS names. 

WINS dynamically updates a database of NetBIOS names and IP addresses. 
WINS works solely inside a LAN. 

The Dynamic Host Configuration Protocol (DHCP) is used to dynamically, or 
automatically, assign IP addresses to workstations. 

Automatic Private IP Addressing (APIPA) is a technique that temporarily 
issues an IP address in the range of 169.254.0.1 to 169.254.255.255 in case of a 
DHCP server failure. 


424 


Networking Fundamentals 


IPv6 uses eight sets of 16-bit hexadecimal numbers to uniquely identify 
each host. 


IPv6 does not require a subnet mask. 

IPv6 is downward compatible with IPv4. 

The loopback address for an IPv4 address is 127.0.0.1. 
The loopback address for an IPv6 address is ::1. 


Review Questions 


Answer the following questions on a separate sheet of paper. Please do not 


write in this book. 


le 


ID OFF FP W N 


16. 


lA 


18. 


What is the default protocol for communication across the Internet? 


. How many bytes are in an IPv4 address? 


. How many bits are in an IPv4 address? 


How many octets are in an IPv4 address? 


. What is the maximum and minimum range of numbers in an octet? 
. List the IP addresses commonly assigned as private networks. 


. The protocol allows an unregistered private network address to 


communicate with a legally registered IP address. 


. Briefly explain how the NAT protocol works. 


. A technician using Windows 2000 wishes to inspect the subnet mask used 


for a workstation at which they are sitting. How might they find the subnet 
mask information? 


. What two parts make up an FODN? 

. What two methods are used to assign an IP address to a host? 
. Compare and contrast DNS and WINS. 

. What is contained in a typical Imhosts file? 

. What is contained in a typical hosts file? 


. Identify each of the following protocols as either connectionless or 


connection-oriented. 

A. TCP 

B. IP 

C. UDP 

Briefly describe how TCP, UDP, and IP relate to the OSI model. 


On what does the TCP frame rely to identify source and destination 
IP addresses? 


On what does the UDP frame rely to identify source and destination 
sIP addresses? 
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19. On what does the IP frame rely to identify the source and destination MAC 
addresses? 
20. What is the function of DHCP? 
21. Briefly describe how DHCP works. 


22. What type of addressing automatically generates an IP address in the range 
of 169.254.0.1 to 169.254.255.255 if a network interface card fails to connect to a 
DHCP server? 


23. What port is indicated by the following address: 192.168.23.45:80? 


24. What utility is most likely used to quickly verify a connection between two 
network points? 


25. What TCP/IP utility can reveal the number of hops between the source and 
destination host? 


26. What TCP/IP utility displays current network protocol statistics, such as the 
number of packets sent? 


27. What TCP/IP utility displays a current listing of NetBIOS names and their 
associated IP addresses? 


28. How many bits are in an IPv6 address? 


Sample Network+ Exam Questions 


Answer the following questions on a separate sheet of paper. Please do not 2% Network+ 
write in this book. Í 


1. Which network operating system(s) use TCP/IP as a default protocol? (Select 
all that apply.) 


A. Windows 2000 
B. Linux 
C. NetWare 4.0 
D. UNIX 
2. Which technology supports the automatic assignment of IP addresses to 
network hosts? 
A. WINS 
B. DHCP 
C. ARP 
D. DNS 
3. Which command reveals the assigned IP address and MAC address on a 
Windows XP computer? 
A. macip 
B. winmac 
C. ipconfig 
D. winipcfg 
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~~. 4. Which IP address is commonly assigned to private networks? 
A. 123.244.12.0 

B. 192.168.0.0 

C1255255255:299 

DAA AY 


5. Identify the subnet mask of a Class B network. 
A. 255.0.0.0 
B25525500 
5010, 290.200 
P5255250 


6. What is the loopback address for an IPv4 protocol? 
A. 127.0.0.1 
B. 255255255255 
C. 000.000.000.000 
D. 255.000.000.000 


7. What function does a WINS server perform? 
A. Automatically assigns a Mac address to a network adapter. 
B. Resolves IP addresses to MAC addresses. 
C. Resolves NetBIOS names to IP addresses. - 
D. Resolves domain names to IP addresses. 


-8. Whichis an example of a Fully Qualified Domain Name? 
A. 3F 2B 12 CC D2 1F 
B. //workstation1/server 
C. //serverl/client23 
D. workstationl.auditing.abc.com 
9. A technician types ipconfig at the command prompt of a Windows XP 


workstation and sees the assigned IP address for the workstation is 
169.254.1.12. What can the technician surmise from the assigned address? 


A. The workstation is using a static IP address. 
B. The DHCP server is down. 

C. The WINS server is not on line. 

D. The network is functioning normally. 


10. What type of information is stored in the ARP cache? 
A. IP and MAC addresses. 
B. IP addresses only. 
C. IP addresses and domain names of workstations. 
D. MAC addresses only. 


Chaptet 11 TCP/IP Fundamentals 


Interesting Web Sites for More Information 


www.iana.org/assignments/port-numbers 
www.icann.org 


www.internic.org 
www.neoworx.com 


Suggested Laboratory Activities 


i 


Locate the sample Imhosts file called Imhosts.sam on a Windows computer by 
using the Search option located on the Start menu. Once you've located the 
Imhosts.sam file, open it in Notepad. A sample file should be displayed with 
information about how to create and modify the file. 


. Run ipconfig or winipefg from the command prompt to reveal information 


about a computer such as its IP address assignment and MAC address. Run 
the utility when the computer is not connected to the Internet and then again 
after connected to the Internet to reveal changes in the IP address 
information. Remember, run winipctg for Windows-based operating systems 
and use ipconfig for NT-based operating systems. 


. Run netstat from the command prompt and use the /? option to reveal 


information about the command. Experiment with the command options 
while the computer is connected as part of a peer-to-peer network and when 
connected to the Internet. 


. Run nbtstat from the DOS prompt and use the /? option to reveal 


information about the command. Experiment with the command options 
while the computer is connected as part of a peer-to-peer network and when 
connected to the Internet. 


5. Set up a DHCP server and then configure a workstation to connect to it. 


6. Create identical hosts files on several computers to resolve PC names to 


IP addresses without a DNS server. 


. Use a protocol analyzer to capture some typical TCP/IP frames on a network. 


Identify the parts of the frame, such as the IP address of the source and 
destination, MAC address of the source and destination, and contents of the 
data section. 


. Using Windows XP Professional, install the IPv6 protocol. Use Windows’ 


Help and Support for assistance. 
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3 tnternic ] Whois - Microsoft Internet Explorer 


| File Edt View Favorites Tools Help 


[Ome - O 12) DL semen e rones | 


Address |} http:/{www.internic.orgjwhois.html 


InterNIC 


Registrars 


HACETTEPE 


Whois Search 


Whois (aero, .arpa, .biz, .com, .coop, .edu, .info, .int, museum, .net, 
and .org): 


® Domain (ex. intemic.net) 
© Registrar (ex. ABC Registrar, Inc.) 
© Nameserver (ex. NS.EXAMPLE.COM or 192.16.0.192) 


Uwhols com For Whois information about country-code (two-letter) top- 
i level domains, try Uwhois.com. 


The InterNIC Web site (www.internic.org) hosts a Whois search engine. The Whois search 
engine provides information about registered domains, registrars, and nameservers. 
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Co nfiguring pæ | DH JOD Server 
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After completing this laboratory activity, you will be able to: 
mM Explain how IP addresses are assigned from an address pool. 


MW Describe the purpose of reserved addresses. 
MW Describe the purpose of a lease period. 

E Configure a DHCP scope on a DHCP server. 
Introduction 


In this laboratory activity, you will configure a Windows 2003 DHCP server. 
A DHCP server is responsible for automatically issuing IP addresses to DHCP 
clients. The DHCP server draws IP addresses from a pool of addresses indicated 
in the scope. The scope is an administrative grouping of DHCP clients. A 
Windows XP workstation is configured by default to receive an IP address, called 
a dynamic address, from a DHCP server. A workstation that is configured to 
receive a dynamic address is called a DHCP client. 

An IP address dynamically assigned to a DHCP client has a maximum lease 
period. The default lease period for Windows Server 2003 is eight days. After 
the lease period expires, the IP address is released and is made available to the 
IP address pool. Before the lease expires, the client will attempt to contact the 
DHCP server and renew the lease. The lease period prevents a DHCP client from | 
using an IP address from the pool when it is no longer needed. Some networks | 
set the lease period quite short, such as an hour or less. This is especially true 
when there are an insufficient number of IP addresses for the number of DHCP 
clients on the network. 

Not all network devices receive dynamic addresses. Certain devices, such as 
servers and printers, must use static addresses so that clients who require their 
services can locate them. When included in a DHCP scope, these types of static 
addresses are considered reserved addresses. Reserved addresses are matched to 
the MAC address of the network device requiring a constant IP address. 


Equipment and Materials 


MW Windows XP workstation. 
M Windows 2000 or 2003 server. 


Your instructor will provide the following information. You will need this 
information to complete the lab. Record this information on a separate sheet 
of paper. 
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Scope name: 


DHCP address pool: to 


Reserved address block: o 7 7y Obo 


MAC addresses of reserved address devices: 


Lease duration: 


days 
hours 
minutes 
Procedures 
1. _____ Report to your assigned workstation. 
2. ___ Boot the workstation and verify it is in working order. 


At the server, open the DHCP utility (Start | All Programs | Administrative 
Tools | DHCP). You should see a screen similar to the following. 


| Scope [192.168.0,0] Scope! 
[contents of scope 


El f win2003server.win2k3.local (192, 168,0,100} 
e i Scope [192.168.0.0] Scopel 
: + (E) Address Pool 
| (9 Address Leases 
| 6 Qu Reservations 
- QB Scope Options 
Gj Server Options 


4. Right-click the Scope folder and then select Properties from the short- 
; cut menu. A dialog box similar to the following should appear. This 

: dialog box lists the scope name, starting and the ending IP addresses, 
and the lease duration for the DHCP clients. 
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General | DNS | Advanced] 


Ca son 


Scope name: Scope 

Stat IP address: [782-168-010 

ErdiP addons: [752 165. 0. 
|}: Subnetmask: J 255. 255. 285. A- >. Length -24 


Lease duration for DHCP clients —— 
© Limited to: 
Days: Hours: Minutes. 


p< jo 4 


{ Unlimited 


Set up the DHCP server according to the information provided by | 
your instructor. After the DHCP scope is configured with the given 
information, call your instructor to check your work. , 


After your instructor has checked your work, you will need to inspect the 
workstation that will serve as a DHCP client. See if it is configured for a 
static or a dynamic IP address. To check this setting, open the Properties 
dialog box for the network adapter by accessing Start | Control Panel! | 
Network Connections. Right-click Local Area Connection and select 
Properties from the shortcut menu. The Local Area Connection Properties 
dialog box will display. Select the Internet Protocol (TCP/IP) and then click | 
Properties. The Internet Protocol (TCP/IP) Properties dialog box will 
display. Make sure the Obtain an IP address automatically option is 
selected. Also make sure the network adapter is configured to 
automatically look for a DNS server. This is the default condition ofa | 
newly installed network adapter in a Windows XP client. 
$ 


Internet Protocol (TCP/IP) Properties 
[General | Alternate Configuration i 
You can get IP settings assigned automatically if your network 


supports 
this capability. Otherwise, you need to ask your network administrator for 
the appropriate IP settings. 


© Obtain an IP address automatically 
O Use the following IP address: -—— =a 


IP address 


© Obtain DNS server address automatically 
© Use the following DNS server addresses: 


Preferred DNS server 


bltemate DNS server 
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da 


y. Reboot the workstation. 


8. After the workstation reboots, open the command prompt and enter 
the ipconfig command. Note the IP address assigned to the 
workstation. The IP address should be the first address available 
from the DHCP address pool. All leased IP addresses are issued in 
sequential order starting from the first available address in the pool. 


9 Go to the server and open the Address Leases folder in the Scope 
directory to view all IP address assignments. Your display should 
look similar to the following. 


e» Amage 


DHCP l [Adessleses 
E: f win2003server.win2k.local [192 [ Ghent ip address | Name [tease Expiration 
EÈ Scope [192.168.0.0] Scope! [13902 168.0.10 client1.Win2k3.local 1/31/2005 3:13:34 PM 


(E) Address Poo! _ 192.168,0,11 Multiboot98 1/31/2005 8:09:58 PM 


‘(JA Reservations 


($) Scope Options 
(53 Server Options 


In the example, you can see two IP addresses leased to two different 
DHCP clients. If the workstation you are using as a DHCP client is 
not listed, call your instructor. 


10. Practice configuring a DHCP scope by creating a different pool of 
IP addresses. Review this laboratory activity until you feel 
comfortable configuring the DHCP scope. 


11. Answer the review questions. 


12 Leave the workstation and server DHCP scope in the condition 
specified by your instructor. 


Review Questions 


Answer the following questions on a separate sheet of paper. Please do not 
write in this book. 


1. What does the acronym DHCP represent? 


2. What is the default IP configuration (static or dynamic) of an installed 
network adapter in a Windows XP workstation? 


3. What is the purpose of a reserved address? 
4. What is a lease period? 


5. In what order does a DHCP server assign IP addresses? 


| Subnetting 


After studying this chapter, you will be able to: 

Count using the binary number system. 

Calculate a specific subnet mask needed for a set of conditions. 
Identify subnet network characteristics by inspecting the subnet mask. 
Explain the purpose, advantages, and disadvantages of subnetting. 
Explain the characteristics and purpose of a Virtual LAN (VLAN). 
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| Network+ Exam—Key Points 


The Network+ Certification exam requires only a basic understanding 
of TCP/IP addressing and its relationship to the subnet mask. You should 
know how to access TCP/IP properties for all major operating systems. You 


should also know how to identify a network class by looking at the first 
- octet of an IPv4 IP address. The numeric value range of the first octet is 

how the network is classified. This can be a very difficult question to 

answer correctly on an exam unless you memorize the decimal values 
-- associated with each network class.. “> 
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Key Words and Terms 


The following words and terms will become important pieces of your 
networking vocabulary. Be sure you can define them. 


dotted decimal notation subnetting 
Fixed Length Subnet Mask (FLSM) Variable Length Subnet Mask (VLSM) 
routing table Virtual LAN (VLAN) 


This chapter covers the most difficult concept to master concerning 
networking fundamentals: subnetting. Subnetting means taking a single IP 
address issued from a registrar or an ISP and creating two or more subnetworks 
from it. For example, if a small business is issued only one IP address, they can 
increase security or subdivide the network by creating two different networks 
from the issued IP address. They can do this by using the subnet mask technique 
explained in this chapter. 

To learn how to subnet, pay close attention to the information presented in 
this chapter, and practice the calculations. Before going any further in this unit, 
you must master binary to decimal conversion and decimal to binary conversion. 
The term mastery means a complete understanding and ability to use and apply a 
concept, not simply becoming familiar with it. A simple familiarity is not 
sufficient. Without fully understanding binary counting and conversion to 
decimal, the following information is difficult to understand and impossible to 
apply in the field. 

For this unit, you may be able to use a calculator for making binary to 
decimal conversions. One such calculator is available in Microsoft Windows 98 or 
Windows XP under Accessories. However, some certification exams require 
subnet masks to be calculated manually. If you plan to take one of the other 
various certification exams, please check if subnet mask calculations by hand are 
required. If they are, make sure you get plenty of practice making binary to 
decimal conversions without a calculator or reference table. 


The Binary Number System 


The binary number system is a perfect match for digital electronic systems, 
such as computer systems. Digital electronics consists of circuits that have only 
two electrical states: on and off. The binary number system consists entirely of 
ones (1s) and zeros (0s). The ones typically represent electrical energy, and the 
zero represents the absence of electrical energy. 

Digital circuit patterns can be represented by binary bit patterns. The major 
problem with the binary number system is reading and interpreting the numeric 
values of the binary bit patterns. We are used to the decimal number system and 
our minds are trained to interpret and do calculations based on decimal 
numbers. In addition, decimal numbers require much less space than binary 
numbers when written out. 

The fact that large numeric expressions written in binary can be quite 
lengthy adds to the difficulty of using the binary number system and quickly 
interpreting their numeric value. For this unit, you will need to be able to convert 
binary numbers to their decimal equivalents. You may use the tables provided as 
you progress through this chapter, but you should be able to convert an eight 
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digit binary number to its decimal equivalent without a table to fully understand 
the technology. Think of the exercises in this chapter as learning an entirely new 
numbering system, such as Roman numerals. 

Following this paragraph is a simple table that can help you convert binary 
numbers to their decimal equivalents. The table is limited to eight positions. This 
is equal to one byte, the most common unit you will encounter. It is also equal to 
one octet of an IPv4 IP address. 


To convert a binary bit pattern to a decimal value, simply insert the decimal 
value for each individual bit position represented by a one, and then add the 
decimal values together. Study the following example. 


Dotted Decimal Notation 


Typically, the IP address numeric values encountered in computer 
technology are displayed in decimal form, not binary. This form is referred to as 
dotted decimal notation. Look at Figure 12-1 to see an example of a Class B IP 
address and subnet mask expressed as both binary and dotted decimal notation. 

The figure shows a network IPv4 address of 130.50.125.25 with a subnet mask 
of 255.255.000.000. The subnet mask, like the IP address, is divided into two parts: 
the network address and the host address. In the example, the subnet mask 
network address is 130.50.0.0 and the host address is 0.0.125.25, or simply 125.25. 
All IPv4 addresses indicate a host address and a network address. 


Subnetting 


You should recall from Chapter 11—TCP/IP Fundamentals that a subnet 
mask serves to identify the class of network and to allow the network address to 
be divided into subnetworks. Dividing a network into subnetworks, or subnets, is 
called subnetting. Router technology also relies on subnetting for creating large 
sections of network communication paths. 


dotted decimal 
notation 

an IP address 
displayed in decimal 
form, not binary. 


subnetting 

dividing a network 
into subnetworks, or 
subnets. 


Class B 


Dotted decimal notation Binary notation 


IPv4 address: 130.50.125.25 10000010.00110010.01111101.00011001 


Subnet mask: 255.255.000.000 11111111.11111111.00000000.00000000 


Network Host Network Host 


Figure 12-1. 

A Class B IPv4 address 
and subnet mask in 
binary and decimal 
form. Notice that in the 
subnet mask, all ones 
indicate the network 
and all zeros indicate 
the host. 
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A subnet is a network created by borrowing bits from the host portion of an 
assigned network IP address. Look at Figure 12-2. In the example, a Class B 
network subnet mask has been extended into the first host octet. The first three 
bits borrowed from the host portion of the address are used to identify the 
subnets created from the original IP address. By extending the network portion of . 
the address by borrowing the first three bits from the host portion, six subnets 
may be formed. Take particular notice of the new dotted decimal notation of the 
subnet mask. It is now 255.255.248.000. The original subnet mask was 
255.255.000.000. 

The three bits borrowed from the host can create a total of eight binary 
patterns. Refer to Figure 12-2. Notice that only six of the eight possible binary 
patterns can be used to identify the subnets. The binary pattern containing all 
zeros and the binary pattern of all ones are reserved values. The fact that they are 
reserved means they cannot be used to identify a particular network. When 
messages are broadcast to all network nodes, a pattern of all ones is used in the 
destination address. This indicates that the message is intended for all network 
addresses. A bit pattern of all zeros is normally used for special functions such as 
a temporary address of a network card when it is set up for an automatic IP 
address assignment from a DHCP server. The all zero pattern indicates to the 
DHCP server that an IP address needs to be issued to the network card. 

So when you are looking at binary bit patterns for subnet masks, be sure to 
subtract all zeros and all ones from the total possible number of patterns. When a 
binary bit pattern is converted directly to a decimal equivalent, subtract one from 
the total. For example, an extended portion of a subnet mask consisting of three 


- binary ones equals 4 + 2 + 1 = 7. Subtract one from the total to derive the total 


number of subnets. See Figure 12-3. 

A subnet reduces broadcasts and provides additional security. Broadcasts on 
Ethernet networks are typically limited to their immediate network, which is 
identified by the network portion of an IPv4 address. When traffic becomes too 
heavy, creating subnets reduces the number of broadcasts. Users with similar 
duties can be placed into the subnet areas to reduce the number of broadcasts 
affecting the immediate network. Subnets also increase security because they do 
not normally appear when viewed by intruders from outside the network area. 


Figure 12-2. 
Look carefully at the 


extended subnet mask. 


Notice that the third 
octet is equal to 224, 
which generates a 
binary bit pattern 
matching the binary 
example on the right. 
The value, 224, indi- 
cates a subnet that can 
be used to create eight 
possible binary bit 
patterns. Only six of 
the binary bit patterns 
can be used because 
000 and 111 cannot be 
used. 


Class B 255.255.000.000 


subnet mask: 


Extended 255.255.224.000 11111111.11111111.11100000.00000000 
Class B | 
subnet mask: 
Network Host 
iii 
000 
001 
010 
Binary patterns of } 011 | Eight possible 
the newly created | 100 f binary patterns 
six subnets 101 
110 


111 
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Subnet Calculation a 
To calculate the total 
11100000 number of subnets, 
simply add the value of 
the three bits together 


and then subtract one 
from the total. 


Binary: 111 


Equivalent decimal value: 4 2 1 a> 4+2+1=7 


y 


7 — 1 = 6 subnets 


Class C Figure 12-4. 
, ; A Class C network uses 


ing of three octets of 


IPv4 address: 198.23.112.43 11000110.00010111.11100000.00101011 353 followed by one 


f 000. 
Subnet mask: 255.255.255.000 IA 14411.11111111200006000 Si ein 


Network Host Network Host 


Figure 12-5. 
In this example, three 


bits have been 
f } borrowed from the host 
faci © k. 
Extended 255.255.255.224 11111111.11111111.11111111.11100000 %27 755 ~ networ 


Class C 
subnet mask: 


Class C 25951255.255.000 


subnet mask: 


Network Host 


Now let’s look at a Class C IP address and subnet mask, Figure 12-4. (Class B 
and Class C are the most common networks to be used to create subnets.) When a 
Class C network is used to create subnets, bits are borrowed from the fourth 
octet, which is the host portion of the address. 

In addition to determining the number of subnetworks that can be created, 
the number of actual hosts on each subnetwork needs to be determined. This 
time, the host portion is used to determine the number of hosts for each subnet. 
Look at Figure 12-5. 

The number of zeros in the address determines the number of hosts. To 
calculate the number of hosts available for each subnet, simply convert the bit 
pattern to a decimal number and then add them together. Subtract one from the 
total to find the number of hosts per subnet, Figure 12-6. 
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Figure 12-6. 

To calculate the total 
number of hosts per 
subnetwork, convert 
the binary value to 
decimal and then sub- 


tract one from the total. 


Use this portion to 
figure the number 
of possible hosts 


11100000 


00000 

00001 

00010 

00011 

00100 
32 possible 
binary patterns 


11101 
11110 
11111 1 Oley 1 
16+8+44+2+1=31 
31-1=30 


a = 


Maximum number 
of hosts 


A point of normal confusion for students is the difference between total 
possible binary patterns and total decimal equivalent value. The total number of 
binary bit patterns always includes a bit pattern consisting of all zeros. When 
completing a conversion of binary to decimal, a pattern of all zeros is not 
considered. Just remember to subtract one from the total number of hosts when 
converting from binary to decimal. Also, you can use the tables in Figure 12-7, 
Figure 12-8, and Figure 12-9 to assist you. The first table, Figure 12-7, is designed 
for determining the dotted decimal value based on the subnet mask bit pattern. 
In the last column of the table are the decimal values that correspond to the 
binary bit patterns displayed in the table. This is valuable for determining the 
subnet mask in dotted decimal format. 

The second table, Figure 12-8, will help you determine the number of subnets 
and the number of hosts based on the subnet mask of a Class B network. The 
table has fourteen entries. This is because a Class B network has two host octets. 


Figure 12-7. 

Binary bit pattern to 
decimal conversion 
table. This table can be 


used to convert decimal 


values to subnet mask 
bit patterns. 
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— UL 
Figure 12-8. 

Common values used 
for Class B subnetting. 
Notice that a Class B 
subnet mask can span 
across two octets. 


Number of Bits Subnet Mask Number of Subnets Number of Hosts 


Note: Values for all binary patterns of all ones and all zeros in the network portion 
of the subnet mask have been eliminated from the table. 


When creating subnets, it is possible to borrow bits from both host octets to create 
the subnet mask. 

The third table, Figure 12-9, is used to determine the number of subnets and 
hosts corresponding to a Class C network. Notice that there are only six possi- 
bilities for a Class C subnet mask. Also, pay attention to the fact that a Class C 
and a Class B network have several matching subnet masks in dotted decimal 
form, but the quantity of subnets differ. 


A Closer Look at Subnets 


In Figure 12-10, a subnet mask of 255.255.255.192 has been applied to a 
Class C IP address of 202.130.46.125. When applied, two subnets containing 62 
hosts each are created. Note that the only two valid network addresses are 
202.130.046.64 and 202.130.046.128. The other two calculated network addresses 
202.130.046.000 and 202.130.046.192 cannot be used. The first address is based on 
a network binary bit pattern of all zeros and the other is based on a binary 
pattern of all ones. Remember that you cannot use those two binary bit patterns 
while subnetting. 


Figure 12-9. 

Number of Bit: Subnet Masi Number of Submreis Number af Hosts Common values used 
for Class C subnetting. 
Notice that the Class C 
subnet mask values 
match many of the 


irene | | 255.255.255.248 | 30 | 6 | Clase Beubre tel 
PT 258.255.255.252 values and host values. 


Note: Values for all binary patterns of all ones and all zeros in the network portion However, for the same 


ae twork subnet masks 
liminated from the table. ne Sa i 
of the subnet mask have been e ated from the table sae as 


generated do not match. 
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Figure 12-10. 
Subnetting four 
subnets. 


Variable Length 
Subnet Mask 
(VLSM) 

a subnet mask that is 
not expressed in 
standard eight-bit or 
one-byte values. A 
VLSM occurs when a 
subnet is further 
divided into smaller 
subnets, which are 
not equal to the origi- 
nal subnet in length 
or in the number of 
hosts. 


Fixed Length Subnet 
Mask (FLSM) 

a subnet mask that is 
expressed in stan- 
dard eight-bit or 
one-byte values. An 
FLSM has subnets 
that are equal in 
range and have an 
equal number of 
hosts. 


Original IP address: 202.130.46.125 
Original subnet mask: 255.255.255.000 


New subnet mask: 255.255.255.192 11111111.11111111,.1141111 111000000 


00 
Binary patterns 01 
of the valid subnets 1 10 
Valid subnets: 11 
202.130.46.64 11001010.10000010.101110.01000000 
202.130.46.128 11001010.10000010.101110.10000000 hes 
000010 
Subnet: Host range: Maximum | 000011 
202.130.46.64 0.0.0.65-0.0.0.126 number of | 000100 
hosts per 
202.130.46.128 0.0.0.129-0.0.0.190 ee: 
is 62 
111101 
111110 
111111 


Some software/hardware combination equipment is able to use a network 
address using all zeros and all ones that increases the total possible number of 
subnets and hosts. You will encounter both systems until one becomes the 
dominant system. For now, consider the subnet mask system that does not allow 
the use of consecutive ones or zeros in the network portion of the subnet mask as 
the legacy system. The system that does allow the use of ones and zeros is the 
preferred system because it allows the use of more possible combinations of IP 
addresses. RFC 1874 allows the use of all ones and all zeros in the extended 
portion of the subnet mask. 

A subnet mask that is not expressed in standard, eight bit or one-byte values 
is often referred to as a Variable Length Subnet Mask (VLSM). The term Variable 
Length Subnet Mask is derived from the fact that by subnetting, the total length of 
the binary one-bit pattern can vary in length rather than be held to the traditional 
series of eight-bit or one-byte patterns. Look at Figure 12-11. Notice how two 
additional subnets have been created out of two subnets. This makes a total of 
four subnets—two original subnets plus two smaller subnets created from the 
originals. The original subnets are referred to as fixed length because each subnet 
is of equal length. A Fixed Length Subnet Mask (FLSM), therefore, has subnets 
that are equal in length and have an equal number of hosts. With the additional 
subnets, however, there is more than one length of subnet mask. The term Variable 
Length Subnet Mask now applies because multiple subnets with more than one 
length of subnet mask have been created. The length refers to the binary ones 
used to identify the network and the host. 

Subnetting can cause confusion, which has led to IP addresses being 
presented in a different written manner at times. For example, you may see an IP 
address that contains a Variable Length Subnet Mask written as 
202.130.046.125/26. The /26 indicates that a mask with a total length of 26 bits is 
used for the mask. Do not confuse the slash ( / ) symbol with the colon (: ) 
symbol, which follows an IP address to identify a port number. 
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Figure 12-11. 


A Variable Length Subnet Mask (VLSM) is formed when a subnet is used to create an additional subnet, which is not equal to 
the original subnet in length or in the number of hosts. 


Network number: 192.168.0.0 
Subnet mask: 255.255.255.0 
Original subnets 192.168.0.1-192.168.0.126 


192.168.0.129-192.168.0.254 
Subnet mask: 255.255.255.128 or 11111111.11111111.11111111.10000000 


Additional subnets 192.168.0.129-192.168.0.190 


192.168.0.193-192.168.0.254 


Subnet mask: 255.255.255.192 or 11111111.11111111.11111111.11000000 


There are many software programs available that can automatically calculate the number 
of subnets, hosts, subnet mask, and all addresses for a given IP address. A free network 
subnet calculator is available from www.wildpackets.com. 


Unfortunately, you cannot use software or a calculator on any actual certification exams at 
the time of this writing. This procedure may change in the future. For now, you must learn 
to calculate these values manually to pass most certification exams that involve IP address- 
ing and the TCP/IP protocol. Many certification authorities feel that when students can 
successfully perform the necessary calculations, they prove they have mastered the basic 
concept of subnetting networks. 


Advantages of Subnetting 


As stated earlier, subnetting creates a more secure network by placing hosts 
on separate networks. Network users cannot readily access resources on a host of 
a different subnet unless the system administrator creates the necessary user 
profile to allow it. Subnetting creates two or more segments out of the original 
network. When the original network is divided into two or more segments, 
broadcast packets from one network are not forwarded to the other network. If 
broadcast packets are not forwarded, the amount of data traffic is reduced. When 
the amount of data traffic is reduced, fewer collisions occur. As the number of 
collisions is reduced, the network appears faster to users. Subnetting, therefore, 
also reduces the amount of collisions on a network segment by dividing the 
original segment into two or more segments. 


Disadvantages of Subnetting 


Subnetting by using calculated subnet mask assignments could be difficult to 
manage because of the inherent confusion of the IP address assignments. There is 
also confusion because some equipment is designed to use subnets based on all one 
and all zero bit patterns to increase the total number of possible subnets and hosts. 
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Virtual LAN (VLAN) 
a LAN that is created 
using software and 
hardware techniques 
to connect work- 
stations on separate 
network segments as 
though they were on 
the same segment. 


routing table 

a database of IP 
addresses and com- 
puter names used to 
direct packet flow to 
each side of a router. 
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Virtual LAN (VLAN) 


A Virtual LAN (VLAN) is a LAN that is created using software and 
hardware techniques to connect workstations on separate network segments as 
though they were on the same segment. The VLAN acts similar to a subnet. All 
computers on the VLAN communicate with each other seamlessly as though they 
are on the same segment. VLANs can be created from MAC address or IP 
addresses. When network switches (layer 2 devices) are used, the MAC address 
of the workstation is used to identify the VLAN. When routers are used, the IP 
address of the workstation is used to create the VLAN. Some manufacturers have 
produced a layer 3 switch. A layer 3 switch uses either a MAC address or an IP 
address to communicate across network segments. Layer 3 switches are designed 
for use on LAN and MAN topologies. The layer 3 switch is not used for WAN at 
the time of this writing. Routers are still the dominant devices used for WANs. 

Figure 12-12 shows how two LAN segments have been created by the use of a 
router. The router passes packets based on IP addresses, not MAC addresses. This is 
why inserting a router into a LAN can divide the LAN into two separate segments, 
thus reducing the number of collisions caused by broadcasts based on MAC 
addresses. The router also allows a VLAN to be created by using a routing table. A 
routing table is a database of IP addresses and computer names used to direct 
packet flow to each side of the router. By controlling the flow of packets between 
designated workstations on the two network segments, a VLAN is created. 


Summary 


E The subnet mask uses a series of ones to identify the network portion of an 
IP address and a series of zeros to identify the host portion. 


Æ To create a subnet, bits are borrowed from the host portion of an IP address 
to expand the network portion of the IP address. 

m An IP address with all zeros in the host portion cannot be assigned to any 
network device. 


E An IP address with all ones in the host portion cannot be assigned to any 
network device. 


Figure 12-12. 

A VLAN occurs when 
two or more network 
connections communi- 
cate as though they 
were on the same 
network segment. Typi- 
cally, a table of IP 
addresses identifies 
connections in the 
VLAN. Even if the 
devices are moved to a 
new location in the 
network system, the 
VLAN remains intact. 


Routing 
table 
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E A Fixed Length Subnet Mask (FLSM) has two or more equal-sized subnets. 


E A Variable Length Subnet Mask (VLSM) occurs when you create additional 
subnets from a subnet. 


E Subnetting provides security because subnetworks cannot be seen from 
outside the subnetwork. 


Subnetting reduces network traffic by isolating broadcasts to each subnet. 


E A Virtual LAN (VLAN) is a communication path created between 
workstations that are on separate segments of a LAN. 


Review Questions 


Answer the following questions on a separate sheet of paper. Please do not 
write in this book. 


1. Convert the following binary bit patterns to decimal number values. Do not 
use a calculator for this activity. You may use the following tables for support. 


2. A subnet mask can be divided into two descriptive sections. What are the 
two sections called? 


3. Why would a network administrator create subnets? 


4. What do the binary ones in a subnet mask indicate? 
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5. What do the binary zeros in a subnet mask indicate? 


6. Using the information provided, identify which part of the IP address 
190.134.124.112 with a subnet mask of 255.255.255.0 is the network address 
and which part is the host address? 


7. How many bits are borrowed from a Class B host address to create 30 new 
subnets? 


8. How many bits are borrowed from a Class C host address to create 6 new 
subnets? 


9. How many subnets can be formed using a subnet mask of 255.255.255.224 for 
a Class C network and using hardware that allows the use of all zeros and all 
ones in the network portion of the subnet mask? 


10. How many hosts are created from the following Class C subnet mask: 
255.255.255.240? 


11. A network administrator decides to partition an existing Class C network 
into six equal parts. Each part of the network must hold at least 22 computers. 
What subnet mask must be used to satisfy the requirement? 


13. How many subnets can be created from the following Class C subnet mask: 
255.255.255.224? 


14. How many subnets can be created from the following Class C subnet mask: 
255.259.200.248 ? 


15. What is a VLAN? 

16. What types of addresses are required to create a VLAN using a router? 
17. VLANs that are created using a router use which layer of the OSI model? 
18. At what layer of the OSI model are MAC addresses used? 


== Sample Network+ Exam Questions ` 


Answer the following questions on a separate sheet of paper. Please do not 
write in this book. 


Ze 4 Network+ 


1. What subnet mask is used to identify a typical Class A network and host? 
As 230,209. 200,200 
B. 255.255.255.000 
C. 255.255.000.000 
D. 255.000.000.000 


2. How do you access the TCP/IP Properties dialog box on a Windows 98 computer? 


A. Right-click the Network Neighborhood icon, click Properties, highlight the 
TCP/IP protocol, and then click the Properties button. 


B. Open Control Panel, double-click the System icon, open Device Manager, 
select the network adapter, and then click on the Properties button. 


C. Open Control Panel and then double-click the TCP/IP icon. 
D. TCP/IP settings cannot be changed. They are unique for each network 
adapter card. + 3 E ne 
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- What is the network class most likely associated with the IP address 


150.150.23.34? (Hint: The network class can be identified by the first octet.) . 
EN 4 Network+ 


B. Class B 

C. Class C 

D. Class D 

» Which of the following IP addresses is a reserved address and cannot be 
used when connecting to the Internet? 

A. 123.001.001.21 

B. 192.168.0.23 

C. 154.23.168.32 

D. 200.200.200.200 

« What is the host address for an IP address of 199.200.12.45 with a subnet 
mask of 255.255.255.000? 

A. 199.200.12 

B. 45 

Ce 255.285.2905 

D. .000 


. What subnet mask is used to identify a typical Class B network and host? 
ee 28 30290.255.255 

B. 290.255.255.000 

C. 255.255.000.000 

D. 255.000.000.000 

. What is the network class most likely associated with the IP address 
198.150.25.10? (Hint: The network class can be identified by the first octet.) 
A. Class A 

B. Class B 

C. Class C 

D. Class D 

. What is the host address for an IP address of 128.30.45.15 with a subnet mask 
of 255.255.000.000? 

A. 45.15 

B. 128.30 

eid 

D. 000.000 E bene eo Wf PN 
. What is the network address for an IP address of 50.100.30.3 with a subnet 
mask of 255.000.000.000? 

A. 50.100.30.000 

B. 50.100.000.000 

¡A 

D. 50.000.000.000 


446 Networking Fundamentals 


Interesting Web Sites for More Information 


www.3com.com 
www.cisco.com/warp/public/701/8.html 
www.fags.org/rfcs/rfc1878.html 
www.solarwinds.net 
www.telusplanet.net/public/sparkman/netcalc.htm 
www.wildpackets.com/products/ipsubnetcalculator 
www.windowsitlibrary.com/Content/386/02/2.htm! 


Suggested Laboratory Activities 


1. Create two subnets using the reserved IP address 192.168.0.0. This should be 
a team project. You will need one PC acting as a server and two or more PCs 
to serve as workstations in different subnets. 


2. Install Internet Connection Sharing (ICS). Use at least two computers: one for 
the host and the other for the client. 


Chapter 12 
Laboratory Activity 
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After completing this laboratory activity, you will be able to: 
M Download and install the WildPackets IP Subnet Calculator. 


M Use the WildPackets IP Subnet Calculator to determine the number of hosts 
and subnetworks associated with a given subnet mask. 


M Identify the binary pattern associated with a given subnet mask or IP address. 


Introduction 


In this laboratory activity, you will download the WildPackets IP Subnet 
Calculator from the WildPackets Web site. The calculator is free. If the 
WildPackets IP Subnet Calculator is not available, you can conduct an Internet 
search to locate another subnet calculator. The WildPackets IP Subnet Calculator 
is a very handy utility. 


Note: 

While the Network+ Certification exam does not require network subnet mask 
calculations at this time, some other network certifications do require subnet mask 
calculations by hand. You cannot use a calculator during these exams. Always 
check for the latest test specifications concerning this area. 


The calculations for subnets can be very difficult for students and also for 
many technicians. It is one of the most difficult aspects of networking 
fundamentals. The concept of creating a subnet out of an assigned IP address is 
very simple. The subnet mask is divided into two portions: the network portion 
and the host portion. For example, the subnet mask of a typical Class C network 
is 255.255.255.000. Each of the first three octets has the number 255 representing 
the network portion of the subnet mask and the number 000, or 0, representing 
the host portion of the subnet mask. The value 255 is equal to eight binary ones, 
or an entire octet filled with ones, such as 11111111. The series of ones represents 
the network portion of the subnet mask. 

To create a subnet from a Class C network assignment, the host assignment of 000 
is changed to some other value, such as 160, 192, or 224. The new value extends the 
network portion into the host portion of an assigned address. Remember, when sub- 
netting, bits are borrowed from the host portion of an IP address. The borrowed bits 
are the extended portion of the network address. In a Class C subnet mask, this means 
that the fourth octet will begin (starting at the left of the octet) with a series of ones. 

To calculate the decimal number that represents the series of binary ones is 
very difficult for most people—especially if they do not have a background in 
digital electronics. This is where the WildPackets IP Subnet Calculator comes in 
~ handy. The calculator allows you to choose a class of network, such as Class A, 
Class B, or Class C, and select the number of subnets you desire. The WildPackets 
IP Subnet Calculator instantly gives you all the information you need. Let's see 
how this is done. 
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When provided with an IP address, the calculator immediately displays the 
network class, the bit-map pattern of the host and network, and the hexadecimal 
equivalent of the address. The following screen capture shows the information 
given for the IP address 128.15.10.5. 


P Subnet E £ 
alculator _ WildPackets © 
Paes 128. 18.10. 5 gy Ea l 


` Address info | Subnet info | Subnets/Hosts] CIDR | 


"Address Type 
+ {Class 8: 128.0.0.0 ~ 191.255.255.255 


~ Class 8 BR Map {n=network:h=host} 
Canaan bhbhbhhh.hbhhhhbh 
t Binay 
0000000.00001111.00001010.00000101 
~ Hexadecimal 
'80.0F.04,05. 


Now look at the following screen capture. Notice the tabs beneath the IP 
Address textbox. The Subnet Info tab allows you to enter values for the 
calculation based on the number of subnets required or the number of hosts 


required for each subnet. These two values are the main values you will typically 
work with. 


i IP Subnet Calculator 


“Fie. Edt Calculator Options Hep 


P Subnet E g | 
i alculator _ | 


“IP Adéress | 182. 108. 0 . 2 4% 
Address Info. Subnet info | Subnets/Hosts | CIDR | 


"Y AllowiSubnetBk J7 Use Inversed Mask 
` Subnet Bits Mask Bits Subnet Mask 


MEM] sss o 
| Max Subnets -Max Hosts Per Subnet sarr 


"Subnet Bit Map {n=network:s=subneth-hosl] o 

i] 18nnnnn.nnnnnnnn. nnnnnnnn.ssshhhhh 

~~ Subnet Host Address Range 

< [192168.0,1 -192.168.0.30 
© Subnet 1D Subnet Broadcast 


- -[192:168.0.0 182.168.031 
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Notice the Allow 1 Subnet Bit option. This option allows all zeros and all ones 
to be used in the extended portion of a network address. Look at the following 
table. Notice the first two binary positions of the host portion of the address. 


EO Li 0000000000 All zeros 

———— ió 0100000000 | SCS 

— [| NA | NA {1000000000 | e] 
Siu | 5 NAO o | 1100000000 | “Allones | 


Note: NA = Not Applicable 


Originally, all zeros and all ones were not allowed in the lead position of the 
host address used for subnetting. The binary pattern containing all zeros and all 
ones were reserved values. A bit pattern of all zeros is typically used for special 
functions, such as a temporary address of a network card when it is configured 
for an automatic IP address assignment from a DHCP server. Some routers 
recognize the use of the binary one in the first part network address as reserved 
for broadcasts. The generally accepted convention today, however, is to allow all 
zeros and ones. Notice that in the previous table, when all zeros and ones are 
allowed, four subnets can be created. 


Note: 
While running the laboratory activity, select and unselect the Allow 1 Subnet Bit 
option to see the effect on the number of hosts and subnetworks. 


Now look at the following screen capture. Notice that a complete list of all 
possible host IP addresses is automatically listed under the Subnets/Hosts tab. As 
you can see, the WildPackets IP Subnet Calculator is a handy tool. The best way 
to learn how to use this calculator is by downloading it and experimenting with 
different scenarios. 


pal IP Subset Calculator 


File Edit Calculator Options Help 


P Subnet E G 
alculator | WildPackets = 


SJ Fist Sl Lat Eh Selected Es 
T — eE, 
© 18216800 | 192.168.0.1 - 192.168.0.30 | 192168031 
1  192168.0.32 | 192.168.0.33 - 192.168.0.62 192.168.0.63 
2  192168.0.64 — 192.168.0.65 - 192.168.0.94 |  192.168.0.95 
3 | 192168096 | 192168097-192168.0.126 | 192168.0.127 
14 192168.0.128 | 192.168.0.129 - 192.168.0.158 | 192.168.0.159 
5  192168.0.160 192.168.0.161 - 192.168.0.190 192.168.0.191 
6  192188.0.192_| 192.168.0.193 - 192.168.0.222_|  192.168.0.223 
7 192168.0.224 | 192.168.0.225 - 192.168.0.254 | 192168.0.285 
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Equipment and Materials 


PC with Internet access. 

m E-mail address. (An e-mail address is typically required by WildPackets. The 
e-mail address is used to supply a user name and password for completing 
the download and the installation of the software package.) 


Procedures 


1. Report to your assigned workstation. 
Boot the workstation and verify it is in working order. 


Use the following URL to locate the WildPackets IP Subnet 
Calculator: www.wildpackets.com. The WildPackets IP Subnet 
Calculator is found under the Downloads link. 


4. Install the WildPackets IP Subnet Calculator. 
Open the WildPackets IP Subnet Calculator program. 


6. In the IP Address textbox, enter the following IP addresses and 
identify the class of network. Record your answers on a separate 
sheet of paper. 


(127.1.1.1 
126.0.0.0 
| 128.0.0.0 
192.0.0.0 
| 191.0.0.0 
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NOW, enter the IP address 192.168.0.0 and then select the Subnet Info tab. 
Check if the Allow 1 Subnet Bit option is selected. If it is, unselect it. 
8. ____ Select the Subnets/Hosts tab to reveal the number of subnets and 
hosts generated. 
9. ____ Select the Subnet Info tab and then select the Allow 1 Subnet Bit 
option. 
10. _____ Return to the Subnets/Hosts tab and observe the effect on the total 
number of hosts and subnets. 
196 Experiment with the calculator. 
12. _____ When you have finished experimenting with the calculator, answer 


the review questions. 


13. Return your workstation to its original condition. 


Review Questions 


Answer the following questions on a separate sheet of paper. Please do not 
write in this book. 


1. What is the generally accepted convention of having all zeros and ones in the 
extended portion of a network address? 


2. What is the number of hosts for any Class C network? 


3. What is the maximum number of hosts for one subnet on a Class C network 
that has been divided into two subnets? 


4. What is the maximum number of hosts for one subnet on a Class C network | 
that has been divided into six subnets? 


5. What is the maximum number of hosts for a Class C network that has been 
divided into 14 subnets? 


6. A Class C network is divided into six equal subnets. What is the range of IP 
addresses of host IP assignments for the first subnet when the Allow 1 Subnet 
Bit option is selected? 


7. A Class C network is divided into six equal subnets. What is the range of IP 
addresses of host IP assignments for the first subnet when the Allow 1 Subnet 
Bit option is not selected? | 


8. What is the broadcast IP address of the first IP range for a Class C network | 
that is divided into six equal subnets with the Allow 1 Subnet Bit option 
selected? 


9. What decimal number is represented by 11110000? 
10. What decimal number is represented by 01000000? 
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Schools and large businesses often rely on subnetting to create two or more subnetworks from an assigned IP 
address. 


ATM and VoIP 


After studying this chapter, you will be able to: 

Describe how signals are converted between analog an digital. 

Define and explain latency as it affects the transfer of audio and video signals. 
Explain how data is compressed and decompressed. 

Describe the X.25 protocol. 

Describe the Frame Relay protocol. 

Describe how ATM is used to transfer multimedia data across networks. 


Explain how the TCP/IP protocol (VoIP) can be used as a transport media for 
telephone conversation. 


Describe the purpose of the H.323 protocol. 


Beet DE 150 
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Network+ Exam—Key Points 


There will most likely be at least one question concerning the transfer of 4% Network+ 
multimedia across a network system. Since ATM is used extensively to trans- 
port multimedia, be prepared to answer questions about the ATM protocol 


| and multiplexing. 
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Key Words and Terms 


The following words and terms will become important pieces of your 
networking vocabulary. Be sure you can define them. 


Analog to Digital Converter (ADC) Plain Old Telephone Service (POTS) 
Asynchronous Transfer Mode (ATM) Public Switched Telephone Network 
Available Bit Rate (ABR) (PSTN) 

bit rate Quality of Service (QoS) 

codec (compressor/decompressor) sampling frequency 

Committed Information Rate (CIR) sampling rate 

Constant Bit Rate (CBR) Unspecified Bit Rate (UBR) 

Digital to Analog Converter (DAC) Variable Bit Rate (VBR) 

Frame Relay Variable Bit Rate-Non Real Time 
H.323 standard i l (VBR-NRT) 


jitter Variable Bit Rate-Real Time (VBR-RT) 


MPEG (Moving Picture Experts Group) Voice over IP (VoIP) 


permanent virtual circuit (PVC) X.25 


This chapter introduces network technologies that support the transfer of 
audio, video, and multimedia (a mixture of audio, video, text, and images). When 
transferring these types of data, there are some concerns that are not found in 
typical file transfer situations consisting of text only documents. The beginning 
of the chapter introduces some basic concepts about audio and video that will 
help you better understand the technologies used to transport multimedia. Later 
in the chapter, protocols such as X.25, Frame Relay, ATM, and VoIP and the 
technologies that support them are introduced. 

This area of networking can be quite complex and challenging. It is the 
fastest growing area of network technology. Soon, all industries, such as 
telephone, television, music, and movie, will use network technology to deliver 
their data all over the world. Individuals are already using personal Web cams to 
transmit video anywhere in the world. Telephone calls can be made to any 
location a computer can reach without necessarily using the standard telephone 
systems. Data can also be sent across existing telephone lines or a mixture of 
network, telephone, and wireless systems. As you will see, the transfer of audio, 
video, and multimedia requires special techniques. 


Voice and Audio Signals 


Anyone reading this sentence has most likely transmitted their voice over a 
section of network owned by a long distance telephone company. Digitizing a 
voice and transporting it over existing telephone lines began in the early 1970s. It 
was brought on in part by the rapid development of digital electronics. 

The human voice and other audio signals are analog signals. Remember 
from earlier chapters: an analog signal fluctuates in amplitude (voltage level). For 
an audio signal (analog signal) to be transported across a network system, it must 
be converted into a series of digital pulses that represent the analog waveform. 
After the digital pulses reach their destination, the digital pulses must be con- 
verted into an analog signal so that the human ear can detect and understand it. 
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conversion. Converting an analog waveform to digital pulses is called analog to 
digital conversion. The following section takes a closer look at both of these 
processes. 


Signal Conversion 


Audio signals must be converted into digital signals and placed in packets 
before transmitted across a network. When the packets of digital signals reach 
their destination, they are reassembled and converted into an analog signal. The 
quality of the analog signal depends on the detail of the digital coding. 

The analog signal is converted into a digital code by taking samples of the 


analog signal’s amplitude at specific times. The number of tim e sample is 


taken is referred to as the sampling rate or sampling frequency. The number of 
bits used to represent the amplitude of the analog signal is referred to as bit rate 
or bit resolution. The quality of the sound conversion is directly related to the 
sampling rate and the bit resolution. In other words, the higher the sampling rate 
and the greater the bit resolution, the better the sound. 

How often amplitude is measured per second is referred to as the sampling 
frequency. Sampling frequency varies significantly. A typical voice sampling 
frequency is approximately 11 kHz, or 11,000 times per second. The sampling 
frequency of quality sound applications, such as music, is approximately-44 kHz. 


Look at Figure 13-1. 


sampling rate 

the number of times 
a signal is sampled 
during a specific 
period of time. 


bit rate 

the number of bits 
used to represent the 
amplitude of an 
analog signal. 


sampling frequency 
how often the ampli- 
tude of an analog 
signal is measured 
per second. 


Voice Analog Pattern Low Sampling Rate 


Amplitude Amplitude 
or 

voltage 

levels 


* Sampling 
point 


A Time period B Time period 


High Sampling Rate 


Amplitude } 


C Time period 


Figure 13-1. 

The sampling rate of the 
human voice. A—In this 
graph, the amplitude of 
the human voice is 
plotted on the vertical 
axis. The time period 
represents the frequency 
of the human voice and 
the point and is plotted 
on the horizontal axis. 
B—This graph depicts a 
low sampling rate. Each 
point on the graph repre- 
sents the point at which a 
sample is taken. C—This 
graph depicts a high 
sampling rate. In a high 
sampling rate, more data 
about the original signal 
is collected. 
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A typical human voice or any other audio signal fluctuates over a period of 
time. Figure 13-1A shows how an audio signal’s amplitude is plotted against time. 
Amplitude is plotted vertically on the graph, and the time period is plotted 
horizontally on the graph. The quality of the analog to digital conversion 
depends on the sampling frequency, which is based on the number of bits 
available to store the sampling. 

Compare the two sampling rates in Figure 13-1B and Figure 13-1C. Notice 
that the lower sampling rate has a much smaller number of sampling points to 
represent the original analog signal. The higher sampling rate contains more 
sampling points to represent the original analog signal. As the sampling rate 
increases, a better representation of the original signal is made. 

The maximum number of sampling points represented in digital form 
depends on the number of bits used to represent the analog signal at any given 
point of time. The maximum number of possible bits per sample represents the 
bit rate or bit resolution. The higher the number of bits used, the better the digital 
description of the analog signal. For example, if only 4 bits are used to represent 
the voltage level, a total of 16 distinct voltage levels are represented. Four bits can 
have a maximum of 16 binary patterns. Look at Figure 13-2. Notice that 16 
voltage levels (0 volts through 15 volts) are represented by 16 four-bit binary 
patterns. A distinct binary pattern represents each voltage level. Now look at 
Figure 13-3. In this example, 8 bits are used to represent the voltage levels 0 volts 
through 15 volts. A maximum of 256 distinct voltage levels are represented. 
Notice the intervals at which the voltage increases. In the first example, the 
voltage increases by 1 volt with each increment. In this example, the voltage 
increases by 0.05859 volts with each increment. If 16 bits are used, a total of 65,536 
levels can be used to represent voltage levels 0 volts through 15 volts. With each 
increment, the voltage level would increase by 0.000229 volts. Therefore, the 
greater the number of bits used, the more levels of voltage can be sampled 
resulting in a better representation of the analog signal. 


Figure 13-2. 

Voltage levels, 0 volts 
through 15 volts, repre- 
sented by 4-bit binary 
patterns. 
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Voltage Level Binary Code 


— 00001100 
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The human voice can be converted to digital using a relatively low sampling 


rate. Speech samples can be achieved using an 8-bit, or 1-byte, voltage level 
sample at 11 kHz time increments. See Figure 13-4. An 8-bit sampling rate of an 


analog signal’s itude results j inary codes. The 8-bit samplin 


“ata samplin : uency rate, of 11.02 


Figure 13-3. 

Voltage levels, 0 volts 
through 15 volts, repre- 
sented by 8-bit binary 
patterns. 


Sound Card Information HEI 
This window shows detailed information about the sound card{s} and other audio 
devices installed in your system. 


Class: ES Wave Input Devices (Recording) +] 


Device: EYP voice Modem Wave 1400 Line +] 


O Device Name Voice Modem Wave #00 Line 
O Mantacture: Microsoft 
O version 4.00 
€) Product ID 80/1 
«ll Specific Wave Information R 
() Maximum Sampling Bits Sb 
€) Maximum Sampling Rate 11.025kH2 
Channels Mono 


Figure 13-4. 

Notice the details listed 
under Specific Wave 
information. These 
details indicate the 
typical sampling rate of 
the human voice. 
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Figure 13-5. Sound Card Information HEL 
The details listed under ; ee a ee e 
Specific Wave Informa- devices installed in your system. 

tion indicate the typical 


sampling rate of audio, Class: |i) Wave Input Devices = — 
such as music and e: Sc 
singing voices. 


When working with sounds that require a higher degree of quality, such as 
music and singing voices, a higher sampling rate is needed. Musical instruments 
have a much wider range of fluctuating sound patterns compared to human 
speech. Look at Figure 13-5. To capture the wide range of sound patterns, the 
number of sampling bits is set to 16 and the sampling rate is set to 44 kHz. This 
provides a high-quality recording of the analog sound patterns. The 16-bit 
sampling rate of the signal’s amplitude equals 65,536 possible levels of amplitude 
based on a sampling rate of 44.1 kHz, or 44,100 times per second. As you can see, 
the higher the sampling rate, the larger the amount of digital data needed to 
represent the analog signal. 

A high sampling rate requires a high bandwidth, or throughput. A practical 
compromise between the maximum obtainable bandwidth of the network media 
and the sampling rate of the audio signal must be reached. If the sampling rate is 
too high, there will be too much data to transmit across the network, and some of 
the packets will be dropped to accommodate the inefficient bandwidth. This 

jitter results in jitter. Jitter is the small staggers or hesitations in the delivery sequence 

small staggersor -of audio or video data caused by latency or missing packets_A good example of 

hesitations in the jitter can be seen at times during a television news broadcast. A reporter located 

delivery sequence of in some distant country is talking in real time to a news correspondent in the 

audio or video data United States over a videophone or a similar device. You will often see a 

ee E il °r disrupted picture and time delay of responses to questions while the broadcast 
8P l takes place. If the sampling rate is too low, the quality of the sound suffers, 

resulting in an artificial sound produced at the destination point. 

Multimedia data transmitted across a large network requires network media 
such as T1 or fiber-optic. Lower quality data, such as voice, can be transmitted 
over traditional copper cabling, such as Cat 5. The distance traveled by the data 
and the type of data (voice, music, and video, multimedia) determines the cabling 
requirements. 


Latency 
The term latency / means the delay of data as it travels to its destination. 


Latency may not be a problem for text file transfers or e-mail exchange. Even the 
common practice of downloading music has an acceptable latency period. Audio 
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files contain a tremendous amount of data. When music is downloaded, it is 
buffered before it is played. Buffering means data is stored in memory until a 
sufficient amount of data is stored. When a sufficient amount is stored, the music 
begins to play. If buffering did not occur, there would be many momentary 
interruptions in the music. 

A music file contains a large amount of data. This data must be processed at 
a very high data rate. If something acts as a bottleneck, the flow of data could 
slow. For example, if a music file required a data rate of 1 Mb per minute to 
produce a steady stream of music and there was a restriction between the origin 
and the destination, such as a modem, the music would start and stop every time 
the data-transfer rate fell lower than the required data rate to produce a steady 
sound. When buffering takes place, a large volume of data is stored in memory 
before the music begins to play. This reserve ensures a steady flow of music data 
is provided while the music is playing. This same technique is used for video. 

When a real-time application such as a telephone conversation occurs, only a 
minimal latency period can be tolerated. The human ear can tolerate small breaks 
in the flow of audio data. If the breaks are small, they will go completely 
unnoticed. For example, a break in the data flow of less than 150 milliseconds 
(150/1000 or .15) can be tolerated. The human ear will not detect any break in the 
conversation. When a latency period of approximately 250 milliseconds is 
present, the listener will notice it but not tolerate it. A period of 500 milliseconds, 
however, is unacceptable to the listener. 

Latency occurs because of several factors. One factor can be equipment such 
as gateways that change the data frame from one format to another while 
connecting two dissimilar network systems. Satellite transmission can generate 
delays from 50 milliseconds to 500 milliseconds. The time it takes a software 
compression program to compress data can increase latency. Lost or destroyed 
frames can add to the latency. 

The total amount of latency between data packets produces jitter. Remember, 
jitter is the effect on the quality of sound or images when they arrive at their 
destination in other than regularly spaced, minimum intervals. See Figure 13-6. 
As the data packets enter the Internet system, latency periods between the 
packets may increase to an undesirable level. In the illustration, notice that each 
of the packets leave the source in regularly spaced intervals, but after navigating 
long distances, irregular spacing develops. If the spaces are too large (250 
milliseconds), jitter is produced at the destination. 


Data packets Latency Figure 13-6. 

Packets leaving the 
source are evenly 
spaced with minimal 
delay. After they 
traverse the Internet, 
latency increases 
causing packets to 
arrive at their destina- 
tion in other than regu- 
larly spaced, minimum 
intervals. The total 
amount of latency 
between data packets 
produces jitter. 
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an industry standard 
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between different 
cameras, displays, 
and other multi- 
media equipment. 
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Video 
Video is a result of flashing still images in front of a viewer at a rate faster than 


the human eye can detect. For example, a typical movie consists of a series of still 
‘images running through a projector at a rate of 24 frames per second. In other 
words, 24 images flash in front of the viewer every second. A frequency lower than 
this would result in a choppy picture and a jitter affect would be detected. 

Look at Figure 13-7. This figure shows a set of still images taken from a 
digital movie of a dog named Daisy who is returning a ball in a game of catch. 
Look closely at Daisy’s front legs to see the gradual change in position. When the 
series of frames are displayed on a monitor at 24 frames per second, a smooth 
video motion is displayed. Full motion video for Internet and Intranet require the 
same number of frames per second. However, there are more variables than 


a a o eee 
frame r at need to be considered, such as picture resolution, color depth, the 
rocessing speed of the computer, the amount vi j the type 


of network medium used to transfer the video. 

Video resolution is described in pixels and is measured horizontally and 
vertically across a display. For example, a typical VGA resolution is 640 x 480, or 
640 pixels on each of the 480 lines of the display. See Figure 13-8. 

Assuming that an image was at a VGA resolution in full color (32-bit), the 
amount of RAM required to contain the image would be approximately 1 MB 
(480 x 640 x 32) per second. If 24 frames (images) were required for full-motion 
video, approximately 24 MB of data would need to be delivered across the 
network every second. A three-minute video sequence would require 
approximately a 4320 MB (180 sec x 24 MB) data stream. 

As you can see, video requires many computer resources and a lot of 
network media bandwidth. While most computers in use today will support 
video as well as audio, many network systems will not. Full motion video with 
audio requires a high bandwidth network medium, or the color resolution and 
frame rate will need to be significantly reduced. Think of the actual bandwidth of 
a telephone modem rated for 56 kbps. It would be impossible to produce a live 
videoconference using a 56 kbps modem. A 


Compression 
All video systems use a form of compression and decompression to reduce 


ressor) is used rese ft bination of 


sof nd hardware that compress and ompress video an io 
information. Some common codecs are MPEG, Indeo, and Cinepak. 

Let's take a closer look.at one of the most common codecs in use—MPEG. 
MP Moving Pict erts Group) is an industry stand ures 


compatibility between different cameras, displays, and other multimedia 
equipment. 

The compression technique that MPEG uses is simple to understand. Look 
again at Figure 13-6 of the dog playing ball. Notice how much of the image is 
redundant. Most of the background image does not change. MPEG capitalizes on 
this typical video feature. The MPEG compression software is written to predict 
which areas of the next frame will change and which areas will not. The 
prediction is based on the likelihood that if an area has not changed from one 
frame to the next, it is likely not to change in the next frame. The areas that do not 
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Figure 13-7. 

A typical strip of movie 
film must change at a 
rate of 24 frames per 
second. The film con- 
sists of a string of still 
prints. Each frame con- 
tains a slight change of 
position of the object in 
motion. 
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Figure 13-8. 

The image in the dis- 
play represents a VGA 
resolution of 640 x 480 
pixels, or a total of 
307,200 pixels. Each 
pixel location may 
require as many as 3 
bytes to represent a 
color depth of 256 pos- 
sible colors. This means 
that one frame of an 
image would require 
approximately 1MB of 
memory or storage. 


X.25 

a protocol that uses 
analog signals to 
transmit data across 
long distances. 


A closeup of the hand area 
reveals the pixel pattern. 


change do not need to be transmitted or stored. The result is a reduction of the 
total amount of data that needs to be stored or broadcast. 

There are various MPEG standards such as MPEG-1 and MPEG-2. MPEG-1 
produces a relatively low-resolution image of approximately 320 x 240 pixels with a 
data rate of approximately 1.5 Megabits. This is an excellent standard for appli- 
cations such as e-mail, where high resolution is not required. MPEG is also used to 
compress audio files. MPEG-2 produces a resolution of 720 x 480 pixels with a data 
rate of approximately 6 Mb and quality CD audio. The development of MPEG-3 
was canceled and never fully developed. It was to support HDTV (High Definition 
Television). The MPEG-2 standard, however, is adequate to support HDTV. 

MPEG-4 is a new standard that is not yet complete. When complete, MPEG-4 
will be used on multimedia applications for the Internet. MPEG-4 is designed to 
meet the requirements to support broadcast quality audio and video. For full 
motion video, MPEG-4 supports data rates higher than 1 Gb per second. This is a 
vast improvement over MPEG-2 data compression. 


Multimedia Transmission Protocols 


Early network systems were used for transferring text files and still images. 
Today, multimedia is incorporated into many different network systems. Network 
videoconferencing is becoming commonplace in the business world. This section 
looks at some of the protocols designed to support high data rate audio and video 
streaming. 


X.25 


Te %.25 protocol is unusual because it uses analog signals to tanemit data 
across long distances. It was developed in the early years of the telecommunica- 
tions industry, prior to the widespread use of digital signals. An analog transport 
design for data was natural. What makes X.25 unusual when compared to other 
analog technologies is that it uses packet switching rather than permanent, elec- 
trical connections. Analog signals are routed around the world in packets that 
many times follow different routes to reach their destinations. X.25 laid the 
foundation for packet switching technology. X.25 is not commonly used in the 
United States, but many locations overseas are still committed to X.25. The X.25 
protocol is limited to a maximum data rate of 56 kbps. 
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Frame Relay 

Frame Relay was designed to replace X.25. Frame Relay is a packet switching 
Fete rece Yo a ee lines such as Ti to carry data overlong 
distances. You can think of Frame Ré ay as an upgraded digital version of the 
analog X.25 protocol. Frame Relay allows for a data rate as high as 1.544 Mbps 
compared to X.25, which has a limited data rate of 56 kbps. 


Both X.25 and Frame Relay can be configured as a permanent virtual circuit 
(PVC). A PVC behaves like a hard-wired connection between the destination and 
source. It can follow many different paths while transmitting data between the 
destination and source. A PVC is not committed to following a single path such 
as a T1 line. 


This may sound confusing because Frame Relay is generally transmitted 
over T1 lines to ensure a minimum data rate known as a Committed Information 
Rate (CIR). A Committed Information Rate (CIR) is a guaranteed bandwidth a 
commercial carrier will provide a subscriber. Many times, a T1 line is shared with 
other users. When the T1 is shared, the data rate can fluctuate because of the 
variations in traffic, which includes the number of users and the type of data on 
the line. Frame Relay data transfer speeds are limited to the media used. A T1_ 


line has a bandwidth of 1.544 bps, and T-3 is limited t s. 


ATM 

Async ; de (AT idely u tocol that i 
especially designed for carrying audio, video, and multimedia. It can support a 
bandwidth of 622 Mbps. ATM technology was designed in the 1970s at Bell Labs 
for use as a telephone technology. At that time, digital electronics was rapidly 
expanding and replacing electronic analog devices. Bell Labs was experimenting 
with a way to transmit analog voice signals as digital signals across telephone 
lines and networks. ATM technology was developed very early during the 
evolution of network communications and really did not come into common use 
for WAN applications until the 1990s. 

ATM is designed specifically to transfer audio, video, and multimedia. ATM 
maintains a constant stream of voice or video from the source to the destination 
and avoids jitter. Traditionally, audio and video was transferred over analog 
media, such as telephone lines and radio and television frequencies. An analog 
signal can be converted into a digital signe’ through the use of specialized 
electronic chips referred to as Analog ta Digital Converter (ADC) and Digital 
to Analog Converter (DAC) chips. As the names imply, the chips are designed to 
change an analog signal into a digital signal and vice versa. 

Figure 13-9 is a simplification of ATM technology. The sound of a person’s 
voice is converted into electrical energy. The electrical energy is a series of voltage 
fluctuation patterns known as an analog signal. The voltage fluctuation patterns 
are converted into a series of digital signals. At the destination, the digital signal 
is converted into an analog signal. The analog signal is amplified and applied to 
a speaker, which converts the analog signal into the sound of the voice. 


ATM data transmission model 

ATM is designed to divide text and audio/video into cells of 53 bytes each. 
Figure 13-10 illustrates how ATM technology works. Notice that the cells are 
placed in sequence giving higher priority to the audio/video cells. Remember 
that the audio/video packets cannot tolerate excessive latency. Any delay in 
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Figure 13-9. 

An example of analog- 
to-digital and digital- 
to-analog conversion. 
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transporting the cells disrupts the audio and video ee a live transmission, 
resulting in jitter. 

ATM can be transmitted at a Constant Bit Rate (CBR) or as a Variable Bit Rate 
(VBR). A Constant Bit Rate (CBR), as the name implies, is a steady stream of 
ATM cells moving at a predictable rate. CBR is best used for video conferencing, 
telephone conversations, television broadcasts, or anywhere real-time data 
transfer is required. When a CBR is desired, a dedicated circuit or a virtual circuit 
must be established between two points. By establishing a constant connection 
between the two points, the data rate can be guaranteed. A guaranteed data rate 
is required for a live or a real time exchange of data. 

A Variable Bit Rate (VBR) is a cell rate that automatically adjusts to support 
time sensitive data. It uses multiplexing techniques to provide a minimum CBR 
for time sensitive audio and video transmissions while controlling the data rate 
of not time sensitive data, such as text or plain e-mail. A VBR may be used when 
cost prohibits a CBR system. For example, a high bandwidth system equipped 
with a multiplexer at one end and a demultiplexer at the other end can transfer 
telephone conversations, e-mail messages, and files across a single carrier. The 
trick is to maintain a minimum data transfer rate for the telephone conversation 
and video, both of which are time-sensitive, while allowing delay to occur in the 
e-mail and file transfer. The ATM cells carrying audio and video are given the 
highest priority so that a constant flow of the time-sensitive data can be 
maintained. The cells carrying e-mail and file transfers can be delayed. 


Source 
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A series of small packets traveling 
through a common line 
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Before ATM, separate systems were required to accommodate the various 
types of data. ATM allows text, voice, and video to be carried on the same 
network system. This can prove to be cost effective in certain instances. For 
example, a corporation spanning the globe generates a large number of long 
distant telephone calls. It is less expensive to use voice transmission over the 
corporate WAN than using separate telephone lines. ATM communication may 
also prove to be an effective way of holding corporate meetings, which would 
otherwise require employees from various locations to converge and meet at a 
central location. Conferencing over a network is more economical than traveling, 
and, in many instances, it is a more effective use of employee time. 
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Figure 13-10. 

In this example, two 
forms of data, text and 
audio/video are sepa- 
rated into cells and 
multiplexed. All cells 
are placed on a single 
line as a series of 
packets. Priority is 
given to the time- 
sensitive audio/video 
cells. At the destina- 
tion, a demultiplexer 
separates the two forms 


of data. 

Text 

data 

Audio or 
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Variable Bit Rate 
(VBR) 


a cell rate that auto- 
matically adjusts to 
support time sensi- 
tive data. It uses 
multiplexing tech- 
niques to provide a 
minimum CBR for 
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sions while control- 
ling the data rate of 
not time sensitive 
data, such as text or 
plain e-mail. 


e time. 


Look at Figure 13-11. In the illustration, the ATM switch provides virtual circuit 


connections between Computer A, Computer B, and Computer C and at the same time 
provides a connection between Computer D and Computer E. The computers are 
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Figure 13-11. 
Computer A provides 
video to Computer B 


and Computer C while 

Computer D exchanges 

a file with Computer E. 

The ATM switch creates 
a separate virtual 


circuit between these 
computers, which 


behave as though they i 
were wired directly to 
each other. 
connected as virtual circuits, not permanent circuits. During the communication 
period between two or more computers, the ATM switch makes the connection appear 
to be a permanent connection. When the transfer of text, audio, or video is complete, 
the circuits disconnect. A computer can then connect to a different computer. 
In the illustration, the ATM switch is used to provide a temporary connection 
between designated computers. The switch can also be set up to provide a 
permanent, virtual connection that provides a guaranteed bandwidth between 
two or more computers. 
ATM data transfer classifications 
; : There are five ATM classifications: CBR, VBR-NRT, VBR-RT, ABR, and UBR. 
Variable Bit Rate- re : E Pa : 
Non Real Time Each classification describes the degree to which the virtual circuit is dedicated 
(VBR-NRT) to ATM cell transmission. 
Nada nster You have already learned that CBR, Constant Bit Rate, is a steady stream of 
classification that ATM cells moving at a predictable rate. CBR is used for applications such as 


allows cells to move Video conferencing and telephone communications. Variable Bit Rate (VBR) has 
at a variable rate. The the ability to change the rate of flow in contrast to CBR. VBR is divided into two 
rate of movement major classes: VBR-Real Time (VBR-RT) and VBR-Non Real Time (VBR-NRT). 
depends on the type Variable Bit Rate-Non Real Time (VBR-NRT) allows cells to move at a 

of data containedin variable rate. The rate of movement depends on the type of data contained in 
each cell. each cell. For example, an e-mail that contains a text and multimedia attachment 
contains two types of data. Each type of data needs to be handled with a 


di as different priority. The multimedia data would have the highest priority. However, 
eee afer there is no need for the cells that contain multimedia data to be transferred in 


Aaeaiticationebint real time because the communication is strictly in one direction, not two-way like 
altews celistemiove ina telephone conversation: 


Bt aivariaplerrate to Variable Bit Rate-Real Time (VBR-RT) is similar to VBR-NRT in that it 
support real-time moves cells at a variable rate depending on the cell’s contents. The main 
audio and video difference between the two bit rates is VBR-RT adjusts the bit rate to support real- 


transfers. time audio and video transfers. For example, when transferring text files and 
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telephone conversation at the same time, the telephone conversation is transferred 
in real time while the text file is sent at a lower rate. 

Available Bit Rate (ABR) is most appropriate for file transfer. It uses the 
available bit rate associated with the networking medium. The speed of a file 
transfer using the ABR classification is affected by the amount of traffic on the 
network system. 

Unspecified Bit Rate (UBR) is as implied. It does not guarantee any speed 
or meet requirements of any special application such as multimedia or telephony. 
This classification is typically applied inside TCP/IP frames. A good example is a 
Web cam that updates the image every thirty seconds or so, rather than 
providing full-motion video. 

The ATM data transfer classifications reflect a matching cost factor. The 
highest quality is CBR, and it is the most expensive to use. The least expensive is 
UBR, which is minimal to no cost when used across the Internet as part of a 
TCP/IP frame. The minimal cost is the cost of the ISP. 


ATM cell design 
The ATM cell is simple in design. The maximum size of the cell is 53 bytes, 
consisting of a 5-byte header and a 48-byte payload. See Figure 13-12. 
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an ATM data transfer 
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amount of traffic on 
the network system. 


The ATM cell is at times referred to as a packet or frame. This is incorrect according to the 
ATM forum organization. 


The most significant characteristic of the ATM cell is it carries only a 48-byte 
payload. While this may seem small, you must consider that the idea behind the 
design is to be able to mix many different cells on the same network medium. 
Remember, it is important not to cause too much latency or destroy a multimedia 
cell. Any cells that are destroyed or do not reach the destination are not 
retransmitted over the media. There is no time to retransmit a cell or to reorder 
cells if they become out of order when traveling across a network. 

The 4 bits in the Generic Flow Control (GFC) were originally designed to 
contain information about the function of the cell. It is not used at the time of this 
writing. The 8 bits in the Virtual Path Identifier (VPI) and the 16 bits in the 
Virtual Channel Identifier (VCI) identify the path from the source to the 
destination using a series of ATM switches. The 3 bits in the Payload Type (PT) 
field indicate the type of payload carried in the cell, such as data or control 
instructions. The 1 bit in the Cell Loss Priority (CLP) field indicates if the cell 
should be dropped if it encounters severe congestion on the network. The CLP 
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Figure 13-12. 

The ATM protocol is 
designed for efficiency. 
Compared to other 
protocols, such as IP, it 
is quite small. 
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field keeps time-sensitive transmissions, such as live video and audio, up-to-date 
and prevents latency issues. The 8-bit Header Error Control (HEC) field detects 
errors in the header portion of the cell, not in the payload. 

ATM is a connection-oriented protocol. This means that it establishes a 
logical connection between the source and destination. Logical connections are 
also referred to as virtual connections. Remember that a virtual connection is not 
a permanent, physical connection but rather a connection that behaves as a 
physical connection. A virtual connection is set up and controlled by a software 
program. There are two types of virtual connections associated with ATM, and 
they are identified in the header of the ATM cell. The two types of connections 
are Virtual Path Connections (VPC) and Virtual Channel Connections (VCC). 
See Figure 13-13. 

The illustration shows a backbone running between two ATM switches. The 
backbone is considered a virtual path. The virtual path contains the individual 
virtual circuits, or virtual channels, between specific computers or network 
equipment. In the illustration, there are two virtual channels, A and B. The 
virtual channels merge into the virtual path when traveling between the switches 
and then split into separate virtual channels when serving the computers 
identified as A and B. 

To better understand virtual path connections and virtual channel 
connections, a complete highway system can be used as an analogy. A complete 
highway system includes state highways and an interstate highway. The state 
highways can be compared to virtual channels and an interstate highway can be 
compared to a virtual path. State highways connect at different points along the 
interstate highway. A car travels from its home (source) across a state highway, 
merges onto the interstate highway where it travels with other cars from various 
state highways, and then exits onto a state highway to reach its destination. 


Figure 13-13. 
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In reality, there can be many virtual path connections between ATM switches. 
The virtual path connections can be set up as Permanent Virtual Circuits (PVC) or 
Switched Virtual Circuits (SVC). For example, a corporation may have a PVC 
established between its Chicago and St. Louis offices to maintain a constant update 
of a critical database. Other connections can be set up as an SVC. The SVC would 
be used as needed. It would typically be used by individuals who only connect to 
resources at the other locations on a temporary basis. Remember that connections 
across long distance lines are very expensive. Even virtual connections are 
expensive. A dedicated, physical connection between two locations is more 
expensive than a switched circuit that is only connected temporarily. The ATM and 
other cell switching technologies are designed with flexibility in mind. However, 
because of the flexibility, much confusion can arise. 

ATM switches are designed to support ATM protocol functions. The ATM 
switch processes millions of cells per second and provides multiplexing, which is 
required to deliver each cell in a timely fashion while sharing a common media. 
Each ATM switch maintains routing tables based on information contained in the 
ATM cell header. A routing table for the ATM switch is similar in design and 
purpose to the routing table used for a router. Remember that the virtual path 
identifier and the virtual channel identifier are used to locate and maintain the 
connection between two devices. Based on the information contained in the 
header, the ATM switch sets up the virtual channels and paths between end users. 

The ATM switch controls the bandwidth allocated to each virtual circuit and 
controls the cells by priorities set in the Cell Loss Priority (CLP) field in the ATM 
cell header. The switch also drops some of the cells if cell traffic exceeds the 
capacity of the switch, media attached to the switch, or both. 

The typical ATM switch is designed with multiple ports. The switch is used 
to make a physical connection to various network media such as fiber-optic cable, 
twisted pair cable, and coaxial cable. Because of costs, ATM switches are mostly 
found on long-haul communication portions of a WAN rather than on a LAN. 


VoIP 
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Voice over IP (VoIP), also known as Internet telephony, is similar in concept Voice over IP (VoIP) 
to ATM in that it is designed for high performance data delivery and quality of an Internet telephony 
service. VoIP, however, relies on existing TCP/IP technology and existing TCP/IP protocol that relies 


networking equipment. ATM is a protocol separate from the TCP/IP stack and on existing TCP/IP 

uses special equipment designed for the protocol, such as ATM switches and pee ra r 
. . . . . . . t, exis mg ne - 

dedicated communication lines. ATM requires expensive equipment for suppor working end 


while support for VoIP is inexpensive. 

At the time of this writing, VoIP is still evolving and is considered an 
inexpensive alternative to ATM. VoIP is less expensive for long distance calls 
when compared to existing telephone technologies. This is why it is appealing to 
so many people, especially to corporations communicating through long distance 
with overseas corporations. 

VoIP typically uses a series of UDP packets to send voice data across the 
network. The construction of the UDP packet is similar to that of ATM. 
Remember that ATM designed its packet for efficiency. The ATM packet is a short 
packet with little overhead like the UDP packet. UDP provides a best effort 
delivery of data with no mechanism to check if the data arrived in sequence or 
intact. The UDP packet does not generate high latency because it does not attempt 
to resend lost packets. 
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VoIP uses the TCP protocol for applications such as video or audio streaming. 
Streaming is the continuous downloading of multimedia files without _ 
interruption. The TCP protocol has a sequence number in the header, which 
ensures packets are arranged in proper sequence when they arrive at the final 
destination. Remember, TCP uses a sequence number as part of its header 
information so packets can be reassembled at the destination. UDP does not have 
a sequence number, so it cannot guarantee assembly of data packets in their 
proper sequence. 

For TCP/IP to be an excellent means of carrying multimedia, a media carrier 
from source to destination with a high bandwidth is required, such as Gigabyte 
Ethernet or fiber-optic cable. 

One of the major technical problems with Internet communications has been 
the location of the last few hundred feet of cabling to the home computer, known 
as the local loop. The local loop is typically designed for low-bandwidth analog 
voice communications. Since the bandwidth is low, it is the bottleneck for the 
entire system, even if the rest of the communication link uses the very latest 
technology. The last few hundred feet of the system can affect the overall latency 
of packet transmission, which negates the latest technology. Traditional telephone 
lines cannot adequately carry audio and video in real-time. For VoIP to work 
successfully, there must be adequate bandwidth. Without adequate bandwidth, 
latency becomes a problem. DSL and cable for Internet access provide the 
adequate bandwidth for VoIP to run without latency. DSL and cable are not 
connected to the local loop. 

There are several ways VoIP can be used. These include the following: 


@ Communicating from PC to PC using TCP/IP. 


E Mixing TCP/IP telephone technology with existing and modern telephone 
technologies. 


NW Communicating from a PC to a cell phone via traditional LAN cabling 
network, a Public Switched Telephone Network (PSTN), and then wireless 
technology. 


VoIP can communicate from PC to PC using only the. TCP/IP protocol. This 
is easy to set up and is similar to the technology known as NetMeeting. With 
NetMeeting, two or more PCs are connected via a LAN to support conferencing. 
NetMeeting allows the transfer of text, voice, and video depending on the 
bandwidth of the media. 

VolP can be used by mixing TCP/TP with modern telephone technologies. 
For example, a PC can connect to a standard telephone via a TCP/IP network and 
Public Switched Telephone Network (PSTN) and the more modern ISDN and 
FDDI technologies. Public Switched Telephone Network (PSTN) usually refers 
to the older telephone technology that uses twisted pair cable and analog signals 
rather than digital. The older telephone system is also referred to as Plain Old 
Telephone Service (POTS). Mixing TCP/IP with telephone technologies is very 
complex. It requires translating TCP/IP into traditional telephone protocols and 
vice versa. There can be substantial delays or latency using a hybrid, or mixed, 
protocol system required for communications over the variety of media 
encountered. 

VoIP can also be used to communicate from a PC to a cell phone via 
traditional LAN cabling, a Public Switched Telephone Network (PSTN), and then 
wireless technology. This type of communication is even more complicated than 
the last scenario and can create even longer delays. Look at Figure 13-14. 
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Figure 13-14. 
Analog telephone lines Computers can commu- 
Digital telephone lines nicate with a wide variety 
Internet backbones -= of communication 
LANs -A ! EER | devices such as cell 
MANs | phones, pagers, palmtops, 
WANs L : personal digital assis- 
Wireless tants, and landline tele- 
emmm phones. The wide variety 


A PC can communicate with a wide variety of communication devices. There 
are many communication scenarios that mix PC communication with conven- 
tional telephone, wireless cell phones, personal digital assistants, and pagers. 
Each of these communication technologies requires special protocols and 
protocol conversions. Each set of protocols varies according to the communication 
path. The path can be over public analog telephone lines, public digital telephone 
lines, private company lines, fiber-optic cable, infrared, satellite, and wireless. 

A telephone gateway is a specialized piece of equipment that connects a 
packet-style network communication system to a telephone system using the 


H.323 protocol. The H.323 j lecommunication 
audio, video, and data communications usi cket-type networks defined 


by the International Telecommunication Union (ITU). On one side of the 
telephone gateway is the normal telephone system and on the other side is the 
network system. The telephone system side is the H.323 side. You can think of the 
gateway as the H.323 server and the computers on the network side as the H.323 
clients. Look at Figure 13-15. 

H.323 is not one specific protocol but rather an entire suite of protocols 
similar to the TCP/IP suite of protocols. There are over 20 different protocols 
designed to work with H.323. The protocols are systems that control processes 
such as name to telephone number conversion, call forwarding, caller ID, call 
blocking, conversion from TCP/IP to wireless, and conversion to European 
telephone systems. 


of equipment and devices 
require a wide variety 
of communication lines 
and equipment. 


H.323 standard 

a telecommunica- 
tions standard for 
audio, video, and 
data communications 
using IP or packet- 
type networks 
defined by the Inter- 
national Telecom- 
munication Union 
(ITU). 


F323 
Gateway 


Figure 13-15. 

The H.323 client is 
installed on individual 
workstations while the 
H.323 gateway service 
is part of the telephone 
system. 
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Figure 13-16. 

The QoS Packet 
Scheduler is an optional 
protocol that is avail- 


able in Windows XP. 
The QoS protocol gives 
time-sensitive packets a 
higher priority than EE ns 
data packets. | El ¿2 File and Printer Sharing for Microsoft Networks 
i | QoS Packet Scheduler 
| M °F Intemet Protocol (TCPAP) 
Prapehes 
Description 
| Quality of Service Packet Scheduler. This component 
| provides network traffic control, including rate-of-fiow and 
[Y] Show icon in notification area when connected 
The biggest problem in using packet-based networking systems is latency. A 
Quality of Service protocol, called Quality of Service (QoS), was developed to minimize latency. 
(QoS) The QoS protocol gives time-sensitive packets, such as those carrying telephone 
a protocol that gives conversations, a higher priority than data packets. The QoS Packet Scheduler is 
time-sensitive available in Windows XP, Figure 13-16. 
pol OMe Frame Relay and ATM are sometimes carried over typical Internet backbones 
o yn tele- packaged inside the IP protocol. These technologies are referred to as ATM over 
T ee ee) TP (ATMoIP) and Frame Relay over IP (FRoIP). We take a closer look at how these 
a higher priority than : ; 
data packets. systems work in Chapter 15—Remote Access and Long Distance 
Communications. 
Nortel Networks specializes in integrating telecommunications and networking. You may 
want to visit the Nortel Web site at www.nortelnetworks.com to learn more about the 
Maani Tip telecommunications industry as a possible source of employment. Nortel also offers a 
variety of certifications. Many of these certifications involve a detailed understanding of 
networking. 
Summary 


MH An analog signal is converted into a digital code by taking samples of the 
analog amplitude pattern at specific times. 


@ A sampling rate is the number of times a signal is sampled during a specific 
period of time. 


W jitter is the small staggers or hesitations in the delivery sequence of audio or 
video data caused by latency or missing packets. 


E Video images typically occur at a minimum rate of 24 frames per second. 


The term latency means the delay of data as it travels to its destination. 


E While latency with a delay of approximately 250 milliseconds will be noticed 
by a user, it is acceptable. 
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The term codec represents software, hardware, or combination of software 


and hardware that compresses and decompresses video and audio 
information. 


X.25 is one of the early protocols used to transfer data over telephone lines. 


Frame Relay is a packet switching protocol that typically uses leased lines 
such as T1 to carry data over long distances. 


The Asynchronous Transfer Mode (ATM) protocol is designed to carry audio, 
video, and multimedia. 


The five ATM classifications are CBR, VBR-NRT, VBR-RT, ABR, and UBR. 


The maximum size of an ATM cell is 53 bytes, consisting of a 5-byte header 
and a 48-byte payload. 


Voice over IP (VoIP) is a technique that relies on the TCP/IP protocol suite to 
carry audio and video data. 


VoIP uses the UDP protocol when sending time-sensitive data, such as a 
telephone conversation. 


VoIP uses the TCP protocol when sending audio and video streaming data. 
The H.323 protocol is used by telecommunications and telephone equipment. 
A gateway is used to convert the TCP/IP protocol to the H.323 protocol. 


Review Questions 


Answer the following questions on a separate sheet of paper. Please do nof \ Do pal 5 


write in this book. = bony de l 


i 
. Converting an analog waveform to digital pulses is called ____“convetsion. 
. What is jitter? Small Sigges or hesian) in the de Ley Serene 

. The delay of data from its origin to the final destination is called later | 

| What is the principle used for MPEG compression?(_ s Lec 


An oa k WON 


10. 


Converting digital pulses to an analog waveform is called _” ones ee a\ 
anal y ÓN 


. What communication protocol is characterized by analog packets rather than 


digital packets for communications? X 75 


. What is the maximum data rate of X.25? $ 4 K bps 

4 
. What protocol could be called an upgrade of the X.25 protocol? “+ fhe lc la / 
. What is the maximum data rate of Frame Relay? Say, Mbp ) 


Which scenario requires the Constant Bit Rate (CBR) classification of ATM 
communications? 


A. Ļive telephone conversation. 

B. FAX. 

C./Real-time broadcast of a movie. 

D/ Business conference call. 

E. Cell phone conversation: 

F. Transfer of an image from an archive. 
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Cheb nich ATM classification provides the best support for video conferencing? 


12. What does the term Variable Bit Rate mean in reference to ATM y 
c Pea Ga Ean jha} avdmat,ca Y aldya<r Fb Sap pa 
13. What is the ie! ears ofa typical ATM cell including the header? § 4. pe 


14. What happens when one of the ATM cells is destroyed or does not reach the 
destination? 


wnt to my 
15. Why is the ATM cell payload so small (48 bytes)? (_ ad? Ma A 
16. An ATM virtual path may contain two or more PAR Chew! 


17. A Switched Virtual Circuit (SVC) is a (temporary or permanent) 
connection between two devices on a network. 


18. Based on what two factors will an ATM switch drop a cell? 


19. When using VoIP technology, what protocol is used for time-sensitive data 
such as telephone conversations? 


A 20, When using VoIP technology, which protocol is used for streaming data? 
21. Which protocol is designed for multimedia traffic on packet-type networks? 


22. What piece of equipment is Sable for converting IP protocols to H.323 
protocols? 


===== Sample Network+ Exam Questions 
X Network+ Answer the following questions on a separate sheet of paper. Please do not 
write in this book. 
1. The delay of video/audio data packets is referred to as 
terminology. 
A. Packet Loss Ratio 
(B latency 
C. Variable Rate Overflow 
D. heading 
2. Which ATM data transfer classification provides the highest quality of ATM 
service? 
A. VBR 
B CBR 
C. UBR 
D. ABR 


in networking 


3. Which upper layer protocol is typically used to package voice data that is to 
be transferred using Voice over IP (VoIP) technology? 


A. PPP 
B. SLIP 
©. UDP 
D. CHAP 
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4. Which definition best describes multiplexing as it applies to ATM? 


A Combining multiple signals or sequencing different data packet streams con Seale 
z over a single medium. z E eZ Network+ 


B. Combining several different protocols to use as a single protocol. 


C. Combining several different types of networking media to form one 
cohesive media. 


D. Combining separate data packets into one large data packet before 
transmitting across a single network line. 


5. Which of the following statements are true concerning ATM? (Select all that 
apply.) 


A The ATM protocol allows voice, video, and text data to be carried on the 
same media. 


B. The maximum cell size for ATM is 1500 bytes. 
Q ATM is a connection-oriented protocol. 
D. ATM is.a connectionless protocol. 


6. Which protocol transmits data in the form of an analog signal? 
A. IP 
B. IPX 
X25 
D. ATM 
7. Which compression method is used to achieve the highest data rates for 
multimedia over a network? 
: A. MPEG-1 
B. X.25 
C. SLIP 
(0) MPEG-4 
8. Which protocol is used to support Internet telephony? 
A. CHAP 
Y) VoIP 
CESHE 
D. AppleTalk 


9. Which protocol is designed specifically to ensure the delivery of time- 
sensitive packets and reduce latency? 


W) QoS 
Be TEP 
CIX23 
D. MPEG 
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Interesting Web Sites for More Information 


www.ectf.org 
www.imtc.org 
www.nortelnetworks.com/corporate/technology/voip/index.html 


www.webtutorials.com 


Suggested Laboratory Activities 


1. Open Control Panel in Windows 2000 and see if there is an ATM protocol 
selection for setting up a NIC card? 


2. Install two Web cams in the lab area and monitor the performance between 
o the two cameras. You may wish to use a protocol analyzer to measure the 
amount of traffic generated between the two. 


3. Access a Web cam on the Internet and analyze, using a protocol analyzer, the 
amount of network traffic required to support the download of images from 
the Web cam. 
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Chapter 13 
Laboratory Activity 


NetMeeting | 


After completing this laboratory activity, you will be able to: ; 
M Setup and configure Microsoft NetMeeting. 


M Modify the NetMeeting configuration. | 
W Explain how a firewall can affect NetMeeting communication. | 
E Host a NetMeeting and select the tools to be used in the meeting. | 
Introduction | 

| 


NetMeeting is designed to support online collaboration, live video, Chat, 
Whiteboard technology, and file sharing and exchange. In this laboratory activity, | 
you will set up and configure Microsoft NetMeeting and then participate in a live 
conference call with a person at another workstation. NetMeeting can be used to 
support a conference between two or more clients on the same local network or 
over the Internet and can be used with all of the Microsoft operating systems. | 
You can even use it to communicate with operating systems other than Microsoft | 
that use a third-party video conferencing software package. 

NetMeeting can be configured to automatically look for a directory server at 
startup. A directory server keeps a list of NetMeeting users. It is an optional service 
and is not required for NetMeeting. Microsoft provides an Internet directory server. 
There are also many third-party servers used to keep the same type of information. An 
Intranet server can also be configured to serve as a directory server for NetMeeting. 

The first screen to appear when NetMeeting opens is the main NetMeeting 
user interface. It is used to set up or join a meeting from the host. The following 
figure shows the main NetMeeting user interface. 


et —= sam BS E C O A 


& NetMeeting - Not in. a Gale ~jOj x} 
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The main user interface can be configured in several different views 
depending on your needs and the equipment used, such as a video cam. The 
main user interface can be configured as not compact, like in the previous figure, 
compact, data only, or dial pad. The following figure shows the compact, data 
only, and dial pad views. 


FA A 


Dial Pad View 


Other screens will appear depending on the features used. For example, if 
the Chat feature is used, the Chat screen will display. Features include Sharing, 
Chat, Whiteboard, and File Transfer. 

A NetMeeting connection is established between two of more workstations 
by e-mail address, computer name, IP address, or telephone number. Network 
security often incorporates a firewall for protecting network clients. Firewalls 
typically block certain ports and leave others unblocked to support required 
services. The ports that most likely are required for a successful NetMeeting are 
TCP ports 389, 522, 1503, 1720, 1731, and several additional ports located between 
1024 and 65535. Network and workstation firewalls can interfere with the correct 
operation of NetMeeting. You should make sure that the ports you will use for 
NetMeeting communications are not blocked by a firewall. 

NetMeeting will communicate with most other third-party network meeting 
utilities because it is based on two common International Telecommunications 
Union (ITU) communications standards: H.323 and T.120. By adhering to these 
protocols, the two end points can use different proprietary software designed for 
network conferencing and be able to communicate effectively with each other. 

You may be wondering why two different standards are used and not just 
one. Audio and video typically use a “best effort” means of delivering data from 
source to destination. This is because live video and audio cannot rebroadcast 
lost packets, yet it still must achieve a quality transmission. The H.323 is a best 
effort specification to ensure the data (video and audio) is delivered quickly. The 
1.120 standard ensures that all data is delivered completely with no missing 
packets. Thus, the two protocols work together to achieve a quality transmission. 
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Note: 


Microsoft has released LiveMeeting, which is an enhanced version of NetMeeting. | 
It is expected to replace NetMeeting. : 


Equipment and Materials 


E (2) Workstation running Windows XP connected to a peer-to-peer network. 
(2) Web cam (optional). 

(2) Microphone (optional). 

M (2) Set of speakers (optional). 


nm 


Note: 
Two students can perform this laboratory activity, one at each workstation. 


Procedures 
I Gather all required materials and report to your assigned 
workstation. | 
ee Boot the workstation and verify it is in working order. | 


To automatically install NetMeeting, open the Start menu, select Run, 
and then type conf into the Run dialog box. The NetMeeting wizard 
will automatically start. The first screen presents an overview of 
NetMeeting features. Click Next. 


4. You will be asked if you want to log on to a directory server when 
NetMeeting starts and if you want your name listed in the directory. 
Deselect Log on to a directory server when NetMeeting starts and 
select Do not list my name in the directory. Click Next. 


5 Now you are presented with four connection type choices: 14400 bps 
modem; 28800 bps or faster modem; Cable, xDSL or ISDN; and Local 
Area Network. For this laboratory activity, select Local Area Network. 
Click Next. 


6. You will be prompted with the following choices: Put a shortcut to 
NetMeeting on my desktop and Put a shortcut to NetMeeting on my 
Quick Launch bar. Select both, and then click Next. 


Ip You will see a series of windows prompting you to adjust and test 
the video and audio settings. Respond to the simple prompts 
accordingly. When prompted, click Finish to complete the wizard. 
NetMeeting will automatically start. 


Install NetMeeting on the other workstation. 


After NetMeeting is installed on both workstations, use one of the 
workstations to call the other. Use the computer name to establish | 
the connection. | 


Note: | 
NetMeeting must be running on each workstation to establish a call. 


5] 
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10. After establishing a connection between the two workstations, open 
the Chat feature located under the Tools menu. Send several text 
messages until you are comfortable using the text message system. 


eit. Open the Whiteboard feature located under the Tools menu. 
l Experiment with the Whiteboard feature until you feel confident 
about using it. 


12 Complete this step only if a Web cam is installed on the workstation. 
If not, proceed to the next step. Open the My Video option located 
under the View menu. After the My Video window is filled with the 
Web cam image, click Options located under Tools menu. The 
Options dialog box will appear. 


13. In the Options dialog box select the Video tab. The Video options 
page should appear similar to the one in the following figure. 
Experiment with the video settings. Change the image size and the 
video quality and then observe the effect on the video image. You 
may need to move your hand across the front of the Web cam to 
observe changes in the video quality adjustment. The changes will 
be easiest to observe when a moving image is captured. After you 
are familiar with the video adjustments, proceed to the next step. 


CE 1 


Nm Eo | Audio. Video 10 


Sending and receiving video —- 
I Automatically send video at the start of each call 
JV Automatically receive video at the start of each call 
| a.“ re ee eee 


A The ee a sae I Rack to use is: 
ka USB Video Camera Il! 7] 
Ny ec [. Formet.. Í 


I Show mitror image in. preview video windoyi 


14. Select the Audio tab and then the Security tab to see what options are 
available. After familiarizing yourself with these options, close 
NetMeeting on each workstation. 


15. 


16. 


VA 
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—— Now, you will host a meeting. When you host a meeting you are in 


control of the NetMeeting environment. To host a meeting, simply 
start the NetMeeting program and then select Host Meeting from the 
Call menu. The Host a Meeting dialog box should look similar to the 
one in the following figure. 


Hosting a meeting starts a meeting on your computer and 
e lets you define some properties for the meeting. The 
meeting will remain active until you hang up. 


1.7 Only you can accept incoming calls 


| J7 Requie security for this meeting (data only) | 
I~ Only you can place outgoing calls | 


Meeting Tooh=————__—, 


Only you can start these meeting tools: 
I Shang 5 F Chat 
TF Whiteboard - T” Fie Transfer 


road — 


Notice that there are two major categories of options in the dialog 
box: Meeting Settings and Meeting Tools. Under the Meeting Settings 
options, you can provide a name for the meeting and password. The | 
password can be used to control who can access the meeting. Under | 
the Meeting Tools options, notice that the host selects which tools | 
can be used for the meeting, such as the Whiteboard, Chat, File | 
Transfer, and Sharing. As you can see, the main difference between 
hosting a meeting and simply calling another workstation is 
controlling the meeting environment. Now go on and set up a 
meeting, including a password. Have the other workstation access 
the meeting after you have configured it. 


Answer the review questions. You may use Help Topics located 
under the Help menu to assist you. 


Leave the workstation in the condition specified by your instructor 
and return all materials to their proper storage area. 
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Review Questions 


Answer the following questions on a separate sheet of paper. Please do not 
write in this book. 


1. What information can be used to establish a connection with another 
computer using NetMeeting? 


2. How can a firewall affect NetMeeting? 
3. What ports are commonly associated with NetMeeting? 


4, What standard is used for audio and video conferencing across 
telecommunication lines? 


5. What standard is used to support Whiteboard technology across a 
telecommunications line? 


6. What connection types does NetMeeting support? 


7. What environmental factors do you control when you host a meeting? 


Web Servers and 
Services 


After studying this chapter, you will be able to: 

Explain the difference between Internet, intranet, and extranet. 
Explain how the Domain Name System (DNS) relates to Web servers. 
Describe the purpose of a Web browser. 

Explain how markup languages work. 

Describe how e-mail messages are transported. 


mo Bee eo 


Explain the difference between common e-mail protocols. 


Network+ Exam—Key Points 


The Network+ Certification exam presents questions about Web server 4 Network+ 
basics. It does not contain in-depth questions in this area. Rather, it tests your 
knowledge of protocols such as HTTP, HTML, POP3, IMAP4, SMTP, FTP, and 
SOAP, commonly used in conjunction with Web servers and e-mail servers. 

You need a basic understanding of how these protocols are used. Also, be 
sure you can configure a workstation for e-mail. 


For in-depth questions on Web servers, the CompTIA organization has developed the 
iNet+ Certification, which covers Web service support. The iNet+ Certification exam 
concentrates on basic networking technology, Web services, and the basics of Web 
programming languages, such as HTML, XML, and JAVA. It also covers an introductory 
level of common Web page authoring programs, such as Adobe GoLive and Microsoft 
FrontPage. A candidate must be very familiar with graphics and animation to successfully 
pass the exam. 
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Internet 

a collection of inter- 
connected networks 
from all around the 
world. 


Key Words and Terms 


The following words and terms will become important pieces of your 
networking vocabulary. Be sure you can define them. 


Extensible Markup Language (XML) 
extranet 

HTML tag 

hyperlink 

Hypertext Markup Language (HTML) 
Hypertext Transport Protocol (HTTP) 
Internet 

Internet Message Access Protocol (IMAP) 
intranet 

mail filter 

mail gateway 


Multipurpose Internet Mail Extensions 
(MIME) 


Network News Transfer Protocol (NNTP) 


newsgroup 
Post Office Protocol (POP) 

Secure File Transfer Protocol (SFTP) 
Simple Mail Transfer Protocol (SMTP) 
Simple Object Access Protocol (SOAP) 
spam 

spammer 

spamming 

Trivial File Transfer Protocol (TFTP) 
Uniform Resource Locator (URL) 
Web browser 

Web server 

Web site 


The need for Web servers has greatly increased over the years. Web servers 
provide a means to display informational pages to viewers across the World Wide 
Web or a local area network. E-mail has rapidly grown to become one of the most 


common forms of communication. 


In this chapter you will learn the differences between the three types of 
networks that provide Web page distribution. You will also be introduced to two 
of the most popular Web server software packages and to the basic operation of 


an e-mail system. 


Internet, Intranet, and Extranet 


There are three types of networks that provide Web page distribution: 
Internet, intranet, and extranet. The type of access allowed to a network's Web 
pages (Web site) determines each classification. 


Internet 


An Internetis a collection of interconnected network l aroun: 


world. Therefore, when you install a Web server for the Internet, you are setting 
up a computer to be accessed by anyone in the world. The Internet relies on the 
TCP/IP protocol and its suite of protocols to transport Web pages. The Internet is 
also referred to as the World Wide Web because when the various network cable 
connections that make up the Internet are diagrammed, the diagram resembles a 


spider's web. 


There are other types of networks that function similar to the Internet but on 
a limited or restricted basis. These networks are called intranet and extranet and 
are commonly found in business environments. 
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Intranet 


A Web server need not be connected to the Internet to serve as a way for 
companies to communicate and to distribute information. A Web server can be 
connected to an intranet. An intranet is a private network that serves a specific 
group of users within a LAN. For example, a corporation or an educational 
institution may set up a private Web server to be accessed only by a designated 
group of users from within its local area network. In the corporation, an intranet 
is designed for only the employees. In the educational setting, it may be accessed 
only by school employees and students. Normally, an intranet cannot be freely 
accessed by anyone. If the intranet is accessible from the World Wide Web, the 
intranet uses a firewall to isolate it from the outside world. The main reason for 
access limitations is security. 

An intranet can be used to post forms, explanations and examples of forms, 
policy books, maps, address books, and such. The advantage of using an intranet 
is users already know how to surf the Internet and can start using the system 
immediately. In a traditional network, a new user often needs training in how to 
access network shares and navigate directory structures. 


Extranet 


An extranet allows internal access to Web pages and allows aut 
personnel from outside the network to access the network’s Web pages. An 
extranet is often designed to allow employees, business partners (other 
businesses), and customers access to the intranet from outside the network, 
through the Internet. Access to the extranet is available only if the user has a 
valid user name and password. The user name and password determines what 
areas of the extranet are accessible. For example, members of partner companies 
may have only limited access to the Web site while employees may have full 
access to the Web site. 

Look at Figure 14-1 for a comparison of an intranet and an extranet. 
Remember that an extranet does not let the general public access the Web 
site—only partner companies, employees, and authorized customers. 


Domain Name and URL Resolution 
Since the TCP/IP protocols use IP addresses to transfer data, the Internet 


must use the Domain Name Service (DNS) to translate domain names and 


Uniform Resource Locators (URLs) to an IP address. A Uniform Resource 
Locator (URL) is a user-friendly name such as http://support.microsoftcom/. 
When a URL is typed into a Web browser, the Web browser uses a DNS server to 
translate or resolve the URL name to an IP address. 

A user can directly access a Web page by typing in the IP address of the Web 
server that hosts the Web page. This eliminates the need to use a DNS server to 
resolve the URL name to an IP address and may expedite access. However, 
people do not generally communicate by IP addresses. They use domain names. 
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intranet 

a private network 
that provides Web 
page distribution to a 
specific group of 
users within a LAN. 


extranet 

a network that allows 
internal and external 
access to Web pages 
by authorized 
personnel. 


Uniform Resource 
Locator (URL) 

a user-friendly name, 
such as http://support. 
microsoft.com/, 
which allows users to 
access Web-based 
resources. 


Network proxy servers store IP and URL addresses in their cache to expedite the connec- 
tion process. A proxy server intercepts all requests for Web sites and then provides the 
requested Web page without the need to connect to the Web site. If the proxy server does 
not contain a copy of the requested page, it forwards the request to the Web site. 
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Figure 14-1. 
An intranet allows em- 
ployees limited access 
to a company Web 
server. The Web server 
is accessible only 
through the company 
LAN. It is not accessible 
through the Internet. 
An extranet provides 
limited access to the 
company Web server to 
both employees within 
the LAN and to cus- 
tomers, partner compa- 
nies, and employees 
through the Internet. 


Figure 14-2. 
Structure of a URL. 
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A complete URL can be seen in Figure 14-2. Note the way the URL is 
expressed. The first item in the URL is the protocol. Typical choices are HTTP 
and FTP. The next part of the URL is the domain name of the Web server hosting 
the site followed closely by the path to the resource or page desired. The path is 
actually a directory or directory and subdirectories on the Web server that lead to 
the Web page file. In the example, the index.html Web page is located in the /books 
directory. The port number at the end of the URL is optional and is not generally 
used. The default port number of a Web page TCP/IP connection is 80. 

DNS is organized as a hierarchical structure with the root at the top. As you 


have seen in previous chapters, Microsoft Active Directory (AD) and ovell 
Directory Services (NDS) have a similar structure to DNS. NetBIOS domain 


names of earlier systems have come to look like a URL. Lightweight Directory 


URL 


http://www.g-w.com/books/index.html:80 


Protocol Domain name Path Resource Port 


Chapter 14 Web Servers and Services 


Access Protocol (LDAP) has made it possible for NDS, Microsoft AD, and DNS to 
look and function similarly. In each structure, the entire directory appears as 


though it is one structure on one computer; when in reality, it can comprise many 
computers spread across the world. You may wish to review the DNS structure in 


Chapter 11—TCP/IP Fundamentals. 


Web Servers 
A Web server is, as the name implies, a server configured to proyi 
services, such as Web pages, file transfer, and HTML-based e-mail. To create a 


Web server, a software package, such as Apache HTTP Server or Microsoft 
Internet Information Services (IIS), is installed on a computer. The computer can 
be a server or a PC. Typically, Web server software is installed on a server that is 
running a network operating system, such as Windows 2000 Server. You can also 
install a light version of IIS on a PC running Microsoft Windows 98, Windows 
2000 Professional, or Windows XP Professional. The only requirement is the 
computer should provide sufficient resources such as memory, CPU speed, and 
hard disk drive space to accommodate the software package. 

A Web site is traditionally defined as a location on the World Wide Web. The 
Web site contains a collection of Web pages and files, which can be accessed 
through the Internet. A Web site is owned and managed by an individual, 
company, or organization. 
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Web server 
a server configured 
to provide Web 


services, such as Web 
pages, file transfer, 
and HTML-based 
e-mail. 


Web site 

a location on the 
World Wide Web, 
which contains a 
collection of Web 
pages and files. A 
Web site is owned 
and managed by an 
individual, company, 
or organization. 


An intranet has almost all of the characteristics of a Web site, but it is not a true Web site 


by strict definition. 


For a Web server to operate while connected to the Internet, it must be 
assigned a domain name and IP address. A domain name can be acquired 
through a domain name provider or a Web hosting service. A domain name must 
be registered before an IP address can be assigned to a Web server. To obtain an 
IP address and domain name combination, the user submits an application to a 
domain name provider or Web hosting service for a nominal fee. Once the 
information is processed, an IP address is assigned to the domain name. 
A domain name must be unique. In other words, the domain name you choose 
cannot be in use by another person or company. You can check if the domain 
name you've selected is unique by using the whois utility on the InterNIC Web 
site (www.internic.net). If the domain name you enter is in use, the whois utility 
displays information such as the domain names registrar, the names of the name 
servers on which the domain name is listed, the date the domain name was 
assigned, and the date the domain name expires. 
Figure 14-3 shows the whois utility screen prior to a request for information. 
Figure 14-4 shows the detailed results of a search for the g-w.com Web site. The 
whois utility can conduct searches by the domain name, registrar name, or 
nameserver. The nameserver can be listed as a domain name or an IP address. 
There are several ways to set up a Web server. A Web server can be set up on 
- the same server as the network server, a server dedicated to only Web services, 
and a Web hosting company’s Web site. 

A Web server can run on the same server as the network server, especially if 
the LAN has only one server. In fact, you can run Web server services from a 
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Figure 14-3. 
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Whois (aero, -arpa, .biz, corn, .coop, .edu, info, .int, museum, .net, 
and .org): 


£e Domain (ex. intemic.net) 
© Registrar (ex. ABC Registrar, Inc.) 
C Nameserver (ex. NS.EXAMPLE.COM or 192.16.0.192) 


workstation. For example, installing Internet Information Service (IIS) on a 
Windows 2000 Professional workstation allows the workstation to run a single 
Web site that can be accessed by a maximum of ten simultaneous users. 

A dedicated server can be used to host Web services. A dedicated server 
serves only one function. However, more than one Web site can be hosted from a 
single server. 

A company or organization may choose to have a Web hosting company host 
their Web site. A Web hosting company sells space on its Web server, allowing a 
company or organization to set up a Web site without the need of owning and 
supporting a Web server. 

Figure 14-5 and Figure 14-6 illustrate the two most common scenarios of 
Web hosting. Each has advantages and disadvantages. For a large Web site 
consisting of many pages and a large volume of traffic, it is probably less 
expensive to install a Web server ivn-house. For a smaller Web site with a low 
volume of traffic, using a Web hosting company is more appropriate. Using a 
company that provides most of your Web hosting needs is called outsourcing. 


Figure 14-4. 
The results of a whois 
search. 


Whois Search Results 


Search again (aero, .arpa, .biz, com, .coop, .edu, „info, .int, .museum, 
-hame, .net, or .org): 
© Domain (ex. intemic.net) 
© Registrar (ex. ABC Registrar, inc.) 

C Nameserver (ex. ns.example.com or 192.16.0.192) 


Whois Server Version 1.3 


Domain names in the .com and .net domains can now be registered 


with many different competing registrars. Go to http://wew.internic.net 
for detailed information. 


Domain Name: G-W.COM ! 
Registrar : NETWORK SOLUTIONS, LLC. 
Whois Server: whois.networksolutions.com 
Referral URL: http://wwv.netvorksolutions.com 
Name Server: NSF.ALGX.NET 
Name Server: NSE.ALGX.NET 
Status: REGISTRAR-LOCK 
Updated Date: 10-oct-2003 
Creation Date: 01-jun-1998 

| Expiration Date: 31-may-2005 ' 
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Figure 14-5. 

When a Web server is 
part of a company’s 
LAN, the network 
administrator and staff 
are responsible for 


Web pages are located on the maintaining the server. 
company LAN. The network 

administrator and staff are 

responsible for maintaining 

the Web server. 


ae 


Look at the chart in Figure 14-7 to see how some of the factors of Web site 


operation compare between hosting your own Web site and outsourcing your 
Web site. 


The CompTIA organization offers a certification called iNet+ that is designed to measure 

the skills of a Web support technician. Many of the skills learned in networking fundamen- ewe 
tals can be applied toward earning this certification. You may want to pursue this additional 

certification. 


Apache HTTP Server 

The most widely used Web server software is Apache HTTP Server. The 
pees pop arity Hs price. Programmers with a common 
interest developed the Apache HTTP Server software for free. The Apache 
HTTP Server software can be downloaded from the Apache Software 
Foundation Web site at www.apache.org, or it can be bought as a package 
with documentation and extra utilities for a modest price. Documentation and 
additional references are available at the Apache Software Foundation Web 
site. Once Apache is installed and started on a server, a manual can be 
accessed through http://localhost/manual/index.html. The manual is a 
complete user guide with information about all aspects of installing and 
using Apache HTTP Server. 


Figure 14-6. 

Web hosting companies 
can provide Web ser- 
vices. In this scenario, 
the Web page owner is 
responsible for the con- 
tent and design of Web 
pages. The Web hosting 
company is responsible 
for supporting and 
maintaining the server. 


TE 
Web page owner 
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and controls the 
Web pages 


Web pages are located 
on the Web hosting 
company’s Web server 


490 Networking Fundamentals 


ere 5 5 te tS 5 
Figure 14-7. 
Comparison of out- DQutsoarcing Your Wels Sit Hosting Your Own Web Sits 
sourcing a Web site to 
hosting your own 
Web site. 


Most services, such as administrati | Frequent admin: tration, mai 

and maintenance, are provided. | and security checks are needed. 
Web site design is not provided. Some Need Web page design software and 
companies offer a one-time design service | personnel competent to use it. 

for free on a limited number of pages. 


Apache HTTP Server software is generally associated with Linux and UNIX 
systems. However, versions of Apache HTTP Server software are available for all 
the major network operating systems, such as Microsoft and Novell. 


Internet Information Service (IIS) 


The Internet Information Service (IIS) is the Microsoft Windows Web server 
default service. IIS supports Web site creation and management. Some service 
protocols that are supported by IIS are the Network News Transfer Protocol 
(NNTP), File Transfer Protocol (FTP), and Simple Mail Transfer Protocol (SMTP). 
These protocols are covered in detail later in this chapter. 

IIS is not installed by default on a Microsoft server. Services such as IIS, FTP, 
SMTP, and NNTP must be installed as additional services. Figure 14-8 shows a 
common dialog box that lists additional services (Windows components). The 
listing for IIS has a checkmark in its box, indicating that HS should be installed. 

Figure 14-9 shows a listing of the IIS subcomponents. The subcomponents add 
extra functionality to IIS. For example, the FrontPage 2000 Server Extensions 
subcomponent is used to support the Microsoft FrontPage Web page creation tool. 


Figure 14-8. par 
Internet Information 
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izard. part of the component wil be installed. To see what's included in a component, cick 
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T e? Message Queuing Services 26 MB 
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necio MEP duen eee a 
Total desk space required: 0.3 MB 
Space avaiable on disk 17483.8 MB 
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xj Figure 14-9. 
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Figure 14-10 shows the results of using Microsoft Internet Explorer to access 
the default Web page after IIS has been installed on a Windows XP workstation. 
This page contains information about IIS applications and management. The page 
is displayed on the Windows XP workstation. Clients connecting to Windows XP 
workstation’s Web site will see the familiar and often annoying “Under 
Construction” message displayed similar to the screen capture in Figure 14-11. 


You can install IIS on a Windows XP Professional computer and support up to ten simul- 
taneous connections. This will allow you to experiment with Web page and Web server 
technologies. 


Figure 14-10. 

Default IIS Web page 
displayed on the Web 
server. 
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Your Web service is now running. 


You do not currently have a default Web page established for your users. 
Any users attempting to connect to your Web site from another machine are 
currently receiving an Under Construction page. Your Web server lists the 
following files as possible default Web pages: . Currently, only iisstart.asp 
exists. 


To add documents to your default Web site, save files in . 


Welcome to IIS 5.1 as Integrated Management 


Internet Information Services (IIS) 5.1 
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Figure 14-11. 
Default IIS Web page 
displayed on a client. 


Web browser 

a software program 
that permits a user to 
navigate the World 
Wide Web and dis- 
play and interpret 
Web pages. 


Hypertext Transfer 
Protocol (HTTP) 

a protocol designed 
for communications 
between a Web 
browser and a Web 
Server. 


Hypertext Markup 
Language (HTML) 
a programming 
language used to 
create Web pages. 


hyperlink 

a link to another Web 
page or to an area on 
the same Web page. 


HTML tag 

an instruction for 
how text and graphics 
should appear when 
displayed in a Web 
browser. 


Under Construction 


i] 


4 configured. i 


The site you were trying to reach does not currently have a 
default page. It may be in the process of being upgraded and 


| Please try this site again later. If you still experience the hå 
problem, try contacting the Web site administrator. zin 


Web Browsers 


A Web browser is a software program that permits a user to navigate the 
World Wide Web and display and interpret Web pages. Most Web browsers 
incorporate an e-mail client. Some of the most common Web browsers are 
Internet Explorer (IE), Netscape Navigator, Mozilla, and Konqueror. Internet 
Explorer is the most commonly used browser because it is the default Web 
browser installed with the most predominant desktop operating system in the 
world, Microsoft Windows. 


Web Site Communications 


Web site co icati i d on the Hypertext Transfer Protocol 
(HTTP) and the Hypertext Markup Lan e (HTML). The ertext Transfer 
Protocol (HTTP) i rotocol designed for communications betwee eb 


browser and a Web Server. Hypertext Markup Language (HTML) is a 
programming language used to create Web pages. It can be interpreted by any 
type of computer with any type of Web browser. 

HTML also provides a means for linking to other Web pages or to an area on 
the same Web page. A link to another Web page or to an area on the same Web 
page is called a hyperlink. A user simply clicks the hyperlink and the Web 
browser automatically replaces the current Web page with the Web page 
designated in the hyperlink or “¡umps” to a specified area within the Web page. 

A Web page contains text and special symbols defined by HTML tags. 
HTML tags are also referred to as markups. An HTML tag is an instruction for 
how the text and graphics should appear when displayed in a Web browser. For 
example, HTML tags determine the size, style, and color of the text font and 
identify the placement of graphics. A Web browser interprets the HTML tags to 
make the text and graphics appear on the display as specified. 

Figure 14-12 shows the Goodheart-Willcox Publisher Web page as it appears 
in Internet Explorer. Figure 14-13 shows a section of coding used to represent the 
page. You can see how the HTML tags and-information combine to present the 
information in a Web browser. 
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Figure 14-13. 
Example of coding 
used to create the 
Goodheart-Willcox 
Publisher home page. 


<tr> 
|| {<td><img src="/images/top_banner.gif” width="760" height="61" alt="" border="0" 
jus emap="#top_banner "></td> 


<table cellspacing="0" cellpadding="0" border="0"> 

€ 

d> <img src=", ./images/link_logo. gif" width="132" height="24" alt="" border="0" 
jusemap="41ink_1090"></td> 


<!-- ser up links for main top navigation ----------~~------------- > 


<td><a href="/products/index. asp" onMouseover="swapImage('1'>" : TON 
oniiouseout="swapimageC 1: "><img sre="/images/Tink product. gif” width="126" height="24" 
alt="" border="0" name="TinkL” Td="1ink1"></a></td> 


<td><a href="/ordering/index. asp” onmouseover="swapImage('2')" K 
EE o A src=" Amages/1ink_order ing. gif” width="126" height="24" 
Halt="" border="0" name="1ink2" 1d="1ink2"></a></td> 


4 | d href="/contact/index. asp” onMouseover="swapIimage('3')" onMous eOut="swapImage 
E C3") ">i sree images ink contact. gif" width="126" heighto"34" alt="" border="0" 
į Iname="Tink3" id="link3"></a></td> 


href="/about/index. asp" onMouseover="swapImage(*4'>" onMouseout="swapiImage 
C4") "acing, Spem/tmages/Tinkeabout. gif width="126" height="24" alt="" border="0" 
names"Vink4" 1d="1ink4"></a></td> 


href="/index. asp" onMouseover="swapImage('5') onMouseout ="swapImage 
bar ee a oaahe ome. gif" width="124" height="24" alt="" border="0" 
Iname="VinkS” id="link5"></a></td> 
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Extensible Markup 
Language (XML) 

a markup language 
based on the same 
principles as HTML, 
with the added 
ability to create 
custom tags. 


Simple Object 
Access Protocol 
(SOAP) 

an XML message 
format that allows a 
client to freely 
interact with a Web 
page on the Web 
server, rather than 
download it. 


Networking Fundamentals 


The HTML standard was developed by the World Wide Web Consortium 
(W3C). As you have previously learned in Chapter 1—Introduction to 
Networking, W3C is a non-profit organization dedicated to the development of 
voluntary standards for the Web. The consortium has spent many years 
developing the standards for SGML, HTML, and XML. 

Standard Generalized Markup Language (SGML) is the original standard for 
both HTML and XML. HTML is a more compact version of the original SGML 
Web standard. XML is the latest in the evolution of Web standards. 


Extensible Markup Language (XML) 

E ib up Langu XML) i atly e anced compared to 
HTML. XML was designed especially for large enterprise business 
applications running on Web servers. While XML is based on the same 
principles as HTML, it has one very important difference: XML allows the 
creation of custom tags. XML also identifies the data contained inside the tags, 
while HTML only identifies how to display the data identified by the tag. For 
example, HTML uses tags to identify the size, font, or color of a block of text. 
XML can do the same, but it can also identify the contents, such as a 
numerical calculation for a database or spreadsheet. This allows the contents 
to be easily accessed and manipulated by a database or spreadsheet program. 
XML was designed with business applications in mind. XML can be easily 
converted to HTML and displayed through a browser. This ensures 
downward compatibility for systems. 


SOAP 
Simple Object Access Protocol (SOAP) is a set of rules for - d 


messages and is constructed from XML. It is designed to allow a client to freely 


interact with a Web page on a Web server, rather than download it. For example, 
a database stored on a Web server can be accessed and manipulated by an 
authorized client without downloading any database records. Also, a program 
can be run on the Web server while viewed by the client. 

SOAP combined with XML and HTML technologies solves the problem of 
exchanging data and information between two incompatible systems such as 
Windows and UNIX. Normally, the two operating systems require a gateway or 
the installation of additional protocols to support communication. By using 
HTML, XML, and SOAP technologies, the two incompatible systems are able to 
communicate without additional modifications. 

The use of SOAP to access and run applications on a Web server has lead to a 
new phrase coined by Microsoft—Web Services. The phrase Web Services means 
that services can be provided through Web pages. 


FrontPage Extensions 


FrontPage extensions are a set of programs that support the authoring, 
browsing, and administration of the Microsoft FrontPage program. If you are 
using Microsoft FrontPage to design your Web site, you must install IIS and the 
FrontPage extensions. This is true for a corporate intranet and Internet service. 
Extensions provide software tools for managing site security, checking site traffic 
and organizing the hierarchy of Web page structures. 


Y 


Chapter 14 Web Servers and Services 


File Transfer Protocol (FTP) 


The File Transfer 1 (FTP) can be incorporated into a Web server t 
support file transfers between a client and server. FTP uses TCP packets and 
establishes a connection between the client and server. FTP is accessed using an 
FTP client that is either text-based or GUI-based. When using a text-based FTP 
client, a series of commands are issued at an FTP prompt similar to the way 
commands are issued at a DOS prompt. The following is a list of some common 
FTP commands and their function. 


To start the FTP utility, go to the DOS prompt and enter the ftp command. 
Use the help command to display a list of FTP commands, Figure 14-14. To get 
help with a specific command, type help followed by the command. To exit the 
FTP program, enter the bye command. 

Most Web page software has its own utility for uploading a file to the Web 
server FTP directory. There are also many third-party utilities available. 

You can also use most Web browsers to access an FTP site by simply 
changing the protocol in Web browser's address bar from http: to ftp:. One 
important difference between most Web sites and an FTP site is you can upload 
files to an FTP site but not to a Web site. You can, however, download files from a 
Web site or an FTP site. 

Figure 14-15 shows the Microsoft FTP site accessed through Internet 
Explorer using the ftp: protocol at the beginning of the URL. Look closely at how 
the FTP site is indicated in the DNS host name portion of the URL. Also notice 
that in the bottom, right side of the Web browser the user is identified as 
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Figure 14-14. 


“Canmand Prompt - ftp 


A list of FTP com- 
mands can be displayed 
by entering help at the 
FTP command prompt. 
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Figure 14-15. 

Example of an FTP site 
displayed through the 
Internet Explorer 
browser. 


Trivial File Transfer 
Protocol (TFTP) 

a lightweight version 
of FTP, which does 
not require a user 
name and password 
because it uses UDP 
packets for transfer- 


ring data. It allows a * 


client to transfer files, 
but not to view the 
directory listing at 
the FTP site. 


Secure File Transfer 
Protocol (SFTP) 

a secure version of 
FTP, which encrypts 
the user name, pass- 
word, and data to 
provide the highest 
level of security com- 
pared to FTP and 
TFTP. 


Products 


peropsys 


pe 


wl 


anonymous. An anonymous user does not require a password or user name. 
Anyone can access the FTP site to download files. 

One of the main disadvantages of an FTP site is the lack of security. FTP does 
not encrypt passwords or the contents of transferred files. If security is a concern, 
another utility and protocol should be used to ensure secure data transfers. One 
such tool is Microsoft File Transfer Manager. This tool provides security and 
guaranteed file delivery over the Internet. It is available as a free download from 
Microsoft. 

Two other variations of the FTP protocol are Trivial File Transfer Protocol 
and Secure File Transfer Protocol. Trivial File Transfer Protocol (TFTP) isa 
lightweight version of FTP. TFTP never requires the use of a user name and 
password because it uses UDP packets for transferring data. Since UDP packets 
are used, a connection is never established between the client and server. The 
client is allowed to transfer files, but not to view the directory listing at the FTP 
site. TFTP uses fewer commands than FTP. 

Secure File Transfer Protocol (SFTP) is a secure version of FTP. SFTP uses 
TCP packets and therefore establishes a connection using a user name and 
password. It encrypts the user name, password, and data to provide the highest 
level of security compared to FTP and TFTP. SFTP should be used when 
transferring sensitive data and when security is required. 


Anonymous FTP 


One of the easiest FTP sites to administer is an anonymous FTP site. An 
anonymous FTP site allows anyone to access the site and download or upload 
files. No password or any other form of authentication is required. Since no real 
form of authentication is required, the site is always at risk of being vandalized. It 
is better to require some form of authentication such as an e-mail address or to 
have a list of authorized user names and passwords. With proper authentication 
required, you can determine who accessed the site, when they accessed the site, 
and what files they downloaded or uploaded. 

Another major problem with anonymous FTP sites is the unauthorized use of 
the site. If anyone can access the site using the anonymous user name, they can 
store illegal files on your site. It is a common practice of crackers to use 
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anonymous ETP sites to store their stolen files. They do not run the risk of being 
caught with stolen files on their own computer. They can gain access to their files 
on the anonymous site at any time in the future. 


A cracker is an unauthorized user that infiltrates the network to create problems or to disrupt 
or steal information. A hacker simply breaks in to see if they can but does no real damage. 


If you set up the FTP site as a secure FTP site, always test the security. Try 


accessing the FTP site from another computer using some of the commands 


’ i Network News 
mentioned earlier. 


; o Transfer Protocol 
IIS can activate a log of activities at the Web site or FTP site. Common (NNTP) 
information contained in the IIS log file is client address, user name, date and a TCP/IP protocol 
time of access, server nameé, IP address, and number of bytes downloaded or that is designed to 
uploaded. distribute news 
messages to NNTP 
Network News Transfer Protocol (NNTP) eee 


Network News Transfer Protocol (NNTP) is part of the TCP/IP suite of ee 
protocols. It is designed to distribute news messages to TP clients and NNTP- 
newsgroup 


servers across the Internet, News articles are stored in a central NNTP server and 

——~— : : news articles that are 
distributed automatically to other NNTP servers and clients. arranged in a group 

News articles are arranged in groups or categories referred to as newsgroups. or category on an 

A newsgroup is also referred to as a discussion group. There are many different NNTP server. News- 
newsgroups available. Figure 14-16 shows a list of available newsgroups run by groups are also 
Microsoft. Each newsgroup is dedicated to a particular Microsoft product and referred to as discus- 
contains a collection of messages posted by individuals. The messages consist of sion groups. 


F Microsoft Newsgroups: Find a Newsgroup for Your Language or Asea - Microsoft Ínternet Explorer e. i Figure 14-16. 
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questions and answers. You can join a discussion or post a question to a 
newsgroup. Members of the group will post responses to your question. A 
complete listing of all responses is available for reading. 

A client is required to access, download, and read the contents of an NNTP 
server. There are various newsreader clients designed for accessing and reading 
the messages posted on an NNTP server. You can use Microsoft Outlook Express 
or Outlook to access a network news server and read and post messages. 

Figure 14-17 shows an example of a newsgroup message posted on one of 
Microsoft’s newsgroups. The message concerns a problem with a virus. The 
message is displayed in Outlook Express. Pay particular attention to the New Post 
and Reply Group buttons in the upper-left corner of the toolbar. These buttons are 
available when connected to a newsgroup. Also, notice in the left pane of the | 
screen how the Microsoft newsgroup is displayed as a separate directory with the 
Internet address indicted rather than a folder name. 


E-Mail 


You are probably familiar with e-mail as a user, but not with its underling 
protocols and standards. Early in the history of networking, e-mail was viewed 
as a novelty rather than a necessity. Early e-mail messages contained text 
information only and not the rich formats viewed today that include various 
fonts, pictures, sounds, and multimedia. 

In the simplest terms, an e-mail system consists of a mail server and an 
e-mail client. E-mail clients are typically installed automatically when an 
operating system is installed. For example, when you install Windows XP, you 
automatically install the e-mail client Outlook Express. Other e-mail client 
programs available from other companies are Eudora and Pegasus. 


Figure 14-17. 

Example of a news- 
group message displayed 
in Microsoft Express. 
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106 message(s), 91 unread 
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The mail server is responsible for forwarding e-mail to other servers and 
storing e-mail until a client can retrieve them. The user must use an e-mail client, 
also referred to as an e-mail agent, to communicate with the mail server and to 
retrieve the messages. An ISP or a private network, such as one run bya 
corporation, can provide a mail server. In other words, the e-mail service could be 
limited to a private network or could span the world using the Internet. 

In the following sections, the protocols most commonly associated with e-mail 
are covered. They are SMTP, POP, IMAP and the newest HTTP e-mail also 
referred to as HTML e-mail or Web e-mail. 


SMTP 


i e Mail Trans rotocol (SMTP) is part of the rotocol sui 


and is designed to transfer plain text e-mail from an e-mail client mail server 
and from a mail server to a mail server. Look at Figure 14-18. 
In the illustration, you can see that a mail server is connected to the Internet 


where it forwards messages to other mail servers. The PC uses an e-mail client, 
with the POP or IMAP protocol, to access messages on a mail server. The mail 
server uses the POP or IMAP protocol to communicate with and to download 
e-mail to the client. 

When setting up an e-mail account, the mail server is designated as an SMTP 
Two separate mail servers ma =o ding e-mail and the other for 
receiving e-mail—or one server may be used for sending and receiving e-mail. In 


either case, two server names typically need to be supplied when setting up an 
e ouni 
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Simple Mail 
Transfer Protocol 
(SMTP) 

a protocol that is part 
of the TCP/IP pro- 
tocol suite and is 
designed to transfer 
plain text e-mail 
messages from an 
e-mail client to a mail 
server and from a 
mail server to a mail 
server. 


An e-mail server that hosts the POP or IMAP protocol can be called a POP server or an 
IMAP server. A server that hosts the SMTP protocol can be called an SMTP server. 


Figure 14-19 shows a typical Windows XP Internet Connection Wizard dialog 
box associated with setting up an e-mail account. Notice the requirements, such 
as selecting the type of incoming mail server, the name of the incoming mail 
server, and the name of the outgoing mail server. If the same server is used for 
incoming and outgoing e-mail, the same server name will appear in each text 
box. Note the protocol choices for the incoming mail server: POP3, IMAP, and 
HTTP. The outgoing mail server is limited to the SMTP protocol. 


Figure 14-18. 

The SMTP protocol is 
used to send mail from 
an e-mail client to a 
mail server and from a 
mail server to a mail 
server. The POP3, 
IMAP, and HTTP 
protocols are used to 
retrieve e-mail from 
mail servers. 
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Figure 14-19 

Setting up an e-mail 
account with the 
Windows XP Internet 
Connection Wizard. 
Notice the choices for 
the type of incoming 
mail server. Also note 
that an incoming mail 
server and an outgoing 
mail server must be 
specified. 
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Protocol choices 
for incoming 
mail server 


m» 


An SMTP server is the server that is used for your outgoing e-mail. 
_ Outgoing mail (SMTP) server: 


Name of 
incoming 

mail server 

is entered here 


Name of 
outgoing 
mail server 

is entered here 


Nex! 


SMTP is the most, well-known e-mail transfer agent. Two other agents are Unix-to-Unix 
Copy Protocol (UUCP) and X.400. You will most likely not encounter the other mail transfer 
agents unless working internationally or with UNIX systems. 


Post Office Protocol 
(POP) 

a mail access pro- 
tocol designed to 
access a mail server 
and download mes- 
sages to the e-mail 
client. 


Internet Message 
Access Protocol 
(IMAP) 

a sophisticated mail 
access protocol that 
can manipulate e-mail 
while it is on the 
server. It also allows 
a user to access their 
e-mail and then leave 
the e-mail on the 
server. 


Post Office Protocol (POP) 


The Post C ffige Frotocol (Ob) is asimple protocol designed 
mail server and download e-mail to the e-mail client. In contrast to IMAP, POP 

oes not allow you to store messages on the mail server. Stored e-mail resides on 
the user's local hard drive, not the mail server's hard drive. Typically, as soon as 
you open a POP mail account, the server begins downloading e-mail to the PC. 
There are various versions of POP: POP, POP2, and POP3.. Today, these protocols 
are simply referred to as POP or POP3. 


Internet Message Access Protocol (IMAP) 
Internet Message Access Protocol (I is used to access messages stored 


es a shon io TOE There are various releases of IMAP 

such as P, IMAP2, IMAP3, and IMAP4. When compared to POP, IMAP is a 

more sophisticated protocol because it can manipulate the e-mail while it is on 

the server. You can view the e-mail headers and content before downloading the 
e-mail. IMAP allows you to select the e-mail that you want to download rather 

than automatically downloading all of the e-mail for you. You can also store the 
e-mail on the mail server rather than on the client. One advantage of storing e-mail 

on the server is the server may be automatically backed up each day. Important 
e-mail can be retained even if your PC’s hard drive fails. 

The IMAP protocol also allows the user to access their e-mail from more 
than one PC. A user can access their e-mail and then leave the e-mail on the 
server. This means that a user can access their e-mail from home, work, or while 
traveling. Copies of the e-mails can be stored on more than one computer such as 
your home computer or laptop. With the POP protocol, all e-mail is downloaded 
to a PC and is deleted from the e-mail server. If a user accesses the mail server 
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from another PC, the previously downloaded e-mail is no longer available. Any 
new e-mail on the mail server is downloaded instead. E-mail is spread across the 
total number of computers you use to access your e-mail rather than stored in one 
central location. 

The downside to the way IMAP handles e-mail storage is the mail server 
must provide sufficient space for all e-mail users. Storage space could be limited, 
which forces the e-mail user to remove some of their e-mail from the server to 
provide space for new e-mail. Also, a large e-mail, such as one with a graphic or 
sound attachment, might very well use all the storage space provided for the e-mail 
account, causing other e-mail delivery attempts to be rejected. 

It may seem that all e-mail clients should use IMAP rather than POP. This is 
not always the case. For example, a corporate organization may choose to use 
POP rather than IMAP because POP is less resource intensive than IMAP. POP 
e-mail would not burden the network server the way IMAP would. Also, IMAP 
would create more network traffic than POP because IMAP allows a greater 
amount of port numbers. 


HTTP E-Mail 


The newest version of an Internet e-mail client is HTTP e-mail. It is also 
referred to as Web-based e-mail. To use the HTTP e-mail service, you need only a 
Web browser for the e-mail client. You do not need a specific e-mail client 
designed strictly for e-mail. There are numerous HTTP e-mail clients based on 
the HTML protocol. 

HTTP e-mail is usually advertised as free e-mail. The HTTP e-mail client is 
designed similar to Web pages. You can transfer messages that contain 
animation, graphics, and sound. It also allows users to access their e-mail from 
anywhere the Internet is accessed. All the user needs to do is access the Internet 
to connect to their mail server and then enter their user name and password. 

There are a few disadvantages of using HTTP e-mail. One disadvantage 
associated with HTTP-based e-mail is security. HTTP e-mail uses HTML coding 
that can easily hide viruses and worms. A Trojan horse can easily be hidden in 
the contents of an HTTP e-mail. When the client opens the e-mail, the computer 
is immediately infected. The only way to use HTTP securely is with certificates 
and a secure Web site. This ensures a secure connection. When a secure 
connection is used, the protocol in the Web address is identified with https rather 
than http. The s at the end of http indicates a secure site. 

Another disadvantage to HTTP e-mail is it is typically associated with free 
e-mail. With free e-mail, you have a small amount of designated storage space. 
Once that set amount is reached, the provider of the free e-mail service will 
charge you for additional space. They may also attempt to sell you many add-ons 
to enhance your e-mail, like fancy paper, animated characters, and sounds 
attached to your e-mail message. While these items are fun, they can cause you to 
use up valuable storage space. 

For example, you send a cute e-mail to a friend that has an animated 
character and plays a familiar tune when they open it. The free e-mail company 
will probably solicit your friend to download a free version of the e-mail client. 
After they do, they compose an e-mail and return the message to you. Soon, 
everyone you know is using the free e-mail client and your inbox is exceeding the 
maximum allowed capacity. All those fancy additions to the e-mail, like music 
and animated characters, take up a lot of storage space because they are coded 
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Multipurpose 
Internet Mail Exten- 
sions (MIME) 

a protocol that 
encodes additional 
information known 
as mail attachments 
to e-mail protocols 
that normally could 
not transfer attach- 
ments such as 
graphics. 


into the e-mail message. You eventually will be prompted to buy space at a 
nominal monthly fee or suffer the consequences of losing e-mail messages. 

The main advantages of Web mail is it can be obtained free of charge, has 
many graphic display enhancements, and can typically be accessed from anywhere 
on the Internet, which makes it especially appealing to travelers. There are 
numerous free e-mail services available: some reputable and some not so reputable. 


Multipurpose Internet Mail Extensions (MIME) 
Multipurpose Internet Mail Extensions (MIME) is a protocol that encodes 


normally could not transfer attachments such as graphics. SMTP is designed only 
to transfer text material between servers and from clients. MIME allows e-mail 
attachments to be transferred as separate files using SMTP as the transport 
protocol. Not all mail servers support MIME, but most do. Some do not support 
MIME by design to reduce the amount of traffic on a network. Remember that mail 
attachments such as music and animation require a lot of bandwidth and can cause 
congestion on a network. Simple text messages do not cause severe congestion. 


E-Mail Address Format 


The e-mail address is based on the domain name system of addresses. The 
following are typical e-mail address formats: 


someone@Somewhere.com 
someone@NewAccounts.Somewhere.com 
someone @Somewhere.com.uk 


The user name or mailbox name in the example is Someone. The @ (at) symbol 
is called the axon. The host name follows the @ symbol. Then the type of domain 
is identified after the period. The type of domain in the example is .com for 
commercial. There are many domain types and names, such as .gov for 
government or .org for organization. For addresses outside the United States, 
there is an additional country code such as .uk for United Kingdom. 


E-Mail Structure 


Figure 14-20 shows an example of an e-mail structure. In the example, you 
can see how HTML commands, or tags, are used to form e-mail. The HTTP 
<message> tag is used with the attributes to =, from =, and subject =. These 
attributes form the e-mail header. The HTML <text> tag identifies the text portion 
of the e-mail. 


Figure 14-20, 

Example HTML com- 
mands, or tags, used to 
form an e-mail 


<message to="KeltnerJOg-w.com” from="RRobertsOstrato.net” 
subject="Here is the latest chapter revision with XML info”> 
<text> 
Both XML and HTML can be used to create e-mail. HTML and XML tags 
simply combine with HTTP commands to create an e-mail message. 
</text> 

/message> 
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Of course, e-mail clients are much more sophisticated than the previous 
example. The example is used to illustrate how HTTP commands are combined 
with HTML tags to form a basic e-mail structure. Typical e-mail incorporates 
icons and visual elements from other programming languages to hide HTML 


coding. The same message would appear in an e-mail client as in the screen 
capture shown in Figure 14-21. 


Mail Filter 


A mail filter filters unwanted e-mail messages such as spam. Spamming is 
the distribution of unsolicited e-mail. E-mails are sent as broadcasts to numerous 
mailboxes using a list of known mailboxes or programs that randomly generate 
mailbox addresses. A spammer often sends e-mail wi sort of 
advertisement as a probe. They often include a line that says something like, “If 
you received this e-mail by mistake or want to be removed from our mailing list, 
simply reply to this e-mail address.” If the recipient responds to the e-mail, the 
spammer receives an e-mail reply with a legitimate e-mail address to add to their 
list of e-mail addresses. The spammer can use this e-mail address in the future or 
sell it. Many legitimate companies or organizations do offer a genuine removal 
from an e-mail list service. If you receive unsolicited e-mail from an unknown 
source, the best advice is do not reply! 

Mail filters can be placed on servers or desktops. The filtering technique 
varies between the different mail filter systems available. Most e-mail clients that 
come with an operating system contain some sort of filtering feature. For 
example, Microsoft Outlook Express allows you to identify undesirable sources of 
e-mail. Look at Figure 14-22. 

Outlook Express has two features available called “block sender” and 
“message rule.” Block sender blocks messages based on the mailbox address of 
the sender. Message rule filters mail contents based on header or letter body 
contents, or both. The filter can be based on one or more words. For example, you 
can filter all incoming mail that contains the phrase “act now” or “immediate 
response required” in the message header or body. By guessing the most 
common sales terminology used, you can block unwanted spam, but you must be 
careful. The filter acts solely on the words or phrases present in the message. If a 
friend sends e-mail to you with the same phrase, their e-mail will also be filtered. 
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mail filter 
filters, or blocks, 
unwanted e-mail 
messages. 


spam 
an unwanted e-mail, 
such as 
advertisement. 


spamming 
the distribution of 
unsolicited e-mail. 


spammer 
a person who 
engages in distrib- 
uting unsolicited 
e-mail or sending 
e-mail with some 
sort of advertisement 
as a probe. 


Subject: [Here i the latest chapter revision with ML nfo = 


XML and HTML can be used to create e-mail. HTML and XML tags á 
imply combine with HTTP commands to create an e-mail message. 


Figure 14-21. 

E-mail client software 
hides the HTML coding 
from the user. 
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Figure 14-22. 

The New Mail Rule 
dialog box in Outlook 
Express allows a user 
to filter e-mail based on 
the e-mail's header or 
contents, or both. 


New Mail Rule 
> Select pour Conditions and Actions first, then specify the values in the Description. 
: L Select the Conditions for your rule: 


Where the Fram line contains people 


¿| CI Where the message body contains specific words . 
¿10 where the To line contains people —— Bal 


` 2. Select the Actions for your rule: 


- 3. Rule Description [cick on an undetined value to edit: 


the From line contains ‘eNewsandViews@eletters1.zilfdavis.com! 


* 4, Name of the nde 


[New Mai Rule #2 - — a = | 
o e E, 


Mail Gateway 


mail gateway 


A mail gateway is a special software and computer used to connect two 


a special software normally incompatible e-mail systems. For example, two e-mail systems that 
and computer used cannot be directly translated require a gateway to act as an intermediate. The 
to connect two ` gateway translates e-mail protocols so they can be read by the other e-mail 


normally incom- system. Sometimes the contents can be translated, but not the attachment. In 
patible e-mail 


systems, 


other words, the contents of the text message can be transferred between the two 
systems, but the attached graphic or audio file cannot. 


When troubleshooting e-mail systems, always attempt to send an e-mail that contains a 
short, plain text message and no fancy paper backdrops or attachment. Many times an 
e-mail problem between two different systems is a result of the enhanced e-mail or a 
lesser-known e-mail client. If the plain text e-mail is successfully delivered, it will ensure 


that the network infrastructure is intact and that the SMTP system is working correctly. You 
can then turn your attention to e-mail client compatibility. 


Summary 

MW The Internet is a worldwide network that anyone can use for 
communications. 

E An intranet is typically a private, Web-based network limited to a select set 
of clients. 

W An extranet is a combination of a private and public Web-based network. 

m A Uniform Resource Locator (URL) is a user-friendly name that resolves to 
an IP address. 

E A Domain Name System (DNS) server translates URLs to IP addresses. 

El 


Microsoft Active Directory (AD) and Novell Directory Services (NDS) rely 
on the Lightweight Directory Access Protocol (LDAP) to communicate 
directory information between clients and servers. 
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Web servers provide services, such as Web page, file transfer, and e-mail, to 
clients. | 


The whois utility provides information about domain name owners. 
Apache is the most widely used Web server software package. 


Web browsers are designed to navigate the World Wide Web and to display 
Web page contents. 


The foundation of Web communications is based on HTTP and HTML 
standards. 


The Hypertext Transport Protocol (HTTP) is a protocol designed for 
communications between a Web client and a Web Server. 


The Hypertext Markup Language (HTML) is a programming language. 


XML is an enhanced markup language that supports client interaction with 
server applications. 


SOAP is a protocol designed to support XML and run applications on a Web 
server. 


The File Transfer Protocol (FTP) supports file transfers between a client and 
an FTP server. 


TFTP is a simpler version of FTP that uses fewer commands. 


SFTP provides a more secure transfer of data by encrypting user names, 
passwords, and data. 


An anonymous FTP site permits file transfers without the need of a required 
password or user name. 


Incoming mail server choices are typically limited to POP3, IMAP, and 
ENTE. 


An outgoing mail server is typically an SMTP server. 
One server may function as both the incoming and outgoing mail server. 


Review Questions 


Answer the following questions on a separate sheet of paper. Please do not 


write in this book. 


1. 
2. 


What are the three types of networks that provide Web page distribution? 


A(n) is a network in which employees can only access a company Web 
server from within the company. 
. A(n) allows internal access to Web pages and allows authorized 


personnel from outside the network to access the network’s Web pages. 


4, What is the purpose of a DNS server? 


5. What protocol is common to Microsoft Active Directory (AD) and the Novell 


Directory Services (NDS)? 


. What is the purpose of a Web server? 


What does the whois utility do? 


. What are some things to consider when choosing to set up your own Web 


server rather than choosing to use a Web hosting service? 
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la. 
14. 
15; 
16. 
17 
18. 
den 
20. 
Pale 


22: 
23 


24. 


Name three ways to conduct a whois search? 


Name two software packages that are designed to turn a server into a Web 
server? 


What does the acronym IIS represent? 


What is the name of the default Web server software installed on a Microsoft 
server? 7 / D 


Name four common Web browsers? 

What is the difference between HTML and HTTP? 

What is a markup? 

What is the purpose of HTML tags? 

What does the acronym W3C represent? 

What is the difference between HTML and XML? 

SOAP is closely associated with which markup language? 
What is an anonymous FTP site? 


What protocol is used to send e-mail to a mail server or to transfer e-mail 
from one mail server to another mail server? 


What protocols download e-mail from a server? 


Which e-mail protocol is used to download e-mail automatically without the 
option to store it on the mail server? 


How does MIME enhance e-mail? 


===Sample Network+ Exam Questions 


Answer the following questions on a separate sheet of paper. Please do not 


= write in this book. F 
1. 


What protocol is used to transport Web page information from a Web server 
to a client? 


A. HTML 
B> HTTP 
C. IPX/SPX 
D. SMTP 


. Which protocol is used to download files from a Web site? 


A. ATM 
Ê. FTP 
C. SNMP 
D. ICMP 
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3. A(n) is a network in which only employees from within a company 5 
can access the company Web server. 5 - = 
A. Internet Network+ 

® Intranet 


C. Extranet 
D. LAN Net 


4. The typical port number used for making a Web server connection is `. 
A. 33 


® 80 
C I 
D. 440 
5. Which protocol is specifically designed to store e-mail messages on a mail 
server? 
ARRIE 
B. POP 
(2. IMAP 
D. HTML 


6. Which type of server is designated to receive e-mail messages from an e-mail? 
A. DNS 
B. DHCP 
{© SMTP 
D. POP 

7. Your company is setting up an e-mail system for the sales department. The 
sales department wants to be able to access and read their e-mail while 


traveling or from any location outside the office. Which type of e-mail server 
will best meet their needs? 


A. POP3 
be PEP 
E TEBP 
D IMAP 
8. Which is the correct e-mail format for a salesman from the United Kingdom 
with a user name of Bjones? 
A. BJones@Sales.Homeoffice.com.uk 
B. BJonesQuk.com/homeoffice.sales 
C. BJones@Sales/HomeOffice/com/uk 
D. BJones. HomeOffice.Sales.com@uk 


9. What type of server translates URLs to IP addresses? 
A. DNS 
B. DHCP 
C. IMAP 
DANIS 
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. 10. Which command would you use to determine who owns and operates a 
specific Web site? 

A, netstat : 
B. tracert 

© who 2 Re 


Network+ 


Interesting Web Sites for More Information 


www.apache.org 


www.arin.net 
www.internic.net 
www.linux.org 
www.microsoft.com 
www.novell com 


www.redhat.com 


Suggested Laboratory Activities 


1. Set up an intranet for your network class. Install Microsoft HS and then use a 
Web-authoring tool, such as FrontPage, to design and install a Web site. The 
Web site should permit students to access information. Each student can 
design a page for the Web site. 


2. Download and explore anyone of several free HTML authoring tools 
available and design a simple Web page. Use the authoring utility to expose 
the hidden HTML code. 


3. Set up an FTP site as part of the Web site you created in the first laboratory 
activity. Load a file on the FTP site that can be distributed to all the students 
using anonymous access. 


4. Set up restrictions on the FTP Web site so that only users with a user name 
and password can access the site. 


5. Explore the InterNIC Web site or conduct a Google search for the whois 
utility. Look up some familiar URL names and see what information is 
revealed. 


6. Search for three different Web-hosting services and compare prices and 
. services. 


7. Configure a workstation for a connection to an e-mail server. Obtain step-by- 
step instructions from your ISP's Web site. 
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After completing this laboratory activity, you will be able to: 


mM Explain the limitations of Internet Information Service (IIS) on a Windows XP 
Professional PC. 


E Explain the purpose of Internet Information Service (IIS). 
MW Install Internet Information Service (IIS). 
MW Access and display the default Internet Information Service (IIS) Web page. 


M Use the Microsoft Management Console (MMC) to explore the IIS directory 
structure. 


Introduction 


In this laboratory activity, you will install Internet Information Service (IIS) 
on a Windows XP Professional computer to provide Web site and FTP services to 
a maximum of ten, simultaneous computer connections. You can install IIS on a 
workstation that is part of a peer-to-peer network to form a company intranet. IIS 
can also be installed on a standalone computer to test Web page development 
before posting the Web pages to the company Web site. 

IIS is not installed during a typical Windows XP installation. To install IIS, 
you must access Control Panel | Add/Remove Programs and then select Add 
Windows Components. In the following screen capture, you can see Internet 
Information Service (IIS) is highlighted. Select this component by clicking the 
checkbox. Notice that the description of the service is displayed below the 
Components list box. Also, notice the Details button at the bottom, right side of 
the window. The Detail button reveals a detailed list of subcomponents. For this 
laboratory activity, you will select all of the IIS subcomponents. You will need the 
Windows XP installation CD to complete the installation. 


= = = 


Windows Components Wizard 


Windows Components 
You can add or remove components of Windows XP. 


To add ot temove a component, click the checkbox. A shaded box means that w 
part of the component will be installed. To see what's included in a component, click 
Details. 

Components: 


(HP Indexing Service — COMB 


Z @ Intesnet Explorer 00MB =- 


ray. & Internal aiamaa s 


D Management and ae Tools 20MB 
SŽ Messane Quevinn q AnMR Y: 


Description: Includes Web and FTP support, along with support fos FrontPage, 
transactions, Active Server Pages, and database connections. 


Total disk space required: 60.5 MB Di 
Space available on disk: 6199.5 MB 
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Setting up a Windows XP Professional computer as a Web server limited to 
LAN access is equal to an intranet. Compared to the Internet, an intranet is 
limited in scope. The Internet is a World Wide Web service while an intranet is 
limited to a single corporation, business, school, or such. The intranet is intended 
for a specific audience rather than for users on the World Wide Web. The intranet 
can be used as a means of accessing company information and provide a 
mechanism for downloading files. Many employees find it easier to navigate a 
Web site than a network environment. The Web site can be set up to provide to all 
employees a newsletter, a business calendar, company forms, a company policy 
book, employee benefits, and files for download. The use of the intranet is limited 
only to the designer’s imagination. 

After IIS has been installed, you can test the service by typing http://localhost/ 
in the Internet Explorer address bar. The first part of the URL is the type of 
protocol used: typically, HTTP or FTP. The second part of the URL after the 
double slash (//) is the location of the Web server. The location will be the Web 
server’s domain name or IP address. To resolve a domain name, a DNS server is 
required. A direct connection using the IP address does not require a DNS server. 


Domain name 
or IP address 


http://LocalHost 


ISO cove ne 


You may use Internet Explorer in the offline mode because there is no need ' 
to use a dial-up or any type of Internet connection. If Internet Explorer has been 
configured for automatic dial-up, you will not be able to directly access the 
localhost. You will need to reconfigure the Internet connection to connect 
through the local area network. This will allow you to use Internet Explorer in 
the offline mode. To allow LAN clients to access the IIS default Web page, you 
will need to share the wwwroot folder. 

IIS can be used to provide Web services to users on the Internet; however, 
there are several requirements with which you need to be familiar. Your local 
Internet Service Provider (ISP) can provide you with the first three items on the 
following list: 

E The Web server must have an assigned IP address. 
E The Web server must have a legal domain name, such as MyCorporation.com. 
E The Web server will need to stay connected to the Internet 24/7. 


E A router is recommended so that the Web site and the Internet connection 
can be shared with users on the LAN. 
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Equipment and Materials 


a 


a 


installation can create unexpected results, such as system lockups. 


(2) Typical PCs connected as peer-to-peer. (You will install IIS on one PC and 
access the Web server from the other. If this is a two-student project, simply | 
take turns, switching the responsibility for the client and the Web host.) | 
Windows XP installation CD. | 


Do not install IIS on a workstation connected to a client/server network. The IIS 


Note: 
You must use Windows XP Professional for this project. Windows XP Home 
Edition will not support this laboratory activity. 


Procedures 


1 
2 
3! 
4 


Report to your assigned workstation. 
Boot the workstation and verify it is in working order. 
Create a Restore Point to uninstall IIS if a problem arises. 


Open Control Panel and access the Add/Remove Windows 
Components. 


Select Internet Information Services (IIS) and then click Details. Select 
all of the available subcomponents, such as File Transfer Protocol and 
FrontPage Service Extensions, and then click OK. 


Click Next. The Windows Components Wizard will automatically 
configure the Internet Information Services (IIS) component. You 
will be prompted for the Windows XP installation CD. Insert the CD 
into the CD-ROM drive and then click Next. Installation may take 
several minutes. 


After Internet Information Services (IIS) and its subcomponents have 
been installed, the wizard will display a window informing you the 
components have been successfully installed. Click Finish to exit the 
wizard and then remove the CD. i 
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8. 


10. 


11. 


To verify IIS has been installed, open the Microsoft Management 
Console (MMC). The MMC can be accessed by right-clicking My 
Computer and selecting Manage from the shortcut menu. You should 
see the Internet Information Services folder listed under the Services 
and Applications folder. If you do not see the Internet Information 
Services folder, call your instructor. 


© Computer Management 


m File Action View Window Help 


e» O88 Res > as 


(554 Computer Management (Local) 


E, System Tools 


en (E Event Viewer “5 Default SMTP Virtual Server 
E Z Shared Folders 


® Local Users and Groups 


8 g Performance Logs and Alerts 


Device Manager 
Sy Storage 


Ia Removable Storage 
| |» IB Disk Defragmenter 
ii Disk Management 


lo 


Ea Services and Applications 
» Ba Services 
WMI Control 
) $ Indexing Service 
=) YY Internet Information Services 
8 Web Sites 
H- Default SMTP Virtual Server 


To access the Web site over the LAN, you must create a share for the 
wwwroot folder. The location is C:\Inetpub\wwwroot\. Simply right-click 
the wwwroot folder and select the Sharing option. You will know that 
the share has been established when the wwwroot folder appears with 
an opened hand under it. If you cannot share the wwwroot folder, you 
will need to turn off the Simple File Sharing feature. To turn off the 
Simple File Sharing feature, right-click My Computer and select 
Explore from the shortcut menu. Select Tools [Folder Options | View. 
Scroll to the bottom of the Advanced settings list and deselect Use 
Simple File Sharing. 


From the other workstation (the one without IIS), enter the IP 
address of the Web server and the default Web site folder—for 
example: http://192.168.000.075/wwwroot/. A Web page should 
appear stating that the Web site is under construction. If this Web 
page does not appear, call your instructor. 


Enter the following URLs and observe the results. First, test the URL 
address from the Web server and then from the workstation. Use the IP 
address of the Web server in place of the 192.168.0.75 used in the examples. 
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Web Server: 


M Use http://localhost at the Web server to display the default Web page. 

E Use http://192.168.0.75/ lishelp or http://localhost/iishelp at the Web 
server to display the IIS 5.1 Documentation. 

E Use http://192.168.0.75/ localstart.asp at the Web server to display the 
Web server start page. This request requires the administrator’s user 
name and password. 

Workstation: 

M@ Use http://192.168.0.75 at the workstation to display the under 
construction message. 

bi 


Use ftp://192.168.0.75 at the workstation to expose any files available for 
file transfer. The Web server must have the File Transfer Protocol (FTP) 
Service subcomponent installed. 


File Edit View Favorites Tools Help 


O Bact QQ ix] a + ya Search a Favorites € S >, $ 3 


Address El nttp:/flocalhostfishelpfisfmisc/defaul..asp Pm 


NS 54 Documentation 


Contents | Index Search Matomet information Services 


+ Getting Started a 
E BD administration Getting Started 


H @ active Server Pages Guide Internet Information Services 5.1 (11S) is the 
Windows XP Web service that makes it easy to 
publish information on your intranet. 


You can click the Synchronize button E on the 
Contents tab to align the content and navigation 
panes of the documentation. Use the Search tab 
to locate a topic and you want to see, click the 
topic link, click the Contents tab, and click the 
Synchronize button. The table of contents 
displays where that topic is located. 


e Release Notes: Includes the latest information 
for ensuring proper installation and use of f 
Internet Information Services. ! 


Installing 11S: Describes how to install IIS, add 
or remove components, and lists directories 
remaining after uninstall. 


Features: Lists the newly-introduced features 
in Internet Information Services 5.1 and 
Navigation Help highlights the ones from prior releases. 


What's Changed: Lists important changes 
between versions 4.0, 5.0, and 5.1 of IIS. Y 


2 
$3 Local intranet a 
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13; 
14. 


© Computer Management 


The IIS 5.1 Documentation page contains a wealth of basic 
information about setting up and managing a Web site and a Web 
server. You should briefly look at the available information during 
this laboratory activity. If you are interested in Web page 
development and Web site administration, you can install IIS on your 
home computer and look at the information in more detail. 


q Windows: 


J. Professional 


Your Web service is now running. 


You do not cur have a default Web page established for your users. 
ny users atte t c your Web site from another machine are 
A) currently rece ganu truction page. Your Web server lists the 
SL following files as possible default Web pages: 
á defauit.htm,default.asp,index.htm,iisstart.asp. Currently, only iisstart.asp 
exists. 


g to connect to your We 


To add documents to your default Web site, save files in 
c:\inetpub\wwwroot\. 


Welcome to IIS 5.1 r Integrated Management 
Internet Information Services (IIS) 5.1 Wi You can manage IIS through the 
for Microsoft Windows XP Professional Windows XP Computer Management 

gs the power of Web computing to console or by using scripting. Using the 
console, you can also share the contents 
of your sites and servers that are 
managed with Internet Information 
Services to other people via the Web. 
Accessing the IIS snap-in from the 
console, you can configure the most 


way your organization shares 
information. IIS is a secure platform for 
huildinn and dentoxinn e-eommersa 


If you have a Web page authoring utility, make a Web page to replace 
the default IIS Web page. Simply create a Web page and save it as 
default.htm in the C:\inetpub\wwwroot directory. You could use 
Microsoft Word to create a Web page. To create a Web page using 
Microsoft Word, simply open Word and create a document. When 
you save the document, save it in the HTML format. Use the Save As 
command from the File menu. Locate the C:\inetpub\wwwroot 
directory in the Save in list box and then select Web Page from the 
Save as type list box. Enter the file name default in the File name text 
box and then click Save. 


Answer the review questions. 


Leave the workstation and IIS server in the condition specified by 
your instructor. 
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Review Questions 


Answer the following questions on a separate sheet of paper. Please do not 


write in this book. 


Jl 
2; 
3: 


What does the acronym IIS represent? 
On what version of Windows XP can IIS be installed? 


What is the maximum number of simultaneous connections IIS allows when 
installed on Windows XP? 


- Is IIS installed by default when a typical installation of Windows XP is 


performed? 


. What is the difference between the URL of a Web page and the URL of a 


FTP site? 


. What are the minimal requirements for a small-office/home-office (SOHO) 


Web server that will serve Internet users? (Select all that apply.) 

A. The Web server must have an assigned IP address. 

B. The Web server must have a legal domain name, such as MyCorporation.com. Í 

C. The Web server will need to stay connected to the Internet 24/7. 

D. A router is recommended so that the Web site and the Internet | 
connection can be shared with users on the LAN. 


How do you know that the wwwroot folder has been set up as a shared folder? 


. What addresses can be used on the Web server to display the IIS default Web 


page and the IIS 5.1 Documentation? 
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44 Welcome! - The Apache HITO Server Project - Microsoft Internet euplireie” se cei nau M gli 

ia Ewa mew = Faventes Toas map El r 
$ He n. aaa e T E ` A 

(OQ O- 2-0] 05m ypres E 

| address 43] http: //httpd.apache. org? a ; = o |Links i 


HTTP SERVER PROJECT 


APACHECON usos The Number One HTTP Server Dn The Internet 
ee) The Apache HTTP Server Project is an effort to develop and maintain an open-source HTTP server for modem 
DUCTARRER TOHA - LAM DIEGO, LA 


operating systems including UNIX and Windows NT. The goal of this project is to provide a secure, efficient and 
extensible server that provides HTTP services in sync with the current HTTP standards. 


Apache has been the most popular web server on the Internet since April of 1996. The February 2005 Netcraft Web 
Server Survey found that more than 68% of the web sites on the Internet are using Apache, thns making it more widely 
used than all other web servers combined. 


The Apache HTTP Server is a project of the Apache Software Foundation 


ApacheCon US 2005, Sen Diego, California, USA- 10.14 December 2008 


Download! The Apache Software Foundation invites you to ApacheCon US 20051 
e froma mirror Please make plans to join us in San Diego. 

Documentation Apache 2.0.55 Released 4 
+ Apache 1.3 The Apache HTTP Server Project is proud to announce the release of version 2.0.55 of the Apache HTTP Server 
+ Apache 2.0 C Apache”). 


+ Apache 2.1 (beta) 
This version of Apache is principally a security and bug fix release, and represents the best available version of Apache 


Get Involved HTTP Server. > 
« Mailing Lists For further details, see the announcement. 
» Bug Reports 
e Developer Info Download | New Features in Apache 2.0 | ChangeLog for 2.0.55 | Complete ChangeLog for 2.0 3 
eS 7 = _ ss n = a j = = == = 
al E E O nemet 


Apache HTTP Server is the most popular open-source Web server software package available. It is continuously 
developed and maintained by the Apache Software Foundation (www.apache.org). 


Remote Access 
and Long Distance 
Communications 


After studying this chapter, you will be able to: 
Explain the functions of the major parts of the public telephone system. 


Describe the various media and technologies used to support long distance 
communication. 


Explain how remote access to a network is achieved. 
Give a brief overview of common remote access protocols. 
Explain the purpose of a Virtual Private Network (VPN). 


Network+ Exam—Key Points 


The Network+ Certification exam covers the various types of media 
associated with the telecommunications industry. Typical questions are based 
on descriptions of the media and media performance limits. You will need to 


be able to distinguish between remote access protocols, such as SLIP, PPP, 
PPPoE, and PPTP. Be careful of questions involving SLIP and accessing a 
UNIX system. While not often encountered, SLIP can still be a valid correct 
response for a question concerning remote access to a UNIX server. 


Silly 
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Key Words and Terms 


The following words and terms will become important pieces of your net- 
working vocabulary. Be sure you can define them. 


Bandwidth Allocation Protocol (BAP) 
Basic Rate ISDN (BRI-ISDN) 
Broadband ISDN (B-ISDN) 


Channel Service Unit/Data Service 
Unit (CSU/DSU) 


dial-up networking 
Digital Subscriber Line (DSL) 
head-end 


Integrated Services Digital Network 
(ISDN) 


International Telecommunications 
Union (ITU) 


Layer 2 Forwarding (L2F) 

Layer 2 Tunneling Protocol (L2TP) 
loading coil 

Local Central Office 

Local Exchange Carrier (LEC) 


local loop 
Multilink Point-to-Point Protocol 
(MLPPP) 


Point of Presence (PoP) 
Point-to-Point Protocol (PPP) 


Point-to-Point Protocol over Ethernet 
(PPPoE) 


Point-to-Point Tunneling Protocol (PPTP) 
Primary Rate ISDN (PRI-ISDN) 
remote access server 

Remote Desktop Protocol (RDP) 

Serial Line Internet Protocol (SLIP) 
sunspots 

T-carrier 

trunk lines 

upconverter 

Virtual Private Network (VPN) 


This chapter explains the requirements for communicating remotely with a 
network and for communicating between LANs and to and from a MAN or a 
WAN. Remote communications rely on either public communication systems or 
private communication systems. The communication system we are most familiar 


with is the public telephone system. 


Remote connection technology is at the very heart of a MAN and WAN. To 
understand a MAN and WAN, you must have an excellent understanding of 
remote connection technologies, such as T1, ISDN, and SONET. This chapter 
explores remote connection technologies and explores the different types of 
media used to transfer data across vast distances. We will begin the chapter with 
an introduction to the telecommunications system. 


Introduction to Telecommunications Systems 


The telecommunications industry has existed for almost a hundred years. 
During most of this period, it existed as an analog system and has been steadily 
converting to a complete digital system. The typical telephone system with which 
you are familiar consists mainly of two systems: local carriers and long distance 


carriers. 


Originally, local and long distance carriers were the same entity. Rates were 
controlled to an extent by the government. The breakup, or deregulation, of tele- 
phone companies began as a series of legal disputes beginning in the late 1940s 
and ending in 1984 with the complete deregulation of the telephone industry. 
Large companies such as AT&T and Bell Telephone Company were separated into 


individual companies. 
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The two major service parts, local service and long distance service, were 
also separated. This meant the customer would use one company for local tele- 
phone service, or local calls, and another for long distance calls. Deregulation 
eliminated the monopolistic nature of the telecommunications industry. The con- 
cept was to make the market more competitive so that the consumer could benefit 
from the competition. To read more about this subject, visit www.iec.org. 

Deregulation created many local service and long distance carriers. A local 
carrier is often referred to as a Local Exchange Carrier (LEC) and is made of one 
or more Local Central Offices. The Local tral Office is where the customer's 


telephone lines connect to the switchgear. The Local Central Office connects to 
long distance carriers to provide long distance access to individual residencies. 


Look at Figure 15-1. Notice that the local loop is the section of wiring between 
customer premises and the Local Central Office. The Local Central Office can be 
Peete Local Central Offices vic Ean Mace Trunk lines consist of hundreds 
of pairs of twisted pair cable or fiber-optic cable. 

The Point o esence (PoP) is the point where the telephone com any line 
connects to the subscriber line. The subscriber line begins at the customer's 
premises. Before deregulation, the telephone company was responsible for all 
wiring and equipment provided to the customer. The telephone company provided, 
installed, and repaired telephones and telephone lines inside the customer’s 
home or business. Today, as you know, you must purchase a telephone and are 


responsible for repairing any telephone lines and equipment inside your home or 
business. 
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Local Exchange 
Carrier (LEC) 

a local carrier. It is often 
made of one or more 
Local Central Offices. 


Local Central Office 
the location where the 
customer's telephone 
lines connect to the 
switchgear. The Local 
Central Office con- 
nects to long distance 
carriers to provide 
long distance access to 
individual residencies. 


local loop 

the section of wiring 
between customer 
premises and the 
Local Central Office. 


trunk lines 

the hundreds of pairs 
of twisted pair cable 
or fiber-optic cable 
that connect Local 
Central Offices. 


>. Wa Point of Presence 


Local loop 


Local Central Office 


Customer premises 
Trunk line 


y. 


= 
aen 
aa 
poa 


Local Central Office 


To long distance P 


carrier 


Local loop 


Customer premises 


Figure 15-1. 

A local loop is typically 
a low-bandwidth, 
twisted pair line 
between the telephone 
company’s Local 
Central Office and the 
customer premises. 
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ae, of Presence Remote Connection Technologies and Media 


the point where the The worldwide communication system is quite complex, offering a variety of 
telephone company media to use and many different long distance providers. While a LAN usually 
line connects tothe has a limited scope of communications media, a MAN and a WAN have a large 
subscriber line. variety of communications media and technologies from which to choose. 

Both public and private communication companies often control the media. 
Communication companies are referred to as carriers or providers. These compa- 
nies provide and maintain the media for data transmission. 

Small businesses and private residencies typically connect to their ISP via the 
telephone Local Central Office, Figure 15-2. Therefore, they usually use the low- 
bandwidth local loop between their site and the Local Central Office. Enterprises 
or large businesses require high bandwidth for telecommunications and Internet 
access. They typically avoid the low-bandwidth local loop by using high-speed 
leased lines, such as a T1 line, to access other business locations and their ISP. 

The geographic area of a residence or business often affects the choice or 
availability of remote connection media. Connecting to a remote network from an 
office in a metropolitan area does not typically present the same bandwidth 
limitations as connecting to a remote network in a rural or suburban area. Access 
to the Local Exchange Carrier from a metropolitan area is usually accessible 
using media that provides a much higher bandwidth than is typically found in 
suburban residential or rural areas. 

In a metropolitan area, there is the option of using leased lines, which 
provide private and high-bandwidth communications. Telecommunication com- 
panies make leased lines available between major metropolitan areas all over the 
world. In general, private communications are typically available in densely 
populated, metropolitan areas that contain numerous businesses with a need for 
high-speed communications. In contrast, public communications are typically 
located everywhere but do not always offer the same high bandwidth. 


Figure 15-2. 

While typical residencies 
use a low-bandwidth, 
twisted pair line for 
telecommunications 
and Internet access, 
Internet Service Provid- 
ers (ISPs) and enter- 
prise businesses use a 
high-bandwidth line, 
such as Tl. 


Local Central Office 


Local loop 


T1 line ee 


Internet Service 
Corporation XYZ Provider (ISP) 
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As you will see in the following sections, there are many different types of 
media, such as PSTN, ISDN, Cable, DSL, satellite, and T-carrier lines, available for 


communicating over long distances. Each of the media covered is offered at 
various speeds and costs. 


, 


EN AS) 


2 z D E 
Public Switched Telephone Network (PSTN) Ca 


Public Switched Telephone Network (PSTN) is Plain Old Telephone Service (POTS). 

The public telephone system was originally analog. After digital electronics 
emerged, the telephone industry began switching the public telephone system 
equipment and lines to that which supports digital technology. Today, the public 
telephone system is a mixture of digital and analog systems. While long distance 
connections are usually digital, the short run between a residence or small busi- 
ness to the local loop is usually analog. Connections between the major telephone 
equipment is digital. It is possible, however, to have an entirely digital system that 
includes local loop. Several options to achieve a totally digital connection are 
discussed later in the chapter. 

Typically, the PSTN is used when making a dial-up connection. A dial-up 
connection is a type of connection made using a traditional telephone line to 
reach a distant computer or network system. For example, a businessman using a 
laptop will typically connect the laptop modem to a telephone jack and dial a 
telephone number. This will connect the laptop modem to the modem at the 
distant network. Home users use a dial-up connection to reach their ISP when 
accessing their ISP through the telephone line. 

It is important to note that a remote connection to a distant network or other 
computer has a total bandwidth equal to its weakest link. The weakest link is 
typically the local loop. This is especially true when attempting to connect to a 
remote computer from a residence. The existing residential telecommunications 
technology is largely influenced by the original telecommunications technology. 

The original telephone system was an analog system requiring 48 volts to com- 
municate across telephone lines. The telephone lines were designed to carry voice, 
not digital data. The original line did not require the twist in the conductor pairs, 
which is required for a high data rate. The telephone lines were designed to carry a 
maximum frequency of 4 kHz. This frequency is more than adequate for voice com- 
munications. Historically, the first network systems were designed to run at these 
slow transmission rates to take advantage of the millions of miles of existing tele- 
phone cables. Although this speed is usable, it is unacceptable by today's standards. 


ISDN PSAN ino 


Integrated Services Digital Network (ISDN) was developed in the 1980s. It 
provides the means for a fully digital transmission. ISDN lines are commonly found 
‘in small businesses, but there are some homes that are wired with ISDN. ISDN 
“Tequires-an ISDN modem. The ISDN modem can be installed either internally in the 


PC asa ansion € externally, connecting thro ort. 
There are three categories of ISDN from which to choose: basic rate, primary 
rate, and broadband. Basi BRI- consists of thr uctors: 


two B ch referred to as bearer channels, and one D channel red to as 


the delta ch ee Figure 15-3. The B channels carry data, voice, video, or a 


Integrated Services 
Digital Network 
(ISDN) 

a long distance con- 
nection technology 
that provides a 
means of a fully 
digital transmission 
over channels that 
are capable of speeds 
of up to 64 kbps each. 


Basic Rate ISDN 
(BRI-ISDN) 

a category of ISDN 
that consists of three 
conductors: two B 
channels, referred to 
as bearer channels, 
and one D channel, 
referred to as the 
delta channel. 
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Figure 15-3. Two B channels at 64 kbps each 
A Basic Rate ISDN 

(BRI-ISDN) cable 

consists of two 64 kbps 


B channels and one 

16 kbps D channel. The 
two B channels can be 
combined for a total of 
128 kbps bandwidth. 


Primary Rate ISDN 
(PRI-ISDN) 

a category of ISDN 
that consists of 
twenty-three B 
channels and one D 
channel. It has a 
total data rate of 
1.544 Mbps. 


Broadband ISDN 
(B-ISDN) 

a category of ISDN 
that is designed to 
carry multiple 
frequencies. 


64 kbps 


+64 kbps 
128 kbps 
ce y 


One D arc at 16 me e i A E f q 1 


Basic Rate ISDN (BRE ISDN) Cable 


Maximum data rate 


combination of voice and data. Each B channel carries a maximum of 64 kbps or a 
combined maximum data rate of 128 kbps. This data rate is approximately two to 
five times faster than the traditional telephone modem, which is 56 kbps. The D 
channel has a maximum bandwidth of 16 kbps. The D channel carries control 
signals. The controls signals are used to set up, maintain, and terminate trans- 
mission on the B channels. 

Pri Rate ISDN (PRI-ISDN) consists of twenty-three B channels and 
one D channel. It has a total data rate of 1.544 Mbps. Broadband ISDN (B-ISDN) 
is designed to carry multiple frequencies. It has a total data rate of 1.5 Mbps. 
Remember that Broadband refers to media that can carry multiple frequencies. 


- Baseband refers to media that can carry only one frequency. Basic Rate ISDN and 


Primary Rate ISDN are digital technologies and can carry only one frequency; 
hence, they are both Baseband. 


Cable Internet Service 


Cable Internet service uses the Cable television distribution system to pro- 
vide Internet access. Typically, Cable Internet service requires a Cable modem 
connection and a twisted pair or USB connection. The Cable modem connection 
connects to the F-Type connector on the Cable service coaxial cable. The RJ-45 or 
USB connection on the Cable modem connects via twisted pair or USB cable to 


- the network interface card on the computer. The RJ-45 or USB connection on the 


Cable modem may also connect to a hub to provide a shared Internet connection. 


A Cable modem is also called a transceiver. The word transceiver is a combination of the 
words transmit and receive. 


Cable Internet service is an asymmetrical form of communication. The term 
asymmetrical is used to describe Cable Internet service communication because 
the uplink and downlink have two different transfer speeds. Upstream connec- 
tions vary between 320 kbps and 10 Mbps, while downstream data rates vary 
between 27 Mbps and 36 Mbps. The term downstream is used to describe the data 
flow direction from the carrier or provider site to the customer. The term upstream 
is used for the data flow direction from the customer to the carrier. These speeds 
are advertised by the Data Over Cable System Interface Specification (DOCSIS), 
which is the industry standard. 


Chapter 15 Remote Access and Long Distance Communications 


The DOCSIS standard was developed by a group of Cable industry representatives before 
the IEEE 802.14 standard was developed. The IEEE 802.14 standard was an early attempt 
to standardize cable modems and high-speed access. It failed because of a lack of support 
by the manufacturers who opted to follow the DOCSIS standard. 


The speeds advertised by DOCSIS are theoretical speeds and are far from the 
actual speeds you can expect. In fact, it is difficult to obtain the actual speed 
because speed is affected by various factors, such as time of day, type of data 
downloaded, and overall distance from the Cable provider. 

The amount of bandwidth available is mostly influenced by how many other 
subscribers are using the Cable service in the local area. The local area distribu- 
tion point is referred to as the head-end. See Figure 15-4. There can be hundreds 
of subscribers connected to the cable before accessing the head-end. As the 
volume of subscribers increases, the bandwidth decreases. 

The actual bandwidth fluctuates according to the number of users on line at 
the same time and the type of data downloaded. For example, in the middle of the 
night, a typical user should have remarkable download speeds because there are 
very few users on line. In contrast, the late afternoon hours offer slower speeds due 
to the large number of users, typically just home from school. At that time, students 
are on the system doing homework and downloading music and games. All this 
traffic puts a stress on the bandwidth, thus decreasing it substantially. 

As stated earlier, Cable Internet service requires a special piece of equipment 
called a Cable modem. The Cable modem provides a connection to the Cable tele- 
vision service media and to the network interface card in the PC. Figure 15-5 
shows how a splitter can be used to share the Cable television coaxial cable with 
the Cable modem. 
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Figure 15-4. 
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Figure 15-5. 
The television Cable 
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Not all Cable companies can provide Internet service because Internet access 
requires special equipment to distribute Internet access through the Cable com- 
pany’s distribution system. Original Cable distribution equipment was designed 
for the downstream distribution of video and music and not designed to accept 
upstream communications. The cabling and the equipment at the Cable com- 
pany’s distribution center usually have to be upgraded. The original coaxial cable 
is replaced with hybrid fiber-coax cable. The fiber-optic portion supports the high 
bandwidth while the coaxial portion supports the control. 


Digital Subscriber Line (DSL) 


Digital Subscriber Line (DSL) is a high-speed Internet access technology 
that uses existing local loop telephone lines. It is much faster than ISDN and is 
designed to replace it. DSL comes in a variety of standards that vary in the tech- 
niques used to make data transmission faster. 

DSL uses modulation techniques similar to those discussed in Chapter 4— 
Wireless Technology. Multiple frequencies are used as separate channels on the 
existing telephone local loop. The multiple channels combine to carry more data 
than the original telephone modem design. The original telephone modem 
design does not use multiple frequency signals. It uses only one. 

Maximum distance for DSL is limited due to the high frequencies trans- 


. mitted. The typical maximum distance for DSL is 1,000 feet to 18,000 feet and is 


measured from the DSL modem to the telephone company’s Local Central Office. 
The exact limit depends on the variation of DSL used and any special equipment 
that might exist on the telephone line, such as loading coils, or a change in the 
media. A loading coil is used to amplify voice signals, which are analog, and will 
not amplify DSL signals, which are digital. In fact, the loading coil reduces or 
blocks the higher frequency DSL signal. 

Another factor is the length of the cable. Signal strength is affected in direct 
proportion to the length of the cable. A short cable can pass a much higher 
frequency than a long cable. This means that the longer the cable, the lower the 
applied DSL frequency, resulting in lower data transfer rates. 

The media may also change between the subscriber location and the Local 
Central Office. For example, the copper conductor may be changed to a fiber- 
optic cable at some point, which will prevent the application of DSL. The DSL 
technique is applied only to copper core cable, not fiber-optic cable. 

DSL varies in upstream and downstream bandwidth based on the trans- 
mission technique used. Some varieties of DSL are listed in Figure 15-6. For 
more information see www.xdsl.com or www.paradyne.com. The main points to 
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Figure 15-6. 
DSL technologies. 


Wnseirean thal Lhownalieani Maximum Distance 
Rate Data Rate between DSL Modem 
and Central Office 


| HDSL | 544Mbps |1544Mbps —_| 14,000 ft 


DSI i 5 A rd 
VDSL 1.5 Mbps-2.3 Mbps | 13 Mbps-52 Mbps | 1000 ft.-4500 ft. 


remember about DSL is it is a high-speed Internet access technology that uses 
existing local loop telephone lines, and the actual download rate is affected by 
the length of the cable. 


Satellite 


A satellite system can be used for Internet access and for data communication, 
Figure 15-7. A typical satellite system consists of a satellite dish at the satellite 
service provider location, a satellite, and a satellite dish at the consumer location. 
Satellite system installations are available in consumer-grade and business-grade. 
The typical consumer-grade installation consists of a small dish for downloading 
and a landline, such as a traditional telephone line, for uploading. Before you can 
connect to the Internet, you need to make an initial connection to the satellite 
Internet service provider through a modem. Thereafter, you must use the tele- 
phone line connection via the modem to communicate (upload) Web page 
requests and to send e-mail. 

Typical download speeds for consumer satellite communications are 400 kbps 
to 500 kbps. Upload speeds are limited to the particular land-based technology 
used for upload. For example, a telephone modem offers speeds of 56 kbps and 
an ISDN modem offers speeds of 1.54 Mbps and 128 kbps. Often, the only real 
advantage for consumer satellite technology is access from remote locations. 
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Business-grade satellite communications offer higher speeds, typically up to 
1.5 Mbps in the US and up to 2 Mbps in Europe and other countries. The speed 
difference between the US and other countries is due to different wireless regula- 
tions. Business-grade satellite communications is designed with more expensive 
equipment while consumer-grade satellite communications is designed with less 
expensive equipment. Using less expensive equipment for consumer-grade 
satellite communications allows satellite communications to be competitively 
priced among other Internet access technologies. Business-grade satellite com- 
munications, however, offer uplink and downlink capabilities. Uplink requires a 
radio transmitter to be integrated into the satellite dish. The radio transmitter is 
referred to as an upconverter. 

The main advantages of using satellite communications is it is ideal for 
temporary connections such as sporting events or remote locations where land- 
lines are not readily available. The disadvantages of satellite communications are 
latency, security, and interference. As you have already learned in Chapter 4— 
Wireless Technology, the satellite is located 22,300 miles from the surface of the 
earth in a geosynchronous orbit (synchronized with the earth’s rotational speed). 
The great distance the radio wave must travel causes the transmitted signal to 
experience propagation delay. The propagation delay for a signal transmitted 
from a satellite to a satellite dish is approximately 250 milliseconds. The propaga- 
tion delay does not noticeably affect the downloading of Web pages with text- 
based contents, but it is unacceptable for telephone support or full-duplex video 
conferencing. 

Security is also a problem because all transmissions are based on radio trans- 
missions, which can be easily intercepted. An encryption program is needed to 
secure sensitive data. Radio wave transmissions to and from the satellite can be 
adversely affected by certain conditions. 

Atmospheric conditions due to stormy weather (rain, lightning, etc.) affect 
satellite communications, causing data loss. Another phenomenon known as 
sunspots also affects communications. Sunspots are magnetic energy storms that 
occur at the surface of the sun. The magnetic fields produce charged particles 
that are released from the surface of the sun and projected:into outer space. The 
charged particles can enter the earth's atmosphere and affect electronic commu- 
nications. A sunspot transmits high levels of electromagnetic energy across the 
universe and affects to some degree all radio transmissions. 

The radio frequency used for satellite transmission is classified as micro- 
wave. Microwaves have a high frequency pattern with short wavelengths. The 
high frequency, short wavelength radio waves are easily disrupted by trees, 
buildings, bridges, and other such obstacles. A clear line of sight is required 
between the receiving satellite dish and the orbiting satellite. This is in contrast to 
lower frequency radio waves like the one used for wireless networks. Wireless 
network radio waves can penetrate some objects that are not very dense. In 
summary, satellite communications require a clear line of sight between the 
destination and source. See Figure 15-8. 

The same principle used to transmit data between the satellite and satellite 
dish can be used between a series of microwave satellite dishes. You can see 
microwave dishes located on towers all over the country. The microwave dishes 
are commonly used by telephone communications, especially in areas where 
laying cables is difficult or impossible. 

Another location where microwave dish transmission is often used is across 
bodies of water, such as bays and wide rivers, or over large tracts of flat land. 
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Satellite 


Tree obstruction 
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Again, the line of sight principle must be applied, and the series of dishes must be 
precisely aimed at one another. 


T-Carrier 


A T-carrier is a leased line that follows one of the standards known as T1, 
fractional T1, T2, or T3. The T-carrier is a dedicated, permanent connection that is 
capable of providing a high bandwidth. A T1 line consists of 24 channels, each 
with a data rate of 64 kbps or a total bandwidth of 1.544 Mbps. A fractional T1 
only uses part of a T1 line’s full capability, usually in increments of 64 kbps. See 
Figure 15-9 for a summary of T-carrier standards. 

The European counterpart to a T1 leased line is El, which has a maximum 
rate of 2.048 Mbps. The Japanese counterpart is J1. Notice in Figure 15-10 that 
data rates for T1, El, and Jl differ. 

T-carriers were developed to carry data and voice signals. You will often see 
T1 lines as a mixture of voice and data lines. To accomplish the task of sharing T1 
media with different signals, a pair of multiplexers is used. One multiplexer is 
placed on each end of the T-carrier line. The multiplexer combines the different 
signal types (voice and data) into an organized manner and places the different 
signal types onto a single T1 line for transmission. Look at Figure 15-11. 

When mixing voice and data, voice packets must be placed onto the T-carrier 
line in close proximity to one another. If voice packets are spaced too far apart 


Figure 15-8. 
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Figure 15-9. 
T-carrier technologies. 
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Figure 15-10. 
Comparison of T1, E1, 
and Jl lines. 
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(interspersed between data), the received voice transmission will have undesir- 
able pauses. It is the multiplexer's responsibility to place the voice packets on the 
T-carrier line often enough so that there will not be any detectable sound gaps or 
pauses when reassembled at the destination multiplexer. It is not as critical for 
data packets to be placed in close proximately to one another. 

Often, the multiplexer and a Channel Service Unit/Data Service Unit (CSU/DSU) 
are incorporated into a single unit. A Channel Service Unit /Data Service Unit 
(CSU/DSU) converts signals from the LAN to signals that can be carried by the 
T1 line, and vice versa. 


FDDI 


The Fiber Distribution Data Interface (FDDI) is a dual ring, fiber-optic arrange- 
ment. FDDI was covered earlier in Chapter 3—Fiber-Optic Cable. FDDI is men- 
tioned here because it is often used in a MAN distribution system because of its 
reliability and its high bandwidth. FDDI can be used for distances of up to 62 miles. 
This distance is more than adequate for MAN installations. 


SONET 


Synchronous Optical Network (SONET) is similar in design to T-carrier tech- 
nology except SONET bases its technology on fiber-optic cable. Because SONET 
is based on fiber-optic cable, it can provide a much higher bandwidth—as high as 
9.9 Gbps. SONET is the standard choice for connecting global-sized networks 
spanning across the nation and oceans. See Figure 15-12 for a summary of 


SONET levels. 


SONET is similar to T-carrier in that special termination equipment, such as 
a multiplexer, is needed at the customer location. SONET often uses multiplexer 
technology to carry a mix of data, voice, and video on the same channel. 

SONET is designed as a ring topology similar to the dual-ring structure of 
FDDI. One ring is the primary communication ring and the other ring serves as a 
backup. The backup ring ensures reliability. If the primary ring fails, data trans- 
mission is automatically switched to the backup ring. 


Figure 15-11. 
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Figure 15-12. 
Optical Carrier (OCx) 
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Enterprise companies spanning long distances, such as across the nation or 
the globe, most often use SONET. Small or mid-size companies do not typically 
use SONET because it is quite expensive to lease when compared to other tech- 
nologies. It has, however, the best reliability design. 


X.25 


X.25 is a packet switching analog network technology developed in the 
1970s. X.25 can support a maximum bandwidth of 56 kbps. For over twenty 
years, X.25 was used to transmit data over long distances. It was used almost 
exclusively for transmissions around the world because the International International 
Telecommunications Union (ITU) recognized it as a standard. Remember Telecommunications 
that the ITU is responsible for standardizing communications on an interna- Union (ITU) 
tional level. The ITU regulates radio, television, and satellite frequencies and = 9" Organization 
standards and telephony standards. Although X.25 dominated worldwide response on 
communications, Frame Relay has been the first choice since the early 1990s. datdizing con et 


: : : s cations on an inter- 
X.25 is not usually available in the USA. However, knowledge about X.25 is national leve Ti 


required for working with WAN systems that connect all over the world. This ITU regulates radio 
protocol is often included in the list of protocols available in many different television, and satel 
operating systems. lite frequencies and 
standards and tele- 
Frame Relay phony standards. 


Frame Relay uses digital media rather than analog like X.25. Frame Relay is a 
packet switching technology similar to X.25. Both X.25 and Frame Relay are 
Permanent Virtual Circuits. A Permanent Virtual Circuit (PVC) typically uses 
numerous paths between two points. A packet switching technology reduces 
data into smaller units (packets) and uses a number of different routes 
(switching) to transport the packets. Remember, a packet contains a destination 
and source address and a packet sequence number. The sequence number allows 
the packets to be arranged in their original order when they reach the 
destination. 

One main advantage of Frame Relay technology is, because it is a shared, 
leased line, it can be leased at a reduced rate. This can mean a significant cost 
reduction when compared to T-carrier, especially for expensive overseas commu- 
nications. The fact that Frame Relay is a shared leased line can also be viewed as 
a disadvantage. The available bandwidth could fluctuate from 56 kbps to 1.544 kbps. 
For example, the bandwidth available to a user in the morning can be significantly 
` reduced because of the traffic generated by personnel checking for data trans- 
actions from the night before. At another time of day, the full 1.544 Mbps 
bandwidth could be available. See Figure 15-13 for a summary of WAN con- 
nection technologies. 
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Figure 15-13. 
Summary of WAN con- 
nection technologies. 
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Dial-Up Networking 


Remote connections can be made to distant networks using existing telephone 
lines. The term dial-up networking describes a network system in which a dial-up 
connection is used to access a remote access server. A remote access server, 
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therefore, is a server that is accessed through dial-up networking. To set up a remote access server 
dial-up network, a modem must be installed at the client location and on the a server that is 
remote access server. Remote access software must also be installed. The remote accessed through 
access software specific to Microsoft operating systems are Dial-Up Networking dial-up networking. 
(DUN) and Remote Access Service (RAS). DUN is installed on the client side of 

the remote access network and RAS is installed on the remote access server. 


Windows 2000 Server and Windows 2003 Server use an enhanced version of RAS called 
Routing and Remote Access Service (RRAS). 


Look at Figure 15-14. A laptop at a distant location is connected to a tele- 
phone line. The laptop connects to the home-office network through the remote 
access server. Once a connection is established, the remote access client can check 
their office e-mail, print out customer orders, access files on their office desktop 
computer, and access the company database. There are three common ways to set 
up remote dial-in access on a server. 


mM Allow dial-in to the remote access server only. 
@ Allow dial-out from the remote access server only. 
© Allow full-service dial-in and dial-out on the remote access server. 


Dial-In Only 


The dial-in only configuration allows remote access clients to connect to the 
network server, but does not allow hosts on the network to dial out. This prevents 
personnel from surfing the World Wide Web, but allows the hosts on the network 
to accept incoming calls. This is a good business scenario that prevents workers 
from wasting time when they should be providing service to customers. 
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Dial-Out Only 


Dial-out only access adds security to a network system by allowing calls to 
be placed from the network but not into the network. This prevents unauthorized. 
persons from accessing the network through a telephone modem connection. 


Full Service 


Full service access allows the remote client to dial-in to the network and also 
allows network hosts to dial-out to remote locations. This type of access is perfect 
for a small-office environment or a limited number of users in an enterprise busi- 
ness environment. Security policies can control individual user access to tele- 
phone features in much the same way file-sharing access can be controlled. Spe- 
cific users can be identified and granted various levels of modem use and specific 
hours or times of modem access. 

Remote access can be configured to allow the business to bear the cost of a 
long distance call. For example, a remote access client calls into the office server. 
The office server detects the incoming call but does not accept it. The call is ter- 
minated and the server immediately returns the call to the remote access client so 
that the server side bears the cost of the long distance call rather than the remote 
access client. 

A network may also be accessed remotely through an Internet connection if 
the network has a network server with a modem and the remote access service 
running. Not all offices have a network server. In this scenario, remote access 
must take place from telephone modem to telephone modem between a network 
PC and a remote access PC. 


Remote Desktop Protocol (RDP) 


Remote Desktop The Remote Desktop Protocol (RDP) is a presentation protocol that allows 
Protocol (RDP) Windows XP Professional computers to communicate directly with Windows- 

a presentation pro- based clients. Client software is required for Windows 2000, Windows Me, 

tocol that allows Windows 98, Windows 95, and Windows NT. The client can be downloaded from 
Windows XP Profes- ¿he Microsoft support Web site. > 

sional computers to The Remote Desktop Protocol is transmitted across any TCP/IP connection. 
communicate 


dia . RDP provides security by encrypting the contents of packets sent across the 
Wine eased TCP/IP network. Port 3389 is the default port used for RDP and must be opened 
when a firewall is used. 

RDP is an extension of the original Terminal Services technology, an earlier 
version of the presentation type protocol. Look at Figure 15-15. The original 
Terminal Service technology allowed a Terminal Service Client to send keyboard 
and mouse control to the Terminal Server and the Terminal Server to send its 
display to the Terminal Service Client. For example, after the client establishes a 
connection with the Terminal Server, it sends commands via the keyboard or 
mouse to manipulate the directory and file structure. The Terminal Server sends 


clients. 
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the screen image to the client as the files are manipulated. The client experiences 
the session as though they were sitting at the Terminal Server. 

When using RDP with a Windows XP Professional system, the roles of 
Terminal Service Client and Terminal Server are simply called the client and host, 


respectively. The client uses the Remote Desktop Connection software to connect 
to the host. | 


RDP is based on the International Telecommunications Union (ITU) T.120 protocol. E TE 


Remote Access Protocols Serial Line Internet 
Protocol (SLIP) 

a remote access pro- 
tocol that enables a 
PC to connect to a 
remote network 


Dial-up access uses special protocols for negotiating a connection between a 
PC and a network, two networks, or two PCs. Some of the most common remote 
access protocols are briefly introduced in this section. You will see that many 
remote access protocols were developed to better address the issues of security. 


See Figure 15-16 for a summary of remote access protocols. using a serial line 
connection, typically 
PPP and SLIP l , through a telephone 
Serial Line Internet Protocol (SLIP) and Point-to-Point Protocol (PPP) enable a line. SLIP is an asyn- 
PC to connect to a remote network using a serial line connection, typically chronous protocol 


through a telephone line. The Serial Line Internet Protocol (SLIP) protocol was that supports only IP. 


Figure 15-16. 
Summary of remote 
access protocols. 
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Serial Line Internet Protocol | An asynchronous protocol that supports only IP. 
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using a serial line connection, typically through 
a telephone line. 


534 


Point-to-Point 
Protocol (PPP) 

a remote access pro- 
tocol that enables a 
PC to connect to a 
remote network 
using a serial line 
connection, typically 
through a telephone 
line. PPP is a syn- 
chronous protocol 
that supports mul- 
tiple protocols such 


as IPX and AppleTalk. 


Point-to-Point 
Tunneling Protocol 
(PPTP) 

a remote access pro- 
tocol that is an 
enhanced version of 
PPP. It is designed to 
enhance security and 
to make use of a 
virtually private 
network using the 
public Internet. 
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a remote access prô- . 
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an Ethernet network 
the ability to estab- 
lish an individual 
PPP connection with 
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the PPP protocol so 
that the PPP frame 
can travel over an 
Ethernet network. 
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introduced with UNIX and supports only TCP/IP. Point-to-Point Protocol 
(PPP) is a vast improvement over SLIP and can support multiple protocols such 
as IPX, AppleTalk, and TCP/IP. 

SLIP is strictly an asynchronous protocol while PPP is both asynchronous 
and synchronous. Remember from earlier chapters that synchronous transmis- 
sion relies on a separate timing signal so that both the transmitting and receiving 
equipment are in step during the exchange of data. Asynchronous means that the 
data is transferred without a timing signal. Data is transferred from one point to 
another without being in step. 

PPP is much easier to set up than SLIP because most of the required settings 
can be automatically negotiated. SLIP requires information such as the IP address 
to be entered manually. You will seldom encounter SLIP because it doesn’t sup- 
port authentication, encryption, or VPN connections. 


PPTP 

Point-to-Point Tunneling Protocol (PPTP) is an enhanced version of PPP. It 
is designed to enhance security and to make use of a virtually private network 
using the public Internet. The Internet is used by millions of people. While it is 
an excellent system of communication, it has security issues. The term virtually 
private means that the network connection appears to be a private network, sim- 
ilar to a dedicated network media such as a T1 line. A T1 line offers a much 
higher level of security than an Internet connection because it is a privately 
leased line in contrast to a publicly accessed connection. 

When using PPTP, you can gain access to a corporate network by using a 
dial-up connection through an ISP and then negotiating data transfers over the 
public Internet. The term tunneling refers to encapsulating the existing network 
protocol (IP, IPX, AppleTalk, and such) into the PPTP protocol. 

PPTP incorporates methods to encrypt data. The PPTP protocol also supports 
the necessary remote access service and network access authentication. 


PPPoE 

Point-to-Point Protocol over Ethernet (PPPoE) provides one or more hosts 
on an Ethernet network the ability to establish an individual PPP connection with 
an ISP. PPPoE frames the PPP protocol so that the PPP frame can travel over an 
Ethernet network. 

Look at the Figure 15-17. Notice that each computer using the PPPoE protocol 
has the ability to establish and maintain an individual connection with an ISP. In 
ICS, one computer establishes a connection to the ISP and must remain on for the 
other computers to have the ability to connect to the Internet. With the PPPoE 
protocol, each PPPoE client has direct access to the ISP. The PPPoE clients are 
arranged as a typical Ethernet network and use a DSL or Cable modem to con- 
nect to the ISP. The DSL or Cable modem may be incorporated into a router or 
serve as an individual piece of equipment. A PPPoE access server is located at the 
ISP. The server provides individual connections as needed to each of the PPPoE 
clients. 

The PPPoE connection has two stages: discovery and session. In the dis- 
covery stage, the PPPoE client attempts to discover the location of the PPPoE 
server. There may be more than one PPPoE server. The client must locate and 
establish a connection with only one PPPoE server. Typically, the PPPoE client 
and the PPPoE server exchange network identification consisting of an IP address 
and MAC address. After addressees are exchanged, a connection is established 
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PPPoE clients 
+ 


DSL or Cable modem 


High-speed 
access 


Hub, router, 
or gateway ISP with 
PPPoE 


server 


ach PPPoE clienet 
has an individual 
connection to the ISP 


and maintained indefinitely. The established connection is referred to as a 
session. Each session is independent of other connections to the PPPoE. 
In Figure 15-17, all computers are on the same network. In another scenario, 


the computers connecting to the ISP may reside in an office building consisting of 


many different businesses. Individual users may need to be billed rather than the 
entire site. The MAC address provides a way of billing the user and establishing 
a user account for authentication purposes. The ISP can then provide billing 
based on a per-user, rather than per site basis. 

PPPoE establishes a virtual serial connection to the ISP in the same way a 
single PPP connection creates a true serial connection. In other words, when 
using PPPoE, each computer establishes a virtually private PPP connection to the 
Internet. 


MLPPP 

Multilink Point-to-Point Protocol (MLPPP), also known as Multilink 
dialing, can combine two or more physical links in such a way that they act as 
one, thus increasing the supported bandwidth. For MLPPP to operate, the access 
server and the client must have MLPPP enabled. MLPPP works with ISDN lines, 
PSTN lines, and X.25 technology. 

MLPPP can use the Bandwidth Allocation Protocol (BAP). BAP allows the 
number of lines used by MLPPP to change on demand. For example, if simple 
text is downloaded, a single line will suffice for the low bandwidth data. If multi- 
media is downloaded to multiple workstations, such as for a videoconferencing, 
BAP will automatically increase the number of lines to support the increase in 
` bandwidth. Once the high bandwidth data transmission has ended, the number 
of lines is reduced to minimum. Remember, there is a high cost associated with 
telephone and leased lines. Controlling the number of lines used based on 
demand is cost effective. 
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Figure 15-17. 

PPPoE is an effective 
means of creating 
individual high-speed 
connections for Internet 
access. 


Multilink Point-to- 
Point Protocol 
(MLPPP) 

a remote access pro- 
tocol that can com- 
bine two or more 
physical links in such 
a way that they act as 
one, thus increasing 
the supported band- 
width. This protocol 
works with ISDN 
lines, PSTN lines, 
and X.25 technology. 


Bandwidth Alloca- 
tion Protocol (BAP) 
a protocol that can 
change the number 
of lines or channels 
used in communica- 
tion according to 
current bandwidth. 
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Layer 2 Forwarding 
(L2F) 

a remote access pro- 
tocol, similar to 
PPTP, designed to 
enhance security and 
to make use of a 
virtually private 
network using the 
public Internet. It 
was developed by 
Cisco Systems and 
then released for use 
by other venders. L2F 
requires special 
equipment on the 
host side to support 
data transfer whereas 
PPTP does not. 


Layer 2 Tunneling 
Protocol (L2TP) 

a tunneling protocol 
that has the best fea- 
tures of both L2F and 
PPTP protocols. It 
uses IPSec to encrypt 
the contents of the 
encapsulated PPP 
protocol. 


Virtual Private 
Network (VPN) 

a simulated, indepen- 
dent network created 
by software over a 
public network. 
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L2F 

Layer 2 Forwarding (L2F) isa protocol similar to PPTP. It was developed by 
Cisco Systems and then released for use by other venders. One big advantage of 
L2F is that it can work directly with ATM and Frame Relay, and it does not 
require TCP/IP. L2F also supports more than one connection. PPTP does not. 
However, L2F requires special equipment on the host side to support data 
transfer. The only requirement for PPTP is that the host is installed with a Micro- 
soft server class of operating system. 


L2TP 

Layer 2 Tunneling Protocol (L2TP) combines the L2F and PPTP protocols. 
Microsoft and several other companies developed PPTP, and Cisco Systems Inc. 
developed L2F. The Internet Engineering Task Force wanted to create a protocol 
that had the best features of both L2F and PPTP protocols. Jointly, the IETF, Cisco 
Systems, Microsoft, and many others designed L2TP. L2TP has become an 
industry standard tunneling protocol that uses IPSec to encrypt the contents of 
the encapsulated PPP protocol. 


Virtual Private Networks (VPN) 


A Virtual Private Network (VPN) is a simulated, independent network 
created by software over a public network. An example of a public network is the 
Internet. Since anyone can access and use a public network, there is a possibility 
of unauthorized access to any network connected to it. A VPN makes it possible 
to create a private connection over a public network with no additional cost. For 
example, a company may wish to use the Internet to connect to their many 
branch offices spread throughout the country. The main reason for using the 
Internet is it is inexpensive when compared to leased lines and other physical 
private connections. However, the company may wish to keep their data and 
transmissions secure while using the Internet for data transfers and communica- 
tions. The answer to this dilemma would be to implement a VPN. 

A VPN is created through a software package that provides security. Adding 
special equipment, such as a firewall, can further increase the security of the 
VPN. VPN capability is typically provided by the latest operating systems such as 
Windows XP and many versions of Linux. 


Not all firewalls are equipment-based technologies. Some firewalls are strictly software 
packages. 


VPN software encapsulates transport protocol packets, such as IP, IPX, and 
AppleTalk, inside a secure protocol packet and encrypts the contents. Security 
was not considered a real threat at the time protocols such as IP, IPX, and Apple- 
Talk were designed. In fact, information about the designs of these protocols was 
made public to encourage the development of the Internet by private sectors. 
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Four of the most common protocols used in a VPN are PPTP, L2F, L2TP, and 
IPSec. These protocols allow a VPN to provide four basic features common to all 
VPN connections: authentication, access control, confidentiality, and data integ- 
rity. Authentication (in relation to a VPN) is the process of assuring the person 
who is accessing the remote system is really the person who is authorized to use 
the system. Access control is the act of allowing only authorized users access to the 
VPN. Confidentiality is the act of preventing anyone else from reading the data 
that flows through the VPN. Data integrity is the process of ensuring the data that 
leaves the source and arrives at the destination has not been tampered with. 
These topics are covered in detail in Chapter 16—Network Security. 


Summary 


M The deregulation of the telecommunications industry allows for separate 
local telephone systems and long distant telephone systems, which increases 
competition and reduces overall costs. 

Œ The Point of Presence (PoP) is the point where the public telephone line ends 
and the customer premises telephone line and equipment begin. 

M Since the deregulation of the telecommunications industry, owners of 
residences and businesses are responsible for the telephone system on their 
side of the Point of Presence (PoP). 

MW There are many types of media available for communicating over long 
distances, such as Cable, DSL, ISDN, PSTN, satellite, SONET, and T1. Each is 
offered at various speeds and costs. 

NW Basic Rate ISDN (BRI-ISDN) consists of two B channels and one D channel 
with a total bandwidth of 128 kbps. 

W Primary Rate ISDN (PRI-ISDN) consists of twenty-three B channels and one 
D channel with a total data rate of 1.544 Mbps. 

NW Broadband ISDN (B-ISDN) is a new category of ISDN and is designed to 
carry multiple frequencies; hence, the term Broadband. 

NW Cable Internet service offers data rates as high as 36 Mbps downstream and 
10 Mbps upstream. However, 10 Mbps is a theoretical speed. 

M Cable Internet service is defined by the Data Over Cable System Interface 
Specification (DOCSIS) standard developed independently of IEEE 802.14. 

NW DSL is offered in many varieties, such as ADSL, SDSL, HDSL, and VDSL. 

NW The maximum allowable distance between a DSL modem and the Local 
Central Office is typically 1,000 feet to 18,000 feet. This distance varies 
according to the type of DSL used and any special equipment that might 
exist on the telephone line, such as loading coils or a change in the media. 

NW DSL bandwidth varies from 1.5 Mbps to 52 Mbps depending on the DSL 
variation used and the distance from the central office. 
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Satellite communications is ideal for remote locations and offers various 
speeds based on cost of equipment and service. 

Consumer satellite service bandwidth is typically 400 kbps to 500 kbps. 
Commercial satellite service bandwidth is a maximum 1.5 Mbps in the USA 
and 2 Mbps in Europe. 


Satellite communications use microwave technology and must have a clear 
line of site between the satellite and the satellite dish. 

T-carriers are leased lines and range from fractional T1 to T4. The most common. 
T-carrier lines encountered in networking are fractional T1, T2, and T3. 

A T1 line consists of 24 channels with 64 kbps of bandwidth available per 
channel. 

T1 offers a maximum bandwidth of 1.544 Mbps, and T3 offers 44.736. 
Synchronous Optical Network (SONET) offers the highest bandwidth and 
the greatest distances. 

X.25 is an older telephone line technology that is rarely encountered in the 
USA but still exists in other parts of the world. 

Frame Relay is the replacement for X.25 and employs a Permanent Virtual 
Circuit (PVC). 

Frame Relay and X.25 are packet switching technologies. 

Dial-up networking allows a user to access a network remotely using 
telephone lines. 

Dial-up networking requires a modem and remote access software to be 
installed on the client side of a remote connection and on a remote access 
server. 

Serial Line Interface Protocol (SLIP) is an older protocol used to support remote 
connections over telephone lines. It has been replaced by PPP and PPTP. 
Point-to-Point Tunneling Protocol (PPTP) encapsulates other protocols inside 
the PPTP packet, resulting in a secure connection. __ 

A Virtual Private Network (VPN) is a secure connection over a public 
network system based on software, not hardware. 


Review Questions 


Answer the following questions on a separate sheet of paper. Please do not 


write in this book. 


1. What is the name used for the telephone line running between customer 


premises and the Local Central Office? 


2. Where is the Point of Presence (PoP) located? 


3. What does the acronym ISDN represent? 


20. 
Zl. 
22 
25: 
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. How many channels are there in a BRLISDN cable assembly? 

- What is the maximum bandwidth of a BRI-ISDN service? 

. What is the maximum bandwidth for a telephone modem? 

- What is the purpose of the D channel in an ISDN cable assembly? 

. What is the maximum theoretical bandwidth for Cable Internet access? 
. What factors influence the speed of a Cable Internet service connection? 
. What is the difference between a T1 and a fractional T1 line? 

. How many T1 lines make up a T3 line? 


- Which has the highest bandwidth: a T1 connection or a telephone modem 


connection? 


. Which has the highest bandwidth: SONET or ISDN? 
. Which has the highest bandwidth: T1 or X.25? 


. What high-speed technology is used for long distance communications 


especially overseas via underwater? 


- Which has a highest bandwidth: ISDN or consumer satellite service? 


What does the acronym CSU/DSU represent? 


. What type of media is a CSU/DSU associated with? 


. Match the following: 

1. ISDN A. Fiber optic system used for 

2. DSL or connections. 
B. ‘Typically the slowest connection 

3. SONET technology. 

4. T3 C. Two B channels and one D channel. 
D. Typically 45 Mbps bandwidth. 

pee gone modam E. Digital telephone line. 


What is the main difference between SLIP and PPP? 
In what situation is the PPPoE protocol used? 
What is the main difference between PPTP and PPP? 


What is the difference between a Virtual Private Network (VPN) and a 
network that uses a T1 line to connect two branch offices? 
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=== Sample Network+ Exam Questions 


ve ~ Network+ Answer the following questions on a separate sheet of paper. Please do not 
EEE Write in this book. 


1. Which technology provides the most bandwidth when connecting two 
networks located approximately 18 miles apart? 


A. PSTN 
Boe 
C. ISDN 
D. T1 


2. What is the typical bandwidth of one ISDN B channel? 
A. 56 kbps 
B. 64 kbps 
C. 128 kbps 
D. 1.5 Mbps 


3: What is the typical data rate of a fractional T1 line? 
A. 56 kbps 
B. 64 kbps 
C. 128 kbps 
D. 1.544 Mbps 


4, What would most likely affect the bandwidth of a DSL line? 
A. The number of subscribers sharing the DSL line. 
B. The distance from the DSL modem to the DSL provider. 
C. The distance to the ISP. 
D. The amplitude of the signal modulation. 


5. What network media does DSL use? 
A. Shielded twisted pair 
B. Coaxial cable 
C. Fiber-optic cable 
D. Telephone line 


6. Which of the following protocols is commonly used to create a VPN? 
A. FTP 
B:A2ÉENTIP 
ECABPTP 
DISCIR 
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7 Which of the following protocols would be most appropriate for creating 
multiple, individual dial-up connections from an Ethernet network through a l 
common DSL or Cable modem to an ISP. y Network+ 
A. PPP e 
B. PPPoE 
CSEE 


DERELER 


m 


8. Which medium provides the best security when transmitting data between 
two points? 


A. Satellite 
B. Internet 
C. T1 line 
D. IEEE 802.11a 
9. Which of the following statements is true concerning X.25 and Frame Relay 
technologies? 
A. Frame Relay uses analog technology and X.25 does not. 
B. X.25 uses analog technology and Frame Relay does not. 
C. Frame Relay and X.25 both use analog technology. 
D. Frame Relay and X.25 both use digital technology. 


10. Which communications medium is used for SONET? 
A. Wireless 2.5 GHz 
me UTEP 
C. RG-58 
D. Fiber-optic 


Suggested Laboratory Activities 


1. Install and configure a variety of modems such as a Cable modem, DSL 
modem, and an ISDN modem. 


2. Using the tracert command from the DOS prompt, trace the route taken by 
the packet to a remote location. Some test locations are www.novell.com and 
www.microsoft.com. Identify the amount of time it takes to reach each router 
along the route. (Each router along the route to the destination is called a hop.) 


3. Go to the Microsoft support Web page and research Remote Desktop and VPN. 


4. Using the knowledge gained from the previous suggested laboratory activity, 
set up a remote connection to a PC across the Internet. 
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5. Research the average cost for the following services if available to your 
school or geographic area. Do not write in this book. Use a separate sheet of 
paper to copy and fill in the chart. Access the information by using the 
Internet. 


Technology Availability | Cost | Comments 
Yes/No 

Telephone line a. il 

>. TE Se 


— 


Fractional T-1 


= J a 
ae E 
DSL | es 
cable | || 
i | ae as 
J E i 
Satellite | | | 


6. Set up Microsoft NetMeeting on a LAN. You will first need to download a 
copy of NetMeeting from the Microsoft Web site. 


Interesting Web Sites for More Information 


www.cabledatacomnews.com 


- www.cablemodemhelp.com 
www.howstuffworks.com 
www.iec.org 
www.protocols.com 
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After completing this laboratory activity, you will be able to: 

m@ Explain the various Routing and Remote Access Service (RRAS) options. 
MW Install and configure the Routing and Remote Access Service. 

WE Explain the Callback feature. 


Introduction 


In this laboratory activity, you will configure the Routing and Remote Access 
Service (RRAS), which is available in Windows Server 2003. Microsoft provides a 
RRAS Setup Wizard, which automatically walks a technician through RRAS 
configuration. RRAS allows a server to pose as a remote access server or as a 
network router. 

When configured as a router, the server is used to connect various network 
segments or subnets. You will not configure the server as a router during this 
laboratory activity. You will only configure the server as a remote access server 
accessible by telephone. 

The following figure shows one way a client might access a company server. 
A sales person that is traveling across the United States might use a dial-up 
connection from a laptop to the home office to place an order, check e-mail, or 
access files on the server. The server has a telephone modem installed and 
configured to receive incoming calls. This modem is dedicated to remote access 
and is not used for Internet access. 


——— = Se ee A — i ———— 
AA AAA ne SSS ee O PRE ——_ = —— 


Office 
Remote location > 


par =) 
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Remote access 
server 
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Telephone connection 
through modem 


Telephone, 
ISDN, X.25 
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More than one telephone modem can be installed in a server to provide 
multiple access points to the server. Each modem is assigned a unique telephone 
number. Several manufacturers make a dial-up telephone modem bank. A dial- 
up telephone modem bank is a separate group of telephone modems that provide 
multiple access points to the server. Large, corporate network servers that have a 
high demand for remote access commonly use a modem bank. 

A small office server might have two modems installed in a single server: 
one for dial out and the other for dialing in. The server may also be configured as 
a multiple connection location for Virtual Private Network (VPN) connections or 
may be configured as a Network Address Translation (NAT) server providing 
access to the Internet for multiple workstations through a modem or high 
bandwidth connection. 

After a server is configured for dial-in remote access, user profiles must be 
configured so that users can access the server using a dial-up connection. Look at 
the following figure of the properties for user Richard Roberts. 


Richard Roberts Properties 


1 © Control access through Remote Access Policy 


TF Verify Caller1D; | 


Callback Options 


€” No Callback 
© Set by Caller (Routing and Remote Access Service only} 


Always Callback to: | 


Apply Static Routes 


Define routes to enable for this Dialin Static Routes... | 


Take note of the Allow access option in the Remote Access Permission 
(Dial-in or VPN) section. By default, all users are denied access. By selecting the 
Allow access option, the user can dial in to the server from a remote location. 
Also, take note of the Callback Options section. A Callback number can be 
entered next to the Always Callback to: option. This enables a call back from a 
specified telephone number and thus enhances security because the user must 
call from the specified telephone number. 

At the server, properties for the remote configuration can be set up to limit 
telephone calls to specific days and hours and for the maximum length of a 
connection. For example, all dial-in calls can be limited to a maximum of five 
minutes. This way, no one single user can monopolize the dial-in service. 
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Extensive information is available through Help and Support accessed from 
the Start menu. Also, the RRAS Setup Wizard provides a link to more 
information about RRAS. 

At the end of this laboratory activity, your instructor will most likely want 
you to uninstall the RRAS service. Be sure to check with your instructor before 
you begin the laboratory activity. 


Equipment and Materials 


M Windows 2003 server with a modem installed. (All features of the RRAS 
Setup Wizard may not be available for viewing without a modem installed.) | 


Procedures 
1 Report to your assigned workstation. 
Za Boot the workstation and verify it is in working order. 
3. To access the Routing and Remote Access Setup Wizard, open Start | 


Administrative Tools | Routing and Remote Access. A screen similar 
to the following will appear. 
File Action view Help 


© »|@(—|x ¢ ol @ : 


Routing and Remote Access "| WIN2003SERVER {local} = 
i 


1 -£ Server Status | F 
i WINZOO35ERVER (lora 


ess 


x ¿Loans tha Pantina and Remote 
igure and Enable Routing and Remote Access 
Disable Routing and Remote Access d s 
== - s, on the Action menu, click 
Ali Tasks: e = ==" > pmote Access. 
E p a Routing and Remote 
View : SA ME aA A d roubleshooting, see Help. 


| x 
[Configures Routing and Remote Access for the selected server f : | 


4. Notice the Microsoft Management Console with the Routing and 
Remote Access snap-in. Right-click the server located beneath 
Routing and Remote Access and then select Configure and Enable 
Routing and Remote Access from the shortcut menu. 


Note: 
Ifyour workstation does not appear, select Add Server from the Action menu and 
then select This computer. 
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The RRAS Setup Wizard will display and look similar to that in the 
following figure. The RRAS Setup Wizard provides an easy to follow 
step-by-step process for setting up the server for remote access and 
routing. 


Routing and Remote access Server Stup Wizard 


Welcome to the Routing and Remote 
Access Server Setup Wizard 


This wizard helps you set up your server so that you can 
connect to other networks and allow connections from 
remote clients. 


To continue, click Next. 


5. Click Next. The RRAS Setup Wizard will display various 
configuration options, such as Remote access (dial-up or VPN) and 
Network address translation (NAT). Record these configuration 
options on a separate sheet of paper. 


Routing and Remote Access Server Subs Wiswril 


Configuration o 
You can enable any of the following combinations of services, or you can og A 
customize this server. i 

2 AV APERCOSRPAAPrbaHaty Meseqenatdntbaneseheseareden arabere teine 
&@ Remote access [dialup or VPN] 


Allow remote clients to connect to this server through either a diabup connection o a 
secure Virtual Private Network (VPN) Intemet connection, 


C Network address translation (NAT} 
Allow internat clients to connect to the Intenet using one public IP address. 

- € Virtual Private Network (VPN) access and NAT 
Allow remote clients to connect to this server through the Intemet and local clients to 
connect to the Intemet using a single public IP address. 

- €” Secure connection between two private networks 
Connect this network to a remote network, such as a branch office, 

- € Custom configuration J 
Select any combination of the features available in Routing and Remote Access. 


For mote information about these options, see Routing and Remo 
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6. Select the first option, Remote access (dial-up or VPN). At the bottom 
Of the screen is a link to Routing and Remote Access Help where you 
can find more information about RRAS. Take a few minutes and 
explore this option. After exploring this option, return to the current 
RRAS Setup Wizard screen. 


7 Click Next. You will be presented with two options: VPN and Dial-up. 
Select Dial-up. 


Routing end Remote Access Server Setio Wika! — 


Remote Access qe 
You can set up this server to receive both dial-up and VPN connections, e 5i 


A VPN server (also called a VPN gateway) can receive connections from 
remote clients through the Intemet. 

Y Dialup 
A dial-up remote access server can receive connections directly from 
remote clients through dial-up media, such as a modem. 


bi [>] conos | 


Click Next. If you have more than one connection available from the 
server, the Network Selection screen will display and prompt you to 
select which connection to use; otherwise, the IP Address 
Assignment screen will display. The following figure shows Network 
Selection screen. Notice that there are two connections listed: 
modem and wireless. If you have more than one connection available 
from the server, and the Network Selection screen displays, select 
only the modem connection and then click Next. 


Ranting and Hemote Access Server Setup Wires! 


Network Selection Se 
You can assign remote clients to the network that you want them to use, `a A 


ee sako akoang Gable EES ond 


other purposes. Select the appropriate network connection from the list b 


Name > <- | IPAddess < R 
Local área Connection 3 ADMtek 4N983 based 163.254 122 234 


Wireless Network Conne... D-Link Air DWL-122 wir... 10.30.220.12 


cack [Hews] Coca 
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o) The IP Address Assignment screen allows you to select the IP 
address assignments method. You can select either Automatically or 
From a specified range of addresses. To be able to use the 
Automatically option, you must have DHCP configured on this server 
or another server. If you are not using a DHCP server, you must 
statically assign IP addresses by selecting the From a specified range 
of addresses option. When using a specified range, you only need to 
reserve one or more IP addresses to be used by remote access clients. 
For this laboratory activity, select From a specified range of 
addresses option and then click Next. The Address Range 
Assignment screen will display. 


Routing and Remote Access Server Setup Wizard 


Address Range Assignment la 
You can specify the address ranges that this serves will use to assign addresses to 5 
remote ckents. 


Entes the address ranges [static pools) that you want to use. This serves wil assign all of 
a ii > to the next. 


192 162.0.101 


10. __ Toenter a range of IP addresses, click New and then enter the 
starting IP address and ending IP address. Alternatively, you can 
enter the starting IP address and then the number of IP addresses 
desired. In the following figure, notice that two IP addresses are 
reserved: 192.168.000.100 and 192.168.000.101. 


ee = -m > SAA ae 


ew adgressrange O U 


Type a starting IP address and either an ending IP address or the number of 
addiesses in the range. 


SlatiPaddese [0.0.0.0 
pios Pe UR 0.o 


ren | 


L 


Te 


Click Next. A summary screen will display and will look similar to 
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—— Click OK and then click Next. The Managing Multiple Remote Access 
Servers screen will display. You will be asked if you want to set up 
this server to work with a RADIUS server. RADIUS is typically used 
on large networks that have more than one Wireless Access Point 
(WAP) for accessing the network system. For this laboratory activity, 
select No, use Routing and Remote Access to authenticate | 
connection requests. 


Routing and Reniote Access Server Selg Wizard 


Managing Multiple Remote Access Servers Ml 
Connection requests can be authenticated locally or forwarded to a Remote > A 
Authentication DiaHn User Service (RADIUS) serves for authentication. d 


T E wrecks accots servers e a RADIO meaty 
central authentication. 


If you are using a RADIUS server on your network, you can set up this server to forward 
authentication requests to the RADIUS server. di y 


Do you want to set up this server to work with a RADIUS serves? 


(© No, use Routing and Remote Access to authenticate connection 
€ Yes, set up this server to work with a RADIUS server 


the following figure. Click Finish to complete the RRAS configuration. 
If you have another telephone line available in the lab, you can test 
RRAS by dialing in on this line from a separate computer. 


Routing and Remote Access Server Setup Wizanl 


Completing the Routing and Remote 
Access Server Setup Wizard 


‘You have successfully configured this server as a remote 
ACCES server 


Summary: 

RAS clients are assigned to the following network for 
addressing: Local Area Connection 3. 

access policies for this server. 


z 


For more infomation about managing remote access servers, 
see Routing and Remote Access H 
To close this wizard, click Finish. 
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13. ______ In this step, you will delete the Routing and Remote Access Service 
from the server by deleting the server from the Routing and Remote 
Access snap-in. To remove RRAS from the server, open the Routing 
and Remote Access utility (Start | Administrative Tools! Routing and 
Remote Access). When the RRAS snap-in appears, right-click the 
server icon and then select Delete from the shortcut menu. 


14. After you have removed the Routing and Remote Access Service, 
answer the review questions. 


Review Questions 
Answer the following questions on a separate sheet of paper. Please do not 
write in this book. 
1. How do you access the Routing and Remote Access snap-in? 


2. A technician has just successfully configured remote dial-in access for a 
server, but no one can access the server. What might be the problem? 


3. Where is the Callback option configured for a client? 
4. What are the five configuration options available in the RRAS Setup Wizard? 
5. What are the two options for assigning an IP address to the dial-in clients? 


Network Security 


After studying this chapter, you will be able to: 

Identify common network security breaches and vulnerabilities. 

Explain the difference between symmetrical and asymmetrical encryption. 
Explain the role of a Certificate Authority (CA). 


Explain the security process associated with the Challenge Handshake 
Access Protocol (CHAP). 


Describe the characteristics of a secure password. 


al a E 


o 


Describe how a firewall and proxy server are used to secure network access. 
Describe how to monitor network activities. 


Ea 


- Network+ Exam—Key Points = ~ 
You will most likely encounter questions about the topic of security on ¿44% Network+ 
the Network+ Certification exam. Pay particular attention to the subject of e 


passwords and password best practices. Port numbers are also a source of 
questions, especially common port numbers like the ones listed in this 

-` chapter and in the Chapter 11—TCP/IP Fundamentals. There could also be 
a question about software upgrades or patches and how they affect security. 


Bal 
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Key Words and Terms 


The following words and terms will become important pieces of your net- 
working vocabulary. Be sure you can define them. 


application gateway 

asymmetric-key encryption 

authentication 

Authentication Header (AH) 

backdoor 

biometrics 

Certificate Authority (CA) 

Challenge Handshake Authentication 
Protocol (CHAP) 

ciphertext 

circuit-level gateway 

cracker 

cryptology 

Denial of Service (DoS) 

digital certificate 

Encapsulation Security Payload (ESP) 

encryption 

firewall 

hashing 

IP Security (IPSec) 

Kerberos 

key 

man in the middle (MITM) 

Media Access Control (MAC) filter 

Microsoft Challenge Handshake 


packet filter 

packet sniffer 

Password Authentication Protocol 
(PAP) 

phishing 

protocol analyzer 

proxy server 

Remote Authentication Dial-In User 
Service (RADIUS) 

replay attack 

Secure Copy Protocol (SCP) 

Secure HTTP (S-HTTP) 

Secure Shell (SSH) 

Secure Sockets Layer (SSL) 

service pack 

smart card 

social engineering 

spoofing 

symmetric-key encryption 

transport mode 

Trojan horse 

tunnel mode 

worm 

Zero Configuration (Zeroconf) 


Authentication Protocol (MS-CHAP) 


This chapter presents the basics of network security. Network security is a 
vital part of network operation. It ensures data integrity and privacy. Network 
security is comprised of two main elements: authentication and encryption. 
Authentication is the process used to identify a user and ensure the user is who 
they claim to be. Typically, authentication is done with a combination of a user 
name and password. This method is probably the one you are most familiar with. 
There are other forms of authentication such as digital certificates, smart cards, 
and biometrics. We will look at these and other methods of authentication as well 
as security methods, such as encryption, and security protocols, such as IPSec 
and SSL. The dos and don'ts of network security as recommended by industry 
leaders and the basic tools to monitor system security are also covered in this 
chapter. 

The field of network security is vast. This chapter only covers the basics of 
network security. A complete presentation of network security would require an 
entire course with a textbook completely dedicated to security and an intensive 
set of laboratory activities. 


authentication 

the process of identi- 
fying a user and 
ensuring the user is 
who they claim to be. 
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This chapter deals with basic security. Students are often tempted to use the 
knowledge gained in this chapter to experiment with hacker techniques. This is not 
only unethical, it is illegal. If you are using this textbook, you are undoubtedly at an 
introductory level of networking technology. Do not ruin your chances of ever 
securing a good job in the IT industry by being accused or convicted of a computer 
crime-related incident. You are just beginning your career, and the people defending 
the Web site or network have many years of experience. The odds are overwhelmingly 
in the favor of the defenders. It is not the intent that you use the skills taught in this 
chapter to be applied in any attempt to crack any computer system. The skills taught 
here are to be used for your basic understanding of best security practices. 


Hackers, Crackers, and Intruders 


The term hacker originally described any computer enthusiast who lacked 
formal training. The term has now been redefined to identify anyone who gains 
unauthorized access to a computer system. A cracker is defined as anyone who 
gains access to a computer system without authorization and with the intent to 
do harm or play pranks. They are said to “crack” a password or security system. 
The terms are debatable. The exact meaning of the term hacker depends on the 
content in which it is used and by whom. A self-proclaimed hacker does not 
think of himself or herself as a cracker. For the sake of clarity, in this textbook, 
anyone who gains access to a computer system they are not authorized to access 
is called an intruder. 


Common Network Security Breaches 


The topic of network security is very complex and would easily fill thousands 
of pages. In this next section, the most commonly encountered security breaches 
are covered to provide you with a basic understanding of network vulnerability. 
As you will see, people, not equipment, generate most of the security breaches. 


Unprotected Network Shares 


Many times employees will set up a network share to allow other employees 
to access or copy their files. They do not realize that setting up a network share 
with minimal to no security sets up a possible entry point for an attack from the 
outside. Many hacker tools can probe and access available shares on a network. 
This is a common way networks are compromised. Employees also create net- 


work shares with minimal to no security so that they might be able to access their 


own files from home. Network shares with minimal to no security and remote 
access enabled combine for a security breach waiting to happen. See Figure 16-1. 


Social Engineering 

Social engineering is a term used to describe the manipulation of personnel 
by the use of deceit to gain security information. One of the weakest security 
areas is the gullibility of typical users and their respect for assumed authority. 
For example, consider the following scenario. A telephone rings on a user desk 
and the following conversation takes place: 

Caller: Hello. This is Bob down at IMS operations conducting a security 
check. We believe we may have an intruder in our system. 


cracker 

anyone who gains 
access to a computer 
system without 
authorization and 
with the intent to do 
harm or play pranks. 


social engineering 
the manipulation of 
personnel by the use 
of deceit to gain 
security information. 
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Figure 16-1. 
In this example, an 


employee has given the 


group Everyone full 
access to their C drive. 


Zero Configuration 
(Zeroconf) 

a standard developed 
by IEEE which recom- 
mends how to design 
a device that automati- 
cally detects other 
devices on the same 
network or on a 
nearby network seg- 
ment without the need 
of intervention by an 
administrator or a 
DHCP or DNS server. 
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Gene Gullible: Yes. What can I do to help? 

Caller: Well Gene, I need to look at your PC files to see if there have been 
any possible intrusions. I need your user name and password to inspect your 
system. It will only take a minute and will save me a lot of time rather than 
coming down there. 

Gene Gullible: Sure. My user name is ggullible and the password is toocool. 

You see, that is all there is to it. Gene’s system has been compromised by the 
social engineering technique. 


Open Ports 


Ports, such as HTTP port 80, are used to connect to computers during commu- 
nication sessions. Legitimate users normally use them for browsing a Web page 
and performing file transfers, downloads, and network meetings. Open ports can 
also be a way for intruders to gain access to the network system. Open ports are 


- one of the most common security problems for any site. All unused ports should be 


closed, and all ports should be monitored for activity. A third-party utility or the 
netstat utility can be used to check for open ports. The netstat utility is covered 
later in this chapter. 


Zero Configuration (Zeroconf) 


Zero Configuration (Zeroconf) is a standard developed by IEEE which rec- 
ommends how to design a device that automatically detects other devices on the 
same network or on a nearby network segment without the need of intervention 
by an administrator or a DHCP or DNS server. Identification is based on MAC 
addresses, which are unique for each device. Network devices are any devices 
that can be identified by a MAC address and can include communication devices 
and electronic appliances. 

Zeroconf devices must have a unique IP address, subnet mask, and gateway 
address issued automatically. The Zeroconf protocol must also be able to resolve 
duplicate IP addresses automatically and translate between IP addresses and 
host names. 
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The main reason for the development of Zeroconf protocol is to enable an 
easy method of networking devices without the use of an administrator. Micro- 
soft operating systems as well as MAC OS 9 already incorporate the Zeroconf 
standard. For example, the Microsoft wireless device protocol automatically 
configures a wireless network card when it is physically inserted into the 
computer. | 

The downside of Zeroconf is it makes a network less secure. A person could 
simply purchase a similar device and connect it to a network system and then 
gain access. An example is a wireless device, such as a WAP, that uses a default 
SSID and automatic IP addressing. If the device is installed with the default set- 
tings and it uses Zeroconf to configure the clients, anyone with a similar device 
installed can access the same network. 


Denial of Service (DoS) 


Dental of Service (DoS) is one of the most common attacks on servers. 
Denial of Service is, as the name implies, denying access to a server by over- 
loading the server with bogus requests. The Denial of Service attack overloads 
the server to the point that the server will crash or will not be able to complete 
legitimate user requests. 


Man in the Middle (MITM) 


Man in the middle (MITM) is a method of intercepting a network transmis- 
sion, reading it, and then placing it back on route to its intended destination, 
Figure 16-2. It is a serious security breach. The contents may or may not be modi- 
fied. This method can also be used for a replay attack. A replay attack occurs 
when the data in the network transmission is copied and stored. Later, informa- 
tion such as an IP address and MAC can be used to establish an unauthorized 
connection to the destination by impersonating the original source. Replay 
attacks are generally avoided by using a time stamp as part of the communication 
structure. The time stamp is used to verify the time of each transmission. If the 
time that is recorded in the time stamp exceeds a specific value, the entire packet 
is dropped because it is assumed to be bogus. 


555 


Denial of Service 
(DoS) 

denying access to a 
server by overloading 
the server with 
bogus requests. 


man in the middle 
(MITM) 

a method of inter- 
cepting a network 
transmission, 
reading it, and then 
placing it back on 
route to its intended 
destination. 


replay attack 

a method of using 
information, such as 
an IP and MAC 
address, that had 
previously been 
copied and stored 
during a network 
transmission to 
establish an unau- 
thorized connection 
with the destination. 


Man in the 


| middle attack 
[] 


Man in the Middle Attack 


Figure 16-2. 

A man in the middle 
attack occurs when a 
third party intercepts a 
data transmission with 
the intent to use vital 
information it contains 
for a later attack. Once 
the third party reads 
and stores the data 
transmission, it is 
placed back on route to 
its destination. 
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Figure 16-3. Data sent with fake 
Spoofing is the act of source IP address 
using a fake IP address 
to gain access to a | 
network. 126.50.6.12 SE 
pez 201.100.100.12 
True source 
Spoofing IP address 
Spoofing 
. Spoofing is fooling the destination by using an IP address other than the 
spoofing : : 5 F 1 
a method of fooling true IP address of a source to create a fake identity, Figure 16-3. For example, to 
the destination by gain access to a network, an unauthorized person may try to use what they think 
using an IP address isa valid IP address to fool a server. Another example is to use a bogus IP 
other than the trueIP address and ID when sending an unsolicited e-mail to someone. The e-mail can 


address of a source to 
create a fake identity. 


Trojan horse 

a program designed 
to gain access to a 
computer while pre- 
tending to be some- 
thing else. 


backdoor 

a software access 
port to a computer a 
Trojan horse has 
infected. 


be used to solicit information or release a worm. 

Itis a good policy never to respond to an unsolicited e-mail. A common ploy 
is to send unsolicited e-mails to millions of possible legitimate e-mail addresses 
using a software program that generates possible e-mail addresses. In the e-mail, 
a line is included that states: “If this e-mail was sent by mistake and you wish to 
be removed from our e-mail list, please click the link below.” The link is intended 
to generate a list of everyone who replies. The list is valuable because it contains a 


' list of real e-mail addresses that can be sold or distributed to interested parties, 


such as advertisers. By responding to the removal link, you verify the e-mail 
address used was a genuine e-mail address. 


Trojan Horse 


The Trojan horse is a program designed to gain access to a computer while pre- 
tending to be something else. For example, a user downloads what they think is a 
free game. A real game may indeed be inside the download, and for a good Trojan 
horse design, it should be. However, in addition to the game program code is code of 
a malicious nature. The malicious code could contain a virus, worm, or what is 


- known asa backdoor. A backdoor is a software access port to the computer the Trojan 


horse has infected. Another common purpose for a Trojan horse is to download a 
program that imitates the logon screen of a legitimate operating system. When the 
user logs on using the Trojan horse fake logon screen, the user's name and password 
is sent to an unauthorized user for later use in gaining access to the computer. 


E-mail Attachments 


The most commonly encountered viruses come as e-mail attachments. E-mail 
attachments can be written from a variety of software programs. A person could use 
Visual Basic, C, C++, Visual C++, Java, and other programming tools, such as a 
common word processing macro tool. Once the program is written, it is attached to 
an e-mail. When the recipient opens the e-mail attachment, the program is activated. 


Macro Virus 


One of the most common and most easily written virus programs is a macro 
virus. Many legitimate software programs, such as word processing packages, 
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contain a special tool called a macro writer. The macro writer records and saves 
certain keystroke sequences as a convenience for the user. For example, a user can 
make a macro that inserts their return address into a document when they press 
a specific key sequence. The macro program is handy for reducing the amount of 
work involved for repetitive tasks. The same principle can be used to create 
viruses. A series of commonly used keystrokes can be linked to a virus. The 
macro is sent as an e-mail attachment and is launched when the e-mail recipient 
opens the attachment. The macro virus may infect a template file like normal.dot 
and then execute when the user presses a certain combination of keys. 


Worm 

A worm is a software program that can spread easily and rapidly to many worm 
different computers, Figure 16-4. A typical virus cannot spread automatically. a software program 
There are many famous worm programs, and more are released each day. The that can spread easily 
most common worm programs use e-mail to replicate and spread. The most and rapidly to many 
sophisticated worm programs use the list of e-mail contacts on the target com- differenteomputers: 


puter to spread automatically. 

The only way to keep ahead of a new worm is to check one of the many 
centers dedicated to worm and virus detection. Check with sans.org, cern.org, 
and commercial antivirus Web sites. A common practice of securing a network 
system against worms is to install a dedicated e-mail server to limit the infection. 
The e-mail server can be interrupted without disrupting service from the data- 
base server, Web server, or any other server. Placing the e-mail service on a server 
that performs other services could cause the other services to fail. 


Figure 16-4. 

E-mail is the most 
common method of 
transmitting a worm. 
Using this method, the 
worm multiplies at an 
exponential rate. 


|| 5 more PCs infected 
Each PC infects 5 more... 


Each PC infects 5 more... 


J 


| 25 more PCs infected 


2 


125 more PCs infected 
Each PC infects 5 more... 


E A 
A worm can infect many machines 
across the globe very rapidly 
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phishing 

a method of Internet 
fraud, which involves 
using e-mail to steal 
a person’s identity as 
well as other sensi- 
tive information, 
such as financial. 


Phishing 

Phishing (pronounced fishing) is the latest method of Internet fraud that 
involves using e-mail to steal a person’s identity and other sensitive information, 
such as financial. In a phishing attack, e-mail is sent that appears to be from a 
legitimate enterprise in an attempt to solicit personal information. For example, a 
person may receive an e-mail that appears to be from the legitimate company 
eBay. The e-mail may even use the eBay artwork and logo. The contents of the 
e-mail requests the person’s personal information, such as a bank account PIN 
number, credit card number, password, social security number, and anything else 
that can be used for identity theft. 

Another example is an e-mail that poses as a known and often accessed 
company, such as a credit card company. The e-mail states that a virus has 
compromised all user accounts and that the company must reconstruct all user 
account information. The e-mail contains a Web site link. The e-mail recipient is 
directed to go to the Web site and enter the requested information. The e-mail 
recipient is directed to an illegal site created to look like the Web site of the legiti- 
mate company. However, the domain name of the illegal site is slightly different 
than the legitimate domain name of the company. The bogus domain name goes 
undetected by the e-mail recipient because of slight changes in the characters. 
Look at Figure 16-5. Notice how similarly shaped characters and numbers have 
been substituted. 

You can see how easy it is to create a bogus Web site that could fool a 
trusting user. Also be aware that rolling the mouse over a Web site link 
embedded in the text of an e-mail created with HTTP can automatically take you 
to a site that does not resemble the Web site indicated in the link. The Web site 
link can be easily programmed to respond to a different Web site altogether. 
Never send personnel information in response to e-mail, even if the e-mail looks 
legitimate. Call the company first to confirm the legitimacy of the e-mail. 


Administrator Laziness 


Administrator laziness, rather than a lack of knowledge, causes the most 
common security breaches. Common security breaches are a result of quick 
fixes, lack of user training, and naivety about being a target. Administrators 
and users often think, “Why would anyone want to hack into this site?” The 
truth is, many intruders simply want to access any network. The network’s 
contents are not the important issue. The challenge of a successful, unauthor- 
ized access is sufficient reward for many intruders. Never assume that any 
network or PC is safe from an intruder. 


Figure 16-5. 

A domain name can be 
disguised by making 
slight changes in the 
characters. Notice how 
a lowercase Í looks 
similar to the number 1 
and an uppercase O 
looks similar to the 
number 0. 


Legitimate Site Bogus Site Look at the following in 
the bogus Web site: 


ithe numberCtorthe F 
letter O. 
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Security Methods and Protocols 


The two basic building blocks of secure network communications are 


authentication and encryption. These security methods are supported by security 


protocols. The concepts presented in this section are critical for a basic under- 
standing of the sophisticated world of network security. 


Encryption 


Encryption is the method of using an algorithm to encode data. The algo- 
rithm converts the data into a form that cannot be easily decoded. The science of 
encoding data is called cryptology. Encrypted data is referred to as ciphertext. 
The number of bits used in the encryption code is often used to express the level 
of security provided. The maximum number of code variations depends on the 
maximum number of bits used to encode the message. For example, a 48-bit code 
can produce fewer combinations compared to a 128-bit encoding scheme. 

This is how the system of encryption works. A sender writes a message and 


then encrypts the message using an algorithm. An algorithm used to encode data 


is called a key. The key is unique for each transmitted message. It is randomly 
generated and then applied to the message. The key can scramble the original 
message and add additional misleading characters to the text. The message is 
transmitted and then received by the destination. At the destination, the message 
is decrypted using a key. There are two main types of key encryption methods: 
symmetric-key encryption and asymmetric-key encryption. 

Symmetric-key encryption, or secret-key cryptography, uses a key that 
only the sender and the receiver know. Both parties use the same key to perform 
encryption and decryption, Figure 16-6. The term symmetric is used because the 
same key is used for both coding and decoding the message. 

Symmetric keys are typically used when large amounts of data are to be 
encrypted. The symmetric key encodes and decodes faster than more complex 
methods and can be just as secure as more complex methods of encoding data. 

Asymmetric-key encryption, or public-key cryptography, uses two keys: a 
private key and a public key, Figure 16-7. Typically, the originator of the encryp- 
tion system owns the private key. For example, a teacher who wishes to commu- 
nicate with his or her students across the Internet but ensure privacy would 
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encryption 

the method of using 
an algorithm to 
encode data. 


cryptology 
the science of 


encoding data. 


ciphertext 
encrypted data. 


key 
an algorithm used to 
encode data. 


symmetric-key 
encryption 

a key encryption 
method in.which the 
sender and receiver 
use the same key. 


asymmetric-key 
encryption 

a key encryption 
method in which the 
sender and the 
receiver use two dif- 
ferent keys: a private 
key and a public key. 


Symmetric Key Encryption 


Se z 
Station] Station2 


Same keys 
Message: Hi Tracey Hi Tracey 
Y A” 


Encrypted message: kjhhoiuhsjnsmlicijwknwicij y kjhhoiuhsjnsmlicijwknwlcij 


Figure 16-6. 

The symmetric key 
encryption system uses 
the same key to encrypt 
and decrypt data. 
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Figure 16-7. 

The asymmetric key 
encryption system uses 
two different 
keys—one key for 
encrypting the data 
and the other for de- 
crypting the data. 


Certificate 
Authority (CA) 

a service that con- 
tains a security list of 
users authorized to 
access the private key 
owner's messages, 
using a public key. 


digital certificate 

a file that commonly 
contains data such as 
a user's name and 
e-mail address, the 
public key value 
assigned to the user, 
the validity period of 
the public key, and 
issuing authority 


identifier information. 


Asymmetric Key Encryption 


Station2 


Different keys 
Message: ij Tracey so “Se Hi Tracey 


ou message: kjhhoiuhsjnsmlicijwknwicij 3 ee 


DAN 


retain a private key. A public key is issued to all students. A message is encoded 
using the private key and can only be decoded using the public key. The owner of 
the public key can send a message in return that can only be decoded by the 
private key. 

In this method, a message created with a private key can only be decoded 
with a public key, and a message encrypted with a public key can only be 
decoded with a private key. A message created with a public key cannot be 


_ decoded with another public key. This means that all the encryption and decryp- 


tion is centered on the owner of the private key. It takes both the public and 
private keys to code and decode an encrypted message. 

Typically, a service referred to as the Certificate Authority (CA) contains the 
security list of users authorized to access the private key owner's messages, using 
a public key. See Figure 16-8. The private key owner consults the CA for this 
information before sending a message. The CA sends the requested information 
in the form of a digital certificate. A digital certificate is a file that commonly 
contains data such as the user's name and e-mail address, the public key value 
assigned to the user, the validity period of the public key, and issuing authority 
identifier information. 


Figure 16-8. 

The CA issues a private 
key to the private key 
owner and then issues 
public keys to public 
key users approved by 
the private key owner. 


Certificate Authority (CA 
| 


Private key owner must 
approve all public key 
holders before public keys 
can be used by the CA 
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Certificate Authority 
53 | issues the encrypted 
digital certificate 


Station2 


Station2 obtains a public key 
from the CA to decode the 
message from Station1 


Station] applies for a digital 
certificate from the CA before 
sending a message to Station2 


Station1 


This is how the encryption/decryption process works, Figure 16-9. Station! 
wants to send an encrypted message to Station2. Station1 applies for a digital 
certificate from a CA. The CA issues a digital certificate, which contains the user’s 
public key/private key and security identification information known only to 
Station] and the CA. Station! uses the private key to encrypt the message. Station! 
can now send a message to Station2. When Station2 receives the message, it uses the 


public key to decode the encrypted message. If Station2 sends an encrypted reply to 


Station] using the public key, Station1 will decode the reply using the private key. 
VeriSign is one of the largest commercial digital certificate companies in the 
world. A certificate from VeriSign can be obtained by applying for one at their 


Web site. Figure 16-10 shows a VeriSign security certificate. You can see the list of 


protection services offered by this particular certificate. In Figure 16-11, you can 
see some of the details about this certificate. Looking closely, you can see the 
validity period of the certificate, the particular algorithm used, and the length of 
the public key, which is 1024 bits. 


Figure 16-9, 

Station1 applies for and 
receives a digital cer- 
tificate from the CA. 
Station2 uses the public 
key provided by the CA 
to decode the message 
and to verify the sender 
is really Station1. After 
verifying and receiving 
the message from 
Station1, Station2 can 
send an encrypted 
reply to Station1. 


Cartificate 


Certificate Information 


This certificate is intended for the following purpose(s): 
*Protects e-mail messages 
Proves your identity to a remote computer 
*Ensures software came from software publisher 
*Protects software from alteration after publication 


*Ensures the identity of a remote computer 
All issuance policies 


Issued to: VeriSign Trust Network 


Issued by: VeriSign Trust Network 


Yalid from 5/17/1998 to 8/1/2028 N 


Issuer Statement 


Figure 16-10. 
A digital certificate 
issued from VeriSign. 
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Figure 16-11. 
Details of a digital cer- 
tificate from VeriSign. 


Secure Sockets 
Layer (SSL) 

an Internet security 
protocol developed 
by Netscape to 
ensure secure trans- 
missions between 
Web servers and 
individuals using the 
Internet for such pur- 
poses as credit card 
transactions. 


Secure HTTP 
(S-HTTP) 

an Internet security 
protocol that secures 
individual messages 
between the client 
and server rather 
than the connection. 


7d d9 fe 07 cf a8 1eb7 1079... 


[signature algorithm shalRSA 
| lissuer VeriSign Trust Network, (c) 19... 
| | Evai from Sunday, May 17, 1998 7:00:9... 
| [valid to Tuesday, August 01, 2028 6:5... 
| [=]subject VeriSign Trust Network, (c) 19... 
| S]public key RSA (1024 Bits) 


Edit Properties... Copy to File... 


Secure Sockets Layer (SSL) 


Secure Sockets Layer (SSL) developed by Netscape is an Internet security pro- 
tocol. Both Netscape Navigator and Microsoft Internet Explorer use SSL. SSL was 
primarily developed to ensure secure transmissions between Web servers and 
individuals using the Internet for such purposes as credit card transactions. SSL is 
based on the principle of public key encryption. To identify a Web server that 
requires SSL, the Web server's default Web page starts with https: instead of http:. 
The s indicates secure. When the Web site is accessed, a padlock icon appears in the 
browser’s status bar, indicating a secure connection has been made available. 

Both Netscape Navigator and Microsoft Internet Explorer are based on the 
X.509 security protocol. X.509 is the most widely used standard for digital certifi- 
cates. However, the X.509 security protocol is an ITU recommendation, not an 
adopted standard. Because the X.509 protocol is not an adopted standard, the 


. security protocols in Netscape Navigator and Microsoft Internet Explorer do not 


exactly match. You may need to have both browsers available on your system to 
ensure communication. 


Secure HTTP 


Another protocol used to securely send messages across the Internet is 
Secure HTTP (S-HTTP). S-HTTP and SSL are used for similar purposes. S-HTTP 
was developed by Enterprise Integration Technologies (EIT), which was taken 
over by Verifone, Inc. Not all Web browsers support S-HTTP. S-HTTP uses 
symmetric keys not public keys like SSL. SSL is the most widely used method of 
secure Web connectivity. The main difference between S-HTTP and SSL is SSL 
creates a secure connection between the client and server. S-HTTP secures 
individual messages between the client and server rather than the connection. 


Both S-HTTP and HTTPS are often referred to as Secure Hypertext Transfer Protocol. 
This is incorrect. S-HTTP and HTTPS are two different protocols. 
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IP Security (IPSec) 


IP Security (IPSec) is a protocol that secures IP packets across the Internet. 
It works with IPv4 and IPv6. IPSec supports encryption in two modes: transport 
and tunnel mode. Transport mode encrypts only the payload (data) portion of 
the packet, while tunnel mode encrypts the payload and the header information. 
IPSec works hand in hand with L2TP when used in tunnel mode. The L2TP pro- 
tocol establishes a tunnel between the destination and the source. IPSec secures 
the transmitted data. 

Look at Figure 16-12. Notice the difference between an IP packet that is sent 
in transport mode and one that is sent in tunnel mode. In transport mode, only 
the payload is encrypted. The IP header is left in its original form. In tunnel 
mode, the IP header and payload is encrypted. A new IP header is added to the 
packet. The new IP header enables the packet to be delivered to the destination’s 
gateway or router. 

The IPSec protocol can be used with one of two protocols: Authentication 
Header (AH) or Encapsulation Security Payload (ESP). Authentication Header 
(AH) provides authentication and anti-replay but does not encrypt the data 
payload inside the packet. Encapsulation Security Payload (ESP) provides 
authentication and anti-replay and encrypts the payload data inside the packet. 
ESP provides greater security but at the cost of more protocol overhead because 
it encrypts the data. 

Sometimes, it is only necessary to secure the connection, not the data. At 
other times, data needs to be secured. For example, when transmitting credit card 
information, it is imperative the data inside the packet is protected. If you are 
simply exchanging e-mail without sensitive contents, only the connection between 
the destination and source needs to be secured. Securing the connection protects 
identities so that they cannot be intercepted and used by unauthorized personnel. 


SSH 


Secure Shell (SSH) is a protocol that provides secure network services over 
an insecure network medium such as the Internet. SSH was originally designed 
for UNIX systems to replace Remote Login (rlogin), Remote Shell (rsh), and 
Remote Copy (rep). These utilities are known as r commands by UNIX and Linux 
users. The r commands do not directly support encryption, which means files 
and commands are sent in plain text and can be intercepted and read by a pro- 
tocol sniffer or analyzer. SSH is associated with TCP/IP port 22. It requires the 
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Figure 16-12. 

Transport mode encrypts 
only the packet data. 
Tunnel mode encrypts 
both the IP header 
information and the 
data. Tunnel mode 
requires a gateway or 
router 1P header address, 
which accounts for the 
additional IP header at 
the front of the packet. 
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use of a private and a public key as well as a password. The r commands do not 
require a password, but do require to be issued by the root user. While the r 
commands require root privileges, which provide a level of system security, 
many security experts do not consider this a sophisticated means of authentication. 

Today, the open source SSH protocol can be used on any operating system 
that supports the TCP/IP suite. This means SSH can be used on Microsoft and 
MAC OS. Microsoft does not directly support SSH because it uses its own 
security mechanisms. However, a third-party software program that supports 
SSH can be installed. 


SCP 


Secure Copy Protocol (SCP) provides a secure way of transferring files 
between computers. It is the replacement for rep. The rep command does not 
require a password similar to anonyms FTP. 

SSH, SCP, and SFTP are all issued as commands in the UNIX / Linux environ- 
ment. Linux commands are case sensitive, so they must be issued in lowercase 
form, such as ssh, scp, sftp. There are third-party GUI programs that incorporate 
the open source SSH, SCP, and SFTP protocols so that the user does not need to 
issue text commands at the command prompt. 


The letters SFTP can represent two different acronyms in networking. Secure File Transfer 
Protocol and Simple File Transfer Protocol. Secure File Transfer Protocol usually uses the 
following acronym S/FTP but not always. S/FTP is actually a software program rather than a true 
protocol. When asked a question about SFTP, look at the context of the question for clues. 


Wireless Security 


Wireless devices are inherently insecure because the wireless medium, the 
radio wave, is an unbound medium. Wired networks can be installed inside 
walls, ceilings, floors, and metal conduits, which provide a degree of physical 
security. Someone attempting to tap into a wired network would need to at least 
access the inside of the building. The wireless network, because of the nature of 
the radio wave, can extend beyond the physical limits of a building. This means 
that anyone can automatically have physical access to the network without 
entering the building if certain security measures are not set in place. For 
example, a small wireless network may have no security enabled or have only 
limited security provided by the Wireless Access Point (WAP). 

The original solution to wireless network security involves three mecha- 
nisms: Service Set Identifier (SSID), Media Access Control (MAC) filtering, and 
Wired Equivalent Privacy (WEP). Wireless network security has evolved at a 
remarkable rate. In less than seven years, four major security implementations 
have been developed: WPA, WPA2, 802.1x, and 802.11i. This section covers the 
original solution to wireless network security, SSID, MAC filtering, and WEP, 
plus the most recent security implementations, WPA, WPA2, 802.1x, and 802.111. 


Wireless Access Point Authentication 


Wireless device authentication can be achieved in more than one way. A 
WAP is the first authentication mechanism. However, not all Wireless Access 


Chapter 16 Network Security 565 


Points implement authentication based on user name and password. Typically, a 
WAP is set by default to allow anyone with the same brand of wireless network 
device to connect automatically to the WAP, and thus to the wired network. 


If a WAP has more sophisticated options, such as a user name and password feature, it is 
referred to as a wireless gateway or router. 


. 
- 


Wireless networks use a Service Set Identifier (SSID) to identify the wireless 
network. The SSID is similar to a workgroup name. Multiple wireless networks 
can coexist within range of each other and operate independently by using 
different SSIDs. All wireless devices have a default SSID. To increase security, 
the SSID should be changed when the WAP is installed. 


Media Access Control (MAC) Filter 


A Media Access Control (MAC) filteris a feature that allows or restricts Media Access 
WAP access based on the MAC address of a wireless network card. To set upa Control (MAC) filter 
MAC filter, an administrator creates an Access Control List (ACL). The ACL a feature that allows 
contains a list of MAC addresses belonging to authorized wireless network or restricts WAP 


devices. The ACL is stored in the WAP. When a wireless network device attempts access based on the 
to access the network through the WAP, the WAP checks the ACL to see if the ae address E 3 d 
wireless network device is authorized to access the network. MO 


Wired Equivalency Privacy (WEP) 


Wired Equivalent Privacy (WEP) was the first attempt to secure by encryp- 
tion the data transferred across a wireless network. It was part of the original 
IEEE 802.11 wireless standard. Not long after WEP was implemented, it was 
discovered that there were flaws in the encryption method. The WEP algorithm 
was not as complex as it was first thought to be. A determined hacker could crack 
the encryption in several hours. In fact, several tools are available on the Internet 
that can be used to crack WEP encryption keys. 

While WEP might be adequate for a low-risk network, such as a home net- 
work that does not participate in financial transactions, it is inadequate for 
high-risk networks, such as a business where financial transactions are common- 
place. Creating a VPN, however, can compensate for WEP vulnerability. A VPN 
can incorporate an authentication and an encryption method, adding to the 
security set in place by WEP. 


Wi-Fi Protected Access (WPA) 


Wi-Fi Protected Access (WPA) was developed by the Wi-Fi organization and 
is not an IEEE standard. When vulnerabilities were discovered in the algorithm 
used for WEP, a more restrictive encryption was needed to protect data trans- 
ferred across a wireless network. The Wi-Fi organization sponsored the develop- 
ment of Wi-Fi Protect Access (WPA) as a solution to the vulnerabilities discovered 
- in WEP. WPA uses a more complex encryption technique to protect data. It has 
become the replacement for WEP. WPA is designed to be compatible with 802.11 
standard devices. WPA encryption is selected from the Associations page of the 
WLAN Properties dialog box, Figure 16-13. 
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Figure 16-13. 
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Wi-Fi Protected Access 2 (WPA2) 


Wi-Fi Protected Access 2 (WPA2) was developed by the Wi-Fi organization as 
an enhanced version of its original WPA. It is designed to be compatible with the 
IEEE 802.11i standard. 


802.11i 


The IEEE ratified the IEEE 802.11i standard in June of 2004 to remedy the 
original security flaws in 802.11. The 802.11i standard specifies the use of a 128-bit 
Advanced Encryption Standard (AES) for data encryption. It also incorporates a 
mechanism for generating a fresh set of keys for each new connection session. 
This means enhanced security because the keys are constantly changed rather 
than reused. 802.11i is downward compatible with existing 802.11 devices. How- 
ever, this does not mean that the security standards of the 802.11 devices are 
improved. It simply means that an 802.111 device will use WEP for security when 
communicating with an 802.11 device. 


802.1x Authentication 


802.1x provides port-based, network access control. Port-based, network 
access control supports authentication for Ethernet network access. The term 
port-based refers to any location point represented as a point of access. Do not 
confuse the term port-based with the term port, which is used in conjunction with 
an IP address to identify a service, such as port 80 for HTTP. 802.1x is primarily 
used for client/server-based networks. It allows the network server to authenti- 
cate a wireless network device when the wireless network device attempts to con- 
nect to the wired network through a WAP. Older wireless network hardware does 
not support AES and therefore cannot fully support the 802.1x enhancements. 

802.1x requires three components: supplicant, authenticator, and authentica- 
tion server, Figure 16-14. The supplicant is the wireless network device that is 
requesting network access. The WAP functions as the authenticator and does not 
allow any type of access to the network without proper authentication. A server 
running Remote Authentication Dial-In User Service (RADIUS) acts as the 
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authentication server. Remote Authentication Dial-In User Service (RADIUS) is 
a service that allows remote access servers to authenticate to a central server. 
802.1x provides a much easier way to manage numerous Wireless Access 
Points. By using a server to provide centralized authentication, there is no need to 
maintain an ACL at each WAP. For example, a university campus might incorpo- 
rate hundreds of Wireless Access Points, which permit students and faculty to 
access the system from anywhere on campus. Every semester, new students and 


faculty need to be added to the ACL. 802.1x allows for a much easier security model 


by allowing an administrator to manage security from a centralized location. 
To set up IEEE 802.1x on a wireless network client, IEEE 802.1x must be 


enabled. Look at Figure 16-15. Notice the option to enable IEFE 802.1x authentica- 


tion is located in the WLAN Properties dialog box. When IEFE 802.1x is enabled, 
the Extensible Authentication Protocol (EAP) type must also be selected. EAP is 
an extension of the Point-to-Point Protocol (PPP) and is used for authentication 
for LAN segments. EAP allows for different security mechanisms, such as smart 
cards and certificates, to be used as part of the authentication process using PPP. 


WLAN properties 


Select this option to provide authenticated network access for 
wireless Etheinet networks. 


[Y] Enable IEEE 802.1x authentication for this network 
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Figure 16-14. 
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provides centralized 
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Figure 16-15. 

IEEE 802.1x authenti- 
cation is enabled in the 
WLAN Properties dialog 
box. 
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Figure 16-16. 
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If encryption is disabled for the wireless client or the wireless client is part of 
a peer-to-peer network, the message as shown in Figure 16-16 will display. The 
message says that if encryption is disabled for the wireless client, IEEE 802.1x 
cannot be used for authentication—nor can 802.1x be used on a peer-to-peer 
network. Remember, a peer-to-peer network does not have a server to verify 
authentication, which is one of the requirements of 802.1x. 


Authentication Protocols 


Chapter 15—Remote Access and Long Distance Communications introduced 
SLIP, PPP, and many variations of PPP such as PPTP, PPPoE, and MLPPP. While 
PPP and SLIP are primarily concerned with remote connection security over 
dial-up telephone lines and ISDN, there are many protocols designed to provide 
secure connections over Ethernet networks and the Internet, such as PAP, CHAP, 
and Kerberos. This section takes a look at these protocols. 


Password Authentication Protocol (PAP) 


Password Authentication Protocol (PAP) is the basic password authentica- 
tion technique used for HTTP and remote dial-up access. PAP sends the user 
name and password in plain text format, also referred to as clear text. The user 
name and password are sent over the network and then compared to a database 
of user names and passwords to determine if they may access the server. PAP 
was developed when security on the Internet using TCP/IP was not a real 
problem. The clear text used inside the packet allows the password and user 
name to be easily intercepted. 


Challenge Handshake Authentication Protocol (CHAP) 


The Challenge Handshake Authentication Protocol (CHAP) is an authenti- 
cation protocol that sends an encrypted string of characters that represent the 
user name and password. It does not send the actual user name and password. 
CHAP was designed to be used with PPP when making a remote connection to a 
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server. Microsoft Challenge Handshake Authentication Protocol (MS-CHAP) 
is an enhanced version of CHAP that encrypts not only the user name and 
password but also the data package. MS-CHAP must be used with Microsoft 
operating systems. It is not compatible with other operating systems. 

This is how CHAP works. Using the PPP protocol, a computer connects to a 
remote system. After a connection is established, the server, also known as the 
authentication agent, sends a challenge to the client, or peer. The authentication 
agent sends a key to the client so that it can encrypt its user name and password. 
The client responds with an encrypted key representing the password and user 
name. The server either accepts or rejects the client user name and password 
based on a matching encryption key. The actual user name and password are not 
sent. Only a key generated from the characters used in the user name and pass- 
word is sent. 

The authenticator randomly generates challenges to verify it is still connected 
to an authorized peer and is not an impostor that has intercepted packets. CHAP 
prevents the replay attack by repeating the challenge at random intervals to 
detect an unauthorized connection. The technical names authentication agent and 
peer are used because CHAP can be used for more than server access, such as to 
authenticate two routers when using a tunneling protocol or VPN connection. 


Kerberos 


The Massachusetts Institute of Technology (MIT) developed a security 
authentication system called Kerberos. The name Kerberos (also spelled Cerberus) 
comes from Greek mythology. It is the name of the three-headed dog that 
guarded the entrance to Hades. Kerberos allows two computers to communicate 
securely over a network that is not typically secure, such as the Internet. While 
Kerberos was developed and distributed as an open protocol, it has been incorpo- 
rated into many proprietary software systems. 

Kerberos provides both authentication and encryption services. It uses a two- 
way method of authentication. In this method, the client is authenticated to the 
server and the server is authenticated to the client. When encrypting and 
decrypting data, Kerberos uses a key to ensure privacy. Two different keys are 
used similar to the public and private key concept—one key to encode the data 
(encryption key) and the other key to decode the data (decryption key). Posses- 
sion of only one key is of no use to the intruder because the same key cannot be 
used to encode and decode the data. 

As you can see in Figure 16-17, a key encodes the text message. The message 
is transmitted from the source to the destination. At the destination, another key 
is applied to the ciphered text to decode it into plain text. Remember, two dif- 
ferent keys are used in the Kerberos security system. If the data is intercepted 
along the way, it is unreadable because it cannot be deciphered without the 
destination key. 


Security Implementations 


This section covers the various ways an administrator can implement 
network security. Several recommended security practices for new network 
installations are installing the latest software updates and patches, setting up an 
account for daily administrative tasks, and changing the default administrator’s 
name. A network administrator needs to constantly educate system users in 
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Figure 16-17. Kerberos 
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routine security practices. Yearly seminars, e-mail alerts, and reminders at 
department meetings are all good efforts. 

An administrator should add software or hardware devices that block open 
ports or filter incoming and outgoing traffic to secure the network. Physically 
securing the server and other vulnerable points of the network, such as wiring 
closets, hubs, and router, should also be seriously considered. 


Software Installation Patches 


Security begins immediately after the initial installation of the network 
operating system and associated software programs. There are hundreds of 
known vulnerabilities to operating systems and software packages. For example, 
when a network operating system such as Windows 2000 is installed and config- 
ured, it has many known vulnerabilities. Before the installation can be considered 
complete, the latest patch must be installed. Software patches contain many of 
software fixes that close security holes and fix software bugs. Microsoft releases 


service pack collections of patches and fixes referred to as a service pack. 
a collection of 
patches and fixes. Administrator Account 


Many network operating systems are installed with a default administrator 
account. During installation, you are given the opportunity to enter a password 
of your choice for this account. The default user name, such as Administrator, 
provides one half of authenticity to a potential intruder. To secure this potential 
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breach, choose a new administrator name to use in place of the default adminis- 
trator name, assign the account full administrative privileges, and then delete the 
default account. 

For example, Windows 2000 has the default system administrator name of 
Administrator. A new account should be made with a new name such as 
Operat0r1$. It should be created with full administrative privileges. After the new 


account has been created, the original account, Administrator, should be deleted 
from the system. 


The ability to delete or rename the administrator account varies according to operating 
system and version. 


It is also recommended an account be set up that the administrator can use 
to perform daily duties and that does not require a complete set of administrative 
powers. The idea behind using a limited administrator account is to protect the 
system in the event an intruder compromises the account. If an intruder were to 
gain access of the system using a Trojan horse, the intruder could use a pass- 
word-stealing program to acquire the administrator's password when they log on 
to maintain the system. The intruder could use the administrator account to set 
up their own account that has administrative powers. 

If an administrator uses an account with less than full administrative 
powers, they limit the powers of an intruder if the system is cracked. A user 
account cannot create another user account that is more powerful than itself. It 
can only create an account that has equal or lesser powers. By using a less powerful 
account for daily business, you leave the most powerful account in reserve for 
when it is really needed. Remember, if the intruder has equal power to the admin- 
istrator, they can delete everything the system administrator account has created! 


Some network administrators set up a fake administrator account and limit the fake admin- 
istrator's abilities to control or modify the network resources. This is intended to mislead 
unauthorized intruders. 


User Account Passwords 


After installing the network operating system and patches, the next major 
item of concern is password protection. The network administrator can do much 
to ensure proper passwords and techniques are used. An administrator can 
educate system users on choosing a proper password, and they could set up 
password policies. Educating users includes teaching them about poor and 
secure passwords. Setting up password policies includes setting defaults for 
password histories, age, and length. 

Poor passwords contain common names, words, or sequential numbers or 
letters. The following are some examples of poor passwords: 


Jamie TopSecret AbCdE 
Reds love A1B2C3 
password 12345 1q2w3e4r 


secret abcde 
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hashing 

a technique that 
relies on an algo- 
rithm or an encryp- 
tion device based on 
mathematical algo- 
rithms for guessing a 
password. 


Poor passwords match words commonly found in the dictionary or contain 
names familiar to the password's owner. Poor passwords also include keyboard 
combinations that are easy for the password owner to remember. Look at the 
password 1q2w3e4r in the previous list. The 1q2w3e4r password may look like a 
secure password. However, by locating the letters and numbers on your keyboard 
to reveal the pattern, you will see that it is not. Keyboard patterns are not secure, 
but they are better than most typical poor passwords. 

Another common password that should be avoided is a social security 
number. A social security number is easily identified by its nine number 
sequence. When a social security password is cracked, the intruder can gain 
access to other personal information. Never use your social security number as a 
password under any circumstance. 

Secure passwords do not match words commonly found in a dictionary. 
Instead, they incorporate numbers and special characters, which makes them much 
more difficult to crack. The following are some examples of secure passwords: 


AceHat$_301 ~  Bob_$ecure4PC Open_Lock231! 


No password is 100% secure; however, there are passwords that are difficult 
to guess or hash. Hashing is a technique that relies on an algorithm or encryption 
device based on mathematical algorithms for guessing a password. Passwords 
are so critical to authentication that network operating systems can control many 
of the important characteristics required of good passwords. 

An administrator can set policies or default settings that can aid in password 


- security. Figure 16-18 shows the Domain Security Policy dialog box associated 


with Windows 2000. You can readily see the list of password policies available 
such as history, age, length, and complexity. 


Password history 
As passwords are changed, the old passwords can be stored and used for 
comparison against the most recent password. For example, a user may be 


Figure 16-18. 
Password policies in 
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required to change their password every 90 days. This practice is compromised if 


the user constantly switches between two passwords such as MySecret and Secure. 


Not only are these poor passwords, by constantly switching between the two, 
there is little protection offered by changing the password. Some network oper- 
ating systems, therefore, allow the administrator to seta minimum password 
history, which forces the user to use a new password that does not match any of 
their old passwords. For example the history password policy can be set to store 
the last 24 passwords. By enforcing the password history, users are forced to 
continually use new passwords. This can also be easily compromised by 
ingenious techniques, such as adding a number to the end of a password and 
then simply incrementing the number by one each time a new password is 
required —for example, MySecret1, MySecret2, and MySecret3. 


Password age 
Passwords should be changed frequently, but not so often that it becomes a 


real annoyance to the users. A good rule of thumb is to require passwords to be 
changed every 90 days. 


Minimum password length 

The exact password length depends on the company and network adminis- 
trator's perception of the need for security. Passwords that are too long are not 
practical for most applications. A password should be of sufficient length to allow 
a variety of characters and symbols to be used but not so long that the support 
desk is constantly reassigning forgotten passwords. 

A good rule of thumb is eight characters minimum. Administrators and 
special operators, such as department heads with administrative privileges to 
assign passwords to their individual workgroups, should be required to use a 
password of at least 12 characters. 


Other Password Security Measures 


For further password security, it is a recommended practice to move the 
location of the password storage file. Depending on the network operating 
system, it is also a good practice to relocate other security files from the default 
location. When security files are left in the default location, intruders can easily 
locate them. Also, when a database with user name and password information is 
saved on a computer, the database should be encrypted and placed under an 
unassuming file name such as Tax Report Summaries rather than Personnel 
Security Passwords. 

Any password can be hacked, but not all intruders can hack all password 
methods. For example, an intruder can hack a highly secure password, but it can 
be very difficult and take even a month or more. A non-secure password can be 
compromised very easily and in a very short time. 

You can audit the network security passwords by using special software 
packages designed for this purpose. Many operating system Web sites provide 
such tools at no cost. 


Firewall 

A firewall is designed to monitor and pass or block data packets as they 
enter or exit the network system, Figure 16-19. A firewall may consist of either 
hardware or software or a combination of both. Servers and routers may be used 
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Figure 16-19. 
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as firewalls. Routers are often used because the basic function of the router is 
based on IP addresses. Since the IP address is the basis of the Internet addressing 
scheme, the router can easily be used to screen out certain IP addresses. 

There are several classifications of firewalls such as packet filter, application 
gateway, and circuit level gateway. A typical firewall consists of two or more of 
classifications. Also, gateways are often classified as firewalls because firewall 
technologies are incorporated into the gateway. In addition, a firewall may use an 
encryption technique to secure the data transferred or rely on the encryption 
designed into the networking operating system or protocol. 

Any PC can be turned into a firewall by installing two network interface 
cards and placing the PC at the threshold of the Internet connection. In this 
scenario, the PC also functions as a gateway. See Figure 16-20. Most operating 
systems offer a firewall proxy server that can be set up automatically on a server 
or a PC. Windows XP offers a firewall. 

Figure 16-21 shows the Windows XP Firewall Advance Settings dialog box. lt 
lists the various services running on the network that Internet users can access. 
Placing a checkmark in the appropriate box permits the access of a specific 
service to Internet users. Limiting services limits possible areas of attack by an 
intruder. 

Figure 16-22 shows the various Internet Control Message Protocol (ICMP) 
properties that can be controlled. ICMP is used to send networking error 
messages and messages generated by such programs as ping and tracert. The 
items listed in the dialog box can be disabled to limit information disclosed to an 
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Figure 16-21. 
Windows Firewall 
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intruder's probe. The same condition applies to a technician troubleshooting the 
system. If the ability to ping the server has been disabled, then the technician will 
not get the desired reply from the server when testing connections. The firewall 
will need to be disabled or reconfigured for troubleshooting the network. 
When the Logging Options on the Security Logging page are enabled, events 
regarding dropped packets and successful log on connections are recorded in a 
log file, Figure 16-23. A log file can be viewed later to reveal information about a 
network attack from an intruder. As you can see from the examples, a firewallis packet filter 
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A packet filter inspects each packet entering or leaving the network. Typi- set of rules set up by 
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Figure 16-23. 

The Security Logging 
page of the Windows 
Firewall Advanced 
Settings dialog box 
allows an administrator 
to select the type of 
events that will be 
recorded in a log file. 
The administrator can 
also set the location 
and file name of the log 
and set a size limit. 
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Application Gateway 


An application gateway provides security for specific applications such as 
ETP and Telnet servers. The gateway is configured to accept traffic based on the 


: exact match of the application permitted. 


Circuit-Level Gateway 


A circuit-level gateway monitors a connection until it is successfully 
established between the destination and source host. After the connection is 
established, packets can flow freely between the two hosts. Because the packet 
sequence is encoded, it is usually quite difficult for an intruder to access the 
stream of data moving between the hosts. 


Proxy Server 


A proxy server is a firewall component that is typically installed on a server 
and resides between Internet servers and the LAN hosts. It appears as a destina- 
tion host while hiding the address of the true host inside the LAN. To anyone 
outside the network, only the proxy server is seen. Proxy servers replace the IP 
address of outgoing packets with the IP address assigned to the proxy server. For 
incoming packets that are allowed to flow into the network, the reverse is true. 

The proxy server can be configured to allow packets to flow into and out of 
the network if they meet certain conditions. The conditions configured can be 
items such as specific IP addresses, certain protocols, and server names or URLs. 

Proxy servers may also cache information such as frequently visited Web 
sites. By caching the Web sites and their IP addresses, connections can be made 
faster than when searching for the Web site. Proxy servers are sometimes referred 
to as gateways. 


Securing Remote Access 


Remote access is sometimes a necessity, especially for sales personnel who 
travel. Sales personnel typically need to attach to the office file server to check 
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their e-mail, place customer orders, and check an order's status. While remote 
access is necessary, it can also pose as a vulnerable access point. 

It is interesting to note that remote access can occur without the direct 
knowledge of network administrators. An employee can secretly attach a modem 
to their workstation so that they may access their files from home. Software such 
as pcAnywhere and Windows XP Remote Desktop Connection are designed for 
such capabilities. A hacker can gain access the exact way the employee did. 

Most intruders are aware that telephone numbers assigned to an office run in 
successive numerical order. For example, if the business telephone number is 
333-1234, it is probably a safe bet that other telephones in the business are 
assigned telephone numbers such as 333-1235, 333-1236, 333-1237, and 333-1238. 
The pattern is easily revealed. This is also true for telephone number extensions. 

When an employee attaches a telephone modem to their PC at work, they 
leave a backdoor open to an intruder. As stated earlier, they most likely have cre- 
ated a file share on their workstation so they can access the file share from home 
or while traveling. 


Physical Security 


Physical security is an important aspect of network security. When we dis- 
cuss physical security, we are talking about the location of the physical system. 
File servers should be placed in a secure room. A secure room means that it is 
physically locked and can only be accessed by authorized personnel. This policy 
should apply to the file server room, wiring closets, point of presence location, 
and anywhere along data lines where someone can gain access. Devices, such as 
hubs and routers, which connect the workstations to the network, must also be 
secured but generally not at such a high level as the file server and wiring closets. 

Workstations should also be physically secured. Many users leave their 
workstation connected to the network when they go home for the day. When they 
leave, the workstation is still logged on to the network with their user account. 
This is an open invitation to unauthorized personnel. This is especially true in a 
large open office environment when 50 or more workers have open access to 
every computer in the office area. What if a sensitive document such as a salary 
schedule for the entire corporation was downloaded, reproduced, and posted on 
the company lounge bulletin board. Management would most likely be upset. 
The network administrator could trace the event to your workstation using a 
standard event monitoring utility. You would then have to explain this incident 
and hope you can save your job in the process. 


Biometrics 

Biometrics is the science of using the unique physical features of a person to biometrics 
confirm their identification for authentication purposes. Some examples of the science of using 
unique physical features are fingerprints, speech, eye color patterns, and facial the unique physical 


features. One or more of these physical traits can be scanned and encoded as data features of a person 
to be used for comparison when a person attempts to enter a secure area. See oa SE A 
Figure 16-24. Biometrics can also be used in conjunction with traditional authen- E ere De GIs ou 
tication methods, such as user name and password. It is assumed that because Doa 
biometrics is unique it cannot be compromised. It is a well-known fact that even 
foolproof security models can be compromised. 

A group of college students once cracked a biometrics fingerprint scanner by 
getting a sample of a network user’s fingerprint from a glass. Next, they made a 
mold of the fingerprint and poured a plastic substance similar to rubber into the 
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Figure 16-24. 

A biometric device that 
uses the fingerprint for 
authentication. (Precise 
Biometrics) 
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mold. They used the rubber form of the fingerprint to crack a biometrics finger- 
print scanner. As this story exemplifies, any security model can be broken. 
However, certain models are much more difficult to crack than others. 


Smart card 

A smart card incorporates a special card into the security system, which is 
used in conjunction with a personal identification number (PIN), Figure 16-25. A 
card reader is attached to the computer system via any standard port such as a 
serial or USB port. Once the smart card is inserted into the card reader, the user is 
prompted for a PIN number. After the correct pin number is entered, access to 
the computer system is granted. Smart card technology is not only designed for a 
single PC, it can also be used to access a network workgroup or domain. Access 
to the network is limited to the permissions assigned to the user account by the 
system administrator. 


Figure 16-25. 

A smart card security 
system typically uses a 
smart card and a PIN 
for authentication. 
(Photo courtesy of 
Gemplus) 
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Security Tools 


There are numerous security tools available on the market, which are 
designed to identify common network security weaknesses by probing the 
network and searching for vulnerabilities. The tools are similar to tools used by 
hackers and crackers to probe a network. Security tools can help you determine if 
a potential problem exists. One such tool is LANguard Network Scanner by GFI. 

In Figure 16-26, the LANguard Network Scanner utility has revealed some 
of the potential problems that exist on a network. Since this information is taken 
from an actual site, the IP address has been blocked out for protection. As you 
can see, numerous possible security problems exist on this network. A person 
with some expertise could easily penetrate this site and cause a tremendous 
amount of damage. The LANguard Network Scanner utility is designed to check 
security problems on the local area network, but can be used by a hacker or 
cracker as well. 


Netstat Utility 


The netstat utility can help determine which ports are open on a computer. 
To check for open ports using the netstat utility, enter netstat -a at the command 
prompt. A display will appear similar to the one in Figure 16-27, which shows 
the TCP and UDP protocols, the port number of each port currently opened, and 
the name of the computer associated with the protocol. Any port listed that is not 
being used should be closed. A utility that periodically detects open ports and 
alerts you to unauthorized intrusions should also be used. 


Audit Tools 


User authentication and encryption may not be a sufficient measure of 
security. A system of auditing user activities should be set up. Not all network 
attacks or probes come from outside the network. Many network attacks come 
from inside the network by employees. The activities of users or intruders can be 
recorded in a log, or the network can be set up to generate messages to alert the 
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Figure 16-27. 
An administrator can 


use the netstat utility to 


detect open ports on a 
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administrator of a possible attack. Activities such as repeated logon failures are a 
good sign of intruder activity. 

Look at the Event Viewer security log events of a typical Windows XP system 
in Figure 16-28. The security log lists logon events, successes and failures, dates, 
and times. By clicking a failed event in the security log, specifics of the event are 
revealed in more detail. In the screen capture, the Event Properties dialog box 
reveals a failed logon attempt. In the failed logon event, a user, MrX, in the 
domain GOODHEAR-XMLUOIL attempted to log on to the computer system and 
was denied access because of either a bad user name or bad password. The Event 
Viewer allows network activities to be monitored that may indicate an attempted 
or successful system intrusion. 


Self-Hack Tools 


Several companies have self-hack tools available. These tools are typically 
built into a security package and offered as an additional feature. For example, 
the LANguard Network Scanner utility is not only designed to provide security 
measures for a network, it can also test network security using common methods 


Figure 16-28. 
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such as password cracking. The LANguard Network Scanner utility probes the 
LAN looking for open communication ports and general security weaknesses. It 
also provides a password-cracking tool. 


Protocol Analyzer 


A protocol analyzer is a special tool used to inspect protocol activity and 
contents. It can reveal information about protocols such as the source and desti- 
nation IP address, MAC address, port address, time of transmission, and the con- 
tents of unencrypted packets. 

Figure 16-29 shows an e-mail transmission. Take a close look at the contents 
of the e-mail, which are translated on the right side of the screen. In the transla- 
tion, you will see the password and the user name issued to the recipient because 
the e-mail was not encrypted. The contents of this e-mail are revealed to anyone 
using a protocol analyzer or protocol sniffer on this network. 

Another excellent tool is the Fluke Protocol Analyzer. In fact, Fluke has an 
entire series of network analyzing tools to help you inspect a network system. 


Packet Sniffer 


A packet sniffer is a network monitoring utility that captures data 
packets as they travel across a network. Look at the packet sniffer utility in 
Figure 16-30. As you can see, a packet sniffer provides a vast amount of 
information such as packet size, protocol, and the source and destination 
address expressed as an IP address and a MAC address. On the right side of 
the screen, you can see some of the information contained inside the decoded 
packet. This particular packet sniffer can capture and do a complete analysis 
of TCP, IP, ARP, and UDP protocols. This utility can be very useful in 
analyzing network problems. However, in the wrong hands, it can be a 
security threat. 
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Figure 16-30. 
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The terms packet sniffer and protocol analyzer are commonly used interchangeably. A 
packet sniffer is mainly designed as a tool to capture packet contents and header informa- 
tion and to provide limited information. The protocol analyzer provides these same functions 
and much more, such as analyzing network traffic patterns, producing graphical 
representations of protocol characteristics and the network infrastructure, and analyzing 
network problems. 


System Backups 


Backups are necessary for recovering lost data. However, the common system 
backup will restore most data lost from an attack, but will not restore all the data. 
Any data saved during routine operation, which has not been backed up since the 
last incremental backup, will be lost. 3 

For example, a system is backed up every night at 7:00 p.m. The next day, the 
office opens at 8:00 a.m. and begins business for the day. At 2:00 p.m., an intruder 
enters the system and formats the hard drive of the file server and then releases a 
virus on the workstations. All data stored since 8:00 a.m. is lost and cannot be 
recovered. 


Network security is a rapidly growing field. It has its own special certification. The certifica- 
tion requires an intensive study of security far above the limited scope of this textbook. If 
you think you would like to become an expert in network security, visit the SANS organiza- 
tion Web site to find out more about the requirements. This certification is well respected 


and much in demand. 
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Summary 

E Authentication is the procedure of verifying a user’s identity. 

E Social engineering is an activity that uses personal skills rather than 
technical knowledge to gain access to a network or secure area. 

E Spoofing is fooling the destination by using an IP address other than the true 
IP address of a source to gain access to a system. 

Œ A Trojan horse often contains a program that can reveal user names and 
passwords. 

The most common way worms and other undesirable content are spread is 
through e-mail attachments. 

Œ A Macro virus is written using readily available macro writers that come as 
part of a word processing program. 

E Encryption is a method of using an algorithm to encode data. 

M A key is a software code used to encode or decode data. 

The two types of keys associated with encryption are public and private. 

MW A public key is shared and a private key is retained by the original key 
holder. 

m Asymmetric key is a key classification that uses the same key to encrypt and 
decrypt data. 

mM Anasymmetric key is a key classification that uses two different keys to 
encrypt and decrypt data. 

M Digital certificates are issued by Certificate Authorities and are used to verify 
identities. 

E Digital certificate keys are typically asymmetric. 

M The Secure Socket Layer (SSL) protocol was developed by Netscape to secure 
HTTP messages or transactions. 

M IPSec is a protocol designed to secure IP packets on an unsecured network 
medium. 

MW The original solution to wireless device security includes a Service Set 
Identifier (SSID), Media Access Control (MAC) filtering, and Wired 
Equivalent Privacy (WEP). 

M IEEE 802.11i is a standard that was developed to remedy the original security 
flaws in 802.11. 

WE 802.1x provides port-based, network access control, which supports 
authentication for Ethernet network access. 

W 802.1x is composed of three components: supplicant, authenticator, and 
authentication server. 

MH Password Authentication Protocol (PAP) was an early development of user 


name and password authentication but transmits the user name and 
password as clear text. 
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The Challenge Handshake Authentication Protocol (CHAP) encrypts the 
user name and password. 


Microsoft Challenge Handshake Authentication Protocol (MS-CHAP) is a 
Microsoft version of CHAP that can only be used with Microsoft operating 
systems. 

Kerberos was designed at the Massachusetts Institute of Technology and is 
used to authenticate the client and the server. 

The Kerberos system uses two different keys similar to a public and private 
key for security. 

After installing a network operating system, you should immediately apply 
any available software patches to the system. 

The system administrator default user name should be changed to lessen the 
chance of the system being cracked. 

A strong password is composed of letters, numbers, and special symbols. 
Network operating systems typically incorporate password policy features 
such as password history, minimum length, age, and complexity. 

A firewall monitors data packets as they enter or exit the network system and 
either blocks or passes them. 

A proxy server is a special firewall designed to hide clients inside the 
network from unauthorized personnel outside the network. 

Biometrics is the use of physical characteristics for the basis of user 
authentication. 

A smart card integrates electronics into a card for authentication. 

A protocol analyzer is a tool that inspects protocol activity and contents. 

A packet sniffer is a type of network monitoring utility that inspects data 
packets. 


Review Questions 


Answer the following questions on a separate sheet of paper. Please do not 


write in this book. 


iL 


ON 


What is using a false IP address or identity called? 


2. What is the purpose behind using a Trojan horse? 
3. Where are Macro writers commonly found? 

4. 
5 


Through what method are worms typically spread? 


. What is the difference between symmetrical key encryption and 


asymmetrical key encryption? 


. Another name for symmetric key encryption is _ 


What is the purpose of a Certificate Authority (CA)? 
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- Who developed SSL? 

. What is the purpose of SSL? 

. What is IPSec? 

. What is the difference between IPSec tunnel mode and transport mode? 
. What two protocols are common to IPSec? 

- What are the three original wireless device security mechanisms? 

- What encryption mechanism was developed as a replacement for WEP? 
. What is 802.111? 

. What is 802.1x? 

. What are the three components of an 802.1x configuration? 

. Why is PAP considered an unsecured system of authorization? 

. What does the acronym CHAP represent? 

. Why is CHAP considered an improvement over PAP? 

. What operating system is MS-CHAP designed exclusively for? 

. Of the three different protocols, PAP, CHAP, and MS-CHAP, which encrypts 


the contents of the packet? 


. What is Kerberos? 


. The initial network operating system should not be considered complete 


until the latest software _____ is installed. 


. Describe the characteristics of a poor password. 

. Describe the characteristics of a good password. 

. How is a firewall used to secure network access? 

. How is a proxy server used to secure network access? 
. What is biometrics? 


. What technology uses a plastic card with embedded electronics for 


identification? 


. What TCP utility displays open ports? 
. What is a protocol analyzer used for? 


. What is a packet sniffer? 
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Answer the following questions on a separate sheet of paper. Please do not 


= write in this book. 
ip 


What common security measure should be performed immediately after the 

new network operating system has been installed? 

A. Change the default administrator user name and give it a difficult 
password to crack. 

B. Immediately write down the administrator user name and password, and 
then delete the administrator account to prevent it from being penetrated 
by unauthorized persons. 

C. Access the BIOS settings and change the network administrator's password. 

D. Install a protocol analyzer to see if a cracker detected the installation. 


. Which of the following software packages or utilities is used to analyze the 


contents of individual packets on an Ethernet network? 
A. arp 

B. Packet sniffer 

C. tracert 

D. ping 


. Which of the following statements is true concerning CHAP? 


A. CHAP off nds an encrypted string of characters representing the user 
name and password. 


B. CHAP can be used to encrypt packet content. 
C. CHAP can provide the same features as Kerberos. 


D. CHAP sends an encrypted string of characters representing the user 
name and password. 


. Which utility can record security events as they take place on a Windows 


2000 network? 

A. Event Viewer 

B. Network Monitor 
C. Directory Service 
D. Device Manager 


. Which is the best example of a secure password? 


A. BigDog 

B. Star$Read1345 
C. NtsysFive 

D. Pass123456789 


- Which security term is used to describe the act of obtaining a person’s 


identity through fraudulent means? 
A. Trojan = 

B. Phishing 

C. Man in the middle 

D. DoS 


10. 
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- Which is of the following is the most recent version of wireless security 


based? > E 
A. WEP — E Network+ 
B. WPA 


C. IEEE 802.111 
D. IEEE 802.11b 


: Which of the following is used to identify a wireless network? 


A. MAC filter 
B. SSID 

C. EAP 

D. Subnet mask 


. Which of the following is most responsible for the spread of computer 


viruses and worms? 

A. Uploading data from a disc. 

B. Newly installed hardware devices. 
C. Opening e-mail attachments. 

D. Newly installed software utilities. 
Which protocol was designed to provide secure communication between a 
Web server and a Web browser? 

A. SSL 

Berle 

CABE? 

D. RADIUS 


Suggested Laboratory Activities 


D or AeA Q 


. Install and configure Windows XP Internet Connection Sharing (ICS) and 


the Internet Connection Firewall (ICF). 


. Using Windows 2000 or a similar network operating system, set up and 


experiment with password policy settings. 


. Search the Internet and download trial versions of security software. 
. Download a trial version of a firewall or other security software. 
. Install or activate Windows Firewall on a small network. 


. Install two network interface cards in one PC and set up a proxy server/ 


gateway. 


Apply for a free, personal digital certificate from a CA such as VeriSign. 
After obtaining the digital certificate, try it out with a classmate. 
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8. Open Windows 2000 Help and Support and look up the powers of the 
administrators, power users, users, backup operators, and guest account. 
Compare and contrast the various users allocated to the various Windows 
2000 default accounts. 


9. Use the Event Viewer on a Windows XP, NT, or 2000 workstation to generate 
a log of activities, such as failed logon attempts. 


10. Go to various US government Web sites and see if there are any computer 
security articles available. 


11. Visit the SANS Web site for the latest security information. 


Interesting Web Sites for More Information 


http://web.mit.edu/kerberos/www/ 
www.cert.org/security-improvement/ 
www.cert.org/tech_tips/home_networks.html#ll-L 
www.hackingexposed.com/tools/tools.html 
www.incidents.org 
www.insecure.org 

« Www.microsoft.com 
www.microsoft.com/technet/security/tooles/tools.asp 
WWw.sans.org 
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Chapter 16 
Laboratory Activity | 


After completing this laboratory activity, you will be able to: 
E Access the security log. 


M Interpret a failed security event. | 
mM Identify the type of events that are recorded in the security log. | 
M Modify the security log configuration. 

Introduction 


In this laboratory activity, you will access and modify the security log 
configuration. The security log can be accessed by entering eventvwr.msc in the | 
Run dialog box off the Start menu. The msc file extension is optional. You can also | 
access the security log by selecting Start, right-clicking My Computer, and 
selecting Manage from the shortcut menu. When Microsoft Computer 
Management opens, you will see an Event Viewer folder listed in the left-side pane | 
of the window. In the right-side pane, you will see the Security log. | 
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The security log contains security audit records. The security log is a list of 
recorded events, such as successful and unsuccessful logon attempts and access 
to shares that require authentication. When the Security log is double-clicked, the 
entire list of security audit events is displayed similar to that in the following 
figure. 


af Success Audk 3/17/2005 451119 PM 

K Jaf Success Audk 3/17/2008 4161:19 PM 

= y 1, | a of Success Audk 9/17/2008 4181119 PM 
E : f 4181119 PM 


4151119 PM 
4151119 PM 
ps 3/17/2008 4181:19 PM 


Falura Audt 3/17/2005 4:61:06 PM 
Falure Audk 3/17/2008 4181:06 PM 
fef Success Audt 3/17/2005 4150:51 PM 
@f Success Aude 3/17/2008 4180:81 PM 
af Success Aude 3/17/2005 4:80:61 PM 
@f success Audk 2/17/2008 4:80:50 PM 
E 4:42:41 PM 
4:42:41 PM 

4:42:41 PM 

4142141 PM 

Ja of Success Audk 3/17/2008 4142:41 PM 


no som 


E G a 7 : E 


Pay particular attention to the key and lock icons to the left of the security 
event listings. The key represents a successful event and the lock represents a 
failure. Security events are listed by Type, Date, Time, Source, Category, Event, 
User, and Computer. The security events are listed in chronological order by 
default. For convenience, security events can be sorted by each of the individual 
columns. For example, to sort all events by user name, click the top of the User 
column. 

When a particular event in the event log is double-clicked, a box opens 
displaying detailed information about that particular event. To open an event, 
you may also right-click the event and then select Properties from the shortcut 
menu. The following figure shows the properties of a failed'security event. 


aa - a on — SERRATE 


Event Properties 2 xi 
Event | 


Date: í Source; Security + | 
Time: 4:51:08 PM Category: Logon/Logoft 

Type FaluieAud Event|D: 529 +j 
User: NT AUTHORITYASYSTEM - 
Computer: WIN2O03SERYER a] 


Sa ee ne or bad partvord 
WIN 

2 

User32 
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As you can see, the information gathered is about an attempted logon failure 
that took place at 3/17/2005 at 4:51:06 p.m. The user name entered for 
authentication was BobbyG and it occurred in the Windows 2000 domain on the 
WIN2003SERVER. This record can be copied to the clipboard as a single event 
and then printed so the administrator has a hard copy to work from or to add 
to a security report. As you can see, Event Viewer is an important utility that can 
monitor user authentication. If a series of failed events occur using the same 
name, an administrator will know that either the user BobbyG is having a 
problem with his password or that someone is attempting to access the server 
using the BobbyG account name and guessing the password. 

Certain security log properties can be modified, such as the size of the 
security log file. The default size is 16MB. It can be increased in increments of 
64kB until a maximum of 4GB is reached. The entire file can be saved to a 
separate folder for storage or review. 

Look at the following figure and note the three overwrite options listed in 
the Log Size section of the Security Properties dialog box: Overwrite events as 
needed, Overwrite events older than seven days, and Do not overwrite events 
(clear log manually). The default setting is Overwrite events as needed. This 
means when the allotted amount of file space is used, the oldest event will be 
erased as new ones are generated. Overwrite events older than seven days is as 
indicated. Do not overwrite events (clear log manually) is not often used because if 
the log reaches its limit, the computer will generate an error message or a blue 
screen and then lock the computer when a new event needs to be recorded. The 
server must then be restarted and the log manually cleared. 


* Display name: [Security l 
Logname = [ENWINDOWS\Systema2\config\Seck vent EM 
Size: _ , 13.0 MB (77,135,872 bytes) 
Created. Monday, January 03, 2005 12:00:18 PM 
Modfied Thursday, March 17, 2005 10:00:45 AM 
Accessed Thursday, March 17, 2005 10:00:45. AM 


OS 
Masimum log size: [131072 KB i 
| When maximum log size is reached: | 
G rc] 


< Do not overte events : j 
' felear log manual Restore Defauts | 


F Using a low-speed connection > * E xto | 


591 


B92 Networking Fundamentals 


Events may also be filtered. You can select to filter events by the event types 
listed at the top of the Filter page of the Security Properties dialog box as shown 
in the following figure. For example, you may wish to uncheck successful audits 
to save log space. To find out more about Event Viewer and the security log, check 
the Help and Support located off the Start menu. 


Security Properties 


General Filter | 


[aes 
| IV information: IV” Success audit 
| MP Waning F Failure audit 
W Erg 


Event source: [an ’ +] 


Categor" Jan Z 


EventID: | i l l 4 

User | p i 

Computer: ad 

‘Ie [seven E EE 
Restore Defaults | 


Cancel | Lom | 


Equipment and Materials 


Computer with Windows 2003 Server installed. You will need administrative 
privileges. 


Noto: 
INOI 


If a Windows 2003 server is not available, you can perform this laboratory activity 
on a Windows XP Professional workstation with your instructor's permission. 
The features are very similar to those in Windows 2003 Server. 


Procedures 
íl Report to your assigned workstation. 
2. Boot the workstation and make sure it is in working order. 
de Access Event Viewer by entering eventvwr in the Run dialog box 


located off the Start menu. 


4. After Event Viewer opens, exit Event Viewer by selecting Exit from 
the File menu. 
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5 Now access Event Viewer by selecting Start, right-clicking My 
Computer, and selecting Manage from the shortcut menu. 


6. Expand the Event Viewer folder so that you can see the three event 
logs: Application, Security, and System. ! 


7. Double-click Security. Look at the security events listed in the right- 
side pane of the window. If your system is new, there may be few 
events listed. Take note of what the latest event is by double-clicking 
the event. The Event Properties dialog box will display. When you 
are finished viewing the event details, click OK to close the Event 
Properties dialog box. 


8. Sort the events by type, date, user, and computer by clicking on the 
top of each column. 
9. Log off the server. 
10. Generate a failed logon event by attempting to log on to the server 
using a bogus user name and password. 
UE: Now log on to the server using your assigned user name and 
password. 
12. Open the security log and see if the failed event was recorded. If the 


failed logon attempt is not listed, call your instructor for assistance. 


13. View the details of the failed event by double-clicking the event or by 
right-clicking the event and selecting Properties from the shortcut 
menu. Answer the following questions on a separate sheet of paper. | 


Is the bogus name listed? 
What other information is listed in the Event Properties window? 


14. Close the Event Properties window by clicking OK. 


15. Right-click the Security folder listed under Event Viewer and then | 
select Properties. Look at the options listed on the General page. 
Practice changing the log size and the type of overwrite events. 
When you are finished experimenting, click Restore Defaults. | 


16. Answer the review questions and then return the Windows 2003 
server to the condition specified by your instructor. 


Review Questions 


Answer the following questions on a separate sheet of paper. Please do not 
write in this book. 


1. How can you access the security log? 
2. What does the key icon represent? 


3. What does the lock icon represent? 
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What are the names of the security event column headings in Event Vi 
What is the maximum size for the security log file? 
What is the default size of the security log file? 


In what kB increments can the size of the security log file be increased or 
decreased? 


. What are the three write options for the security log? 


9. What is the default write option? 


A Closer Look at 
the OSI Model 


After studying this chapter, you will be able to: 
Compare the OSI model to the DoD model. 


Describe the function of the IEEE logical link control (LLC) and the media 
access control (MAC) sublayers. 


Compare various network hardware to the OSI model. 
Explain the function of each layer of the OSI model. 
Compare various IEEE standards to the OSI model. 
Describe the encapsulation process. 

Compare the TCP/IP protocol suite to the OSI model. 
Compare the IPX/SPX protocol suite to the OSI model. 
Compare the AppleTalk protocol suite to the OSI model. 


LO 
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Network+ Exam—Key Points 


The Network+ Certification exam relies heavily on general knowledge of 
the most encountered protocols in the TCP/IP suite. Only a minimal knowl- 
edge of Novell and Apple protocols is required. Since there are hundreds of 


protocols used in networking, you need to check the CompTIA Web site and be 
sure you are familiar with all protocols mentioned in the Network+ Certification 
exam objectives. Memorize the OSI model and be familiar with the major 
protocols, their characteristics, and where they align with the OSI model. 
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Key Words and Terms 


The following words and terms will become important pieces of your net- 
working vocabulary. Be sure you can define them. 


buffer Routing Information Protocol (RIP) 
dynamic IP address table Service Access Point (SAP) 
Internet Group Management Protocol static IP address table 
(IGMP) token 
multicasting windowing 


Open Shortest Path First (OSPF) 


An in-depth understanding of the OSI model has been one of the most difficult 
concepts for students to raster. Simply explaining the OSI model once in any text- 
book is insufficient. Only after the student masters the concepts of the various 
protocols, hardware, and software can they truly begin to grasp the concepts related 
to the OSI model. In this chapter, a more detailed study of the OSI model is presented 
with special emphasis on the physical, data, network, and transport layers. 

This chapter presents the OSI model as it relates to the TCP/IP protocol stack, 
how it compares to network equipment, and how it relates to various network 
operating systems. It is the intent of this chapter to clear much of the fog sur- 
rounding the functions of the OSI model and its relationship to hardware and 
software. A detailed study and review of this chapter will help you prepare for 

« the Network+ Certification exam and provide you with an excellent refresher 
before going on to the following chapters, which cover maintaining, trouble- 
shooting, designing, and installing networks. 


History and Purpose of the OSI Model 
The original model, or design, of TCP/IP communications over the Internet 


was first developed by the Department of Defense (DoD) in the 1970s. The DoD 
model is simpler in design than the OSI model. See Figure 17-1. Notice that the 


DoD model has four layers and the OSI model has seven. 


Figure 17-1. 
The original DoD 
model was much 


q L1APPLICALI aa l 
simpler in design than 
the OSI model. Note Presentation Application 
that there are two 


versions of the DoD 
model. 


Network Interface 


OSI Model i Variations of the DoD Model 
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When the DoD model was designed, the Internet structure was new and 
concepts were much simpler. The communication protocol was TCP/IP. There 
were not an overwhelming number of applications used in the early days of the 
Internet. Security was not considered a real problem, and encryption was not 
used. There was only one dominant operating system—UNIX. As long as all 
hardware models adapted to the DoD model and used the TCP/IP protocol, 
compatibility was not an issue. 

The original network media was existing telephone lines. Only plain ASCII 
text was exchanged, not graphics, sound, or animation. There was no exchange of 
e-mail, as we know it today. The DoD model was based on the simple concept of 
exchanging text materials using TCP/IP over the Internet. As networking systems 
became more robust with full multimedia features, many more types of net- 
working media and security features evolved along with a more complex model. 

The requirements of such advances led to the development of the OSI model, as we 
know it today. Software (protocol) developers and network equipment manufacturers 
use the OSI model as an outline when developing software and hardware devices. 

The Institute of Electrical and Electronic Engineers (IEEE) is concerned with 
the electronic aspects of the OSI model. This organization is composed of engi- 
neers, students, scientists, and manufacturing representatives who form standards 
that promote interoperability of hardware devices. In other words, they set 
standards that ensure hardware, such as network adapter cards, cables, cable 
connectors, switches, and routers, will easily interconnect and support each other 
rather than be proprietary. 

The IEEE organization is nonprofit and many members donate their time 
toward the development of the standards. Because the IEEE is so concerned about 
the electrical aspects of network communication, they redesigned the OSI model 
to reflect their interests. The IEEE version of the OSI model splits the data link 
layer into two sublayers: logical link control (LLC) and media access control 
(MAC). This version became known as the IEEE 802 model. See Figure 17-2. 

Notice how the data link layer of the OSI model has been subdivided into the 
LLC sublayer and the MAC sublayer. The LLC sublayer communicates with the 


IEEE 802 Model 


Figure 17-2. 

The revised OSI model 
referred to as the IEEE 
802 model divides the 
data link layer into 
sublayers: logical link 
control (LLC) and 
media access control 
(MAC). 
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upper-level protocols and is software in nature. It is responsible for framing the 
contents of the upper levels and includes the node address of the source as identi- 
fied by the network interface card’s MAC address. 

The MAC sublayer is concerned with accessing the network medium and 
converting the entire content of the frame into a serial stream of bits that will be 
carried by copper core cable, fiber-optic cable, or by wireless means. There will be 
more about the data link layer later in the chapter. 


The OSI Layers 


This section takes a closer look at the layers of the OSI model. Compare the 
characteristics of the various OSI layers in Figure 17-3. The top four layers are 


Figure 17-3. AAA ES CA 
OSI layer comparison (OSI Layer. Función tard ware FYrOCOI5 Boywurkse | 
table. Application User interface Gateways HTTP, FTP, WWW, Browser, e-mail, | 
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Presentation! Convert tocommon Gateways MPEG, WAV, MIDL, ASCII, Unicode, j 
| formatsuchas | QuickTime ' EBCDIC, CODEC, | 
| ASCII, data i Í ' and bit order il 
| encryption, and A TE 
i compression ' i | 
Session l Establish and close | Gateways | NFS, DNS, SQL, | Establish and { 

| communication | | RPC, NetBIOS, | terminate a com- 
between two nodes} | X.25, SMB | munication session, 

| | | log on, user name, 
Coordinates j | password, authen- 
communication | | tication, assign 

| | | | services through 

| | | | port numbers 
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primarily descriptions of software functions and are hardware independent. The 
software in these upper layers are Web browsers like Internet Explorer, Netscape, 
and Mozilla, e-mail clients, instant messaging, FTP, and such. The lower three 
levels are directly related to specific hardware types. 

The physical and data link layers are dominated by hardware, especially the 
physical layer. Hardware consists of such devices as routers, switches, hubs, 
network interface cards, and cabling. Notice that the gateway is assigned to the 
upper layers of the OSI model. This is because the gateway acts as a translator 
when two different operating systems attempt to communicate. Remember that 
an operating system is software. The term gateway is often confused to mean a 
specific piece of equipment when in reality it is a software service typically 
installed on a router or server. The gateway translates the different file formats 
used to form packets. By now, you know that different network operating 
systems use different formats to construct packets and identify network equip- 
ment. The gateway interprets the packets and then translates the contents. 

The data link layer, is where the data in the packets are linked to or 
converted to the network medium in the form of electrical digital pulses. The 
network layer is where hardware and software combine to allow packets to 
traverse great distances using the IP addressing scheme. It is also where the 
router is located. The router is responsible for routing packets based on the IP 
address contained within the packets. The network layer is designed with the 
WAN in mind. It is typically concerned with using IP for routing packets to and 
from distant hosts. IP can be used for a LAN as well. 

There are many exceptions to the OSI model. No one networking system 
follows the model perfectly. Always remember that the OSI model is a suggested, 
voluntary model for network communications and is not mandatory. It is an 
attempt to help unify network communications by serving as a design guideline. 
The following sections cover each OSI layer in more detail. Refer to Figure 17-3 as 
you read through them. 


Application Layer 


The application layer is where the networking application interfaces to the 
OSI model. The term application should not be confused with software applica- 
tions such as spreadsheet, word processing, and database programs. You can 
think of the application layer as the location of the networking specific applica- 
tion. For example, FTP, HTTP, SMTP, SMB and Telnet reside at the top of the OSI 
model. Each of these high-level protocols typically represents a network applica- 
tion. The protocols at the application layer perform services such as Web 
browsing, exchanging e-mail messages, and file transfer, Figure 17-4. 

For example, when an e-mail client (application) receives e-mail, it uses one 
of the various protocols designed for e-mail retrieval, such as POP3 or IMAP. The 
e-mail client interface is a GUI. The user is completely unaware of the complexi- 
ties behind the scenes, such as the data flowing up and down the OSI layers to 
receive the e-mail. 


Presentation Layer 

The presentation layer is concerned with negotiating a common set of sym- 
bols that the source and destination hosts can interpret. For example, the content 
of a message can be in ASCII format or coded as EBCDIC. You should recall that 
EBCDIC is the coding format IBM mainframes use to represent data, and ASCII 
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Figure 17-4. SMTP FTP 
The application layer is e PP. 
the OSI layer in which 
networking specific 
applications, such as 
SMTP, HTTP, SMB, and 


FTP, operate. 


is the format PCs use to represent data. The two coding schemes do not directly 
convert but rather must be interpreted to exchange data, Figure 17-5. 

Both the destination and source must agree on the format used for coding 
information and compression. Compression techniques are generally referred to 
as CODECs. When security is an issue, the contents should be encrypted. The 
encryption method used will be one that can be interpreted by both ends of the 
communications link. 

The exact sequence of bits is also of major concern of the presentation layer. 
The bit order of data can be read from left to right or from right to left. For 
example, the Motorola 68000 processor and the IBM 8086 processor read the 
stream of bits in the opposite order. In other words, the binary stream 11110000 
from one computer is represented as 00001111 on the other computer. The data 
binary pattern is reversed. This must be corrected before transmitting data. It is 
the responsibility of the presentation layer and associated protocols to correct the 
problem of bit order. In short, the presentation layer is concerned with packaging 
the raw data into a form that both the source and the destination can interpret. 


Session Layer 


The session layer establishes, maintains, and terminates the connection with 
the destination. It determines what the correct virtual connection is by matching 
the port number to the service required to support the layers above it. For 
example, when connecting to a distant location, not only does the IP address need 
to be encapsulated into the packet, the port number that corresponds with the 
provided service must also be encapsulated. If the requested port number is busy, 


Figure 17-5. 


The presentation layer negotiates a common set of symbols that the source and destination hosts can interpret. In this example, 
an ASCII text file is interpreted as EBCDIC. 
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the session layer determines if the connection can wait or if another port number 
can be assigned. System logon activities and passwords can take place during the 
session layer. 

The communications between the two hosts must be synchronized. Synchro- 
nized means that each host must recognize the other is ready to communicate or 
end communications. Properly ending a communications session between two 
hosts is important. The connection must be released at both ends so the port 
addresses are freed for future communications. Therefore, there must be a way of 
letting both computers know when the session is over. To do this, the session 
layer resynchronizes the connection by regularly checking if both hosts desire to 
continue the communication session. 

The session layer is where differences in the programming mechanics or 
code are worked out for communicating between two nodes in the same network 
or distant networks. The session layer solves problems, such as how to establish a 
connection between nodes on the same system architecture and diverse architec- 
ture. For example, the session layer solves communication problems between a 
Windows 2000 client on an Ethernet network and an IBM Linux server on a 
Token Ring network. 

Negotiations between the destination and source are accomplished using a 
token. A token is the name given to the packet that exchanges session informa- 
tion between the source and destination. Do not confuse the term token as used 
here with the term token used in Token Ring network technology. 

The decisions determined at the session layer concerning the connection are 
carried out at the next layer, the data layer. For example, in the data layer, the port 
number is inserted into each segment that reflects the service requested or 
provided. 

Some of the protocols closely associated with the session layer are DNS, X.25, 
NetBIOS, RPC, SMB, and NFS. When you think of the session layer, think of 
establishing, maintaining, and terminating a connection. See Figure 17-6. 


Transport Layer 


The transport layer provides reliable end-to-end data transmissions and 
error-checking techniques based on sequence packet numbers and software 
programs. For a TCP/IP connection, the transport layer uses either UDP or TCP 
to encapsulate the upper layer data. If a connectionless protocol is required, UDP 
is used. If a connection-oriented protocol is required, TCP is used. 

The integrity of the data is checked at the transport layer. The transport layer 
checks the contents of a frame and for the proper sequence of frames to ensure 
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Figure 17-6. 

The session layer is 
concerned with deciding 
on a communications 
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common form of 
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buffer 


a small amount of 
memory used to tem- 
porarily store data. 
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the data will be reassembled in the correct order at the destination. The transport 
layer is also where port numbers are inserted into the segments. Remember that 
the port number is assigned in the session layer, and the IP address is assigned in 
the network layer. Together, the port number and IP address form what is known 
as a socket. 

The transport layer divides large blocks of data into smaller blocks of data. 
Dividing large blocks of data into smaller blocks of data is called segmenting and 
results in a segment. The segment is associated with the transport layer. The size 
of a typical segment is negotiated with the destination host. Together, the destina- 
tion host and the source host decide the maximum size of each segment and the 
amount of segments that will be sent before requiring an acknowledgment, 
Figure 17-7. The process is often referred to as windowing, or flow control. 

Controlling the amount of data between two hosts is essential. A window 
size must be established between the destination and the source before large vol- 
umes of data can be exchanged in the most efficient manner. The large blocks of 
data can be moved between two nodes using several different techniques. For 
example, a live telephone conversation needs to be moved as rapidly as possible 
without any form of acknowledgment between the two nodes. A data transmis- 
sion consisting of a large, detailed graphic may require that each block of data 
delivered be confirmed to ensure integrity. 

In the last scenario, the size of the packet must be determined. Both the 
source and destination must agree on the maximum size that can be transmitted 
between the two nodes. The size is based on physical factors such as the buffer 
size at each location. A buffer is a small amount of memory used to temporarily 
store data. If the packets sent exceed the buffer size at the destination, only the 
packets that fill the buffer are left intact. The rest are discarded. 

The next major issue of the windowing technique concerns the efficiency of 
delivering a large quantity of data packets. For instance, is it necessary to send a 
confirmation or acknowledgment after each packet has reached its destination? It 
may be more efficient to send an acknowledgment after several packets are 
received. " 

Part of the process of windowing is determining the error rate associated 
with data packet delivery. If the number of errors in delivery is low or nonexis- 
tent, then a large number of packets can be delivered before returning an 
acknowledgment to the sender. If the error rate is high, then an acknowledgment 
after every packet may be required. The size of the packets and how many are 
delivered before an acknowledgment from the destination is how windowing 
affects the efficiency of data exchange. 


Figure 17-7. 
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Network Layer 


As the name of this layer implies, the network layer is concerned with navi- 
gating the network by using IP addresses, Figure 17-8. The network layer is 
where the IP address is added to the segment. The segment is turned into a 
packet by including the IP address of the destination and source with the port 
numbers that were inserted in the transport layer. 


Packets are also referred to as data grams by some reference materials. 


The network layer is associated with routers. You should recall from Chapter 1— 
Introduction to Networking that routers are devices that route packets to various 


networks based on the IP address inside the packet. This is the way packets are 
able to traverse the complexity of the World Wide Web. 

The entire World Wide Web structure is composed of thousands of routers 
that are capable of directing the flow of packets to and from destination and 
source hosts based on IP addresses. The way each packet is forwarded depends 
on the router protocol used. The most common router protocols are BGP, IGP, 
IGRP/EIGRP, NLSP, OSPF, and RIP. 

Routers can be programmed to operate from static IP address tables or 
dynamic IP address tables. A static IP address table is a table of IP addresses 
entered manually. A dynamic IP address table is a table of IP addresses gener- 
ated by software programs that communicate with nearby routers. The software 
program allows routers to exchange IP address information automatically and 
build reference tables based on information that is exchanged with other routers. 

The information contained in the router tables determines which network 
path is used to deliver the packet. The router protocols are programs designed 
with specific variables in mind for forwarding packets. The variables include 
things to be considered such as the shortest path based on physical distance, 
time, and the cost of the connection. The cost is very important because there are 


numerous private-leased lines that can be used to transmit a packet. The cost may 


vary considerably between different vendors. 
Routing Information Protocol (RIP) is one of the first protocols developed 
for routing. RIP periodically exchanges an entire table of routing information 
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Figure 17-8. 

The network layer is 
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gating the network 
using IP addresses. 
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Open Shortest Path 
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with nearby routers. This seemed to be the best way to keep the most accurate 
information until OSPF was developed. Open Shortest Path First (OSPF) is a 
routing protocol that only exchanges the most recently changed information in 
the table. OSPF saves bandwidth because it does not transfer the large amounts of 
data associated with RIP. 

Many of the other router protocols are designed to provide special functions 
and enhancements of previous router protocols. A detailed study of routers and 
brouter protocols is beyond the scope of this textbook. To learn more about 
routers and routing protocols, visit the CISCO Systems Web site. CISCO Systems 
sponsors training academies throughout the United States dedicated to training 
CISCO router specialist. You may want to do a search to find the nearest CISCO 
academy to pursue additional training. 

Some other protocols closely associated with the network layer are Internet 
Control Message Protocol (ICMP), Address Resolution Protocol (ARP), Reverse 
Address Resolution Protocol (RARP), and IGMP. You should recall that ICMP is 
used to generate messages and carry commands inside an IP packet. Some of the 
more common messages deal with attempts to reach a destination. ICMP carries 
error messages regarding unreachable hosts and message timeouts based on the 
TTL value. 

Internet Group Management Protocol (IGMP) is a TCP/IP protocol 
designed to support multicasting. Multicasting is sending the same data packet 
to a group of hosts identified by one IP address. Multicasting can conserve band- 
width on a network because packets are identified for delivery to hosts that 


` belong to a particular multicast group. When a message is sent to a multicast 


group, the single set of packets for that group reach a router and are then for- 
warded only to members of the multicast group. Without multicasting and the 
IGMP protocol, the same message would need to be sent to each member of the 
multicast group as individual sets of packets. For example, if a message contained 
5 packets and it was to be sent to 20 different hosts, it would result in sending 100 
packets. When using multicast, only one set of 5 packs are sent across the local 
network, thus limiting local area network traffic. 

IGMP informs a multicast router the names of the multicast group to which a 
host belongs. A host broadcasts its group membership on the network segment. 


- This information is recorded in a database on a multicast router, a server, or a 


client acting as a database container. Membership information includes the IP 
address of each client and the IP address of the identified group. For example, a 
local multicast group might be identified as 224.0.3.1. 


Data Link Layer 


As mentioned in the beginning of this chapter, the data link layer was first 
defined by the ISO when they developed the OSI model. Later, the IEEE rede- 
fined the data link layer by dividing it into two sublayers called the LLC and the 
MAC. See Figure 17-9 for a summary of LLC and MAC sublayer functions. 

The IEEE published extensive details concerning the LLC, known as the 
IEEE 802.2 standard. The LLC sublayer is concerned with framing the contents 
of the upper levels and including the MAC addresses of the source and destina- 
tion. The LLC sublayer deals with physical addresses rather than logical 
addresses. Remember that the MAC address that is programmed into every 
network interface card is used to uniquely identify the network nodes along 
the network media. 
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Data Link Layer Figure 17-9. 
LLC and MAC sublayer 


functions. 


e Ensures reliability of 
physical connection. 


e Performs contention resolution. 


e Prepares for half-duplex or 
fu ex LES n 


The LLC sublayer also ensures the reliability of the physical connection rather 
than of the data contained within the frame. The error check performed at the LLC 
sublayer is much simpler in design than that performed at the transport layer. It 
consists of a Cyclic Redundancy Check (CRC). The CRC is incorporated into the 
Frame Check Sequence (FCS) field of the frame and represents the overall size of 
the frame, which includes the size of the header and the data. The CRC check uses 
a simple mathematical formula that checks the size of the entire frame when it is 
delivered at the destination data link layer or while in route to the destination. 


Network+ Note: 


It is very easy to confuse the transport layer and the data link layer when 
asked a question about error checking in the OSI model. You must carefully 
read any questions concerning the OSI model and error checks and 
concentrate on what type of error is being checked. The transport layer is 
concerned about the content of the protocol data unit (PDU) while the data 
link layer is concerned about the overall content of the frame, which includes 
the data content. Think of the transport layer as ensuring error-free data or 
contents of the PDU. The data link layer looks at the entire frame based on 
the CRC and then decides to either pass the frame along or drop it entirely. 
The corruption may be in the header rather than the data content. 


The MAC sublayer converts the frame and its contents into a series of digital 
pulses to be carried on the media (physical layer). For example, the binary elec- 
trical pulse sequence for Token Ring is different than wireless or Ethernet 
framing. Novell has used four different Ethernet framing techniques for their 
NetWare network communications. Each of the four is slightly different. If two 
different frame types are used on two different computers in a Novell NetWare 
network, the computers will not be able to communicate properly. 
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Figure 17-10. 
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The IEEE standards such as Ethernet 802.3, Token Bus 802.4, and Token Ring 
802.5, define the data link layer and the physical layer. Figure 17-10 shows the 
relationship of many different standards that define various network media 
architecture and physical attributes. The standards are very detailed so that 
programmers and hardware designers can use it as a model for designing soft- 
ware and hardware devices. In other words, the standards address the type of 
materials to be used. 

The data link layer uses Service Access Points (SAPs) to communicate with 
protocols at various layers of the OSI model. The MAC and LLC also each have a 
SAP and use it to communicate with one another. The SAP is used in similar 
fashion as a port address, which is used to exchange information between com- 
puters. The Service Access Point (SAP) consists of a combination MAC address 
and a number that identifies a protocol and its service. SAP addresses exist for 
the source and destination computer. The SAP provides a means of direct com- 
munication between protocols at different layers of the OSI model and between 
the source and destination computers. 


Physical Layer 

The physical layer provides the path for the raw digital pulses that are moved 
along cables and connectors. The various network topologies and IEEE standards 
for equipment are identified at this layer. For example, the type of connectors 
used for various mediums such as BNC, RJ-45, D-shell, RS-232, ST, and SC con- 
nectors. Exact dimensions of connectors, materials, voltage level, frequency, data 
rates, Baseband and Broadband signaling techniques, and any other concerns 
about the physical communications circuit between the destination and source is 
described at this layer. 


The Encapsulation Process 


Encapsulation is the process of adding information to the segment that iden- 
tifies such things as the source address, the destination address, the end of the 
segment, and the size of the segment. The size of a segment is determined by the 
protocol selected to communicate between two points. Segments have additional 
information added which is necessary to complete the transmission from one 
point to another. For example, if the data is transferred across a vast distance 
using the Internet, information such as the destination IP address and the source 
IP address must be added. Also, a sequence number must be added to ensure the 
segments are rearranged in the proper order and that no segments are missing. 
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The following is a summary of the encapsulation process: 


Data is broken into segments. 

Segments are placed into packets and header information is added. 
Packets are placed into frames and more header information is added. 
Frames are converted into a serial stream of data. 

The serial stream of data is converted to digital pulses. 


Refer to Figure 17-11 as the process of encapsulating raw data into a frame at 


the source and then disassembling the frame at the destination is reviewed. To 
transfer data between two locations, the source and destination must first estab- 
lish a connection with each other. We will assume that the connection between 
the two points has been established and the data format, communication rules, 
encryption (if necessary), security, and any other communications details have 
been agreed on. All these concerns are accomplished mainly at the top three 
layers: application, presentation, and session. 

Next, the data is divided into small units. This process is referred to as data 
segmentation or simply segmenting. A segment of data is simply a portion of the 
total amount of raw data broken into sizes that can be handled. The size is 
decided when the source and destination negotiate their connection and set up 
their rules for communication. 

Each segment is placed into a packet. A segment is typically enclosed in 
either a UDP or TCP envelope. If a large amount of data is to be transferred, TCP 
is used for constructing the envelope. Since TCP is used to carry the data seg- 
ment, a port number must be assigned. The port number is necessary to set up a 
constant connection with the other workstation and to acknowledge the data has 


arrived intact or not. If only a small amount of data such as a command were sent 


between the source and destination, UDP could be used. UDP does not require a 
port number because it does not require a verification that the data was delivered. 
The expected action of the command sent is the verification. 


User data is converted into standard data format such as ASCII and EBCDIC. 
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Figure 17-11. 
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After the segment has been enclosed in a TCP format, it is enclosed in a 
packet. The packet adds the IP address to the envelope carrying the data. An IP 
address for each of the communication locations, destination, and source are 
included in every packet. 

Next, each packet is enclosed in a frame. A frame adds the MAC address for 
the destination and source to the packet. The frame is converted into a serial 
stream of data and then converted to digital pulses and placed on the network 
media. The type of media, such as Ethernet, Token Ring, or wireless has been 
identified in the frame. The MAC address is used to move the frame through the 
LAN. The MAC address identifies the workstation and equipment along the LAN 
path until the frame reaches the outer edge of the LAN. When the frame encoun- 
ters the first piece of Internet equipment, typically a router, the MAC address is 
stripped away, leaving the IP address of the source and destination. Remember 
that the Internet uses IP addresses to locate nodes, not MAC addresses. The frame 
can travel over thousands of miles using only an IP address to find the destina- 
tion network. 

When the frame reaches the destination LAN, the network operating system 
uses ARP to resolve the IP address to a MAC address. Inside the destination 
LAN, the MAC address identifies the final destination node or workstation. At 
the destination, the envelopes around the data are stripped away until the raw 
data is revealed. The segments of raw data are put back together in proper 
sequence to display the data at the destination. The data could be plain text or 
multimedia. Any missing segments invoke a request for retransmission. 

This is the classic explanation of how data is transported across the Internet. 
At this point, it might seem that each level of the OSI model only takes one or two 
frames for communication to take place, but that is far from reality. Even a simple 
request takes many steps to perform. The OSI model is at best an abstract model 
of how network communications should work. In reality, an actual network com- 
munication sequence is more complex. 

Figure 17-12 shows a session taken from the Network Monitor utility on a 
Windows 2000 server. Notice the series of frames captured on the network. There 
are over fifty frames captured in the session. The frames are a series of communi- 
cations between two computers on the same LAN. To set the stage, the two com- 
puters were set up to share a file. Then the Network Monitor utility was set up to 
capture frames as they are generated between the two nodes. A simple right-click 
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to open the content of a Notepad file on the other workstation was the only 
request made. The content then opened onto the screen. 

Only a request to open the file was made, but over fifty frames were generated. 
At exactly frame fifty, the contents are revealed as you can see in the lower, right 
side of the Network Monitor screen. Releasing the connection took an additional 
43 frames. The entire session took only .48 seconds. As you can see, performing a 
simple task such as opening a shared file for viewing takes many frames and 
causes a great deal of network traffic. Most of the steps were accomplished by 
using the Server Message Block (SMB) protocol. 

For a detailed look at protocol encapsulation, check out the protocol encapsula- 
tion chart at www.wildpackets.com/ support/resources. This chart includes a brief 
description of each OSI layer and a visual representation of protocols belonging to 
various protocol suites, such as TCP/IP, AppleTalk, and Novell NetWare. 


The OSI Model and the Major Protocol Suites 


The OSI model was developed after the majority of network protocols were 
already in use. As a result, not all network protocols match neatly to the OSI 
model design. For example, many protocols must span more than one layer to be 
properly represented when compared to the OSI model. Typically, higher-level 
protocols can perform multiple functions that span several layers of the OSI 
model. This section takes a closer look at how the dominate protocols of the 
major network operating systems compare to the OSI model. 


TCP/IP Protocols 


Look at Figure 17-13. The TCP/IP protocol suite is collected into three main 
areas: the top layers, which consist of the application, presentation, and session 
layer, the transport layer, and the network layer. The top layers are concerned 
with application protocols, such as HTTP, FTP, and Telnet. The transport layer 
packages the upper-level protocols into either TCP or UDP segments. The net- 
work layer encapsulates the TCP or UDP segments into packets. The protocols 
used at the network layer are IP, ICMP, and ARP. 
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Novell IPX/SPX Protocols 


Novell Network developed a proprietary set of protocols referred to as the 
Internetwork Packet Exchange/Sequenced Packet Exchange (IPX/ SPX) suite. The 
IPX/SPX protocol suite functions in a similar fashion as TCP/IP. Figure 17-14 
shows how the NetWare protocols align with the OSI model. The NetWare Core 
Protocol (NCP) handles the upper layer functions associated with application, pre- 
sentation, and session layers. NCP provides services between the server and clients 
and provides support for file services, Novell Directory Services (NDS), printing, 
messages, security, network synchronization, auditing, and more. The Service 
Advertising Protocol (SAP) is used to locate servers and services on the network. 
Tables of information, such as the server hosting the service and its location, are 
typically located on routers to assist in locating the desired service and server. 

Internetwork Packet Exchange (IPX) is the original network layer protocol used 
to route packets. IPX is a connectionless protocol responsible for identifying desti- 
nation and source network, node, and socket. Sequenced Packet Exchange (SPX) is 
a connection-oriented protocol designed to enhance IPX by guaranteeing packet 
delivery. SPX is similar in function to TCP, while IPX can be compared to IP. 

RIP and NLSP, as mentioned earlier in this chapter, are routing protocols. 
NetWare Link Services Protocol (NLSP) was developed by Novell to overcome 
some of the limitations of RIP and SAP. Both RIP and SAP work on small net- 
works, but for large networks a better protocol, such as NLSP, is needed. For 
example, RIP is limited to 15 hops and NLSP is limited to 127 hops. A hop is a 
term used to represent network distances between routers. NLSP uses smaller 
packet sizes than RIP and SAP and also supports multicasting. 

The lower layers are designed to be physical and data link independent, which 
means that Novell NetWare can communicate over various vendor equipment. 


As TCP/IP has become the de facto standard for Internet communications, Novell has 
offered TCP/IP as an option to IPX/SPX since NetWare 5. While IPX/SPX is still offered as a 
choice of protocols mainly to ensure downward compatibility within existing Novell systems, 
the trend is to eventually convert to TCP/IP as the default protocol. Additionally, as the Light- 
weight Directory Access Protocol (LDAP) gained popularity, it has allowed modern network 
systems to communicate directly without the need for additional protocol translation. 


Figure 17-14. 
The IPX/SPX protocol 
suite. 
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AppleTalk 


The AppleTalk Filing Protocol (AFP) handles functions associated with the appli- 
cation and presentation layers. As the name implies, AFP provides services for file 
sharing, printing, messages, and other upper layer services. The session layer aligns 
with the Zone Information Protocol (ZIP), AppleTalk Session Protocol (ASP), and 
AppleTalk Data Stream Protocol (ADSP). ADSP provides functions for full-duplex 
communications. Note that ADSP spans both the session layer and the transport 
layer. Not all protocols align perfectly with the OSI model. See Figure 17-15. 

ASP provides general support for communications between the server and 
clients. ZIP provides support for zone information and name resolution. AppleTalk 
divides the network into zones, which is the equivalent to groups or workgroups. 

The transport layer aligns with AppleTalk Transaction Protocol (ATP), Apple- 
Talk Echo Protocol (AEP), Name Binding Protocol (NBP), and Routing Table 
Maintenance Protocol (RTMP). These various protocol functions combine collec- 
tively to ensure reliable data communications. 

At the network layer is the Datagram Delivery Protocol (DDP). It is a best 
effort, connectionless protocol similar in design to IP and IPX. There is no one 
matching protocol to ensure data delivery at this level. DDP relies on upper-level 
protocols to ensure accurate delivery of data. 

The lower level of the AppleTalk suite is denoted by the LocalTalk protocol. 
LocalTalk supports communications on an Apple LAN by providing support for 
Apple networking devices. Apple can also communicate with other standard 
interfaces such as Ethernet, Token Ring, and FDDI. 
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Both Apple and Novell protocols can be placed inside IP and be transported across the 
Internet. 


AppleShare IP 


AppleShare is a networking suite developed by and for Apple computers 
based on the AppleTalk protocol. AppleShare IP is an improvement over Apple- 
Share and is a protocol suite based on AppleShare and TCP/IP. AppleShare IP 


Figure 17-15. 
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provides services over the Internet or LAN using IP addresses instead of node 
identification as in AppleTalk. By using the IP address as a means of location 
identification, AppleShare IP can provide remote printing and file sharing using 
the TCP/IP suite of protocols. AppleShare IP provides three types of file sharing 
technology: Apple File Sharing (AFP) over TCP/IP, SMB/CIFS over TCP/IP, and 
File Transfer Protocol (FTP). In addition, it provides common network services 
such as Web hosting, e-mail, and DNS. 


Request For Comments (RFC) 


The Request For Comments (RFC) is a series of technical reports and pro- 
posals concerning protocols and network standards. The Internet Engineering 
Task Force and other closely related organizations publish RFCs. RFCs continu- 
ously evolve as new technologies are implemented. Each RFC is assigned a unique 
identification number and name such as RFC 2131 Dynamic Host Configuration 
Protocol. There are several classifications of RFC documents such as the approved 
Internet standard, proposed Internet standard, and Internet best practices. 

When a proposal is first submitted, it is viewed as a proposed Internet standard 
and is circulated in draft form. The draft form tells all concerned that the proposal 
is open for discussion and comment but has not yet been formally adopted. 

Approved Internet standards have been examined by a special committee 
and formally adopted as a standard. Standards are provided to help manufac- 
turers, computer programmers, scientists, and such to develop resources con- 
forming to standard lines of communications. You have already seen how 
protocols have a set sequence of fields that provide certain types of information. 
Once the protocol standard has been accepted, the standard can be used as a 
basis for designing other software and hardware to interface with the protocol. 

Anyone can write a proposal for an RFC. It is an open forum, but there are 
some guidelines that an RFC must follow before it can be accepted as a proposal. 
The guidelines spell out the written format of the proposal. For example, it may 
only be written in standard ASCII text with a maximum of 72 characters per line; a 
maximum height of 58 lines followed by an end of page character, such as a form 
feed (FF); a suggested table of contents; and rules about the size of the page and 
margins. There can be no special additional features added to the ASCII characters, 
such as underlining or double strike. The text must be kept as plain as possible 
because it will be converted into other forms for storage and transmission, such as 
FTP. You can visit www.rfc-editor.org to see the typical layout of an RFC. 


Summary 


Mm The OSI model is an abstract representation of data communications 
developed by the ISO. 


M Network systems do not necessarily exactly match all layers of the OSI 
model. 

E The application layer is where the user interfaces with the network system using 
network programs such as a Web browser, FTP, Telnet, and an e-mail client. 

NW The presentation layer is concerned with bit sequence and with using an 
acceptable data format such as-ASCII, EBCDIC, and CODEC. 
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The session layer is concerned with establishing, maintaining, and terminating 
a connection between two nodes. 


The transport layer is concerned with providing reliable, accurate data in the 
most efficient manner. 


The network layer is where IP addressing is inserted into a packet and where 
decisions based on IP addresses are made. 


The data link layer is where frames are converted into a serial stream of data 
and decisions based on MAC addresses are made. 


The physical layer provides the path for digital signals and represents the 
media, connectors, and passive components. 

While the OSI model tends to make encapsulation appear simple and direct, 
actual communication is complex and generates hundreds or even thousands 
of frames while carrying out the simplest of networking tasks. 

Novell NetWare IPX is a connectionless protocol, and SPX is a connection- 
oriented protocol. 


AppleTalk Datagram Delivery Protocol (DDP) is a connectionless protocol 
used to route packets across a network. 


AppleTalk Datagram Delivery Protocol (DDP) relies on upper-level protocols 
to form connection-oriented communication. 


The Apple LocalTalk protocol is used to access network media in an Apple 
network environment. 


AppleShare IP is a protocol suite based on AppleShare and TCP/IP. 


Review Questions 


Answer the following questions on a separate sheet of paper. Please do not 


write in this book. 


1 
2 
. What is the major difference between the ISO version of the OSI model and 


Soa Os a 


How does the ISO OSI model compare to the DoD model? 
Why is the DoD model so simple when compared to the OSI model? 


the IEEE 802 version of the OSI model? 


. The IEEE divided the data link layer into two sublayers. What are the two 


sublayers called? 


. Briefly describe the function of each IEEE data link sublayer. 

. At which layer of the OSI model does a network interface card operate? 
. At which layer of the OSI model does a hub operate? 

. At which layers of the OSI model does a gateway operate? 


. At which later of the OSI model does a router operate? 
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10. Match the following terms to their definitions. 
10.1. Application | 
10.2. Presentation 
10.3. Session 
10.4. Transport 
10.5. Network 
10.6. Data link 
10.7. Physical 
Cabling and connectors. 
Converts frames codes to a serial stream of data. 
Responsible for connecting across WAN systems. 
Repackages long messages into smaller units. 
Establishes rules for communication between two computers. 
Translates data into a common compatible format. 
File transfer service, e-mail, and Web browser programs. 


N+>ADan op 


11. At which layer does windowing take place? | 
12. At which layer is the MAC address inserted into the frame? 
13. To which two layers of the OSI model do the IEEE 802.3 standards relate? 
14. To which two layers of the OSI model do the Token Ring standards relate? 
15. Briefly describe the encapsulation process. 

16. Which Novell protocols align with the upper layers of the OSI model? 

17. Which Novell protocol is similar in function to IP? 

18. Which Novell protocol is similar in function to TCP? 

19. Which Apple protocol is similar in function to IP? 

20. What Apple protocol is used to access the network media? 

21. Which Apple protocol aligns with the upper two layers of the OSI model? 


22. How does the Apple protocol suite ensure delivery of data if the Datagram 
Delivery Protocol (DDP) is a connectionless protocol? 


23. What does the acronym RFC mean? 


24. Who may write an REC proposal? 


Ze 
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Which is the correct order of encapsulation moving from the application 
layer to the data link layer? 


A. Packet, segment, frame, raw data. 

B. Raw data, segment, frame, packet. 
C. Frame, packet, segment, raw data. 
D. Raw data, segment, packet, frame. 


- Which of the following protocols are closely or directly related to the 


_ network layer? (Select all that apply.) 


TO 


TENNE 
ARP 
RIP 
TGP 
UDP 
IP 
TETP 


ka Mekel- 


- Which of the following protocols are connectionless? (Select all that apply.) 


ATUDE 
be tCP 
C Jig 

D. SPX 


. Which of the following statements best describe the transport layer? 


A. Provides an end-to-end connection with reliable and efficient data transfer. 


B. Provides routing information using IP addresses when sending packets 
across a WAN. 


C. Converts the data into an acceptable form such as ASCII. 
D. Provides services to the client such as Web browsing. 


. Which IEEE standard is responsible for detailed information concerning 


the LLC? 
A. 802.2 
B. 802.4 
C. 802.6 
D. 802.16 


_ Which two items are used to create a socket? (Select all that apply.) 


A. IP address 

B. MAC address 
C. Port number 
D. NetBIOS name 
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10. 


8. 


At which layer of the OSI model do routers operate? 
A. Application 

B. Session 

C. Network 

D. Data link 


. Which OSI layer is responsible for checking frame errors based on Cyclic 


Redundancy Checks (CRC)? 
A. Application 

B. Session 

C. Network 

D. Data link 


With which layer of the OSI model would an RJ-45 connector be associated? 
A. Application 

B. Transport 

C. Physical 

D. Network 


Suggested Laboratory Activities 


iv 


Install Network Monitor. Generate frames by using common functions such 
as ping, tracert, and opening a share. Capture the series of frames with 
Network Monitor. An excellent capture is to set up Network Monitor with no 
activity on a peer-to-peer network. Turn on one other PC while Network 
Monitor is running. Capture and observe the activity created when a 
workstation boots and joins the network. 


. Go to the CompTIA Web site and look at the Network+ Certification exam 


objectives. List all of the protocols that are listed in the objectives. Write out 
the complete name for each acronym. Write a brief description of each. 


3. Visit the www.iso.org Web site and see what standards they are responsible for. 


Interesting Web Sites for More Information 


http://developer.apple.com/techpubs/mac/Networking/Networking-21.htmi 
http://split.org/storage/osireference.pdf 
http://whatis.techtarget.com/definition/0,289893,sid9 gci212725,00.html 
www.certyourself.com 


www.cisco.com/univered/cc/td/doc/cisintwk/ito_doc/introint.htm#xtocid5 


www.decodes.com 


www.lex-con.com/osimodel.htm 


www.protocol.com 
www.wildpackets.com/support/resources 
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After completing this laboratory activity, you will be able to: 


MW Use the Ethereal protocol analyzer to compare protocols to the OSI model. 

E Compare OSI model layers to the major TCP/IP protocols. 

M Identify the protocols responsible for MAC address, IP address, and port 
numbers. 

WE Explain how protocols are used to encapsulate data and other protocols. 

Introduction 


compare the relationship of specific protocols to the layers of the OSI model. You 
can typically determine the OSI model layer a protocol aligns with by looking at 
its relative position in the hierarchy of protocols in the Ethereal program. Look at 


In this laboratory activity, you will use the Ethereal protocol analyzer to 


the following screen capture. Notice that the hierarchy of protocols is displayed 


in the middle pane of the Ethereal screen. Each frame that is selected displays its 


own hierarchy. The typical hierarchy lists at the top of the pane the protocol 
related to the bottom-most OSI layer. 


% Browser - Ethereal EA) 
file Edt yew Go Capture Analyze Statistiks Help 

5BA*+4a3R+«> DFZEQQQAMHBX HE 
Dy titer: =| expression... Yder | Y Apply 


0.000000 


b Frame 1 (216 bytes on wire, 216 bytes captured) P 0 
> Ethernet II, Src: 00:02:6f:33:c2:b6, Ost: Ff:FF: PE: FE: 4:44 4 Layer 2: data link 


p Internet Protocol, Src Addr: 10.30,139.23 (10.30.139.23), Dst Addr: 10.30.255.255 (10.30.255.255)=<É- i 
p> User Datagram Protocol, Src Port: netbios-dgn (138), Dst Port: netbios-dga De Layer 3: network 


p NetBIOS Datagram Service F a 
b SMB (Server Message Block Protocol) Lay er 4: transport 
b SMB MailSlot Protocol x : 

b Microsoft Windows Browser Protocol Layers 5, 6, 7: session, 


presentation, application 


la 00 00 11 Oa le 8b 17 Oa le ..$..... Vec..... 

8a 00 8a 00 b6 11 02 81 36 0a le  .......o soseo 6.. 

8a 00 a0 00 00 42 45 4a 45 4e 45 wee EBEJENE 

45 49 45 50 45 4e 45 46 43 41 43 41 43 FEFEIEPE NEFCACAC 

43 41 43 41 41 4100 20 46 48 45 50 46  ACACACAA A. FHEPF 

45 48 46 43 45 50 46 46 46 41 43 41 43 CELEHFCE PFFFACAC 

43 41 43 41 43 41 42 4e 00 ff 53 4d 42  ACACACAC ABN. .SMB 

00 00 00 00 00 00 00 00 00 00 00 00 00 B.....oo cococosa 

00 00 00 00 00 00 00 00 11 00 00 06  ....oooo ooooo... 

0 00 06 00 Se 09 03 00 0100 0190.02 00.17 Zi. Vo 121002! 
ObO 00 00 00 06 00 S6 00 03 00 01 00 01 00 02 00 17 =o. Vee ooocooos 
f 54 Sc 42 52 4f 57 53  .AMAILSL OT\BROWS 
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Clicking the box with a plus sign in it can reveal more information about 
each protocol listed in the hierarchy. This information may reveal items such as 
source, destination, MAC, and port addresses. 


= Eee BS eee ser ame ke > as e 


Be Et Yen @ Ce ze gaiss te — O a 
| Be ER Yew o Cote aebze Bates top 
BlB*eS Per A sz 


0.600000 10.30.220.5 207. 217.126.41 Standard query PTR 255.255.30.1 
6.940069 10.30.220.5 207.217.126.421 ONS: Standard yf PTR 15.21. 30.10.) 
11.394517 10.30.220.5 66.102.7.147 TCP 1451 > http [SYM] Seg=0 Ack=0 ki 
11. 541788 10.30.220. 5 66.102. 7.147 HTTP GET / HITP/1.1 j 
15.343045 10.30.127. 62 10.30.255.255 MBNS Mame query MB WORKGROUP<Lb> 
23.534257 65.40.1.225 10.30.220.5 POP Response: 40K 
41.252660 10.30.4.1 255.255.255.255 UDP Source port: 5678 Destination 
91.421425 10.30.220. 5 10. 30. 220.0 Ioe Echo (ping) request — 


Trailer: FFFFFFERFFFFFFFFFFEFFEFFFFFFFFFFEFFF 
Address Resolution Protocol (request) 
Hardware type: Ethernet (0x0001) 
Protocol type: IP (0x0800) 
Hardware size: 6 

Protocol size: 4 

Opcode: request (0x0001) 

Sender mac address: 00:30:cc:78:0d:ed (10.30.4.1) 
sender Ip address: 10.30.4.1 (10.30.4.1) 

Target MAC address: 00:0d:88:54:82:55 (0-£4nk_54:82:55) 


More information| 
revealed 


08 00 06 00 20 cc 78 0d ed 0a 1e 08 Ol 2.1 DLII 
00 0d 88 54 82 55 0a 
0030 FF FF FF FF FF FF FF 


Fle: Chap 17 MAP OMS HIT FB: ID: 9 — 


According to the OSI model, the Ethernet protocol is a layer 2 protocol. It 
contains the MAC address of the destination and source. The Internet Protocol (IP) 
is a layer 3 protocol. It contains the IP address of the destination and source. The 
User Data Protocol (UDP) is a layer 4 protocol. It contains the source and 
destination port numbers. The remaining protocols are upper-level protocols 
(layers 5, 6, and 7). Unless you know the function of these upper-level protocols, it 
is not easy to determine their location in the OSI model. Many protocols span 
more than one layer because they perform more than one function. 

In this laboratory activity, you will open and inspect specific Ethernet frame 
captures (provided by your instructor) and identify the OSI model layer the 
protocol to which it should be assigned. Layers 5, 6, and 7 are combined for this 
activity. Layer 1 does not exist for this activity. To open a frame from disk, select 
Open from the File menu. 


Cirat 


Celts 
Shift+Ctri+5 
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l A dialog box similar to the following will appear. The Ethereal: Open Capture 
File dialog box will allow you to locate the files required for this laboratory activity. 
As you can see, itis a user-friendly graphical interface. The drives are listed on the 
left side, and the contents of each drive are listed on the right side. 


AAA 


(Gi ARP spanning tres 10 30 137 5 
[E] ARP STP Broadcast ete 
Pas | eerie ae pene l 
APTA Filename: ; 
Darji e 


F7 Enable MAC name resolution Se: 
FT Enable network name resolution nat 


1 First Racket: 


K saoe Elapsed time; 


You will look for files with a name starting with “Chap 17 OSI” followed by a 
protocol name or names, such as Chap 17 OSI DNS. After opening each file, you 
will examine its contents and will identify which layer(s) of the OSI model 
closely match the protocols listed. You will record your answers in a chart that is 
provided later in this laboratory activity. Draw the chart on a separate sheet of 
paper. Do not write in this book. 


Equipment and Materials 


E Workstation configured with Windows XP. Ethereal must be installed on the 
workstation. 


@ Ethereal frame capture files. (These files will be provided by your instructor 
either on a floppy disk, local drive, or networked drive.) 


Procedures 
ik Report to your assigned workstation. | 
2: Boot the workstation and verify it is in working order. | 
a: Start the Ethereal utility. | 
4. Use the Open command from the File menu to open one of the frame | 


capture files provided by your instructor. 
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Dl 


ARP y 


¿II VE EI IE EEN 


Copy the following chart onto a separate sheet of paper. For each proto- 
col displayed in the frame capture file, place an X in the corresponding 
OSI model layer of the chart and write out the protocol name. 


PS = — me A A 
yer a y col Naty 
a, and . A 
TEA RRS E ad A oe A Tr ee E a 
j | | | Ethernet 
a ope VE e e 


e | Address Resolution Protocol 


re rf = ma 


Repeat steps 4 and 5 for each frame capture file. 
After completing the chart, go on to answer the review questions. 


Return the workstation to its original condition. 


Review Questions 


Answer the following questions on a separate sheet of.paper. Please do not 
write in this book. 


1. Which protocol was found at layer 2 throughout this laboratory activity? 


- Which protocols were found at layer 3 throughout this laboratory activity? 


2 
3. Which protocols were found at layer 4 throughout this laboratory activity? 
4 


- Which protocols were not specifically identified, but typically found at layers 
5, 6, and 7? 


a 


- What protocols are used to encapsulate the upper-level (5, 6, and 7) protocols? 


6. Which protocols are used to identify the location of the destination and 
source MAC address? 


7, Which protocol is used to identify the source and destination IP address? 


8. Which protocols are used to identify the destination and source port address? 


9. Explain how protocol encapsulation provides all the required information for 
data packet delivery. 


Maintaining the 
Network 


After studying this chapter, you will be able to: 
Explain why a baseline is established. 
Describe how to perform a baseline. 


Explain the purpose and proper procedure for installing patches, upgrades, 
and service packs. 


Describe the commonly accepted practices for protecting data. 
Explain fault tolerance. 

Describe server data backup strategies. 

Explain the purpose of an Uninterruptible Power Supply (UPS). 
List commonly accepted antivirus procedures and policies. 


Network+ Exam—Key Points 


Questions concerning maintaining the network are drawn from such topics 
as patches, upgrades, and fixes; data back up strategies; antivirus procedures; 
disaster recovery; and fault tolerance. Maintaining the network requires 
knowledge about all aspects of networking and of some basic concepts associ- 
ated with PC support. 


The CompTIA organization does not list malicious software in the Network+ 
Certification exam objectives, but it is implied because the test objectives state 
that the candidate is responsible for A+ type certification questions, which may 
- appear on the Network+ Certification exam. 
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Key Words and Terms 


The following words and terms will become important pieces of your net- 
working vocabulary. Be sure you can define them. 


antivirus suite 
archive bit 
average utilization 
backdoor virus 
baseline 

blackout 
brownout 

bug 

cluster 

cold spare 
continuous UPS 
differential backup 
disaster recovery 
electrical spike 
electrical surge 
frame size average 
_ frame size peak 
full backup 
generator 

hoax 

hot spare 
incremental backup 


isolation transformer 


joke program 


Network+ Note: 


lightning arrestor 

logic bomb 

macro 

macro virus 

malware 

MBR virus 

password virus 

peak utilization 

polymorphic virus 

power conditioning 

service pack 

scan engine 

Simple Network Management Protocol 
(SNMP) 

software upgrade 

standby UPS 

stealth virus 

swap file 

system migration 

Trojan horse 

Uninterruptible Power Supply (UPS) 

virus 

virus pattern file 

worm 


Be aware that you may see A+ type questions on the Network+ Certification 
exam. 


A network only comes to a user's attention after it fails or is slow to respond 
to a user's requests. In reality, after a network is installed, it requires constant 
maintenance to be in near perfect condition and to ensure data integrity. Only 
with constant maintenance will the network be in good condition to ensure user 
satisfaction and smooth company operation. 

This chapter introduces some new concepts and reintroduces some concepts 
that have been taught much earlier. Earlier concepts are applied directly to net- 
work maintenance. Most of the maintenance of a network system is the result of 
constant monitoring by the network administrator. While the network technician 
may perform routine daily maintenance under the direction of the network 
administrator, the administrator is ultimately responsible for the type, extent, and 
frequency of the maintenance to be performed. 
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Monitoring the Server and Network 


The network system needs to be constantly monitored to determine when 
failures occur and to predict possible or imminent failure. Activity can be moni- 
tored, recorded, and expressed statistically to predict failure. For example, as a 
company grows, so will the amount of network traffic generated by the number 
of employees and customers. Statistical data based on network media bandwidth, 
total CPU activity, data storage space, and memory utilization can be monitored 
and a predicted failure rate can be forecasted through data analysis. 

The predictions are based on system history. For example, if a company 
consumes storage space at a rate of 6% per month, network storage will be com- 
promised in less than 18 months. A server’s CPU activity can be monitored, such 
as when and how often CPU utilization reaches 100%. Another example is 
memory (RAM) activity. When exceeded, it typically causes more storage space 
activity. For example, operating systems use hard disk drive space to assist RAM. 


A block of hard disk drive space is used to augment RAM. When RAM is full, the 


operating system uses the block of hard disk drive space to supplement the RAM. 

Hard drive disk space that supplements the RAM is referred to as a swap file, 
or page file. The swap file on the hard disk drive serves the same purpose as 
RAM. When the swap file is used, data processing slows because the hard disk 
drive cannot perform at the same high speed as the RAM. The slower swap file 
causes data processing to slow and affects the time it takes to retrieve data across 
the network. While the network is not the cause for the slow down, the network 
appears to be responding slowly to the user. 


Establishing a Baseline 


The only way to objectively determine the performance of a network or a 
server is to establish a baseline after the network or server is first installed. A 
baseline is a measurement of performance characteristics that can be used at a 
later date to objectively determine if the network or server is performing satisfac- 
torily. Typically, a baseline can be established by software utilities especially 
designed for such tasks. Many network operating systems have their own set of 
utilities that can perform routine baseline assessments. 

One of the most important aspects of establishing a baseline is testing the net- 
work or server under normal and stressed conditions. Some software packages are 
designed to simulate network traffic so that the network can be stress-tested. 

One of the best times to monitor a network or server is early in the morning. Start 
the monitoring process before the first shift of personnel arrives. At this time, activity 
should be at a minimum. As personnel report to their office and start the workday, 
network traffic increases dramatically. For example, the mail server will experience the 
most activity when the greatest number of personnel check their e-mail and send 
return e-mails. The times that typically generate the most e-mail traffic are first 
thing in the morning, after the lunch break, and at the end of the workday. 

It is important to understand that a baseline is not a collection of data at a par- 
ticular point in time, but rather a collection of data over a period of time. A baseline 
of the system should be established soon after a new network or server is installed 
and is operational. After that, the baseline information should be routinely 
collected and reviewed to predict events that could affect network or server perfor- 
mance. By predicting events, such as reaching an unacceptable level of collisions or 
running out of data storage space, preventive maintenance can be scheduled. 
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swap file 

hard drive disk space 
that supplements the 
RAM. 


baseline 

a measurement of 
performance charac- 
teristics that can be 
used at a later date to 
objectively determine 
if the network or 
server is performing 
satisfactorily. 
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Figure 18-1. 

A simple form like the 
one in this example or a 
more detailed form can 
be created to record 
baseline information. 


peak utilization 
the highest level of 
utilization experi- 
enced by the 
network. 


average utilization 
the average amount 
of traffic throughout 
the network in the 
time period 
monitored. 


frame size peak 

a record of the largest 
frame size recorded 
during the time 
period monitored. 


frame size average 
the average of all 
frame sizes during 
the time period 
monitored. 


Network Segment ID 


Date and Time Period 


Comments 


Frame Size Average 
Number of Protocols 
Number of Nodes 


Network baseline 

Look at a sample form in Figure 18-1 for collecting and recording baseline 
information for a network. Baselines can be very detailed, but the one in the 
example is brief. It is meant only to present you with an idea of what type of data 
is gathered and why. 

Peak utilization is the highest level of utilization experienced by the 
network. Peak utilization occurs when there is the most traffic on the network 
segment. This can happen several times during a day—for example, first thing in 
the morning, lunchtime, and at the end of the day. This is riormal and is mainly 
generated by users logging on to the network, opening files (especially large 
ones), and reading and sending e-mail. Peak utilization should not exceed 80% 
for long periods of time. 

Average utilization is as the name implies—the average amount of traffic on 
the network in the time period monitored. The average utilization for the net- 
work segment should not exceed 40%. Most new network segments will operate 
at 10% to 25%. The average and peak utilization is of major concern. When high 
rates occur, the network should be evaluated as to the cause. After the cause is 
determined, a plan for corrective action should be proposed. 

Frame size peak is a record of the largest frame size recorded during the 
time period monitored. Frame size average is the average of all frame sizes 
during the period monitored. Frame size varies, but the factors that affect frame 
size are the type of protocol and equipment used, the amount of traffic on the 
segment, and the type of data transmitted. An average TCP frame will be approx- 
imately 500 bytes. Very small TCP frames can indicate a problem. 

Number of protocols is the number of different protocols transmitted in the 
segment. A large number of protocols can indicate an improperly configured 
network interface card. For example, a card-that has been configured for the 
Microsoft Client, Novell Client, and more may include more protocols than what 
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is needed and may generate an unusual amount of network traffic. This is espe- 
cially true if the network interface card has been configured for frame type auto 
detection. Novell recognizes four different Ethernet frame types. When commu- 
nicating across the network, it is possible to generate the same frame in all four 
frame formats before successfully delivering the data. This automatically gener- 
ates four times the amount of needed network traffic. Configuring the network 
interface card for the correct frame type can reduce traffic. 

Number of nodes is the number of nodes communicating on the network segment. 
The number of nodes normally increases as time goes by. This is because econom- 
ically healthy organizations grow. When comparing segment statistics over long 
periods of time (years), the number of nodes generating network traffic needs to 
be taken into account. 

The Most active 10 nodes entry is an indicator of possible network problem 
locations. For example, a workstation with a bad cable connection may be dropping 
an unusually large number of frames, which in turn causes new frames to be 
generated and transmitted. A node that must retransmit many frames will most 
likely be in the top ten of this list. 

The Collisions entry represents frame or packet collisions on the network 
segment. Collisions are the primary indicator of a problem. There should be very 
few collisions on a healthy Ethernet segment. Less than 1% is not unusual. Packets 
dropped also indicate a problem. Packets dropped are a good indication that there 
is a cable or connection problem. 

While a form was used in the example, many systems can typically collect 
data and export the data to spreadsheet format. The spreadsheet format can be 
incorporated into a word processor application or simply printed out as a direct 
report with graphs. Most protocol analyzers can also record system baseline 
information. 

Be aware that a server, not just network devices, can cause network bottle- 
necks. The three main causes of server bottlenecks are insufficient resources, 
unbalanced client loads, and incorrectly configured service(s). Insufficient server 
resources include too many users for the amount of server resources available. 
This is especially true of server memory and hard disk drive activity. To alleviate 
this type of problem, add more memory or configure more hard disk drives and 
map users to the additional drives. 

When resource sharing is unbalanced, too many users are logging on to the 
same server when other servers are available. In this case, the default server 
logon for a portion of the users should be changed to balance the load. 

A service may be incorrectly configured to handle the given client load. For 
example, a DHCP server may be configured with a limited IP address pool or 
with a long lease period duration. In this case, the administrator may need to 
increase the number of available IP addresses or shorten the lease period. 


Server baseline 

Some of the most commonly monitored categories for establishing a server 
baseline are memory utilization, hard disk activity, CPU utilization, and server 
access activity. Memory utilization can help detect if more memory should be 
installed. Baselines include determining the amount of RAM available and 
paging file (swap file) activity. The amount of RAM available should not be less 
than 4 MB. Paging file activity should not reach higher than 70%. Higher activity 
indicates that more memory (RAM) should be added. The recommended page 
file size is approximately 1.5 times the amount of RAM. In other words, if the 
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server contains 1 GB of RAM, the hard disk space reserved for the page file 
should be set to approximately 1.5 GB. The exact size required varies according to 
the network operating system installed on the server. 

Hard disk drive activity, or disk I/O activity, is monitored to determine when 
additional disks need to be added to the system. When a hard disk drive reaches 
approximately 80% capacity, storage space should be added. 

CPU utilization determines if the CPU is overloaded with requests. CPU 
utilization should not exceed 85%. When the 85% threshold is reached, a faster 
CPU or CPUs should be added. Additional servers can also be added. Servers can 
be configured in clusters and configured to balance the resource load. 

Server access can be monitored by network connection activity. In addition to 
network connection activity, telephone connection activity will need to be moni- 
tored if the server is configured for remote access using a telephone modem. 

It is important to note that running a performance monitoring utility 
adversely affects server performance. Server performance monitoring utilities use 
resources such as memory and processor time. A healthy server should be able to 
handle some limited performance monitoring. However, if the server is already 
overburdened, the use of a performance monitoring utility can cause a severe 
increase in response time to client requests. 


Monitoring Tools 


Network events need to be monitored to detect and predict problems. The 
exact problems can vary a great deal, from simple user problems to detecting an 
intruder’s attempts to break into the system. All major operating systems have 
monitoring utilities. There are also many good third-party tools available. Moni- 
toring tools not only monitor events but also record the events into a log, which is 
then saved as a file. Event logs can be used to assist in analyzing system problems 
involving hardware, software, and security issues. 


Performance monitors l 

Most major operating systems come with some kind of performance moni- 
toring utility. Microsoft includes the System Monitor utility and Network Monitor 
utility. The System Monitor utility displays selected information about hardware 
activities of disks, memory, CPU (s), printing, and networking. The results of 
system monitoring are displayed as a graph. The System Monitor utility can be 
used to plot server performance and send alerts to the system administrator. 
See Figure 18-2. 

A utility like System Monitor provides the system administrator with objec- 
tive facts on which to base decisions about server hardware. It is an excellent tool 
for predicting system failures and determining the cause of poor performance. 
When used properly, an administrator can schedule routine hardware replace- 
ment and upgrades that will minimally affect user access. For example, if the 
CPU is at maximum performance most of the time, a better CPU or additional 
CPUs can be added during a period of low usage, such as on the weekend when 
server down time will affect a minimal number of users. Scheduling routine 
repairs and upgrades prevents unexpected and predictable network system fail- 
ures. Many failures can be avoided by routine monitoring of system activities. 

Microsoft Network Monitor is a network protocol analyzer that is used to 
capture network traffic in much the same way as other protocol analyzers. It 
can be used to establish baseline information for the network server or a 
particular network segment. The Network Monitor (netmon.exe) utility is not 
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3 Pelar A a RY a ETB Figure 18-2. 
om The System Monitor 
(eis utility can be used to 
= ee DD monitor server 


ff pare Root 
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Graphical computer hardware 
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color-coded 
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[Each object is peace e 
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installed by default. It must be installed using Control Panel | Add Remove 
Programs | Add/Remove Windows Components. 

Figure 18-3 shows the various types of data gathered by Network Monitor. 
Network statistics such as network utilization, frames per second, and bytes per 
second, can help determine network performance. Figure 18-4 shows a list of 
frames captured during one session. Any frame can be examined in more detail 
simply by clicking its entry. Details, such as the IP address and MAC address of 
the destination and source, the contents of a packet contained inside the frame, 
and a brief explanation of the frame's purpose, can be revealed. A filter can be 
configured to inspect specific frame types or addresses. 


Figure 18-3. 

The Network Monitor 
utility is a basic proto- 
col analyzer that can be 
used to monitor net- 
work performance. 
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Figure 18-4. 

Details of a captured 
frame, such as the IP 
address and MAC 
address of the destina- 
tion and source, and 
the contents of a packet 
contained inside the 
frame can be examined 
by clicking the frame's 
entry. 
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Event viewers 

All major operating systems used on servers and many desktops include 
some form of an event monitoring utility. Microsoft provides in many of their 
operating systems a utility called Event Viewer. It is designed to record events 
that occur during the operation of the server or desktop system. Some typical 
events are the starting or stopping of a service, user logon activities, share access, 
file access, and hardware and software information. The Event Viewer is an 
excellent utility for troubleshooting system failures. 

Figure 18-5 shows some of the various events recorded by Event Viewer. Pay 
particular attention to the DHCP warning in the Event Viewer screen in the illus- 
tration. Event details for a specific event can be viewed by. double-clicking that 
event. This will open the Event Properties dialog box, Figure 18-6. In the Event 
Properties dialog box, you can see that the computer failed to receive an IP 
address from the DHCP server and was issued IP address 169.254.166.252, which 
is an Automatic Private IP Address (APIPA) issued by the computer. 

Not only is the DHCP service monitored, but the WINS service and other 
networking services as well. You can see the value of a monitoring utility such as 
this one to quickly and efficiently locate system problems. 


Simple Network Management Protocol (SNMP) 

Simple Network Management Protocol (SNMP) is part of the TCP/IP suite of 
protocols and designed to allow an administrator to manage and monitor network 
devices and services from a single location. SNMP can monitor network devices such 
as servers, workstations, hubs, and routers, and services such as DHCP and WINS. 

An SNMP service consists of an SNMP management system and SNMP 
agents. The SNMP management system queries SNMP agents for information, such 
as the status and configuration of network devices and services. The SNMP agents 
gather this information and store it in a management information base (MIB). 

Windows XP, 2000, and 2003 operating systems include the SNMP Service. 
However, this service allows a host to be configured only as an SNMP agent. A 
third-party SNMP management system must be installed on a server that will act 
as the SNMP manager to fully implement the SNMP service. 
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Figure 18-5. 
System events listed in 
Event Viewer. 
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Maintaining System Software 


Software packages typically need routine maintenance. When software 
developers design their programs, they do the very best job they can, but prob- 
lems do occur. A software program error is referred to as a bug. Software patches, bug 
or fixes, are developed after the discovery of a bug or security problem. Software a software program 
is usually updated through patches, service packs, and system upgrades. error. 


Patches 


Software patches for operating systems are released frequently. Patches 
should be tested on a limited number of computers or servers before installing 
them across the entire network. Patches can cause problems with your existing 
system because of unknown or untested hardware software applications. After 
carefully and thoroughly testing the effects of a patch, you may then proceed to 
install the patch on other computers in the network. Another reason for the 
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service pack 

a collection of soft- 
ware patches, or 
fixes. 


software upgrade 

a major improvement 
or enhancement to 
existing software 
programs. 


Figure 18-7. 

The beginning of a list 
of individual fixes that 
were released with 
Windows XP Service 
Pack 1. 


caution is most patches cannot be uninstalled. Once installed and an unforeseen 
critical problem develops, you may be forced to do a back up of important data, 
wipe the system clean, and then do a new operating system installation. When 
talking about hundreds or thousands of computers, this could be very time 
consuming. 


Service Packs 


Microsoft uses the term service pack to describe a collection of software 
patches, or fixes. After every release of a major operating system, a series of 
service packs is provided free of charge to users to update the system. A typical 
service pack consists of program modifications that provide security fixes and 
updated drivers for new hardware technologies. For example, Windows NT 4.0 
went through a series of six major service packs. The first service pack released 
for Windows XP was a collection of 324 fixes that dealt with network, hardware, 
security, and basic operating system issues. You can download a detailed list of 
each fix included in the service pack. Details about the nature of each problem 
are also provided. 

Figure 18-7 shows the beginning of a list of individual fixes that were 
released with Service Pack 1. There are a total of 324. To the left of each fix is a 
technical article reference number. Clicking the technical article reference 
number displays an article with complete details about the fix. 

Keeping the operating system up-to-date with service packs and individual 
patches as they are released is good insurance against program security flaws 
and other problems that are discovered. Service packs should be tested before 
installing them on the network. 


Upgrades 


A software upgrade is a major improvement or enhancement to existing 
software programs. For example, when Microsoft developed major improve- 
ments and enhancements for Windows 98, they re-released Windows 98 as 
Windows 98 Second Edition. When the total amount of service packs and indi- 
vidual patches warrant it, a system upgrade is often released. The term upgrade 
also refers to changing from one operating system to another, such as 
upgrading from Windows 2000 Server to Windows Server 2003. 


Categorized List of Fixes in Windows XP Service Pack 1 (SP1) 


This document is a cumulative list of the articles that have been written to discuss the fixes 
included in Windows XP Service Pack 1 (SP1). Click the Q# of the Knowledge Base article 
below to view the article, R 
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Software Installations 


New software programs should be tested before they are installed ona 
network server or distributed to network clients. Software developers do a good 
job of testing their software on numerous types of computers with various types 
of hardware and software configurations. Often, a beta version of the software 
package is released so the developer can gain more knowledge about the soft- 
ware compatibility of the software package. 

Microsoft and other software developers routinely allow users to have access 
to beta versions of an upcoming release of a software package. For example, 
Microsoft Windows Server 2003 was released as a beta version months before it 
was distributed through retail outlets and installed on distributed computers. By 
releasing beta versions, thousands of copies of the software can be tested by 
many different users running various software packages and using many 
different types of hardware. Numerous flaws can be detected and remedied 
before releasing the software package. 

Hardware manufacturers work hand in hand with software developers to 
write driver programs to support their hardware. If the hardware drivers are 
developed in time, they are included in the beta version of the operating system 
so they can also be tested. After the release of new operating system hardware, 
developers must provide drivers for the system by packaging a disk or disc with 
the hardware device or offering free download drivers from their Web site. As 
you can see, the development of a new operating system can be quite involved. 

Before you install a new software package on a server or client, it should be 
fully tested. A test network consisting of a few workstations and a server can be 
set up using the same software and hardware that exists in the real network. The 
test network is separate from the real network and is used to test software 
package compatibility with hardware and software applications. A corporation or 
institution should have a lab or training room set aside that can be used for 
testing purposes. 

Installing a new software system on a network can cause unpredictable prob- 
lems. Some problems are not reversible. Any administrator or technician would 
want to avoid having to reformat the server hard drive, reinstall the operating 
system and software applications, and restore the data that was last backed up. 
During this time period, all personnel who use the network for work purposes 
would be idle. Production loss can be very expensive. Think about the hundreds 
or even thousands of employees that are being paid while waiting for the net- 
work to be functional. Think about how many customers a business could lose. 

Before installing any new hardware or software on a network system, you 
should check the hardware or software compatibility list at both the hardware 
manufacture Web site and the operating system Web site. Figure 18-8 shows a 
Microsoft Hardware Compatibility List (HCL) for Windows Server 2003. It lists 
the server and cluster systems that support Windows Server 2003. 

Often, information on one Web site will conflict with another. For example, 
the operating system Web site might indicate that the hardware device is not 
compatible with the operating system. By going to the hardware manufacturer's 
Web site, you may find that a driver has been released that will allow the hard- 
ware to work on that operating system. Conflicting information about hardware 
compatibility is a common occurrence. 

Operating systems often offer patches or fixes for security problems as they 
are discovered. Security is an on going issue. Breaches in network security 
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Figure 18-8. 
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happen constantly. E-mail newsletters are offered free of charge at all leading 
operating system Web sites. You should subscribe to these newsletters and read 
them often to become aware of the latest developments. You must stay ahead of 
intruders. Leading antivirus developers also provide newsletters. Not only do 
antivirus developers provide you with timely information, they typically release 
fixes in 24 hours or less of initial virus detection. 


Maintaining System Hardware 


The proper maintenance of system hardware is cost effective. A system 
failure during business hours can be very costly to the company. Whenever pos- 
sible, all system hardware maintenance should be performed when business and 
clients will be least affected. 


Scheduling Downtime 


Scheduling downtime is an important aspect of maintenance. A small net- 
work with a single server should have maintenance performed after business 
hours to avoid the possibility of a system crash while workers are present. You 
never want to perform maintenance that may possibly jeopardize the use of the 
network system. Most maintenance such as backups, upgrades, and virus 
updates should be performed when the network is not being used. A notice 
should be sent to all users so that they know that the network may be down for a 
period of time. The notice should be sent even if the maintenance is going to be 
performed after regular business hours. Workers may be planning to work late or 
to work at home by accessing the network remotely. 

Some businesses operate on a 24/7/365 schedule. In this case, two or more 
servers are routinely installed. One may be taken off-line to perform maintenance 
while the other carries the network. A special type of server installation is 
referred to as cluster. A cluster is a group of servers that share the network 
demand. One of the servers can easily be taken off-line for maintenance without 
disrupting network activities. 
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Major Network Hardware Upgrades 


Backbones, additional servers, routers, switches, and such may be added to the 
network system. As a company grows, it will undoubtedly require more networking 
capacity. This means that additional throughput capacity and additional workstations 
will be required. As the network system grows, other additional hardware may be 
required, such as routers and switches. Routers and switches are sometimes installed 
on existing systems as the number of workstations increase. The additional hardware 
is used to create Virtual LANs (VLANs). A VLAN increases the available bandwidth. 
The bandwidth is increased because each VLAN acts as its own separate network, 
thus reducing the amount of collision zones. 

Each VLAN has the same throughput as the original LAN. For example, it is 
possible to divide an existing 10BaseT network consisting of 100 workstations into 
two separate VLANs by using switch technology. The network is divided according 
to workgroups. Workgroups often communicate within their own workgroup but 
seldom outside of the same workgroup. By dividing the network into two separate 
LANs, the bandwidth is technically doubled by creating two networks, each with 
10 Mbps bandwidth. However, this is not always practical. Bandwidth is based on 
the actual working conditions of two or more workgroups within the network. 


Maintaining System Integrity 


The completeness and accuracy of data is referred to as system, or data, integ- 
rity. Maintaining system integrity requires protecting the data while the server is 
running. To protect data, fault tolerance and disaster recovery must be designed 
into the network. You should recall that fault tolerance is a systems ability to 


continue operation during a system hardware or software error. Fault tolerance disaster recovery 
strategies include some RAID systems and electrical power systems. Electrical the restoration of a 
power systems are covered in detail later in this chapter. Disaster recovery is the system to normal 
restoration of a system to normal operation after a disaster has occurred. It includes operation after a 
data backups, hot and cold spares, and hot, warm, and cold sites. disaster has occurred. 


d Network+ Nöte: 


For the Network+ Certification exam, be sure you know the difference ZX Network+ 
+ between fault tolerance and disaster recovery and can identify devices, i z 


systems, or strategies related to each. Remember, fault tolerance includes 
RAID systems, server clustering, and UPS units. Disaster recovery includes 
data backups and data backup media storage. RAID 0, however, does not 
provide fault tolerance.. © 9 — e 4 9 


Fault Tolerant RAID Systems 


RAID will only be quickly reviewed in this chapter. For a detailed explana- 
tion of each RAID system, review Chapter 10—Introduction to the Server. While 
there are many different RAID styles, the predominant RAID systems that provide 
fault tolerance are RAID 1 and RAID 5. 


RAID 0 does not offer fault tolerance. It is designed strictly for data storage speed. 
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full backup 

a backup method 
that backs up all 
designated data. 


incremental backup 
a backup method 
that backs up only 
data that has 
changed since the 
previous backup. 


differential backup 
a backup method 
that backs up all data 
that has been 
changed since the 
last full backup. 
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RAID 1 consists of two disk drives with matching data on each drive. If one 
drive fails, the other has a complete copy of data. RAID 1 is also known as disk 
mirroring. RAID 5 is parity and striping combined to provide an economical way 
to protect data should a hard disk drive fail. At least three hard disk drives are 
required for a RAID 5 configuration. Data blocks are striped across two hard disk 
drives, and parity for those two blocks is stored on a third hard disk drive. Parity 
and data blocks alternate across the drive system so that each hard disk drive 
consists of approximately two part data blocks and one part parity. This method. 
ensures equal restoration time if any of the three hard disk drives fail. 


Backup Data Methods 


Even with fault tolerant RAID systems, data can still be corrupted or dam- 
aged beyond repair. For example, a virus could infect each disk drive in the RAID 
system. A natural disaster, storm, hurricane, tornado, flood, or a fire could destroy 
the computer system. A backup data method must be employed to restore valu- 
able data in case any of these events occur. Backing up data is part of a disaster 
recovery system. Backups should be made at regular intervals. This way the data 
can be restored up to the last, good backup. 

The term backup refers to making copies of the data on a storage system. 
Backups can be made manually or automatically through the use of software 
applications designed for such purposes. Copies of data can be made to most any 
type of data storage medium such as floppy disks, CD-RW drives, and tapes. The 
most common storage device is a tape backup drive, but CD-RW drives and 
DVD-W drives are becoming more appropriate for small storage systems. Three 
types of backups can be performed: full, incremental, and differential. 


Full backup 

As the name implies, a full backup is a complete backup of all designated 
data. You do not need to backup everything on a server during a full backup. You 
need only copy the data. If the hard disk drive is replaced because it failed, the 
operating system and applications can be reinstalled from discs. The data is the 
real concern. A full backup operation copies all identified data during a single 
backup period. 


Incremental backup 

An incremental backup copies only data that has changed since the previous 
backup. Compared to full backups, incremental backups are time savers. 

A typical scenario of using the incremental backup method is to perform a 
full backup once a week and then incremental backups daily. In a week’s time, 
this would equal seven backup sessions: one full backup and six incremental 
backups. This process saves time when compared to doing full backups daily. 
The only disadvantage is that when data is restored, the last full backup must be 
restored first and then each incremental backup in sequential order. If one 
incremental backup is restored out of sequence, the data restoration is flawed. 
See Figure 18-9. Keep in mind that large data systems may require more than 
one tape each day for.differential as well as incremental backups. One tape was 
used in the example to keep the concept simple. 


Differential backup 
A differential backup backs up all data that has been changed since the last 
full backup. There is no need to use a series of tapes. One tape for the differential 
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Figure 18-9. 
An incremental backup requires separate media for each incremental backup. 


Data 


recovered 


backup will do because all data changes since the last full backup are recorded. 
See Figure 18-10. 


Tape drive media is vulnerable to damage through wear and electromagnetism. It is a 

good idea to alternate between two or more tapes when performing backups. For example, Teolt Ti 
if performing a weekly full backup, you should overwrite a tape every other backup. This p 
will increase the life of the tape and serve as a backup in case one of the tapes becomes 

damaged. 


A typical scenario of using the differential backup method is to perform a 
full backup once a week and a differential daily on the other days of the week. To 
restore data, the full backup is restored and then the last differential backup. 

You may wonder how the technology knows if a full backup has been per- 
formed or an incremental or a differential change has occurred. A file attribute, 
called archive, provides this information. Remember that files have file attributes 
such as read only and system. The archive attribute is actually a bit that is set 


when changes are made in the file’s contents. The archive bit identifies if a file archive bit 

has changed since the last full or incremental backup. By indicating which files a file attribute that 
have changed since the last full backup, the backup system can copy only the identifies if a file’s 
changed files. The archive bit is reset every time a full backup or an incremental contents has changed 
backup is performed. The archive bit is not reset when a differential backup is since the last full or 


performed or when a file is copied using commands such as copy and xcopy. incremental backup. 


Remember, an incremental backup copies only files that have changed since 
the last full backup or last incremental backup. Both incremental and full 
backups reset the archive bit. When the contents of a particular file changes by 
being opened and then closed during a business transaction, the archive bit is set, 
indicating that it should be backed up during the next backup operation. 

A differential backup does not reset the archive bit. It simply copies all files 
that have changed since the last full backup. Note that differential and incre- 
mental backups are never mixed. Only one type of backup, incremental or 
differential, can be performed after a full backup. 


Figure 18-10. 
A differential backup can use the same media for each backup. 
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hot spare 

a backup component 
that can automati- 
cally replace the 
failed system compo- 
nent without the 
intervention of a 
technician. 


Data backup and restoration methods 

Backup data consists of a collection of many different files. Not all files are 
accessed on any given day. For example, if a bank maintains one file per cus- 
tomer, then that single file's content remains unchanged until the customer 
performs a bank transaction. A bank may have thousands or even millions of 
customers, which equates to millions of files. There is no need to back up every 
file every day, especially if the vast majority of files have not changed. In this 
scenario, performing a full backup once a week with incremental backups during 
the week is sufficient and will speed the backup process. Small data systems, on 
the other hand, can perform a full backup everyday or a full backup once a week 
followed by a differential for every other day. 

Remember, when restoring data from an incremental backup, each incre- 
mental tape is needed as well as the last full backup. The incremental backups 
must be restored in the exact order they were created since the last full backup. 
When restoring data from a differential backup, only the last full backup and the 
last differential backup created are needed. 


Storing backup data 

Backups of critical information are a must, but what if the facility experiences 
a disaster such as a fire, flood, severe storms, or vandalism? The tape backups 
must be stored in a secure, climate-controlled, off-site environment. You may 
have additional copies of the same backups on-site for easy access if needed, but 
critical data must be stored away from the site. Key points concerning data 
backup storage include the following; 
NW Store backups off-site. 
Store backups in a secure area with limited access. 
Store backups in a climate-controlled storage area. 
Avoid storing backups in direct sunlight. 


Avoid storing backups near electrical panels or in equipment rooms. 


Avoid exposing backups to magnetic fields generated by electrical 
equipment, such as motors and speakers. 


Never store magnetic tape, disc media, or any computer equipment in direct 
sunlight. Direct sunlight can damage sensitive magnetic media. The magnetic 
tracks on backup media can lose part or all of their magnetic qualities due to 
exposure to direct sunlight and the heat generated by the exposure. Backup 
media should never be stored in equipment rooms of buildings that contain elec- 
trical equipment, HVAC (Heat Ventilation and Air Conditioning), or other forms 
of electrical equipment and electrical motors. Storage areas need to be climate- 
controlled. Backup media, especially tapes, are easily damage by excessive heat 
and humidity. Always store backup media in a secure area that has limited access 
by personnel. Someone can easily throw away a collection of backup media while 
on a routine cleanup assignment of a dusty storage area. Also, remember that 
backup media will prove to be of little value if the disaster that destroys the 
original data such as fire also destroys the backup copies. 


Hot and Cold Spares 


A hot spare is a backup component that can automatically replace a failed 
system component without the intervention of a technician. A hot spare is 
typically a spare disk drive that is part of a RAID system but not in regular use. 
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It is a standby unit that activates when one of the disk drives in the RAID unit 
fail. On failure of any disk drive, the hot spare automatically replaces the failed 
disk drive. The disk controller will automatically begin rebuilding the lost data on 
the new disk drive. The process of rebuilding the data onto the new drive is only 
possible with a fault tolerant type of RAID system, such as RAID 1 or RAID 5. The 
hot spare provides excellent fault tolerance and zero down time for the server. 
A failed disk drive can also be replaced by a cold spare. A cold spare is any cold spare 


compatible disk drive that is in storage and is used to replace a failed disk drive. any compatible drive 
If the server supports hot swap drives, the cold disk drive can be hot swapped that is in storage and 
with the failed disk drive. As soon as the failed drive is hot swapped with the used to replace a 
cold spare, the disk controller will automatically begin to rebuild the data onto failed drive. 


the new disk drive. The advantage of a hot spare over the cold spare is obvious. 
There is a minimum amount of server down time when hot spares are used. 


Hot, Cold, and Warm Sites 


The terms hot, cold, and warm are used to describe the readiness of an off- 
site data storage facility to recover from a failure at the primary site. A cold site 
refers to a data storage facility where backup data is stored. A warm site consists 
of hardware and data, but the data has not yet been loaded on to the hardware. A 
hot site is a data storage facility where a backup of data is stored as well as a 
running system containing the most up-to-date data. The system is ready to serve 
users in case of a complete system failure at the original site. The only thing 
missing from the system is the last incremental or full backup. 

As you can obviously see, the choice of off-site storage is directly related to 
cost and the value placed on the time it takes to recover from a data loss scenario. 
The cold site is the cheapest but takes the longest to set up and recover. The hot 
site offers the quickest recovery but is the most expensive to maintain. 


Maintaining Stable Electrical Power 


A good supply of electrical power is essential for keeping the server running. 
Most people assume the electrical power coming from the 120-volt outlet is a 
steady stream of 120-volt electricity. The fact is, the electrical power coming from 
the outlet is not a steady stream and, most times, is not exactly 120 volts. Com- 
mercial electrical power suffers from conditions such as spikes, surges, brown- 
outs, and blackouts. This section contains a detailed discussion of electrical 
power conditions and the electrical power devices used to overcome the ill effects 
of these conditions. 


Electrical Surges and Spikes electrical surge 

a higher-than-normal 
voltage level, typi- 
cally caused by 
lightning. 


Electrical surges and spikes are a very common occurrence in commercial 
electrical power. An electrical surge is a higher-than-normal voltage level, typi- 
cally caused by lightning. An electrical spike is a very short burst of abnormally 
high voltage, typically caused by electrical equipment. Electrical surges and 


spikes happen many times throughout the day and typically go unnoticed. The electrical spike 


. magnitude of the voltage level varies. Normally, electrical spikes are not of suf- a very short burst of 
ficient magnitude to harm most electrical systems, even delicate electronic abnormally high 
equipment. Over the years, electronic designers have incorporated techniques voltage, typically 
that limit the effect of most electrical surges and spikes. Occasionally though, caused by electrical 


they are of sufficient strength to damage equipment. equipment. 
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lightning arrestor 

a special piece of 
electrical equipment 
designed to dampen 
the effects of an elec- 
trical surge caused 
by lightning. 


brownout 

a partial loss of elec- 
trical energy, or 
voltage, in which the 
voltage level is lower 
than normal or 
average levels. 


blackout 

a total loss of elec- 
trical energy, or 
voltage. 
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The most severe electrical surge is caused by lightning strikes. A thunder- 
storm need not be in close proximity to equipment to damage it. After the light- 
ning strikes a power line, the surge can travel over twenty miles before reaching 
its final destination. Equipment along the pathway of the electrical surge can be 
damaged. A lightning arrestor is a special piece of electrical equipment designed 
to dampen the effects of the electrical surge caused by the lightning. While they 
work most times, they do not always prevent the destruction caused by the light- 
ning. Most network systems are adequately protected from lightning damage by 
a good quality Uninterruptible Power Supply (UPS). UPS devices are discussed 
in detail later in this section. 

Another cause of electrical surges through electrical systems is automobile 
accidents. Many times an automobile will strike a utility pole. When the auto- 
mobile strikes the pole. The power lines swing together causing two lines to 
touch. This causes a momentary electrical explosion, which is followed by an 
electrical surge and occasionally a brownout or blackout condition. 

Electrical equipment, such as motors, welders, and even electrical switches, 
cause electrical spikes. The spike is the result of an electrical phenomena referred 
to as inductive reactance. Inductive reactance is very common and is associated 
with the windings (coiled wire) inside motors, transformers, appliances, tools, 
and various other pieces of electrical equipment. When an electrical circuit that 
uses alternating current (AC) is opened or closed and the circuit has inductive 
properties (windings), an electrical spike is produced. The exact voltage level of 
the spike depends on the electrical characteristics of the circuit. In short, there are 
many electrical spikes during a normal 24-hour period. Most electrical spikes go 
unnoticed because of the way electrical systems are designed. The amount of 
information required to adequately understand inductive reactance is far beyond 
the scope of this book. In fact, it is one of the most difficult principles to master in 
the study of electronics. For now, just remember that electrical equipment, such as 
the items mentioned, can generate electrical spikes during normal usage. 

Standards and best practices are used to reduce the effects of electrical spikes. 
For example, computer system electrical circuits are typically isolated from elec- 
trical circuits that provide power to lighting and electrical equipment. By isolating 
the electrical circuits serving computer equipment, the possibility of electrical spike 
produced by equipment in the building are reduced. For example, commercial 
buildings, hospitals, and schools use a bright orange color to identify electrical 
outlets to be used strictly for computer or sensitive electronic equipment, such as 
hospital monitoring or life support equipment. These outlets should never be used 
for equipment that can produce electrical noise or spikes, such as vacuum cleaners, 
drills, microwaves, and other common equipment found in the workplace. Many 
electrical appliances and power tools produce unwanted distortions in the AC signal, 
which may damage sensitive electronic equipment or corrupt data. A worker using 
a drill plugged into one of the designated orange outlets will produce thousands of 
small spikes that will affect equipment on the entire dedicated circuit. 


Brownouts and Blackouts 


Brownouts and blackouts are a classification of electrical energy loss depen- 
dent on the amount of voltage lost. A brownout is a partial loss while a blackout is 
a total loss of electrical energy. For example, during a blackout, there is no voltage 
available. During a brownout, there is a measurable, lower-than-normal voltage 
level. A brownout sometimes appears to the naked eye as a dimming effect. 
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Blackouts are routinely caused by equipment failure, automobiles striking 
utility poles, fires, and natural disasters such as earthquakes, storms, tornadoes, 
and hurricanes. While a blackout can cause a loss of data, a brownout can actu- 
ally damage electrical equipment. When a brownout occurs, the voltage level at 
the electrical equipment is lower than the equipment normally expects. Most 
electrical equipment will attempt to compensate for the lower voltage level by 
allowing the amperage to increase. The increased amperage will be in excess of 
what the system can safely handle. Normally, a fuse will blow or a breaker will 
trip, thus protecting the equipment. If not, the high electrical current (amperage) 
will damage components in the electrical system. The effects of blackouts and 
brownouts on the network server and other related equipment could be pre- 
vented by the use of an Uninterruptible Power Supply (UPS). 

Brownouts may occur on any power system. The main cause of brownouts is 
excessive consumption of electricity. Excessive consumption happens most often 
when there are severe weather conditions, such as extremely high or low temper- 
ature. Electrical heating and cooling equipment requires large amounts of elec- 
trical energy during extreme temperature conditions. Most electrical devices 
specify that the ideal voltage for equipment should be within 10% of the indicated 
voltage level of the appliance or machine. For example, an electrical device rated 
for 120 volts AC requires a safe operating voltage level plus or minus 10% of 120 
volts. That would be a range of 108 volts to 132 volts. Any voltage level outside 
this range could have serious side effects. 


Uninterruptible Power Supply (UPS) 


An Uninterruptible Power Supply (UPS) is a device that ensures constant 
and consistent network performance by supplying electrical energy in case of a 
power failure or blackout. UPS systems are also designed to provide protection 
from electrical surges, spikes, and brownouts. A UPS provides a steady voltage 
level to equipment even when the input voltage level is higher or lower than 
needed. The exact length of time the UPS supplies power during a blackout 
depends on the amount of electrical load it must support and the size or amp- 
hour capacity of the batteries in the UPS unit. A UPS also provides power condi- 
tioning. Power conditioning is the process of eliminating spikes as well as any 
type of variation in the desired AC signal pattern. 

There are two major categories of UPS units: standby and continuous. Many 
other names are used to describe UPS units, such as off-line, on-line, and line- 
interactive. Off-line and line-interactive are standby UPS units. On-line is a 
continuous UPS unit. Manufacturers often coin these names. What you need to 
understand is the characteristics of each. This will help you know which one is 
the correct style for your computer system’s protection. For this chapter, we will 
use the terms standby and continuous for the two major categories. 

A standby UPS waits until there is a disruption in commercial electricity before it 
takes over the responsibility of supplying electrical energy. A continuous UPS pro- 
vides a steady supply of electrical energy at all times, even when there is no electrical 
problem. The reason for using a continuous UPS is to eliminate the possibility of data 
_ corruption. A standby UPS quickly takes over to supply electrical energy when com- 
mercial power is lost. The standby UPS can switch from standby mode to full operation 
in less than 5 milliseconds, or 5/1000 of a second. While that may seem fast, it is not fast 
enough to ensure error-free data during computer data processing. The best solution is 
to use a continuous UPS. Look at Figure 18-11 to see how the two compare. 
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Uninterruptible 
Power Supply (UPS) 
a device that ensures 
constant and consis- 
tent network perfor- 
mance, by supplying 
electrical energy in 
case of a power 
failure or blackout. 


power conditioning 
the process of elimi- 
nating spikes and 
any type of variation 
in the desired AC 
signal pattern. 


standby UPS 

a UPS unit that waits 
until there is a dis- 
ruption in commer- 
cial electricity before 
it takes over the 
responsibility of 
supplying electrical 
energy. 


continuous UPS 

a UPS unit that pro- 
vides a steady supply 
of electrical energy at 
all times, even when 
there is no electrical 
problem. 
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Figure 18-11. 120 VAC input Server side 
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Both UPS systems use an inverter and a battery. The main difference is the 
continuous UPS provides a constant flow of electrical energy to equipment 
without the slightest interruption, Figure 18-11A. The standby UPS activates the 
switching mechanism when low or no voltage is detected. In the Figure 18-11B, a 
pair of relay contacts indicates the switching mechanism. Some units use solid- 
state electronic switches, but even the electronic switches cause a slight interrup- 
tion in power. Even though this may only take a few milliseconds and go 
unnoticed in conventional lighting, television, and other pieces of equipment, it is 
serious enough to lose valuable data during data transactions such as saving, 
loading, or transferring. 


A UPS should be sized at approximately 130% of the average load, but not less than 110% 
of the expected maximum load. 


Many operating systems have software programs that work with UPS 
systems. For example, Windows 2000 Server has built-in UPS support designed 
through a partnership between Microsoft and American Power Conversion 
(APC). Look at Figure 18-12. The Power Options Properties dialog box can be 
used to configure a UPS connected to the server. Once configured, the UPS can 
display the status of the UPS unit and the status of the commercial power coming 
into the unit. You can also check low battery and low voltage conditions and 
monitor the UPS unit from somewhere on the network other than at the server. 
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Power Options Properties 


zixl 
Power Schemes | Advanced} Hibernate UPS | oes: 


he Uninterruptible Power Supply 
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Curent power source, 
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Battery condition: 


Details 


g| Manufacturer ` Generic 
E Model: 


“Configure... | HMEC 


| A - The UPS service is currently stopped. 


About... | 


Microsoft handles communication with a UPS unit as a service. To start com- 
munications with the UPS unit, you may need to open and manually start the 
UPS service located at Start | Administrative Tools | Services | Uninterruptible 
Power Supply. Look at Figure 18-13. Notice that the UPS service can be started, 
stopped, paused, and resumed. 

The UPS communicates with the server through a serial or USB port. The 
power supply sends alerts to the server or network administrator concerning 
electrical problems ranging from a total loss of electrical power to low-voltage 
conditions and the need to replace the existing batteries in the power supply. Most 
UPS systems are also equipped with RJ-45 and RJ-11 ports to provide surge protec- 
tion for the network and telephone communications lines. See Figure 18-14. 


Figure 18-12. 

Some operating systems 
have built-in support 
for UPS units, which 
allow the UPS battery 
and incoming electrical 
power to be monitored. 
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Figure 18-13. 

The UPS service can be 
started, stopped, 
paused, and resumed. 
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Figure 18-14. 

UPS unit. The light 
indicators on the front 
panel of the UPS unit 
indicate if the UPS unit is 
using AC power (On 
Line) or battery power 
(On Battery), the circuit 
is overloaded (Overload), 
and if the battery inside 
the unit needs to be re- 
placed (Replace Battery). 
Note the serial, RJ-11, and 
RJ-45 ports on the back of 
the UPS unit. (American 
Power Conversion) 


isolation transformer 
a device that uses a 
transformer to isolate 
a circuit from other 
circuits emanating 
from the same 
electrical source. 


generator 

a device that creates 
and provides 
electricity. 


Serial 
port 


ce RJ-11 port 
RJ-45 port 


Front View | Back View 


Isolation Transformers 


Dedicated electrical circuits used for supplying computer equipment typi- 
cally have isolation transformers installed near the source or electrical panel. An 
isolation transformer is a device that uses a transformer to isolate a circuit from 
other circuits emanating from the same electrical source. For example, electrical 
circuits coming from the electrical panel feed regular purpose outlets used for 
coffee pots, copiers, paper shredders, pencil sharpeners, and other types of elec- 
trical equipment. An isolation transformer isolates the special computer equip- 


` ment circuit from the other circuits. Transformers are normally used to raise or 


lower voltage levels in electrical or electronic systems. Look at Figure 18-15 to see 
how an isolation transformer works. 

The transformer consists of a primary, or input, winding and a secondary, or 
output, winding. The two windings are not electrically connected. They connect 
through a magnetic field produced in the primary winding. The magnetic field 
passes through the secondary winding, which in turn produces voltage in the 
output that mirrors the input voltage. One of the by-products of using an isola- 
tion transformer is its natural ability to suppress voltage spikes. The isolation 
transformer isolates the circuit on the output side of the transformer from the 


- effects of spikes generated on the input side of the transformer. The isolation 


transformer will not eliminate very large spikes, but it will suppress the voltage 
level, which can damage computer equipment. 


Generators 


A generator is a device that creates and provides electricity. It is used for 
computer systems that require 24/7/365 uptime. A generator can maintain power 


Figure 18-15. 

An isolation transformer 
is used to isolate, or 
separate, dedicated 
power outlets from the 
other power outlets in 
an electrical distribu- 
tion system. Isolation 
transformers suppress 
electrical voltage spikes. 
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for a few minutes to several hours depending on the size of the unit. Critical 
systems require one or more generators—for example, a system of computers 
used in an airfield control tower. If severe weather took the commercial power 
out, the control tower could still monitor airplanes and provide information to 
pilots. Other systems that rely on computer technology and require generators 
are hospitals, police, fire, rescue, security, military, banking, high-rise buildings, 
and large enterprise businesses. 


Protecting Networks from Malware 


In Chapter 16—Network Security, you learned that some of the ways a net- 
work could be compromised is through malicious code such as Trojan and Macro. 
However, malicious code cannot only compromise security, it can damage data 
and cause system failure. An administrator must be on constant guard against 
computer malicious code, or malware. A network administrator's best protection 
for the network is a combination of user policies and antivirus software. 


Establishing Network System User Policies 


All network users need user and system policies that are set in place and 
enforced. Policies outline how users are to use and not use their workstation and 
the network. Basically, policies and procedure are a list of dos and don'ts for the 
user. Typically, these are called an Acceptable Use Policy. An Acceptable Use 
Policy that helps protect a system against malware may include the following: 


Do not open any e-mail file attachments from unknown sources. 
Do not download any files from unknown sources. 

Update antivirus software on a regular basis. 

Never open e-mail advertisements, chain letters, or junk mail. 
Do not click on icons embedded in files or e-mails. 


Do not open any e-mail attachments with an exe, com, bat, vbs, shs, pif, ov! 
extension or double extensions, such as GreatPicture.jpg.exe. 


If you doubt the authenticity of an e-mail, check with the indicated source 
before opening the e-mail, especially an attachment. 


Antivirus Software 


Antivirus software is typically used to scan files and e-mail for viruses. It 
can be configured to run in the background and scan files and e-mail as they are 
accessed. When an antivirus program detects a virus in this mode, it will display 
a message that says that a virus has been detected. Depending on how the anti- 
virus software is configured, it will either prompt the user for an action to take or 
alert the user that it has cleaned, deleted, or quarantined the infected file or e-mail. 
A file is typically quarantined (moved to a quarantine directory) when the anti- 
virus software program is unable to remove the virus. The user can then use the 
antivirus software program to view the file and delete it. 
| A user can also scan files and e-mail at anytime by opening the antivirus 

program and selecting the storage locations or directories to scan. When an anti- 
virus program detects a virus in this mode, it will display a report after it has 
scanned all of the selected files. Depending on how the antivirus software is con- 
figured, it will either display the action taken or allow the user to clean, delete, or 
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Figure 18-16 

An antivirus scan 
report typically lists 
the names of all 
infected files, the name 
of the malware with 
which each file is 
infected, and the action 
taken. 


virus pattern file 

a database of virus 
signatures, or codes, 
unique to each 
known virus. 


scan engine 

a software program 
that performs the 
function of reading 
each file indicated in 
the scan configura- 
tion and checking it 
against the virus 
signatures in the 
virus pattern file. 


antivirus suite 

an antivirus software 
package that includes 
additional features. 


malware 

a software program 
designed to perform 
some type of unau- 
thorized activity on a 
computer. 
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Attachment remove 


Infected with Trojan-S... 


Infected with Trojan-S... Attachment remove | 


quarantine the infected file or files. Figure 18-16 shows a report of infected e-mail. 
Notice that the antivirus software lists the name of the malware with which the 
file is infected. 

Antivirus software should be installed on the server and on each workstation 
in the network. Antivirus software comes in enterprise versions that allow an 
administrator to easily install and update antivirus software on all workstations 
from a single location. 

Antivirus software consists of a scan engine and a virus pattern file. The 
virus pattern file is a database of virus signatures, or codes, unique to each 
known virus. The scan engine is a software program that performs the function 
of reading each file indicated in the scan configuration and checking it against 
the virus signatures in the virus pattern file. Since antivirus companies continu- 
ously update the virus pattern files as new malware is dat, the virus 
pattern file should be updated on a regular basis. 

An antivirus software program can only remove known viruses. Everyday 
there are new viruses or variations of old viruses. Virus pattern files are con- 
stantly updated to include virus signatures for all known viruses. Sometimes a 
virus is so new, the latest virus pattern file does not include a virus signature for 
the new virus. In this case, the administrator must remove the virus manually. 
Most antivirus sites provide a detailed, step-by-step virus removal process. The 
process usually involves accessing the system registry and changing values or 
removing a specific registry key. Normally, you are cautioned never to modify 
system registry content because doing so could be disastrous. You could change 
the wrong area of the registry or make a typographical error, which can cause the 
system to not be able to load the Windows operating system. You should always 
backup the registry before making any changes to the content. 

Most antivirus software packages include additional features such as a firewall, 
protection against spam, and a popup ad blocker. An antivirus software package that 
includes additional features is typically referred to as an antivirus suite. 


Malware 


Malicious software is referred to by the term malware, which is a contraction 
of the two-word descriptor. Malware is a software program designed to perform 


Chapter 18 Maintaining the Network 


some type of unauthorized activity ona computer system. The unauthorized 
activity can be harmless, such as that provided by a joke program, or destructive, 
such as a program designed to erase all data stored on the system. 
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The term malware, virus, and wormare often used interchangeably even though this is not =. g 
technically correct. 5 > 


There are many terms used to classify malware, such as virus, worm, logic 
bomb, Trojan horse, backdoor, joke program, hoax, stealth, polymorphic, and boot sector. 
The exact classification can be confusing when a particular program has a combi- 
nation of several characteristics. For example, a malware program could be used 
as an e-mail attachment disguised as a Trojan horse, which is designed to spread 
throughout the Internet as a worm and infect the boot sector of the hard disk 
drive in each host. Therefore, we now have a Trojan horse, worm, boot sector 
virus. This section looks at some of the common classifications of malware based 
on basic characteristics. 


Virus 

A virus is a type of malware that replicates itself on a computer after 
infecting it. By strict, technical definition, a virus does not automatically spread 
itself. A virus is typically introduced into a system, through the use of a disk or 
disc. It can then be spread by an e-mail attachment. Confusion arises because of 
the common use of the term virus to represent any form of malicious software. 
The news media is especially fond of the term virus. 

A virus usually has three phases: infection, replication, and execution. The 
infection comes from a source such as a floppy disk, CD, e-mail, or network con- 
nection such as the Internet. Replication is when the virus duplicates itself to 
other programs, files, drives, or other computers on a network. If a virus continu- 
ally replicates itself, it can easily consume all available hard disk drive space. 
Execution can take many forms, such as harmless, annoying, and destructive. 


Worm 

A worm penetrates a computer and may reproduce itself. It does, however, 
infect other computer systems. Technically speaking, a worm is not a true virus, 
but rather its own destructive program. A virus replicates itself on one computer 
and infects files on that particular computer. A worm infects files on the infected 
computer and automatically spreads to other computers. The fact that the worm 
automatically spreads its own infection is what makes it different from a virus. A 
classic example of distributing a worm is through the use of e-mail. When a 
worm is sent as a file attachment, it replicates itself by using the list of contacts in 
the e-mail database. The people on the contacts list receive an e-mail, which may 
or may not need to be opened to infect the people on their contacts list. Worms 
are also referred to as bacterium virus by some authorities. 


Trojan horse 

A Trojan horse appears as a gift, utility, game, or an e-mail attachment. 
When the file is opened, the malware is activated. It can cause immediate damage 
or wait until a later preset date. It can have an outward appearance of a harmless 
JPEG file or a utility to assist you with some sort of computer operation. You may 
not even realize that it is a virus. After all, that is the objective of the intruder. 


virus 

a type of malware 
that replicates itself 
on a computer after 
infecting it. 


worm 
a type of malware 
that infects files on a 
computer and auto- 
matically spreads to 
other computers. 


Trojan horse 

a type of malware 
that appears as a gift, 
a utility, game, or an 
e-mail attachment. 
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joke program 

a type of malware 
designed with some 
sort of joke as the 
payload. 


MBR virus 

a type of malware 
that attacks the 
master boot record 
(MBR) of a hard disk 
drive. 


logic bomb 

a type of malware 
that remains dormant 
until a certain event 
takes place. 
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After a while, things happen. The hard disk drive is erased or filled with dupli- 
cates of the original program, leaving no space for any other files to be saved. A 
Trojan horse can cause most anything imaginable. 


Joke program 

A joke program is designed with some sort of joke as the payload. For 
example, when the user invokes a certain action, the joke program is triggered. 
The joke might be designed to display a dialog box on the screen similar to the 
one in Figure 18-17. This joke program was written in Visual Basic. It looks like a 
real dialog box because it is! Visual Basic uses the same dialog boxes and other 
features found in the Microsoft operating system family of products. 

While this joke appears harmless, there are some that are not. For example, 
there are joke programs that can render the user’s computer unusable. The screen 
spins before their eyes and cannot be stopped until a secret key combination is 
used. The prank is harmless, unless the person who receives the joke program 
never receives the key combination to stop the program. Then the joke program is 
as destructive as any other malicious software program. Much production time is 
lost while attempts are made to remove the program. Joke programs are really no 
joke at all, especially in the world of business. 


MBR virus 

An MBR virus is a type of malware that attacks the master boot record (MBR) 
of a hard disk drive. It is considered extremely destructive. When activated, the 
virus plants hexadecimal codes in the MBR, rendering the MBR useless. This 
results in a system boot failure. Damage is usually limited to only the master 
boot record, which can be rebuilt if backups of system files have been made. Note 
that this includes the system files, and not just the data files. Many antivirus 
programs perform MBR backups as part of their installation and require a floppy 
to save necessary records for rebuilding the system. 

One point of particular interest is the fdisk/mbr command used to repair the 
MBR. Certain known virus programs such as the Monkey virus move the loca- 
tion of the MBR. Applying the fdisk/mbr command will not remedy the problem 
and most likely will do more damage. 


Logic bomb 

A logic bomb remains dormant until a certain event takes place. The event 
could be a date, time, a certain number, word, file name, or even the number of 
times the virus program is loaded. The idea behind the design of a logic bomb is 
to wait for a period of time, which allows the virus to spread to other computers 
before releasing its destructive payload. 


Figure 18-17. 

Example of a joke pro- 
gram written in Visual 
Basic. A message box 
like this could panic a 
user because it looks 
like a dialog box pro- 
duced by the Microsoft 
operating system. 


Formatting System Hard Drive 
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Backdoor virus 


A backdoor virus is designed to go undetected and create a backdoor on your 
system. It is not designed to be directly destructive, but rather to breach security 
systems. Once the backdoor is created, the computer's file system can be accessed 
despite standard password and standard security systems. Backdoors are usually 
associated with network systems, but can also be used on stand-alone PCs. 


Password virus 

A password virus is not a virus in the sense that it is designed to destroy a 
system or replicate itself, but rather, like the backdoor, it is designed to breach 
security by stealing passwords. The password is stolen and then redirected to 
another location, possibly on some other network on the Internet to be accessed 
later. The administrator of the network that houses the stolen password will 
probably not be aware that the network is being used to store a stolen password. 
A password virus is closely associated with backdoor viruses and may be used in 
combination. Both the password and backdoor virus are designed mainly for 
illegal access to networks. Either can be used to access a private PC when con- 
nected to the Internet. 


Stealth virus 

A stealth virus hides from normal detection by incorporating itself into part 
of a known and usually required program. The signature of a stealth virus is dif- 
ficult to acquire unless the computer had an antivirus program installed when 
new. When the antivirus program is installed with a clean PC, it monitors 
changes in all files, especially those susceptible to a stealth virus. For example, if 
the program changes in length, it is a sign that a stealth virus has infected it. 


Polymorphic virus 

A polymorphic virus is any malware that changes its characteristics or pro- 
file as it spreads to resist detection. It can change its program length randomly 
and also change the location of the files it chooses to infect. By constantly 
changing its virus profile, it can go undetected by antivirus programs that com- 
pare files or programs to the signature or profile of a known virus. The most 
dangerous viruses use both the polymorphic and stealth characteristics to protect 
themselves. 


Hoax 

A hoax is as the name implies. It is not a real virus, but a message that is 
spread about a real or unreal virus. It could be classified as a prank. Hoaxes are 
not harmless because they can cost money through the loss of production. The 
hoax may warn of a virus, such as a logic bomb, that will start infecting systems 
at noon on June 5. People who believe the hoax may shutdown their computer 
and wait for an antivirus program to clean their computer before resuming work. 
It may take time before they realize that this is just a hoax and that no virus 
exists. Much time could be lost, especially if the scenario takes place in the corpo- 
rate environment involving thousands of computers. As you see, while not incur- 
ring harm to the PC and its data or system files, the hoax consumes valuable 
: production time, which cost a company money in the form of labor costs. 


Macro virus 
A macro is a symbol, word, or key that represents a command or list of key- 


strokes. Most word processing applications, such as Microsoft Word, include a 
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backdoor virus 

a type of malware 
designed to go unde- 
tected and create a 
backdoor on a 
computer. 


password virus 

a type of malware 
designed to breach 
security by stealing 
passwords. 


stealth virus 

a type of malware 
that hides from 
normal detection by 
incorporating itself 
into part of a known 
and usually required 
program. 


polymorphic virus 

a type of malware 
that changes its char- 
acteristics or profile 
as it spreads to resist 
detection. 


hoax 

a message that is 
spread about a real or 
unreal virus. 


macro 
a symbol, word, or 
key that represents a 
command or list of 
keystrokes. 


648 Networking Fundamentals’ 


macro virus 

a virus created by the 
macro feature of a 
software application 
program. 


system migration 
the process of com- 
bining two diverse 
operating systems 
into one. 


macro utility. A macro virus is named after the macro utility. A non-virus macro 
is designed to assist a computer user by converting repetitive tasks into one 
simple key code or name. Macros can record a set of user keystrokes and then 
save the set of keystrokes under a file name. When needed, the user can press the 
keystrokes to invoke the task or set of tasks the keystrokes relate to. For example, 
a set of keystrokes for creating a company heading to be used repeatedly can 
easily be created in the Microsoft Word program. A typical heading with the 
company’s name, address, phone number, contact person, and greeting can all be 
created and saved as a macro. When loaded, the macro automatically recreates 
the keystrokes producing the desired company name, address, and such. This 
same method is used to create virus programs. The virus macro is usually 
distributed as an e-mail attachment. 

One way malicious file attachments are hidden from users is by taking 
advantage of the fact that a file name can be 255 characters long, can use periods 
in the name, and blank spaces. For example, saving a file with a long string of 
blank spaces can hide an exe file extension. Look at the following example: 


The Report.txt .exe 


The filename in the example is over fifty characters long. If an e-mail was 
sent to someone with this filename, only the The Report.txt portion of the file 
name would show in the attachment field at the top of the e-mail. The exe file 
extension would be hidden from view. The person receiving the e-mail with the 
attachment would activate the malware when they opened the attachment, 


; unaware that the attachment is an executable program. 


Merging Networks 


Mergers and acquisitions of different corporations into one new corporation 
are common in corporate environments. Two competing companies often merge 
as a way to increase profitability. When two companies merge, many costs can be 
eliminated. It results in reduced overhead or operational costs, while maintaining 
the same productivity and customer base. For example, if two competing widget 
manufacturers merge, they will still have the same, total number of widget cus- 


_ tomers and have the same combined gross income. However, after the merger, 


some personnel positions can be reduced or eliminated. The number of high-level 
management positions can be reduced and departments, such as finance, can be 
eliminated from one company and absorbed by the other, or one could be greatly 
reduced. As the departments of the two companies are merged and personnel are 
reduced, equipment costs and business square footage required can be also 
reduced or merged. This reduces the total cost of production and thus increases 
the profits for stockholders and investors. 

When the two companies merge, they may also be combining two entirely 
different networking systems, such as Microsoft Windows and Novell NetWare 
or Unix/Linux. The networking technicians and administrators are charged with 
the task of making two different operating systems and networks compatible in 
the most efficient manner. This is not always an easy challenge. The combining of 
the two systems may also involve turning the entire network into one network 
operating system. Combining two diverse network systems into one is often 
referred to as system migration. 

The term migration is also used to describe converting from one operating 
system to a newer version of the operating system that uses different technologies. 
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For example, changing an existing Windows NT Server installation to a Windows 
2000 Server installation. Windows 2000 Server uses the Active Directory to main- 
tain the directory structure and provide services. Windows NT does not. Infor- 
mation on the Windows NT system, such as users and groups, must be migrated 
to the Window 2000 Server Active Directory. 

All major network operating systems can be based on TCP/IP communica- 
tions. This means that all equipment on the network can be identified with IP 
addresses. When modifying or adding equipment, such as printers to a network, 
the IP address must be static and not dynamic. It is important that all static 
addresses be unique. 

Also, when providing Dynamic Host Configuration Protocol (DHCP) services 
from the servers of the two different network systems, the technician must be 
careful not to duplicate IP address assignments. The two IP address pools should 
be merged to form one large pool. 

There are many aspects to be concerned about when maintaining an existing 
network. At the technician level, you typically are not responsible for these deci- 
sions. The network administrator or administrative team must carry the burden 
of responsibility for decisions that affect the entire network. The decisions must 
be made carefully based on an existing body of knowledge. There are many case 
studies provided at vendor Web sites. Case studies are documented studies of 
how certain companies proceeded to achieve goals, such as system migration, 
upgrading, expansion, and new installations. The case studies should be used to 
serve as a model or as a possible guide to accomplish a similar task. There is little 
or no need to start your own merger from scratch. 


Summary 


@ A baseline of the system should be established and then routinely collected 
to predict events that may occur. 


M Monitor the network performance and do periodic comparisons between the 
current indicators and the original baseline to spot trends. 


M Software programming flaws are referred to as bugs. 


HH Patches or fixes are used to correct bugs and security problems as they are 
discovered. 

MH Microsoft periodically releases collections of fixes and patches called service 
packs. 


M Software patches, fixes, and service packs should be tested before applying 
them to the entire network. 


mM Adding a switch to create two or more virtual LANs (VLANs) can increase 
an existing network’s bandwidth. 


E The two types of UPS units are standby and continuous. 
W Data integrity is the completeness and accuracy of data stored on the 
network system. 


E Ensuring system integrity requires regular data backups and protecting the 
data while the server is running. 


E The three types of backup are full, incremental, and differential. 


m A full backup makes a complete copy of the original data and resets the 
archive bit. 
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A differential backup copies changed files since the last full backup. It does 
not reset the archive bit. 

An incremental backup copies changed files since the last incremental 
backup and then resets the archive bit. 

A good antivirus software suite and human resource training regarding 
computer policies and procedures are the best defenses against malicious 
software programs. 

A virus is a self-replicating program that wastes hard disk drive space. 

A worm is a malicious software program that automatically distributes itself 
across a network system. 

A Trojan horse is a malware program that has a deceptive or harmless 
appearance as a gift. 

There is no way to completely protect a system from malicious software 
programs. 

Caution should be used when making changes to the system registry as part 
of the steps to remove a virus problem. Always backup the system registry 
before making any changes. 

When adding equipment such as printers, use a static IP address, not a 
dynamic IP address. 


Review Questions 


Answer the following questions on a separate sheet of paper. Please do not 


write in this book. 


il 


Why are networks monitored? 


. Why is a baseline established? 


2 
3. What are some types of information gathered for a network baseline? 
4. 
5 
6 


What are some typical events that can be monitored on a server? 


. Problems in software programs are referred to as 


. Software programs installed periodically to solve problems with security or 


hardware are called or 


Microsoft periodically releases a major collection of software patches and 
fixes and refers to them as 


. Why should patches be tested before installing them on a network system? 


. What should you do before installing a new software package on a network 


system? 


10. 


Mi 


12 
1S: 


14. 


15. 
16. 


l7 
18. 


19 
20. 
pit 
22 
23. 


24. 


AD 


26. 


27. 
28. 
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What should you do before installing a new hardware device on a network 
server or client? 


Explain how bandwidth is increased by installing a switch and creating two 
or more virtual LANs? 


Which RAID system does not ensure data integrity? 
What are the three types of system data backups? 


Which backup system takes the least amount of time to perform for a daily 
backup? 


Which backup system takes the most amount of time when restoring data? 


Which backup system is performed using a series of individual tapes that 
must be reinstalled in the exact order they were created? 


When is the archive bit for a file reset? 


What device is used to protect a server from power blackouts and 
brownouts? 


Will a UPS protect against voltage spikes or surges? 
What are the two major classifications of UPS systems? 
What is an isolation transformer? 

All viruses and worms can be referred toas___. 


What is the name for a malicious software program that infects files on an 
infected computer and automatically spreads to other computers? 


What term is used to describe a malicious software program that appears as 
a gift, utility, game, or an e-mail attachment? 


What type of virus is commonly created using a simple word processing 
program? 


List seven things that a user can do and not do to help protect a system 
against malware. 


What does the term migration mean in reference to networking systems? 


What precaution must be taken when combining two network systems that 
are both using DHCP? 
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=== Sample Network+ Exam Questions 
K Network+ 
Sa ee 


Answer the following questions on a separate sheet of paper. Please do not 
write in this book. 


1. Which device is required to provide a steady stream of continuous electrical 
power to a server? 
A. A power strip with surge protection. 
B. A generator rated for at least 12 kW. 
C. A standby UPS system rated for at least 2000 W. 
D. An online UPS system rated for at least 2000 W. 

2. You need to design a fault tolerant system for backing up critical data stored 
on a single network server. The system is in operation five days per week, 
Monday through Friday. You want to be able to restore the data as fast as 


possible after a hard disk drive failure. Which fault tolerance system will best 
meet the requirement of restoring the lost data as quickly as possible? 


A. Perform a full backup Fridays and an incremental backup each day of the 
week. 

B. Perform a full backup each day of the week. 

C. Perform a full backup Friday and a differential backup each day of the week. 

D. Install a RAID 1 system in the server. 

3. You notice that the network has slowed over the last several weeks. While in 
the server room, you notice that the hard disk drive activity light seems to be 
constantly blinking. What might be the most likely cause of both symptoms, 
the network speed appearing slower and an increase in hard disk drive 
activity? 

A. The CPU does not have sufficient processing speed to accommodate 
network request and activity. 


B. The existing RAM is not of sufficient size to support the amount of 
network request and activity. 


C. The power supply is heating up, causing a slowdown in processing speed. 

D. A loose or faulty cable is causing too many packets to be dropped thus 
resulting in increased hard disk drive activity on the server. 

4, What should be done before installing an operating system upgrade? 

A. Run chkdsk before you install the upgrade to provide more available disk 
space. 

B. Backup all critical files. 

C. Remove all existing applications before the system upgrade to ensure 
there will be no software conflicts during the initial boot. Then reinstall 
the applications. 

D. Stop all support services on the server so that they are not corrupted 
during the system upgrade. 
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10. 
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Many more user workstations have been added to your existing Ethernet network RA 
since it was first installed. Over a period of time, demand has increased beyond for e n 
what the network was originally designed. Which recommendation would best 5 Network+ 
remedy the problem in the shortest amount of time with the least amount of cost? “ 
A. Install a new server with more RAM, at least two CPUs, and more hard 

disk space. 


B. Evaluate the system and install a switch that will separate the traffic flow 
by departments. 


C. Remove the logon and authentication requirement for network users to 
release more hard disk drive space, decrease CPU demand, and decrease 
most of the network traffic. 


D. Subdivide the network by department using hubs to block broadcasts 
from department to department and reduce the overall amount of 
broadcast across the entire network. 


. What does a file archive bit indicate? 


A. How many times the data has been copied. 

B. The file is not an original. 

C. A backup of the data has been made. 

D. A file accessible to legacy software programs. 

Which of the following would be required for a cold backup site for the 
corporate accounting department? 

A. Copies of daily backup tapes. 

B. Equipment matching the corporate headquarters and backup copies of data. 
C. Operating software loaded on backup site computers and copies of data. 


D. Accounting software, operating system software, and backup copies of 
data loaded on the backup site computers. 


. Which backup technology only copies files that have changed since the last 


full backup and does not reset the file archive attribute? 
A. Incremental 

B. Differential 

C. Sequential 

D. Sparse 


. Which UPS system provides the best protection for a network server? 


A. Off-line 

B. Standby 

C. Continuous 
D. Generator 


Which RAID system provides no fault tolerance protection? 
A. RAIDO 

B. RAID 1 

C. RAID5 

D. RAID 1 and 5 


654 Networking Fundamentals 


Suggested Laboratory Activities 


1; 


At a vendor Web site, locate and download several case studies concerning 
system migrations. Study the details of how it was accomplished and make a 
report to the class. 


. Locate a manufacturer that manufactures switches. Download information 


on how a switch can affect bandwidth. 


. Do an Internet search to find a Hardware Compatibility List (HCL) that 


could help you upgrade an existing network operating system to a newer 
network operating system. 


. Open and explore the Windows 2000 Server UPS support dialog box. 


5. Visit a major antivirus Web site, and then download and install a trial basis 


antivirus suite on a server. 


. Look up the steps required to remove some of the more commonly known or 


latest viruses. 


Interesting Web Sites for More Information 


www.adaptec.com 
www.antivirus.cai.com 


WWW.apcc.com 
www.ca.com/virusinfo/ 


www.drsolomon.com 


www.f-secure.com 


www.grisoft.com 
www.mcafee.com 
www.sans.org 
www.symantec.com 


www.trendmicro.com 


www.vcatch.com 
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Laboratory Activity 


LANguard Network Security 


Wi VY WJ WI | G 
y 


Cin A 
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After completing this laboratory activity, you will be able to: 


mM Install the LANguard Network Security Scanner utility. | 
ŒE Determine if the latest patches and service packs are installed on a system. l 
M Identify network client and server potential security problems. 

NW Inventory workstations, servers, and other network devices. 

Introduction 


In this laboratory activity, you will download and install a third-part utility 
called LANguard Network Security Scanner. LANguard is a software utility 
designed to check for potential security problems and scan for needed mainte- 
nance items, such as software patches and service packs. Identifying missing net- 
work operating system patches and updates are critical in keeping the network 
system secure and in working order. 

LANguard checks and identifies many security vulnerabilities and recom- 
mends corrective actions. The security items include open ports, open shares, 
passwords that do not meet minimum security requirements, and programs 
that run automatically, such as Trojans. LANguard also checks for USB devices 
that might be connected to the network and considered a violation of company 
security policy, such as wireless adapters, wireless access points, hard drives, 
cameras, and other devices that use a USB port. As you can see, LANguard is a 
versatile utility that conducts an in-depth check of the network. 

LANguard not only identifies missing patches and service packs, it can be 
configured to install them from one location. It can also install third-party soft- 
ware patches and updates. LANguard also identifies and inventories most of 
the devices connected to the network including the type of operating systems 
installed, MAC and IP addresses, domain names, and user names. 

The highlights of LANguard are presented in this laboratory activity. To 
achieve a more detailed and comprehensive understanding of LANguard, you 
need to read the user manual, which is in PDF form. It can be downloaded for 
free from the GFI Web site. Using the LANguard Network Security Scanner 
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utility is very simple. With default configuration settings, you would simply 
input a range of IP addresses to be scanned and then select the Sean button and 
sit back and watch. Look at the following figure. 


e = = —— Se ee = s — — 
wee — = = 


a — . 
|| Sean Target [132:168.0.1-192 168.0.15 =] Protte: [Defaut >] 


Computers and E 5 (eau) || Scanned Computers) [8 Start 
devices displayed IP address range to be scanned | scan 
in this window | button 


Scan results are displayed 
in this window. 


Description of scan activities are 
displayed in this window. 


LANguard is set up to scan IP addresses 192.168.0.1 to 192.168.0.15. LANguard 
can conduct a scan of the network as either an administrator or as a null session. In 
fact, there are three user types that can be configured before performing a scan: 
Currently Logged-On User, Alternative Credentials, and a NULL Session. When 
a NULL Session is selected, the results reveal the same vulnerabilities that a hacker 
might see. The Currently Logged-On User option is as implied. You log on to the 
system as the administrator and then conduct the scan. This reveals detailed 
information, which requires administrative privileges. The Alternate Credentials 
option allows you to input a user name and password. The results of this type of 
scan reveal what one of the users assigned to a group in the network might see. 

LANguard Network Security Scanner runs a security scan first and then 
checks for missing patches and service packs, open ports, open shares, auditing 
policies, password policies, groups and users, and computer properties. The 
exact sequence is listed on the leftmost pane of the LANguard window under 
Tools Explorer. Computers, servers, and other devices are listed in the Scanned 
Computers (middle) pane. The scan results are displayed in the Scan Results 
(rightmost) pane when the scan is completed. Look at the following figure to see 

Í an example of a scan in progress. Take note of the overall progress indicated as a 
í percentage in the Scanner Activity Window (bottom) pane. 


Chapter 18 Maintaining the Network 657 


E O re Scan. | H la = Using: Currently Logged-On User + Lise hume: E ] Rascword, i 


Socunty Se sapner (Deteuit) 


L Sean Target [i92 165000 1-192 108.100, y 
L 


m- [MA 2 192.168.0.9 [WIN2003SERVER] 
4S E] 2 1921680.10 [CUENTI] 
é [Y] 2 192.168.6015 [MULTIBOOT98] 


Validating targets.. 
Buding computers list.. 
Resolving hosts.. 
Check if a valid range of addresses was specified. 
Netbios discovery.. 

Reply from 192.168.0.9 (MN2003SERVER) 
Reply from 192.168.0.10 (CUENT1) 
Reply from 192.168.0.15 (MULTIBOOT98) 
‘SNMP discovery. 

Community string: public 


[Sending SNMP queries to 192.168.80.10 SR me E | Overall progress: 11% 
do 


The following figure shows the results of a completed scan. Notice the 
topics listed in the Scanned Computers pane. You can select any of the topics to 
reveal detailed information. The detailed information displays in the rightmost 
pane labeled Scan Results. In the figure, you can see that 23 patches have been 
installed on the identified server. You can learn much more about LANguard 
Network Security Scanner by consulting the manual and installation guide 
located at the GFI Web site, www.GFl.com. 


File Tools Configure Help t 
$ New Scan... | vl, 7 Using: a NULL Session ~ User Name: { | Basswonds Lo EA 
Security Scanner tDetawkt) 


Scan Target: [192 168.0.1192.168.0.15 y] Profes [Defaut +] 


D A @ 192168.0.3 [(MIN2000SERVEA] (Windows Serv: | S- 3 Instaled Patches (32) i 

HEF Ful report (4 | 3-1) Windows Server 2003, Standard Edition Gi 

Y; ; [B vulnerables [High securky] TE i i | BCD intenet Explores 6.0 for Windows Server 21 y 
| EA ; E E Nondetectable patches 

~~ Ef. Patches which cannot be detected whethe 

t- [Z Double click here to be taken to the approy i 

+ GR Security audit policy (On) i 

: Registy { 

Open TCP Ports (8) ; 


| [+ [yf System patching status 
GA NETBIOS names (8) 
. Computer 


1 Th 
E Configuration Ip: i 
"1 B] General i Services (91) 


192.1680. 10 [CLIENT1) [Windows XP) 
A 192.168.0,15 [MULTIBOOTS8] (Windows Sx) 
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Note: 

It is important to note that workstations should not be running a firewall program 
while performing a scan. Firewalls will interfere with the data collection. In a 
normal network scenario, there will typically be only one device running a firewall 
utility. Typically, the designated network gateway will be running firewall 
software. The network gateway can be a router, a proxy server, or domain server. 


Equipment and Materials 


Lal 


Workstation with Windows XP installed. Can be part of a peer-to-peer or 
client/server network. 

Administrator user name and password. 

Range of IP addresses you will scan. (Record this information on a separate 
sheet of paper.) 


Note: 
Your instructor may supply you with a copy of LANguard Network Security 
Scanner. 


Procedures 
ik Gather all required materials and report to your assigned 
workstation. 
2. Boot the workstation and make sure it is working properly. 
ch If you already have a copy of LANguard Network Security Scanner, 
skip to step 6. If not, create a folder in your workstation directory and 
label it LANguard. This is where you will download the LANguard 
Network Security Scanner and documentation. 
4. Locate the LANguard Network Security Scanner utility by either 
conducting an Internet search using the keywords LANguard Network 
Security Scanner or going to www.GFLcom and accessing the 
LANguard Network Security Scanner download page. 
Se After locating LANguard Network Security Scanner utility, 


download the trial copy, the accompanying manuals, and the quick 
start or installation guide. You will need to refer to the installation 
guide when installing LANguard on your workstation. Make sure it 
is the LANguard Network Security Scanner that you download. GFI 
has many different software utilities that allow you to scan the 
network and check for vulnerabilities and maintenance items. 


Chapter 18 Maintaining the Network 659 


6. Read the instructions carefully before installing the LANguard 
Network Security Scanner utility. 


7. After reading the instructions, install the LANguard Network 
Security Scanner. 


8. After installing the LANguard Network Security Scanner, input the 
range of IP addresses for the network you are scanning, and then 
scan the network. The utility should run fine with the default 
settings. The overall progress of the scan will be displayed as a 
percentage at the bottom of the screen. 


9i Run the scanner as a null session and then again as currently logged- 
on user. Be sure to log on as the system administrator. Explore the 
tools available in the Tools Explorer directory listings. 


10. Remove the LANguard Network Security Scanner utility if 
requested by your instructor. 


11. Answer the review questions. You may use the LANguard Network 
Security Scanner manual to assist you with the review questions. 


Review Questions 


Answer the following questions on a separate sheet of paper. Please do not 
write in this book. 


1. What scan user types are available in the LANguard Network Security 
Scanner utility? 


2. What kind of information does a NULL Session option reveal? 
3. What does the Alternative Credentials option allow you to do? 


4. What type of information can be revealed by the LANguard Network 
Security Scanner utility? 


5. If you did not have a third-party utility such as the LANguard Network 
Security Scanner, how would you determine which devices needed patches 
and had security vulnerabilities? 


S 
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To prevent possible or imminent failure, a network must be constantly monitored. 


| Fundamentals of 
Troubleshooting 
the Network 


After studying this chapter, you will be able to: 

Outline a strategy for troubleshooting network problems. 

Explain the CompTIA troubleshooting strategy. 

Determine the best course of action to remedy a network problem. 


Describe in detail the boot sequence for Microsoft NT-based and Windows 98 
workstations. 


DOCCOO 


Determine if the problem is user-, hardware-, or software-generated. 
List the most common network problems encountered. 
Describe how event logs are used to assist with troubleshooting the network. 


Describe common TCP/IP utilities and explain their use as applied to 
troubleshooting networks. 


ARA E 


Network+ Exam—Key Points 


Questions concerning troubleshooting consume a major portion of the 
Network+ Certification exam. You must be familiar with PC repair and support, 
common TCP/IP troubleshooting commands, Microsoft Recovery Console, 
and proper troubleshooting procedures. Be sure you can identify the output 
displays of command-line utilities, such as tracert, ping, nslookup, netstat, 

. nbtstat, and the various switches used with each. 


Many of the questions relating to troubleshooting are scenario-type 
questions. These questions typically require more thought than the standard 
fact-recollection questions. Often, exhibits are included in the question, such 
as typical displays. The test taker must identify the utility that generated the 
display. To master the troubleshooting portion of the Network+ Certification 
exam, you need practical experiences. You will have a difficult time solving 
these types of questions without practical experience. 
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Figure 19-1. 
CompTIA’s network 
troubleshooting 
procedures. 


Key Words and Terms 


The following words and terms will become important pieces of your net- 
working vocabulary. Be sure you can define them. 


active partition power-on self-test (POST) 
boot partition protected mode 
Hardware Abstract Layer (HAL) real mode 

master boot record (MBR) system partition 
multitasking 


This chapter presents commonly accepted troubleshooting utilities and tech- 
niques, and in many ways, serves as a review of all of the areas covered thus far. 
Troubleshooting requires not only knowledge about the various utilities and tools 
available, but also their application. Practice using the utilities is essential to 
become proficient and skilled in troubleshooting. 

Troubleshooting a network involves not only knowledge and skills for diag- 
nosing a network problem but also knowledge and skills for diagnosing a PC. If 
you have not already completed a course in PC support and repair, it is highly 
recommended you do so. The need will become apparent while studying this 
chapter. 

Much of this chapter is simply a brief review of already mastered knowledge 
but has been placed in the context of troubleshooting. It is important that you 
bring together these concepts so that you can apply them in a work setting. 

The three most common operating systems you will encounter on a work- 
station are from Microsoft. They are Windows 98, Windows 2000 Professional, 
and Windows XP. For this reason, this chapter will use the Microsoft family of 
operating systems as the model for troubleshooting a system. 


Troubleshooting Procedures 


This chapter introduces troubleshooting based on CompTIA's recommended 
troubleshooting procedures. Figure 19-1 lists the CompTIA procedures for trouble- 
shooting a network problem. These steps are critical. Use them regularly. The 
following sections discuss each procedure in detail and relate them to real world, 
network-troubleshooting situations. 


CompTIA’s Network Troubleshooting Procedures 
Identify the symptoms and potential causes. 
Identify the affected area. 
Establish what has changed. 
Select-the most probable cause. 
Implement an action plan and solution including potential effects. 
Test the result. 
Identify the results and effect-of the solution. 


. Document the solution and process. 
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1. Establish the Symptoms and Potential Causes 


Troubleshooting a network typically begins with answering a call to the help 
desk from a system user. The first thing you need to begin the troubleshooting 
process 1s an accurate description of the problem. This description is important 
so that you can clearly establish the symptoms. An accurate description is not 
always easy to obtain from a user because they do not understand root causes. 
Users will typically describe problems in vague terms and will not be able to 
establish any patterned behavior of the problem. Descriptions such as the 
following are common: 

@ = The computer will not start. 

The computer keeps crashing. 

I can't get to my files. 

The computer is making a funny sound. 
My PageMaker program won't work. 
The printer won't work. 


As you can see, most users cannot give you a true, technical description of a 
problem. Rather, they make general statements about the problem that is readily 
visible to them. You must be able to communicate with the user without frustra- 
tion and work with the user through a dialog that will better help you under- 
stand the problem, while maintaining a good working relationship with them. 
Now is not the time to laugh at their description or joke about the terminology 
they use. They are not technical experts. 

As a skilled technician, you can ask the user a series of simple questions to 
find out more about the nature of the problem. A series of simple questions will 
typically lead you in the direction of the problem. Some of these questions might 
include: 


Is this the first time the problem has occurred? 

When did the problem first occur? 

Is anyone else in the department having the same problem? 
Has anyone added new hardware or software to the system? 


What was the last change in the system? 


When a problem is first reported by a user or noticed by the IT staff, a series 
of questions needs to be asked and answered to better understand and isolate the 
problem. Correctly approaching the problem by analyzing the situation before 
attempting repairs can save valuable time and frustration. The troubleshooting 
process always begins with questions. Be sure to ask good questions that will lead 
to a clear understanding of the problem. 

Typically in a large networking environment, an incident report is completed 
by the person at the help desk or when the call is transferred to a technician who 
will work with the problem. See Figure 19-2 for a sample of a help desk request form. 


2. Identify the Affected Area 

When diagnosing a network problem, you must first determine the affected 
area or scope of the problem. The affected area can range from a single PC to the 
entire network. Remember, a network provides connectivity to local and remote 
hosts and provides services, file sharing, Internet access, e-mail, and more. There 
are many areas in a network that can be affected; however, these areas can be 
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Figure 19-2. 
An example of an 
incident report form. 


Help Desk Ticket Number 


Caller: Date: Time: 
Location: Phone number / Ext: 
Department: Tech. Assigned: 


Complete Description 


Help Desk Action Taken 


Followup Date: 


divided into major areas. A simple LAN can be divided into three major areas: 
workstation, network infrastructure, and server. A large network can be divided 
into five major areas: 


WE Isolated workstation (host). 
Work group. 

Network infrastructure. 
Server(s). 


Outside the LAN (Internet or remote access). 


To correct an existing problem, you must first isolate the problem area and 
then proceed to diagnose and correct the problem. The problem can be thought of 
in separate areas, such as the workstation, department the network segment 
belongs to (work group), cabling and equipment (infrastructure), server, and 
remote access (outside the LAN). See Figure 19-3. When you determine the scope 
of the problem, you are determining how much of the network system is affected. 
Is the problem limited to a single workstation, several workstations, the entire 
department, a large section of the network, or the entire network? By determining 
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Workstation Workstation will not boot. 
- - I can't log on. 
There is a blue screen with a message in it. 
My computer is working really slow. 
My computer is making a funny noise. 


Servers 


= Network 
(iit E Infrastructure 
Work Group 
P ange files in the Can’t RECESS the server. 
aa e A Can’t exchange files with 
the department. 8 other departments. Can't get e-mail. 


Can't get files 
from the server. 


Outside The LAN 


www.ToysRfun.com Can't get e-mail. 
Can't surf the Web. 


the scope of the problem, you can start a list of probable equipment or software 
items to inspect. The amount of network area affected will help you determine 
the device(s) responsible for the problem. 

When first establishing the symptoms, you may be isolating the affected areas 
by applying user information. The user may say, “I can't get to www.toysrfun.com. 
There's something wrong.” You must follow up and ask, “Can you connect to any 
other sites? Can anyone else near you connect to the site? When did this problem 
first occur?” 

The user's response to the first question starts the troubleshooting process. 
You do not ask them for the scope of the problem. You ask them a few simple 
questions. From these questions, you will be able to determine the scope and will 
have gained valuable information about the problem. The user who is experi- 
encing the problem may or may not have the expertise to help you. For example, 
they may not know if anyone else is having a problem. By using some of the 
various TCP/IP utilities available, you should be able to determine the scope of 
the problem quickly. TCP/IP tools are covered in more detail later in the chapter. 

One of the most important items to assist you when troubleshooting a large 
network system is a detailed site plan that has all of the major networking 
devices identified. Many times the symptoms will provide you with short lists of 
devices to check. The map will help you identify the location of these devices. 


3. Establish What Has Changed 


One of the most important things you must ask yourself and others is, “What 
has changed?” This question can be asked in many different ways. For example, 
you may ask one or more of the following questions: 


E What has happened recently that could have caused a problem? 
™ Was there a new software package or hardware device installed recently? 


Figure 19-3. 

Network problems can 
be divided into five 
major areas: work- 
station, work group, 
server, network infra- 
structure, and outside 
the LAN. 
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M Was a new service started on the server? 
E Was a new hardware device recently installed? 


Any of the answers to these questions could help determine the cause of a 
network problem. Perhaps, nothing has changed. The system failure may have 
occurred because of other reasons such as hard disk drive failure, IC failure, and 
a corrupted system or device file. A device failure and an unrelated event can 
easily confuse the troubleshooting process. Be aware that coincidences do occur. 


4. Select the Most Probable Cause 


Troubleshooting requires a series of best guesses. Sometimes the solution to 
the problem is obvious, and other times the problem can be much more difficult 
to diagnose. Usually, someone else has encountered the same problem at some 
other location. There are thousands of documented problems and solutions avail- 
able for review at no cost on the Internet. Once the symptoms have been clearly 
established, you can conduct a search using key words related to the symptoms. 
The search should produce a listing of document abstracts or articles from which 
to choose. 

The operating system vendor typically has a search engine with related tech- 
nical support articles to help you solve your problem. They will also have free e-mail 
inquiries and support that you must pay for. Abstracts or articles will typically 
list possible solutions. Look at Figure 19-4. It shows a support document for a 
connection problem to a NetWare server. It was found by doing a Google search 
with “Can't Log on to Novell NetWare Server” as the search topic. Notice that the 
support document shows a list of symptoms, the operating systems to which the 
problem applies, and a step-by-step fix or possible solution. Although it does not 
appear in the screen capture because of limited page space, there are several 
more possible solutions for this problem listed in this support document. 

Solutions for problems can come from numerous sources, such as operating 
system manufacturer Web sites, hardware manufacturer Web sites, and commer- 
cial Web sites. Commercial Web sites offer mixed product support, focus groups, 
organizations, and more. One of the best ways for locating a possible solution to a 
networking problem is the Google search engine. The World Wide Web has an 


- extensive resource base waiting to be used. Google has a high reliability for hits 


Figure 19-4, 

Example of a support 
document. A support 
document typically 
contains a list of symp- 
toms, the operating 
systems the problem 
applies to, and a step- 
by-step fix or possible 
solution. 


Document #: . Pending 


3C905B - Cannot connect to NetWare server or there is 
no Netware logon prompt on reboot 


Set the frame type for the 3C905B-TX: 
For Microsoft Windows 95 and Microsoft Windows 98: 
1. START>SETTINGS>CONTROL P. 
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concerning technical information about networks. You will not only receive hits 
at the manufacturer or software manufacturer Web site, but also from many other 
reputable sources. 

Technical support is also available by your specific operating system. The 
support can be provided by Web site and telephone. Support may be free or fee- 
based. Vendor diagnostic software CDs, especially for hardware tests, are also 
available. As you can see, there are many sources of information, which will lead 
you to the next step—implement a solution. 


5. Implement an Action Plan and Solution Including 
Potential Effects 


When you use the Internet to conduct a search about a probable cause, you 
will also receive information about possible solutions. You will need to think 
through the possible solutions to choose the one that is the most appropriate to 
the situation. This requires experience and a broad knowledge of and familiarity 
with the network system. 

Be sure to document your solution as you progress through the process of 
diagnosing and implementing possible solutions. Documenting your work as you 
progress cannot be emphasized enough. Do not trust your memory. Writing 
down the steps you take is like leaving a trail for you to follow next time and will 
save you time and effort in the future. For example, if you have made any 
changes in system configurations, you need to write them down. A technician 
often loses track of time as they attempt to solve a network problem. As time goes 
by, they suddenly realize they have made many changes to the system configura- 
tion, and may have created additional problems or symptoms caused by those 
changes made. Always record the changes made and return the system configura- 
tion to its original settings before trying other changes. 


6. Test the Result 


This may sound simplistic, but you need to test the fix that you made. Not all 
problems need to be replicated or tested, but some do. For example, you suspect a 
new software package recently installed on a workstation has caused a problem, such 
as preventing the user from accessing a specific printer. When the new software 
package was removed, the workstation user could access the printer once again. If 
the new software package really was the culprit, you should be able to duplicate 
the problem. Try installing the software package on a different workstation and 
see if the same problem develops. If the problem of connecting to the printer 
occurs on the new workstation, then the software did actually cause the problem. 

If the second workstation did not experience a problem connecting to the 
printer, then you may have a different problem. For example, a loose network 
cable connection could cause an intermittent problem with the connection to the 
printer. You uninstall the suspected software package and the problem clears. 
While uninstalling the software package, the bad or loose connection reconnects 
and the printer is accessible once again. If you truly solved a problem, you should 

be able to duplicate it. 


7. Identify the Results and Effect of the Solution 


You must realize the full ramification of the corrective action you are taking. 
Before you apply a possible solution, you need to know the extent of how it will 
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affect the existing system. For example, when all else fails to repair the work- 
station or server, you can always reinstall the operating system. However, rein- 
stalling the operating system could produce adverse effects on the network or 
workstation. 

You typically have two choices for reinstalling an operating system: perform 
a clean installation or perform a system upgrade. When you perform a clean 
installation, all data on the existing partition and possibly on the entire hard disk 
drive is lost! You must have backups of all data files available, as well as all appli- 
cation software and any required device drivers. 

When performing a system upgrade, the original operating system files are 
replaced. Typically, data files, application software, and original drivers are not 
required. A bit of caution is necessary when performing an upgrade. You may see 
messages asking if you want to install the original version of a file or driver or 
leave the existing file intact. This message occurs when an original system has had 
patches or service packs installed since the original installation. When performing 
an upgrade, the existing files are compared to the files about to be installed. 

When two file names match but their creation dates differ, the installation 
process will typically ask, “Do you want to leave the existing file or replace it 
with the original or older file?” You should answer, “No,” and leave the latest 
copy of the file. The only exception to this rule is if you suspect the latest version 
is the cause of the system abnormality. In that case, you would install the original 
operating system as an upgrade and later add each service pack or patch one at a 
time until you reach the latest, which is the suspected cause of the abnormality. 
In most cases, a patch or service pack will not have adverse effects on a system. 
Always check the support documentation at the software vendor's Web site for 
the latest information when repairing a system. 


8. Document the Solution and Process 


Most network troubleshooting scenarios start with an incident report filed 
with the help desk. The incident report typically includes an area for the techni- 
cian to write down the implemented fix for the problem. This documentation will 
serve as a future reference. 

Documentation is an important part of network administration and should 
be completed thoroughly and in a timely fashion. Documentation will save the 
company and personnel valuable time and money, and should be considered by 
all technicians as a professional courtesy, as well as a necessity. Documentation 
can be shared with other workers especially in a large organization where 
workers do not get the opportunity to converse on a regular basis. The sharing of 
documentation can give other workers an insight to problems they may 
encounter in the future. Documentation also acts as a history of the system. For 
example, if a network interface card is replaced by another brand or version, you 
have a record available. The record can be used to update equipment inventories 
and equipment descriptions. 

Knowing what type of equipment is installed on the network is very important, 
especially when performing a migration to a new operating system. For example, 
when upgrading from Windows NT 4.0 to Windows Server 2003, an accurate list of 
system hardware is invaluable. The list can be checked against the Hardware Com- 
patibility List (HCL) to ensure that all hardware used on the existing system is 
compatible with the new operating system. Without a way to check, a new oper- 
ating system can be installed and problems may develop. These problems may 
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expend a long period of time troubleshooting only to find out later that a hardware 
compatibility problem was the issue. Always keep an up-to-date and complete set 
of documentation for the existing network and associated equipment. 

Software programs, such as HelpSTAR, are available to help an administrator 
keep track of service requests, computer inventory, and history, Figure 19-5. 
HelpSTAR is especially designed for the help desk. It is the only practical way to 
keep track of help desk calls when working with a large network consisting of 
many users or when supporting several companies. HelpSTAR can be used to 
initiate purchase orders and can keep an inventory of all new material and equip- 
ment as it is ordered for the network. By controlling the ordering process, the 
help desk also knows when the equipment needed to repair or replace a device is 
delivered and can match it to the correct job order. A service request can be initi- 
ated by e-mail or telephone request. The request is entered into the HelpSTAR 
database and assigned a reference number. The technician assigned to the problem 
can follow up by entering details about the progress and outcome of the incident. 


Troubleshooting the Workstation 


Troubleshooting the workstation involves a strong knowledge of PC operation, 
operating system software, and operating system boot sequences. If you are not 
knowledgeable about PC repair, it is strongly recommended that you take a com- 
puter repair course. A computer repair course will not only provide you with a 
background in PC hardware and repair, it will provide you with basic knowledge 
about the various desktop operating systems. This section assumes that you have 
a background in PC hardware and repair and are familiar with the various 
Microsoft desktop operating systems. It is meant to serve as a review of desktop 
boot sequences, boot files, and system recovery methods of Windows 98 and 
Windows NT-based operating systems. 


 HelpSTAR 8.2 


HelpSTAR - The Big Picture 
In Brief - How HelpSTAR Works 


DERES MX 24488 Y AEI 
Reference: 65212 
Title: WA - Helpstas database not found 
Status: Gieed 

. Requester: Jason Moore jmoore@inal.qov 860 349 3900 

* Company: Fermilab 


tmilab 
10/5/1999 1:07:33 PM 
‘Urgency: Mi 
| | Priority: Base: Medium Current: High 
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| | ¡Time in di -0,29 hours 


y | ¡Jime m service: 3. s 
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$ Working with Purchase Requests 1 f 
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+ Business Rule Designer You can use the Secondery Toolbar buttons to perform various functions, as shown below. 

+ Y User Defined Fields Give approval rating to request 
+ (Y Troubleshooting HelpSTAR (this button is not enabled 

* Reference 


iew requester details 


Find text within this request unless the request is closed) 
Vi 
| [PMs requester history 


Save to disk 
Create FollowUp aminde | 


Update request —[2> ABE A | wt E E | O- View hop fle 
Email request details- | ‘View company history 
Print View workstation details 
Close this request Delete service request 


Gn an Alarms listing this button 
removes the alarm from the listing 
but it dees not affect the request) 


Figure 19-5. 

The HelpSTAR pro- 
gram is a valuable tool 
in managing help desk 
requests. 
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power-on self-test 
(POST) 

a BIOS routine that 
performs a series of 
hardware checks to 
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puter is in minimal 
working order. 


master boot record 
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the first sector of the 
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drive partitions (par- 
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location of the 
bootable partition 
(active partition). 


system partition 

a partition that con- 
tains the required 
startup files neces- 
sary to boot the 
operating system. 
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The Windows 98 Boot Process 


The boot sequence is where many troubleshooting processes begin. You need 
a good understanding of the boot sequence when determining whether there is a 
problem with the network system or the PC. The boot sequence is the series of 
steps that are processed through the CPU until the PC is fully functional. This 
includes activating the network connection. Remember, the boot process for a 
typical PC connected to a client/server model network is not complete until the 
user logs on to the network. Figure 19-6 outlines the Windows 98 boot process. 

All computer systems go through a power-on self-test (POST) when power is 
applied to the computer. The power-on self-test (POST) is controlled by the 
computer BIOS program. The POST performs a series of hardware checks to 
determine if the computer is in minimal working order. It is not a detailed 
assessment of the hardware system. Detailed assessments require third-party 
diagnostic software and, at times, hardware diagnostic components. 

The POST performs checks on the keyboard, mouse, CPU, RAM, and hard disk 
drive. Additional checks may be performed during the POST by individual compo- 
nents containing their own BIOS, such as video cards and SCSI controller cards. 

After successful completion of the POST, the master boot record (MBR) is 
read. The master boot record (MBR) is located on the first sector of the hard 
drive and contains information about the hard disk drive partitions (partition 
table) and the location of the bootable partition (active partition). The information 
from the MBR is loaded into RAM so that it can be quickly and easily accessed 
anytime during the computer session. 

After the MBR has been loaded into RAM, it uses the partition table to locate the 
system partition and load the other information that is stored in sector 0 (the first 
sector). A system partition contains the required startup files necessary to boot the 
operating system. Sector 0 contains the startup program code for the operating system. 


In a multiboot operating system environment, the required boot files are located in the system 
partition and contain information needed to display the menu selections for a multiboot system. 


Figure 19-6. 
The Windows 98 boot 
sequence. 


Windows 98 Boot Sequence 
1. The system BIOS performs the power-on self-test (POST). 


2. The BIOS reads the master boot record (MBR) and loads it into 
memory. 


3. The BIOS uses the information in the MBR to locate the system files. 
4. The BIOS loads the io.sys file into memory. 


5. The io.sys file loads the file allocation table (FAT) into memory 
and reads boot information from msdos.sys. It also loads 
drvspace.bin if available. 


The io.sys file processes config.sys (if it exists). 
The io.sys file loads command.com. 


The io.sys file executes the autoexec.bat file (if it exists). 


RS Ger SS] GA 


The io.sys file executes win.com. 

10. The win.com file puts the CPU into protected mode and then loads 
the Windows kernel, the graphic device interface (GDI), the 
Explorer shell program, program file libraries, and network support. 
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During the boot process, the BIOS looks for the boot files in a sequence 
defined by the BIOS settings. For example, the boot sequence for a PC containing 
a hard disk drive, floppy disk drive, and CD-ROM drive can be set to check the 
floppy drive first, the CD-ROM drive next, and hard disk drive last. The exact 
sequence of the search can be changed to any order, or a device can be eliminated 
from the boot sequence. | 

The MBR is independent of the operating system. It is used no matter which 
operating system is installed on the PC. The MBR is a common target for computer 
viruses. Corrupting the MBR prevents the computer from booting the operating 
system. 


Real mode 

Real mode is the original 8088 processor form of execution. Real mode has 
limited memory access and can only load and run programs smaller than 640 kB. 
Note that the limit is in kilobytes, not megabytes, which is common today. Also, 
real mode cannot perform multitasking. In real mode, only one program can be 
loaded into memory and executed at any given time. Multitasking allows mul- 
tiple programs to be loaded into memory and the CPU to rapidly switch between 
the various programs. This rapid switching between programs make it appear to 
the user that all the programs in memory are running at the same time. 

In real mode, the Windows 98 operating system boot process begins with 
loading the file called io.sys into RAM. The io.sys file is required. The io.sys file is 
responsible for loading the file allocation table (FAT), reading the msdos.sys file 
for boot configuration information, and loading drvspace.bin (file compression 
information) if present. 

The familiar Windows logo image is presented on the screen. The Windows 
logo image may be replaced by a vendor’s own design. The system registry values 
are checked to see if the system completed a proper shut down sequence. If the 
system was not shut down properly or a system lockup or failure occurred 
during the use of the last computer session, the ScanDisk utility program is 
initiated, prompting the user for action. The ScanDisk utility can be run or 
aborted. The user can select the action to take. 

Next, the io.sys file processes the config.sys file, if one exists. The config.sys file 
is not required and is used only to maintain downward compatibility with legacy 
DOS programs. Starting with Windows 95, the registry replaced the config.sys file. 

After io.sys processes config.sys, it loads command.com and then executes 
autoexec.bat. The autoexec.bat file is also no longer necessary and has been 
replaced by the registry. However, the autoexec.bat file, similar to the config.sys 
file, may be present to provide downward compatibility with legacy programs. 


Protected mode 

Protected mode allows the computer to access memory above the first IMB 
of RAM. While in protected mode, a computer can multitask. Multitasking is not 
possible without the protected mode feature. 

After the autoexec.bat file is processed (if it exists), the win.com file executes. 
The win.com file is responsible for loading virtual device drivers based on informa- 
tion stored in the system registry and system. ini files. The win.com file puts the CPU 
` into protected mode and then loads the Windows kernel, the graphic device inter- 
face (GDI), the Explorer shell program, program file libraries, and network support. 

It is important to remember that the computer system initiates real mode 
before protected mode. It is during real mode that the operating system startup 
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can be interrupted and a command-line interface be accessed. The command-line 
interface allows a user to use various commands recognized by the operating 
system to diagnose the system. 

A user can interrupt the boot process by pressing the [F8] special function 
key. Pressing the [F8] key will cause a text-based menu, called the Startup Menu, 
to display a list of options. Through the menu options, the network technician 
can choose to start the computer with or without loading the network interface 
card drivers and connecting to the network. See Figure 19-7 for a list of Windows 98 
Startup Menu options and their description. 


The Windows NT Family Boot Process 


The Windows NT operating system family includes Windows NT (Work- 
station and Server), Windows 2000 (Professional and Server), Windows Server 
2003, and Windows XP (Professional and Home Edition). All four operating 
systems are often referred to simply as Windows NT operating systems. This 
makes for some confusion when researching technical problems. Windows NT, 
Windows 2000, Windows Server 2003, and Windows XP are based on the original 
NT kernel, so accordingly the boot sequence is similar. Figure 19-8 outlines the 
Windows NT family boot process. 

After a successful completion of POST, the BIOS locates the active partition 
and then accesses the master boot record (MBR). The MBR is similar in design 
and function as described in the previous section. After the MBR is loaded, the 
next step in the sequence is to load the ntldr file on the hard disk drive and the 
bootstrap program (boot program). The ntldr is designed to load NT-based 
operating systems. The ntldr reads the boot.ini file to locate or select the operating 
system files. 

Next, ntldr calls the ntdetect.com program. The ntdetect.com program detects 
the system hardware information, such as the computer ID, adapters, video infor- 
mation, keyboard, ports, and hard disk drives. The ntdetect.com file passes this 


Figure 19-7. 
Windows 98 Startup 
Menu options. 


Windows 95/98 Startup 
Menu Option 


Description 


| must confirm each line of the startup 


Starts the system with startup files and registry and 

2 | then displays the command prompt. 

Safe mode command prompt only | Starts the system in safe mode and only displays the 
command prompt. Can be accessed directly by ad 
pressing [Shift] [F5]. : 


Previous version of MS-DOS Starts the system using the previous version of MS-DOS. 


Command prompt only 
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a 3 Fi 19-8. 
Windows NT Family Boot Sequence The Windows NT 


family boot sequence. 


The system BIOS performs the power-on self-test (POST). 

The BIOS reads the master boot record (MBR) and loads it into memory. 
The MBR loads the operating system loader, ntldr. 

The operating system loader, ntldr, reads the boot.ini file. 

The operating system loader, ntidr, calls the ntdetect.com program. 


The ntdetect.com program detects system hardware information and 
passes it to ntldr. 


en E SS 


7. The operating system loader, ntldr, passes system hardware information 
and control to ntoskrnl.exe. 


8. The ntoskrl loads the device drivers, the hal.dil, and initializes the 
computer settings using the values stored in the system registry. 


9. The Winlogon service loads. 


- The user logs onto the system. 


information back to the ntldr, which in turn passes the information to the NT 
kernel, ntoskrnl.exe. The ntoskrl.exe program loads the device drivers, initializes 
the HAL, and initializes the computer settings using the values stored in the 
system registry. See Figure 19-9 for a complete list of Windows NT-based boot 
process files and their description. 


The system registry can be accessed and viewed using the Registry Editor (regedt32) 
utility. 


Care should be used when editing the system registry. Changes in the registry can render 
the computer inoperable. Changes to registry settings are a last resort. Instructions pro- Caution 
vided by the software manufacturer should be followed carefully. Always make a backup 

of the system registry before attempting any changes. 


The hardware device drivers are considered part of the operating system for 
the purpose of this section. Plug and Play is a combination of BIOS, hardware, 
and operating system. The point at which the BIOS interacts with Plug and Play 
software varies a great deal. There is no one set standard sequence for loading 
Plug and Play devices because BIOS designs greatly vary. 
The final stage of the boot process is the user logon. When the Winlogon 
service loads and the user logs on to the system, the entire boot sequence is com- 
plete. The user log confirms the authentication of the user. Until the user is 
authenticated, the user cannot access network system resources. The exception is 
when starting a workstation in safe mode. When the workstation is started in safe 
mode, the network connection is not completed. Connecting to the network from ¿joo partition 
safe mode is an option in the Windows Advanced Options Menu. See Figure 19-10, partition that con- 
for a list of Windows NT family menu options. tains the operating 
Often the terms active partition, boot partition, and system partition are used system files the com- 
interchangeably, but actually they have different technical meanings. The active puter should use to 
partition describes the partition that contains the operating system files the boot. 
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Figure 19-9. 
Window NT family 
boot process files. 


- bootsec.dos 
Ma 
nidetect.com 


ntoskrnl.exe 


ntbootdd.sys 


osloader.exe 


Ea CEOE ANE 


a | abstract layer. 


| This file is used for systems with SCSI drives with the 


A bis initialization file that contains information about 
operating system locations. It must be Jn cme a 

| directory of the system partition. A A 
| The MS-DOS boot sector file used to boot MS-DOS 4 
| operating systems or Windows 95. It is located i in the root i 
| directory of the system partition, n 
The dynamic link library used to support hardware driver: 

| commands to hardware devices. The functions of thë: 

| hal.di] and the NT kernel combine to form the hardware 


| | The file used to detect PC hardware installed in 1 the PC. 
| This information is required before loading the operating - 
| system kernel. The kernel must know what type of 

| hardware exists to properly load appropriate drivers. 


| The operating system loader program loads the NT | 
| | operating system or other operating system that is selected. | 
| H is located in the root directory of the system partition. 


| This NT executable file is referred to as the kernel or the 
operating system. It contains the bare essentials of the 

| operating system. It is located at \Winnt\System32\ on 

| the boot partition. 


SCSI card BIOS disabled. It is located in the root directory 
of the system partition. 


| This file is used for RISC systems. It is similar in function to 


ntdetect, bootsect.dos, and ntidr combined 


Note: The order of files listed illustrates the major steps of the typical NT system startup. 


Figure 19-10 

Windows Advanced 
Options Menu choices 
for NT-based operating 
systems. 


AE Stee OSA aN RATERS eb o 


Enable Boot Logging d 


Last Known Good Configuration 
Directory Services Restore Mode 
Debugging Mode 


| Start Windows Normally 


Í 


Reboot 


oe Sao 


| Safe Mode with Command Prompt 


Peame as ie mode with the oe of e 
_ network 'k interface « card support. 


A are en se AC CA ta n 


Same as safe mode. except with the com ae 

| displayed by loading and running cmd.exe. ` i $ 
Starts normally and records the loading and -5 
initialization of drivers as successful or unsuccessful | 
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computer should use to boot. A computer system may have many partitions. The 
BIOS needs to know which partition contains the operating system. In a multi- 
boot system, two or more partitions may contain an operating system. However, 
only one partition may be marked as the active partition. For example, a com- 
puter may have the Windows XP operating system on the active partition and 
Windows 98 operating system on another partition. When the computer boots, 
the BIOS will pass control to the Windows XP operating system because it is on 
the active partition. 

The system partition contains the core files, such as ntldr and ntdetect.com, 
which are used to start the operating system. In a Windows 98 system, these files 
are io.sys, msdos.sys, and command.com. They are typically located in the root 
directory of the active partition, such as the root directory of drive C (C:\). The 
boot partition contains the files needed to operate the computer. These files 
include device drivers, library files, services, commands, and utilities and are 
stored in a separate directory, such as \windows and \winnt. Figure 19-11 shows the 
Windows NT family arrangement of boot files and operating system files. 

Be aware that a single partition can comprise the active partition, boot parti- 
tion, and system partition. In a multiple partitioned drive, any particular drive 
can be a combination of boot and system. Typically, drive C is the active partition. 


The confusion of system and boot partition terminology comes from the fact that when 
there is only one partition, the active partition, system partition, and boot partition are all 
the same partition. 
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boot partition 

a partition that con- 
tains the files needed 
to operate the com- 
puter. These files 
include device drivers, 
library files, services, 
commands, and utili- 
ties and are stored in 
a separate directory. 


All Windows NT operating systems have similar NT kernels, but they are not 


exactly the same. There are many differences in the files that compose each oper- 
ating system. Therefore, you should only use an Installation CD that corresponds 
to the version of Windows that is already installed on the computer. For example, 
only use a Windows XP Professional installation CD with the Windows XP Pro- 
fessional operating system. The same is true in reverse. Do not use the Windows 
XP Home Edition installation CD for troubleshooting a Windows XP Professional 
operating system. These CDs have different kernel files and are not compatible. 
Using the inappropriate CD can cause additional problems. 


Hardware Abstract Layer (HAL) 

The Hardware Abstract Layer (HAL) is a software layer located between the 
hardware devices and third-party vendor driver software. It is similar to the 
Application Program Interface (API) associated with Windows 95 and Windows 98 
systems. The HAL is created when the hal.dll file is loaded into RAM. HAL 


Hardware Abstract 
Layer (HAL) 

a software layer 
located between the 
hardware devices 
and third-party 
vendor driver 
software. 


System Partition Boot Partition 


ntldr > 
ntbootdd.sys 


Figure 19-11. 
Windows NT-based 
system partition and 
boot partition files. 
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interacts with the kernel to control access to the hardware devices. Through the 
HAL, the operating system provides a set of interfaces that allow third-party 
driver software to interact with the hardware. The HAL is used in Windows 
NT-based operating systems to prevent users from directly accessing hardware 
devices, such as memory. This helps to prevent many of the most common system 
lockups and crashes, which are much more common in Microsoft systems based 
on the earlier DOS structure, such as Windows 95, Windows 98, and Windows Me. 

Through the use of the HAL, a programmer can write hardware routines 
that are device-independent. Device-independent means the program is generic 
and will work for any standard device, such as a modem, network interface card, 
and keyboard. The HAL design hides I/O interfaces, software interrupt control- 
lers, and the CPU communication systems. The third-party programmer writes a 
program that interfaces with the HAL, which in turn interfaces with the system 
hardware. It allows access to memory, system software IRQs, and other system 
resources only through the HAL. 

An example of a device-independent driver would be similar to printing a 
document in the Windows operating system environment. When the Print com- 
mand from the program menu is selected, the document prints similar to how it 
appears on the display. A device-dependent driver, however, must use a set of 
commands designed for that specific device. Information such as I/O address, 
port address, memory address, and font and paper type would also need to be 
sent. This information may require specific hexadecimal codes placed in exact 
I/O locations in place of generic commands. As you see, HAL makes interaction 
with hardware devices easier. In this scenario, a user can simply choose Print and 
the HAL layer does the rest. 


Dual Boot Systems 


Dual boot and multiboot systems are becoming more common as users 
switch or upgrade from one operating system to a newer one. When users are 
comfortable with an operating system, they are typically hesitant to change, even 
if the newer operating system is better. For some users, it is a severe struggle to 
relearn some common tasks. For example, new operating systems often change 


. the location of features. It is frustrating for the user to locate these features in the 


new operating system. A common practice is to install the new version as an 
optional system until the user has been trained on the new version. 

Two operating systems on one computer, however, can generate their own 
unique problems. A common problem is the corruption of the boot.ini file. The 
boot.ini file provides the user with a choice or selection of operating systems after 
the POST. An accidental modification of the boot.ini file may prevent any of the 
operating systems to completely boot or result in only one of the operating 
systems booting. Look at the contents of a boot.ini file as it appears in Windows XP, 
Figure 19-12. To see the boot.ini file, you must remove the hidden and system file 
attributes. You can also view the contents of the boot.ini file on a Windows XP 
system by running the msconfig command from the Run dialog box located at 
the Start menu. See Figure 19-13. 


Troubleshooting Windows NT—Based Operating Systems 


There are many tools and generally accepted procedures for recovering a 
failed Windows 98, Windows Me, and NT-based operating system. Some of these 
utilities are briefly covered in this section. To master these troubleshooting 
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Windows XP Professional l Figure 19-12. 
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concepts, you need to practice using them. See Figure 19-14 for a complete list of 
diagnostic utilities and the Microsoft Operating systems in which they are 
included. This section covers Safe Mode, System Restore utility, Last Known Good 
Configuration, Recovery Console. It also covers using an emergency repair disk. 


Safe Mode 

The Safe Mode Startup Menu (Windows 98) or Windows Advanced Options 
(Windows NT-based operating systems) choice is activated by pressing the spe- 
cial function key [F8] during the system startup. During a safe mode boot, only 
standard video drivers are loaded and essential drivers that are needed for the 
keyboard, mouse, and storage devices. No network connection is made. Starting 
the computer in safe mode can help determine if there is a problem with the PC 
or with the network. If the system appears to be working correctly with the min- 
imum set of drivers, you may be able to correct the suspected source of the 
problem. For example, if a recently loaded software or hardware device is sus- 
pected of causing the system boot failure, you can delete it from the system and 
then attempt to boot the computer system normally. 


System Restore utility 

The System Restore utility does as the name implies. It restores the operating 
system to a condition established at a previous time. The System Restore utility 
can be accessed through Start | All Programs | Accessories | System Tools even 
when the computer is running in safe mode. You may use the System Restore 
utility to roll the operating system back to a previous time when the system was 


Figure 19-13, 

The contents of the 
General | SYSTEM.INI | WiN.INI | BOOT.INI [Startup | A l boot.ini file can be 

7 a viewed from the 
System Configuration 
{fastdetect Utility. 


j Jrdisk(O ition(3)1 
muki(O)disidO)rdisk(O)partition(2)1WINNT="Microsoft Windows 2000 Professional" /Fastdete 
C:\CMDCONS\BOOTSECT DAT="Micrasoft Windows 2000 Recovery Console femdcons 


Check All Boot Paths | | Set as Defaut | | Moveup 


- Boot Options — - 
|| CJisareBoor 

: [/NOGUIBOOT 

| Cfso0ottos 

. C ¡BASEVIDEO 


, Osos 


«System: Configuration Utility 


y ee f To view the contents of the 
CIMINIMAL (NETWORK DSREPAIR : br boot.ini file in the system 
adi E configuration utility, select 
the BOOT.INI tab 


> 


678 Networking Fundamentals 


nd 
Diagnostic Utility Win98 WinME Win 2000 Win 20093 Win XP 


Figure 19-14. 
Common diagnostic 
utilities listed by 
various Microsoft 
operating systems. 


Note: The regedit utility is the preferred registry editor for Windows 98 and Me. The regedt32 utility 
is the preferred registry editor for all Windows NT-based operating systems. 


working perfectly. For example, you may have installed a new pointing device 
and loaded the required drivers only to find the computer will not boot properly 
or freezes during the boot process. You can start the computer in safe mode, start 
the System Restore utility, and select an earlier time. The System Restore utility 
rolls back the registry but does not change the existing data files, e-mail, and 
other common file types that you would not want to be removed or changed. The 
System Restore utility does remove executable files, which means that programs 
that were installed after the rollback date may be inoperable. 


Last Known Good Configuration 

The Last Known Good Configuration is essential for correcting most boot 
problems on an NT-based system. Every time an NT-based computer has a 
successful logon after a completed boot, a backup of the system registry is made. 
The backup is available for use when a computer fails to boot properly because of 
some change in the system. The change in the system could be the installation of 
a new or updated software driver or a change in some hardware configuration. If 
an error during the boot operation is detected, a message will display such as, 
“Restore the system to the last known good configuration.” When the Last Known 
Good Configuration option is chosen from the Windows Advanced Options 
menu, the last copy of the registry made during a successful boot replaces the 
existing registry. 


Emergency Repair Disk 

All modern operating systems have what is called an emergency repair disk. 
An emergency repair disk is used to repair or replace items such as the master 
boot record, file allocation tables, system registry files, or system configuration 
files. There is one very important aspect to using an emergency repair disk. It can 
only restore the system to the way it was configured when the disk was made. If 
the emergency repair disk was made right after the original installation of the 
operating system, then the system will be set up in its original state. Any modifi- 
cations to the system since the emergency repair disk was made will be lost if you 
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use the emergency repair disk to repair the system. You may lose the use of any new 
software systems that were installed, hardware drivers, and system updates or 
patches. An emergency repair disk should be made whenever changes to the system 
occur. This will ensure an updated system will be restored rather than the orig- 
inal system. Windows NT (Workstation and Server), Windows 2000 (Professional 
and Server), Windows Server 2003, and Windows XP Professional allow you to 


create an emergency repair disk. Also, a third-party vendor, such as Norton 
Utilities, can be used. 


Recovery Console 


A powerful, last resort tool is the Recovery Console. When you fail to start 
the computer with any of the previously stated methods, you may choose to use the 
Recovery Console feature. Recovery Console is a command-line utility that allows 
you to issue commands and start a limited number of software utilities that may 
correct the problem. Recovery Console is not installed during the typical Windows 
operating system installation. It can be installed by using the installation CD. Once 
Recovery Console is installed, server services can be started or stopped and files 
deleted or installed. You may also inspect the system partition(s), repair or replace 
the master boot record, check the hard disk drive for bad sectors, and more. 

See Figure 19-15 for a list and description of common Recovery Console 
commands. Also, check Microsoft article 0307654 for more detailed information 
about the Recovery Console commands available for Windows XP. 


Microsoft often includes additional third-party utilities on the operating system installation 
CD. Microsoft does not provide documentation for these utilities, but most of the utilities 
contain help files readable either through Internet Explorer or through Word. 


Roll Back Driver 

The Roll Back Driver feature is available through the properties dialog box of 
any hardware device installed on the computer. Figure 19-16 shows the proper- 
ties dialog box of a SiS 900 PCI Fast Ethernet Adapter. The dialog box contains 
buttons that allow you to view driver details, update the driver, roll back the 
driver, or uninstall the driver. 

The Roll Back Driver feature is a better alternative than using System Restore. 
System Restore rolls back all driver and configuration settings to the selected date. 
This can result in losing the configuration settings of devices you did not intend to 
change. The Roll Back Driver feature only reverts to the last driver configured for a 
specific device. For example, if you suspect a newly installed driver or driver 
update is causing a problem with a hardware device, you can use the Roll Back 
Driver feature to return to the previous version of the driver. 


Figure 19-15. 
Common Recovery 
Console commands. 
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Figure 19-16. 

The Rollback Driver 
feature is available 
through the properties 
of each hardware 
device. 


BA 
Sis 900 PC 4 F ast Ethernet Adapter Properties LPIA} 


General | Advanced) Driver (Details : Resources 


| EE SiS 900 PC Fast Ethemet Adapter 


Microsoft 

7/1/2001 

1.13.20 

Microsoft Windows Publisher 


To view details about the drives files. 


To update the driver for this device. 


Bie device nee oes e dyer. rol 
back to the previously installed 


To uninstall the drives [Advanced] 


Troubleshooting the Network Infrastructure 


The network infrastructure consists of cabling and cabling devices such as hubs, 
switches, and routers. One of the most commonly encountered infrastructure prob- 
lems is a loose cable connection. The second most encountered network problem is 
forgotten user passwords. Many of the tools described in this section were previously 
explained earlier in the textbook. You may wish to review them at this time. 


Windows XP Network Diagnostic Utility 


Windows XP and Windows Me include a powerful network diagnostic tool 
known as Network Diagnostics. The Network Diagnostics utility can be accessed by 
running msinfo32 (System Information) from the Run dialog box off the Start menu. 
When the System Information window displays, select Net Diagnostics from the Tools 
menu, Figure 19-17. Selecting the Scan your system option in the Network Diagnostics 
utility automatically runs a series of network diagnostics on the local computer. 
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The Network Diagnostic utility combines many of the traditional network 
utilities into one. It can check network connections, hardware, and services 
related to networking at one time. Some of the items it automatically checks are 
the network interface card, telephone modem (if one exists), e-mail, WINS, DNS, 
and DHCP. As you can readily see, Network Diagnostics is a versatile and pow- 
erful tool. Look at Figure 19-18 to see the results of a typical Network Diagnostics 
scan performed from a Windows XP workstation. 

As you can see, when a particular device passes the test, the word Pass in 
bright green lettering appears to the right side of the device name. If it fails to 
pass a test, then the word Failed is presented in bright red lettering. The Network 
Diagnostic utility also identifies any items that were scanned but not configured 
in the workstation by displaying the words Not Configured in bright blue. 

Network Diagnostics allows the user to customize the objects to scan and 
save results to a file for viewing at a later date. Saving the results to a file allows a 
technician or any users to see what the original settings are and compare them to 
a scan at a later date. A technician could also run a scan of the workstation, save 
the results to a file, and then transfer the file across the network to a central 
location. At the central location, it can be added to a network documentation 
folder containing information about every workstation on the network. This 
makes network documentation much easier for the technician and the system 
administrator. 


Network Cable Tester 


Cables can be analyzed quickly using hardware tools such as a network cable 
tester. Cable testers go by many different names, such as digital cable analyzer 
and cable analyzer. A network cable tester performs a series of checks of cable 
integrity. Cable faults such as opens, shorts, and grounds can be quickly deter- 
mined and located. Many cable testers can also check for crosstalk, radio interfer- 
ence, EMI, and excessive cable lengths and can determine the exact location of a 
cable fault. Some of the more expensive models can record troubleshooting data 
and download information to a computer. The computer can store or print the 
information. 
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Figure 19-18. 
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Tone Generator and Tracer 


A tone generator and tracer allow a technician to trace the exact location of 
cable runs inside walls, ceilings, or under the floor or to identify unmarked 
cables. The tone generator and tracer are separate devices. The tone generator 
attaches to one end of a cable. It produces an analog or digital signal and trans- 
mits it through the cable. The tracer is designed with special circuitry that 
receives the signal and produces a tone if it is in close range of the cable. When a 
cable fault is encountered, the signal ends or changes pitch. 

The fact that the tone generator and tracer are designed to trace the path of a 
conductor is an advantage over a cable analyzer, which does not have this feature 
incorporated. An old term still used by technicians to describe the tone generator 
and detector is fox and hound. The tone generator represents the fox and the tracer 
represents the hound. In essence, the hound (tracer) follows the fox (signal) until 
reaching the end of the cable. 


Fiber-Optic Cables 


Fiber-optic cable requires specialized tools for troubleshooting. Typically, an 
Optical Time Domain Reflectometer (OTDR), sometimes abbreviated as OTD, is 
used to locate faults in the fiber-optic cable core. The OTDR uses a light source to 
detect faults. The light source sends a pulse of light energy through the fiber- 
optic core. As the light pulse encounters defects in the core and connectors, the 
light reflects to the source, which also acts as a receiver. The amount of reflected 
light and the time it took to travel to the fault and back is instantly calculated. 
The intensity of the reflected and the calculated time indicate the type of flaw 
and the location in meters where it occurred. A more in-depth explanation of the 
OTDR can be found in Chapter 3—Fiber-Optic Cable. 


NIC Loopback Test 


The network interface card loopback test typically employs the use of the 
ping command as part of its diagnostics. A loopback test checks a hardware 
device's ability to transmit and receive signals. It consists of diagnostic software 
and an adapter (connector) called a loopback. The loopback is plugged into the 


back of the network interface card. When the diagnostic software is run, the 


loopback completes the electrical circuit between the transmit and receive pins. 
Without a connection between the transmit and receive pins, a complete series of 
diagnostic tests cannot be run. 


Indicator Lights 


All network adapters and network devices such as hubs and switches are 
equipped with indicator lights known as LEDs. There is no standard interpreta- 
tion of what the light patterns represent. To interpret the exact meaning of the 
light patterns, such as a flashing or steady light, you must consult the manufac- 
turer's resources. However, there are some general assumptions that can be 
made. If none of the indicator lights are lit, a cable problem may exist. A cable 
problem may include a disconnected cable at the hub or switch or a bad connec- 
tion at either end of the cable. There is also a possibility that the network card is 
bad, but this is rare. Generally, it is safe to assume network activity when the 
indicator lights are blinking. The more rapid the lights blink, the higher the rate 
of activity. A steady light can also indicate high activity. 


Chapter 19 Fundamentals of Troubleshooting the Network 


Network Analyzers 


Typically, the entire network infrastructure can be tested using a network 
analyzer. A network analyzer can be software or a combination of software and 
hardware. Network analyzers are typically the most expensive of all network 
testing devices and exceed the budget of IT departments with small LANs. The 
best network analyzers combine features found in all network testing software 
and hardware and have elaborate display capabilities. 


Protocol Analyzer 


Protocol analyzers are used to capture and monitor data frames traveling 
across the network media. While most protocol analyzers monitor only TCP/IP 
more sophisticated protocol analyzers can monitor hundreds of different proto- 
cols. Protocol analyzers vary greatly in their features. Protocol analyzers can filter 
the data they gather by limiting the capture of data to one or more nodes, thus 
reducing the total amount of data that needs to be analyzed. Many of the more 
sophisticated protocol analyzers can chart their results in graph form. Protocol 
analyzers are commonly incorporated into network analyzers. 

While protocol analyzers vary somewhat, all have similar functions and 
characteristics. Look at Figure 19-19 to view some of these features. Displayed are 
three viewing panes. The top pane displays the series of frames captured during 
the brief period the protocol analyzer was running. The frame that is highlighted 
contains the Simple Mail Transport Protocol (SMTP). 

The middle pane displays detailed information about the highlighted frame, 
such as the IP address of the source and the destination, the time of the capture, 
and the type of protocol. The bottom pane displays the contents of the packet. The 
characters on the left side of the bottom pane display the contents as hexadecimal 
pairs. The ASCII equivalents of the hexadecimal pairs are on the right. Characters 
outside the range of the basic standard 128 characters are not displayed or are dis- 
played as meaningless symbols. This particular SMTP captured packet contains a 
plain-text e-mail message. If you look closely at the contents, you will see who sent 
the message. By scrolling through the pane, the entire contents of the message and 
the e-mail addresses of the sender and destination are displayed. 
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A technician in the work place can use a protocol analyzer to analyze net- 
work conditions, observe network traffic patterns, and identify bottlenecks. Most 
protocol analyzers provide features to allow the user to filter packets by source, 
destination, protocol type, or by most any characteristic of a frame or packet. 


Wireless Network Tester/Analyzer 


While not all protocol analyzers capture wireless protocols, many do. Wire- 
less network analyzers often require hardware to perform a more in-depth anal- 
ysis of the wireless infrastructure. Wireless analyzers are often designed to check 
signal strength and to measure radio and electromagnetic interference. 

You may want to visit the Fluke site at www.fluke.com to see the many dif- 
ferent types of network test equipment available. It is an excellent way to become 
more familiar with the various test instruments available for network trouble- 
shooting. Limited trial protocol analyzers are available for download. 

A freeware tool for checking a wireless network adapter and wireless access 
point is Network Stumbler, Figure 19-20. The Network Stumbler displays the 
signal to noise ratio picked up by the wireless device. This can be a very valuable 
aid if you suspect there might be radio signals (noise) interfering with the wire- 
less network. 


Troubleshooting the Server 


Server failure is rare, but it does happen. If the correct precautions are taken 
when installing a server, the server can perform for years without failure. There 
are several items that can help ensure a long time between system failures and 
data loss. Some of these items include the following; 


NW UPS unit. 

E RAID system. 

M Backup system. 

M Virus program. 

MW Service packs and patches. 


Figure 19-20. 
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When setting up a server, it is important to install an uninterruptible power 
supply (UPS). You should also select a fault tolerance type of RAID system that is 
appropriate for the company budget and for the type of data stored. Because 
failure is unavoidable, be sure to perform regular data backups or use an off-site 
storage facility service. Be sure to install patches and service packs as they 
become available. Install a virus protection software package designed especially 
for servers. In addition to a virus package for the server, it is also desirable to 
install a virus protection package on each workstation in the network. Do not 
overlook laptops used by the organization. The company laptop computers are 
also frequently attached to the network and can infect the network system. 
Service packs and patches should be installed on a regular basis as soon as they 
become available. Remember to test the service pack or patch before installing it 
on the network server. Many patches and service packs can cause severe prob- 
lems for the operating system and application programs. 

Detailed troubleshooting information covering each of the major network 
operating systems for servers is beyond the scope of this textbook. For trouble- 
shooting information about a particular server network operating system, you 
can review the information available at Novell, Microsoft, Sun Micro Systems, 
IBM, Dell, Red Hat, and Hewlett Packard. Expertise in one or more of these indi- 
vidual server network operating systems may be a certification you wish to 
obtain after completing this course of study. 


Troubleshooting the Most Common Network 
Problems 


After all of the training and certification you receive, you may be disappointed 
to find that the most common networking problems consume about 90% of a 
technician's time. In fact, most of the problems will be quite easy to solve with 
patience. This section presents some of the most common problems encountered. 
A technician that has a sound knowledge of PC repair and support can easily 
solve many of these problems. 


The User Cannot Log On to the Network/Computer 


The most common help desk request is assistance for logging on to the net- 
work. Some of the most common user logon problems are listed in Figure 19-21. 
A logon problem is without a doubt the most common problem encountered. 
Users generate the largest number of network failures, not the hardware or soft- 
ware. Do not blame the user. The fact that users produce so many problems is 
caused by the lack of user expertise. Users need training, and it is the responsi- 
bility of the network administrator to provide that training. The better you train 
the users, the less you will encounter common problems. 


Loose Connections 


After logon problems, the most commonly encountered network problem is 
loose cable connections. I cannot count the times when simply removing and 
reinserting a cable from a hub, network interface card, or network device has 
cleared a connection problem. Connections of this type are mechanical connec- 
tions, not soldered connections. Consequently, they can become loose or slightly 
oxidized. 
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A 5 5 5 55 5 5 555 5 5 
Figure 19-21. 
Common logon prob- 
lems and an explana- 
tion of how they 
happen. 


Logon Problem Explanation 


be generated when attempting to a 
This is common with users that do accounting and use 
the number keypad frequently in their work. 


Wrong domain or server | Users may inadvertently attempt to log onto the wrong 
server or domain when prompted by the logon dialog 
box. Depending on the network system, some users are 
capable of logging onto more than one domain controller 
or server and may have different user names or passwords 
for each domain controller or server. While not a good 
practice, this is a real possibility. 


Oxidation normally occurs at mechanical connection points where electrical 
energy flows through the connection. All metal oxidizes at various rates. The 
oxidation rate is accelerated when electrical energy flows through the connection. 
The amount of oxidation required for a connection failure need not be detectable 
by the human eye. There is no need for a heavy layer of electrical corrosion to 
exist. A microscopic, translucent layer of oxidation can render any electrical 
connection as an open circuit and produce a system failure, 

For example, have you ever had a battery-operated electronic device, such as 
a television remote control, that quit working? You simply removed and rein- 

` serted the batteries, and it began to work. Or, you might have given the remote 
control a whack or two by hitting it against an object, and it began working. The 
effect was the same in both cases. The sliding motion of the battery terminals 
across the remote control contacts removed the microscopic layer of oxidation. 

The memory module in Figure 19-22 illustrates the elusive buildup of oxida- 
tion on metallic parts. Oxidation is particularly bothersome on low voltage appli- 
cations such as computers. A common pencil eraser has been used to remove a 
small section of oxidation from the memory module contacts that run along the 
edge. Pay particular attention to how shiny the copper contacts are now that the 
oxidation has been removed. 

Oxidation can occur on any metal connection point in a computer, such as 
the contact edge of network interface cards and the pins of a CPU or hard disk 
drive. It can also occur on network cable connections. 


The User Cannot Access a Share 


There are several reasons a user may not be able to access a network share. 
First, make sure the user can connect to the share location by using the ping 
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TRAS US Figure 19-22. 

The metal contacts of 
computer and network 
hardware are suscep- 
tible to oxidation. Note 
the oxidation on the 
contacts of this memory 
module. 


ETETETT P P T] 


pa 
= 
-= 
= 
= 
= 
=~ 


command with the IP address of the share location. The inability to access the 
share location through the ping command may indicate a network media problem 
or network device program. If connectivity with the share location is intact as 
indicated by the ping command, check if the user has rights or permissions to the 
share. This situation usually happens when the user or the share is new. 


The User Cannot Print to Network Printer 


Most printer problems are easy to resolve if the printer has worked correctly 
prior to the problem. Many users do not understand the basics of printer opera- 
tion, especially if they have never used a networked printer. If a user is experi- 
encing a printer problem, check if electrical power is applied to the printer. This 
means that the printer is plugged in, the outlet has power, and the printer is 
turned on. Next, see if the printer will perform a self-test. All printers have a 
preprogrammed self-test that is activated through the printer menu selections or 
activated by a button combination or sequence. You may need to check the 
printer manual for instructions. 

If the printer is connected to or managed by the server, check if there is suf- 
ficient disk space for the print job(s) that are waiting to print. Check if a print job 
has stopped because of some other problem, thus preventing any job sent to the 
printer to be processed. Make sure the person attempting to print has permissions 
or user rights to print. The user may be trying to use a printer that they do not 
have permissions to use, especially if they are new. Check if the print server is 
down. Many of the reasons that a user cannot connect to a network printer would 
be the same as for connecting to a network share. Check if the DNS or WINS 
service/server is working. 


The Printer is Printing Gibberish 

Another common printing problem is a printer that has been working sud- 
denly starts printing gibberish. The following is a list of common printer things 
to check: 
E Does the cache or printer spooler need to be cleaned? 
W Is the printer misidentified? 
@ Did the user attempt to connect to wrong printer? 

The print job in the cache or print spooler may have become corrupted or the 
user may have used wrong printer driver to print to the selected printer. Many 
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times, it is quicker to simply dump all the files waiting to be printed, remove the 
printer drivers, reinstall the drivers, and reconfigure the printer share. You do not 
know what has taken place before you arrive at the problem printer. Someone 
may have already attempted to fix the printer. That person would not typically be 
a technician, just someone who may have fixed a printer problem before and 
believes that he or she can most likely fix this one. They may have tried to change 
many of the settings and even attempted to connect to a different printer share, 
thus sending all the waiting files to a printer in a different location. Remember 
your people skills and be patient. 


The User Cannot Access the Internet 


Internet connection failure on a network can be caused by circumstances inside 
the local network or outside the local network. The type of physical Internet access 
used by the network determines the exact method of troubleshooting. For example, if 
a telephone modem is used to access the Internet through an ISP, then a simple test 
such as dialing a cell phone number using the Internet connection modem will verify 
if the modem is working. If a T1 line is used, you may need to call the provider to test 
the connection from their support office. In general, check if the problem is isolated 
to the Internet connection equipment, Internet service provider equipment, or a 
service on the LAN, such as the Internet Connection Sharing (ICS) service. 


The User’s Computer Has a Virus or Worm 


Worms are the real danger for computer networks. Worms are typically dis- 
tributed by e-mail systems and use the list of e-mail contacts to spread the worm 
program. A good virus suite of programs that contain e-mail scanning services is 
essential to protect against worm attacks. There is no way to stop all virus or 
worm attacks. New viruses and worms are created daily. You can protect the 
system against known viruses and worms, but you must constantly update the 
protection package. E-mail alerts from virus protection vendors are sent to users 
as soon as a new Virus or worm is identified. 

Most user-reported and inexperienced technician-reported viruses are not 
really viruses at all. Many suspected viruses are actually the results of users and 


_ technicians misconfiguring software or hardware. 


Troubleshooting with Event Viewer and System 
Monitor 


In Chapter 18—Maintaining the Network, performance and events moni- 
toring was introduced for system maintenance. These same sources of informa- 
tion are valuable troubleshooting tools. With some of these tools, a complete 
history of hardware and software installed and removed from the system can be 
viewed. Reviewing system monitoring tools and logs can help pinpoint causes of 
system failures. For example, the System Monitor utility can be set up to monitor 
traffic conditions on the LAN, which will assist the technician when trouble- 
shooting system bottlenecks. 


Troubleshooting with TCP/IP Utilities 


The TCP/IP protocol suite is the predominant protocol in use. All major 
operating systems use TCP/IP for communications across the Internet and for 
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LAN communications. Microsoft NetBEUI and IPX/SPX are rapidly becoming 
obsolete. An excellent understanding of TCP/IP utilities is mandatory for a net- 
work technician. There are several common TCP/IP utilities designed to diagnose 
problems with the TCP/IP protocol suite. Most of the commands are the same in 
all operating systems with only a few exceptions. Exceptions will be pointed out 
when appropriate in this section. 


Ping 

The ping command is designed to send an echo request message to another 
node using the Internet Control Message Protocol (ICMP). The ping command is 
used to verify that a connection exists between the destination and the source. It 
is also used to verify that the TCP/IP protocol is configured properly. For 
example, you can issue the ping localhost command to verify that the TCP/IP 
protocol is configured for the network interface card at the host. Let’s look at 
how you might use the ping command to troubleshoot a LAN and beyond. The 


following sequence will help you troubleshoot a connection on a TCP/IP-based 
network: 


1. Ping the workstation. Use the ping 127.0.0.1 or ping localhost command. This 
is used to verify that TCP/IP has been configured for the network interface 
card. Failure indicates a problem with the network adapter. 


2. Ping the assigned IP address. If a static address has been assigned to the 
desktop, then ping that assigned IP address. If DHCP has been selected for 
an automatic IP address assignment then skip this step. 


3. Ping another workstation on the LAN. Ping it by name and by the assigned 
IP address. If the ping command returned successfully when the IP address 
is used, but fails when the name of the distant workstation is used, it is a 
good sign of a DNS server or WINS server failure. WINS is used on older 
Windows systems to resolve NetBIOS computer names to IP addresses. 


4. Ping the default network server, gateway, or router. This will verify a 
complete cable connection from the workstation to the server, gateway, or 
router. The device you choose will vary according to each network design. 
Basically, you are verifying a connection to the outer edge of the LAN. 


5. Ping the DNS server used for the network. This will verify that the server 
responsible for resolving domain names to IP addresses is accessible. Ping 
the DNS server when you are experiencing problems with Internet 
connections. This may not be necessary for a small network. 


6. Ping a distant location, such as Google, AOL, Microsoft, and Novell to verify 
that connections can be made outside the network. This is especially important 
when resolving Internet connection problems. You may experience a timeout 
for the ping command. This is because many sites block the ping request for 
security reasons. The ping command appears as a probe of the network and 
may not be successful. You may need to try several well-known sites before 
one replies to your ping request. If either of the last two recommended ping 
steps fail, it may indicate that a DNS server problem exists. 

Look at Figure 19-23. It shows a list of properties of ICMP that can be 

blocked. At the top of the list is the Allow incoming echo request option. Clearing 
this option would block any ping or tracert request from a remote host. The list 
illustrates how the Windows XP firewall can be configured to stop ICMP probes 
cf a computer or site. 
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Figure 19-23. Advanced Settings 


List of ICMP requests 

that can be blocked. 

Selecting an option will Internet Control Message Protocol {ICMP} allows the computers on 
a network to share error and status information, Select the 

allow the ICMP request. Arainn ben Inter hat thie computer wil respond io: 


TAUA 1018 
o ra 
E Allow incoming mask request 
O Allow incoming router request 
O Allow outgoing destination unreachable 


O Allow outgoing source quench 

E Allow outgoing parameter problem 
E Allow outgoing time exceeded 

O Allow redirect 


Description: 


Messages sent to ihis commen u a oe back io the 
sender. This is commonly used for troubleshooting, for example, 
to ping a machine. 


There are some ping switches available that can modify its use. The -n switch 
is used to change the number of echo requests to be sent. The -I switch may be 
used to increase the timeout value for special applications. For example, if you 
are pinging a sight that requires a satellite connection, the time interval may need 
to be increased because of the inherently slow transmission times associated with 
satellite communications. 


The switches available for the ping command can vary according to the operating 


MU system used. 


Tracert 


The tracert command traces the route from the workstation to a remote loca- 
tion and displays information about the path taken by the tracert packets. Look at 
Figure 19-24 to see a typical tracert display. The utility displays a series of hops 
taken along the route from the workstation to the requested destination. The 
amount of time taken to reach each router along the route is displayed in milli- 
seconds. The tracert command sends a series of ping packets from the source to 
the destination. At each router or gateway encountered along the path, an echo is 
sent back to the source. Each additional ping packet increases the time-to-live to 
enable the packet to reach the final destination. 

There are many third-party tools developed that provide a graphical presen- 
tation of a tracert result. Figure 19-25 shows various display formats from a 
graphical tool called NeoTrace. 


The UNIX/Linux tracert command is traceroute. 


Microsoft Windows XP has a pathping command, which is a combination of ping and 
tracert commands. 
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Figure 19-24. 

Typical display of the 
tracert command used 
with a DNS name or IP 
address. Notice that 
each router along the 
path to the destination 
is listed along with the 
time in milliseconds it 
took to reach the router. 


Netstat 


The netstat command displays information about active TCP/IP connections. 
The netstat command displays Ethernet statistics for IP, TCP, ICMP, and UDP for 
IPv4 and IPv6. When the netstat command is used without a switch, it lists all 
active TCP/IP connections. When used with the /? switch, the screen displays a 
summary of all the common netstat switches. Figure 19-26 displays a list of 
common netstat switches and a description of each. 

Figure 19-27 illustrates the netstat command issued with the -e switch. The 
cumulative interface statistics for the host's Internet interface card are displayed. 
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Summary of netstat 
switches. 


Fis oe 

The e -e com- 
mand can be used to 
check if the network is 
working properly. A 
high number of discards 
or errors indicate a 
problem. 


“8 Displays all active TCP and U JDP connections... 


€ | Displays Ethernet statistics. | 
-n . Displays active TCP connections expressed numerically. | 
p Displays active connections f for a specific protocol. _ > | 
-S Displays statistics by protocol. T —— | 
T | Displays contents of routing table. 222222 | 
| 2 Displays help. o Sol UE | 


¡Command Prompt 


Notice that there are no discards or errors. This indicates that the network is 
working properly. A high number of discards or errors indicates a problem on the 
network. 

Switches may also be used in combination to create screens containing very 
specific results. For example, the command netstat -s -p ip displays statistics per- 
taining only to the IP protocol. See Figure 19-28. 

As you can see, the netstat command can be very handy as a troubleshooting 
tool. It is a way to collect statistics about TCP, IP, UDP, and ICMP. Of course, com- 
mercial analyzers display all this same data and more. Commercial network pro- 
tocol analyzers can display statistics not only as raw data but also in bar, pie, or 
line chart form in a wide array of colors. These charts can be easily imported into 
a word processing package to make formal presentations or written reports. 


Nbtstat 


The nbtstat command displays NetBIOS over TCP/IP statistics and informa- 
tion gathered from broadcasts, NetBIOS cache, and WINS services. It can be a 


The netstat -s -p ip 
command displays 
statistics relating to the 


IP protocol. 


(¡Command Prompt 
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Issuing the nbtstat 
command at the com- 
mand line displays a 
list of switches and 
their descriptions. 


very handy tool for verifying that the WINS server is functioning properly or that 
NetBIOS over TCP has been configured correctly on the network interface card. 
Look at the list of the common switches in Figure 19-29 that can be added to the 
nbtstat command to achieve the indicated results. 

By applying a switch, you can achieve specific results. For example, by using 
the nbtstat -c command, you will display the contents of the cache of NetBIOS 
names, their host IP address, and the amount of time in seconds that the informa- 
tion will remain in the name cache. See Figure 19-30. 

Notice the hexadecimal numbers located inside the greater than and less 
than symbols (< >) following the NetBIOS names in the list. The NetBIOS name 
actually contains 16 characters. The sixteenth character is a hexadecimal number 
used to provide additional programming information about the NetBIOS named 
device. The hexadecimal number indicates if the device is a server or a worksta- 
tion or if the name contains blank characters and other program writing con- 
cerns. While a user can only enter 15 alphanumeric characters for a NetBIOS 
name, 16 characters are actually stored for each device. The user is unaware of 
the sixteenth character. To better illustrate the power of nbtstat, some command 
examples are listed in Figure 19-31. 


Figure 19-30. 

The nbtstat -c command 
displays a list of 
NetBIOS names that are 
stored in a cache on the 
local host. 
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Figure 19-31. 
Some nbtstat com- 
mands examples. 


Comoran 


il a i y outer y vith the Nett TOS name c F Statinn?4 | 
nbtstat -A 192.168.0.23 | This command displays the NetBIOS name table of the 
computer with the IP address 192.168.0.23. 


ARP 


The arp command is used to inspect the contents of the ARP table. The ARP 
table maps MAC addresses to IP addresses. The arp command can be useful 
when attempting to verify the physical address of another client or device on the 
local network. Simply ping the IP address or name of the other workstation or 
device and then check the ARP cache using the arp -a command. 


IPconfig 


Ipconfig is used on the Windows NT family of operating systems to identify 
the IP configuration of a computer. It reveals the assigned IP address, subnet 
mask, and default gateway. The equivalent command for Windows 98 and 
Windows 95 is winipefg. On a UNIX/Linux system, you would use the ifconfig 
command. 


- Network+ Note: - 


For the Network+ exam, be sure you can identify which IP configuration 


tool command is used on each of the following operating systems: Windows 
NT- -based, Windows 95 and 98, and UNIX/Linux. 


Nslookup 


The nslookup command is used to display information about domain name 
servers. For example, by issuing the nslookup command from the command 
prompt, a reply would identify the name and IP address of the first available 
DNS server. The nslookup command can be used to verify that the DNS server is 
available and that there is a complete network media path to the DNS server. The 
dig command is an alternative to nslookup but is not supported by Microsoft 
operating systems. 

When nslookup is used alone, it returns the network’s default DNS server 
name and location. When used with a domain name, nslookup returns informa- 
tion about that domain. See Figure 19-32. Notice that nslookup was used to 
gather information about the www.microsoft.com domain. The information 
returned includes the DNS server name, IP address, and alias. To find out more 
about the nslookup command, issue the /? or help at the nslookup prompt. 
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Summary 


Æ The eight steps to approaching a troubleshooting problem as outlined by 
CompTIA are as follows. 


1. Identify the symptoms and potential causes. 

Identify the affected area. 

Establish what has changed. 

Select the most probable cause. 

Implement an action plan and solution including potential effects. 
Test the result. 

Identify the results and effect of the solution. 


ga S Eo oe wh 


Document the solution and process. 

MW The five areas of network problems are: workstation, work group, network 
infrastructure, server(s), and outside the LAN. 

m@ Always ask what has changed recently that could have caused the problem. 

M The typical Windows 98 boot sequence is POST, MBR, real mode, protected 
mode, and then the system logon. 

M The typical Windows NT family boot sequence is POST, MBR, ntldr, ntdetect.com, 
ntldr (again), ntoskrnl.exe, HAL, and then the system logon. 

m The HAL is designed to prevent user programs from accessing the hardware 
directly, thus reducing the most common source of system crashes associated 
with Windows 95, 98 and Me operating systems. 

E The MBR contains information about partitions, files, and operating system 
file locations and is critical to a successful system boot. 

E Real mode allows access to only the first 1 MB of RAM and loads minimal 
drivers. 

Mi Protected mode allows access to the entire RAM and loads multiple 
programs into RAM. 

@ A Microsoft Windows operating system passes through real mode and then 

protected mode. 

The last step in a boot operation is the logon procedure. 

The startup menu is accessed by pressing [F8] during the boot operation. 

Safe mode allows a computer to boot with a limited number of system 

drivers and memory space. 

M The System Restore utility will roll back the operating system to a previous 
condition when the system successfully booted. 


Figure 19-32, 


When the nslookup 


command is used 
alone, information 
about the network’s 
default DNS server is 
given. When used with 
a domain name, infor- 
mation about that 
domain is given. 
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The Last Known Good Configuration option will attempt to load the 
operating system using the last good set of registry information. 

Recovery Console is a command-line utility designed for Windows NT based 
systems. 

The Network Diagnostic utility is designed for Windows Me and Windows XP 
systems to diagnose common network problems and causes. 

The Recovery Console is a last resort recovery tool used to recover Windows 
NT based computers. 

Windows Me introduced the Network Diagnostics utility, which combines 
many TCP/IP utilities to perform a quick network diagnoses. 

Ways to ensure network server data integrity and performance involve UPS 
units, RAID systems, data backups, virus protection, and applying service 
packs and patches. 

The most common network errors are caused by human interaction with the 
network system. 

The most common problems involve logon problems and loose network cable 
connections. 


Review Questions 


Answer the following questions on a separate sheet of paper. Please do not 


write in this book. 


1. 


List the eight steps recommended for troubleshooting as outlined by the 
CompTIA Network+ objectives. 


2. What are the five major areas, or locations, of computer/network problems? 


3. What is the start of any computer boot process? 


. What controls the sequence of boot device hardware, uch as the hard disk 


drive, floppy disk, and CD-ROM? 


. What Windows software system replaced the need for a config.sys file? 


. Which two files are no longer necessary for completing a Windows 98 boot 


sequence? 


. What is the name of the Windows NT kernel file? 
. What is the name of the Windows NT file that detects the presence of the 


system hardware? 


. What is the final stage in the Windows NT boot process? 
. When is the network workstation boot process completed? 


. Ina dual boot or multiboot system, which file contains information about the 


location of each available operating system? 


. Ina dual boot or multiboot system, which file displays a menu that allows 


the user to select an operating system to which to boot? 


. How is the boot.ini file contents displayed in Windows XP? 


. Which special function key is used to access the Safe Mode option on a 


Windows XP computer? 
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15. How can you quickly isolate a network interface card from a workstation 
running Windows 98 without physically removing the card? 


16. What are the typical Windows XP startup selections listed in the Windows 
Advanced Options Menu? 


17. Which startup menu selection will start the computer with the system 
settings at the time of the last successfully completed boot? 


18. Explain the term loopback test. 
19. What is the most common network problem? 


20. What are the most common reasons users cannot log on to a network? (List at 
least three.) 


21. What TCP/IP utility is designed to quickly verify a connection between the 
source and destination? 


22. What is the UNIX/Linux command equivalent of the Windows NT tracert 
command? 


23. Which TCP/IP utility is designed to list all routers along a path to a distant 
destination? 


24, Which TCP/IP utility will display statistics for IP, TCP, ICMP, and UDP? 


Sample Network+ Exam Questions 


Answer the following questions on a separate sheet of paper. Please do not 
write in this book. 


< Network+ 


1. Which command would you most likely use to verify a cable connection to the 
server on the LAN? 


A. netstat 
B. ping 
C. ifconfig 
D. tracert 
2. The Last Known Good Configuration option is associated with which of the 
following operating systems? (Select all that apply.) 
A. Windows 95 
B. Windows 98 
C. Windows Me 
D. Windows 2000 Professional 
E. Windows XP Professional 
F. Windows NT Server 
G. Windows XP Home Edition 
H. Windows 2000 Server 
I. Windows Server 2003 
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-= 3. A Windows 2000 Server fails to complete the boot process. The hard disk 
drive is formatted with NTFS. You wish to inspect the partition table on the 
hard disk drive and possibly attempt to repair the MBR. Which utility would 
be most appropriate for troubleshooting the server? 


A. Run the fdisk command using any Windows compatible boot disk. 


B. Run the diskpart command after installing the Recovery Console using 
the installation CD. 


C. Run the fdisk command from a DOS system boot disk. 


D. Extract and run the regedt32 command, which is found on the installa- 
tion CD. 


4. A workstation is connected to an Ethernet 10BaseT network. All workstations 
are automatically issued IP addresses from the server. While troubleshooting 
a workstation, you check if a valid IP address has been assigned to the 
workstation. The first thing you did when you arrived at the workstation was 
run winipcfg.exe. The following dialog box appears. What would be the next 
appropriate action to take? 


Network+ j 


kad IP Configuration 


A. Replace the network interface card. 

B. Open Device Manager and reinstall the network interface card drivers. 
C. Ping the network DHCP server to verify a connection. 

D. Check if the TCP/IP protocol is installed on the computer. 


5. Which of the following utilities is responsible for generating the display in 
the exhibit? 


RL SS Sc SS Sf Ssh he 
i 


A. nbtstat 
B. netstat 
C. arp 
D. ping 
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6. ATEO type of meter would be most appropriate for checking a 100BaseFX 
Ae T ENE 


A. Ohmmeter 
B. Ammeter 

“© C. Multimeter 
D. TDR meter 


7. You have just successfully booted a Linux server. Which command would be 


the most appropriate to check the server network adapter IP address 
assignment? 


A. dig 

B. nslookup 
C. ifconfig 
D. pingpath 


A Network+ 


mr 


8. Which protocol would you block using a firewall to prevent probes by the 
ping command? 


A. TFTP 
B. ICMP 
C. EUNE 
DISSL 
9. Which command would you issue from the command prompt to view the 

total number of packets sent and received from a workstation? 
A. ping -w 
B. arp -a 
C. tracert -d 
D. netstat -e 

10. What is the first thing you should do when troubleshooting a network 
problem? 
A. Establish what has changed. 
B. Identify the symptoms and potential causes. 
C. Select the most probable cause. 
D. Implement an action plan. 


Suggested Laboratory Activities 
1. Inspect the boot.ini file using the System Configuration (msconfig.exe) utility 
in Windows XP. 
2. Inspect the boot.ini file using Notepad. 


3. Make boot disks for Windows 98, Windows 2000, and Windows XP 
computers. 


4. Obtain (download) setup disks for Windows XP. 


5. Create an emergency repair disk for a Windows 2000 or 2003 system. 
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6. 


16. 


Boot an NT-based computer with a non-NT boot disk and observe the error 
message. 


Boot an NT-based computer using an NT-based boot disk (one created for 
that particular system). 


. Practice using boot disks to start operating systems such as Window 98. 


. Practice using Recovery Console in Windows 2000, Windows Server 2003, or 


Windows XP by using a bootable installation CD. 


. Back up the boot.ini file. 


. Back up a portion of the files on a computer using a storage media such as a 


CD-R or a tape drive. 


. Inspect the contents of each tab in the System Configuration Utility (msconf). 


. Inspect the System Information (msinfo32) utility closely, especially available 


tools and system hardware/software information. 


. Run System Restore and create a restore point in Windows XP. 


. Start the system in safe mode by pressing [F8] during the startup and 


observe the menu selections closely. Also, try various menu options. 


Use Help and Support on a Windows Server 2003 computer to research 
common printer problems. 


Interesting Web Sites for More Information 


http://developer.novell.com 
www.microsoft.com 
www.redhat.com/docs/manuals 
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After completing this laboratory activity, you will be able to: 
MW Access and run the Microsoft Network Diagnostics utility. 


E Modify the Network Diagnostics utility configuration. 

M Identify the tests that can be run through the Network Diagnostics utility. 
E Save the results of a Network Diagnostics scan. 

Introduction 


In this laboratory activity, you will learn to access, run, and modify the 
configuration of the Microsoft Network Diagnostic utility on a computer running 
Windows Server 2003. The Network Diagnostics utility in Windows Server 2003 
is similar to the one found in Microsoft XP Professional. 

To access Network Diagnostics, you must first start the System Information 
utility. To start the System Information utility, you simply enter msinfo32 in the 
Run dialog box off the Start menu. After the System Information utility appears, 
select Net Diagnostics from the Tools menu as shown in the following figure. 


|G) Hardware Re Flle Signature Verification Ltiity 
‘| Components DirectX Diagnostic Tool 
+} E- Software Env- Dr Watson | 


Microsoft(R) Windows(R) Server 2003, Stand. 
5.2.3790 Build 3790 
Microsoft Corporation 


Md : PIO WIN2003SERVER 
i E- Intemel Settings System Manufacturer VIA Technologies, Inc. 
System Mode! VT8366-8233 
System Type X86-based PC 
Processor x86 Family 6 Model 6 Stepping 2 AuthenticANV 
BIOS Version/Date Award Software Intemational, Inc. 6.00 PG, 3 
SMBIOS Version 22 
Windows Directory C:\WINDOWS 
{ System Directory C:AWINDOWS \system32 
Boot Device \Device\HarddiskVolumel 
| Locale United States 
Hardware Abstraction Layer Version = “5.2.3790.0 {stv03_1tm.030324-204 
User Name WIN2K3\Administrator 
4 Time Zone Eastern Standard Time 


| Total Physical Memory 2,048.00 MB 
| Ayailable Physical Memory. 755.31 MB 


i 4 b 
“Findwhat [SS [fra] Grose Find | 


“TT Search selected catego only T” Search category names only 


Note: 

Another way to access the Net Diagnostics and other utilities is by selecting the 
Help and Support command off the Start menu. After the Help and Support 
window opens, select Tools and then Help and Support Center Tools. From the 
right-side pane of the window, select Network Diagnostics. As you can see, 
running msinfo32 from the Run dialog box is a much simpler way to access the 
Net Diagnostics utility. 
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After selecting Net Diagnostics, the Help and Support Center window similar 


to the one in the following figure will appear. This figure also shows a typical 


scan result made from a Windows 2003 server. The Net Diagnostics utility scans 
various items that directly correlate to the network and server. For example, the 


utility pings the network adaptor to see if it is in working order and configured 
with the TCP/IP protocol. The utility also pings such items as the DNS, DHCP, 
and WINS servers as well as the default gateway to verify a connection exists. 
These services may exist on the server tested or exist on a different server. 


| Network Diagnostics 


@ help and Support Center 


@ Help and Support Center 


Network Diagnostics scans your system to gather information about your hardware, software, and network connections, 
Tell me about Network Diagnostics 


Scan your system 


Set scanning options 
Show Saved Files | Save to fie... 


C Def aut Outlook Express Mat Not Configured 

Cl Ostat Outlook Express News Not Configured 

Dinternet Explorer Web Proxy Internet Explorer is not using the proxy 

¡Computer Information 

copter System WINZODSSERVER 

Boperating System Microsoft(R) Windows(R) Server 2003, Standard Edition 

Everson 5,2,3790 

EJ Modems 565X92 External PnP v92 Data Fax Voice Modem 

El metwork Adapters [00000012] Linksys NC100 Fast Ethernet Adapter PASSED 


Ditetwork Clerks 


You can configure the Net Diagnostics utility to test all network-related objects 
or simply a few. Look at the various configuration options shown in the following 


figure. You will explore the various options during this laboratory activity. 


[| Mabwork Diagnostics scans your system to gather information about your hardware, software, and network connections, 


© Help and Support Center 
Network Diagnostics 


Tell me about Network Diagnostics 


El Scan your system 


Dynamic Host Configuration Protocol (DHCP) 
I Deiat Gateways 

I internet Protocoi Address 

TT Windows Internet Haring Service (WINS) 
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Equipment and Materials 


E Computer with Windows 2003 Server installed. 


a, 


AT At 
INOTe:? 


You may substitute a Windows XP workstation for this activity with your . 
instructor's permission. y 


Procedures 

il Report to your assigned workstation. 

2. Boot the workstation and make sure it is in working order. 

3. Access the Net Diagnostics utility by typing msinfo32 in the Run 
dialog box located off the Start menu. After the System Information 
window appears, select Net Diagnostics located under the Tools menu. 
The Help and Support Center window should open displaying the 
Network Diagnostics utility. 

4. Close the Help and Support window. Now access the utility once more, 
but this time use the Start menu and then select Help and Support. 
After the Help and Support Center window opens, select Tools from 
the right side of the window under Support Tasks. 


e OS z = > aem — 


e) 
Bark 


.*.0.0.060560:5000000000000 


- BA” 
Eje url 


| Help Contents Support Tasks 


DO 7 31 4 


Home | Index Favorites History | Support Qptions 


O Help and Support Center 


Welcome Support 


Roadmap to Help and Information @ Use support tools such as Remote Assistance, or take advantage of online 

Getting Started Communities to ask questions and assist others. ' 
Accessibility for People with Windows Update I 
Disabilities AD Find service packs, securty fixes, and other updates for this computer and the 
Common Administrative Tasks computers that you support. 


Troubleshooting Strategies Compatible Hardware and Software 


Quick Guide for Finding Tools BP Research which hardware and software works best with the Windows Server 2003 Tools E 
Administration and Scripting Tools family and related Windows products. í 
Software Deployment Tools À 
Client Computers EH Locate tools ike System Information to manage the computers, services, and p 
User and Group Accounts resources on your network, : 
paces > Error and Event Log Messages 4 
Active Directory I Search for details on error messages and event logs, f 
Network Services s 
Internet and E-mail Services 
evant at Top Issues 
Hardware ‘When you are connected to the Internet, this area will display links to timely help and 
Printers and Faxes support information. IF you want to connect to the Internet now, start the New 

Connection Wizard and see how to establish a Web connection through an Internet 
Availability and Scalability service provider. 


Application and Development Support 
Windows Deployment and Resource 
Kits 
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5 After selecting Tools, select Help and Support Center Tools from the 
left-side pane of the window. Network Diagnostics will be revealed 
as an option in both the left-side and right-side panes. Select either 
option. The following commands will appear: Scan your system and 
Set scanning options. 


An € NN e —P—— 


[Duelo ond support cn 
a > NN J e E 
O. 9-10" 9a Y 
Back History. | Support Options 


Forward Home | Index Favorites 


ir ‘pee A 
| Add to Favorites Change View ‘Print... Locate in Contents 


El Help and Support Center Tools” : Be 
[A My Computer Information Help and Support Center tools E 
Network | [E Remote Assistance Thi rection provides links to the following tools hosted in Help and 
Diagnostics © Offer Remote Assistance + My Computer Information 
i E Network Diagnostics eR fear 
e [Ð Advanced System Information . O mote Assi; tence Network i 
y E System Configuration Utmty e Network Diagnostics Diagnostics 
E [A Command-line reference A-Z = Advanced System Information 
LB Windows interface administrative toot reference A-2| = System Configuration Utility 
E Tools by Category 
Windows Support Tools 
® Windows Resource Kit Tools 
6. Close the Help and Support Center window. Repeat accessing the 


Network Diagnostics utility using both methods until you feel 
comfortable with each method. 


T: Open the Network Diagnostics utility once more. This time scan the 
system by selecting Scan your system and observe the results. 

8. Select Set scan options and explore the options available. Record on 
a separate sheet of paper the options listed under Actions and 
Categories. 

9i Experiment with the options. Run a scan each time you set different 


options and then observe the results. Be sure to select the box with a 
plus sign next to each item listed. The box with a plus sign inside 
indicates there is more information that can be revealed about the 
item. For example, if you select the Network Adapters box with a plus 
sign, more information about the network adapter will be revealed. 


10. After you have experimented with the scan options, set the scan 
options so that the information is saved to the desktop. To do this, 
select Save to Desktop under the Actions category of Set scan 
options. Scan the system one last time. 
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11. ____. Close the Help and Support Center window. Look for an icon on the 
desktop that starts with the name Netdiag and ends with the htm file 
extension. This is a record of the last scan performed. It was saved to 
the desktop as an HTML file. When selected, it opens in the 
Windows Explorer browser window. Select it now by double-clicking 
the icon. The last scan report should appear. If not, call your 
instructor for assistance. 


I2 Close the Network Diagnostics scan report. 
JS: Answer the review questions. 
14. After completing the review questions, return the workstation to the 


condition specified by your instructor. | 


Review Questions 


Answer the following questions on a separate sheet of paper. Please do not 
write in this book. 


1. What do you type into the Run dialog box to access the System Information 
utility? 
2. Where is the Network Diagnostics utility located in the System Information? 


3. Identify which items can be tested or verified using the Network Diagnostics 
utility. Answer with a Y for yes N for no. 
Verify the server physical address: _____ 
Verify the server logical address: ____ 
WINS server connection: __ 


DNS server connection: ____ | 
DHCP server: _____ 
4. How does the Network Diagnostics utility test the default gateway? 


5. How does the Network Diagnostics utility test the assigned IP address of the 
server's network adapter? 


6. What type file extension is used for the Network Diagnostics utility scan 
when it is saved to the desktop? 


7. What does the plus sign inside the box to the left of the list of scanned items 
indicate? 


705 


706 Networking Fundamentals 


cc. Ve 


Not only must a network technician have the knowledge and skills for diagnosing a network, they must be capable 
of diagnosing a PC. 


Designing and 
Installing a New 
Network 


After studying this chapter, you will be able to: 


Q Describe the factors to be considered when designing or modifying a 
network, 


Describe methods used for naming conventions. 
Explain the various stages of network design. 


Identify and explain terminology used by standards to identify network 
cable connection locations. 


-D Ea 


M] Describe the various facilities used in a telecommunications infrastructure. 


‘4 Explain and describe the use of a Multi-User Telecommunication Outlet 
Assembly (MUTOA) and Consolidation Points (CP). 


_ Network+ Exam—Key Points 


- The Network+ Certification exam does not cover in-depth specifications __ Network+ 
and standards or installing network systems. CompTIA typically limits their 


| questions to the general installation topics provided in this chapter, such as 
TIA/EIA standards and architectural design elements. Be sure to know the 
common horizontal wiring cable standards for distances. 
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Key Words and Terms 


The following words and terms will become important pieces of your net- 
working vocabulary. Be sure you can define them. 


backbone Multi-User Telecommunication Outlet 
Consolidation Point (CP) Assembly (MUTOA) 


oF naming convention 
entrance facility . 
patch pane 


equipment room 
punch down tool 


horizontal cross connect Es. 
telecommunications closet 


horizontal wirin in: 
5 telecommunications room 


main entrance 
work area 


This chapter introduces the concepts and related knowledge needed to 
design network systems. At this point in your networking course, you should be 
capable of designing a small-office/home-office (SOHO) network without assis- 
tance. Larger networks can be a challenge. Large network system designers 
require years of training in all aspects of networking. In fact, some of the many 
exams required for the Microsoft Certified System Engineer (MCSE) are 
Designing a Microsoft Windows 2000 Network Infrastructure (70-221), Planning 
and Maintaining a Microsoft Windows 2003 Infrastructure (70-293), and 
Designing Windows Server 2003 Active Directory and Network Infrastructure 
Exam (70-297). All major network operating system software companies have 
similar examinations. 

This chapter is not intended to prepare you for a network design examination, 
but rather to provide you with a glimpse of design concepts. It also reinforces 
concepts learned earlier in the textbook. 


Now that you have mastered the basics, you may wish to further your education after 
finishing this course by taking a course on network design. You can go online and download 


_ the requirements from Microsoft and Novell to see what is expected to pass the certifica- 


tion exams. 


Needs Assessment and Design 


The first step of any design project is conducting a needs assessment. A needs 
assessment may be a formal or an informal process, depending on the size of the 
project. For example, a needs assessment for a change in a small-office network can 
be as simple as interviewing the owner of the company on a one-on-one basis. A 
complex change involving hundreds or thousands of workstations and thousands 
of employees may involve a series of formal meetings with numerous personnel. It 
may also involve several surveys conducted over a long period of time. The scope 
of the needs assessment is dictated by the complexity of the project. 

There are many factors to consider when designing a new network or modi- 
fying an existing network. Figure 20-1 lists the question to consider when designing 
a network. The questions are organized by physical network structure, security, 
application, organizational structure, and fault tolerance and data integrity. The 
following sections take a closer look at some of these questions. 
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Physical Network Structure . 
+ What type of business is performed at the site? 
-| What network requirements are necessary for business operations? 
| How large is the geographic area to bé networked? | 
-~ How many users will there be on the network? | 
~} What types of resources are needed (Internet access, printers, and such)? 
~ Is remote access by sales personnel or other staff required? . we 
24 What services will be provided (e-mail, Internet, videoconferencing, and such)? úl 
= How will the Internet be accessed (modem, DSL, ISDN, T-1, fractional T-1, Satellite)? 
3 What type of electrical concerns should be considered? 
2 | Where will equipment be placed? . 

What is the total IT budget? 


| “What level of security is required? _ — 
= 1 | What is the physical security level available and required? 
Q Will there be a firewall? 
JW Will there be a VPN? . 
Q Will security procedures include passwords, shares, and encryption? 
Application 
~ 0: How much storage will each user require? j l l 
1. Whattypes of software application packages will be needed on the network 
| (word processing, accounting, spreadsheet, database, and such)? 


Organizational Structure 
© ~ How do different people, departments, or groups within the organization share data? 
LJ] How can services be divided and resources allocated to reduce network traffic? 
Q Should the security database be divided or replicated to reduce network traffic? 


Fault Tolerance and Data Integrity 

How important is data integrity? 

How important is availability? 

What are the data recovery requirements? 

What are the data integrity requirements? 

What are the data redundancy requirements? 
What type of RAID level should be implemented? 
Should server clustering be implemented? 

What data backup method will be implemented? 


aaa 


Physical Network Structure 


The physical structure of the network is typically the first concern of the net- 
work designer. The physical structure consists of network devices and media. The 
number of users and geographic layout determine the type of network equipment 
and media needed. A company with ten employees working in a small office may 
only require a single hub to link workstations to the network. Cable length and 
network traffic will most likely not be an issue. A large company that spans several 
floors of a building and has many departments will typically need to divide the 
physical structure of the network into several LANs or virtual LANs to overcome 
cable length and network traffic issues. This type of network may require a fiber- 

. optic backbone and many switches. A company that spans several geographic loca- 
tions will need to use leased lines or implement a Virtual Private Network (VPN). 

Other factors that determine the type of network equipment and media 
needed are remote access to and from the network. A company sales force often 
requires remote access to the network while they are on the road or working from 


Figure 20-1. 

Questions to consider 
when designing a 
network. The questions 
are organized by physi- 
cal network structure, 
security, application, 
organizational struc- 
ture, and fault tolerance 
and data integrity. 
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various locations within the state or country. For mobile employees, wireless 
access may be suitable or a VPN connection over the Internet. For employees 
working within the company who need to access the Internet, a router, firewall, 
and high-bandwidth Internet access device will be needed. 

Many businesses require a Web site for providing an online catalog of products 
and supporting online sales. The Web site can be set up as part of the network 
system or be outsourced to a Web hosting service. When outsourced, the business 
leases space from the Web hosting service. The Web hosting service provides hard- 
ware and software support on 24/7/365 basis. They also provide security. 

Setting up a company Web site using a server inside the company network 
requires expertise and can be quite an expensive proposition. In general, small 
Web sites should be outsourced to be cost-effective. When a large Web site is 
required for a business, it may be cheaper for the business to host their own Web 
site by installing the necessary hardware and software and hiring additional 
personnel. A simple 56k modem might work well for a low volume site, but if a 
great deal of business is to be conducted on the company Web site, the company 
will need a high-volume access method, which can be quite expensive. 


Security 


Security is vital for a business of any size that provides online sales or remote 
access. A firewall is typically required to control traffic to and from the network 
and to block access to sensitive data. The type of firewall to be installed, such as 
firewall software or a firewall device, must be decided. Cost is typically a main 
factor when selecting a firewall. 

A set of written security procedures needs to be established and enforced. 
This includes passwords, network access, and the physical security of file server 
rooms and individual workstations. All personnel using the network need to be 
trained in security procedures. 


Application 


The network designer must note the types of applications the network users 
will need. A company using only a word processing and spreadsheet program will 


“ typically not require a large amount of hard drive space on the server for data files. 


A company using a database program with a large database of customers will 
require a large amount of hard drive space. A network designer must determine 
the current size of the database and determine the future size due to growth. 


Organizational Structure 


Organizational structure questions determine the number of servers, direc- 
tory structure, location of resources, and partition and volume configuration. It is 
important to note how the company is organized and how data is shared among 
departments or work groups. The organizational structure of a company is 
typically reflected in the organizational structure of the security database, or 
directory. In a large company, services and resources must be allocated to reduce 
network traffic. A directory structure must be partitioned to do the same. Server 
hard drive partitions and volumes should also reflect how the company is orga- 
nized and how data is shared. This will aid in security and system recovery. A 
network designer must also establish a naming convention for network objects 
such as users, printers, servers, and workstations, and must establish the types of 
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attributes that will be filled in for each user. The implementation of TCP/IP and 
domain names should be planned at this time. 


TCP/IP 


Typically, all new networks use TCP/IP as their default protocol or they incor- 
porate TCP/IP into their list of protocols bound to the network interface card. How 
TCP/IP will be implemented for the network requires planning. A network 
designer must decide if the IP addresses will be statically or dynamically assigned. 
If dynamically assigned, the designer should determine which server will act as a 
DHCP server and document the IP address ranges of the IP address pools. 

Online purchasing and catalogs are a part of most businesses. An assigned IP 
address will most likely be required. Also, most companies require a domain name 
to be used as their URL. To see if a domain name is in use by another company, a 
simple search can be conducted on the Internet. Most Web hosting sites provide a 
domain name search for free such as that shown in Figure 20-2. After a unique 
name is found for the company, it can be purchased through a Web host provider. 


The services of the Web host provider do not need to be used to purchase the name. 


Originally, URL names were purchased from the U.S. government. As the demand 
increased, the U.S. government allowed commercial vendors to distribute the 
names for a reasonable cost—under government supervision, of course. There is a 
recurring cost each year for the ownership of the name. 


Number of servers 

A single server may be sufficient for the entire network, or several servers may 
be required. The overall requirements of the network structure will determine the 
number of servers needed. Look at the following list of possible server roles: 


File server. 
Application server. 
SQL server. 

Mail server. 

DNS server. 


| Be Eat ow Faros ode ty 
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Figure 20-2. 

A domain name search 
engine provided by a 
domain name registra- 
tion company. 
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DHCP server. 
WINS server. 
RAS server. 
RADIUS server. 
Web server. 
Gateway. 
Firewall. 


Thin client terminal service server. 


As you can see, there are many roles and services that may be required by 
the network server based on the requirements of the business. A server may 
serve a single role or several. This is typically determined by a server's resources 
and physical location in the network. 


Designing the directory structure 

After all the information has been gathered concerning the structure of the 
organization (people, groups, services, software, workflow through the depart- 
ments, and business requirements), the directory structure can be designed. 
There are tools that can help you design the directory structure. These tools are 
available from all the major network operating system vendors and third-party 
software developers. 

All of the most common directory structure designs are based on the Light- 
weight Directory Access Protocol (LDAP). The most common directory structures 
based on LDAP are listed in Figure 20-3. 

LDAP has become the de facto standard for directory structures. LDAP was 
designed to overcome limitations of previous proprietary network designs. Many 
of the network designs were very complex and often required third-party soft- 
ware solutions for integrating different systems into a single unit. With the 
adoption of TCP/IP as the default internet protocol of all major network systems 
and LDAP serving as the core for directory structures, networking systems from 
different companies (Microsoft, Red Hat, Novell, Sun Micro, HP) are becoming 
easier to integrate. 

LDAP is organized into major areas including the root, country, organiza- 
tion, organizational units, objects, and individuals. The exact name used for the 
components vary somewhat by each network operating system vendor. The name 
may be different, but the concept and function of the features is the same. See 
Figure 20-4. 

The top of the directory structure is the root. Next, is the country container, 
which is optional in most operating systems. The structure is then divided into 
organizations followed by organizational units. The last elements are objects. As 
you can see, the structure closely resembles the Internet hierarchical structure. 


Figure 20-3. 
Common directory 
structures based on 
LDAP. 


Operating System Directory 


Sun Microsystems m 


Open Source UNIX/Linux OpenLDAP 
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EUS CA T 


Organization [oo Microsoft, MIT, ... 


Organizational f 


Unit W . Finance, Engineering, ... 


Objects and 


mdividuals smith_J, LJ1200,... 


This is a very brief summary of the LDAP directory structure. The amount of 


knowledge required to design a LDAP directory structure requires a complete 
course. You may wish to take a course on directory design later in your studies. 


Figure 20-4. 
LDAP organization. 


Microsoft Visio includes templates to assist you in designing an LDAP directory 


structure. 


Directory structure schema 

The directory structure is composed of many different objects. Each object 
has a set of attributes associated with it. Some attributes are mandatory, such as 
logon name and full name, and some are optional, such as the user’s home 
address and fax number. The network designer should determine and document 
which attributes are standard for all users. 


Naming conventions 

A naming convention is a standard naming format that is used when pro- 
viding names for network objects. A naming convention should be established 
and a written policy developed, especially for a large network installation that 
involves many technicians. Establishing a naming convention for objects, such as 
users, printers, and servers, provides for consistency throughout the system. The 
consistency makes the system much easier to troubleshoot and to locate objects. 

A user name may be established in several different ways. Look at the various 
possible logon names for James Smith: 


MW  Jsmith 
WM Smith] 
MW Smith_J 
@ J_ Smith 


The most commonly accepted form is last name, underline, and the initial of 
the first name. While this is a common form, a more security conscious company 


naming convention 
a standard naming 
format that is used 
when providing 
names for network 
objects. 
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may want a different naming convention that would be much harder for an out- 
sider to guess, such as Smith_J123. When a user name is easy to guess, the admin- 
istrator has jeopardized one half of the authentication process. Only the password 
needs to be guessed to access the network. This is why a more difficult to guess 
naming convention should be considered. In fact, the user name does not have to 
resemble the user’s name. 

A naming convention should be established that describes and identifies all 
equipment classified as an object. For example, thought should be given to how 
workstations, servers, printers, and other hardware are named. A workstation 
may reveal its location as part of the name, such as WS-23-Bld4Rm110. The loca- 
tion and the purpose of the server can be incorporated into the server name. This 
helps a technician to readily identify a server in a large corporate environment or 
in a network that is spread across the country or world. Some examples of abbre- 
viations that can be incorporated into object names include those in Figure 20-5. 

A server name may look like the following: HQServerl. The server may also 
follow the LDAP naming convention to match an Internet URL such as 
HQServerl.ABCcorp.com. This server is located at the headquarters of ABC 
Corporation and functions as a gateway to the Internet. 

Workstations will also have a naming convention based on similar abbre- 
viations. Room numbers, building letters, or departments can be incorporated 
into the name. A workstation name for the 12th workstation in the accounting 
department in room 302 of building H might look like WS12ACCBIdH302 or 
WS12_ACC_BLD_H302. It is best to avoid user names to identify workstations 
because employees often leave the job or are promoted, which means the user 
name no longer matches the workstation name. 


Figure 20-5. 

Examples of abbrevia- 
tions that can be 
incorporated into object 
names. 


Classification Abbreviation 


BLD 
CLP 


Workstation and Printer aa 
Identification si 
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Remember, NetBIOS names are limited to 15 characters. If the network has Windows 95 


or Windows 98 workstations, you may want to limit the number of characters in a name to 15; acit Tip 
otherwise, name-resolving problems can arise. E -N 


It is important that all equipment or nodes on a network have a unique name. 
Be careful when designing a naming convention. It is easy to duplicate a work- 
station name while attempting to create a naming convention. For example, if you 
simply use a workstation number and room number and not a building number, 
you could easily create duplicate names if more than one building exists. A name 
such as WS12RM11, which uses only a workstation number and room number, 
can exist in more than one building. This results in duplicate names. 

A network designer should consider any naming restrictions. Is there a 
maximum number of letters that can be used? Are there any illegal symbols that 
cannot be used? Remember that the network may be remotely connected to 
another network with a different naming requirement. When creating names for 
users, workstations, servers, printers, and other network objects, remember to be 
consistent. Create a maximum length and keep the name compatible with other 
operating systems. 

Figure 20-6 lists typical symbols that should be avoided when creating 
names. These special symbols are the most universally recognized as reserved 
symbols and cannot be used by any major operating systems for special names. 
You will see these symbols not allowed by Microsoft, Novell, Linux, DOS, and 
LDAP directory structures. The symbols have special meanings that restrict their 
use and should be avoided. 


Some systems have a more extensive set of rules for naming conventions. This can cause 
some system interoperability problems. For example, some UNIX and Linux systems 
typically require only lowercase letters be used for object names because object names 
are case-sensitive. 


Partition and volume structure 
The partitioning of storage devices is an important aspect to consider. You 
should not simply create one partition and place all files in it. The design should 


Figure 20-6. 

Typical symbols that 
should be avoided 
when creating names 
in any of the major 
operating systems. 


Symbol Description 


Equal sign 


Question mark 
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reflect the work activities of the company and reinforce security. For example, 
from the security aspect, a separate partition should be used to house the oper- 
ating system and operating system boot files. The partition can be set up to allow 
access to administrators. This will add an additional layer of security, in addition 
to typical user permissions. Work-related partitions can be used to isolate functions 
such as public shares, artwork, Internet downloads, work groups, departments, or 
other features unique to the workplace. The partitioning design should be a 
reflection of the overall directory design. 

The hard disk drive system structure must be designed before installing the 
network operating system. The two main concerns of partition design are secu- 
rity and data recovery. You need to design the partition to limit access and to 
accommodate system recovery after failure. You can design the system to allow 
users to access only specific parts of the hard disk drive system. Limiting access 
strengthens the security of the network from unauthorized users inside and out- 
side of the organization. 

The hard disk drive system should be organized to allow efficient system 
backups. For example, all data storage can be confined to a particular partition or 
volume. This will allow for easy backup of important system information. The 
drive that contains the data could easily be mirrored to provide a simple recovery 
system. The exact design of the partition or volume structure varies and depends 
mainly on the project administrator. 


Fault Tolerance and Data Integrity 


The importance a company places on fault tolerance determines the type of 
RAID system needed or if server mirroring or clustering should be used. Do not 
forget that fault tolerance also includes the directory structure. A designer should 
determine how the directory structure is partitioned and replicated, not only to 
reduce network traffic, but also to provide for redundancy should one of the 
servers that hosts the directory database fail. 

The importance a company places on data integrity determines the type of 
electrical system that should be employed. Remember, a dedicated electrical 
system used for computers and networks helps ensure data integrity by elimi- 


_ nating surges produced by office equipment. Many electrical devices produce 


voltage spikes during normal usage, such as motor-driven devices that use a 
brush-type motor (kitchen appliances, office machines, vacuum cleaners, drills, 
saws, and such). The voltage spikes travel along the entire length of the circuit 
until they encounter suppression devices, such as transformers or voltage sup- 
pressers. If sensitive computer equipment share the same circuit as equipment 
that produce voltage spikes, computer equipment can be damaged. 

The isolation of the electrical system starts in the electrical equipment room. 
Typically, a separate electrical panel is installed to serve only network equipment. 
The network equipment includes the PCs throughout the facility. The electrical 
feed from the regular electrical supply to the dedicated network system panel 
typically uses isolation transformers to separate the two systems. The outlets 
used for computers are identified by a special color, such as orange. 


Network Design Tools 


There are many utilities and case studies available to help with network 
design. You may wish to visit the support Web site of the operating system you 
will be using and see what utilities and case studies are available. Case studies 
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typically explain how an actual network was designed and implemented. Case 
studies can provide a valuable insight into how you might approach your design. 


Active Directory Sizer 


Microsoft offers many software tools that can assist you in planning a network 
system. One such tool is Active Directory Sizer. Active Directory Sizer is freely 
available by download from the Microsoft Web site. The tool calculates hard disk 
drive, RAM, and CPU size based on information provided by the network 
designer. The network designer simply enters information, such as the number of 
clients, the number of offices, cities, countries, and the type of software and services 
that will be provided. After the information is collected, Active Directory Sizer 
provides an estimate of the size and number of servers required. 

Figure 20-7 illustrates how the software program is used to calculate server 
size. A series of questions are asked. The questions ask about network and server 
use. After all the information is gathered, the software displays the recommended 
requirements for the server, such as the number of CPUs, memory size, hard disk 
size, and RAID configuration. 


Approximately 300 utilities are located on the companion disk of the Microsoft Windows 
2000 Server Resource kit. Many of the tools are available for free through the Microsoft 
Support Web site. 
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Figure 20-7. 

The Active Directory 
Sizer program provides 
an estimate of the size 
and number of servers 
required. A—The net- 
work designer simply 
answers the questions 
presented. B—Based on 
the questions asked, 
the Active Directory 
Sizer program calcu- 
lates the number of 
domain controllers, 
number of CPUs and 
type of CPU, number of 
disks, and amount of 
memory needed as well 
as the bandwidth 
requirements. C—The 
program also calculates 
the number of servers 
needed and their size. 
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Figure 20-8. 

A network designer can 
use the Microsoft Visio 
program to design the 
physical structure and 
directory structure of a 
network. 


El Microsoft Visio - [LAN Detail (US units}: 10, 1.50.0] A PT, 
5) E —y a Insert Foma Tools Shape Window Help = Type a question for heip Wi m ax 


Ove GAY MAS or BARA LALO 1 Go 0% - |, 
b Ana : + 12ot, vies u: ¡Ej A + ee 2° m 


ELETTI zea 
ume JACA, 
| Norma» Ima y ota J4-Gr Y a- 
‘shapes o «POP Po OO A 


CNIMPIONZONE, 


; Corporate Local Area Network ` 


Microsoft Visio 

Microsoft Visio is a powerful drawing tool used to diagram network systems 
and many other types of drawings, such as electrical, mechanical, floor plans, site 
plans, and LDAP structures. Look at Figure 20-8. The Visio drawing program 
displays a sample drawing of a network. As you can see, various symbols or icons 
are available to incorporate into the drawing. This drawing is only two dimen- 
sional, but Visio is capable of three-dimensional drawings as well. This is an 
extremely important tool for planning and documenting network systems. The 
Fluke network analyzer and troubleshooting software can export information 
into a Visio drawing format. It can present network information in a graphical 
format. Equipment manufacturers provide stencils and templates of their hard- 
ware devices so that they can be incorporated easily into a Visio drawing. The 
stencils are available for download. 


NetworkView 

NetworkView can examine existing networks and document hardware located 
in the network system. It does this by sending out protocol probes to identify hard- 
ware IP addresses, names, operating systems, and more. See Figure 20-9. 

The NetworkView software program identifies all TCP/IP nodes in a net- 
work, using DNS, SNMP, TCP ports, and MAC addresses. It draws a high-quality 
color map of any size that can be printed or saved for future use. This is an 
extremely valuable tool for identifying existing equipment in a network system 
that has incomplete or nonexistent drawings. 


Developing a Timeline 


Installing a network requires teamwork and coordination. A large network 
requires a planning team with experts from a variety of network skills. Experts 
might include directory designers, hardware installers, cable installers, security 
experts, and Web hosting experts. For the team to work together effectively, a 
timeline needs to be established. 

A timeline is a chronological listing of expected project progress and is 
essential for coordinating all project activities. The timeline must outline the 
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entire project from beginning to end. It is a planning tool that allows everyone 
involved to chart the pace of the project and to determine if it will be completed 
on time. 

A series of meetings is set up with everyone involved in the project to dis- 
cuss work accomplished and to identify any problems as they arise. The meetings 
keep everyone informed and up-to-date, especially if circumstances require a 
change in the timeline. For example, a delay in delivery of a hardware item, such 
as a particular router or server, may require a change in the sequence of work 
activities. If it is expected that the server will be delivered late, the people respon- 
sible for installing the operating system and setting up the directory structure 
need to be notified. 

Figure 20-10 shows an example of a timeline. There are several different 
styles of timelines. The timeline in the example is a GANTT chart. Notice that 
major tasks are listed. The duration of time they will take to perform is shown in 
a graphical form in the last column. Bars represent the time period allocated for 
the particular task. Notice that the time periods of some tasks run concurrently 
with the time period of other tasks. For example, task 1 and tasks 8, 9, 10 share 
some of the same time period. This means that while the conduit is installed at 
the job site, the server can be prepared away from the site. 


Figure 20-9. 

Some software 
programs, such as 
NetworkView, can 
examine an existing 
network and document 
hardware located in the 
network system. 
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Figure 20-10. 

An example of a time- 
line for a network 
installation project. 


720 


Networking Fundamentals 


Installation 


Several teams can install various parts of the network simultaneously, espe- 
cially if the network is large. For example, while the cables are installed, the server 
operating system and directory structure can be installed. Another team can prepare 
the workstations using the System Preparation (sysprep) tool. The System Prepara- 
tion tool is used to make an image of a workstation’s hard drive. The workstation 
serves as a model. The image is then used to set up the other workstations. 


Implementation 


The next step after installing the network is implementation. Implementing 
and testing the network is a necessity that takes time. Most new, large networks 
will have problems, even those installed after many hours of planning. There are 
always oversights. All sections of the network need to be tested to ensure there are 
no bottlenecks and the hardware and software are in working order. This is typi- 
cally a combined effort involving the installation crew and business personnel. 

Business personnel need to test the system by simulating or actually performing 
their job duties. Such duties may involve using printers, accessing the Internet, 
saving data to the backup location, engaging in a network videoconference, 
exchanging e-mail, and remotely accessing the network. Only after exhaustive 
testing, can business personnel be sure the network hardware and software has 
been installed to expectation. 


Documentation 


Network documentation is vital to an organized approach of network instal- 
lation and continued service. A set of network documents with specific proce- 
dures for security and other areas of network usage must be developed. Rules 
need to be established to ensure proper use of equipment and software and to 
prevent the company from being liable for actions taken by its employees. 

For example, a set of policies needs to be established that clarify unauthorized 
use of the network and equipment. Some examples of unauthorized use of the net- 
work are gambling, distribution of materials that are not part of the company or part 


` of the user's job, harassment, and unauthorized downloading of graphic material, 


music, and software. In general, any illegal activity is prohibited. Personal uses of 
equipment such as printing out your child’s homework assignment, club activities, 
and personal correspondence are typically unauthorized in many companies and are 
viewed as fraud against the company by the misuse of company time and resources. 
Drawings of the finished network system are also needed. Note the word 
finished. Changes occur as the system is built and the finished product can be some- 
what different from the original proposal. Too often, a network system is installed, 
but no drawings of the finished system exist. Only the original proposed plan 
exists. Changes do occur, especially in complex systems. Documentation of 
changes that occur after an installation is also important because the network 
administrator may be the only person who knows how the system was changed. 


Training 


An essential part of installing a network system is to design a training pro- 
gram for the network users. The user must be trained in password and general 
security policies and procedures, remote access, e-mail fundamentals, and more. 
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The amount and depth of the training varies according to the size of the 
project. For example, a small modification to an existing network may require 
only a briefing. A large enterprise project may require training for hundreds of 
employees over a period of days, weeks, or months. 

Company procedures and policies need to be developed before conducting 
training. Policies and procedures need to be disseminated as part of the training. 
Involving a training professional in the development of the network can be of 
great assistance in this process. While network designers are really good at their 
job, they do not often possess the skills and talents necessary to communicate 
technicalities to a broad audience of users. 


Specifications for Network Design 


A set of installation standards must be followed when installing a new network 
or modifying an existing network. A contract for a large installation typically 
includes a set of specifications or “specs,” as they are often referred to in trade 
jargon. Specifications are used to specify details or expectations about materials 
and craftsmanship that are acceptable for the installation of the system. The 
specifications ensure that the owner and the contractor both know exactly what 
is expected. Without a set of specifications, there can be a wide variation of inter- 
pretation between what the owner expects and the finished product. Documenta- 
tion that includes specifications reduces communication problems. 

The overall size of a set of specifications can be quite lengthy. Most specifica- 
tions make reference to other, previously-established standards to reduce the size 
of the document. There is no need to call out details about wall outlets and elec- 
trical circuits installed for the network. The specifications simply make references 
to established specifications. For example, a specification in a document might 
read, “All electrical work shall conform to the minimum standards established by 
the National Electrical Code (NEC).” 


The National Electrical Code (NEC) comprises hundreds of pages of specifications for 
wire sizes, conduit sizes, supports, and other materials that have been selected by an 
organization of electrical engineers, contractors, and fire and safety experts. Many years 
have been dedicated to researching the best minimal standards that are adequate to 
ensure the safety of personnel. 


This section discusses standard organizations and some standards related to 
networking. It also defines some architectural design element terms, such as main 
entrance way and horizontal cross connect. It is important that you be familiar with 
these terms because they are often used in the standards related to networking. 


Architectural Design Elements 


The architectural design elements recognized by ANSI/TIA/EIA are main 
entrance, entrance facility, equipment room, work area, horizontal cross connect, 
horizontal wiring, backbone, telecommunications room, and telecommunications 
closet. 

The main entrance room is where public or private telecommunications enter 
the building. In the past, the main entrance room not only housed the telecommu- 
nications equipment, but also the air conditioning, heating, electrical, and other 


main entrance 

the place where 
public or private tele- 
communications 
enter the building. 
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entrance facility 

the room that is used 
as the entrance loca- 
tion for public or pri- 
vate communication 
cables. 


equipment room 

a room that contains 
the telecommunica- 
tions equipment for 
the building such as 
the Private Branch 
Exchange (PBX), 
servers, and telecom- 
munication wiring 
system terminations. 


work area 

the place where 
employees perform 
their normal office 
duties. 


horizontal cross 
connect 

provides a mechanical 
means of connecting 
horizontal cabling 
systems to other 
cables or equipment. 


horizontal wiring 
the section of cable 
that runs from indi- 
vidual work areas to 
the telecommunica- 
tions closet. 
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equipment. As the building industry evolved, the telecommunications room was 
eventually established in a separate room in the building. This is preferred due to a 
multitude of reasons including access, security, and performance issues. 

The entrance facility is the room that is used as the entrance location for 
public or private communication cables. The entrance facility may also serve as a 
telecommunications room or equipment room. Many times, the location depends 
on the availability of rooms and spaces in an existing building or the design or 
the complexity of the equipment required. 

An equipment room contains the telecommunications equipment for the 
building such as the Private Branch Exchange (PBX), servers, and telecommunica- 
tion wiring system terminations. Most large companies have their own telephone 
system referred to as a Private Branch Exchange (PBX). An equipment room may 
also serve the purpose of an entrance facility or a telecommunications room. 

The work area is where employees perform their normal office duties. The 
work area is given this designation because the standards are different for hall- 
ways, lounges, reception areas, storage areas, and various other areas in the 
building. When you consider the various rooms that might be found in a 
building, designating a work area as a special room is not so unusual. The 
requirements for a work area are not the same as the requirements for a storage 
area or a reception area. However, if a reception area were also a work area, there 
would be different requirements than normal. 

A horizontal cross connect provides a mechanical means of connecting 
horizontal cabling systems to other cables or equipment. For example, a hori- 
zontal cross connect is used to connect horizontal cabling to a backbone cable or 
to system equipment such as a router, switch, bridge, or server. 

Horizontal wiring refers to the section of cable that runs from individual 
work areas to the telecommunications closet. The telecommunications closet 
contains connection equipment for the workstations in the immediate area. 

All work areas connect to the telecommunications closet horizontal cross 
connects. Horizontal cable distance is limited to 90 meters for the horizontal run 
from the telecommunications outlet to the telecommunications closet. The 
maximum total distance is 100 meters. 


_ Heat Tip 


Some specifications state that the total combined length of patch cables at each end of the 
horizontal run should be no more than 10 meters. However, as a general rule, a total com- 
bined length of patch cables over 10 meters is allowed as long as the maximum total dis- 
tance for horizontal cabling does not exceed 100 meters. 


backbone 

a cable that is located 
between the telecom- 
munications closets, 
equipment rooms, 
and main entrance 
facility. The backbone 
cable connects these 
areas and does not 
serve individual 
workstations. A back- 
bone can run horizon- 
tally and vertically 
through a building. 


At least two outlets should be installed in each work area. One outlet is used 
for voice communications and the other for data communications. Typically, more 
than two outlets are installed as a combination of network and telephone outlets. 
Category 3 is the minimum recommendation for telephone wiring, but a higher 
category of wiring is permitted. The media for data communications can be any 
one of the following: 


E Four pair UTP Category 5 or Category 5e (Category 5e is recommended). 
@ Two pair STP. 
@ Two strand, 62.5/125 um fiber-optic cable. 


A network backbone is located between the telecommunications closets, 
equipment rooms, and main entrance facility. The backbone connects these areas 
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Distance 


Category 5e recommended) 90 meters (data) 


Multimode or 62.5/125 fiber-optic cable 2000 meters 
Single-mode fiber-optic cable 3000 meters 


and does not serve individual workstations. A backbone can run horizontally and 
vertically through a building. When the backbone is run vertically, it is some- 
times referred to as a riser and typically passes through 4-inch conduit sleeves in 
the floor or ceiling. The backbone cannot be run in elevator shafts. See Figure 20-11 
for a list of the approved cable and distances for backbones. Note that when UTP 
and STP are used for telephone communications (voice), the maximum distance 
is 800 meters. When UTP and STP are used for networks (data), the backbone is 
limited to 90 meters. 

The most widely accepted material used for network backbones is fiber-optic 
cable. UTP can be used for small networks, but fiber-optic cable is the preferred 
media if it can be used within budget restraints. Coaxial cable is not recom- 
mended for new installations as either backbone or horizontal wiring. While 
coaxial has not been prohibited, it is not recommended for new construction. 
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Figure 20-11. 

List of approved cable 
and distances for 
backbones. 


patch panel 

a rack-mounted 
device with RJ-45 
jacks on the front and 
a matching series of 
connections on the 
back. Patch panel 
cables are used to 
make connections 
between the front of 
the patch panel and 
equipment. The back 
of the panel is where 
the horizontal cable 
run terminates. 


The terminology for network facilities is based on telecommunications standards. The 
telecommunications industry existed long before computer network technology, and many 
of the terms used to describe network rooms are actually derived from the communica- 
tions industry. 
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A typical patch panel is a rack-mounted device. The device has RJ-45 jacks 
on the front and a matching series of connections on the back, Figure 20-12. 
Patch panel cables are used for making connections between the front of the 
patch panel and equipment. The back of the panel is where the horizontal run 
cable is terminated in the connections. 


RJ-45 connections 


A Front View 


Figure 20-12. 

A patch panel serves as 
a connection point 
between cable runs and 
network equipment. 
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punch down tool 

a tool used for 
pushing individual 
twisted pair wires 
into the connection 
points on a patch 
panel. 


telecommunications 
room 

a room or enclosed 
space that houses 
telecommunications 
equipment, such as 
cable termination 
and cross connect 
wiring. 


telecommunications 
closet 

an enclosed space 
that houses telecom- 
munication cable 
termination equip- 
ment and is the 
recognized transition 
point between the 
backbone and hori- 
zontal wiring. 
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The individual wires of each cable are pushed into the connections using a 
punch down tool. A punch down tool is specifically made for this type of cable 
wiring termination, Figure 20-13. The connections found on the back of patch 
panels are also found in outlets and punch down blocks. Patch panels are a con- 
venient way to make connections and provide a means for easily modifying the 
cable connection system. 

The telecommunications room is a room or enclosed space that houses tele- 
communications equipment, such as cable termination and cross connect wiring. 
The telecommunications room serves as a transition point between backbone and 
horizontal wiring. Sometimes telecommunications rooms are referred to as 
equipment rooms. Exact terminology depends on the source of the technology 
reference. For example, a network technician may use the term equipment room 
while a telecommunications technician may use the term telecommunications room. 
There must be a minimum of one telecommunications room per floor of a multi- 
story building. 

The telecommunications closet is an enclosed space used to house telecom- 
munications cable termination equipment and is the recognized transition point 
between the backbone and horizontal wiring. The telecommunications closet is 
also referred to as telecommunications room. The closet can be a small room about 
the size of a standard clothes closet, or it can be an enclosed cabinet that is placed 
securely inside a general office space. The telecommunications closet is typically 
placed in a centralized section of the work area and is used to house the horizontal 
cross connect for horizontal wiring. Many companies and organizations use the 
terms telecommunication room and telecommunication closet interchangeably. 


Standards Organizations 


There are many organizations that write standards for communications and 
network systems. The standards of these organizations are often incorporated 
into the contract specifications for the new network. Many of the standards 
appear redundant. However, you must remember that the standards are not just 
for networks. Many of the standards are written for communications systems 
such as the telephone system. These communication systems overlap with net- 
work communications. 


Figure 20-13. 

A punch down tool is 
used to connect twisted 
pair wire to the connec- 
tions on the back of 
patch panels, RJ-45 
outlets, and punch 
down blocks. 
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Many manufacturers publish their own set of standards, often exceeding the 
standards from the American National Standards Institute (ANSI), Electronic 
Industries Alliance (EIA), and Telecommunications Industry Association (TIA). 
This causes a lot of confusion for maximum cable ratings. For example, different 
manufacturers advertised Category 6 at various rates before it was ever a formal 
standard published by ANSI/TIA/EIA. 


ANSI/TIA/EIA Standards 


Network cabling, hardware, and structures are specified by a combination of 
standards. The set or combination of standards and recommendations used in 
the United States is a combination of ANSI, TIA, and EIA and is referred to as 
ANSI/TIA/EIA. While these are separate organizations, they come together for 
generally agreed on standards for most telecommunications and networking 
standards such as those in Figure 20-14. 

Telecommunications is a worldwide media. The ANSI/TIA/EIA is the recog- 
nized authority for the United States. ANSI is the main organization responsible 
for overseeing and distributing information technology standards in the United 
States. TIA and EIA are international standards. To eliminate redundancy, the 
TIA, EIA, and ANSI have formed a cooperative group to combine standards that 
cover common areas. The International Standards Organization (ISO) is the Euro- 
pean standards organization with similar responsibilities to the ANSI/TIA/EIA. 
The OSI model was developed by the ISO. The Canadian Standards Association 
(CSA) is a Canadian standards organization. As you can see, standards may 
change from country to country. Also, these are minimum standards. They may 
be superseded by higher standards written by individual organizations such as 
bodies of government, the airline industry, and universities. 


TIA/EIA 569-A 

The 569-A Standard for Telecommunications Pathways and Spaces recom- 
mends how communication cables are to be installed. The term telecommunications 
is not limited to data networks, but rather to the broad range of communications, 
such as telephone and video. It is important to remember when reading stan- 
dards that many pertain to communications systems and may not meet the 
requirements of a network standard such as 100BaseT or higher. Keep this in 
mind when references are made to Category 3 cable systems. 


TIA/EIA 568-B 
The 568-B standards describe the wiring standards for commercial buildings. 
They generally define the construction practices and design for the media, 
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connections points, termination, and topology. Note that standards are not solely 
concerned with network systems, but rather with all types of general telecommu- 
nications systems like telephone wiring. You must be careful when reading 
recommendations because Category 3 is still a recognized UTP for telephone 
wiring. An example of a 568-B standard is 568-B.1-2000 (Commercial Building 
Telecommunications Cabling Standard), which was introduced in 2000 when the 
use of Category 5e cable for network use was approved. 


TIA/EIA 606-A 

The 606-A Administration Standard for Commercial Telecommunications 
Infrastructure standard describes telecommunications infrastructure design 
guidelines. This includes blueprint drawings, PBX records, equipment invento- 
ries, identification formats, color coding, and labeling. 


TIA/ElA 607-A 

The 607-A standard describes the grounding and bonding requirements for 
telecommunications in commercial buildings. To better understand the concepts 
relating to grounding and bonding, you must first understand some basic elec- 
trical concepts as they relate to personnel safety. Electrical systems carry electrical 
energy, which can be hazardous to personnel. When electrical equipment fails, 
electrical current attempts to find the best electrical path to the earth. The path 
can be provided intentionally for safety reasons or unintentionally, such as 
through people coming in contact with the equipment. When people provide the 
path to earth, they can be severely shocked—sometimes fatally. 

Electrical cables are insulated to prevent electrical energy from energizing 
the boxes, conduits, and devices that contain electrical wiring and equipment. To 
prevent electrical shock, the metal parts of the equipment are grounded and 
bonded. When equipment is grounded, a better path to earth can be made than 
through people coming in contact with the equipment. 

The term ground or grounding means the intentional or accidental electrical 
path between an electronic device and the earth. The TIA/EIA 607-A standard 
specifies that equipment, such as boxes, conduits, and other metal devices associ- 
ated with electrical and telecommunications equipment provide protection from 
electrical shock by grounding. When parts of the system are connected to the 


` grounding system, they are described as bonded. Bonding is a term, which means 


that a short copper jumper joins a non-current carrying device to the electrical 
system ground. Proper grounding and bonding is a standard safety practice and 
a requirement by the NEC and the ANSI/TIA/EIA organizations. 

The National Electrical Code (NEC) states that there can only be one main system 
ground for a facility. The main system ground serves as the main ground for all elec- 
trical-related equipment, such as the electrical system, telecommunications equipment, 
and network equipment. A grounding electrode rod is driven into the earth at the 
main electrical entrance of the building, Figure 20-15. A typical grounding electrode is 
made of copper or copper clad steel approximately 1/2” in diameter and at least 8’ long. 
A grounding conductor made of either bare copper wire or green insulated wire is 
used to connect all required metallic devices in the system together. The building’s 
steel structural support is also tied to the grounding system. The grounding conductor 
runs through each section of the facility, including the wiring closets. 


TSB-75 
The ANSI/TIA/EIA organization released TSB-75 to support the open office 
space design. TSB-75 is a supplement to the 568-A standard. ANSI/TIA/EIA often 
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releases updated bulletins to support changes and exceptions to their standards 
rather than release an entirely new standard. 

An open office space design requires a flexible wiring method that can easily 
support rewiring. Open office areas do not have permanent walls and typically 
consist of many office cubicles. The cubicle design is easily changed and rear- 
ranged. Many building owners who lease space to businesses prefer this style of 
construction. By using the open office design, the office area can be easily and 
quickly reorganized for many different types of businesses that require unique 
office floor arrangements. This type of design can also be used for convention 
centers and large assembly rooms, which often require the quick rearrangement 
of the floor plan. 

TSB-75 states that a Consolidation Point (CP) and a Multi-User Telecommunica- 
tions Outlet Assembly (MUTOA) can be used in open office spaces. See Figure 20-16. 
A Multi-User Telecommunication Outlet Assembly (MUTOA) is a grouping of 
outlets that serves up to 12 work areas. This is not a cross connect, but rather a 
prefabricated set of connection points. The MUTOA is mounted on the perma- 
nent building structure or on furniture that is permanently secured to the floor. 
Patch cables run from the MUTOA to the equipment in the work area. 

The Consolidation Point (CP) is a connection to the horizontal wiring 
system, which in turn feeds to a wall outlet or a MUTOA. A patch cable can be 
plugged directly into the MUTOA and run directly to the equipment in the work 
area. Often the patch cable is run through channels in the furniture to conceal the 
presence of the cabling and ensure office safety. A Consolidation Point uses 


Figure 20-15. 
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Figure 20-16. 
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twisted pair cable with solid wire rather than stranded wire to connect to the out- 
lets in the work area. See Figure 20-17 for Consolidation Point and MUTOA systems. 

Figure 20-18 lists the maximum recommended distances of cable lengths for 
horizontal wiring and patch cables. It is important to note that the overall length 
of the horizontal wiring is limited to 100 meters. The same distances are used for 
Consolidation Points. Certain equipment manufacturers provide their own dis- 
tance charts that include modified distances based on conductor characteristics 
such as diameter. Also note that the maximum length of a patch panel cable that 
can be used in a telecommunications room is 7 meters. 
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Figure 20-17. 
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Network and Computer Electrical Requirements 


The National Electrical Code (NEC) defines the electrical requirements and 
standards for networks. NEC specifies standards that ensure safety of personnel 
and serve as a guide to minimal equipment requirements. The NEC is used as a 
guide for electricians rather than for a certified network cable installer. Network 
system construction often requires the expertise of individuals from various back- 
grounds. All electrical work requires a licensed journeyman electrician and an 
electrical contractor. Network technicians should never engage in the installation or 
modifications of electrical systems. Electrical systems are classified in three general 
groups according to the voltage levels encountered in the system. See Figure 20-19. 

Telecommunications, video, and signaling systems fall into the less than 50-volt 
category. Telecommunications wiring must never be in the same conduit or box as 
any system wiring of a higher voltage rating. The telecommunications must be 
isolated from the higher voltage systems not only to prevent data corruption and 
interference, but also to ensure the safety of personnel using network equipment. 


The main components of the network wiring system use telecommunications terminology 
to describe the various sections of the network. Network standards are a subcategory of 
telecommunications that existed long before networking systems. It is only natural that the 
existing terminology be used when describing the newer network wiring system. 
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Figure 20-18. 
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BICSI 


The Building Industry Consulting Service International (BICSI) is a world- 
wide non-profit association dedicated to the education of skilled workers in the 
telecommunications infrastructure and related fields. The organization is 
referred to by its acronym, which rhymes with Dixie. In recent years, BICSI has 
expanded their educational offerings in network cabling and is a recognized net- 
work cable infrastructure installation authority. The organization offers training 
programs, publications, and testing for certification. 

One such certification is in network cabling, which consists of a written 
examination and a performance examination. In the performance examination, 
candidates are required to make connections or splices using several different 
media, such as Category 5e, fiber-optic cable, and coaxial cable. The performance 
testing is performed under the direction of a BICSI certified examiner and the 
cables are sent to the BICSI organization where they are evaluated. Many 
building specifications state that only certified cable installers be used on the job. 
If you are interested in becoming a certified network cable installer or simply 
want to know more, visit the BICSI Web site at www.bicsi.org. 

This chapter has presented only a brief introduction to the complexities of 
network design. Please visit the many recommended Web sites at the end of the 
chapter to find out more about this interesting aspect of networking technology. 


Network cable installation is typically accomplished by BICSI certified individuals. These 
ragh Tip individuals have passed the rigid BICSI Certification exam. 


Figure 20-19. 
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Summary 

M The first part of the design process is to conduct a needs assessment. 

MW A timeline is a chronological listing of the expected sequence of work from 
the beginning of the project until the end. 

Œ LDAP is the de facto directory standard used by network operating systems. 

E A naming convention must be developed for all objects in the network 
environment to provide for easy identification. 

W An isolated electrical system should always be used for network equipment. 

Œ Specifications are a set of guidelines that explicitly describe the 
workmanship and materials that will be used in the project. 

Æ Horizontal cable distance is limited to 90 meters for the horizontal run from 
the telecommunications outlet to the telecommunications room. 

E The maximum length of a patch panel cable that can be used in a 
telecommunications room is seven meters. 

E The maximum distance for backbone wiring using UTP as a network 
medium is 90 meters. 

@ The maximum distance for a multimode fiber-optic cable backbone is 2000 meters. 

E The maximum distance for a single-mode fiber-optic cable backbone is 3000 
meters. 

E A Consolidation Point (CP) is a location in the horizontal wiring that provides 
an interconnection, which extends into the work areas. 

ŒE A Multi-User Telecommunication Outlet Assembly (MUTOA) is a grouping 
of outlets that serves up to 12 work areas. 

@ The main standard used for network design in the U.S. was developed jointly 
by several organizations and is referred to as ANSI/TIA/EIA. 

NW International Standards Organization (ISO) is the European standards 
organization similar to the ANSI/TIA/EIA. 

NW The Canadian Standards Association (CSA) is similar to ANSI/TIA/EIA. 

MW All electrical work for a networking system must follow the 
recommendations of the National Electrical Code (NEC) standards. 

M Network technicians should not engage in the installation of electrical devices. 

E BICSI is a non-profit organization dedicated to telecommunications 


installation training and education. 


Review Questions 


Answer the following questions on a separate sheet of paper. Please do not 


write in this book. 


1. What is the first step in the network design process? 


2. What are some of the roles and services provided by a network server? 


(Name at least 10.) 


3. What protocol standard are all major directory structures based on? 


4, Why is a naming convention important? 
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5. List 10 keyboard symbols that should not be used in LDAP computer or other 
object names. 


6. What is the purpose of specifications? 


7. What is the name of the room where the telephone system enters the 
building? 


8. Name two other uses or room designations that an equipment room may 
serve. 


9. Where is backbone cable located in a building? 
10. What is a work area? 
11. Describe a patch panel. 
12. What tool is used to connect cable to the back of a patch panel? 
13. How many telecommunications rooms must there be in a building? 
14. What do the three acronyms ANSI, TIA, EIA represent? 


15. What is the difference between a Consolidation Point (CP) and a Multi-User 
Telecommunication Outlet Assembly (MUTOA)? 


16. What is the maximum number of work areas a single MUTAO or 
Consolidation Point (CP) can serve? 


17, Can an MUTOA be mounted behind a drop ceiling? 


18. What characteristic does furniture need to allow a MUTOA or Consolidation 
Point (CP) to be attached to it? 


E Sample Network+ Exam Questions 
< Network+ 


Answer the following questions on a separate sheet of paper. Please do not 
= write in this book. 


1. A metal fabrication manufacturer is setting up a production plant that will 
incorporate network computer-controlled machinery. Welding is commonly 
used in the metal fabrication process and is automated. Which type of 
network cable would you recommend be used to counter the effects of EMI 
generated by the welding equipment on the plant floor. 


A. 24 AWG UTP 
B. 22 AWG UTP 
C. Multimode fiber-optic 
D. 1000BaseT 
2. What type of tool is used to make 100BaseT connections at 
telecommunications outlets in a work area? 
A. RG-58 crimper 
B. Punch down tool 
C. Electric soldering iron 
D. 24 AWG cable stripper 
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- What is the maximum length for a horizontal run of UTP cable from a 
telecommunications closet to the work area outlet? 
A. 800 meters 


B. 200 meters 
C. 100 meters 
D. 90 meters 


y ¢ Network+ 


- What is the maximum length of a patch panel cable that can be used in a 
telecommunications room? 


A. 3 meters 

B. 5 meters 

C. 7 meters 

D. 9 meters 

+ What is the maximum distance of a single-mode, fiber-optic backbone? 
A. 100 meters 

B. 800 meters 

C. 2000 meters 

D. 3000 meters 

+ Which standard describes how to install communication cables in 
telecommunication pathways and spaces? 

A. NEC 

B. TIA/EIA 569-A 

C. TIA/EIA 606-A 

D. TIA/EIA 607-A 

. What is the name of the Ethernet network passive device that is used in an 


equipment room to serve as a connection between horizontal cable runs and 
the equipment in the server room? 


A. Gateway 

B. Router 

C. Patch panel 

D. MUTOA 

. Which type of cable would most likely be used to provide connections 
between the workstation and the RJ-45 wall jack? 

A. Stranded core coaxial cable with a copper shield. 

B. UTP with stranded copper wires. 

C. STP with solid copper wires. 

D. UTP with solid copper wires. 

. Which method provides the best protection from office equipment 
interference? 

A. Double insulate all electrical cables. 

B. Use only 120 VAC equipment in the office area. 

C. Use insulated RJ-45 connectors on all cable assemblies. 

D. Use isolated dedicated electrical circuits for all network equipment. 
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Suggested Laboratory Activities 


1. 


Download a free trial version of a network drawing tool such as Microsoft 
Visio. Use the tool to diagram a small, peer-to-peer network and a client/server 
network. 


. Download a software program to assist you in estimating the size of server 


you will need. 


. Design a complete system for your school. The system will include servers, 


backbones, workstations, and a directory structure. 


. Design a system for an insurance office with five, full-time agents, three 


secretaries, and one receptionist. The office requires a connection to the 
corporate headquarters in a neighboring state. Approximately 18 MB of data 
must be exchanged with the corporate office each 8-hour day. Make a 
materials list and a bid price for the entire project. You must decide on your 
own to install a client/server or peer-to-peer network. You will also decide 
on the software packages to include in the system. Come up with a written 
proposal and present it to the class. 


. Write an acceptable use policy for the proposed office in activity 4. 


. Write a comparison of features and pricing for three different network 


operating systems. 


. Visit several Web sites to obtain the latest network installation standards 


available. 


. Download a copy of the Microsoft network design preparation guide. 


. Download a copy of the Microsoft Active Directory design guide. 


Interesting Web Sites for More Information 


www.bicsi.org 

www.blackbox.com 
www.cisco.com/univercd/cc/td/doc/product/icm/icm46/plan/ 
www.hp.com/rnd/case_studies/index.htm 
www.kroneamericas.com 
www.microsoft.com/technet/prodtechnol/AD/windows2000 


www.siemon.com/standards/ansi_tia_eia.asp#569-A 
www.sun.com 
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After completing this laboratory activity, you will be able to: 

E Construct a simple materials list. 

E Design a simple project timeline. 

E Prepare a price bid for the installation of a small office network. 


E Develop an awareness and appreciation of the skills required in 
network design. 


Introduction 


In this laboratory activity, you will design a small network system for a 


business office. You will decide on the workstations, network equipment, network 


media, and software. Your assignment is to carefully review the requirements as 
specified in the scenario and then construct a materials list, which includes prices 
for materials and labor. You will also figure a profit figure. You will use the 
Internet for locating project items and obtaining prices. 


Equipment and Materials 


E = Workstation and printer. (The workstation must have Internet access to 
conduct the research for the project. The printer is necessary to provide 
equipment specifications and pricing.) 


Scenario 


RMRoberts Inc. is setting up a brand new office for their Web design 
business. The office will consist of 16 workstations with the capability of 
supporting Web design functions. The office will require high-speed Internet 
access. Each person in the office will require a laser black and white printer. One 
full-color printer, centrally located, will be shared by all workstations. Each 
workstation must have installed a Microsoft operating system, Microsoft Office 
Professional software, and Adobe Studio Professional software. Also needed are 
office cubical dividers that will accommodate network and electrical wiring. The 
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following figure illustrates what the final office design should look like as well as 
the office dimensions. Notice that the office has a drop ceiling. 


Combination color printer 
copier and scanner 


9-0” Drop ceiling 
over office area 


Storage area 


Scale 1/4” = 1-0“ 


In summary, the materials should include the following: 


16 workstations with a Microsoft operating system and Microsoft Office 
Professional. 


WE Adobe Studio Professional for 16 workstations. 

WE Server(s). 

W Network devices, such as hubs, switches, or routers. 
E Network media. 

E 16 laser black and white printers. 

M Office cubicle dividers. 


Procedure 


E Select appropriate computer workstations; any needed servers, hubs, 
switches, or routers; and network medium, such as copper wire, 
wireless, or fiber-optic, for the network system. Be prepared to 
defend your selection of materials. 
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2. MO Configure a detailed list of materials, material costs, a timeline for 
installing all hardware and software and providing at least one day 
of training for all office personnel on the system. A material list must 
provide the following items: 


Item name. 

Manufacturer. 

Part number. 

Individual price. 

Total cost. 

Shipping cost. 
Approximate delivery time. 


3. ____ Submit the following items to your instructor: 
Material list. 

Material costs. 

Labor cost. 

Profit. 

Timeline. 


Hard copy of all prices and equipment specifications found in 
your Internet search. 


4. For extra credit, download a free demo version of VISIO or an equal 
drawing software program and make a drawing of the network 
system matching the proposal. 


Project Tips 

MW Keep the system simple; do not try to create an elaborate system. 

MW Sketch the network system before attempting to start a material list. 
E Less expensive materials may not necessarily be the best way to go. 
M Feel free to be creative. 
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The BICSI organization (www.bicsi.org) provides resources, training, and certification for those in the telecommuni- 


cations industry. Areas of interest to network designers include voice/data cabling systems, LANs and internetworks, 
and wireless. 


Network+ 
Certification Exam 
Preparation 


After studying this chapter, you will be able to: 
‘J Evaluate your level of preparedness for the Network+ Certification Exam. 
Identify areas that require additional study. 


W Develop a strategy for additional study in areas that show a need for 
improvement. 


O 


_ Network+ Exam—Key Points 


You should be able to install, configure, and troubleshoot basic network 
` devices. You should also know the layers of the OSI model and be very 
familiar with all the common network protocols, especially those associated 
with the TCP/IP suite. 


- Be aware that some questions on the Network+ Certification exam will 
be based on A+ Certification exam knowledge. The CompTIA Web site states 
that all candidates for the Network+ exam should have the A+ Certification 

or equivalent knowledge. 
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Key Words and Terms 


The following words and terms will become important pieces of your net- 
working vocabulary. Be sure you can define them. 


domains 
Network+ Examination Objectives 
weight 


This chapter is designed to help you prepare for the CompTIA Network+ 
Certification exam. Test preparation strategies, as well as a practice exam, are 
included in this chapter. The practice exam simulates what you may encounter 
when taking the Network+ Certification exam. Every attempt has been made to 
closely simulate the Network+ Certification exam by covering the exact areas to 
be tested at the approximate knowledge level required. However, there is no 
guarantee successfully passing the practice exam will ensure your success on the 
Network+ Certification exam. 


Network+ Examina- The Network+ Certification Exam 


tion Objectives 

a document that 
contains the exact 
areas to be tested on 


Over 2500 industry representatives were surveyed to determine the critical 
job areas that would be tested by the Network+ Certification exam. The most 
common jobs performed by technicians form the basis of the exam. The exact 


ori areas to be tested are listed in the Network+ Examination Objectives located on 

Car oatomexam. CompTIA‘s Web site. The Network+ Examination Objectives are organized 
according to domains, or areas of knowledge. The Network+ Certification exam 

domains covers four domains. Look at Figure 21-1. Notice that a certain percentage of 


areas of knowledge. exam questions cover each domain. 


Network+ Note: 


“The percentages listed in the Network+ Examination CA are 
AP anda are eo o to ciane ae 


The Network+ Certification exam consists of 72 questions to be completed in 


weight 90 minutes. The exam is graded on a scale of 100 to 900. The minimum passing 
the amount of points score is 646. Test questions are not equally weighted. This means that each ques- 
assigned to a test tion is worth a different amount of points, or weight. This makes it difficult to 
question. make a perfect pre-assessment tool, like the practice exam in this chapter. 

Figure 21-1. 7 : 
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CompTIA keeps the weights of each question private. However, research has 
shown that there is a strong correlation between traditional test scores based on 
percentage and weighted question test scores. 

In the introduction of the Network+ Examination Objectives, CompTIA 
recommends the candidate have a CompTIA A+ Certification before attempting 
the Network+ exam. The A+ Certification is not required, only recommended. 
Many of the test items require knowledge that directly correlates to the A+ Certi- 
fication exam, especially test items relating to troubleshooting and computer 
hardware. CompTIA assumes that if you are taking the Network+ Certification 
exam, you have the skills commonly associated with PC support. If you do not 
have these skills, you will be at a disadvantage when taking the exam. 

CompTIA also recommends the candidate have at least nine months work 
experience in network support or administration before taking the Network+ 
Certification exam. While there is no substitute for actual job experience, labora- 
tory activities can provide you with much of the same experiences. Be sure to 
complete all laboratory activities included in this textbook and in the Networking 
Fundamentals Laboratory Manual before attempting the exam. Also, study the 
questions at the end of the laboratory activities. Many of these questions are 
designed to help you prepare for the Network+ Certification exam. 

Use the Networking Fundamentals Study Guide to help reinforce concepts. 
Many of the concepts presented in the Network+ objectives you will not have an 
opportunity to work with in the lab. For example, you may not have an opportu- 
nity to design and implement an FDDI or a 10GbaseSR network, yet you will 
need to know the specifications of these standards, such as the types of cable and 
connectors used and maximum and minimum cable distances. The Networking 
Fundamentals Study Guide will help you organize this information as well as help 
you review the material required for the Network+ Certification exam. When 
working in the study guide, feel free to record your own notes and diagrams in 
the margins or available white space. This will personalize your learning experi- 
ence. Organizing or presenting the material in your own way will help you gain 
a better understanding of the material. 


Preparation Strategy 


The secret to passing the Network+ Certification exam is having an organized 
strategy for preparation. The most common mistake made by students is to simply 
sit down and study their notes and available materials. A student needs to 
approach their exam preparation in the most effective and objective manner. The 
following is a list of key steps to exam success: 


Review and analyze the exam objectives. 

Match exam objective details to resource materials. 

Identify and practice laboratory activities that match the exam objectives. 
Take practice exams. 

Review problem areas. 

Retake practice exams. 

Schedule and take the Network+ Certification exam. 
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Network+ Note: 


When preparing for the Network+ Certification exam, be sure to check the 


CompTIA Web site for the very latest Network+ Examination Objectives. 
The objectives are constantly revised. 


1. Review and Analyze the Exam Objectives 


The first step in the exam preparation strategy is to review and analyze the 
exam objectives outlined by the CompTIA organization. You need to know exactly 
what areas are required for certification. Networking is an extremely in-depth field 
that can easily fill volumes of books. The technical vocabulary alone spans over 
10,000 words, not including all of the acronyms. Concentrate your studies on what 
is required for the Network+ Certification exam. For example, if subnet calculations 
are not required, do not spend hours on this area of networking. 


Network+ Note: 


Subnet calculations are not required for the Network+ Certification exam, 
but it is required for other certification exams at the time of this writing. 


Also, note that changes in the exam composition change on a fairly frequent 
basis. It is always a good idea to check the CompTIA Web site for the latest 
content changes. 


Too many people spend hours of study on areas that are not on the test. To 
avoid doing this, make an outline of the current exam objectives and fill in related 
facts for each objective. A sample of such an outline is presented in Figure 21-2. 

On your outline, write several facts about each item mentioned in the objective. 
Use several references for each item in addition to the textbook. A variety of refer- 
ence materials will greatly enhance your understanding of the topics in the outline. 

There are many sites that will provide you with a detailed outline for free or 
for a small charge. While this would be the most convenient way to make a com- 
plete exam outline, it is not a sound learning strategy. To better retain the infor- 
mation, you need to construct your own outline and research the facts and details 
yourself! This method will better prepare you for the exam. Also, there are many 
ready-made study guides with inaccurate information and information which is 
outside the scope of the Network+ Certification exam. Also, much of the material 
is out of date. You will do a better job by constructing your own outline. This will 
ensure your study material is up-to-date. Also, by using multiple sources for 
information, you will be able to avoid inaccurate information. 


Network+ Note: . 


Since CompTIA recommends a Network+ candidate possess CompTIA A+ 


equivalent knowledge, you may want to download and review the exam - 
objectives for the A+ Certification exams and use it as an outline for review 
in addition to the Network+ outline. 
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SS A 
Figure 21-2. 


My Study Guide Sample study guide. 


1.3 Specify the characteristics (For example: speed, length, topology, and cable type) of the 
following cable standards: 10BaseT, 10BaseFL, 100BaseTX, 100BaseFX, 1000BaseT, 1000BaseCX, 
1000BaseSX, 1000BaseLX, 10GBaseSR, 10GBaseLR, and 10BaseER. 


10GBaseSR __ 
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2. Match Exam Objective Details to Resource Material 


You should gather the material needed to fill in your outline from a variety 
of reputable sources. Use your textbook, laboratory manual, and the Internet. 
There are many fine resources available, especially at operating system vendor 
Web sites. For example, Microsoft has a lot of material on WINS because it was 
vital to their earlier network operating systems. 

When looking up facts for network interoperability, do not simply check the 
Microsoft Web site to see how to set up communications between a Microsoft 
system and a Novell system. Check the Novell site as well for their 
recommendations. 

Be careful of some sources, such as chat rooms. Chat rooms that discuss 
particular exams often have a lot of inaccurate information. It is always better to 
use only reputable and authoritative Web sites. 


3. Identify and Practice Laboratory Activities That Match 
the Exam Objectives 


Many of the objectives, especially those relating to troubleshooting, require 
the student have knowledge that requires experience. The laboratory activities 
presented in this textbook and in the Network Fundamentals Laboratory Manual are 
designed to provide you with needed experiences. You may want to review and 
repeat these laboratory activities. You should be able to perform all of the past 
laboratory activities with minimal assistance. Laboratory activity experiences are 
much easier to remember than textbook materials. For example, setting up a 
DHCP service and troubleshooting one will give you an in-depth knowledge of 
the subject. This is better than simply memorizing facts. 

Remember, a networking profession is not just about passing an exam. You 
need to know the subject area and be able to perform hands-on activities to 
obtain and keep a job in the industry. The industry does not pay you to answer 
questions, but rather to perform duties related to networking. 


4. Take Practice Exams 


Taking practice exams will help you to identify your areas for needed 
improvement in both subject matter and test-taking skills. All students have at 
least one area of weakness that could prevent them from passing the Network+ 
Certification exam. Take the practice exam included in this chapter and have 
your instructor score it. After all of the questions are scored, you can do an 
analysis of in what areas you may need more study or laboratory experiences. Be 
careful of the many online exams offered for free on the Internet. Only use Web 
sites that your instructor recommends. Many of the Web sites have questions that 
do not exactly match the test objectives. Also, some of the provided answers are 
incorrect. 

In general, most of the free practice exams are far more difficult than the 
actual Network+ Certification exam. Many of the free Internet exam sites are 
marketing tools to sell you other exams from their Web site. The sample exams 
may actually be harder than the CompTIA exam. The reason is it enhances their 
sales if you do poorly on the sample exam. Use caution before purchasing any set 
of test questions. 
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5. Review Problem Areas 


After taking a practice exam, review your problem areas. Do not simply take 
a practice exam and study a set of questions. You need to learn the material 
covered. Review the test items missed. Go back and study these areas. Use the 
outline you developed from the Network+ Examination Objectives to help you 
prepare. 


6. Retake Practice Exams 


Retake practice exams by taking a different practice exam to see if you have 
improved in the needed areas. Repeat steps four through six until you have 
gained sufficient confidence that you can pass the commercial Network+ 
Certification exam. 


7. Schedule and Take the Network+ Certification Exam 


One of the secrets of preparing for the Network+ Certification exam is to 
schedule an exact date and time to take the exam. Give yourself a real and prac- 
tical deadline. Vague deadlines do not work and will actually work against you. 
By procrastinating, you will lose the knowledge learned for the current exam. For 
example, do not simply say “I plan to take the exam in the fall.” Chances are 
when fall comes you will still not be prepared and will procrastinate by saying, 
“I plan to take the exam this winter.” Remember, procrastination is not a luxury; 
in this case, it is your enemy. 

Set an exact date. This way you have committed both your financial and 
mental resources. Use your calendar to pick a date that gives you plenty of time 
to prepare by taking practice exams and reviewing. Don't wait until you think 
you are prepared to schedule the exam. In fact, scheduling the exam date should 
be one of the first things you do if you are serious about certification. Schedule 
the test, and then set up a specific schedule (timeline) for study. 


Network+ Certification Practice Exam 


This practice exam is structured according to the domains specified in the 
Network+ Examination Objectives. Before each set of questions for the domain, 
the objectives for that domain are listed. After taking the exam, your instructor 
will score it. 


Domain 1—Media and Topologies 

M 1.1 Recognize the following logical or physical network topologies given a 
diagram, schematic, or description: 
Star, bus, mesh, and ring. 

M 1.2 Specify the main features of 802.2, 802.3, 802.5, 802.11, and FDDI 
networking technologies, including: 
Speed, access method, topology, and media. 

MN 1.3 Specify the characteristics (For example: speed, length, topology, and 
cable type) of the following cable standards: 


10BaseT, 10BaseFL, 100BaseTX, 100BaseFX, 1000Basel, 1000BaseCX, 
1000BaseSX, 1000BaseLX, 10GBaseSR, 10GBaseLR, and 10BaseER. 
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1.4 Recognize the following media connectors and describe their uses: 
RJ-11, RJ-45, F-Type, ST, SC, IEEE 1394, LC, and MTRJ. 

1.5 Recognized the following media types and describe their uses: 
Category 3, 5, 5e, and 6; UTP; STP; Coaxial cable; SMF optic cable; and MMF 
optic cable. 

1.6 Identify the purposes, features, and functions of the following 
network components: 

Hubs, switches, bridges, routers, gateways, CSU/DSU, NICs, ISDN adapters, 
WAPS, modems, transceivers, and firewalls. 

1.7 Specify the general characteristics (For example: carrier speed, 
frequency, transmission type, and topology) of the following wireless 
technologies: 

802.11 (frequency hopping spread spectrum), 802.11x (direct sequence spread 
spectrum), infrared, and Bluetooth. 


1.8 Identify factors that affect the range and speed of wireless service (For 
example: interference, antenna type, and environmental factors). 


Domain 1—Practice Exam Questions 1-14 


Answer the following questions on a separate sheet of paper. Please do not 


write in this book. 


1, Which network topology provides the most redundancy? 


A. Bus 

B. Token Ring 
C. Mesh 

D. Star 


. What is the maximum transmission speed for a 100BaseTX network? 


A. 10 Mbps 
B. 100 Mbps 
C. 1000 Mbps 
D. 10 Gbps 


. What is 100BaseFX constructed from? 


A. Two pairs of Category 5 cable. 

B. Four pairs of Category 5e cable. 

C. Two strands of multimode or single-mode fiber-optic cable. 
D. One strand of single-mode fiber-optic cable. 


. What is the maximum number of active hubs or repeaters that can be linked 


in a daisy-chain configuration? 
O 

B. 4 

C35 

D. Unlimited 
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5. What is the frequency band used for IEEE 802.11b devices? 
A. 2.4 MHz 


B. 2.4 GHz 
C. 5 MIKI 
DISCHZ 
6. The central point of a wireless LAN designed to control access to a wired 
LAN is called the__ 
A. wireless hub 
B. MAU 
C. Wireless Access Point 
D. Point of Presence 


7. Identify the connector type in the following figure. 


A. BNC 
B. RJ-45 
C. AUI 
DISI 


8. A T1 line is typically terminated with a(n) ___ 
A. MAU 
B. Cable modem 
C. ISDN adapter 
BD. ESU/DSU 
9. Which network device bases decisions on MAC addresses? 
A. Passive hub 
B. Bridge 
C. Router 
D. Gateway 


748 


Networking Fundamentals 


10. 


i. 


12 


13: 


14. 


Wireless LANs use which access method to establish communications? 

A. CSMA/CD 

B. CSMA/CA 

C. Token passing 

De PEF 

Which of the following devices can limit Ethernet broadcasts? (Select all that 
apply). 

A. Hub 

B. Router 

C. Switch 

D. Repeater 

How many pairs of conductors can be inserted into a standard RJ-45 connector? 
A. One 

B. Two 

E. Three 

D. Four 


Gigabit Ethernet supports data transfer speeds equal to__ 
A. 100 Mbps 

B. 1,000 Mbps 

C. 10,000 Mbps 

D. 100,000 Mbps 


The loss of signal strength through a fiber-optic cable is referred to as 


A. resistance 

B. impedance 
C. attenuation 
D. decibel gain 


‘Domain 2—Protocols and Standards 


2.1 Identify a MAC address and its parts. 
2.2 Identify the seven layers of the OSI model and their functions. 


2.3 Identify the OSI layers at which the following network components 
operate: 


Hubs, switches, bridges, routers, NICs, WAPs 


2.4 Differentiate between the following network protocols in terms of 
routing, addressing schemes, interoperability, and naming conventions: 


IPX/SPX, NetBEUI, AppleTalk, and TCP/IP. 


2.5 Identify the components and structure of IP addresses (IPv4 and IPv6) 
and the required setting for connections across the Internet. 


2.6 Identify classful IP ranges and their subnet masks (For example: Class 
A, B, and C). 


2.7 Identify the purpose of subnetting. 
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2.8 Identify the differences between private and public network 
addressing schemes. 


2.9 Identify and differentiate between the following IP addressing methods: 
Static, dynamic, and self-assigned (APIPA). 


2.10 Define the purpose, function, and use of the following protocols used 
in the TCP/IP suite: 


(AUD? FIP oriP TRIP SMUP Hil? EEies, POP3, Telnet, SSH, ICMP, 
ARP, NTP, NNTP, SCP, LDAP, IGMP, and LPR. 
2.11 Define the function of TCP/UDP ports. 


2.12 Identify the well-known ports associated with the following 
commonly used services and protocols. 

FTP (20), FTP (21), SSH (22), Telnet (23) SMTP (25), DNS (53), TFTP (69), 
HTTP (80), POP3 (110), NNTP (119), NTP (123), IMAP4 (143), and HTTPS (443). 
2.13 Identify the purpose of network services and protocols (For example: 
DNS, NAT, ICS, WINS, SNMP, NES, Zeroconf, SMB, AFP, and LPD). 

2.14 Identify the basic characteristics (For example: speed, capacity, and 
media) of the following WAN technologies: 

Packet switching, circuit switching, ISDN, FDDI, T1, T3, OCx, and X.25. 


2.15 Identify the basic characteristics of the following Internet access 
technologies: 


xDSL, Broadband cable, POTS/PSTN, satellite, and wireless. 

2.16 Define the function of the following remote access protocols and 
services: 

RAS, PPP, SLIP, PPPoE, PPTP, VPN, and RDP. 

2.17 Identify the following security protocols and describe their purpose 
and function: 

IPSec, L2TP, SSL, WEP, WPA, and 802.1x. 


2.18 Identify authentication protocols (For example: CHAP, MS-CHAP, 
PAP, RADIUS, Kerberos, and EAP). 


Domain 2—Practice Exam Questions 15-29 


Answer the following questions on a separate sheet of paper. Please do not 


write in this book. 


15. Which of the following is an example of a MAC address? 


16. 


A. 192.168.40.134 

B. ADO01:3F:0:23A:B24D:CA7:D43:B3A2 

C. 10111011 

D. A1-D3-CA-12-56-C3 

Gateway services are associated with which layer(s) of the OSI model? 
A. Physical, data link, and network. 

B. Application, presentation, session, and transport. 

C. Data link and MAC. 

D. Application only. 
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17. Which protocol is designed to synchronize the time between all clients and 
servers on a LAN? 


A. FTP 
B. ATM 
CNIR 
D. ICA 


18. Which protocol is used to send an echo request? 
A. FTP 
BATOR 
C. ICMP 
DIERRE 
19. Which protocol is used in a SOHO network when all computers connect to 
the Internet through one common host and one assigned IP address. 
A. NAT 
B. ATM 
CEEP 
DIRUNIR 
20. A new e-mail server is installed on a corporate LAN. For convenience, the 
corporate executives want to be able to centrally store their e-mail on the 


server and be able to view their stored e-mails from anywhere in the USA 
when they travel. Which e-mail protocol will meet the requirements? 


A. FTP 
B. POP 
C. SNMP 
D. IMAP 
21. You are in charge of a large LAN containing several hundred workstations. 


You wish to assign IP addresses automatically when the user logs on to the 
network. Which service will meet the IP address assignment requirement? 


A. DNS 
B. WINS 
Clee AP 
D. DHCP 


22. Which technology would provide the highest data throughput? 
A. ISDN 
B. T1 
CIONET 
DP DSL 


23: 


24. 


20: 


26. 


27. 


28. 


29; 
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Which protocol in the list provides the most secure transactions between a 
Web site and a user? 


ATENE 
BSICP 
CESSE 

DAIR 


Which port is associated with Web page services? 
A. 20 

B. 21 

Creu 

D. 110 


Which protocol is designed specifically to support thin client services? 
A. ICA 

Bs IETP 

C. SNMP 

D. IPX 


Which IP Internet standard is IPSec compatible with? 

A. IPv4 only. 

B. IPv6 only. 

C. IPv4 and IPv6. 

D. Neither IPv4 nor IPv6. 

A home-office network based on the Windows 2000 Professional operating 


system would most likely connect to an ISP using a standard V90 telephone 
modem and which protocol? 


A. PPP 
Be sEIP 
ESTE? 
DI 


A virtual LAN would be created using a(n) _____. 
A. active hub 

B. switch 

Cy repeater 

D. MAU 

Establishing and terminating a TCP/IP connection are described at the __ 
layer of the OSI model. 

A. presentation 

B. network 

C. data link 

D. session 
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Domain 3—Network Implementation 


3.1 Identify the basic capabilities (For example: client support, 
interoperability, authentication, file and print services, application 
support, and security) of the following server operating systems to access 
network resources: 

UNIX/Linux/MAC OS X Server, NetWare, Windows, and AppleShare IP. 

3.2 Identify the basic capabilities needed for client workstations to connect 
to and use network resources (For example: media, network protocols, and 
peer and server services). 

3.3 Identify the appropriate tool for a given wiring task (For example: wire 
crimper, media tester/certifier, punch down tool, or tone generator). 

3.4 Given a remote connectivity scenario comprised of a protocol, an 
authentication scheme, and physical connectivity, configure the 
connection. Includes connection to the following servers: 
UNIX/Linux/MAC OS X Server, NetWare, Windows, and AppleShare IP. 

3.5 Identify the purpose, benefits, and characteristics of using a firewall. 
3.6 Identify the purpose, benefits, and characteristics of using a proxy 
service. 

3.7 Given a connectivity scenario, determine the impact on network 
functionality of a particular security implementation (For example: port 
blocking/filtering, authentication, and encryption). 

3.8 Identify the main characteristics of VLANs. 

3.9 Identify the main characteristics and purpose of extranets and 
intranets. 

3.10 Identify the purpose, benefits, and characteristics of using antivirus 
software. 

3.11 Identify the purpose and characteristics of fault tolerance: 

Power, link redundancy, storage, and services. i 

3.12 Identify the purpose and characteristics of disaster recovery: 


Backup/restore; offsite storage; hot and cold spares; and hot, warm, and cold 
sites. 


Domain 3—Practice Exam Questions 30-47 


Answer the following questions on a separate sheet of paper. Please do not 


write in this book. 
30. Which service is used by Windows NT to resolve NetBIOS names to IP 


addresses? 
A DHCE 
B. DNS 
C. APIPA 
D. WINS 


SL. 


O2: 


33. 


34. 
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Which RAID level does not provide fault tolerance? 
A. RAID 0 
B. RAID 1 
C. RAID 2 
D. RAID5 


Which of the following file systems support encryption on a Windows 2000 
server? 


A. FAY IG 
B. FAT32 
C. NTFS 
D. VFAT 


What should be done before performing an operating system upgrade? 
(Select all that apply.) 


A. Perform a backup of all-important data. 

B. Run a virus scan of the hard disk drive. 

C. Remove all current operating system patches. 

D. Reformat the partition where the upgrade is to be installed. 


What are the main advantages of using a proxy server on a LAN? (Select all 
that apply.) 


A. The proxy server provides encryption of all data transferred to and from 
the LAN. 


B. The proxy server improves system performance by saving frequently 
requested Web pages, thus making access appear quicker. 


C. A proxy server can filter request preventing certain Web sites from being 
accessed by employees. 


D. A proxy server is used as a database of user names and passwords. 


The highest level of the UNIX directory structure is 
A C: 

B. A: 

C 

D. /boot 


Which of the following protocols is native to NetWare 5? 
A. TCP/IP 

B. IPX/SPX 

C. AppleTalk 

D. DLC 
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37. What is the physical address for the computer indicated in the following figure? 


38. 


39. 


40. 


41. 


42. 


RA IP Configuration 


T Renew All | More Info>> | 


A. 44-45-53-54-00-00 

B. 64.45.197.201 

C5510100 

D. 64.45.197.201 

What does the acronym NAS represent? 
A. Network Access Service 

B. Network Attached Storage 

C. Novell Access Services 

D. Network ASCII Service 


Which of the following devices would you install on a computer to protect it 
from unauthorized access from the Internet? 


A. Bridge 

B. Gateway 

C. Firewall 

D. Switch 

Select the correct reason for creating a VLAN? 

A. Increase the bandwidth between two or more nodes. 

B. Increase the storage capacity of the network. 

C. Increase the fault tolerance of the network. 

D. Decrease security for transferring data across a public media. 


When configuring a dial-up connection between a SOHO network and a 
local ISP, you will be required to have which of the following items? (Select 
all that apply.) 


A. ISP access telephone number. 

B. A user name. 

C. A password. 

D. A Kerberos account. 

What is the maximum number of characters you can use for a NetBIOS name? 
A. 8 

B. 15 

C. 64 

D3255 
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45. 
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Which of the following maps computer names (NetBIOS names) to IP addresses? 
A. Lmhosts 


B. Hosts 

C. DNS 

D. DHEP 

Which of the following passwords is the most secure? 
A. TotalRecall 

B. Pas$TheBall! 

C. SaraLee 

D. Harmonyl 

The default administrators name for Windows 2000 Server is 
A. Root 

B. Admin 

C. Administrator 

D. SuperUser 

The default password for Windows 2000 Server is____. 
A. Root 

B. Admin 

C. Secret 

D. There is no default password. 

What two ways can IP addresses be issued to clients? 
A. Dynamically and statically 

B. Statically and actively 

C. Confidentially and overtly 

D. Autonomously and statically 


Domain 4—Network Support 


4.1 Given a troubleshooting scenario, select the appropriate network 
utility from the following: 

Tracert/traceroute, ping, arp, netstat, nbstat, ipconfig/ifconfig, winipcfg, and 
nslookup/dig. 

4.2 Given output from a network diagnostic utility (For example: those 
utilities listed in objective 4.1), identify the utility and interpret the output. 
4.3 Given a network scenario, interpret visual indicators (For example: 
link LEDs and collisions LEDs) to determine the nature of a stated 
problem. 

4.4 Given a troubleshooting scenario involving a client accessing remote 
network services, identify the cause of the problem (For example: file 
services, print services, authentication failure, protocol configuration, 
physical connectivity, and SOHO router). 


4.5 Given a troubleshooting scenario between a client and the following 
server environments, identify the cause of a stated problem: 


UNIX/Linux/MAC OS X Server, NetWare, Windows, and AppleShare IP. 
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E 4.6 Given a scenario, determine the impact of modifying, adding, or 
removing network services (For example: DHCP, DNS, and WINS) for 
network resources and users. 

M 4.7 Given a troubleshooting scenario involving a network with a particular 
physical topology (For example: bus, star, mesh, or ring) and including a 
network diagram, identify the network area affected and the cause of the 
stated failure. 

MH 4.8 Given a network-troubleshooting scenario involving an infrastructure 
(For example: wired or wireless) problem, identify the cause of a stated 
problem (For example: bad media, interference, network hardware, or 
environment). 

W 4.9 Given a network problem scenario, select an appropriate course of 
action based on a logical troubleshooting strategy. This strategy can 
include the following steps: 

Identify the symptoms and potential causes. 

. Identify the affected area. 

. Establish what has changed. 

. Select the most probable cause. 

Implement an action plan and solution including potential effects. 

Test the result. 

Identify the results and effects of the solution. 


SNAP WN 


Document the solution and process. 


Domain 4—Practice Exam Questions 48-72 


Answer the following questions on a separate sheet of paper. Please do not 
write in this book. 


48. Which of the following statements best describes the output display in the 
following figure. 


ci Command Prompt -nslookup 


A. The WINS server is up and running. 
B. The WINS server is not running. 

C. The DNS server is up and running. 
D. The DNS server is not running. 


49. 


50. 


Ble 
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You are troubleshooting a workstation that is having problems connecting to 
the Internet. The network is a peer-to-peer and is connected to the Internet 
using a cable modem attached to a workstation serving as the ICS host. 
Which IP address would you ping to verify the connection to the ICS host? 
A. 169.254.000.100 

B. 192.168.000.001 

2.0.0.1 

D. 127.000.000.255 

You have just set up and configured a small home office network consisting 
of three workstations and one printer connected by wireless network adapters. 
You want to secure the network from access from the Internet. As a solution 
you set the encryption on each 802.11b network adapter using the passphrase 
“no_1_home”. Which of the following statements best describes your solution 
based on the required and optional results? 

Required result: 

Protect the network from unauthorized Internet access. 


Optional result: 

Increase overall network performance. 

A. The proposed solution meets the required option only. 

B. The proposed solution meets the optional result only. 

C. The proposed solution meets the required and the optional result. 

D. The proposed solution meets neither the required nor the optional result. 
A Windows 2000 workstation connected to a client/server network fails to 


complete the boot sequence and stops with a blank screen displayed. What 
would be the most appropriate action to take to remedy the problem? 


A. Remove the network adapter and try rebooting the workstation. 
B. Use the Windows 2000 CD to start the recovery console. 


C. Reconfigure the workstation as a member of a peer-to-peer network and 
try to reboot the workstation. 


D. Shut down the server and leave it offline and then reboot the workstation. 
What is the term used to describe data signals from one pair of conductors 
corrupting data signals on another pair of conductors? 

A. Beaconing 

B. Crosstalk 

C. Open loop 

D. Reflection 

Which of the following tools would be the most appropriate to check a fiber- 
optic backbone suspected as the cause of a network cabling problem? 

A. Digital multimeter 

B. OTDM 

C. Oscilloscope 

D. Tone generator 
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54. 


55; 


56. 
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You want to monitor the packets on a LAN connected to a Window 2000 
server. Which utility would be the most appropriate for inspecting packets? 
A. Telnet 

B. Performance Monitor 

C. System Monitor 

D. Network Monitor 

Users are complaining of very slow downloads in a particular workgroup. 
What would be the most appropriate course of action to take first? 


A. Ping each of the workstations in the workgroup to ensure each has a good 
connection. 


B. Run a protocol analyzer and compare the data to the network’s baseline 
data. 


C. Use netstat to locate duplicate IP address assignments. 
D. Use a packet sniffer to see if users are using the appropriate user names 
and passwords, which could cause logon delays. 


An employee who recently changed their password at the required 90-day 
company policy calls the help desk complaining that they can no longer log 
on to the network. What would be the most appropriate course of action to 
solve this problem? 


A. Check if the user's rights have changed since changing the password. 

B. Have the user check if the [Caps Lock] key is on. 

C. Have the user ping the server to see if a connection can be established. 

D. Have the user do nothing and dispatch a technician to the user’s location. 
Users on a LAN using Windows 2000 Server and Windows 2000 Professional 
are able to exchange files and communicate with the server, but no one can 


reach the branch office using the Internet. Which of the following is most 
likely the cause of failure? 


A. The WINS server is down. 

B. The DHCP service has failed. 

C. The Imhosts file is corrupt on the server. 

D. There is insufficient RAM on the server to support Internet access. 

A network using Windows 2000 Server has recently added 50 workstations. 
The server response speed seems to be slowing over the last month. You 


suspect that more RAM is needed in the server. What tool can be used to 
analyze and determine if sufficient RAM exists on the server? 


A. Network Monitor 

B. Performance Monitor 
C. OTD 

D. Defrag 


59! 


60. 


61. 


62. 


63. 


Chapter 21 Network+ Certification Exam Preparation 


A technician has just installed a new network interface card in a workstation. 
After completing the installation, the technician cannot successfully log on to 
the network or see any other devices when browsing the network. Also, 
when the technician tried to reinstall a driver, he discovered the CD-ROM is 
no longer working. What is most likely the problem? 


A. Faulty network cable. 

B. The wrong protocol has been selected for the network interface card. 
C. There is an IRQ conflict. 

D. This condition is normal until the server recognizes the network card. 
The time required to transfer a file has greatly increased recently. You 


suspect that there is an excessive amount of data transfers on the network. 
Which tool would you use to confirm your suspicions? 


A. Protocol Analyzer 

B. OTD 

C. Network Neighborhood 

D. 1GHz oscilloscope 

You successfully ping the local host at the workstation but cannot ping 
anyone else in your workgroup. What is most likely the problem? 

A. The TCP/IP protocol is not installed on the workstation. 

B. The DNS server is down. 

C. There is a loose connection at the network interface card or hub. 

D. There is insufficient RAM installed in the workstation. 

You are checking a network conductor pair using a VOM. What setting is 
most appropriate to verify there is no short between the two conductors? 
A. Set the meter for amperes and connect the probes to conductor pair. 

B. Set the meter for volts and connect the probes to the conductor pair. 

C. Set the meter for ohms and connect the probes to the conductor pair. 

D. Set the meter for frequency and connect the probes to the conductor pair. 
There is a weather report indicating the likelihood of severe thunderstorms 


in your area. What device should be checked to ensure that the network 
server is protected? 


A. UPS 

B. Gateway 
C. Router 
D. Bridge 
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64. 


65. 


66. 


67. 


68. 


69. 


You suspect that a network connection is preventing a Windows 2000 work- 
station from booting. What would be the most appropriate action to take? 


A. Connect a protocol analyzer to a different node and monitor the boot 
process of the suspect workstation. 


B. Open Device Manager on the suspect workstation and verify that the 
correct drivers are loaded. 


C. Press [F8] during the boot sequence and verify the workstation will start 
in safe mode. 

D. Use a system boot disk to start the workstation and then open Device 
Manager to verify the network interface card settings. 


You suspect that you have a corrupt MBR on a Windows 2000 server that is 
using NTFS. What is the most appropriate remedy for this problem in the list 
of choices and is typically the last resort? 


A. Start the server using Recovery Console and then enter the fixmbr command. 


B. Start the server using a DOS system disk and then type fdisk/mbr at the 
command prompt. 


C. The server’s hard disk drive will need to be replaced and the system files 
reinstalled. 

D. Perform a system restore from a backup tape, which will automatically 
repair the MBR. 


What information is revealed when issuing an ipconfig command at the 
command prompt of a Windows 2000 workstation on a TCP/IP Ethernet 
network? (Select all that apply.) 


A. The physical address. 
B. The IP address. 

C. The workgroup name. 
D. The subnet mask. 


What does the error message “NTLDR is missing” indicate? 
A. The network adapter card failed to load. 

B. The NT boot loader failed to load. 

C. The kernel is corrupt. 

D. The system failed the POST. 

What is the most appropriate utility or tool to use to check a network cable 
connection from a workstation to a local server? 

A. ping 

B. ipconfig 

C. VOM 

D. Packet Sniffer 


Which of the following items can cause interference with a wireless LAN? 
A. Wireless telephones. 

B. Kitchen appliances. 

C. Office equipment. 

D. All the above. 
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70. A user calls the help desk and says that they cannot print to the network 
printer. What is the first thing that should be done? 


A. Have the user check if the printer is online. 
B. Have the user check if the correct driver is installed. 


C. Have the user open the printer control console and see if the buffer cache 
is full. 


D. Have the user reboot their desktop computer. 
71. A technician wishes to trace a UTP cable to check for a suspected break and 


to verify its path through the building. Which tool would be most 
appropriate? 


A. Tone generator and tracer 
B. ODT 

C. Protocol analyzer 

D. Multimeter 


72. What would be the most appropriate last step in a troubleshooting process? 
A. Identify the affected area. 
B. Establish what has changed. 
C. Test the result. 
D. Document the solution and process. 


Scoring the Exam 


Copy the following chart onto a separate sheet of paper and fill in your 
scores. Please do not write in this book. 


Network+ Domain Your Score (Number of correctly 
answered questions.) 


1.0 Media and Topologies 


| 2.0 Protocols and Standards 
3.0 Network Implementation 
4.0 Network Support 


As a quick indication of how you performed on the practice exam, refer to 
the chart in Figure 21-3. The chart shows the total number of questions in each 
domain and the number of correctly answered questions you need to have to 
score an 80% in that domain. 
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Summary 

E The Network+ Certification exam contains 72 questions. 

E The maximum time allotted to answer the questions on the Network+ 
Certification exam is 90 minutes. 

E Questions on the Network+ Certification exam are not equally weighted. 
MW Review and analyze all of the Network+ Certification exam objectives to 
become familiar with the knowledge areas for which the exam tests. 

W Match the Network+ Certification exam objective details to quality resource 
material. 

M Identify and practice laboratory activities that match the Network+ 
Certification exam objectives. 

™ Take practice exams, and then identify and review problem areas. 


Review Questions 


Aa QQ Nme 


. How many questions are on the Network+ Certification exam? 

. What is the minimum passing score for the Network+ Certification exam? 

. Outline the key points for an exam preparation strategy. 

. Why do you not want to depend on a commercial study guide to prepare for 


the exam? 


. What other CompTIA exam objectives may you want to use to help you 


prepare for the Network+ Certification exam? 


Suggested Laboratory Activities 


. Download the latest Network+ Examination Objectives. 
. Make a test objective outline and fill it in with facts and details about each 


objective. 


. Locate several Web sites that contain free test materials and evaluate the 


contents by comparing them to the current test objectives. 


Interesting Web Sites for More Information 


www.CompTiA.org 
http://support.microsoft.com 


Network+ Note: 


Visit the Microsoft’s support Web site and look at articles that will reinforce 
knowledge required for the Network+ Certification exam. Examples are 
installing Windows 98, 2000, and XP. Pay particular attention to problems 
associated with the installation process. Also, look at the articles on 
troubleshooting tools provided by the operating systems. I have no doubt 
that many of these articles | are a source o informam a the Neue | 
Certification exam. | ite he mE A ede A OES ag eee ees 


| Employment in the 
Field of Networking 
Technology 


After studying this chapter, you will be able to: 

Discuss a variety of networking technology careers. 

Define entrepreneur and entrepreneurship. 

Identify career information sources. 

Discuss networking technology educational and certification requirements. 
Identify advanced training options. 

Outline ideas for a successful job search. 

Conduct a job search. 


Write a resume. 


DE Br 0D Ba 


Identify appropriate interview skills. 
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Key Words and Terms 


The following words and terms will become important pieces of your net- 
working vocabulary. Be sure you can define them. 


A+ Certification Microsoft Certified Professional (MCP) 
business plan Certification 
Certified Document Imaging Architect Microsoft Certified Solution Developer 
(CDIA+) Certification (MCSD) Certification 
Certified Linux Engineer (CLE) Microsoft Certified Systems 
Certification Administrator (MCSA) 
Certified Linux Professional (CLP) Certification 
Certification Microsoft Certified Systems Engineer 
Certified Novell Administrator (CNA) (MCSE) Certification 
Certification Microsoft Office Specialist 
Certified Novell Engineer (CNE) Certification 
Certification Network+ Certification 
consultant network administrator 
engineer network support specialist 
entrepreneur programmer 
i-Net+ Certification programmer analyst 
Linux+ Certification Server+ Certification 
Master CNE (MCNE) Certification systems analyst 
Microsoft Certified Database Web administrator 


Administrator (MCDA) Certification | Web master 
Microsoft Certified Desktop Support 
Specialist (MCDST) Certification 


By successfully reaching this point in the textbook, you have probably decided 
whether or not to pursue a career in networking technology. Networking is one of 
the fastest growing fields within the scope of computer technology. If you have the 
interest, desire, and ability, you can find a rewarding career in this field. 

Networking technology and related computer careers require a basic educa- 


“tion in computers and networking as well as an advanced education in the field. 


Technology is constantly and rapidly advancing. New ideas become a reality 
every day. As a professional in the computer and networking field, this condition 
requires that you continually update your skills through education and training. 
Commercial certification in one or more technology fields is often required. 

To keep up with the rapid changes in networking technology, you must form 
some type of action plan. Your personal plan must include strategies for gaining 
initial training and certifications and keeping up-to-date with the changes and 
ways to expand your opportunities for advancement in the IT field. This chapter 
discusses ways to gain employment and ways to advance your career. While you 
may already be employed in a networking, computer repair, or related job, this 
chapter may help you better define your career goals. First, let’s look at some of 
the many different job titles in the IT industry. 


Information Technology Industry Careers 


There are a wide variety of careers in the Information Technology (IT) 
industry. Networking is the key to communications and information systems that 
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play a major role in business and daily life. Think of all the things that depend on 


computer networks. For example, in the communications industry, the telephone, 
television, and radio are linked to computer networks. The manufacturing 
industry uses computers and networks to design, build, inventory, and sell most 
everything it makes. Computer networks control robots and automate assembly 
lines. In the business world, computer networks make communication and busi- 
ness nearly instantaneous. Sharing information within and among companies 
and the Internet is commonplace. Tasks that, in the past, required days and 
months to complete are now completed automatically or within minutes. The 
entire banking industry relies on networked computers to calculate and track 
money exchanges and post records of interest, earnings, and mortgage statistics. 
Network technology has also saturated the field of medicine. Surgeons can 
perform laser and other surgery through long-distance communication over 
networks. Patient medical records are computerized, Figure 22-1. MRI scans can 
be transmitted instantly across a network to any distant city where other doctors 
can evaluate them. Architects and engineers rely on computers to design struc- 
tures around the world. Not only can they design the structure, they can take a 
virtual tour of the design from another country. Law enforcement, the military, 
and other governmental units are completely reliant on networking technology. 
The need for people with networking and other computer skills has rapidly 
grown and will continue to grow. There are many careers in the IT industry from 
which to choose. Some of the many careers include the following: 
Network support specialist. 
Network administrator. 
Systems analyst. 
Consultant. 
Technical sales person. 
Web administrator. 
Programmer. 


Software engineer. 


Entrepreneur. 
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Figure 22-1. 

Network technology 
plays a vital role in the 
field of medicine. It can 
provide access to 
patient records from 
remote locations, allow 
surgeons to perform 
laser and other surgery 
through long-distance 
communication, and 
transport MRI scans to 
any distant city where 
other doctors can eval- 
uate them. 
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network support 
specialist 

a person who assists 
users and customers 
whenever they 
encounter a network 
problem. 


network 
administrator 

a person who is 
responsible for the 
installation, configu- 
ration, and mainte- 
nance of a LAN, 
MAN, or WAN. The 
network adminis- 
trator may perform 
many routine admin- 
istrative functions, 
such as work with 
hardware and soft- 
ware vendors, make 
written and oral pre- 
sentations about the 
state of the network, 
interview prospec- 
tive employees, 
evaluate employee 
performance, coordi- 
nate work schedules, 
order supplies and 
equipment, and pre- 
pare budget reports. 
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Network Support Specialist 


As a network support specialist, you will be required to assist users and 
customers whenever they encounter a network problem. Often a network support 
specialist is assigned to a help desk. They answer phone calls, interpret user 
problems, and recommend solutions or dispatch a technician to the user's work- 
station. Most of the support they provide is through the Remote Assistance utility 
found in Windows XP, Figure 22-2. As a part of the role of support, network 
support specialists are often required to conduct training sessions for employees 
and write training manuals. 

The network support specialist works under the direct supervision of a net- 
work administrator. The network administrator usually directs their activities for 
the day. Many network administrators started their careers as a network support 
specialist. 

A network support specialist must continuously learn about new software 
packages, operating systems, hardware, security, data storage, and other key 
elements of networking. New hardware systems, software packages, service 
packs, and security software are continuously developed. You will need to 
expand your knowledge in these areas to make yourself even more valuable as a 
network support specialist and to advance to network administrator. 


Network Administrator 
Most of the maintenance of a network system is the result of constant moni- 


toring by the network administrator. While the network support specialist may 


perform routine maintenance under the direction of the network administrator, 
the network administrator is ultimately responsible for the type, extent, and 
frequency of maintenance to be performed. The network administrator is also 
responsible for the installation, configuration, and maintenance of the LAN, 
MAN, or WAN. The network administrator may perform many routine adminis- 
trative functions, such as work with hardware and software vendors, make 
written and oral presentations about the state of the network, interview prospec- 
tive employees, evaluate employee performance, coordinate work schedules, 


Figure 22-2. 

A network support 
specialist is often as- 
signed to a help desk. 
The network support 
specialist interprets 
user problems and can 
often provide support 
over the phone or 
remotely through a 
program like Remote 
Assistance. 
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order supplies and equipment, and prepare budget reports. It is not unusual for 


this type of position to require a four-year degree in addition to one to two years 
of technical training. 


Systems Analyst 


A systems analyst is responsible for performing analysis, evaluations, and 
recommendations of business software systems. Typically, a systems analyst is 
involved in designing system, and making recommendations rather than 
involved in day-to-day network operations. Many systems analysts work for 
hardware and software companies. The system analyst works with clients by 
analyzing the client’s business and making recommendations. They also design 
network systems to match the needs of the client’s business. 

Some systems analysts work as independent contractors or consultants. As a 
consultant, they sell their expertise as a service to organizations that are about to 
install, upgrade, or modify a network system. A systems analyst must be able to 
communicate effectively with programmers, technicians, and engineers and with 
clients who have limited computer system knowledge. A systems analyst position 
usually requires a four-year degree. 


Consultant 


Consulting is another growing business in the IT industry. A consultant 
works with clients on projects and makes recommendations based on their exper- 
tise, Figure 22-3. The specific job they do often depends on what work is needed. 
The client pays the consultant for their expertise. When the job is completed, the 


systems analyst 

a person who is 
responsible for per- 
forming analysis, 
evaluations, and 
recommendations of 
business software 
systems. 


consultant 

a person who works 
with clients on 
projects and makes 


consultant is free to move on to a new job and client. recor Oa O 

In the case of networking technology, it is recommended that a person R Z 
become a consultant after extensive experience in the field. Consultants are P i 
expected to have answers to many challenges or be able to quickly research them. 
Consultants usually have vast expertise in one or more particular aspects of the 
IT industry, such as security, systems analysis, network design, and electronic 
marketing. 

Figure 22-3. 


Companies often rely 
on consultants for their 
expertise in certain 
areas. 
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Web administrator 
a person who is 
responsible for con- 
verting written 
documents into 
HTML or other Web 
page programming 
languages. This job 
requires not only 
training in Web page 
programming lan- 
guage, but also some 
expertise in net- 
working technology. 


Web master 

a person who has 
expertise in Web 
programming lan- 
guages, such as 
HTML, XML, JAVA, 
JavaScript, ActiveX, 
and familiarity with 
server management 
of IIS, Apache, UNIX, 
Linux, and Microsoft 
systems. 


programmer 
a person who writes, 
tests, and modifies 
software programs. 


programmer analyst 
a person who ana- 
lyzes the needs of a 
client and performs 
the actual 
programming. 


engineer 

a degreed profes- 
sional who possesses 
high-level skills 
necessary to solve 
problems related to 
their field of 
expertise. 
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Technical Sales Person 


Technical sales persons are always needed in the industry to represent 
manufacturers of hardware and software. Many technical sales persons origi- 
nally started out as a technician and then moved into sales. They are typically 
required to obtain a certification directly related to their field of expertise. For 
example, if they are representing a virus software manufacturer, they will be 
required to obtain certification on the product they are selling. A person seeking 
a career in technical sales needs an outgoing personality, must be well groomed, 
and must like working with the people. This is not a job for the shy or timid. 


Web Administrator 


Web administration requires the design and implementation of Web pages 
for external and internal Web sites. The Web administrator is responsible for 
converting written documents into HTML or other Web page programming 
languages. The Web administrator usually has to interpret the needs of their 
employer and convert those needs into Web page presentations. This job requires 
not only training in Web page programming language, but also some expertise in 
networking technology. The Web administrator also requires some expertise in 
art and graphics. The use of digital camera, video equipment, and video editing 
is beneficial. 

The Web page is often referred to as the front end while the support of the 
Web server is referred to as the back end. There are many self-taught Web page 
designers, but to land a job as a Web master, administrator, or technician, 
requires additional training in networking and server technology. A Web master 
requires expertise in Web programming languages, such as HTML, XML, JAVA, 
JavaScript, ActiveX, and familiarity with server management of IIS, Apache, 
UNIX, Linux, and Microsoft systems. Certification is typically a minimal job 
requirement. 


Programmer 


A programmer writes, tests, and modifies software programs. There are 
many programming languages to choose from. Many programmers master more 


` than one programming language. Some programming languages you may wish 


to learn are C, C++, Prolog, or JAVA. C and C++ are excellent programming 
languages to learn and a recommended starting point. Prolog is a programming 
language used in artificial intelligence and machines. One of the hottest pro- 
gramming languages today is JAVA. Other languages to consider are Visual Basic 
and XML. 

Programmers vary from self-taught to college-educated. When college- 
educated, programmers are generally referred to as software engineers. Many 
programmers work as independent contractors who program or modify custom 
software packages to meet the needs of their employer. Some programmers are 
known as programmer analysts. A programmer analyst not only analyzes the 
needs of a client, they perform the actual programming. 


Engineer 


An engineer is a degreed professional who possesses high-level skills neces- 
sary to solve problems related to their field of expertise. To become an engineer 
requires a four- to six-year college degree. Engineers require a strong background 


Chapter 22 Employment in the Field of Networking Technology 769 


in mathematics, sciences, programming languages, and hardware. They typically 
advance to management and project leadership positions. If an engineer exhibits 
leadership skills, they often become the chief technology officer. Engineers com- 
mand the highest salaries in the IT job market. Those that earn a doctoral degree 
often become university engineering and computer science faculty. They also are 


employed in the area of research where they are responsible for developing new 
technologies. 


Entrepreneur 


An entrepreneur owns and operates a business. They usually start with an 
idea for filling a gap in the marketplace or identify where a new product or 
service is needed. An entrepreneur then develops a business plan. A business 
plan is required if the entrepreneur is seeking financial support to open a busi- 
ness. The business plan outlines the goals for the business and includes action 
plans and a timetable for meeting those goals. A good business plan is vital if the 
business is to succeed. 

In addition to a sound business plan, a successful entrepreneur possesses 
certain skills. The successful entrepreneur has knowledge of the product or 
service they plan to provide. This knowledge allows the entrepreneur to make 
smart business decisions. The successful entrepreneur also has sound manage- 
ment skills. These skills allow the entrepreneur to manage resources such as 
money, time, and employees. Resource management is critical to success. A 
serious lack of skill in any of these areas can lead to certain failure. The ability to 
think creatively and wisely are also important skills for the successful entrepre- 
neur. These skills allow the entrepreneur to control the business and move it in 
the right direction. 

Entrepreneurial opportunities are vast in the IT industry. Along with the 
growth of networking technologies and products, growth has occurred in 
servicing these technologies and products. Installing, maintaining, and servicing 
networks is and will continue to be a sound business in the industry. 


Career Information Sources 


The major source of job information, especially information regarding com- 
puter and networking, is the Internet. There are many Internet sources that 
contain job listings and job matching services. Nearly every college and school is 
connected to such a service. Another reference is the Occupational Outlook 
Handbook. It is published by the United States Department of Labor and Bureau 
of Statistics. Most school, community college, university, and public libraries have 
copies of this book. The book can be ordered from the Bureau of Labor Statistics 
Web site, www.bls.gov. 

School guidance counselors and local labor market offices are other out- 
standing sources of career information. They can help you find information on 
particular careers and colleges, training programs, and military service oppor- 
tunities. School guidance counselors and those who work in local labor market 
offices are typically well informed and ready to help you in your search for a job 
or training. Colleges typically have job information and placement services 
available. 

A great amount of career and training information can be found on the 
Internet. Many company Web sites list employment opportunities, the required 


entrepreneur 

a person who owns 
and operates a 
business. 


business plan 

a document that out- 
lines the goals for the 
business and 
includes an action 
plan and a timetable 
for meeting those 
goals. 
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skills and educational level, and a brief job description. The following are some 
careers you may find listed when searching these sources: 


Entry-level network technician. 
Network support professional. 
Network installer. 

Technical sales and marketing professional. 
Technical writer. 

Technical forensics technician. 
Customer service representative. 
Network security specialist. 
Internet Web site developer. 
Internet systems administrator. 
Database specialist. 

Network hardware specialist. 
Network engineer. 

Systems engineer. 

Software engineer. 

Programmer. 

Analyst. 

Chief information officer. 
Telecommunications data specialist. 
Voice over IP (VoIP) engineer. 

Data communications engineer. 
ATM engineer. 

Web master. 

Web developer. 

Industrial control engineer. 

IT consultant. 

Service/help desk technician. 
Network training specialist. 

Each person must ask themselves several questions before going further into 


the computer arena. Have you enjoyed this Networking Fundamentals textbook and 
the laboratory activities? The fact that you are studying networking shows that 
you already have a good background in computers and an interest in this area. 
Have you taken other classes in computer technology? Did you like them? Did 
you do well? Give serious thought to your responses to the above questions and 
guidelines. Your responses may be the start you need to achieve success in your 
chosen area. 


General and College Education 


The educational requirements for jobs in the IT industry vary. A minimum of 


a high school education is a solid foundation on which to build. Very few high 
school graduates enter the networking industry directly, but are required to 
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receive specialized education in the training programs maintained by large 
companies. Specialized training may also come from formal training in colleges, 
technical schools, or the military. To gain promotions, however, advanced certifi- 
cations and degrees are required. 

College is an excellent option for advancement in the IT industry. A college 
education in one of the IT industry-related fields is an excellent choice because of 
the demand for people with a college degree. A college education not only pro- 
vides a technical background, it provides preparation for the business world 
through other classes, such as technical writing, business writing, and speech. 
These classes teach basic communication skills, which are in as much demand as 
IT skills. 

If you plan to advance in the IT business world, you must master the skills of 
communication, both written and spoken. You may need to give presentations 
not only inside your company but also to prospective clients for your company. 
You need to have the skills to prepare written materials and make a presentation 
that represents your company. For example, your company may be bidding to 
contract a networking project for a firm. During the process of meeting with the 
firm, a single person or a team representing your company will need to make a 
presentation to attempt to gain the firm’s business. If you plan to be a part of the 
team, you will need the very best communication skills. A technician who knows 
the technology and who can communicate well is always in demand, Figure 22-4. 

There is a direct correlation between salary and education level. Research 
proves that as your education level increases, so does your salary level. While the 
direct correlation indicates college as a major factor, additional certifications are 
also a direct influence. An ideal situation for a person planning a future in the IT 
industry is to combine technology education with another field of study such as 
business administration, finance, mathematics, science, electronics, medical, law 
enforcement, or any other field of interest. A combination of degrees greatly 
increases a person’s employability. 

Many community colleges offer courses and programs in the network 
technology field. You can take specific courses to learn more about a particular 
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Figure 22-4. 

Strong communication 
skills are a plus. In the 
networking field you 
may be required to 
present a product or a 
system plan to a group 
of clients. The ability to 
communicate technical 
information to those 
without your expertise 
is crucial. 
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A+ Certification 

a CompTIA certifica- 
tion that proves a 
person's knowledge 
of PC repair, hard- 
ware, and software. 


Network+ 
Certification 

a CompTIA certifica- 
tion that measures 
the skills necessary 
for an entry-level net- 
work support 
technician. 
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subject without going for a degree. Alternative pathways, such as military 
training, are also available to gain a particular skill. The military offers many 
specialized areas of study in the networking and computer technology fields. The 
opportunities for education and for gaining valuable work experiences are excel- 
lent in the military. 

As an IT professional, you will be learning the rest of your life. The total 
knowledgebase related to the computer industry is never ending. Part of what 
you know now may be obsolete in just a few months. If you did not learn another 
thing from this point forward, your skills would be obsolete within a year or two. 


Certification 


Certification is a way to advance your knowledge and career in the IT industry. 
Many companies require certifications prior to hiring. Certification combined 
with work experience can prove your abilities to an employer. It can also advance 
your career inside a company and provide you with job security. 

Obtaining your CompTIA Network+ and A+ Certification should just be the 
beginning for you. Once you've obtained these certifications, you should immedi- 
ately start advancing toward other CompTIA certifications, such as the i-Net+ or 
Security+. You may also wish to start in an area of specialization, such as network 
administration, and obtain the Microsoft Certified Systems Administrator (MCSA). 

Novell, Microsoft, Cisco Systems, and many other companies offer certification 
exams in many advanced fields of study. Two of the most demanding certifications 
offered by Microsoft are the Microsoft Certified Systems Engineer (MCSE) and 
Microsoft Certified Systems Administrator (MCSA). Training preparation for these 
examinations can be delivered in many ways such as private schools, public 
schools, special seminars, online educational programs, and self-study. The main 
point is you must pass a series of exams to prove your knowledge and competency 
before you receive the certification. Let’s look at some of these certifications. 


CompTIA Certifications 


The CompTIA organization offers certification in many areas. Receiving an 


. A+ and Network+ Certification from CompTIA is just the beginning. Some 


advanced CompTIA certifications that you may elect to pursue are CDIA+, i-Net+, 
Server+, and Linux+. 


A+ 

The A+ Certification is designed to test a person’s knowledge regarding 
PC repair, hardware, and software. The candidate is tested in two areas of PC tech- 
nology. These areas are represented by two exams: Core Hardware and Operating 
System Technologies. The A+ Core Hardware exam tests the candidate's knowl- 
edge of PC hardware. This includes installation, configuration, and trouble- 
shooting. The A+ Operating System Technologies exam covers the installation, 
configuration, and troubleshooting of Microsoft operating systems, such as 
Windows 2000 and Windows XP. The A+ Certification is universally recognized 
and is a good place to start your certification process. 


Network+ 

The Network+ Certification measures the skills necessary for an entry-level 
network support technician. The typical Network+ candidate should have the 
A+ Certification or equivalent knowledge. It is also recommended that the candidate 
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have at least nine months of network experience before attempting the exam. The 
exam is vender-neutral and is recognized by leading network organizations such 
as Microsoft, Novell, Compaq, Cisco, 3Com, and Lotus as part of their certifica- 
tion process. It is an excellent starting point for students interested in further cer- 
tification in the networking technology areas. 


CDIA+ 


The Certified Document Imaging Architect (CDIA+) Certification is a 
good advanced certification to obtain. A great need exists for persons with exper- 
tise in computer imaging. The CDIA+ Certification exam tests a candidate's 
knowledge of imaging systems such as scanners, displays, printers, graphic file 
types, file conversion, and image enhancement. Typical questions include those 
about storage systems, transmission speeds across networks, and PC performance 
as related to imaging. There is a tremendous need for technicians who can quickly 
and efficiently convert text pages and illustrations into formats recognized by 
various computer systems. 


i-Net+ 

The i-Net+ Certification is designed to prove competency working with 
Web services. It includes Internet communications and installing, updating, and 
modifying Web pages. The i-Net+ Certification exam tests areas concerned with 
Internet system administration, application development, security, e-commerce, 
and Web site design. The competencies are similar to those in the Network+ 
Certification but have a greater emphasis on Internet communication, construc- 
tion, and design. Do not confuse the contents of the i-Net+ Certification with Web 
design graphics. Web design graphics is more like commercial art. It involves the 
presentation of the display, sequencing, and general artwork related to Web 
design. The i-Net+ Certification is concerned with equipment, protocols, networking 
systems, and hardware requirements related to Web services. Many of the skills 
and knowledge you gain from the Network+ Certification overlap the require- 
ments for the i-Net+ Certification. Obtaining the Network+ Certification before 
you pursue the i-Net+ Certification will give you a head start on your studies. 


Server+ 

The Server+ Certification tests a person’s knowledge of network server 
hardware and software. The candidate is tested on installing, configuring, diag- 
nosing, and troubleshooting network server hardware and network operating 
systems. The exam requires an in-depth knowledge of protocols, backup system 
standards, and system security. 


Linux+ 

The Linux+ Certification tests a person's knowledge of the Linux operating 
system. It covers installing, configuring, administering, and troubleshooting the 
Linux operating system for a single PC and a network server. 


Microsoft Certifications 


As with all computer technology, the certifications available rapidly change; 
" however, Microsoft has a rich offering of various certifications at this time. These 
include the Microsoft Office Specialist, Microsoft Certified Professional (MCP), 
Microsoft Certified Desktop Support Specialist (MCDST), Microsoft Certified 
Systems Engineer (MCSE), Microsoft Certified Systems Administrator (MCSA), 
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Certified Document 
Imaging Architect 
(CDIA+) 
Certification 

a CompTIA certifica- 
tion that proves a 
person's knowledge 
of imaging systems 
such as scanners, dis- 
plays, printers, 
graphic file types, 
file conversion, and 
image enhancement. 


i-Net+ Certification 
a CompTIA certifica- 
tion that proves a 
person’s competency 
working with Web 
services, including 
Internet communica- 
tions and installing, 
updating, and modi- 
fying Web pages. 


Server+ Certification 
a CompTIA certifica- 
tion that proves a 
person's knowledge 
of network server 
hardware and 
software. 


Linux+ Certification 
a CompTIA certifica- 
tion that proves a 
person’s knowledge 
of the Linux oper- 
ating system. 
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Microsoft Office 
Specialist 
Certification 
a Microsoft certifica- 
tion that proves a 
person's knowledge 
of Microsoft Office 
software such as 
Word, Excel, Access, 
PowerPoint, Project, 
and Outlook. There 
are presently four 
levels of Microsoft 
Office Specialist 
Certification: Spe 
cialist, Expert, 
Master, and Master 
Instructor. 


Microsoft Certified 
Professional (MCP) 
Certification 

a Microsoft certifica- 
tion that proves a 
person's expertise in 
one or more of the 
Microsoft software 
products. 


Microsoft Certified 
Desktop Support 
Specialist (MCDST) 
Certification 

a Microsoft certifica- 
tion that measures 
the skills required to 
work as a help desk 
technician or a cus- 
tomer support 
representative. 


Microsoft Certified 
Systems Engineer 
(MCSE) Certification 
a Microsoft certifica- 
tion that proves a 
person's ability to 
design, implement, 
maintain, upgrade, 
troubleshoot, and 
administer a Micro- 
soft network system 
based on the 
Windows 2000 or 
2003 platform. 
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Microsoft Certified Solution Developer (MCSD), and Microsoft Certified Data- 
base Administrator (MCDA). 

These certifications usually require the candidate to pass two or more exams. 
Many of the required exams apply toward more than one certification. For 
example, the Managing and Maintaining a Windows Server 2003 Environment 
exam can be used toward multiple certifications. 

The series of Microsoft certifications are designed to support the Microsoft 
family of products. There are many specialized exams designed for testing 
knowledge about Microsoft operating systems such as Windows Server 2003, 
Windows 2000, and Windows XP, as well as specialized areas, such as security. 
Many of the skills required for these exams can help toward certification in other 
areas or companies. 


Microsoft Office Specialist 

The Microsoft Office Specialist Certification is based on knowledge of 
Microsoft Office software such as Word, Excel, Access, PowerPoint, Project, and 
Outlook. There are presently four levels of certification: Specialist, Expert, Master, 
and Master Instructor. 


MCP 

The Microsoft Certified Professional (MCP) Certification is designed to prove 
expertise in one or more of the Microsoft software products. An MCP Certification 
is commonly earned while in the pursuit of a more advanced certification such as 
the Microsoft Certified Systems Engineer (MCSE). 


MCDST 

The Microsoft Certified Desktop Support Specialist (MCDST) Certification 
measures the skills required to work as a help desk technician or a customer 
support representative. The certification requires the candidate to take two 
certification exams: Supporting Users and Troubleshooting a Microsoft Windows XP 
Operating System and Supporting Users and Troubleshooting Desktop Applications on a 
Microsoft XP Operating System. 

Supporting Users and Troubleshooting a Microsoft Windows XP Operating 
System measures skills relating to hardware and operating system issues. Many 
of the skills required for this exam match the skill set associated with the 
CompTIA A+ exams. In fact, Microsoft will automatically award credit toward 
the MCDST if you already have the A+ Certification. 

The Troubleshooting Desktop Applications on a Microsoft XP Operating 
System exam measures skills associated with supporting Microsoft Office prod- 
ucts, Outlook Express, and Internet Explorer. You do not need an in-depth 
knowledge of Microsoft software applications, but you should be able to answer 
the most common questions typically encountered while working at a help desk. 


MCSE 

Microsoft currently has two tracks for the Microsoft Certified Systems Engineer 
(MCSE) Certification: MCSE on Windows 2000 and MCSE on Windows Server 2003. 
The Microsoft Certified Systems Engineer (MCSE) Certification is based on the 
ability of the candidate to design, implement, maintain, upgrade, troubleshoot, and 
administer a Microsoft network system based on the Windows 2000 or 2003 platform. 

Some job titles associated with this certification are systems engineer, 
technical support engineer, systems analyst, network analyst, and technical 
consultant. Do not be confused by the term engineer as related to this certification. 
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You do not have to go to college to be a Microsoft systems engineer. The term 
engineer better describes the duties associated with the certification and job func- 
tion. Any of the certifications that include the term engineer require many hours 
of training both in the classroom and on the job. It is not unusual for a person 
seeking this certification to dedicate one to two years of constant study. 

The MCSE consists of a series of exams leading to certification. A typical 
candidate is a person who has been working with large network systems that 
comprise 200 to 26,000 users spread over 5 to 150 physical locations. The MCSE 
Certification requires expertise in a network operating system, network design, 
and administration. Requirements for the MCSE Certification are constantly 
changing. Check the Microsoft Web site for up-to-date information. 


MCSA 

The Microsoft Certified Systems Administrator (MCSA) Certification was 
developed to answer a demand for a less stringent certification than the MCSE. 
The MCSA is designed for a person who will be responsible for the day-to-day 
operations of a middle-to-large network rather than responsible for its design and 
installation. 

The MCSA does not require as many exams as the MCSE. At this time, the 
MCSE requires six core exams and one elective compared to three core exams 
and one elective required for the MCSA. Many students opt to obtain the MCSA 
before going on to achieve the MCSE. This is a preferred practice since the same 
course work can be applied to the MCSE. This method allows a student to obtain 
the impressive MCSA Certification in a much shorter time than the MCSE. 


MCSD 

The Microsoft Certified Solution Developer (MCSD) Certification is 
awarded to individuals that prove they have the ability to design, implement, and 
administer business solutions using Microsoft Office or Back Office products. In 
other words, they can set up a network system for a business based on individual 
business needs, select the appropriate software packages, design the hardware 
requirements or specifications, and install and maintain the system. 


MCDA 

The Microsoft Certified Database Administrator (MCDA) Certification is 
earned by proving expertise knowledge of SQL Server databases. The MCDA 
Certification proves expertise in creating, maintaining, optimizing, installing, 
and managing SOL Server databases. Companies, government, educational 
institutions, and research facilities use database technology extensively. 


Novell Certifications 

Novell offers several certifications, such as the Certified Novell Adminis- 
trator (CNA), Certified Novell Engineer (CNE), Master CNE, Certified Linux 
Professional (CLP), and Certified Linux Engineer (CLE). The certifications are 
tied directly to Novell software products such as Netware, SuSE Linux, 
ZENworks, and GroupWise. The Novell certifications are similar to the Microsoft 
- certifications; however, they are designed to support Novell network products. 


CNA 
The Certified Novell Administrator (CNA) Certification proves that a 
person has the skills necessary to set up and manage workstations and to 
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Microsoft Certified 
Systems Adminis- 
trator (MCSA) 
Certification 

a Microsoft certifica- 
tion that proves a 
person's ability to 
handle the day-to- 
day operations of a 
middle-to-large 
network based on the 
Windows 2000 or 
2003 platform. 


Microsoft Certified 
Solution Developer 
(MCSD) 
Certification 

a Microsoft certifica- 
tion that proves a 
person's ability to 
design, implement, 
and administer busi- 
ness solutions using 
Microsoft Office or 
Back Office products. 


Microsoft Certified 
Database Adminis- 
trator (MCDA) 
Certification 

a Microsoft certifica- 
tion that proves a 
person's expertise in 
creating, main- 
taining, optimizing, 
installing, and 
managing SQL 
Server databases. 


Certified Novell 
Administrator 
(CNA) Certification 
a Novell certification 
that proves a person's 
ability to set up and 
manage workstations 
and to manage 
network system 
resources such as 
files, printers, and 
software in a 
NetWare network. 
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Certified Novell 
Engineer (CNE) 
Certification 

a Novell certification 
that proves a person’s 
ability in LAN design, 
development, imple- 
mentation, support, 
and troubleshooting 
of a NetWare network. 


Master CNE 
Certification 

an advanced Novell 
certification with an 
emphasis on project 
management and 
design and expertise 
in areas such as 
ZENworks desktop 
management, Inte- 
grating eDirectory 
and Active Directory, 
GroupWise Adminis- 
tration, and eDirec- 
tory Tools and 
Diagnostics. 


Certified Linux 
Professional (CLP) 
Certification 

a Novell certification 
designed for people 
who wish to prove 
they have mastered 
the basic skills 
required to manage 
and maintain a SuSE 
Linux server. The 
skills measured are 
installing a SuSE 
Linux server, man- 
aging users and 
groups, trouble- 
shooting the SuSE 
Linux file system, 
and managing and 
compiling the Linux 
kernel. 

Certified Linux 
Engineer (CLE) 
Certification 

a Novell certification 
that verifies expertise 
in both Linux and 
Novell services that 
run on a Linux system. 
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manage network system resources such as files, printers, and software. It also 
shows that the person understands how to monitor network performance and 
provide remote access to the network. 


CNE 

The Certified Novell Engineer (CNE) Certification is designed to prove 
expertise in a wider range of network applications than the CNA. A person must 
prove expertise in LAN design, development, implementation, support, and 
troubleshooting. The CNE may specialize in one particular area of network soft- 
ware such as Netware 6.5 or may certify in multiple software packages, such as 
NetWare 6 and NetWare 6.5. 


Master CNE 

The Master CNE (MCNE) Certification is an advanced certification. It is the 
next logical step after achieving the CNE. Additional skills are required with an 
emphasis on project management and design. The CompTIA Project+ Certifica- 
tion can be used toward fulfilling the requirements of Master CNE certification. 
Other required areas of expertise include any of the following: ZENworks 
desktop management, Integrating eDirectory and Active Directory, GroupWise 
Administration, and eDirectory Tools and Diagnostics. 


CLP 

The Certified Linux Professional (CLP) Certification is designed for people 
who wish to prove they have mastered the basic skills required to manage and 
maintain a SuSE Linux server. The skills measured are installing a SuSE Linux 
server, managing users and groups, troubleshooting the SuSE Linux file system, 
and managing and compiling the Linux kernel. The CLP covers three Novell 
Linux training areas: Novell Linux Fundamentals, Novell Linux Administration, 
and Advanced Linux Administration. The certification is based on passing one 
practical exam that measures the skills reflected in the three training areas. 


CLE 
The Certified Linux Engineer (CLE) Certification is the next logical certifi- 
cation to pursue after achieving the CLP. The Novell CLE Certification verifies 


‘expertise in both Linux and Novell services that run on a Linux system. A broad 


background in Linux administration is recommended before attempting the 
examination. This certification also requires a practical exam rather than a 
written exam to prove competency. To see a complete listing of available courses 
and text objectives, visit the Novell Web site (www.novell.com). 


Cisco Certifications and Training 


Cisco Corporation provides training opportunities at high schools and 
colleges all over the world. Cisco sites are referred to as academies. The major 
emphasis of Cisco academies is network design, implementation, and trouble- 
shooting Cisco products. 

The academy courses are designed as a combination of lecture, textbook, 
online learning, and hands-on laboratory activities. Some of the certifications 
available through Cisco are Cisco Certified Network Associate (CCNA), Cisco 
Certified Design Associate (CCDA), Cisco Certified Network Professional 
(CCNP), Cisco Certified Design Professional (CCDP), and Cisco Certified Inter- 
networking Expert (CCIE). The certificates are obtained by passing specific Cisco 
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exams. You can locate the Cisco academy nearest you by visiting the Cisco Web 
site (www.cisco.com). 


Other Certifications 


Many other companies have certification programs besides the ones outlined 
in the previous sections. Some of the companies are 3Com, Nortel Networks, HP, 
Red Hat, Sun, and Oracle. More in-depth information about these certifications, 
such as exam outlines, study materials, available training, and prerequisites, can 
be found at the related Web sites. There are over 120 different companies and 
organizations that offer certifications and over 300 different types of certifica- 
tions you may earn. 

As you see, many different certifications are available for network technicians 
and IT professionals. You can customize your credentials by selecting different 
areas of certification similar to the way a university student selects classes for credit 
toward a degree. In fact, a collection of certifications is similar to a university degree. 

Two certifications that are highly recommended are Security+ and i-Net+. 
Demand for Web server support personnel and network security experts are on 
the rise. The Network+ Certification and A+ Certification are accepted as an elec- 
tive requirement toward Microsoft’s MCSA Certification. Novell recommends 
having Network+ Certification before pursuing the Novell CNA Certification. 
Some colleges award credit toward degree programs based on receiving the 
Network+ Certification. 

After finishing this course, it is suggested that you select a field of specializa- 
tion. This is the time to begin training for a specialized certification. Some of the 
most common areas are Microsoft, Novell, and Cisco. These three areas have 
shown the most interest of students at the entry level of training. You may wish 
to seek employment before beginning your next level of training or train concur- 
rently while employed. Going to school while employed is an excellent method to 
reinforce what you are learning in the classroom. Remember, there is a direct 
correlation between knowledge and earnings. The more you know, the more you 
will earn. 

The IT industry demands continuing education of its workforce. If you 
choose to join the IT workforce, be prepared for a lifetime of study, Figure 22-5. 
New systems, protocols, software, and hardware are constantly introduced. 
Often, these new systems demand new expertise to install, service, and repair. 
You can continue your education in a number of ways, such as attending college 
classes, seminars, online courses, and self-study. 
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Figure 22-5. 

To keep up with the 
continuously changing 
field of computer and 
networking technology 
requires constant study. 
Some of the ways you 
can continue your edu- 
cation include attend- 
ing college classes and 
seminars, taking online 
courses, and self-study. 
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You may choose to not pursue other certifications. This decision is accept- 
able, as long as you keep your skills up-to-date. You should subscribe to and read 
professional journals and newsletters in your area of work. Take as many courses 
as you possibly can, such as digital electronics, to enhance your networking and 
computer skills. If you are not willing to continuously hone your skills, then you 
should choose another, less demanding field of employment. 


Employment 


The three most important factors that will determine your ability to secure a 
position with an employer are your job history, technical expertise, and the job 
interview. A job history tells the employer a lot about your future as an employee, 
even if your job experiences are unrelated to the job for which you are applying. 
You may be just entering the IT profession. A solid recommendation from a past 
employer can make the difference. For example, if an applicant that has worked 
part-time while going to school for the last two years and a recommendation 
from their past employer shows a proven record of dependability, this applicant 
will have a great advantage. A person with no work experience leaves this aspect 
unknown. 

Your training and work experiences show your technical expertise. If you 
have prior technical experiences, this can prove to be a real asset. Another appli- 
cant may have no technical employment history or any technical training. They 
may have simple, informal experience with a computer at home or have helped 
friends, and now they believe they can handle the job. This is where your training, 
experience, and especially your certification will put you ahead of the others. 


Job Search Ideas 


Finding a job can be a time-consuming and difficult task. The Internet has 
the most up-to-date information regarding job searches, Figure 22-6. Almost 
every computer-related site has a section devoted to career opportunities. You can 
often complete an application online. There are also many Web sites that will 
allow you to post a resume. 


Figure 22-6. 

The Internet is a great 
place to conduct a job 
search. Many sites have 
search engines that 
allow you to enter a key 
word, job category, and 
location. 
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The Occupational Outlook Handbook also has tips for conducting a job 
search. Start by talking to your parents, neighbors, teachers, or guidance coun- 
selors. These people may know of job openings that have not been advertised. 
Read the classified advertisements in the newspaper, especially in the Sunday 
editions. Look through the Yellow Pages to generate a list of local companies and 
their addresses and phone numbers. Companies are grouped according to 
industry in the Yellow Pages. City, county, or state employment services may 
provide useful job leads. Private employment agencies might also provide leads, 
but they often charge a fee for a job placement. 


Preparing a Resume 


On your resume, list all education and training you have had, in sequence. 
List all past employment in sequence, and do not leave gaps in your employment 
history. If you stopped your employment to go to school, note that in your 
employment history. This makes sure your potential employer does not think you 
are leaving out an employer who may not give you a good reference. List any 
reason there may be a break in employment. Additional material that is optional 
as a part of your resume can include copies of certifications, transcripts, or letters 
of reference. Typically, these will be verified if listed on your resume. However, 
you should not include more than a few. Employers do not appreciate lengthy 
resumes. 

A quality resume can make a great impression on an employer. Use a good- 
quality paper and a cover sheet. Make sure you have produced a good-quality 
copy that they may keep. Never give a potential employer a poor-quality copy. 


Preparing for the Interview 


Always learn about the company or prospective employer before your 
interview. Many times, this information is available on their Web site. This prepa- 
ration lets the employer know you are truly interested in their company and that 
you possess the personal initiative to research and learn. 

Have a specific job or jobs in mind, generally at an entry level. Most compa- 
nies do not begin a new employee in a high-level job until they have proven 
themselves to the company. Remember, in the networking field, you will have 
access to the highest level of company security. A trustworthy employee is critical. 

Review your qualifications for the job. Make sure your qualifications match 
those desired by the employer. Do not waste their time or yours by interviewing 
for a job that is far beyond your level. If you are an entry-level technician, do not 
apply for a job as a network administrator. 

Prepare to answer broad questions about yourself. It is wise to practice inter- 
viewing with someone who has knowledge about job interviews. A family member 
or friend who regularly does hiring for a company can be a great help, even if the 
hiring they do is not related to the field you are seeking. Practicing the interview 
will help you learn to control your natural nervousness. 

Arrive at least 15 minutes prior to the scheduled time of your interview, 
Figure 22-7. Showing up late for your interview does not enhance your prospects 
for the job. It displays a lack of care for the job, the company, and the interviewer. 
Locate the building in advance. Do a practice run so that you will know exactly 
how to get to the interview and how long it will take to get there. Consider the 
traffic conditions for that time of day. If you really want that job interview, have a 
backup plan in case you have difficulty with your transportation. 
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Figure 22-7. 

Always arrive fifteen 
minutes early for your 
interview. To predict 
how long it will take 
you to arrive at the 
interview site, make a 
practice run a day or 
two before. Be sure to 
take into consideration 
traffic conditions for 
the time of day in 
which your interview is 
scheduled. 


Personal Appearance at the Interview 


Additionally, you should pay close attention to your physical appearance 
during a job interview. While some IT jobs allow a casual appearance, most 
employers require a more professional appearance. This is because technicians 
and administrators often interact with professionals within the company. Your 
neat, clean, and professional appearance shows that you take pride in yourself 
and in your work. Even if the job is a backroom position, always dress appropri- 
ately for the interview. Blue jeans and a T-shirt are never appropriate. 

Regardless of the job conditions, men and women should always dress up rather 
than down for an interview. This does not mean that you should dress for a party. 
Rather, you should dress for a formal business setting. Men should always wear a tie 
and a long-sleeved shirt at minimum. If you wear a suit or jacket, make sure it 
matches and fits properly. Women should always wear a suit or business dress. 

Smile and use a firm handshake when you introduce yourself, Figure 22-8. 
This shows your confidence. Do not chew gum, eat candy, or smoke at anytime 
when you are on the company premises. This is not a social visit. You may 
encounter your prospective supervisor on the premises prior to your interview. 


Figure 22-8. 

A neat appearance, 
good posture, and a 
firm handshake 
demonstrate 
self-confidence. 
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Information to Bring to an Interview 


The common information required at an interview is social security number, 
driver’s license number, and a copy of your resume. It is customary to provide 
references for a job. The quality of your references can mean a great deal to the 
employer. Some good references are teachers, past employers, supervisors, and 
fellow employees. Your immediate past employer will be required as a reference. 
Friends, family, and clergy are not considered good references. Get permission 
from people before using them as a reference. For each reference, provide a name, 
address, telephone number, and occupation. Also, note if the person was a past 
supervisor. You will need this information to complete a job application, which is 
typically required by the company’s personnel office. 

Job applications vary in appearance but are designed to gather the same basic 
information. Besides routine information, such as your name, address, telephone 
number, and social security number, the application typically requires informa- 
tion about your references and work experiences. It will also ask about police 
records or any crimes for which you may have been convicted. The application 
may ask you to write a short summary of why you want the position. 

Whenever you fill out the job application, do your best to make it legible to 
the reader, Figure 22-9. If the job application is not legible, it will often not be 
reviewed very thoroughly. In fact, some personnel offices will not even consider 
an application that is barely legible. 


The Job Interview 


The major factor that determines your employment is the job interview. The 
job interview gives the employer a chance to assess the applicant both physically 
and mentally with a series of questions. The way a question is answered is at 
times more important than the answer itself. For example, if an employer asks: 
“What would you do if you could not fix a networking problem?” The way you 
answer that question may tell the employer about your character, your confi- 
dence, and your ability to work with others. The employer is looking for certain 
traits in the individual they are about to hire. Some common traits are honesty, 
confidence, dependability, and the ability to work well as a team member. 

Employers many not ask the same questions for all applicants and will 
usually not be direct about the qualities they are seeking. The employer will ask 
questions to probe for the character and job-related qualities they want. For 
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Write neatly (application 
on the left) when filling 
out employment appli- 
cations or taking tests. 
Poor penmanship 
(application on the 
right) can make a bad 
impression on a pro- 
spective employer. 
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example, an employer may ask you to describe a time you had a problem with a 
fellow employee and how it was resolved. The answer to this question can tell an 
experienced interviewer a lot about the character of the applicant. 

Once you have secured an interview, it is important to be prepared for it. 
Read the following tips for a successful interview: 


m Answer all questions to the best of your ability. If you do not know the answer, 
simply say so. Do not try to devise an answer. Express your willingness to 
learn any new topics with which you may not be familiar. The person 
conducting the interview is an expert. You will not fool them by trying to 
invent an answer, and you will find they will most likely respect your honesty. 


m Use proper English and avoid slang. 


Speak slowly and concisely. 


@ Use good manners. Always address the persons who are conducting the 
interview as “Sir” and “Ma'am.” Even if you are personally acquainted with 
your prospective employer, treat the employer as if he or she is a total 
stranger. Do not become complacent or presume you have the job, and never 
use foul language, even in a joking manner. 


mM Convey a sense of cooperation and enthusiasm. Your body language will convey a 
lot about your personality. Keep smiling. 


€ Remember that the interview has not ended when you start asking questions. As a 
matter of fact, your questions can reveal even more to the employer. Asking 
about how many breaks you will get during a day will send an undesirable 
message to the employer. It is not necessary to ask questions, especially if the 
interview has been thorough. However, do not hesitate if you believe there is 
pertinent information you must know. You may ask questions about the 
position and the organization, but limit your questions to operation 
conditions, which you do not understand. Many issues regarding a job can 
be obtained prior to the interview, especially if the information was posted. 


E = Do not ask questions regarding salary unless it has not been covered in a job posting, 
uncovered through your research, or discussed by your prospective employer during 
the interview. Remember, if you are offered the job, there will be additional 
time at that point to make any clarifications or salary negotiations that you 
believe are necessary. 


Testing at the Interview 

Employer testing is a common part of the job interview process. An employer 
can tell a lot about your technical knowledge and communication skills through a 
test, especially if handwritten answers are required. Written responses reveal a 
lot about an interviewee. When taking a test, be sure you understand all test 
directions. Verbally confirm them if you have questions before you begin. The 
following guidelines will improve your testing success: 
E Read each question carefully. 
NH Write legibly and clearly. If your handwriting is poor, print instead. 


E Budget your time wisely. Don't dwell on one question. 
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Summary 

MW An entrepreneur owns and operates a business. 

M There is a direct correlation between the amount of education for a preci 
field and salary. 

M An information technology (IT) position requires continuous education. 

M Recognized commercial certifications are a way of proving your expertise in 
most computer technology specialties, including networking. 

M After gaining A+ Certification, Network+ Certification is a good, next step in 
your career advancement. 

E CompTIA offers A+, Network+, CDIA+, i-Net+, Server+, Linux+, and many 
other certifications. 

NE Microsoft, Novell, Cisco, and many other companies offer certifications 
based on exams regarding their respective operating systems and hardware. 

NW You must continually update your knowledge and skills to remain vital to 
the IT industry. 

NH When you are interviewing for a new job, be sure to take your social security 
card, driver's license, and a good-quality copy of your resume. 

NW Be able to produce a list of at least three references, including addresses and 
phone numbers. Make sure you obtain permission to use associates as 
references. 

WI Beon time or 15 minutes early for your interview. 

M Smile and show a sense of cooperation and enthusiasm when interviewed. 

mM If tested by the prospective employer, be sure you understand the 


instructions for the test. 


Review Questions 


Answer the following questions on a separate sheet of paper. Please do not 


write in this book. 


i 


. Where can objective data be accessed for labor statistical information in the USA? 


a ea Gy S o S 


What is an entrepreneur? 


. What is the correlation between education and salaries? 


. What certification do you think you wish to achieve next? 


Why is continuing education required for an employee in the IT industry? 


. What items should you bring to a job interview? 


. What is needed concerning your references? 
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Suggested Laboratory Activities 


1. Research a possible certification you wish to obtain. List the approximate 
amount of time required to prepare for the certification. Find out the cost of 
the certification’s exam(s). Download a list of the knowledge areas, or 
objectives, required for the certification. Identify the type of job associated 
with the certification. 


2. Research college degree IT programs. List the classes required for the degree. 
Identify and describe the type of job associated with the degree. What is the 
total cost of earning the degree, credit hour cost, and approximate textbook 
costs? What will the approximate cost be to support yourself during the 
period of time you are in school? This cost includes rent, utilities, food, 
clothing, transportation, and miscellaneous expenses. 


3. Prepare a resume. 


4. Use the Internet to locate three different job descriptions for each of the 
following jobs. Make a composite of job skills required for each. 


MH Web master. 

E Network administrator. 

M Network support specialist. 
E Help desk technician. 


Interesting Web Sites for More Information 


www.bls.gov 
www.computerworld.com/careertopics/careers 
www.networkmagazine.com 


www.techcareers.informationweek.com 


List of Acronyms 


BDC 
B-ISDN 
BOOTP 
BRI-ISDN 


E 
CA 


Available Bit Rate 

access control list 

Analog to Digital Converter 
Authentication Header 


American National 
Standards Institute 


Automatic Private IP 
Addressing 


Address Resolution Protocol 


American Standard Code for 
Information Interchange 


Asynchronous Transfer 
Mode 


Bandwidth Allocation 
Protocol 


Binary Coded Decimal 
backup domain controller 
Broadband ISDN 
Bootstrap Protocol 

Basic Rate ISDN 


Certificate Authority 


CBR 
CERN 


CHAP 


CIR 

CP 

ERE 
CSMA/CD 


CSU/DSU 


CURS 
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Constant Bit Rate 


Centre European pour la 
Recherche Nucléaire 


Challenge Handshake 
Authentication Protocol 


Committed Information Rate 
Consolidation Point 
Cyclic Redundancy Check. 


Carrier Sense Multiple Access 
with Collision Detection 


Channel Service Unit/Data 
Service Unit 


Common UNIX Printing 
System 


Digital to Analog Converter 


Dynamic Host 
Configuration Protocol 


Direct Memory Access 
Domain Name System 
Denial of Service 


Digital Subscriber Line 


Extensible Authentication 
Protocol 
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EBCDIC 


EVA 


ELPEXT 


ESP 


Extended Binary Coded 
Decimal Interchange Code 


Electronic Industry 
Association 


Equal Level Far-End 
Crosstalk 


Encapsulation Security 
Payload 


Fiber Distributed Data 
Interface 


Far-End Crosstalk 
Fast Infrared 
Fixed Length Subnet Mask 


Fully Qualified Domain 
Name 


graphical user interface 


. Hardware Abstract Layer 


Hypertext Markup 
Language 


Hypertext Transfer Protocol 


Input/Output 


Internet Corporation for 
Assigned Names and 
Numbers 


IEEE 


IGMP 


IMAP 


InterNIC 


IPSec 


IPX/SPX 


IRQ 


ISDN 


ISO 


ITU 


MAN 
MAU 


Institute of Electrical and 
Electronic Engineers 


Internet Group Management 
Protocol 


Internet Message Access 
Protocol 


Integrated Network 
Information Center 


IP Security 


Internetwork Packet 
Exchange/Sequenced Packet 
Exchange 


interrupt request 


Integrated Services Digital 
Network 


International Organization 
for Standardization 


International 
Telecommunications Union 


Layer 2 Forwarding 

Layer 2 Tunneling Protocol 
local area network 

Logical Disk Manager 
Local Exchange Carrier 
Local Security Authority 


logical unit number 


media access code also 
Media Access Control 


metropolitan area network 


multistation access unit 


MBR 
MIME 


MITM 
MEPPP 


MPEG 


MS-CHAP 


NetBEUI 


NetBIOS 


NEXT 
NIC 
NNTP 


NOS 
NRZ 
NSS 


master boot record 


Multipurpose Internet Mail 
Extensions 


man in the middle 


Multilink Point-to-Point 
Protocol 


Moving Picture Experts 
Group 


Microsoft Challenge 
Handshake Authentication 
Protocol 


Microsoft Reserved 


Multi-User 
Telecommunication Outlet 
Assembly 


network attached storage 


Network Address 
Translation 


NetBIOS Enhanced User 
Interface 


Network Basic Input/Output 
System 


Near-End Crosstalk 
network interface card 


Network News Transfer 
Protocol 


network operating system 
non-return to zero 

Novell Storage Services 

New Technology File System 
NetWare File System 


orthogonal frequency- 
division multiplexing 


FOR 
POSI 
POTS 
BRER 
PERCE 


PPIP 


PRI-ISDN 
PSTN 


PVC 


R 
RADIUS 


RAID 
RARP 


RDP 
RIP 
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Open Systems 
Interconnection 


Open Shortest Path First 


Optical Time Domain 
Reflectometer 


Password Authentication 
Protocol 


primary domain controller 
Point of Presence 

Post Office Protocol 
power-on self-test 

Plain Old Telephone Service 
Point-to-Point Protocol 


Point-to-Point Protocol over 
Ethernet 


Point-to-Point Tunneling 
Protocol 


Primary Rate ISDN 


Public Switched Telephone 
Network 


permanent virtual circuit 


Quality of Service 


Remote Authentication 
Dial-In User Service 


Redundant Array of 
Independent Disks 


Reverse Address Resolution 
Protocol 


Remote Desktop Protocol 


Routing Information Protocol 
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TCP/IP 


TENE 
TIA 


UNC 


Security Account Manager 
storage area network 
Service Access Point 
Secure Copy Protocol 


Small Computer Systems 
Interface 


Secure File Transfer Protocol 
Secure HTTP 

Serial Line Internet Protocol 
Simple Mail Transfer Protocol 


Simple Network 
Management Protocol 


Simple Object Access Protocol 
Secure Shell 


Secure Sockets Layer 


Transmission Control 
Protocol/Internet Protocol 


Trivial File Transfer Protocol 


Telecommunications 


- Industry Association 


Time to Live 


Unspecified Bit Rate 
Underwriters Laboratories 


Universal Naming 
Convention 


VBR 


VBR-NRT 


VBR-RT 
VLAN 
VLSM 


VoIP 
VPN 


Uninterruptible Power 
Supply 
Uniform Resource Locator 


Variable Bit Rate 

Variable Bit Rate-Non Real 
Time 

Variable Bit Rate-Real Time 
Virtual LAN 


Variable Length Subnet 
Mask 


Voice over IP 


Virtual Private Network 


World Wide Web 
Consortium 


wide area network 
Wireless Access Point 


Wireless Application 
Protocol ` 


Wired Equivalent Privacy 


Windows Internet Naming 
Service 


Wi-Fi Protected Access 


Extensible Markup Language 
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Binary Math 


Binary math accurately represents digital circuitry. In digital electronics, a circuit is either 
on or off or a voltage condition is high or low. For example, a digital circuit may have two dis- 
tinct conditions: 5 volts present or 0 volts present. 

Binary math uses only two numbers, 1 and 0, to represent an infinite range of numbers. The 
binary number system accomplishes this in basically the same way the decimal number system 
does, by placing numbers into discrete, digit positions. The decimal number system fills these 
digits with values 0 through 9. The first digit position is commonly referred to as the 1s. The 
maximum value that can be entered here is 9. The second digit position must therefore be the 
10s. If the maximum value of 9 is entered in both the 10s position and the ls position, the 
resulting number is 99. The third position must therefore be the 100s position, and so on. Notice 
in Figure B-1 that each of the positions can be expressed as an exponent of the base 10. 


[Biers] 


Positions 


Exponent 


LA LU l 
bin : E AAA 


LU ; LU ji j | 
Hany HN 10-90 100-900 1,000-9,000 | 10,000-90,000 | 100,000-900,000 


Figure B-1. 


Note: 
The Range row indicates the allowed values for each digit position. 


Look at the number 2,753. This number includes the following: 
2-1000s 2,000 


7-100s 700 
5-10s 50 
3-ls 3 


Total 2753 
Add the values together for a total of 2,753. 
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Binary numbers are expressed in similar fashion. However, instead of each digit position 
being 10 times greater than the position before it, the value of each position 1s double that of the 
position before it. See Figure B-2. 


1 
Positions 


Figure B-2. 


Look at the binary number 101011000001 and compare it to Figure B-3. This number includes the 
following: 


1-2048s 2,048 


0-1024s 0 
1-512s 512 
0-256s 0 
1-128s 128 
1-64s 64 
0-32s 0 
0-16s 0 
0-8s 0 
0-4s 0 
0-2s 0 
1-1s il 
Total 2755 


Figure B-3. 


As you can see, 101011000001 is the binary equivalent of 2,753. 


To convert a binary number to a decimal number, simply record the decimal value assigned 
to the position for each position that contains a binary number 1 and then add the decimal 
numbers together. See Figure B-4. 


Figure B-4. 
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When converting a decimal number to a binary number, you simply reverse the previous 
operation. For example, to convert the decimal number 178 to a binary number, you must divide 
it by a series of “powers of 2.” The “powers of 2” are 1, 2, 4, 8, 16, 32, 64, 128, 256, 512, 1,024, 2,048, 
and so on. 

To convert the decimal number 178 to binary, start by finding the largest “power of 2” that 
does not exceed 178. The largest “power of 2” value that does not exceed 178 is 128 (2”). Place a 1 
in the binary number position that represents 128. See Figure B-5. 


Powers of 2 


Binary Digit 


Figure B-5. 


Subtracting 128 from 178 leaves 50. The number 50 is less than 64 (2°), the next smaller 
“power of 2.” Therefore, you must insert a 0 in the 64s position, as seen in Figure B-6. 


Powers of 2 


Binary Digit 


Figure B-6. 


Next, 50 is larger than 32 (2°), so place a 1 in the 32s position. See Figure B-7. 


Powers of 2 


Binary Digit 


Figure B-7, 


Now, subtract 32 from 50. The difference is 18. The number 18 is larger than 16 (2*), so place 
a 1 in the 16s position. See Figure B-8. 


Powers of 2 


rem 


Binary Digit 


Figure B-8. 
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Subtracting 16 from 18 leaves 2. The number 2 is smaller than the next two “powers of 2/58 
(2°) and 4 (2). That means the next two positions in the binary number are both 0s. See Figure B-9. 


Powers of 2 


Bc TR ee 


Binary Digit 


The next “power of 2” is 2 (2'), and the number remaining from the last step is also 2. There- 
fore, a 1 goes into the 2s position. See Figure B-10. 


Figure B-9. 


Powers of 2 
= e es A Ma inie - ies 
= ms 


There are no decimal numbers remaining, so the 1s position should be filled with a 0. The 
binary equivalent of the decimal number 178 is 10110010, Figure B-11. 


Figure B-10. 


Powers of 2 


Figure B-11. 
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0 000000 0 0 
] 000001 
| 2 000010 2 2 
3 000011 3 3 
4 000100 4 4 
| 5 000101 5 5 
| 6 000110 6 6 
| 7 000111 7 7 
| 8 001000 10 8 
| 9 001001 1 9 
| 10 001010 12 A 
| 11 001011 13 B 
12 001100 14 E 
13. 001101 15 D 
14 001110 16 E 
15 001111 17 F 
16 010000 20 10 
17 010001 21 Te 
18 010010 22 12 
19 010011 pe] e, 
20 010100 24 14 
Ad 010101 25 15 
22 010110 26 16 
l 23 010111 27 17 
| 24 011000 30 18 _ 
| 25. 011001 31 19 
| 26 011010 32 LA 
Mi. > 011011 33 1B 
28 011100 34 155 
29 011101 35 D 
o 011110 36 1E 
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| feawaleninvnt 
011111 7 1F 
100000 | 20 
100001 21 
100010 Y 
100011 a, 
100100 SE a 


100101 


101000, 
_ 101001 


A Be 


T 1010 
101100. 


101101 
IO 
mt Ma 
| 10000 


eee! 
110001 


110010 
Moo 
110100 


= 110101 


eae seme Ga Ł a 
al 110110 | 


Sa aed 
11000 
SOO Y 
OO 
111011 
noo | 
HA A 
111110 | 


111111 = 
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0 NUL Null 43 + o y 
| 1 SOH Start of header 44 87 W 
a a STX Start of text 45 - 88 X 
3 ETX End of text 46 89 Y 
4 , BOT End of transmission 47 Å 90 Z 
a ENQ Enquiry 48 0 91 | 
6 ACK Acknowledgment 49 1 92 X 
EA BEL Bell 50 2 93 | 
[abi BS Backspace 51 3 94 t 
i. 9 HT Horizontal tab S2 4 g5 
110 LF Line feed 53 5 96 na 
1 VT Vertical tab 4 6 97. a 
12: | FF Form feed _ 55. ue os b 
113. CR Carriage return 56 8 99 € 
|14 SO Shift out 57 9 100 _ d_ 
AS. SI_ Shift in 58. 101 e 
16. DLE. Data link escape 59 À 102 _ f 
| J aia HEL Device controli k 60 < 103 g 
| 18. y DC2. Device control 2 61. = 104 h_ 
19 DC3_ Device control 3 _ 62 _ > 105_ iS 
| 20. DC4 Device control 4 63 _ 2 106_ Pew 
eet NAK Negative acknowledgment _ 64 a A Y 
22. SYN Synchronous idle 65_ A 108 _ I 
123. ETB _ End of transmit block _ 66_ BE 109 _ m 
24 CAN Cancel _ 67_ ae 110 Te 
(eo EM _ End of medium __ 68 DO T | USRS 
po SUB Substitute a 69m HET oS 112 Pp E 
La ESC Escape _ 70 En 113 q 
128 kS. File separator _ KAS ECES ee ie 
129 | GS | ~Group separator — — Pee ee A 3 Ta © 
130 | RS Record separator 73 t 116 i 
| OU e US _| Unit separator 3 Le J y A AS 
} 32 SP. Space 73 K 118 Y 3 
1383. 76 L EN w 
34_ a 77 M 120 _ X E 
| 35 # 78 N 121 y E 
i 36 $ 79 0) 122 Z 
| 37 % 80 EN 123 a ] 
1 38 _ & 81 Q 124 i 
| 39 82 R 125 j 
[40 hal 83 S 126 = 
(mal jj 84 ma 127 DEL _ 
| 42 e 85 Ue H 
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E Appendix E 


€ MM 


- ———— A a 


Protocol Family E ncapsulations 


TCP/IP ISO AppleTalk Novell Netware 
ayes / Application 


| Provides standard services tg 
¡applicationsand end-user 


3 
è 


HEHEHHE 


AFC 1813 


| PMAP 
CERSA 


o 
x 


Layer 4 Transport 


Manages connections and 
provides reliable packet 
delivery. Operates in units 
of messages. 


KE. 
NWBCAST 
: 
WatchDog 
[as] 
| 


| Layer 3 Network 


Addresses and routes data- 
grams, Performs fragment- 
ation and reassembly QP}. 
Operates In units of packets. 


Eth 8137 
Novell "Raw" 
f 802.2 LLC SNAP 302.2 LLC EO 
802.2 LLC 14, 20, 34, 54, EC, FE 8098 (DDP), 80F3 (AARP) 8022 LLC SNAP 8137 


Wil Packets’ Products: 


Omii EtherPeek VX 
EtherPeek N PacketGrabber 
AiroPeek N: RFGrabber 
GigaPeek RMONGrabber 
WAN Peek I www.wildpackets.com 


ding and error detection/ 
gorrection Operates in 
junits of frames. 


P 
RECO791 


AFC 0825 REC 1293 FCI 
Ethertype f 


0800 (IP), 0806 (ARP), 8035 (RARP) 
802.2 LLC 06 (IP only) 
802.2 LEC SNAP 0800 (P), 0806 (ARP), 8035 (RARP) 


Layer 1 Physical 


Defines connection, elec- 
trical,and wirlng specific- 
ations. Operates in units of 
bits. 


WildPackets, Inc. 
Reproduced with Permission 
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rn 


AARP AppleTalk Address Resolution Protocol NIS Network Information Services 
ADSP AppleTalk Data Stream Protocol NLP NetWare Lite Protocol 
AEP AppleTalk Echo Protocol NLSP NetWare Link State Protocol 
AFP AppleTalk Filing Protocol NTP Network Time Protocol 
ARP Address Resolution Protocol NWBCAST NetWare Broadcast Message Notification 
ASCE Association Control Service Element NWDIAG NetWare Diagnostic Support Protocol 
ASP AppleTalk Session Protocol NWSER NetWare Serfalization Protocol 
ATP AppleTalk Transaction Protocol ODA Office Document Architecture 
AURP AppleTalk Update Routing Protocol OSPF Open Shortest Path First 
BGP Border Gateway Protocol PAP Printer Access Protocol 
BOOTP  BootProtocol PING Packet Internet Groper 
CLNP Connectionless Network Protocol PMAP Port Mapper 
CMIP Common Management Information Protocol RARP Reverse Address Resolution Protocol 
CONS Connection Oriented Network Protocol RCP Remote Copy 
DARP Dynamic Address Resolution Protocol REXEC Remote Execution 
DDP Datagram Delivery Protocol RIP Routing Information Protocol 
DHCP Dynamic Host Configuration Protocol RLOGIN Remote Login 
EGP Exterior Gateway Protocol ROSE Remote Operations Service Element 
FTAM File Transfer Access and Management RPC Remote Procedure Call 
FTP File Transfer Protocol RSH Remote Shell 
GGP Gateway to Gateway Protocol RSTAT Remote Statistics 
HTTP HyperText Transfer Protocol RTCP RTP Control Protocol 
JARP Inverse Address Resolution Protocol RTMP Routing Table Maintenance Protocol 
ICMP Internet Control Message Protocol RTP Real-time Transport Protocol 
IDRP Interdomain Routing Protocol RTSE Reliable Transfer Service Element 
IGRP Interior Gateway Routing Protocol RWhois Remote Whois 
IP Internet Protocol SAP Service Advertisement Protocol 
IPX Internet Packet Exchange SIP Session Initialization Protocol 
IS-IS Intermediate System to Intermediate SMB Server br Block 
System Routing SMTP Simple Mall Transfer Protocol 
ISO PP Presentation Protocol SNMP Simple Network Management Protocol 
ISO SP Session Protocol SPX Sequenced Packet Exchange 
ISO TP Transport Protocol TCP Transmission Control Protocol 
ISO-DE Development Environment Telnet Telecommunications Network Protocol 
LPR Remote Print TFTP Trivial File Transfer Protocol 
LSP NetWare Lite Sideband Protocol TOPS Transcendental Operating System 
MMS Manufacturing Message Service UDP User Datagram Protocol 
Mount Mount Server VIP Virtual Terminal Protocol 
NBP Name Binding Protocol WatchDog Station Keep Alive 
NCP NetWare Core Protocol X Windows Graphical Windows 
ND Network Disk Message Handling System 
NDS NetWare Directory Service X.500DS Directory Services 
NetBEUI NetBIOS Enhanced User Interface XDR Exchange Data Representative Protocol 
NetBIOS Network Basic Input/Output System ZIP Zone Information Protocol 
FS Network File System 


1000BaseCX: an IEEE 802.3 classification that 
specifies the use of Category 5 cable, a data rate of 
1000 Mbps, a maximum segment length of 25 m, a 
minimum segment length of .6 m, and a star 


topology. 


1000BaseT: an IEEE 802.3 classification that speci- 
fies the use of Category 5 cable, a data rate of 1000 
Mbps, a maximum segment length of 100 m, a 
minimum segment length of .6 m, and a star 
topology. 

100BaseT4: an IEEE 802.3 classification that speci- 
fies the use of Category 3, 4, and 5 cable, a data rate 
of 100 Mbps, a maximum segment length of 100 m, 
a minimum segment length of .6 m, and a star 
topology. 

100BaseTX: an IEEE 802.3 classification that speci- 
fies the use of Category 5 cable, a data rate of 100 
Mbps, a maximum segment length of 100 m, a 
minimum segment length of .6 m, and a star 
topology. 

10Base2: an IEEE 802.3 classification that specifies 
the use of RG-58 cable, a data rate of 10 Mbps, a 
maximum segment length of 185 m, a minimum 
segment length of .5 m, and a bus topology. 


10Base5: an IEEE 802.3 classification that specifies 
the use of RG-8 cable, a data rate of 10 Mbps, a 
maximum segment length of 500 m, a minimum 
segment length of 2.5 m, and a bus topology. 


10BaseT: an IEEE 802.3 classification that specifies 
the use of Category 3, 4, or 5 cable, a data rate of 10 
Mbps, a maximum segment length of 100 m, a 
minimum segment length of .6 m, and a star 


topology. 


A 


A+ Certification: a CompTIA certification that 
proves a person’s knowledge of PC repair, hard- 
ware, and software. 


| Glossary 


access control list (ACL): a list of users, groups, 
and permissions that are associated with a resource. 


access method: a method of gaining access to the 
network media. 


access port: a connection into which network 
cables plug. 


active hub: a network device that acts as a central 
connection point for network cables and regener- 
ates digital signals like a repeater. The active hub 
can also determine whether a packet should 
remain in the isolated section of the network or 
pass the packet through the hub to another section 
of the network. 


active monitor: a computer that is responsible for 
monitoring the necessary administrative functions 
associated with Token Ring technology. 


active partition: a partition that contains the oper- 
ating system files the computer should use to boot. 


ad hoc mode: a wireless network that does not con- 
tain a Wireless Access Point (WAP). 


Address Resolution Protocol (ARP): a service 
that maps a MAC address to an IP address. 


administrative server: a server that is used to 
administer network security and activities. 


American National Standards Institute (ANSI): a 
private, nonprofit organization that does not 
develop standards, but rather prompts voluntary 
conformity and standardization. 


American Standard Code for Information Inter- 
change (ASCII): a character code that uses eight 
bits to represent alphanumeric characters. 


amplifier: an electronic device designed to raise a 
signal’s amplitude. 


amplitude: the maximum voltage, or height, of an 
electronic signal. 
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analog signal: an electronic signal that varies in 
values. 


Analog to Digital Converter (ADC): a computer 
chip designed to change an analog signal to a 
digital signal. 


antivirus suite: an antivirus software package 
that includes additional features. 


AppleTalk: a suite of protocols developed to sup- 
port the Macintosh computer when configured as 
a network. AppleTalk uses CSMA/CA as its access 
method. 


application gateway: a hardware device or soft- 
ware package that provides security for specific 
applications by accepting traffic based on the exact 
match of the application permitted. 


application layer: the highest layer of the OSI 
model that starts network data communications 
using a program such as e-mail or a Web browser. 


archive bit: a file attribute that identifies if a file's 
contents has changed since the last full or incre- 
mental backup. 


asymmetric-key encryption: a key encryption 
method in which the sender and the receiver use 
two different keys: a private key and a public key. 


Asynchronous Transfer Mode (ATM): a protocol 
especially designed for carrying audio, video, and 
multimedia. It can support a bandwidth of 622 
Mbps. 


asynchronous transmission: a type of transmis- 
sion in which a digital signal is not synchronized 
with a reference signal. 


ATM (Asynchronous Transfer Mode): a protocol 
designed especially for transmitting data, voice, 
and video. 


attenuation: the loss of signal strength. 


auditing: a service that tracks the events, use, and 
access of network resources and writes these 
actions to a log. 


authentication: the process of identifying a user 
and ensuring the user is who they claim to be. 
Also, the process of verifying a user's identity and 
allowing the user access to the network. 


Authentication Header (AH): an IPSec protocol 
that provides authentication and anti-replay but 
does not encry pt the data payload inside the 
packet. 


automatic private IP addressing (APIPA): a 
feature that assigns an IP address from a special 
set of IP addresses that have been set aside by 
IANA when a DHCP server cannot be reached. 


Available Bit Rate (ABR): an ATM data transfer 
classification most appropriate for file transfer. It 
uses the available bit rate associated with the net- 
working medium. The speed of a file transfer 
using the ABR classification is affected by the 
amount of traffic on the network system. 


average utilization: the average amount of traffic 
throughout the network in the time period 
monitored. 


AWG rating: a rating that describes the size of a 
conductor's diameter. 


B 


backbone: a cable that is located between the tele- 
communications closets, equipment rooms, and 
main entrance facility. The backbone cable con- 
nects these areas and does not serve individual 
workstations. A backbone can run horizontally 
and vertically through a building. Also, a cable 
that serves as a common path and often employs 
high-speed network cable such as fiber-optic. 


backdoor: a software access port to a computer a 
Trojan horse has infected. 


backdoor virus: a type of malware designed to go 
undetected and create a backdoor on a computer. 


backplane: a simple motherboard designed with 
minimal components. It typically serves as an 
interface of all major components in the system. 


backup domain controllers (BDC): a domain con- 
troller that stores backup copies of the user 
account and security database. A BDC can per- 
form authentication and can be promoted to a 
PDC in case the PDC fails. 


bandwidth: a measurement of the network 
media's ability to carry data. 


Bandwidth Allocation Protocol (BAP): a pro- 
tocol that can change the number of lines or chan- 


nels used in communication according to current 
bandwidth. 


Baseband: a method of transmitting data in the 
form of a digital signal, using the entire band- 
width of a cable. 


baseline: a measurement of performance charac- 
teristics that can be used at a later date to objectively 
determine if the network or server is performing 
satisfactory. 


basic disk: the term applied to the old system of 
hard disk drive configuration, which includes 
creating primary and extended partitions. 


Basic Rate ISDN (BRI-ISDN): a category of ISDN 
that consists of three conductors: two B channels, 
referred to as bearer channels, and one D channel, 
referred to as the delta channel. 


beaconing: a recovery process used when a hard- 
ware failure occurs on the ring. 


Binary Coded Decimal (BCD): a binary number 
format where each number is represented as a 
four-digit binary code. 


biometrics: the science of using the unique physical 
features of a person to confirm their identification 
for authentication purposes. 


bipolar digital signal: a digital signal that fluctu- 
ates between a positive five-volt level and a negative 
five-volt level. 


bit rate: the number of bits used to represent the 
amplitude of an analog signal. 


blackout: a total loss of electrical energy, or 
voltage. 


blade server: a powerful server that is extremely 
thin. It is designed to be mounted in a small space 
with other blade servers. 


boot partition: a partition that contains the files 
needed to operate the computer. These files include 
device drivers, library files, services, commands, 
and utilities and are stored in a separate directory. 


bootloader: a program that starts the operating 
system load process. 


Bootstrap Protocol (BOOTP): a service that uses 
a centralized database of the MAC addresses and 
IP assignments of all devices on the network and 
assigns the appropriate IP address to a host when it 
boots. 


bridge: a network device that divides the network 
into smaller segments, reducing the chance of 
collisions. 


Broadband: a method of transmitting data in the 
form of several analog signals at the same time. 


Broadband ISDN (B-ISDN): a category of ISDN 
that is designed to carry multiple frequencies. 
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broadcast frame: a frame intended for every com- 
puter on the network to read. 


broadcast storm: a condition in which a network 
is flooded with a continuous number of collisions 
and rebroadcasts. 


brouter: a network device that combines router 
and bridge functions. 


brownout: a partial loss of electrical energy, or 
voltage, in which the voltage level is lower than 
normal or average levels. 


browser-based management utility: a manage- 
ment utility typically associated with, but not 
limited to, a thin client. The thin client connects to 
the network device and then runs scripts hosted on 
the network device, not on the thin client. 


buffer: a small amount of memory used to tempo- 
rarily store data. 


bug: a software program error. 


bus topology: a topology that uses a single cable or 
conductor to connect all nodes on a network. 


business plan: a document that outlines the goals 
for the business and includes an action plan and a 
timetable for meeting those goals. 


C 


Carrier Sense Multiple Access with Collision 
Detection (CSMA/CD): a set of rules that define 
how two or more devices will access network media 
and how they respond after a collision occurs. 


carrier wave: an electromagnetic wave of a set 
frequency that is used to carry data. 


cell: the area that is served by a radio access tower. 


cellular technology: a technology based on radio waves 
connecting to designated areas referred to as cells. 


centralized administration: the methodology 
used to administer a client/server network. 


CERN: an organization that is responsible for the 
original development of the World Wide Web. 


Certificate Authority (CA): a service that contains 
a security list of users authorized to access the pri- 
vate key owner’s messages, using a public key. 


Certified Document Imaging Architect (CDIA+) 
Certification: a CompTIA certification that proves 
a person's knowledge of imaging systems such as 
scanners, displays, printers, graphic file types, file 
conversion, and image enhancement. 
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Certified Linux Engineer (CLE) Certification: a 
Novell certification that verifies expertise in both 
Linux and Novell services that run on a Linux 
system. 


Certified Linux Professional (CLP) Certification: 
a Novell certification designed for people who 
wish to prove they have mastered the basic skills 
required to manage and maintain a SuSE Linux 
server. The skills measured are installing a SuSE 
Linux server, managing users and groups, trouble- 
shooting the SuSE Linux file system, and managing 
and compiling the Linux kernel. 


Certified Novell Administrator (CNA) Certification: 
a Novell certification that proves a person’s ability 
to set up and manage workstations and to manage 
network system resources such as files, printers, 
and software in a NetWare network. 


Certified Novell Engineer (CNE) Certification: a 
Novell certification that proves a person’s ability 
in LAN design, development, implementation, 
support, and troubleshooting of a NetWare 
network. 


Challenge Handshake Authentication Protocol 
(CHAP): an authentication protocol that sends an 
encrypted string of characters that represent the 
user name and password. It does not send the 
actual user name and password. 


channel: the bandwidth of a carrier wave. 


Channel Service Unit/Data Service Unit (CSU/DSU): 
electronic circuitry that converts signals from the 
LAN to signals that can be carried by the T1 line, 
and vice versa. 


ciphertext: encrypted data. 


circuit switching: a type of transmission which 
establishes a permanent connection between two 
points for the duration of the data transfer period. 


circuit-level gateway: a hardware device or soft- 
ware package that monitors a connection until it is 
successfully established between the destination 
and source host. 


Class A network: a TCP/IP network classification 
that supports up to 16 million hosts on each of 127 
networks. 


Class B network: a TCP/IP network classification 
that supports up to 65,000 hosts on each of 16,000 
networks. 


Class C network: a TCP/IP network classification 
that supports 254 hosts on each of 2 million 
networks. 


client/server network: a type of network model 
that consists of computers connected via a network 
to one or more servers. 


cluster: a group of servers that share the network 
demand. 


clustering: a technology that allows up to eight 
servers to be connected and act as a single server. 


coaxial cable: a cable consisting of a copper core 
conductor surrounded by an insulator. 


codec (compressor/decompressor): software, 
hardware, or a combination of software and hard- 
ware that compress and decompress video and 
audio information. 


cold spare: any compatible drive that is in storage 
and used to replace a failed drive. 


collision domain: a section of a network where 
collisions occur. 


command prompt: a text-based interface where 
commands are typed and entered. 


command syntax: the correct manner and 
arrangement in which a command is to be typed. 


Committed Information Rate (CIR): a guaran- 
teed bandwidth a commercial carrier will provide 
a subscriber. 


Common UNIX Printing System (CUPS): a 
printing system that supports network printing 
using the Internet Printing Protocol (IPP). 


complex trust relationship: a trust relationship in 
which more than two domains have a full-trust 
relationship. 


concentrator: a network device that serves as a 
central connection point for network cables. 


connectionless communication: a type of connec- 
tion in which data is transmitted to the destination 
without first establishing a connection. 


connectionless-oriented: a type of network con- 
nection in which there is neither a direct connection 
nor a consistent connection between the destina- 
tion and the source. 


connection-oriented: a type of network connection 
that maintains a constant and consistent connec- 
tion between the source and the destination. 


connection-oriented communication: a type of 
connection in which communication is first estab- 
lished between the source and destination computers 
before data is transmitted. 


console: the keyboard and monitor located at the 
NetWare server. 


Consolidation Point (CP): a connection to the 
horizontal wiring system, which in turn feeds to a 
wall outlet or a MUTOA. 


Constant Bit Rate (CBR): a steady stream of 
ATM cells moving at a predictable rate. CBR is 
best used for video conferencing, telephone con- 
versations, television broadcast, or anywhere 
real-time data transfer is required. 


consultant: a person who works with clients on 
projects and makes recommendations based on 
their expertise. 


context: the location of an object in the NDS tree. 


contiguous namespace: a namespace in which the 
location must use the root domain name as part of 
its URL or as its complete name. 


continuous UPS: a UPS unit that provides a 
steady supply of electrical energy at all times, even 
when there is no electrical problem. 


copper core cable: an electrical cable that consists 
of a copper wire surrounded by plastic or synthetic 
insulation. 


cracker: anyone who gains access to a computer 
system without authorization and with the intent 
to do harm or play pranks. 


crossed pair: a wiring fault in which two pairs 
within a twisted pair cable have switched positions 
at the opposite end of the cable. 


crosstalk: interference that comes from neighboring 
conductors inside a wire's insulating jacket. 


cryptology: the science of encoding data. 


Cyclic Redundancy Check (CRC): a sophisticated 
data integrity check that uses complicated mathe- 
matical algorithms to determine if one or more 
bits are corrupt. 


D 


daemon: a program that runs in the background 
and waits for a client to request its services. 


data encryption: the encoding of data based on a 
mathematical formula, which converts the original 
data symbol into another symbol. 


data link layer: the layer of the OSI model that 
describes how raw data is packaged for transfer 
from one network interface card to another. 
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database server: a server that contains data files 
and software programs that query the data. 


datagram: a short message block that can be sent 
to a particular computer, sent to a group of com- 
puters, or broadcast to all computers connected to 
the media. 


de facto standard: a standard developed because 
of its widely accepted use by industry. 


decentralized administration: the methodology 
used to administer a peer-to-peer network. 


decibel (dB): a unit of measurement used to 
express the relationship of power between two 
electrical forces. 


dedicated server: a server that serves a single 
function. 


default gateway address: the address of the com- 
puter that provides a connection to the Internet. 


demodulation: the process of separating a data 
signal from a carrier wave. 


Denial of Service (DoS): denying access to a 
server by overloading the server with bogus 
requests. l 


desktop environment: a software package that 
includes many applications (X clients) and a 
windows manager. The desktop environment 
provides a common look among X clients. 


device file: a file that serves as a means of com- 
munication between a driver and a device. 


dial-up networking: a network system in which a 
dial-up connection is used to access a remote 
server. 


differential backup: a backup method that backs 
up all data that has been changed since the last 
full backup. 


digital certificate: a file that commonly contains 
data such as a user’s name and e-mail address, the 
public key value assigned to the user, the validity 
period of the public key, and issuing authority 
identifier information. 


digital encoding: the conversion of data into a 
digital pattern acceptable to the networking 
media. 


digital signal: an electronic signal that has dis- 
crete values. 
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Digital Subscriber Line (DSL): a leased line dedi- 
cated to networking that uses multiple frequencies 
as separate channels on the existing telephone local 
loop. The multiple channels combine to carry more 
data than the original telephone modem design. 


Digital to Analog Converter (DAC): a computer 
chip designed to change a digital signal to an 
analog signal. 


Direct Memory Access (DMA) channel: a circuit 
that allows devices to communicate and transfer 
data to and from RAM without the need of CPU 
intervention. 


direct sequencing: a spread spectrum technique that 
transmits data on multiple channels sequentially. 


directional: the ability of an antenna to focus or 
aim an electromagnetic signal in a particular 
direction. 


disaster recovery: the restoration of a system to 
normal operation after a disaster has occurred. 


disjointed namespace: a domain name that is a 
part of the Active Directory, but does not follow 
the contiguous namespace requirement. 


disk mirroring: the act of writing the same infor- 
mation to two hard disk drives at the same time. 


disk quota: the amount of disk space assigned to 
specific users. 


disk striping: a storage technique that divides 
data into sections and writes the data sections 
across several hard disk drives at the same time. 


diskless station: a workstation that does not have 
hard disk drives. It can also mean a workstation 
that does not have a floppy disk drive. 


dispersion: the distortion of a light wave as it 
reflects off the cladding of a fiber-optic cable. 


distinguished name: a naming system that uniquely 
identifies the location of the object in the Active 
Directory structure. 


domain: a logical grouping of users and equip- 
ment as defined by the network administrator. 


Domain Name System (DNS): a system that asso- 
ciates a host or domain name with an IP address, 
making it easy to identify and find hosts and 
networks. 


domains: areas of knowledge. 


dotted decimal notation: an IP address displayed 
in decimal form, not binary. 


driver: a software program that allows a PC to 
communicate with and to transfer data to and 
from computer hardware. 


dumb terminal: a type of computer that consists 
of only a display and keyboard. The keyboard 
contains the electronic components needed to 
support communication between the mainframe 
and the terminal. A dumb terminal does not 
contain a CPU. 


duplexing: a technique of placing each mirrored 
hard drive on a separate hard disk drive 
controller. 


dynamic addressing: automatically assigning IP 
addresses. 


dynamic disk: a new system of disk configuration 
and management introduced with NTFS5.0. 
Dynamic Disks are managed by the system as a 
group and allow for the creation of five different 
volume types: simple, spanned, mirrored, RAID-5, 
and striped. 


Dynamic Host Configuration Protocol (DHCP): 
a service that assigns IP addresses automatically 
to the hosts on a network. 


dynamic IP address table: a table of IP addresses 
generated by software programs that communi- 
cate with nearby routers. 


dynamic IP assignment: an 1P address that is 
issued automatically, typically when the computer 
boots and joins the network. 


E 


eDirectory: a database of network resources 
similar to Microsoft's Active Directory. 


EFI partition: a partition on a GPT disk that con- 
tains all programs required to boot the computer 
in the same way the BIOS boots the computer. 


electrical spike: a very short burst of abnormally 
high voltage, typically caused by electrical 
equipment. 


electrical surge: a higher-than-normal voltage 
level, typically caused by lightning. 


electromagnetic wave: a form of energy that 
behaves like a wave and can travel through a 
vacuum. 


Electronic Industry Association (EIA): a trade 
association that is concerned with radio 
communications. 


encapsulation: the process of adding information 
to a segment that identifies such things as the 
source address, the destination address, the end of 
the segment, and the size of the segment. 


Encapsulation Security Payload (ESP): an IPSec 
protocol that provides authentication and anti-replay 
and encrypts the payload data inside the packet. 


encryption: the method of using an algorithm to 
encode data. 


engineer: a degreed professional who possesses 
high-level skills necessary to solve problems 
related to their field of expertise. 


entrance facility: the room that is used as the 
entrance location for public or private communica- 
tion cables. 


entrepreneur: a person who owns and operates a 
business. 


Equal Level Far-End Crosstalk (ELFEXT): a mea- 
surement calculated by subtracting the effects of 
attenuation from the FEXT. 


equipment room: a room that contains the tele- 
communications equipment for the building such 
as the Private Branch exchange (PBX), servers, and 
telecommunication wiring system terminations. 


error correction: a RAID technique that uses tradi- 
tional error checking code (ECC) or parity. 


explicit rights: rights that are specifically granted 
to a trustee, and are not granted through inheritance. 


Extended Binary Coded Decimal Interchange 
Code (EBCDIC): an IBM character code similar to 
ASCII. 


Extensible Authentication Protocol (EAP): an 
authentication protocol used on both wired and 
wireless network systems. 


Extensible Markup Language (XML): a markup 
language based on the same principles as HTML, 
with the added ability to create custom tags. 


extranet: a network that allows internal and external 
access to Web pages by authorized personnel. 


extrinsic losses: signal losses caused by physical 
factors outside the normal core such as splices, 
connectors, and bends in the core. 


F 


fabric switch: a switch designed especially for 
Fibre Channel networking. 
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Far-End Crosstalk (FEXT): a measurement of 
reflective loss at the far end, or output end, of the 
cable. 


fault tolerance: the ability to recover from a hard 
disk or hard disk controller failure without the 
loss of stored data. When applied to a network 
infrastructure, fault tolerance means the ability to 
continue operation during a system hardware or 
software error. 


Fiber Distributed Data Interface (FDDI): a stan- 
dard developed by ANSI that employs fiber-optic 
cable over great distances. The distances can reach 
as far as 40 kilometers in length and support data 
speeds of 100 Mbps or higher. FDDI is used 
mainly as a backbone for large network systems 
such as a MAN or a WAN. 


fiber-optic cable: a type of cable that uses a glass 
or clear plastic core rather than copper. 


Fibre Channel: a high-speed access method that 
typically uses fiber-optic cable as media. 


file access protocol: provides the means for a 
client to access networked files and print services. 


file server: a server that stores data files that can 
be accessed by a client. 


FIR (Fast Infrared): a protocol used for trans- 
mitting data from laptop computers to PCs 
without the use of cables. 


firewall: a hardware device or software package 
that passes or blocks data packets as they enter 
and exit the network system. 


firmware: the combination of the BIOS chip and 
the software program within the chip. 


Fixed Length Subnet Mask (FLSM): a subnet 
mask that is expressed in standard eight-bit or 
one-byte values. An FLSM has subnets that are 
equal in range and have an equal number of hosts. 


forest: a collection of domain trees that share a 
common Active Directory database. 


frame: a packet that is encapsulated with informa- 
tion needed to travel the Internet. 


Frame Relay: a packet switching protocol that 
typically uses leased lines such as T1 to carry data 
over long distances. 


frame size average: the average of all frame sizes 
during the time period monitored. 


frame size peak: a record of the largest frame size 
recorded during the time period monitored. 
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frequency: the number of cycles of an electronic 
signal that occur in 1 second, measured in Hertz (Hz). 


frequency hopping: a spread spectrum technique that 
transmits data on multiple channels simultaneously. 


Fresenel reflection loss: a type of signal loss that 
commonly occurs at connection points in fiber- 
optic cabling and is due to the refraction property 
differences in the core material, the connector 
materials used for sealing the connector, and air. 


full backup: a backup method that backs up all 
designated data. 


full-duplex: a communication mode in which bi- 
directional communication occurs simultaneously. 


Fully Qualified Domain name (FQDN): a combi- 
nation of a host name and a domain name. 


fusion splice: the joining of two fiber-optic cores 
using heat to fuse, or melt, the materials together. 


G 


gateway: a network device that connects networks 
that use different protocols. 


gateway service: a service that translates com- 
munications between networks that use different 
network operating systems. 


generator: a device that creates and provides 
electricity. 


geosynchronous orbit: an orbit in which a satellite’s 
rotational speed is synchronized with the earth's 
rotational speed, making the satellite appear to be 
in a stationary position. 


global security policy: a security policy that 
affects domain users. 


graded-index multimode fiber-optic cable: a type 
of multimode fiber-optic cable that is designed 
with a varying grade of core material. The core is 
designed with maximum light conduction at its 
center and gradually diminished light conduction 
toward its cladding. 


graphical user interface (GUI): a pictorial repre- 
sentation of commands and computer hardware 
that allow a user to access resources and programs 
with a click of a mouse button. 


ground: an occurrence of a conductor connecting 
to the earth through a continuous path. 


group account: a collection of users that typically 
share a common job-oriented goal or similar 
function. 


H 


H.323 standard: a telecommunications standard 
for audio, video, and data communications using 
IP or packet-type networks defined by the Interna- 
tional Telecommunication Union (ITU). 


half-duplex: a communication mode in which bi- 
directional communication occurs in one direction 
at a time. 


Hardware Abstract Layer (HAL): a software 
layer located between the hardware devices and 
third-party vendor driver software. 


hashing: a technique that relies on an algorithm 
or an encryption device based on mathematical 
algorithms for guessing a password. 


head-end: the local area distribution point of a 
Cable television service provider. 


hierarchical star: a network topology that is 
created when two or more star topologies are 
merged using network devices such as hubs, 

switches, or routers. 


hoax: a message that is spread about a real or 
unreal virus. 


horizontal cross connect: provides a mechanical 
means of connecting horizontal cabling systems to 
other cables or equipment. 


horizontal wiring: the section of cable that runs 
from individual work areas to the telecommunica- 
tions closet. 


host: a name for a computer, printer, or network 
device associated with an IP address on a TCP/IP 
network. 


hot spare: a backup component that can automati- 
cally replace the failed system component without 
the intervention of a technician. 


hot swapping: the process of removing system 
components without shutting down the system. 


hot-swap technology: allows a component to be 
removed or installed while the system is running. 


HTML tag: an instruction for how text and 
graphics should appear when displayed in a Web 
browser. 


hub: a network device that provides a common 
electrical connection to all nodes in a star 


topology. 


hybrid topology: a physical arrangement that is a 
mixture of star, bus, and ring topologies. 


hyperlink: a link to another Web page or to area 
on the same Web page. 


Hypertext Markup Language (HTML): a pro- 
gramming language used to create Web pages. 


Hypertext Transfer Protocol (HTTP): a protocol 
designed for communications between a Web 
browser and a Web Server. 


I 


impedance: the opposition to alternating current 
(AC) in a conductor. 


incremental backup: a backup method that backs 
up only data that has changed since the previous 
backup. 


industrial field bus technology: a combination of 
computer network devices and industrial controller 
devices sharing the same bus in the industrial 
environment. 


i-Net+ Certification: a CompTIA certification 
that proves a person’s competency working with 
Web services, including Internet communications 
and installing, updating, and modifying Web pages. 


infrastructure mode: a wireless network that con- 
tains one or more Wireless Access Points (WAPs). 


inherited rights: rights that are granted to a 
trustee through inheritance. 


inode: a table entry that contains information such 
as permissions, file size, name of the owner, the 

time stamps of the file’s creation, modification, and 
last access, and a pointer to where the file is stored. 


Input/Output (1/0) port: a small amount of 
memory assigned to a device that temporarily 
holds small amounts of data and is used to 
transfer data between two locations. 


Institute of Electrical and Electronic Engineers 
(IEEE): a professional organization that continu- 
ally develops standards for the networking and 
communications industry. 


Integrated Network Information Center 
(InterNIC): a branch of the United States govern- 
ment that was responsible for regulating the 
Internet, overseeing the issue of domain names, 
and assigning IP addresses to them. 


Integrated Services Digital Network (ISDN): a 
long distance connection technology that provides 
a means of a fully digital transmission over channels 
that are capable of speeds of up to 64 kbps each. 
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interactive logon: an authentication process in 
which the user is verified and given access to the 
Active Directory. 


interference: an undesired electromagnetic signal 
imposed on a desired signal that distorts or cor- 
rupts the desired signal. 


International Organization for Standardization 
(ISO): an organization interested in the standard- 
ization of computer equipment. 


International Telecommunications Union (ITU): 
an organization responsible for standardizing 
communications on an international level, The 
[TU regulates radio, television, and satellite 
frequencies and standards and telephony 
standards. 


Internet: a collection of interconnected networks 
from all around the world. 


Internet Corporation for Assigned Names and 
Numbers (ICANN): a company that manages 
domain name registrations by allocating domain 
name registration to select, private companies. 


Internet Group Management Protocol (IGMP): a 
TCP/IP protocol designed to support multicasting. 
IGMP informs a multicast router of the names of 
the multicast group to which a host belongs. 


Internet Message Access Protocol (IMAP): a 
sophisticated mail access protocol that can manip- 
ulate e-mail while it is on the server. It also allows 
a user to access their e-mail and then leave the e-mail 
on the server. 


interrupt request (IRQ): a circuit that communi- 
cates with the CPU. 


intranet: a private network that provides Web 
page distribution to a specific group of users 
within a LAN. 


IP Security (IPSec): a protocol that secures IP 
packets across the Internet. It works with IPv4 and 
IPv6 and supports two modes of encryption: 
transport and tunnel mode. 


IPv6: an Internet addressing scheme that uses 128 
bits to represent an IP address. The 128 bits are 
divided into 8 units of 16 bits. These units can be 
represented as a 4-digit hexadecimal number 
separated by colons. 


IPX internal network number: a unique hexadec- 
imal number that serves to identify a NetWare 
server on the network. 
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IPX/SPX (Internetwork Packet ExchangelSequenced 
Packet Exchange): a routable protocol, developed 
by Novell, that controls how packets of data are 
delivered and routed between nodes and LANs. 


ISM band: the band of radio frequencies associ- 
ated with industrial, scientific, and medical devices. 


isolation transformer: a device that uses a trans- 
former to isolate a circuit from other circuits ema- 
nating from the same electrical source. 


J 


JAVA-based management utility: a management 
utility based on the Sun Microsystems JAVA pro- 
gramming language. 


jitter: small staggers or hesitations in the delivery 
sequence of audio or video data caused by latency 
or missing packets. 


joke program: a type of malware designed with 
some sort of joke as the payload. 


journal file: a log of all file activity on a journ- 
aling file system. 


journaling file system: a file system that relies on 
a journaling file to attain a faster boot time, use 
less system memory, and prevent file corruption. 


K 


Kerberos: a security authentication system that 
provides both authentication and encryption ser- 
vices. It uses a two-way method of authentication. 


kernel: the core of an operating system. 


key: an algorithm used to encode data. 


L 


latency: the amount of time it takes a signal to 
travel from its source to its destination. 


layer 1 device: a network device that makes no 
decision about where a packet is sent. 


layer 2 device: a network device that makes deci- 
sions about where a packet is sent based on a 
MAC address or a logical name. 


Layer 2 Forwarding (L2F): a remote access pro- 
tocol, similar to PPTP, designed to enhance-security 
and to make use of a virtually private network 
using the public Internet. It was developed by Cisco 
Systems and then released for use by other venders. 
L2F requires special equipment on the host side to 
support data transfer whereas PPTP does not. 


Layer 2 Tunneling Protocol (L2TP): a tunneling 
protocol that has the best features of both L2F and 
PPTP protocols. It uses IPSec to encrypt the con- 
tents of the encapsulated PPP protocol. 


layer 3 device: a network device that makes a 
decision about where a packet is sent based on a 
protocol such as the Internet protocol. 


lightning arrestor: a special piece of electrical 
equipment designed to dampen the effects of an 
electrical surge caused by lightning. 


Linux+ Certification: a CompTIA certification 
that proves a person's knowledge of the Linux 
operating system. 


loading coil: a device used to amplify voice signals. 


local area network (LAN): a network that is 
usually confined to a single building and is man- 
aged by a single entity such as a company. 


Local Central Office: the location where the 
customer’s telephone lines connect to the switch- 
gear. The Local Central Office connects to long 
distance carriers to provide long distance access to 
individual residencies. 


Local Exchange Carrier (LEC): a local carrier. It is 
often made of one or more Local Central Offices. 


local loop: the section of wiring between cus- 
tomer premises and the Local Central Office. 


Local Security Authority (LSA): a service that 
validates local and remote logons and generates a 
security access token. 


local security policy: a security policy that affects 
local users. 


LocalTalk: the network media in an AppleTalk 
network. 


logic bomb: a type of malware that remains 
dormant until a certain event takes place. 


Logical Disk Manager (LDM) partition: a parti- 
tion on a GPT disk that contains information 
about dynamic volumes and is created during the 
conversion from NTFS4.0 to NTFS.0. There can be 
more than one LDM partition in a system. 


logical identification: a name that uniquely iden- 
tifies a computer on the network. 


logical unit number (LUN): a numbering scheme 
to identify SCSI devices attached to an extender 
card. 


logon right: the ability to log on to the network. 


loopback test: a signal that tests the network inter- 
face card to ensure that it is functioning properly. 


M 


MAC (media access code) address:a six-byte 
hexadecimal number, such as 00 CO 12 2B 14 C5, 
that uniquely identifies a network card. 


macro: a symbol, word, or key that represents a 
command or list of keystrokes. 


macro virus: a virus created by the macro feature 
of a software application program. 


magnetic induction: an electrical phenomenon in 
which the magnetic field encircling a current 
carrying conductor induces a current flow in a 
conductor of close proximity. 


mail filter: filters, or blocks, unwanted e-mail 
messages. 


mail gateway: a special software and computer used 
to connect two normally incompatible e-mail systems. 


main entrance: the place where public or private 
telecommunications enter the building. 


malware: a software program designed to perform 
some type of unauthorized activity on a computer. 


man in the middle (MITM): a method of inter- 
cepting a network transmission, reading it, and then 
placing it back on route to its intended destination. 


Manchester encoding: an encoding scheme that is 
characterized by a digital pulse transitioning 
during the midpoint of the timing period. 


master boot record (MBR): an area located on the 
first sector of the hard drive that contains infor- 
mation about the hard disk drive partitions 
(partition table) and the location of the bootable 
partition (active partition). 


Master CNE Certification: an advanced Novell 
certification with an emphasis on project manage- 
ment and design and expertise in areas such as 
ZENworks desktop management, Integrating eDi- 
rectory and Active Directory, GroupWise Admin- 
istration, and eDirectory Tools and Diagnostics. 


MBR virus: a type of malware that attacks the 
master boot record (MBR) of a hard disk drive. 


media: a general term that identifies the material 
used to transport packets. 


Media Access Control (MAC) filter: a feature that 
allows or restricts WAP access based on the MAC 
address of a wireless network card. 
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member server: a server that belongs to a domain 
but does not serve as a domain controller. It 
authenticates users through another server that 
acts as the PDC or a BDC. 


memory address assignment: a large block of 
memory assigned to a device and is used to 
transfer data between two locations. 


mesh topology: a physical arrangement in which 
each node on the network connects to every other 
node on the network. 


metropolitan area network (MAN): a network, 
under one management, that consists of two or 
more LANs connected with private communica- 
tion lines within the same geographic area, such 
as a city or a university campus. 


Microsoft Certified Database Administrator 
(MCDA) Certification: a Microsoft certification 
that proves a person’s expertise in creating, main- 
taining, optimizing, installing, and managing 
SQL Server databases. 


Microsoft Certified Desktop Support Specialist 
(MCDST) Certification: a Microsoft certification 
that measures the skills required to work as a help 
desk technician or a customer support ; 
representative. 


Microsoft Certified Professional (MCP) 
Certification: a Microsoft certification that proves 
a person’s expertise in one or more of the Micro- 
soft software products. 


Microsoft Certified Solution Developer (MCSD) 
Certification: a Microsoft certification that proves 
a person’s ability to design, implement, and 
administer business solutions using Microsoft 
Office or Back Office products. 


Microsoft Certified Systems Administrator 
(MCSA) Certification: a Microsoft certification 
that proves a person's ability to handle the day-to- 
day operations of a middle-to-large network based 
on the Windows 2000 or 2003 platform. 


Microsoft Certified Systems Engineer (MCSE) 
Certification: a Microsoft certification that proves 
a person's ability to design, implement, maintain, 
upgrade, troubleshoot, and administer a Microsoft 
network system based on the Windows 2000 or 
2003 platform. 


Microsoft Challenge Handshake Authentication 
Protocol (MS-CHAP): an enhanced version of 
CHAP that encrypts the user name, password, 
and data. MS-CHAP must be used with Microsoft 
operating systems. 
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Microsoft Office Specialist Certification: a Micro- 
soft certification that proves a person’s knowledge of 
Microsoft Office software such as Word, Excel, Access, 
PowerPoint, Project, and Outlook. There are presently 
four levels of Microsoft Office Specialist Certification: 
Specialist, Expert, Master, and Master Instructor. 


Microsoft Reserved (MSR) partition: a partition 
on a disk that reserves disk space for use by 
system components. 


modulation: the process of mixing a data signal 
with a carrier wave. 


module: a small program, such as a hardware 
driver or kernel enhancement. 


monitor contention: the process in which an active 
monitor is selected. 


mount point: the location in the directory struc- 
ture where a device is mounted or inserted. 


MPEG (Moving Picture Experts Group): an 
industry standard developed to ensure compati- 
bility between different cameras, displays, and 
other multimedia equipment. 


multicast frame: a frame intended for a preselected 
number of computers, such as a specific workgroup. 


multicasting: a process of sending the same data 
packet to a group of clients identified by one IP 
address. 


Multilink Point-to-Point Protocol (MLPPP): a 
remote access protocol that can combine two or 
more physical links in such a way that they act as 
one, thus increasing the supported bandwidth. 
This protocol works with ISDN lines, PSTN lines, 
and X.25 technology. 


multimaster replication: a type of security database 
replication in which all domain controllers store a 
copy of the Active Directory database. Changes to 
the database can be made at any DC in the domain. 
When changes to the database are made, the changes 
are replicated to the other domain controllers. 


multimode fiber-optic cable: a type of fiber-optic 
cable that has a large core diameter and is suscep- 
tible to attenuation due to dispersion. 


Multipurpose Internet Mail Extensions (MIME): 
a protocol that encodes additional information 
known as mail attachments to e-mail protocols 
that normally could not transfer attachments such 
as graphics. 


multistation access unit (MAU): a network 
device that allows for the quick connection and 
disconnection of Token Ring cables while main- 
taining the logic of the ring topology. 


multitasking: the process of rapidly switching 
between various programs that are loaded into 
memory. 


Multi-User Telecommunication Outlet Assembly 
(MUTOA): a grouping of outlets that serves up to 
12 work areas. 


N 


namespace: the label that identifies a unique loca- 
tion in a structure such as the Internet. 


naming convention: a standard naming format 
that is used when providing names for network 
objects. 


Near-End Crosstalk (NEXT): a measurement of the 
reflected loss at the near-end, or input end, of a cable. 


NetBEUI (NetBIOS Enhanced User Interface): a 
protocol that is an enhanced version of NetBIOS. 


NetBIOS (Network Basic Input/Output System): 
software that allows a computer to communicate 
with other computers and provides basic services 
for data transfer. 


NetWare File System (NWES): NetWare's tradi- 
tional file system. 


network: an interconnected collection of computers, 
computer-related devices, and communications 
devices. 


Network Address Translation (NAT): a protocol that 
translates private network addresses into an assigned 
Internet address, and vice versa. In other words, it 
allows an unregistered private network address to 
communicate with a legally registered IP address. 


network administrator: a person who controls 
access to the network and to its shares. This person 
may also be responsible for the installation, configu- 
ration, and maintenance of a LAN, MAN, or WAN. 
The network administrator may perform many rou- 
tine administrative functions, such as work with 
hardware and software vendors, make written and 
oral presentations about the state of the network, 
interview prospective employees, evaluate employee 
performance, coordinate work schedules, order sup- 
plies and equipment, and prepare budget reports. 


network attached storage (NAS): a device or 
collection of devices used to provide storage for 
network data. 


network authentication: an authentication pro- 
cess that occurs when a user accesses a resource. 


network interface card (NIC): a network device 
that contains the electronic components to send 
and receive a digital signal. 


network layer: the layer of the OSI model that is 
responsible for routing packets from one network 
to another using the IP addressing format. 


network media: a general term for all forms of 
pathways that support network communications. 


Network News Transfer Protocol (NNTP): a 
TCP/IP protocol that is designed to distribute 
news messages to NNTP clients and NNTP 
servers across the Internet. 


network operating system (NOS): software that 
provides a communication system between com- 
puters, printers, and other intelligent hardware 
that exist on the network. 


network share: a resource on the network that is 
shared among assigned users. 


network support specialist: a person who assists 
users and customers whenever they encounter a 
network problem. 


network topology: the physical arrangement of 
computers, computer-related devices, communica- 
tion devices, and cabling in a network. 


Network+ Certification: a CompTIA certification 
that measures the skills necessary for an entry- 
level network support technician. 


Network+ Examination Objectives: a document 
that contains the exact areas to be tested on the 
Network+ Certification exam. 


network-centric database: a single database that 
serves an entire network. 


New Technology File System (NTFS): the native file 
format for Windows NT and Windows 2000/2003. 


newsgroup: news articles that are arranged in a 
group or category on an NNTP server. News- 
groups are also referred to as discussion groups. 


node: any device attached to the network that is 
capable of processing and forwarding data. 


noise: electromagnetic interference. 
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non-return to zero (NRZ): a digital signal that 
fluctuates between a high voltage level and a low 
voltage level and never returns to zero volts for 
any measurable period of time. 


Novell Storage Services (NSS): NetWare's 
enhanced files system. 


NTFS permissions: permissions assigned to 
directories and files. NTFS permissions are effec- 
tive locally and over the network. 


O 


object rights: rights that allow a trustee certain 
types of access to an object. 


octet: an 8-bit (or one byte) binary value. 


omni-directional: the ability of an antenna to 
transmit electromagnetic signals in all directions. 


one’s compliment: a digital-based mathematical 
calculation. 


one-way trust relationship: a trust relationship 
in which one domain is the trusted domain and 
the other is the trusting domain. The trusting 
domain allows the trusted domain to access its 
resources, but the trusted domain does not allow 
the trusting domain to access it resources. 


open: a wiring fault in which there is a break ina 
circuit path. 


Open Shortest Path First (OSPF): a routing pro- 
tocol that only exchanges the most recently 
changed information in the routing table. 


Open Systems Interconnection (OSI) model: a 
model that describes how hardware and software 
should work together to form a network commu- 
nications system. 


Optical Time Domain Reflectometer (OTDR): a 
meter used for testing and troubleshooting long 
runs of fiber-optic cable. The OTDR conducts 
measurements based on the principle of 
attenuation. 


organizational unit: a container that holds objects 
or other organizational units and is used to orga- 
nize a network into manageable units. 


orthogonal frequency-division multiplexing 
(OFDM): a transmission technique that transmits 
data over different channels within an assigned 
frequency range. Each channel is broadcast sepa- 
rately and is referred to as multiplexed. It can 
achieve a data rate as high as 54 Mbps. 
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overbooking: when the combined amount of 
declared NSS volume sizes is greater than the size 
of the storage pool. 


P 


packet filter: a hardware device or software 
package that accepts or rejects packets based on a 
set of rules set up by the network administrator. 


packet sniffer: a network monitoring utility that 
captures data packets as they travel across a 
network. 


packet switching: a type of transmission which 
does not use a permanent connection between two 
points for the duration of the data transfer period. 
Packets may travel different routes to the same 
destination. 


parallel processing: processing a program 
through more than one CPU simultaneously. 


parity check: a method of verifying the integrity 
of transmitted data. 


passive hub: a network device that acts only as a 
central connection point for network cables. 


pass-through authentication: the ability to access 
all resources throughout the entire network 
system with only a single logon. 


Password Authentication Protocol (PAP): an 
authentication protocol that sends a user name 
and password in plain text format. 


password virus: a type of malware designed to 
breach security by stealing passwords. 


patch panel: a rack-mounted device with RJ-45 
jacks on the front and a matching series of connec- 
tions on the back. Patch panel cables are used to 
make connections between the front of the patch 
panel and equipment. The back of the panel is 
where the horizontal cable run terminates. 


peak utilization: the highest level of utilization. 
experienced by the network. 


peer-to-peer network: a network in which all 
computers are considered as peers or equals. 


permanent virtual circuit (PVC): a type of con- 
nection that behaves like a hard-wired connection 
between the destination and source. 


permission: the ability to access a network share. 


phishing: a method of Internet fraud, which involves 
using e-mail to steal a person’s identity as well as 
other sensitive information, such as financial. 


physical layer: the lowest layer of the OSI model, 
which focuses on the physical characteristics of a 
network such as cabling and connectors. 


piconet: a Bluetooth network. 


Plain Old Telephone Service (POTS): an older 
telephone technology that uses twisted pair 
cabling and analog signals rather than digital. 


plenum-rated: a rating given to a cable that has a 
special type of insulation that will not give off 
toxic gases should the cable be consumed by fire. 


Point of Presence (PoP): the point where the tele- 
phone company line connects to the subscriber line. 


Point-to-Point Protocol (PPP): a remote access 
protocol that enables a PC to connect to a remote 
network using a serial line connection, typically 
through a telephone line. PPP is a synchronous 
protocol that supports multiple protocols such as 
IPX and AppleTalk. 


Point-to-Point Protocol over Ethernet (PPPoE): 
a remote access protocol that provides one or more 
host on an Ethernet network the ability to estab- 
lish an individual PPP connection with an ISP. 
PPPoE frames the PPP protocol so that the PPP 
frame can travel over an Ethernet network. 


Point-to-Point Tunneling protocol (PPTP):a 
remote access protocol that is an enhanced version 
of PPP. It is designed to enhance security and to 
make use of a virtually private network using the 
public Internet. 


polymorphic virus: a type of malware that 
changes its characteristics or profile as it spreads 
to resist detection. 


port: a number that represents a logical connec- 
tion and matches a service with a computer. 


port number: a number that is associated with the 
TCP/IP protocol and is used to create a virtual 
connection between two computers running 
TORIR, 


Post Office Protocol (POP): a mail access pro- 
tocol designed to access a mail server and down- 
load messages to the e-mail client. 


power conditioning: the process of eliminating 
spikes and any type of variation in the desired AC 
signal pattern. 


power on self-test (POST): a quick initial check of 
the major components in a computer, such as memory, 
disk drives, keyboard, mouse, and monitor, to be 
sure that a minimum working system is available. 


„power-on self-test (POST): a BIOS routine that 
performs a series of hardware checks to determine 
if the computer is in minimal working order. 


presentation layer: the layer of the OSI model 
that ensures character code recognition. 


primary domain controller (PDC): a domain con- 
troller that hosts the user and security database and 
manages user access to the network. The chief function 
of the primary domain controller is to authenticate 
domain users as they log on to the network. 


Primary Rate ISDN (PRI-ISDN): a category of 
ISDN that consists of twenty-three B channels and 
one D channel. It has a total data rate of 1.544 Mbps. 


print server: a server that coordinates printing 
activities between clients and printers. 


programmer: a person who writes, tests, and 
modifies software programs. 


programmer analyst: a person who analyzes the 
needs of a client and performs the actual 
programming. 


propagation delay: the time it takes data to be 
transmitted from the earth and satellite. 


protected mode: a form of CPU execution that 
allows multiple programs to be loaded into 
memory and the CPU to rapidly switch between 
the various programs. It also allows a computer to 
access memory about the first IMB of RAM. 


protocol: a group of computer programs that 
handle packet formatting and control data trans- 
mission. Also, a set of rules governing communi- 
cation between devices on a network. 


protocol analyzer: a special tool used to inspect 
protocol activity and contents. 


proxy server: a firewall component that is typically 
installed on a server and resides between Internet 
servers and the LAN hosts. 


Public Switched Telephone Network (PSTN): an 
older telephone technology that uses twisted pair 
cabling and analog signals rather than digital. 


punch down tool: a tool used for pushing indi- 
vidual twisted pair wires into the connection 
points on a patch panel. 


Q 


Quality of Service (QoS): a protocol that gives time- 
sensitive packets, such as those carrying telephone 
conversations, a higher priority than data packets. 
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radio interference: interference that matches the 
frequency of the carrier wave. 


radio waves: electromagnetic waves with a fre- 
quency range of 10 kHz to 3,000,000 MHZ. 


real mode: the original 8088 processor form of 
execution. Real mode has limited memory access 
and can only load and run programs smaller 
than 640 kB. 


receiver: an electronic device that receives a mod- 
ulated signal and demodulates it. 


redirector: a software package that determines 
where a client request for a resource should be 
routed. 


Redundant Array of Independent Disks (RAID): 
a system that can provide fault tolerance, increase 
disk speed when large blocks of data need to be 
constantly accessed, or both. 


reflected loss: the amount of signal reflected from 
the far end of the cable. 


registrar: a select, private company that is 
assigned a pool of IP addresses from ICANN and 
handles domain registration. 


remote access server: a server that is accessed 
through dial-up networking. 


Remote Authentication Dial-In User Service 
(RADIUS): a service that allows remote access 
servers to authenticate to a central server. 


Remote Desktop Protocol (RDP): a presentation 
protocol that allows Windows XP Professional 
computers to communicate directly with Windows- 
based clients. 


repeater: a network device that regenerates a 
weak signal into its original strength and form. 


replay attack: a method of using information, 
such as an IP and MAC address, that had previ- 
ously been copied and stored during a network 
transmission to establish an unauthorized connec- 
tion with the destination. 


resistance: the opposition to direct current (DC) 
in a conductor. 


resolver: a software program located on a host 
that queries a DNS server to resolve a host name 
to an IP address. 


Reverse Address Resolution Protocol (RARP): a 
service that finds the MAC address of a host when 
the IP address is known. 


813 


814 


Networking Fundamentals 


reversed pair: a wiring fault in which conductors 
within a twisted pair cable pair reverse their con- 
nection at the opposite end of the cable. 


RG-8: a thick, rigid cable also known as thicknet 
and used in a 10Base5 network. 


RG-58: a thin, flexible cable also known as thinnet 
and used in a 10Base2 network. 


ring polling: a ring poll conducted by the active 
monitor that identifies if a computer has logged on 
or off the ring. 


ring purge: removing a defective token and 
replacing it with a new one. 


ring topology: a physical arrangement that con- 
sists of a single cable that runs continuously from 
node to node. 


routable protocol: a protocol capable of delivering a 
packet to a network different from the source network. 


router: a network device that navigates packets 
across large networks, such as the Internet, using 
the most efficient route. 


Routing Information Protocol (RIP): a routing 
protocol that periodically exchanges an entire 
table of routing information with nearby routers. 


routing table: a database of IP addresses and com- 
puter names used to direct packet flow to each 
side of a router. 


S 


Samba: a free software package that allows UNIX 
and Linux systems to share files and printers with 
Windows-based clients. 


sampling frequency: how often the amplitude of 
an analog signal is measured per second. 


sampling rate: the number of times a signal is 
sampled during a specific period of time. 


scan engine: a software program that performs | 
the function of reading each file indicated in the 
scan configuration and checking it against the 
virus signatures in the virus pattern file. 


scattering: the loss of signal strength due to 
impurities in the core material. 


screen: an instance of a running program, utility, 
or command on a NetWare server. 


Secure Copy Protocol (SCP): a protocol that pro- 
vides a secure way of transferring files between 
computers. It is the replacement for rep. 


Secure File Transfer Protocol (SFTP): a secure 
version of FTP, which encrypts the user name, 
password, and data to provide the highest level of 
security compared to FTP and TFTP. 


Secure HTTP (S-HTTP): an Internet security pro- 
tocol that secures individual messages between 
the client and server rather than the connection. 


Secure Shell (SSH): a protocol that provides 
secure network services over an insecure network 
medium such as the Internet. 


Secure Sockets Layer (SSL): an Internet security 
protocol developed by Netscape to ensure secure 
transmissions between Web servers and individ- 
uals using the Internet for such purposes as credit 
card transactions. 


security access token: contains the user’s security 
identifier (SID) number and the security identifier 
number of any groups the user belongs to. 


Security Account Manager (SAM): a service that 
maintains the security account database in a 
Windows NT domain. 


security policy: a blanket policy that secures 
resources on the network. 


segment: raw data that is divided into a smaller unit. 


segmenting: the act of dividing a network into 
smaller sections to avoid collisions. 


Serial Line Internet Protocol (SLIP): a remote 
access protocol that enables a PC to connect to a 
remote network using a serial line connection, 
typically through a telephone line. SLIP is an 
asynchronous protocol that supports only IP. 


server: a computer that provides services to net- 
worked computers or clients. 


Server+ Certification: a CompTIA certification 
that proves a person's knowledge of network 
server hardware and software. 


server-centric database: a database that is used 
for a single server. 


servertop: the GUI on a NetWare server. 


Service Access Point (SAP): a combination of a 
MAC address and a number that identifies a pro- 
tocol and its service. It provides a means of direct 
communication between protocols at different 
layers of the OSI model and between the source 
and destination. 


service pack: a collection of patches and fixes. 


session: communication that is limited between 
two particular computers. Also, a logical connec- 
tion with the Linux computer. 


session layer: the layer of the OSI model that 
establishes a connection between two computers 
and provides security based on computer and user 
name recognition. 


share permissions: permissions assigned to a 
network share. Common share permissions are 
full control, change, and read. 


share-level security: a type of security that pro- 
vides password protection and minimal share 
permissions to network shares. Share-level secu- 
rity applies only to shares that are accessed over 
the network. 


shell: a user interface that interprets and carries 
out commands of the user similar to the way the 
DOS command interpreter (command.com) inter- 
prets and carries out commands. 


short: a wiring fault which results in electrical 
current flow taking a shorter path. 


Simple Mail Transfer Protocol (SMTP): a pro- 
tocol that is part of the TCP/IP protocol suite and 
is designed to transfer plain text e-mail messages 
from an e-mail client to a mail server and from a 
mail server to a mail server. 


Simple Network Management Protocol (SNMP): 
a protocol that is part of the TCP/IP suite and is 
designed to allow an administrator to manage and 
monitor network devices and services from a 
single location. 


Simple Object Access Protocol (SOAP): an XML 
message format that allows a client to freely 
interact with a Web page on the Web server, rather 
than download it. 


simple volume: a dynamic disk volume that exists 
on a single drive. 


simplex: a communication mode in which com- 
munications occur in one direction only. 


single-mode fiber-optic cable: a type of fiber-optic 
cable that has a small core diameter. Dispersion is 
limited in this type of cable because the core is 
designed to closely match the wavelength of the 
light signal. Single-mode fiber-optic cable can 
carry light farther than multimode fiber-optic cable. 


Small Computer Systems Interface (SCSI): a 
computer bus technology that allows you to con- 
nect multiple devices to a single controller. 
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smart card: a technology that incorporates a special 
card into the security system, which is used in con- 
junction with a personal identification number (PIN). 


snap-in: a tool or utility that is added to the 
Microsoft Management Console (MMC). 


social engineering: the manipulation of personnel 
by the use of deceit to gain security information. 


socket: a port number combined with an IP address. 


software upgrade: a major improvement or 
enhancement to existing software programs. 


spam: an unwanted e-mail, such as advertisement. 


spammer: a person who engages in distributing 
unsolicited e-mail or sending e-mail with some 
sort of advertisement as a probe. 


spamming: the distribution of unsolicited e-mail. 


spanned volume: a single dynamic disk volume 
that spans many drives. 


split pair: a wiring fault in which one conductor 
from each of two pairs within a twisted pair cable 
have switched positions at the opposite end of the 
cable. 


spoofing: a method of fooling the destination by 
using an IP address other than the true IP address 
of a source to create a fake identity. 


spread spectrum: a transmission technique that 
uses multiple channels to transmit data either 
simultaneously or sequentially. 


stand-alone server: a server that is not part of a 
domain. Security on a stand-alone server is handled 
locally and all security information is stored in the 
local database. 


standard: a set of recommendations or practices 
presented by an organization that help define 
specific aspects about a technology. 


standby monitor: a computer on a Token Ring 
network that can become an active monitor if the 
current active monitor fails or logs off the 
network. 


standby UPS: a UPS unit that waits until there is 
a disruption in commercial electricity before it 
takes over the responsibility of supplying elec- 
trical energy. 


star topology: a physical configuration in which 
cables running from each node in a network con- 
nect to a single point, such as a hub. 
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static addressing: assigning an IP address 
manually. 


static IP address table: a table of IP addresses 
entered manually. 


static IP assignment: an IP address that is 
entered manually for each host on a network. 


station address: an IPX/SPX-based address that 
consists of only a network number and node 
address. 


stealth virus: a type of malware that hides from 
normal detection by incorporating itself into part 
of a known and usually required program. 


step-index multimode fiber-optic cable: a gen- 
eral multimode fiber-optic cable that does not 
counter dispersion. 


storage area network (SAN): a separate, high- 
speed network used to provide a storage facility 
for one or more networks. 


storage pools: collections of storage devices with 
logical volumes. 


striped volume: a dynamic disk volume that 
increases the read/write access speed by 
spreading data across multiple hard disk drives. 


subdomain: any level domain located beneath the 
secondary domain. Also called a lower-level 
domain. 


subnet mask: a number similar to an IP address 
that is used to determine in which subnet a par- 
ticular IP address belongs. 


subnetting: dividing a network into subnetworks, 
or subnets. 


subnetwork: a network within a network. 


sunspots: magnetic energy storms that occur at 
the surface of the sun. 


swap file: hard drive disk space that supplements 
the RAM. 


switch: a network device that filters network 
traffic or creates subnetworks from a larger 
network. 


symmetric-key encryption: a key encryption 
method in which the sender and receiver use the 
same key. 


synchronous transmission: a type of transmis- 
sion in which a digital signal is synchronized with 
a reference signal to ensure proper timing. 


system migration: the process of combining two 
diverse operating systems into one. 


system partition: a partition that contains the 
required startup files necessary to boot the oper- 
ating system. 


systems analyst: a person who is responsible for 
performing analysis, evaluations, and recommen- 
dations of business software systems. 


T 


tar ball: a compressed file containing one or more 
software programs. 


T-carrier: a leased line that follows one of the 
standards known as T1, fractional T1, T2, or T3. 
The T-carrier is a dedicated, permanent connec- 
tion that is capable of providing a high bandwidth. 


TCP/IP (Transmission Control Protocol! 
Internet/Protocol): a protocol developed for 
UNIX to communicate over the Internet. 


telecommunications closet: an enclosed space 
that houses telecommunication cable termination 
equipment and is the recognized transition point 
between the backbone and horizontal wiring. 


Telecommunications Industry Association (TIA): 
an organization that is concerned with fiber optics, 
user equipment, network devices, wireless com- 
munications, and satellite communications. 


telecommunications room: a room or enclosed 
space that houses telecommunications equipment, 
such as cable termination and cross connect wiring. 


terminating resistor: an electronic device, 
employed in a coaxial-type bus topology, that 
absorbs transmitted signals, preventing the sig- 
nals from deflecting and the data from distorting. 


thin client: a computer that relies on a thin client 
server's processing power and memory. 


thin client server: a server that provides applica- 
tions and processing power to a thin client. 


thin server: a server that has only the hardware 
and software needed to support and run a specific 
function, such as Web services, print services, and 
file services. 


time period: the rate of recurrence of an expected 
signal level change. 


Time to Live (TTL): a maximum time allowed for 
an electronic signal to circulate a network. 


token: a short binary code that is passed to com- 
puters on a ring topology and in some cases a bus 
topology. Also, the name given to the packet that 
exchanges session information between the source 
and destination. 


transmitter: an electronic device that generates a 
carrier wave and modulates data signals into the 
carrier wave. 


transport layer: the layer of the OSI model that 
ensures reliable data by sequencing packets and 
reassembling them into their correct order. 


transport mode: an IPSec mode that encrypts 
only the payload portion of a packet. 


tree: a network topology that is created when two 
or more star topologies are connected by a common 
backbone. A tree topology is also defined as a 
hierarchical star by some network manufacturers. 
Also, a collection of domains that share a common 
root domain name and Active Directory database. 


Trivial File Transfer Protocol (TFTP): a light- 
weight version of FTP, which does not require a 
user name and password because it uses UDP 
packets for transferring data. It allows a client to 
transfer files, but not to view the directory listing 
at the FTP site. 


Trojan horse: a type of malware that appears as a 
gift, a utility, game, or an e-mail attachment. 


trunk lines: the hundreds of pairs of twisted pair 
cable or fiber-optic cable that connect Local Cen- 
tral Offices. 


trust relationship: a relationship between 
domains, which allows users from one domain to 
access resources on another domain in which they 
do not have a user account. The user can then 
access resources on another domain without 
having to log on to that domain. The user, how- 
ever, must have permissions to access the resources. 


trustee: a user or group that is granted rights to 
an object. Also, a user, group, or container object 
that is granted rights to directories and files. 


tunnel mode: an IPSec mode that encrypts the 
payload and the header information of a packet. 


twisted pair: a type of cable consisting of four 
pairs of twisted conductors. 


two-way trust relationship: a trust relationship 
in which both domains are designated as a trusted 
domain and a trusting domain. A two-way trust 
relationship allows both domains in the trust rela- 
tionship to share its resources with the other. 
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typeful name: the name of an object preceded by 
the object's abbreviation, such as CN, O, and OU, 
and an equal sign (=). 


typeless name: the name of an object followed by 
the path to the top of the directory. Each object in 
the path is separated by a dot (.). 


U 


unbounded media: an unrestricted path for net- 
work transmissions. 


Underwriters Laboratories (UL): a nonprofit 
organization that tests products and materials 
against safety standards. 


Unicode: a character code that uses 16 bits to rep- 
resent individual characters. 


Uniform Resource Locator (URL): a user-friendly 
name, such as http://support.microsoft.com/, 
which allows users to access Web-based resources. 


Uninterruptible Power Supply (UPS): a device 
that ensures constant and consistent network per- 
formance, by supplying electrical energy in case of 
a power failure or blackout. 


unipolar digital signal: a digital signal that fluctu- 
ates between a positive five-volt and zero-volt level. 


Universal Naming Convention (UNC): a stan- 
dard naming convention used by NetBIOS. 


Unspecified Bit Rate (UBR): an ATM data transfer 
classification that does not guarantee any speed or 
meet requirements of any special application such 
as multimedia or telephony. This classification is 
typically applied inside TCP/IP frames. 


upconverter: a radio transmitter integrated into a 
satellite dish. 


user-level security: a type of security that 
requires a user to authenticate through a security 
database to access a share. 


Variable Bit Rate (VBR): a cell rate that automati- 
cally adjusts to support time sensitive data. It uses 
multiplexing techniques to provide a minimum 
CBR for time sensitive audio and video transmis- 
sions while controlling the data rate of not time 
sensitive data, such as text or plain e-mail. 


V 


Variable Bit Rate-Non Real Time (VBR-NRT): an 
ATM data transfer classification that allows cells to 
move at a variable rate. The rate of movement 

depends on the type of data contained in each cell. 
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Variable Bit Rate-Real Time (VBR-RT): an ATM 
data transfer classification that allows cells to 
move at a variable rate to support real-time audio 
and video transfers. 


Variable Length Subnet Mask (VLSM): a subnet 
mask that is not expressed in standard eight-bit or 
one-byte values. A VLSM occurs when a subnet is 
further divided into smaller subnets, which are 
not equal to the original subnet in length or in the 
number of hosts. 


virtual circuit: a connection-oriented 
communication. 


Virtual LAN (VLAN): a LAN that is created using 
software and hardware techniques to connect 
workstations on separate network segments as 
though they were on the same segment. 


virtual network: a logical network within a LAN. 


Virtual Private Network (VPN): a simulated, 
independent network created by software over a 
public network. 


virus: a type of malware that replicates itself on a 
computer after infecting it. 


virus pattern file: a database of virus signatures, 
or codes, unique to each known virus. 


Voice over IP (VoIP): an Internet telephony pro- 
tocol that relies on existing TCP/IP technology 
and existing TCP/IP networking equipment. 


W 


wavelength: the total distance an electromagnetic 
or light wave travels during one full cycle. 


Web administrator: a person who is responsible 
for converting written documents into HTML or 
other Web page programming languages. This job 
requires not only training in Web page program- 
ming language, but also some expertise in net- 
working technology. 


Web browser: a software program that permits a 
user to navigate the World Wide Web and display 
and interpret Web pages. 


Web master: a person who has expertise in Web 
programming languages, such as HTML, XML, 
JAVA, JavaScript, ActiveX, and familiarity with 
server management of IIS, Apache, UNIX, Linux, 
and Microsoft systems. 


Web server: a server configured to provide Web 
services, such as Web pages, file transfer, and 
HTML-based e-mail. 


Web site: a location on the World Wide Web, 
which contains a collection of Web pages and files. 
A Web site is owned and managed by an indi- 
vidual, company, or organization. 


Web-based management utility: A management 
utility based on existing open source standards 
such as HTTP and XML. 


weighted: the amount of points assigned to a test 
question. 


wide area network (WAN): a network that con- 
sists of a large number of networks and PCs 
connected with private and public communica- 
tions lines throughout many geographic areas. 


Wi-Fi: a term coined by the Wi-Fi Alliance that 
refers to wireless network products used in the 
802.11b category. 


Wi-Fi Protected Access (WPA): a standard devel- 
oped to ensure the safe exchange of data between 
a wireless network and a portable Wi-Fi device, 
such as a cell phone. 


windowing: the process of deciding the maximum 
size of each segment and the amount of segments 
that will be sent before requiring an 
acknowledgment. 


Windows Internet Naming Service (WINS): a 
service that resolves NetBIOS names to IP 
addresses. 


windows manager: an X client that controls the 
display. In other words, it provides the GUI such 
as the icons, boxes, and buttons. 


Wired Equivalent Privacy (WEP): a data encryp- 
tion protocol that makes a wireless network as 
secure as a wired network. 


Wireless Access Point (WAP): a wireless network 
device that provides a connection between a 
wireless network and a cable-based network and 
controls the flow of all packets on the wireless 
network. 


Wireless Application Protocol (WAP): a protocol 
that combines the authentication method with 
encryption. 


wireless topology: a physical arrangement that 
uses infrared light or radio transmission as a 
means of communication between nodes. 


work area: the place where employees perform 
their normal office duties. 


workgroup: a group of computers that share 
resources such as files and hardware. 


working group: a standard not fully developed and 
adopted as an official standard recognized by IEEE. 


World Wide Web consortium (W3C): an organi- 
zation that focuses on the development of 
common protocols used for Internet 
communications. 


worm: a software program that can spread easily 
and rapidly to many different computers. 


worm: a type of malware that infects files on a 
computer and automatically spreads to other 
computers. 


X 


X client: an application or a windows manager. 


X server: a program that communicates with the 
computer hardware, such as the keyboard, mouse, 
and monitor. 
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X Windows: a system that provides a GUI for 
UNIX and Linux systems. 


X.25: a protocol that uses analog signals to 
transmit data across long distances. 


Z 


Zero Configuration (Zeroconf): a standard devel- 
oped by IEEE which recommends how to design a 
device that automatically detects other devices on 
the same network or on a nearby network segment 
without the need of intervention by an adminis- 
trator or a DHCP or DNS server. 
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10Base2, 84-85 
10Base5, 86-87 
10BaseT, 87, 89-92 
100BaseT, 92 
100BaseT4, 93 
100BaseTX, 93 
1000BaseCX, 93 
1000BaseT, 93 


A 


A+ Certification, 772 

ABR (Available Bit Rate), 467 

Acceptable Use Policy, 643 

access control list (ACL), 264, 565 

access method, 223-224 

access port, 33 

Active Directory, 269-276 
structure, 271-272 

Active Directory Sizer, 717 

active hub, 46 

active monitor, 229 

active partition, 673, 675 

ADC, 463 

Address Resolution Protocol (ARP), 420-421 

ad hoc mode, 154 

administrative server, 37 

administrative tools, 258-259 

administrator account, 570-571 

alternating current (AC), 73-74 

American National Standards Institute (ANSP), 52, 725 

amplifier, 68-69 

amplitude, 68 

analog signal, 67, 71 

Analog to Digital Converter (ADC), 463 

anonymous FTP, 496-497 

ANSI, 52, 725 

ANSI/TIA/EIA standards, 725-728 

antenna, 146-148 

antistatic wrist wrap, 370, 372 

antivirus software, 643-644 

antivirus suite, 644 

Apache, 350 

Apache HTTP server, 489-490 

APIPA, 415 

AppleShare IP, 611-612 

AppleTalk, 227-228, 236-237, 285 
and the OSI model, 611 
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AppleTalk Zones, 237 
application gateway, 575 
application layer, 54, 204-205, 599 
archive bit, 635 
ARCnet, 96, 230-231 
argument, 342-343 
ARP, 420-421, 694 
ASCII, 194-195 
asymmetric-key encryption, 559-561 
Asynchronous Transfer Mode (ATM), 43, 463-469 
and VoIP, 453-476 
ATM cell design, 467-469 
ATM switch, 465-466 
data transfer classifications, 466-467 
data transmission model, 463-465 
asynchronous transmission, 189 
attenuation, 45, 68 
fiber-optic cable, 117-120 
audio signals. See voice and audio signals. 
audit tools, 579-580 
auditing, 255 
authentication, 220, 552 
802.1x, 566-567 
protocols, 166, 568-569 
UNIX/Linux network, 348-349 
VPN, 537 
Windows 2000 Server and Windows Server 2003, 275-276 
Windows NT, 264-265 
wireless network, 564-565 
Authentication Header (AH), 563 
automatic private IP addressing (APIPA), 415 
Available Bit Rate (ABR), 467 
average utilization, 624 
AWG rating, 77 


B 


B-ISDN, 522 
backbone, 31, 722-723 
backdoor virus, 647 
backplane, 373 
backup domain controller (BDC), 263 
backups 
methods, 634-636 
purpose of, 582 
storing, 636 
bandwidth, 71 
fiber-optic cable, 114 
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Bandwidth Allocation Protocol (BAP), 535 

Baseband, 72, 522 

baseline, 623-626 

basic disk, 280 

Basic Rate ISDN (BRI-ISDN), 521-522 

BCD, 196 

beaconing, 230 

BICSI, 730 

Binary Coded Decimal (BCD), 196 

binary number system, 434-435 

biometrics, 577-578 

BIOS, 374 

bipolar digital signal, 187 

bit rate, 455 

blackout, 638-639 

blade server, 371 

Bluetooth, 161 

BNC connector, 85 

boot partition, 675 

bootloader, 340 

Bootstrap Protocol (BOOTP), 415 

bridge, 47-48 

BRI-ISDN, 521-522 

broadband, 72 

Broadband ISDN (B-ISDN), 522 

Broadband Wireless Access (BWA), 161 

broadcast frame, 202 

broadcast storm, 226 

brouter, 49 

brownout, 638-639 

browser-based management utility, 316 

buffer, 116, 602 

bug, 629 

Building Industry Consulting Service International 
(BICSI), 730 

bus topology, 31-32 

business plan, 769 


C 


Cable Internet service, 522-524 
Cable modem, 523 
careers. See employment. 
carrier wave, 141-144 
CDIA+ Certification, 773 
cell, 34 
cellular technology, 161-162 
central processing unit (CPU), 374 
centralized administration, 37 
CERN, 52 
Certificate Authority (CA), 560-561 
certification, 772-778 

Cisco, 776-777 

CompTIA, 772-773 

Microsoft, 773-775 

Novell, 775-776 
Challenge Handshake Authentication Protocol (CHAP), 

568-569 

channel, 143 
Channel Service Unit/Data Service Unit (CSU/DSU), 528 
CIFS, 353-354 


ciphertext, 559 
CIR, 463 
circuit-level gateway, 575 
circuit switching, 193 
Cisco certifications and training, 776-777 
cladding, 116 
Class A network, 400 
Class B network, 400 
Class C network, 400 
CLE Certification, 776 
client configuration, Microsoft network operating 
systems, 284-286 
Client Service for NetWare, 284-285 
installing, 243-248 
client/server network, 37-38 
CLP Certification, 776 
cluster, 632 
clustering, 282 
CNA Certification, 775-776 
CNE Certification, 776 
coaxial cable, 78-79 
codec, 460 
cold site, 637 
cold spare, 637 
collision domain, 226 
collisions, 226 
command prompt, 221-222 
command syntax, 222 
Committed Information Rate (CIR), 463 
Common Internet File System (CIFS), 353-354 
common name (CN), 274 
Common UNIX Printing System (CUPS), 349 
complex trust relationship, 263 
compression, 460, 462 
CompTIA certifications, 772-773 
CompTIA Network+ Certification exam. See Network+ 
certification exam. 
concentrator, 45 
connectionless communication, 40-41, 192-193 
connection-oriented communication, 40, 192-193 
console, 304-305 
ConsoleOne, 305-306, 317 
Consolidation Point (CP), 727-728 
Constant Bit Rate (CBR), 464 
consultant, 767 
context, 314 
contiguous namespace, 272 
continuous UPS, 639-640 
copper core cable, 44, 77-82 
copyright and copyleft, 338-339 
CPU, 374, 626 
cracker, 497, 553 
crossed pair, 98 
crossover cable, 91 
crosstalk, 68-69, 75-77 
cryptology, 559 
CSMA/CA, 227-228 
process, 156-159 
CSMA/CD, 82-83, 201 
access method, 224 


CSU/DSU, 528 
current, 73 
Cyclic Redundancy Check (CRC), 190-191 


D 


DAC, 463 
daemon, 335 
daisy-chain configuration, 89 
data codes, 194-197 
data encoding, transmission, and the OSI model, 203-208 
data encryption, 205 
data integrity, 716 
data link layer, 53, 207-208, 604-606 
data, packaging and transmission, 40, 70-73, 189-193 
database server, 37 
datagram, 233 
decentralized administration, 39 
decibel (dB), 76 
dedicated server, 37 
de facto standard, 233 
default gateway address, 403 
demodulation, 142 
Denial of Service (DoS), 555 
designing and installing a network, 707-737 
BICSL 730 
designing a small network, 735-737 
developing a timeline, 718-719 
documentation, 720 
implementation, 720 
installation, 720 
needs assessment, 708—718 
network design tools, 716-718 
organizational structure, 710-716 
specifications for network design, 721-729 
architectural design elements, 721-724 
electrical requirements, 729 
standards, 724-728 
training, 720-721 
desktop environment, 352-353 
device file, 345 
DHCP, 413-414 
DHCP lease, 414-415 
DHCP server, configuring, 429-432 
dial-in only, 531 
dial-out only, 532 
dial-up networking, 530-536 
differential backup, 634-635 
digital certificate, 560-561 
digital encoding 
definition of, 186 
and transmission, 186-189 
digital encoding and transmission, 186-189 
digital signal, 67, 69, 72 
Digital Subscriber Line (DSL), 524-525 
Digital to Analog Converter (DAC), 463 
dipole antenna, 146 
direct current (DC), 73-74 
Direct Memory Access (DMA) channel, 379 
direct sequencing, 149-150 
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directional, 146 
directory structure, designing, 712 
disaster recovery, 633 
disjointed namespace, 272-273 
disk management, 257-258 
Windows 2000 Server and Windows Server 2003, 
280-281 
Windows NT, 267-269 
disk mirroring, 382 
disk quota, 257 
disk striping, 381 
diskless station, 415 
DiskPart command interpreter, 391-395 
dispersion, 119 
distinguished name, 274 
DNS, 403-409 
hosts and Lmhosts text files, 407-409 
structure and operation, 405-407 
DOCSIS, 522-523 
domain, 251, 262, 275 
domain name, 487 
and URL resolution, 485-487 
Domain Name Service. See Domain Name System (DNS). 
Domain Name System (DNS), 403-409 
hosts and Lmhosts text files, 407-409 
structure and operation, 405-407 
dotted decimal notation, 435 
downtime, 632 
driver, 44 
DSL, 524-525 
dual boot systems, 676 
dumb terminal, 233, 369-370 
duplexing, 382 
dynamic addressing, 413 
dynamic disk, 280 
Dynamic Host Configuration Protocol (DHCP), 
413-414 
dynamic IP address table, 603 
dynamic IP assignment, 412 


E 


EAP, 166 
EBCDIC, 196 
eDirectory, 311-314 
education, 770-772 
EFI partition, 281 
electrical spike, 637-638 
electrical surge, 637-638 
electromagnetic waves, 114, 140-145 
Electronic Industry Association (EIA), 52 
electrostatic discharge (ESD), 370 
e-mail, 498-499 
address format, 502 
attachments, 556 
Ep o01=502 
mail filter, 503 
mail gateway, 504 
structure, 502-503 
emergency repair disk, 678-679 
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employment, 763-784 
career information sources, 769-770 
information technology industry careers, 764-769 
interview, 779-782 
job search ideas, 778-779 
resume, 779 
encapsulation, 190-191 
process, 606-609 
Encapsulation Security Payload (ESP), 563 
encryption, 166-168, 559-561 
engineer, 768-769 
entrance facility, 722 
entrepreneur, 769 
equal level far-end crosstalk (ELFEXT), 77 
equipment room, 722 
error correction, 381 
ESP, 563 
Ethereal, 213-218 
OSI model exploration, 617-620 
Ethernet, 224-226 
10 Mbps, 84-92 
classifications, 83-93 
Fast Ethernet, 92-93 
frame, 411-412 
frame structure, 200-203 
IEEE standard, 82-93 
Ethernet II frame type, 201-203 
Event Viewer, 628 | 
troubleshooting with, 688 
explicit rights, 316 
Extended Binary Code Decimal Interchange Code 
(EBCDIC), 196 
Extensible Authentication Protocol (EAP), 166 
Extensible Markup Language (XML), 494 
extranet, 485 
extrinsic losses, 120 


E 


fabric switch, 386 
far-end crosstalk (FEXT), 77 
Fast Ethernet, 92-93 
Fast Infrared (FIR), 43 
fault tolerance, 381, 633, 716 
fault tolerant RAID systems, 633-634 
Fiber Distributed Data Interface (FDDI), 123-124, 528 
fiber-optic cable, 44, 112, 682 
characteristics, 112-114 
cleaving, 127 
construction, 116-117 
graded-index multimode, 121 
installation and troubleshooting, 126-130 
multimode, 121 
single-mode, 121 
specifications, 120-121 
step-index multimode, 121 
transmission characteristics, 117-120 
fiber-optic cable connectors, 124-125 
identifying, 137-138 
installing, 126-127 
fiber-optic cable meter, 128-130 


Fibre Channel, 385-386 
file access protocol, 319 
File Allocation Table (FAT), 259 
file server, 37 
File Transfer Protocol (FTP), 350, 495-497 
filtering, 69 
firewall, 573-574 
FIR, 43 
firmware, 374 
Fixed Length Subnet Mask (FLSM), 440 
flat panel antenna, 147 
forest, 272 
FODN, 405 
frame, 191, 410, 608-609 
formats, 410-412 
Frame Relay, 463, 529 
frame size average, 624 
frame size peak, 624 
Free Software Foundation (FSF), 339 
frequency, 67-68, 114-115 
frequency hopping, 149-150 
Fresenel reflection loss, 120 
FrontPage extensions, 494 
FTP, 350, 495-497 
full backup, 634 
full-duplex, 73 
full service, 532 
Fully Qualified Domain Name (FQDN), 405, 408 
fusion splice, 127-128 


G 


gateway, 46 

gateway service, 283-284 

generator, 642-643 

geosynchronous orbit, 162, 164 

Gigabit (Gb) Ethernet, 93 

graded-index multimode fiber-optic cable, 121 
graphical user interface (GUI), 221, 350-351 
ground, 97 

group account, 254-255 

GRUB (Grand Unified Bootloader), 340 
GUI, 221, 350-351 


H 


H.323 standard, 471 
hacker, 497, 553 
half-duplex, 73 
hardware 
maintaining, 632-633 
upgrades, 633 
Hardware Abstract Layer (HAL), 675-676 
hashing, 572 
head-end, 523 
hex address, 225 
hierarchical star, 35-36 
hoax, 647 
hop, 610 
horizontal cross connect, 722 
horizontal wiring, 722 


host, 399 

hot site, 637 

hot spare, 636-637 

hot swapping, 373 

hot-swap technology, 372 

HTML, 196, 492, 494 

HTML tag, 492 

HTTP, 270, 492 

HTTP e-mail, 501-502 

HTTPS, 562 

hub, 33, 45-46 

hybrid topology, 34-36 

hyperlink, 492 

Hypertext Markup Language (HTML), 196, 492, 494 
Hypertext Transfer Protocol (HTTP), 270, 492 


I 


ICANN, 404-406 
ICS, 402 
IEEE, 50-51, 597 
TEEE standards 
and manufacturers’ tables, 123 
802.11, 154-160 
802.111, 566 
802.15, 160-161 
802.16, 160-161 
802.1x authentication, 165-166, 566-568 
802.1x encryption, 166-168 
802.3, 82-93, 121-123, 201-203 
802.4, 230 
802.5, 94-96 
modification of, 122 
new wireless standards, 160-161 
iFolder, 320 
IGMP, 604 
IMAP, 500-501 
impedance, 74 
incremental backup, 634 
indicator lights, 682 
inductive reactance, 638 
industrial field bus technology, 96 
i-Net+ Certification, 773 
infrared transmission, 144 
and networking, 164-165 
infrastructure mode, 154 
infrastructure mode wireless network, installing, 
175-183 
inherited rights, 316 
inode, 343 
Input/Output (I/O) port, 379-380 
Institute of Electrical and Electronic Engineers (IEEE), 
50-51, 597 
Integrated Services Digital Network (ISDN), 521-522 
interactive logon, 275 
interference, 68-70 
International Organization for Standardization 
(ISO), 51 
International Telecommunications Union (ITU), 529 
Internet, 484 
inability to access, 688 
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Internet Connection Sharing (ICS), 402 
Internet Corporation for Assigned Names and Numbers 
(ICANN), 404-406 
Internet Group Management Protocol (IGMP), 604 
Internet Information Service (IIS), 490-491, 497 
installation, 509-515 
Internet Message Access Protocol (IMAP), 500-501 
Internet Protocol (IP), 409-412 
InterNIC (Integrated Network Information Center), 404 
interoperability, 282-286, 318-320, 353-355 
interrupt request (IRQ), 378-379 
interview, 779-782 
intranet, 485 
intruder, 553 
TP, 409-412 
IP addressing, 398-403 
assigning IP addresses, 412-415 
network class, 400 
reserved IP addresses, 401-403 
subnet mask, 401 
viewing IP configuration settings, 403 
IPconfig, 694 
IP configuration settings, identifying, 61-64 
iPrint, 320 
IPSec, 563 
IP Security (IPSec), 563 
IPv6 
MAC address, 422 
standard, 421-422 
IPX internal network number, 304 
IPX/SPX, 43, 235-236 
and the OSI model, 610 
IRQ, 378-379 
ISDN, 521-522 
ISM band, 145 
ISO, 51 
isolation transformer, 642 
ITU, 529 


J 


JAVA-based management utility, 316-317 
jitter, 458 

joke program, 646 

journal file, 343 

journaling file system, 309-310 


K 


Kerberos, 569 
kernel, 335-336 
key, 559 


L 


L2F (Layer 2 Forwarding), 536 

L2TP (Layer 2 Tunneling Protocol), 536 

LAN, 29-30 

LANguard network security scanner, 655-659 
last known good configuration, 678 

latency, 70, 85, 458-459 

layer 1 device, 55 
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layer 2 device, 55 

layer 3 device, 55 
LDAP, 270 

LDM, 281 

LEC, 519 

light, nature of, 114-115 
lightning arrestor, 638 


Lightweight Directory Access Protocol (LDAP), 270 


LILO (Linux Loader), 340 
Linux, 336-339 
advantages and disadvantages, 338 
copyright and copyleft, 338-339 
Linux+ Certification, 773 
loading coil, 524 
local area network (LAN), 29-30 
Local Central Office, 519 
Local Exchange Carrier (LEC), 519 
local loop, 519 
Local Security Authority (LSA), 264-265 
LocalTalk, 236 
logic bomb, 646 
logical component, 403 
Logical Disk Manager (LDM) partition, 281 
logical identification, 45 
logical link control (LLC) sublayer, 224, 604-605 
logical unit number (LUN), 377-378 
logon problems, 685 
logon right, 254 
loopback, 682 
loopback address, 422 
loopback test, 230 
loose connections, 685-686 
LUN, 377-378 


M 


MAC filter, 565 

MAC (media access code) address, 45, 225, 234 

MAC OS X Server, 355-356 

MAC sublayer, 224 

macro virus, 556-557, 647-648 

magnetic induction, 75 

mail filter, 503 

mail gateway, 504 

main entrance, 721-722 

maintaining the network, 621-659 
maintaining stable electrical power, 637-643 
merging networks, 648-649 
monitoring the server and network, 623-628 
protecting against malware, 643-648 
system hardware, 632-633 
system integrity, 633-637 
system software, 629-632 

malware, 643-648 

MAN, 29 

Manchester encoding, 188 

man in the middle, 555 

markup, 492 

Master Certification, 776 

MAU, 33, 94-96 

MBR (master boot record), 670-671 


MBR virus, 646 
MCDA Certification, 775 
MCDST Certification, 774 
MCP Certification, 774 
MCSA Certification, 775 
MCSD Certification, 775 
MCSE Certification, 774-775 
mechanical splice, 128 
media, 44 
Media Access Control (MAC) 
filter, 565 
sublayer, 224 
member server, 264 
memory address assignment, 380 
merging networks, 648-649 
mesh topology, 34 
metropolitan area network (MAN), 29 
Microsoft certifications, 773-775 
Microsoft Challenge Handshake Authentication 
Protocol (MS-CHAP), 568-569 
Microsoft network operating systems 
administrative components, 253-259 
client configuration, 284-286 
gateways and services, 283-284 
history of, 251-253 
interoperability, 282-286 
Microsoft Office Specialist Certification, 774 
Microsoft Reserved (MSR) partition, 281 
Microsoft Visio, 718 
microwave transmission and networking, 162, 164 
microwaves, 526 
migration, 648-649 
MIME, 502 
MLPPP, 535 
MMC (Microsoft Management Console), 276 
modulation, 141 
module, 335-336 
monitor contention, 229 
monitor election, 229 
Monitor utility, 306, 308 
monitoring the server and network, 623-628 
establishing a baseline, 623-626 
monitoring tools, 626-628 
motherboard, 373-374 
mount point, 346 
MPEG (Moving Picture Experts Group), 460, 462 
MSAU. See multistation access unit (MAU). 
MS-CHAP, 568-569 
MSR, 281 
multicast frame, 202 
multicasting, 604 
Multilink Point-to-Point Protocol (MLPPP), 535 
multimaster replication, 275 
multimedia transmission protocols, 462-472 
ATM, 463-469 
frame relay, 463 
X.25, 462 
multimode fiber-optic cable, 121 


Multipurpose Internet Mail Extensions (MIME), 502 


multistation access unit (MAU), 33, 94-96 


multitasking, 671 

Multi-User Telecommunication Outlet Assembly 
(MUTOA), 727 

mutual induction, 75 


N 


namespace, 272 
naming convention, 713-715 
NAS, 384 
NAT, 402-403 
National Electrical Code (NEC), 116-117, 721, 729 
Native File Access Pack (NFAP), 319 
nbtstat command, 418 
troubleshooting with, 692-693 
NDS, 311-314 
near-end crosstalk (NEXT), 76 
NEC, 116-117, 721, 729 
needs assessment, 708-718 
application, 710 
naming conventions, 713-715 
organizational structure, 710-716 
physical network structure, 709-710 
security, 710 
NetBEUI, 42, 202, 232, 235 
NetBIOS, 42, 233-235 
NetBIOS name, 405 
NetDrive, 320 
NetMeeting, 477-482 
netstat, 417, 579 
troubleshooting with, 691-692 
NetStorage, 320 
NetWare 
boot process, 303-304 
connectivity and interoperability, 318-320 
console, 304-306, 308 
file systems, 308-311 
history of, 300-301 
security, 315-316 
Web-based access, 319-320 
NetWare 6 administration, 316-317 
NetWare File System (NWES), 308-309 
NetWare loadable modules (NLM), 302-303 
network 
baseline, 624-625 
classifications, 29-30 
communications, 40-41 
connectivity, 40-41 
definition of, 27-28 
designing and installing. See designing and 
installing a network. 
maintaining. See maintaining the network. 
media and devices, 43-49 
printer problems, 687-688 
security, 551-594 
Network Address Translation (NAT), 402-403 
network administration model 
definition of, 36 
types, 37-39 
network administrator, 37, 766-767 
network analyzer, 683 
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network attached storage (NAS), 384 
network authentication. See authentication. 
network cable tester, 681 
network-centric database, 312 
Network Diagnostics utility, 680-681, 701-705 
Network File System (NES), 353 
and Windows, 354-355 
network interface card (NIC), 44-45 
network interface module (NIM), 231 
network layer, 53, 206, 603-604 
network media, 66-67 
Network News Transfer Protocol (NNTP), 497-498 
network operating system (NOS), 39 
common traits, 220-223 
hardware protocols, 223-224 
networking protocols, 231-238 
network security, 551-594 
common security breaches, 553-558 
implementations, 569-578 
methods and protocols, 559-564 
needs assessment, 710 
security access token, 264 
Security Account Manager (SAM), 264 
security event monitoring, 589-594 
security policy, 255 
tools, 579-582 
wireless security, 564-568 
network share, 255-257 
inability to access, 686-687 
Network Stumbler, 684 
network support specialist, 766 
network topology 
definition of, 30 
types, 30-36 
Network+ Certification, 772-773 
Network+ Certification exam, 739-762 
preparation strategy, 741-745 
scheduling, 745 
Network+ Examination Objectives, 740-741 
networking, advantages and disadvantages, 28-29 
Networking Fundamentals Study Guide, 741 
NetworkView, 718 
New Technology File System (NTFS), 257 
newsgroup, 497-498 
NFAP, 319 
NFS, 353 
and Windows, 354-355 
NIC, 44-45 
NLM, 302-303 
NNTP, 497-498 
node, 30, 399 
noise, 68-69 
non-return to zero (NRZ), 188 
Novell certifications, 775-776 
Novell Client, 319 
installing, 325-332 
Novell Directory Services (NDS), 311-314 
Novell network operating systems, 299-332 
Novell Storage Services (NSS), 309-311 
nslookup command, 421, 694 
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NSS, 309-311 
NTFS permissions, 260 
NWES, 308-309 


O 


object rights, 315 

Occupational Outlook Handbook, 769 
octet, 399 

OFDM, 151-152 

omni antenna, 146 
omni-directional, 146 

one’s compliment, 200 

one-way trust relationship, 262-263 
open, 97 

open ports, 554 

Open Shortest Path First (OSPF), 604 


Open Systems Interconnection (OSI) model. See OSI model. 


Optical Time Domain Reflectometer (OTDR), 128-130 
organizational unit, 273 
organizations, 49-50 
orthogonal frequency-division multiplexing (OFDM), 
151-152 
OSI model, 52-54 
and network devices, 55 
and Novell IPX/SPX protocols, 409-410, 610 
and TCP/IP protocols, 409-410, 609 
data encoding and transmission, 203-208 
history and purpose of, 596-598 
layers, 598-606 
OTDR, 128-130 
overbooking, 310 
oxidation, 686 


P 


packet, 190-191 
packet filter, 575 
packet loss, 152 
packet sniffer, 581-582 
packet switching, 193 
page file, 623 
PAP, 568 
parabolic antenna, 147-148 
parallel processing, 374 
parity check, 189-190 
partition and volume structure, 715-716 
passive hub, 45 
pass-through authentication, 265 
password, 571-573 
security measures, 573 
Password Authentication Protocol (PAP), 568 
password virus, 647 
patch cable, constructing, 105-110 
patch panel, 723 
patches, 570, 629-630 
PDU, 191 
peak utilization, 624 
PEAP, 166 
peer-to-peer network, 38-39 
performance monitors, 626-627 
permanent virtual circuit (PVC), 463 


permissions, 220, 254, 347-348 
Personal Area Network (PAN), 161 
phishing, 558 
physical component, 403 
physical layer, 53, 208, 606 
physical security, 577-578 
piconet, 161 
ping, 419-420 
troubleshooting with, 689-690 
Plain Old Telephone Service (POTS), 470 
plenum-rated, 78 
Plug and Play, 673 
Point of Presence (PoP), 519 
Point-to-Point Protocol (PPP), 533-534 
Point-to-Point Protocol over Ethernet (PPPoE), 534-535 
Point-to-Point Tunneling Protocol (PPTP), 534 
polymorphic virus, 647 
port, 200 
portability, 220 
port-based, 566 
port number, 416 
POSIX, 282 
Post Office Protocol (POP), 500 
power conditioning, 639 
power-on self-test (POST), 374, 670 
power supply, 372-373 
PPP, 533-534 
PPPoE, 534-535 
PPTP, 534 
practice exam, 744-761 
presentation layer, 54, 205, 599-600 
PRI-ISDN, 522 
primary domain controller (PDC), 263 
Primary Rate ISDN (PRI-ISDN), 522 
printer problems, 687-688 
print server, 37 
programmer, 768 
programmer analyst, 768 
propagation delay, 164 
protected mode, 671-672 
protocol, 41-43, 197-198 
protocol analyzer, 581-582, 683-684 
protocol data unit (PDU), 191 
protocol frame structures, 197-198, 200-203 
protocol stack, 203 
proxy server, 485, 575 
PSEN 521 
Public Switched Telephone Network (PSTN), 470, 521 
public-key encryption, 559-561 
punch down tool, 724 
PVC, 463 


Q 


Quality of Service (QoS), 472 


R 


radio and microwave transmission, 141-144 

radio interference, 144-145 

radio wave-based networking, 152-162 

radio wave-based transmission techniques, 148-152 


radio waves, definition of, 148 
RADIUS, 567 
RAID, 381-383, 633-634 
RARP, 421 
real mode, 671 
receiver, 141 
Recovery Console, 679 
redirector, 318 
Redundant Array of Independent Disks (RAID), 381-383, 
633-634 
reflected loss, 74 
registrar, 404 
remote access 
protocols, 533-536 
securing, 576-577 
server, 530-531 
remote access and long distance communications, 
517-550 
Remote Authentication Dial-In User Service (RADIUS), 567 
remote connection technologies and media, 520-529 
Remote Desktop Protocol (RDP), 532-533 
Remote Server Management utility, 317 
repeater, 45 
replay attack, 555 
Request for Comments (REC), 612 
resistance, 74 
resolver, 406-407 
résumé, 779 
Reverse Address Resolution Protocol (RARP), 421 
reversed pair, 98 
RG-8, 79 
RG-58, 79 
ring polling, 229 
ring purge, 229 
ring topology, 33 
RIP, 603-604 
RJ-45 connector, 89 
Roll Back Driver, 679 
root domain, 271-272 
root server, DNS, 406 
routable protocol, 42, 235 
router, 49, 206, 603 
routing and remote access service (RRAS), 543-550 
Routing Information Protocol (RIP), 603-604 
routing table, 442 


S 


safe mode, 677 

Samba, 354 

sampling frequency, 455-456 
sampling rate, 455-457 

SAN, 384 

satellite, 162, 164, 525-527 
scan engine, 644 

scattering, 119 

SCP, 564 

screen, 305 

SCSI, 375-378 

SCSI ID numbers, 376 

Secure Copy Protocol (SCP), 564 
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Secure File Transfer Protocol (SFTP), 496 
Secure HTTP (S-HTTP), 562 
Secure Shell (SSH), 563-564 
Secure Sockets Layer (SSL), 562 
security. See network security. 
security access token, 264 
Security Account Manager (SAM), 264 
security event monitoring, 589-594 
security policy, 255 
security tools, 579-582 
segment, 189 
segmentation, 190 
segmenting, 226 
self-hack tools, 580-581 
Serial Line Internet Protocol (SLIP), 533-534 
server, 37-38, 367-395 
baseline, 625-626 
case, 371-372 
central processing unit (CPU), 374 
classification by number of CPUs, 370 
external storage systems, 384 
hot-swap components, 372 
major components, 370-378 
motherboard, 373-374 
power supply, 372-373 
RAID systems, 381-383 
system resources, 378-380 
troubleshooting, 684-685 
types and services, 368-370 
Server+ Certification, 773 
server-centric database, 312 
servertop, 305 
Service Access Point (SAP), 606 
service pack, 570, 630 
Service Set Identifier (SSID), 153, 176, 565 
session, 234, 341 
session layer, 54, 205, 600-601 
SFTP, 496, 564 
SGML, 494 
S-HTTP, 562 
share permissions, 260 
shared resource, 255-257 
share-level security, 259 
sheath, 116-117 
shells, 340-342 
shielding, 80 
short, 97 
Simple Mail Transfer Protocol (SMTP), 499 
Simple Network Management Protocol (SNMP), 628 
Simple Object Access Protocol (SOAP), 494 
simple volume, 280 
simplex, 73 
single-mode fiber-optic cable, 121 
SLIP, 533-534 
Small Computer Systems Interface (SCSI), 375-378 
smart card, 578 
snap-in, 276 
SNMP, 628 
SOAP, 494 
social engineering, 553-554 
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socket, 416 
software 
installations, 631-632 
maintaining, 629-632 
SONET, 528-529 
spam, 503 
spanned volume, 280 
split pair, 98 
spoofing, 556 
spread spectrum, 149 
SSH, 563-564 
SsID, 153, 1/6 
S517562 
stand-alone server, 264 


Standard Generalized Markup Language (SGML), 494 


standards, 49-50 
organizations, 724-725 
standby monitor, 229 
standby UPS, 639-640 
star topology, 32-33 
static addressing, 413 
static IP address table, 603 
static IP assignment, 412 
station address, 236 
stealth virus, 647 
step-index multimode fiber-optic cable, 121 
storage area network (SAN), 384 
storage pools, 310 
straight-through cable, 90-91 
striped volume, 280-281 
subdomain, 406 
subnet, 439-441 
definition of, 436 
subnet mask, 63, 401 
subnet mask calculator, 447-451 
subnetting, 433-451 
advantages and disadvantages, 441 
definition of, 435 
subnetwork, 401 
sunspots, 526. 
SuSE Linux, adding a new user, 361-366 
swap file, 623 
switch, 48, 55 
sy mmetric-key encryption, 559 
Synchronous Optical Network (SONET), 528-529 
synchronous transmission, 188-189 
system backups, 582 
system integrity, 633-637 
system migration, 648-649 
System Monitor, troubleshooting with, 688 
system partition, 670 
system registry, 673 
System Restore utility, 677-678 
systems analyst, 767 


T 


tar ball, 353 
T-carrier, 527-528 
TCP, 409-412 


TCP/IP, 42, 235-238, 409-412 
addressing, 398-403. See also IP addressing. 
frame formats, 410—412 
fundamentals, 397-427 
needs assessment, 711 
ports and sockets, 416-417 
relationship to the OSI model, 409-410, 609 
troubleshooting utilities, 417-421, 688-694 
technical sales person, 768 
telecommunications closet, 724 
Telecommunications Industry Association (TIA), 52 
telecommunications room, 724 
telecommunications systems, 518-519 
Telnet, 350 
terminating resistor, 32, 85 
TFTP, 350, 496 
thicknet, 79 
thin client, 369 
thin client server, 369 
thin server, 369 
thinnet, 79 
TIA/EIA 568-B, 725-726 
TIA/EIA 569-A, 725 
TIA/EIA 606-A, 726 
TIA/EIA 607-A, 726 
time period, 187 
Time to Live (TTL), 70 
token, 228, 601 
Token Bus network, 230 
Token Ring network, 228-230 
IEEE standard, 94-95 
tone generator and tracer, 682 
topologies, 30-36 
traceroute, 420 
tracert, 420 
troubleshooting with, 690 
transceiver, 87, 522 i 
Transmission Control Protocol (TCP), 409—412 
transmitter, 141 
transport layer, 54, 205, 601-602, 605 
transport mode, 563 
tree, 36, 272 
Trivial File Transfer Protocol (TFTP), 350, 496 
Trojan horse, 556, 645-646 
troubleshooting, 661-705 
common network problems, 685-688 
network infrastructure, 680-684 
procedures, 662-669 
server, 684-685 
Windows NT-based operating systems, 676-679 
with Event Viewer and System Monitor, 688 
with TCP/IP utilities, 688-694 
workstation, 669-679 
trunk lines, 519 
trust relationship, 262 
trustee, 315 
TSB-75, 726-727 
ZO 
tunnel mode, 563 
tunneling, 534 


twisted pair cable, 75-76, 78 
categories, 80-82 
incorrect wiring, 96-98 
two-way trust relationship, 262 
typeful name, 314 
typeless name, 314 


U 


UDP, 200, 409-412, 469 
unbounded media, 140 
UNC, 235 
Underwriters Laboratories (UL), 52 
Unicode, 196 
Uniform Resource Locator (URL), 485-487 
Uninterruptible Power Supply (UPS), 639-641 
unipolar digital signal, 187 
Universal Naming Convention (UNC), 235 
UNIX, 237, 282, 334-336 
UNIX/Linux 
basics, 339-350 
commands, 342-343 
common files and directories, 346-347 
file and print sharing, 349 
file structure, 345-346 
file systems, 343-344 
LILO and GRUB, 340 
network authentication, 348-349 
operating systems, 333-366 
remote access features, 349-350 
security, 347-348 
shells, 340-342 
U-NII classifications, 151-152 
unprotected network shares, 553 
Unspecified Bit Rate (UBR), 467 
upconverter, 526 
upgrades, 630 
UPS, 639-641 
URL, 485-487 
user account, 254 
User Datagram Protocol (UDP), 200, 409-412, 469 
user-level security, 260 
User Manager for Domains utility, 266-267 
User Manager utility, 265-266 


V 


Variable Bit Rate (VBR), 464 
Variable Bit Rate-Non Real Time (VBR-NRT), 466 
Variable Bit Rate-Real Time (VBR-RT), 466-467 
Variable Length Subnet Mask (VLSM), 440 
video, 460-462 
virtual circuit, 234 
Virtual LAN (VLAN), 442 
virtual network, 48, 206 
Virtual Private Network (VPN), 536-537, 565 
virus, 645, 688 
virus pattern file, 644 
voice and audio signals, 454-459 

signal conversion, 455-458 
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VoIP, 469-472 
VPN, 536-537, 565 


Ww 


W3C, 51-52, 494 
WAN, 30 
WAP, 152-154, 167 
WAP-PSK, 167 
warm site, 637 
wavelength, 115 
Web administrator, 768 
Web-based access, 319-320 
Web-based e-mail, 501-502 
Web-based management utility, 316 
Web browser, 492 
Web master, 768 
Web server, 487-489 
Web servers and services, 483-515 
Web site, 487 
communications, 492, 494 
weight, 740 
WEP, 167, 565 
wide area network (WAN), 30 
Wi-Fi, 155 
Wi-Fi Protected Access (WPA), 168, 565 
Wi-Fi Protected Access 2 (WPA2), 566 
windowing, 602 
Windows 98 boot process, 670-672 
Windows 2000 Server and Windows Server 2003, 269-282 
Active Directory, 269-276 
administration, 276-281 
authentication, 275-276 
disk management, 280-281 
managing domain users and groups, 279-280 
managing local users and groups, 276-278 
server roles, 275 
Windows Internet Naming Service (WINS), 409, 412 
windows manager, 351 
Windows NT, 259-269 
administration, 265-269 
boot process, 672-676 
disk management, 267-269 
domain model, 261-262 
managing domain users and groups, 266-267 
managing local users and groups, 265-266 
network administrative models, 261 
server roles, 263-264 
troubleshooting, 676-679 
Windows Server 2003 
adding users to, 291-297 
major differences, 281-282 
WINS, 409, 412 
wire map, 92 
Wired Equivalent Privacy (WEP), 167, 565 
Wireless Access Point (WAP), 152-154, 159-160 
authentication, 564-565 
Wireless Application Protocol (WAP), 167 
wireless network, 30-31. See also wireless technology. 
IEEE 802.11 standard, 154-156 
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wireless network tester/analyzer, 684 

wireless technology, 139-184 
advantages and disadvantages, 165 
antenna styles, 146-148 
electromagnetic waves, 140-145 
infrared transmission and networking, 164 
microwave transmission and networking, 162, 164 
radio wave-based networking, 152-162 
radio wave transmission and networking, 148-152 
security, 165, 564-568 

wireless topology, 34 

wiring faults, 96-98 

work area, 722 

workgroup, 39, 251 

working group, 160 

World Wide Web consortium, 51-52, 494 

worm, 557, 645, 688 

WPA, 168, 565 

WPA2, 566 


X 


X.25, 462, 529 

X client, 351-352 
XML, 494 

X server, 351-352 

X Windows, 350-353 


ag 


Yagi antenna, 146-147 


Z 


Zero Configuration (Zeroconf), 554-555 


Features 


for over 35 years. He is an accomplished programmer and computer technician. He has experience 
as the system administrator for Novell NetWare, Microsoft NT, and IBM Token Ring networking 
systems. He is also the author of Computer Service and Repair and the coauthor of Electricity and 
Electronics, Mr. Roberts has CompTIA A+, Network+, and iNet+ certifications. He is currently an 
adjunct instructor at South Florida Community College. For additional information, visit his Web site 
at www.rmroberts.com. 


Goodheart-Willcox products. 


This textbook will prove beneficial to anyone wishing to pursue a career in information 


technology. It provides the skills and basic knowledge required before pursuing studies in specific 
networking fields, such as network administration, network design, and the support of specific 
network operating systems. This text will prepare you for the CompTIA Network+ Certification exam 
and for a career as a network technician. 


Three chapters devoted to media types and standards. 

Complete chapter devoted to the OSI model and how it is directly related to protocols 
and equipment. 

Coverage of Microsoft Windows, Novell NetWare, and UNIX/Linux network operating 
systems. 

Complete chapter dedicated to TCP/IP and another to subnetting. 

Chapters devoted to maintaining, troubleshooting, designing, and installing a network. 
An exam preparation chapter, which includes Network+ Certification exam objectives and 
Network+ Certification exam-type questions. 

Key words, technical terms, and acronyms defined in the margins as they are introduced. 
Numerous tricks and tips that can prove useful in the field and assist in studying for the 
Network+ Certification exam. 

Network+ Certification exam-type questions included with each chapter. 

Twenty step-by-step laboratory activities. (Many more can be found in the supplementary 
Laboratory Manual.) 


Richard M. Roberts has been teaching, designing curriculum, and supervising teachers 


Be sure to check the Goodheart-Willcox Web site at www.g-w.com to learn about other 
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